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Preface 



The 4th Workshop on Information Security Applications (WISA 2003) was spon- 
sored by the following Korean organizations and government bodies: the Korea 
Institute of Information Security and Cryptology (KIISC), the Electronics and 
Telecommunications Research Institute (ETRI), and the Ministry of Information 
and Communication (MIC). The workshop was held in Jeju Island, Korea du- 
ring August 25-27, 2003. This international workshop provided ample technical 
sessions covering a large spectrum of information security applications. Subjects 
covered included network/mobile security, electronic commerce security, digital 
rights management, intrusion detection, secure systems and applications, biome- 
trics and human interfaces, public key cryptography, and applied cryptography. 

The program committee received 200 papers from 23 countries (representing 
most geographic areas where security and applied cryptography research is con- 
ducted throughout the world) . Each submitted paper was peer-reviewed by three 
program committee members. This year, we had two tracks: long and short pre- 
sentation tracks. We selected 36 papers for the long presentation track and 34 
papers for the short presentation tracks. This volume contains revised versions 
of papers accepted for the long presentation track. We would like to note that 
getting accepted to both tracks was an achievement to be proud of, given the 
competitive nature of WISA this year. Papers in the short presentation track 
were only published in the WISA preproceedings as preliminary notes; exten- 
ded versions of these notes may be published by future conferences or workshops. 

Many people worked very hard to produce a successful WISA 2003 workshop 
and its technical program. We are grateful to the organizing committee, the 
steering committee and the workshop general chairs for their support. We thank 
Springer- Verlag editors for their careful scrutiny and guidance in preparing the 
workshop proceedings. We are extremely thankful to the program committee 
members for spending their time on and devoting their efforts to reviewing the 
submitted papers and selecting the technical program. We also acknowledge the 
help of the external reviewers: Ahto Buldas and Markku-Juhani Saarinenl. We 
note that the program committee had members from numerous areas of research 
relevant to the workshop’s subject and from many geographic areas, a fact that 
assured the breadth and the international nature of WISA. Finally, we would 
like to express our sincere thanks to all the authors of all the submitted papers, 
without whom this workshop would not have been possible. 
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Abstract. Security protocols are very vulnerable to design errors. Thus 
many techniques have been proposed for validating the correctness of 
security protocols. Among these, general model checking is one of the 
preferred methods. Using tools such as Mury>, model checking can be 
performed automatically. Thus protocol designers can use it even if they 
are not proficient in formal techniques. Although this is an attractive ap- 
proach, state space explosion prohibits model checkers from validating se- 
cure protocols with a significant number of communicating participants. 
In this paper, we propose “model checking with pre- configuration" which 
is a “divide-and-conquer” approach that reduces the amount of memory 
needed for verification. The verification time is also reduced since the 
method permits the use of symmetry more effectively in model checking. 
The performance of the method is shown by checking the Needham- 
Schroeder-Lowe Public-Key protocol using Mury>. 



1 Introduction 

1.1 Security Protocols and an Intruder 

With the growing role of e-commerce in commercial transactions, the role of 
security (authentication) protocols has become more important. Ironically, secu- 
rity protocols are very prone to errors and are very vulnerable to attacks [1]. It 
is, therefore, important to develop methods for ensuring that security protocols 
have minimal vulnerabilities. 

The most famous example of flaws in authentication protocols is the 
Needham- Schroeder Puhlic-Key Protocol (NSPKP) [2]. The simple version of 
NSPKP is described below. 

1 . A^B:{NaA}K, 

2 . B^A:{NaNb}K^ 

3. A^B:{Nb}K, 
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where Na and Ni, are nonces - generally, random numbers - and Ka and Kt are 
A’s and B’s public keys respectively. Each line of the above description has the 
following format. 

MsgSer SndID — >• RcvID : Message 

where MsgSer is the serial number of the message, SndID is the sender’s name 
and RcvID is the receiver’s name. Figure 1 shows an exchange of messages using 
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Fig. 1. (a) Message exchanges in NSPKP (b) The attack scenario 



NSPKP and a possible attack scenario. The number under each arrow represents 
the order of the message. It is generally assumed that an intruder controls the 
communication network and thus is able of intercepting, blocking and generating 
a message using its own knowledge [3, 4, 5, 6, 7]. Therefore, an intruder, Z, can 
break this protocol using two of its transactions (one with A and the other with 
B) as described in figure 1(b). In this scenario, B believes it is communicating 
with A while A does not have the corresponding protocol run. Thus, we can say 
the NSPKP lacks the property of authentication correctness. 



1.2 Protocol Validation by Model Checking and Its Limitation 

Since Lowe found the flaw in NSPKP using the FDR (Failures Divergence Re- 
finement) [3], many general model checkers such as Muri^ [5] have been used 
successfully for the validation of security protocols. Model checking is consid- 
ered one of the preferred methods by protocol designers because of the potential 
for full automation. However, general model checking suffers from the state space 
explosion problem in which the state space grows exponentially with the number 
of protocol sessions. 

There are several papers aimed at reducing the size of the state space for 
validation of security protocols [6,7]. Symmetry properties and partial order 
reductions are generally used for reducing the state space. These techniques 
successfully reduced the size of the state space to some extent, but it still re- 
mains that the size of the state space increases exponentially with the number 
of protocol sessions. 
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Proposed in this paper is “model checking with pre-configuration” which is 
an effective divide-and-conquer method for the verification of security protocols 
using general model checkers. This method not only reduces the amount of mem- 
ory required by the model checkers but it also reduces the CPU time. Muri^ is 
used to show the performance of this method. 

2 Protocols as State Graphs in Model Checking 

2.1 Principals and Instances 

A principal is an entity who communicates with other principals via a security 
protocol and what is authenticated via a security protocol is the identity of the 
principals. Principal names are used in protocol messages for referring to the 
principals. For NSPKP in section 1.1, A and B are the names of the principals. 
There are two kinds of principals. One kind is the honest principals who always 
obey the rules of the protocol while communicating. The set of all honest prin- 
cipal names is P. The other kind of principal is the intruder, who is assumed to 
have full control of the communication network. 

A principal may execute the protocol many times to communicate with other 
principals. In this model, an honest principal instantiates an instance of a proper 
role (i.e. initiator, responder, etc) for each protocol run. Thus, each honest in- 
stance has only one protocol run. In model checking, a determination is needed 
of the number of honest instances allowed for each role to bound the space for 
the verification. We use positive integers as instance names for convenience and 
0 (zero) is reserved for the intruder’s instance. The set of all honest instance 
names is I. So, each instance has two names - the instance name for identifying 
the instance from other instances and the principal name for the authentication 
identity in communication using a security protocol. 

2.2 States 

The global state of the system is represented by a vector: 

S [^1 , S2 , . . . , Sp ^ , z] 

where N is the total number of honest instances, Si is the local state of an honest 
instance i, and 2 ; is the state of the intruder. When we say just “state,” it means 
the global state. 

The local state of i is determined by the vector of current values of i’s local 
state variables which include the serial number of the next message to be received 
and protocol variables. The local state of an initiator instance i of NSPKP is 
represented as follows. 

Si = [number i,namci, partner i, partner -noncci] 

where number i, namei, partner i and partner jnoncei are respectively the next 
message number, z’s principal name, the partner’s principal name and the part- 
ner’s nonce. The instance i’s nonce is considered as a constant and is omitted 
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since each instance runs the protocol only once. Responder instances have the 
same form of local states, too. 

The state of the intruder is the set of messages that the intruder has inter- 
cepted so far including its initial knowledge. The initial knowledge of the intruder 
includes his private key, his shared keys with other principals and the names and 
the public keys of principals. 

2.3 Effective States and Protocol Invariants 

An active instance is an instance which has already started the communication 
using the protocol. Inactive instances are before sending or receiving the first 
message of the protocol. Instances don’t have to have even a principal name as 
long as they are inactive. We think the value of the principal name is null before 
the instance has a specific principal name assigned. So, we add null to P. 

Protocol invariants are logic expressions which are evaluated in each state 
for checking if the desired properties are satisfied. The logic values of protocol 
invariants are determined by the states of active instances and the intruder. It 
is because inactive instances are not actually involved in the communication in 
that state. In other words, the values of protocol invariants are determined by 
the effective state that is defined as follows. 

E = [ci, 62 ,..., Cat, 2 :] 

where ti is same to Si if the instance i is active. Otherwise, e* is null. N and z 
are same to those in the definition of the state S. The effective state of the state 
Si is noted by E[. 

2.4 State Graph 

The finite state machine associated with the protocol is described as a direct 
graph G = {S,T,S'o,Q} in [7]. S is the set of all the vertices in the graph 
which represent all possible states of the protocol. T is the set of all the directed 
edges in the graph which represent binary relations on pairs of states labeled 
by transition rules. A transition rule is triggered by a message event which is 
explained in the section 2.5. Sq & S is the start state of the protocol. Q is the 
set of protocol invariants. 

2.5 Message Event 

A message event me is represented by a vector: 

me = [sn, rn, m] 

where sn and rn represent the sender’s and the receiver’s instance names re- 
spectively, and m is the message that is sent to the receiver from the sender. M 
is the set of all message events. 
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There are two kinds of messages. Regular messages are generated by instances 
according to the protocol. If m is a regular message, the message event is called a 
regular message event and noted by re. Special messages, which are sent to honest 
instances from the verification system, are used for modifying the configuration, 
which is explained in section 3. A special message event se is the message event 
whose m is a special message. 

In a message event, either of the sender or the receiver of a message is an 
honest instance. For the regular messages, if an honest instance is the sender, 
the intruder must be the receiver because our intruder always intercepts [7]. 
Reversely, the receiver must be an honest instance when the intruder is sending 
a message because the intruder sends messages always to honest instances. For 
special messages, it is obvious that the receivers are always honest instances. A 
function Honest{-) is defined as follows: 

— “Honest : M — >■ I” is a function which takes a message event me as its 
argument and returns the name of the honest instance of me. 

2.6 Special Message and Virtual State 

Since there may be multiple possible transition rules triggered in a state, the 
system is nondeterministic. Traditional model checking generally traverses all 
possible transitions from a state in “single run'' of a model checker. However in 
our method, since we want to traverse just a part of the possible transitions from 
a state in single run, we need some control on transitions to restrict them. The 
concept of special messages is a model of this control to explain our method in 
the frame of the state graph. Since special messages are not actual messages and 
a special message event se does not change any local state, there is no change of 
the state. This contradicts the model of our system where a message event causes 
a transition to a new state. To solve this problem, we introduce the concept of 
virtual states. 

A virtual state Sp of a state Si is a state whose local states and the intruder 
state are same to those of Si, but is differently indexed by adding the prime 
symbol to the index of Si. Thus, model checkers do not need to evaluate the 
protocol invariants over virtual states. 

2.7 Transition 

For the simplicity’s sake, we use transition' rather than transition rule.' A 
transition consists of a pair of states and a message event which triggers the 
transition between the two states. {Si — > Sm) represents a transition from Si 
to Sra as a message event me occurs in Si . M/ is the set of all possible message 
events in a state Si. 

2.8 Concatenated Transitions 

The set of all concatenated transitions CT of a state graph G = {S, T, S'o, Q} 
is defined as follows. 
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— For ti €T,ti € CT 

— For cti,ctm G CT, if the last state of cti and the first state of ctm are same, cti 
and ctm can be concatenated by sharing the same state. The concatenation 
of cti and ctm is noted by cti ‘ ctm and cti ‘ ctm G CT. 

— cti ■ ctm is represented by {Si Sm «S'„) when cti = {Si Sm) and 

ctm = {Sm ^ Sn)- 

2.9 Trace and History 

A trace is a concatenated transition which has the start state Sq as the first 
state, trace = {Sq — ^ Si — I ... — ? S„) denotes a trace from So to S'„. On a 
trace, we name the states with subscripts of serial numbers from the start state 
to the last state. 

The message history of a concatenated transition cti is the list of all regular 
message events in cti in the same order as they appear in cti. For example, the 
message history of ct\ is (rei,re2) when ct\ = (^i —A S2 — ^ S'3 — 4- 54). 
The message history of a trace gives an attack scenario when any invariant is 
evaluated as false in the last state of the trace. 

3 Configuration 

Configuration is introduced for explaining our method in which some of the state 
variables are allowed to have only the pre-determined values on a trace. That 
is, for variables whose values are assigned in the configuration, messages must 
have the same values to those in configuration. However, we restrict the state 
variables of the configuration to the principal names in this section for a clear 
and simple explanation. Configurations including other variables are explained 
in section 4.2. 



3.1 Definition 

The configuration of a state is used to pre-determine the values of some or all 
state variables and restrict the future transitions which occur after that state. 
So, the configuration is a guide for transitions. In this section, the configuration 
is assumed to have only principal names as its components. Configuration of 
principal names is represented by a vector: 

C = [ci, C2, ..., Cat] 

where N is the total number of instances and Ci is the principal name of instance 
i. C denotes the set of all possible configurations. 

In the start state S'o, the configuration is a vector of all nulls. A special 
message is sent to the corresponding honest instance whenever it is needed to pre- 
determine the principal name of the instance. When an honest instance receives 
a special message in a state Si, the state is changed to S';', a virtual state of 
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Si as explained in section 2.6. When the state is Si and i receives the special 
message that pre-assigns i’s principal name as A, the value of Ci, which is null 
in the configuration of Si, must be changed to A, i.e. the in the configuration 
of Si' is A. Figure 2 shows this situation. The state Sy is circled with a dotted 
line to show that it is a virtual state. After any Ci has changed to some principal 
name from null, it can not change its value again on the trace. It is because 
each instance runs the protocol only once on a trace. When all CjS are assigned 




(system, i, set Cj=A) 



state = Sf 
in Q' = A 



Fig. 2. State transition due to a special message event 



non-null values, we call it a complete configuration. In this paper, Ci denotes the 
configuration of the state Si. 

3.2 Properties of Configuration 

A function Name{-) is defined as: 

— ^^Name : I x C — >■ P” is a function which takes an honest instance i and a 
configuration C as its arguments and returns the i-th element of C (i.e. the 
principal name of i). 

A binary relation t> between two different configurations Cm and C„ is defined 
as: 

— Cm > Cn means that Name{i, C„) = Name{i, Cm) if Name{i, Cm) null. 
Then, we can easily derive following properties. 

Property 1. If C; [> Cm and Cm > C„, C; [> C„. 



Property 2. For a trace (5'o S'! ... Sn), Ck \> C„ for 0 < fc < n. 

3.3 Pre- configuration and In- Configuration 

In model checking with pre- configuration, each instance receives a special mes- 
sage in ^Q. As a result, the configuration becomes complete before starting the 
actual communication. On a trace, after making the configuration complete, 
there is no more special message and the configurations of all the states are 
identical. In- configuration is another strategy in which a special message is sent 
to each instance just before the instance sends or receives the first message of 
the protocol. 
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Figure 3 shows the two methods. Assume that (1) there are two honest 
instances 1 and 2, (2) in Sj, the instance 1 is about to send a message to the 
instance 2, and (3) the instance 2 may have either A or B as his principal name 
and there are two possible choices of and for the message. In 

the figure, (a) shows the original state graph of general model checking in this 
situation. We just display only the messages on the transition edges for simplicity, 
(b) shows the same situation with in-configuration. First, C 2 is assigned a proper 
principal name, so we have two virtual states, Sj'-^ and the state graph. 

Note that the state graph of in-configuration just adds virtual states maintaining 
the states and the structure of the original state graph. For pre-configuration, 
we give just one case of the traces, where C 2 is assigned B. Since C 2 is assigned 
B, we have only one possible transition with {Ni}xi, from Sj. 





(c) 

Fig. 3. (a)Original State Graph (b)In-configuration (c)Pre-configuration 



In this paper, we call model checking with pre-configuration “pre- 
configuration” and use “in-configuration” for that with in-configuration for the 
sake of simplicity if there is no confusion. and G“ represents the state 

graphs of the pre-configuration and the in-configuration respectively. Any state, 
transition or trace with a superscript of ‘pre’ or ‘in’ is in G^”® or G“ respectively. 

3.4 Equivalence 

Two concatenated transitions eta and ctb are equivalent, eta = etb, if and only 
if the evaluations of invariants over eta and ctb give the same result, and the 
message histories of eta and ctb are same to each other. 

For example, two transitions t^^ = {Si 5';+i) and = {Sm ^ 5'm-i-i) 
are equivalent if Ei = Em and me = me' . Since Ei = Em and me = me' , Ei+i = 
Em+i- Thus, two transitions generate the same verification result because the 
effective state determines the values of the invariants and the message histories 
of tY^ and t'm are same to each other as me. 
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Lemma 1. For all me G Mi, if i is active in Si and Ei = Em, then me G Mm 
where i = Honest{me). 

Proof. Since i is active, me is determined by Si and z. Both of Si and z are 
included in the effective state. So, if Ei = Em, then me G Mm- ■ 

Lemma 2. For me G Mi, if i is inactive in Si, Ei = Em and Name{i,Ci) = 
Name{i,Cm), then me G Mm where i = Honest{me). 

Proof. Since i is inactive, me is determined by Ci and z. So, if Name{i, Ci) = 
Name{i, Cm) and Ei = Em, then me G Mj. ■ 

3.5 Equivalence between Pre-configuration and In- Configuration 

Now, we show that G^'’® and G*” are equivalent by showing there is an equivalent 
trace in G*" for each trace in G^*"® and vice versa. 

In both of the two start states, and S'™, all values of the states and the 
configurations are initialized with nulls. However, when we just consider a trace 
in G^”"®, we may take S^f^ as the start state instead of where Sgf^ is the 
virtual state of Sq^^^ with the complete configuration of that trace. It is because 
Sq’’^ and S'^r'^ has the same state and there is no regular message event between 
and S^r. 

Theorem 1. For every trace^^^, there exists a trace^'^ and trace^"^ = trace^'"^ . 

Proof. The proof is given by the technique of the mathematical induction. 

1. For S^r and S'™, = E™ and [> 

2. Assume that Ef''^ = E™ and C“ t> for S^*^® and S™. If there is 

tf^^ = Sf'’® ^f+i, there exists ct™ from S“ to S;”^ such that Eff^\ = Eff^^ 

and \> Moreover, the message histories of ct™ and tf’’® are same to 

each other. 

The proof of 2 is given as follows, me/ must be a regular message event 
since is a complete configuration. We divide it into two cases where i = 
p[ onest{mei) . 

Case 1. {i is active in S["^®) There is t™ = (S™ >S'/+i) since E^”"® = A™ (by 

lemma 1). Eff^\ = E\f^ because E(”'® = E™ and the message events of t^^ and 
tp are same. Because i is active, = C™. Thus, Cff^ [> Note that 

C/^+i = Cf'"^ since Cgf® is complete. 

Case 2. {i is inactive in There exists t™ = (S'™ S™) which makes 

Name{i,Cl2) = Name{i,Cf^‘^). Since a special message does not affect the 
current value of the state, A™ = E™ = Ej”"®. Thus, there exists a concatenated 
transition t™ • tj," = (S(” ^ S^,” ^ S;™J which is equivalent to ^^"(by 
lemma 2). It is obvious that Ef^^ = E;™j^. Because i’s is the only different 
principal name between C™ and G™;^ and Name{i,Clf^f) = Name{i,Cf)^l), 

cii,t>cfii = cr- ■ 
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Theorem 2. For every trace^^ , there exists a trace^^^ and trace^'"^ = trace™ . 

Proof. Assume that the last state of trace™ is S™. Then there must be trace^"^^ 
which satisfies that C™ [> 

1. For S'S” and S'gT", = Ag’’® and C^” [> C^r. 

2. Assume that E™ = and \> C™ for S™ and If there is 

t™ = S™ S';”!, then there exists tf’’^^ from S'f’’® to such that = 

and [> Moreover, the message histories of t^^ and t™ are same 

to each other. 

The proof of 2 is given as follows. We assume that me/ is a regular message 
event since special message events do not change the values of the state and do 
not affect the message history, i is the honest instance of me/. 

Case 1. (i is active in S™) There is tf’’® = (5'f’^® 5'/^+i) since Ef'"^ = E™ 

(by lemma 1). because = E™ and the message histories of 

tY^ and are same to each other. [> CfYi because [> Cg/^®. 

Case 2. {i is inactive in S^) Since me/ occurs in S'™, Name{i, C™) is not null. 
So, Name{i, C^Y = Name{i, C™) since C™ [> = Cg™. Now, = 

{SY^ S;^^) is possible since A™ = iff’’® and Name{i, CYY = Name{i, C™) 
(by lemma 2). It is obvious that EfYi = ^'z+i and C^i > CfY- * 

Theorem 3. Model checking of a security protocol over G^’’® makes the same 
verification result to that over G™. 

Proof. If a flaw is found in then the same flaw and the same attack scenario 

are found in G™. It is because there is trace™ that is equivalent to trace^^^ (by 
theorem 1). Since equivalent traces generate the same result in evaluating the 
protocol invariants, the flaw must be found in trace™ . Moreover the two traces 
generate the same attack scenario since the message histories of equivalent traces 
are same to each other. Furthermore, if a flaw is found in G™, then the same 
flaw and the same attack scenario are found in G^®®. This can be easily proved 
in the same way of the above. I 

Since the state graph of in-configuration just adds virtual states to the state 
graph of traditional model checking, we conclude that model checking with pre- 
configuration and traditional model checking generate the same verification re- 
sult. 



4 Model Checking with Pre-configuration 

4.1 Divide and Conquer 

To deal with the very large number of states, we may divide the state graph into 
many subgraphs and model checking the subgraphs one by one. For a subgraph 
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G' = {S', T', S'o, Q} of G = (S, T, 5*0, Q}, S'q is a state of G, i.e. S'^ G S. S' is 
the set of all reachable states in G from Sq. Definitely, S' C S. T' is the set of 
transition rules between any two states in S'. Also, T' C T. Q of G' must be 
same to that of G. 

To do model checking on G using the divide and conquer technique, the 
union of all subgraphs must be equal to G. So, 

G = G'l U G'a U ... U G'k 

where G'j^, ..., G{^ are the subgraphs of G. 

However, we cannot divide G into any arbitrary subgraphs. Each subgraph 
must be verifiable independently by a model checker. If Sq of a subgraph is 
other than Sq or any virtual state of Sq, it is hard to run a model checker on the 
subgraph independently. It is because there must be some regular message events 
occurred before Sq and it is impossible to know the intruder’s state without the 
information about the previous regular message events. Even if we know the 
intruder’s state and find a flaw by model checking, it is hard to generate a suitable 
attack scenario since we don’t know the message history before Sq. A subgraph 
whose start state is S'o or any virtual state of Sq, is called an independent subgraph 
since we can run a model checker on it independently without knowing other 
information than what the subgraph has. 

Pre-configuration is inherently suitable for divide and conquer. In a state 
graph G with pre-configuration, first we must make a virtual state of the start 
state to generate any trace. Assume that there are K virtual start states and 
G'l, G' 2 , ..., G'k are the subgraphs with the virtual states as their start 
states respectively. Thus, G'j^, G' 2 , ..., Gk are independent subgraphs and 
G = G'l U G '2 U ... U Gk. Moreover, since the virtual states of G’s start state 
have different complete configurations, there cannot be a transition between any 
two subgraphs. 

4.2 Extended Configuration 

We may extend the configuration by adding some more state variables of honest 
instances to the definition of the configuration. For example, we may add the 
principal names of the communicating partners to the configuration. In this case, 
the configuration must be defined as follows. 

c = [(ci,Pl), (C2,P2), {cn,Pn)] 

where N is the total number of instances, Ci is the principal name of instance i 
and Pi is the principal name of the communicating partner of i. 

The property of the principal names for the configuration to work is that 
an honest instance can have only one principal name and cannot change it on 
a trace. Since most of the variables of protocols found in [1] have the same 
property, they also can be added to the configuration. When some other variables 
are added to the configuration, we can show the equivalence between the pre- 
configuration and the in-configuration in the very similar way. We must use the 
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concept of active /inactive variables which are defined in a very similar way of 
active /inactive instance for the proof. 

For NSPKP, there are three possible templates for the configuration: 

1 . Cci [^1 5 ^2 5 ■•■5 ^n\ 

2. Cp = [(ci,Pi), (C 2 ,P 2 ), {cn,Pn)] 

3. = [(ci,pi,ni), (c 2 ,P 2 ,n 2 ), {cN,PN,nN)\ 

where Cfc, pk and Uk are the principal name, the partner’s principal name and 
the partner’s nonce of an instance k respectively. Note that these configuration 
templates can also be used for many other security protocols found in [1] . 

While the pre-configuration is a model of our technique for explaining it in 
the frame of the state graph, the in-configuration is suitable for modeling the 
current general model checking of security protocols. 

5 Symmetry 

In model checking of a security protocol, an honest principal name does not have 
any special meaning but is just a label to differentiate the principal from other 
principals. That is, honest principal names are equivalent and we may swap the 
principle names assigned to honest instances without changing the behaviors of 
the verification system. This is the symmetry property which has been mentioned 
in several researches [6,8]. 

To show an example, we assume that there are two honest instances, an 
initiator and a responder. Since we have two instances, two different principal 
names are enough to name the instances. So, there are four possible cases for 
the pair of principal names of two instances, which are [A, A], [A, B], [B, A] and 
[B,B], However, A and B are swappable, [A, A] and [B,B] are equivalent to 
each other and so are [ 2 I, B] and [H,A]. The former two cases are equivalent 
since an honest principal instantiates one initiator instance and one responder 
instance in both of them. Similarly, we know the latter two cases are equivalent. 
Thus, we need to run a model checker on only two cases, [A, A] and [A, B] for 
example. They have the form of Ca in the section 4.2 and this means that the 
symmetry property reduces the number of the configurations. This is basically 
an application of principal symmetry found in [6] . To find if the two cases of Ca 
are equivalent by the principal symmetry, we just need to swap the principal 
names of a case and see if the result is same to the other case. 

We can reduce more number of the configurations when we use Cp. Assume 
that there are five instances and the instance 1 through 4 are initiators and the 
instance 5 is a responder. First we can reduce the number of configurations as 
mentioned above. For example, [(A,*), (A,*), {B,*), (B,*), \ (C, *)], [(A,*), 
(A,*), (C,*), (C,*), I and [(H,*), (H,*), (C,*), (C,*), | (A,*)] are all 

equivalent where * represents any principal name but the name of the instance 
itself. ‘I’s are inserted intentionally just as a delimiter between the initiators 
and the responder. So, we maintain only the first configuration and remove 
the latter two. Now, it is time for a further reduction. We also explain the 
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additional reduction by examples. In [(A, B), {A, B), {B, A), {B, A), \ (C, B)] and 
\{A,B), (A,B), (B,A), (B,A), | (C, A)], two principals A and B are equivalent 
by symmetry. Both of them have two initiator instances and each instance has 
the other as its partner. Thus, the two configurations are equivalent. 



6 Verification Results 

6.1 System for the Verification 

Figure 4 shows our verification system. With a configuration template which 
was specified by the user, the configuration generator makes all the possible 
configurations and feed them one by one to a model checker. The machine used 



Configuration Generator 




Fig. 4. Verification System with Pre-configuration 



for the verification was a PC with dual IGHz Athlon CPUs and 3Gbyte memory. 
We verified the Needham-Schroeder-Lowe Public-Key Protocol (NSLPKP), the 
fixed version of the NSPKP by Lowe [3]. Three configuration templates in the 
section 4.2 are used for the pre-configuration. To show the performance of our 
method, we compare the verification results with the traditional model checking 
(TMC) using Muri^ without pre-configuration. 

6.2 Memory Usage 

Table 1 shows the amount of memory required. The numbers are the size of 
the memory required for the hash table and the state queue of Mur(p, and we 
need to add approximately 1Mbyte memory to get the total required memory for 
model checking. The symmetry property was used for reducing the number of 
configurations for all pre-configuration cases if possible. When we use Mur(/? for 
the verification without pre-configuration, the size of memory needed grows ex- 
ponentially with the increase of the numbers of initiators and responders. Mur(p 
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Table 1. Memory usage (Mbytes) 



^ of Initiators: ^ of Responders 


1:1 1:2 


2:2 


2:3 1 


TMC 


0.9 97 


Aborted Aborted 


Ca 


0.4 22 


1,403 Aborted 


Cp 


0.04 0.6 


18 


653 


Ca 


0.02 0.08 


0.4 


1.7“ 



Note: a. Estimated value 



was aborted due to lack of memory when run with more than one initiators and 
two responders. With the pre-configurations of Ca, the size of memory required 
is reduced to less than half of that of TMC, but cannot verifies the (2:3) case 
where (2:3) means two initiators and three responders. uses much less amount 
of memory to verify the same cases compared with Ca and successfully verified 
the (2:3) case. However, it still shows the tendency of state space explosion. 
needs very little amount of memory for all cases. We do not expect the space 
explosion problem with Cj since the rates of increase of memory size is almost 
constant. However, we did not run Mur<p with all configurations for the case 
of two initiators and three responders in C^. We just did model checking with 
randomly sampled configurations because its total run time is too long. More 
detailed explanation is given in the next section. 



6.3 Execution Times 

Table 2 shows the execution times. Though shows the best result in memory 
usage, it has an explosion problem in the run time and the time for the (2:3) case 
was recorded with an estimated value from randomly selected 20,000 configura- 
tions. The results show Cp is much faster than other methods. The differences 
between Cp and other methods become larger as the number of instances grows, 
but Cp also shows an explosion problem in the run time. However, with Cp, we 
are able to handle much larger designs with practically decent amount of run 
time and much smaller memory requirements. 



Table 2. Execution times (CPU seconds) 



^ of Initiators: of Responders 


1 1:1 1:2 


2:2 


2:3 


TMC 


|0.17 75.3 Aborted 


Aborted 


Ca 


0.15 47.8 


44,225 


Aborted 


Cp 


0.03 3.2 


635 


563,549 


Ca 


0.21 28.7 


8138 


3,391,588“ 



Note: a. Estimated value 
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7 Discussion and Conclusion 

In this paper, We propose the pre-configuration technique which is a simple 
and effective divide-and-conquer method to address the state space explosion 
problem of the security protocol verification using general model checkers. The 
proposed method has been proved to be equivalent to the traditional model 
checking without pre-configuration. 

Based on the verification result with NSLPKP, we found that there are a 
trade-off between the size of memory needed and the execution time. The best 
configuration template is (7/3 which consists of the principal name and the partner 
name of each instance. Though (7^ shows the best result in memory usage, too 
fine division makes so long run time for verification. One possible reason for this 
is that we had to initiate a new Mur(/? run for every configuration and Mur(/? is 
not optimized for running such finely divided many cases. The results show the 
reduction of the number of configurations using the partner symmetry is very 
effective in the case of (7/3. We conclude that (7/3 is the best configuration when 
consider the both of the memory usage and the run time. 

Though we can verify larger designs with Cp than TMC, Cp still has an 
explosion problems in space and time. Further research will be focused on de- 
veloping an optimized model checker for verifying security protocols with fine 
pre-configurations like C-f. 
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Abstract. Concern about SSL VPN technology as a class of VPNs has 
been growing recently because a key advantage of SSL VPN is that it 
requires no specialized client software. When a user requests access to 
a server, the SSL client module, a Java applet code, is downloaded into 
the host first. However, it is quite likely that not all applications run 
well because a client can not connect with a server through an HTTPS 
tunnel in some applications. This study proposes a remote access VPN 
architecture that allows any application to use the VPN. The proposed 
VPN uses the same Java applet as existing SSL VPNs, but the function 
of the applet, which we call mobile code, is changed dynamically by Java 
Remote Method Invocation (RMI) . The VPN client applet can cooperate 
with a VPN server and a firewall in server side. As a result, the proposed 
VPN has strength against Denial of Service (DoS) attacks. 



1 Introduction 

The Internet is evolving at an extremely high rate. One requirement for pro- 
viding not only advanced, but also classical, network services is seamless access 
with high security of the server for service providers irrespective of enterprise 
or consumer service level. Main security threats under the environment are in- 
terruption of service as a result of intrusion into service provision network, and 
interception, modification, and fabrication of data between clients and the server. 
The above are attacks on availability, confidentiality, integrity, and authentic- 
ity [1]. Firewall [2] and intrusion detection systems are generally used to maintain 
availability of service; various security protocols are used to protect data from 
interception, modification, and fabrication. Particularly in security protocols, 
virtual private network (VPN) technology has been brought to public attention. 
IPsec [3] and PPTP [4] are known as network layer-type VPN, whereas SOCKS 
V5 [5], SSL [6]/TLS [7] and SSH [8] are known as transport/application layer- 
type VPN. The network/datalink layer-type VPNs are used mainly to establish 
a secure virtual path for providing network-to-network or network-to-host ac- 
cess, but some disadvantages in the VPN client side are that the process of the 
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protocol is heavy and it is necessary to install the VPN appliance in network-to- 
network VPNs or VPN client software under the network layer in network-to-host 
VPNs. Transport/application layer-type VPNs are used mainly for providing 
network-to-host or host-to-host access, but this process also has disadvantages: 
client applications of network services must be ready to use its correspondent 
security protocol; also, the server must be ready to receive a request. 

If we seek to reduce the necessary effort to use the security protocol in the 
client side, it is better to use a transport/application layer-type VPN protocols, 
in general. Concern with SSL VPN technology as a class of VPNs which act 
on the transport/application layer has been growing recently [9,10]. That is the 
reason why a key advantage of SSL VPN is that no specialized client software 
as that explained above, is required. In most SSL VPNs, VPN client software is 
installed as a Java applet, then client application communicates with the server 
via the applet in the localhost. When a user requests to use the service through 
VPN connections, the user connects with an applet download server first; then 
the downloaded applet starts and is executed statically. If the function of such 
an applet is changed dynamically, we can realize various intelligent services with 
high security. For instance, there are services to realize load balancing of the 
server and traffic with security. 

This paper proposes a remote access VPN that uses the same Java applet 
as existing SSL VPNs use, but the function of the applet, which we call mobile 
code, is changed dynamically by Java Remote Method Invocation (RMI) [II]. 
By calling and controlling methods in the client side from the server side, the 
VPN client applet can cooperate easily with a VPN server and a firewall in the 
server side. Thereby, the proposed VPN offers strength against Denial of Service 
(DoS) attacks. 

2 Remote Access VPN 

There are two types of remote access VPNs when a client communicates with a 
service server and uses an application; one is a network-to-host VPN and another 
is a host-to-host VPN. 

Figure 1 shows the general form of the network-to-host VPN. A VPN gateway 
is set in a server side network and a VPN client module is installed in a client 
host. A VPN connection is established between the VPN client module and the 
VPN gateway; application data flows in the VPN connection. This type is used 
in cases where there are some application servers: for example, where a user 
connects with the intranet of the user’s company. IPsec, PPTP, SOCKS V5, etc. 
are generally used for network-to-host VPN. 

Figure 2 shows the general form of the host-to-host VPN. A VPN server 
module is set in a server host; a VPN client module is included in an application 
software or installed in a client host. IPsec, SSL/TLS, SSH, etc. are generally 
used for host-to-host VPN. 

Figures 1 and 2 show that any conventional protocol requires a certain VPN 
client module or application software that supports the protocol. However, such 
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installation or support is troublesome for many users. On the other hand, a new 
technology, SSL VPN, has been proposed and brought to attention, recently. SSL 
VPN realizes a clientless VPN access to applications with no pre-installation of a 
VPN client. When a user requests access to a server, the SSL client module, which 
is a Java applet code, is downloaded into the host at first, as shown in Fig. 3. 
However, it is quite likely that not all applications run well because a client can 
not connect with a server through an HTTPS tunnel in some applications. This 
paper is intended as a development of a light VPN such that any application 
can use the VPN. 




Fig. 1. Network-to-Host VPN 



Fig. 2. Host-to-Host VPN 




Fig. 3. SSL VPN 



3 VPN Using Mobile Codes 

This section presents the architecture of the proposed VPN with mobile codes 
and its sequence flow. 

3.1 Architecture 

Figure 4 shows the architecture of a remote access VPN using mobile codes. The 
proposed system comprises Request Receiver (RR), User Manager (UM), Access 
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Fig. 4. Architecture 



Manager (AM), Filter Manager (FM), Packet Filter (PF), Mobile Code Loader 
(MCL), Session Forwarder (SF), Session Receiver (SR), and Session Monitor 
(SM). 



Request Receiver (RR): RR executes a user authentication process when it 
receives a request to connect with a service from the user. The RR queries 
whether the service is available to the user, using a received user’s infor- 
mation. If authentication succeeds, then the RR sends the request message 
to open a connection to AM, otherwise the RR sends the message ‘access 
denied’ to the user. 

User Manager (UM): UM processes an authentication request, then the UM 
replies that a service is ‘available’ or ‘unavailable’ to the user. 

Access Manager (AM): AM receives a message to open a connection; then, 
it creates SR, requests to create SF to MCL, requests to open a service port 
to FM, and requests to monitor a state of established connection to SM. 
When the AM receives a notification of the session end, it requests closure 
of the service port to FM, requests to destruction of SF, and destroys SR. 

Filter Manager (FM): FM opens a channel by the change of a packet filter 
configuration in PF when it receives the request message from AM. If the 
FM receives the closing message of a connection from the AM, it closes the 
channel. 

Packet Filter (PF): PF follows a FM instructions, and passes or discards data 
packets. 

Mobile Code Loader (MCL): MCL creates SF when it receives a creation 
message from AM. If the MCL receives a destruction message from AM, it 
destroys SF. 
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logical path 



(1) request to open session 

(2) verificating user 

(3) notification of acceptance 

(4) request to open service 

(5) creation of session receiver 

(6) request to create session for 



(7) creation of session forwarder 

(8) request to open channel 

(9) setting to open channel 

(10) request to monitor 

(11) permission to use service 

(12) notification session end 



(13) request to close channel 

(14) setting to close channel 

(15) request to destroy session forwarder 

(16) destruction of session forwarder 

(17) destruction of session receiver 



Fig. 5. Mechanism 



Session Forwarder (SF): SF forwards data packets from a client to SR. A 
certain encryption method is included in the SF. It provides an encryption 
function. 

Session Receiver (SR): SR receives data packets forwarded from SF. A cer- 
tain encryption method is included in the SR. The SR decrypts the received 
data, then forwards the decrypted data to an application server. 

Session Monitor (SM): SM monitors whether a connection is active. 



3.2 Sequence Flow 

Figure 5 is a flow of the proposed VPN. 

(1) A client requests a service use to RR. The user sends the user information, 
i.e. a user ID and password, at this time. 

(2) The RR sends that user information to UM. 

(3) The UM sends the user verification result to the RR. 

(4) If the user is authorized to use the service, the RR requests opening of the 
service to AM. 

(5) The AM creates an SR. 

(6) The AM sends MCL to the client host. 
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(7) The MCL gets SF module from the AM and creates the SF in the client 
host. 

(8) The AM requests opening of the channel to FM. 

(9) The FM sets the packet filtering rule so as to pass the allowed data packets. 

(10) The AM requests monitoring of whether the connection between the SF 
and the SR is alive; then the SM starts to monitor the session. 

(11) The RR sends the message allowing use of the service to the client. The 
connection between the client and the server is established at this time. 
Thereafter, the user can use the service. 

(12) When the SM detects the session end, the SM sends the closing request to 
the AM. 

(13) The AM requests closing of the service port to the FM. 

(14) The FM re-sets the packet filtering rule so as to discard the data packets 
of the closed connection. 

(15) The AM requests destruction of the SF to the MCL. 

(16) The MCL destroys the SF. 

(17) The AM destroys the SR. 

Let A be a port number of a client in an application, B a port number of a 
service, C a receiving port number of client side in SF, X a sending port number 
in SF, Y a receiving port number in SR, and Z a sending port number to a 
service in SR as shown in Fig. 6. Port number C is set to the same number B by 
SF so that the application client can connect with the server without a change of 
client software. Although we can set specified numbers to A and Z , any number 
is assigned to A and Z automatically at the kernel level in the OS, here. X and 
Y are set by AM because the numbers must be known to set a packet filtering 
rule in PF. 

An encrypted communication is realized by introducing certain encryption/ 
decryption functions into SF and SR. For purposes of this paper, it is not nec- 
essary to discuss the encryption flow in detail. 

4 Implementation 

This section presents an implementation of the proposed remote access system. 
MCL is distributed as a Java applet code from a Web server identically to some 




port X port Y 



Fig. 6. Forwarding and filtering 
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public class MobileCodeLoader extends Applet implements Remote { 

private Object object; 

pubUc void init {) { 
try { 

object = (Object) new SessionForwarder (); 
UnicastRemoteObject.exportObject (object); 
bind (object); 

} 

catch (RemoteException e) { 

} 



public void destroy () { 
super. destroy (); 
unbind (object); 



private void bind (Object object) { 

// cleate RMI registry in this Applet and 
// register object to RMI registry. 

) 



private void unbind (Object object) { 

// erase object from RMI registry. 

] 



Fig. 7 . Outline of MCL applet code 



existing SSL VPN schemes after a user is authenticated. The authentication 
process is executed in the Web server. The MCL and AM include Java RMI [11] 
codes. We can consider the MCL and the AM as an RMI server and an RMI 
client, respectively. By RMI technology, the AM can call a remote object such 
as SF in the client host via the MCL. 

The applet consists of MobileCodeLoader (MCL) class and SessionForwarder 
(SF) class; the servlet consists of the AccessManager (AM) class, SessionManager 
(SM) class, FilterManager (FM) class, and SessionReceiver (SR) class. The MCL 
class has an RMI registry and registers an instance of the SF class to the RMI 
registry by a bind() method, as shown in Fig. 7. The RMI client, a function of 
the servlet, can refer an instance of class in RMI server, a function of the applet 
from the class name by RMI registry. A declaration of the remote interface is 
needed so that an object of AM class shown in Fig. 8 can invoke methods in 
the SF class, as in Fig. 9. The class file of the remote interface is placed in 
the same directories of the applet and the servlet. Then, AM can invoke the 
runSessionForwarder() and the stopSessionForwarder() methods in the SF class 
similarly to local methods. 

Figures 10, 11 and 12 show outlines of the SF, SR and SM class, respectively. 
The SF class includes the runSessionForwarder() method, which forwards data 
from port C to port Y in SR and from port X to port A in the client, and 
some other necessary methods. The SR class includes the runSessionReceiver() 
method which forwards data from port Y to port R in a server and from port Z 
to port A in SF, and some other necessary methods. The SM class includes the 
checkConnection() method, which observes the session established between SF 
and SR, and the sessionEndHandler() method which sends a notification of the 
session end to AM when the connection between SF and SR is not functional. 

We employ iptables-1.2.7a [12] as a packet filter in PF. The FM class includes 
openFilter() and closeFilter() methods, as shown in Fig. 13. The methods change 
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public class AccessManager extends HttpServlet { 

public void AccessManager 0 { 

) 



public void ninSessionReceiver (int portY, int portB, String hostService) { 

I // get instance of SessionReceiver class and 

// execute SessionReceiver.runSessionReceiver (portY, portB, hostService). 

) 



public void ninSessionForwarder (int portC, int portY, String hostSessionReceiver) { 

// get instance of SessionForwarder class from RMI registry and 
' ' //execute SessionForwarder.ninSessionForwarder (portC, portY, hostSessionReceiver). 

) 



public void allowSession (int portX, String hostSessionForwarder, int portY, String hostSessionReceiver) { 
(8) (9) // get instance of FilterManager class and 

// execute FUterManager.openFilter (portX, hostSessionForwarder, portY, hostSessionReceiver). 

) 



public void ninSessionMonitor (Socket socket) { 

// get instance of SessionMonitor class and 
(lU), (12) //execute SessionMonitor.checkConnection (socket). 
) 



public void denySession (int portX, String hostSessionForwarder, int porlY, String hostSessionReceiver) { 
// get instance of FUterManager class and 

(1j). (J4) //execute FUterManager.closeFilter (portX, hostSessionForwarder, portY, hostSessionReceiver). 

) 



public void stopSessionForwarder () { 

// get instance of SessionForwarder class from RMI registry and 
(ID), (ID) //execute SessionForwarder.stopSessionForwarder 0- 
) 



public void stopSessionReceiver () { 

// get instance of SessionReceiver class and 

' ^ //execute SessionReceiver.stopSessionReceiver 0- 

) 



Fig. 8. Outline of AM servlet code 



public interface Remotelnterface extends Remote { 

public void ninSessionForwarder (int portC, int portY, String hostSessionReceiver) 
throws RemoteException; 

public void stopSessionForwarder () throws RemoteException; 



public class SessionForwarder implements Remotelnterface { 

public void SessionForwarder () { 

I 

public void ranSessionForwarder (int portC, int portY, String hostSessionReceiver) { 
// run forwarding session ftom ponC to portY on hostSessionReceiver. 

I 

public void stopSessionForwarder () { 

// stop forwarding session. 

1 



Fig. 9. Remote interfaces code used by > 
an applet and a servlet 

Fig. 10. Outline of SF class included in 
an applet and invoked from servlet 



a filtering rule for input packets in PF by executing the iptables command. We 
set the rule that all output packets are accepted and all input and forwarded 
packets are dropped, as the policy. When AM requests to open the channel to 
FM, the openFilter() method is called so that the packets can pass from port X 
to port Y. When the session forwarding ends, the closeFilter() method is called 
so that the allowed packets can not pass. 

Next, we show experimental results of the above implemented system. After 
sending a request of service use from a client, some processes are carried out until 
the client can connect with a service. Data between the client and the service are 
exchanged through SF and SR. We measure the starting up time which is until 
the service is available and the throughput of the connection between the client 
and the service. Table 1 shows specifications of computers in the experimental 
system. These computers are connected to a 100Base-TX hub. Table 2 shows 
the average start up time, where the size of an applet is 15.1 Kbytes. Table 3 
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public class SessionReceiver { 

public void SessionReceiver () { 

I 

public void runSessionReceiver (int portY, int portB, String hosiService) | 
// run receiving session from portY to portB on hostService. 

I 

public void stopSessionReceiver () { 

// stop receiving session. 

I 



public class SessionMonitor { 

public void SessionMonitor (> { 

1 

public void checkConnection (Socket socket) { 

// start checking connection alive of the socket. 

// if the session end is nolificated, then stop the check and call sessionEndHandler (). 

1 

public void sessionEndHandler () { 

// send notification of the session end to AccessManager. 

1 



Fig. 11. Outline of SR class inclnded in a pig. 12 . Outline of SM class included in a 
servlet servlet 



public class FilterManager { 

public void FilterManager 0 { 

} 

public void openFilter (int portX, String hostSessionForwarder, int porlY, String hostSessionReceiver) { 
String command = "/sbin/iptables -A INPUT -p tcp" 

+ " -s ” + hostSessionForwarder + " —sport " + Integer.toString (portX) 

+ " -d " + hostSessionReceiver + " — dport " + Integer.toString (portY) 

+" -j ACCEPT"; 

exec (command); 

I 

public void closeFUter (int portX, String hostSessionForwarder, int portY, String hostSessionReceiver) { 
String command = '7sbin/iptables -D INPUT -p tcp” 

+ " -s " + hostSessionForwarder + " —sport " + Integer.toString (portX) 

+ " -d " + hostSessionReceiver + " —dport ” + Inleger.loSiring (portY) 

+" -j ACCEPT"; 

exec (command); 

1 

private void exec (String command) { 

H execute the specified command. 

} 



Fig. 13. Outline of FM class included in a servlet 



Table 1. Specifications of computers 



Servlet, service 
server and 
firewall 


CPU 


Pentium 4 2.4 GHz 


Memory 


512 Mbytes 


NIC 


Intel PRO/ 100 S Server 


OS 


Vine Linux 2.6CR 


Web Server 


Apache-2.0.45 


Servlet Container 


Tomcat-4.1.24 


Client host 


CPU 


Pentium III 733 MHz 


Memory 


320 Mbytes 


NIC 


Intel PRO/100 


OS 


Vine Linux 2.6CR 


Web Browser 


Mozilla 1.1 


Java Plug-In 


Java2 Plug-in 1.4.0_03 



shows the average throughputs of a down-link and up-link when a file of 12.1 
Mbytes are exchanged by FTP. From the Tables 2 and 3, it is possible to use 
the system based on the proposed architecture, in practical. 
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Table 2. Average time 



Table 3. Average throughput 



Process 


Time 


Time of reading and starting an applet 


1.4 s 


Time of starting of a servlet 


2.2 s 


Total start up time 


3.6 s 



Direction 


Throughput 


Service — >■ Client 


64.0 Mbps 


Client — >■ Service 


61.0 Mbps 



Request fiuiu user Foi waiKiiiig and passing of service packet 




Fig. 14. State transition 



5 Consideration 

We will discuss the security of the proposed VPN. Figure 14 shows a state 
transition of the proposed architecture. We can describe the service using flow 
by “Waiting for request” , “Authenticating user” , and “Using service” phases. In 
the waiting for request phase, RR waits for an access request from a user. When 
the RR receives the request, the state moves to the phase of authenticating the 
user. In the phase of authenticating the user, the RR authenticates the user. If 
the user is authorized, the state moves to the phase of using service; otherwise the 
state returns to the phase of waiting for the request. When the phase moves from 
authenticating the user to using a service, SF and SR start and data packets of 
the connection between the SF and SR are allowed to pass in PF. The conditions 
to reach the service port in the server are success in user authentication and in 
connection with the SF, as stated above. The state does not move to the phase of 
authenticating the user at all if a user’s information is not known by an attacker. 
If access to SF is limited only in the connection from a client application, other 
access to SF is denied. In addition, if a packet filtering rule is set correctly by 
using the source IP address, attacks to the service can not succeed to any great 
extent. 

If an attacker uses IP address spoofing, we have only to apply a certain 
message authentication code (MAC) to the packets between SF and SR. Thereby, 
the proposed VPN architecture has strength against the above active attacks. 

In the proposed VPN, port numbers of SF and SR can be changed easily and 
dynamically. That is the reason why an object such as SF can call from AM in 
a server side by RMI technology. We can defend data from traffic analysis [1] 
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which is a passive attack. By changing port numbers dynamically, the proposed 
VPN has strength against DoS attacks because attack packets can not reach the 
server where the open port in PF is not known. 

6 Conclusion 

This paper proposed a remote access VPN architecture using mobile codes, and 
described its implementation. In the proposed VPN, the VPN client module, a 
Java applet, is downloaded from a Web server, and the client module is invoked 
from a server side by using RMI technology. The proposed VPN can provide a 
port protection function to a server and a client application because it is easy 
to change the port number. Moreover, most applications can use the proposed 
VPN because the proposed VPN does not use complicated protocols such as 
HTTPS, but port forwarding technology. We also made experiments about start 
up time and throughput. Experimental results demonstrated that we can use 
the proposed VPN as a practical solution of VPN. The introduced light-weight 
encryption function and its consideration remain for further studies. 
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Abstract. Information assurance protects against a violation of information and 
its technologies that construct, operate and control information infrastructures, 
and assure the reliability and the availability of those. One of the efforts for in- 
formation assurance is to build model of each computer and network system 
and perform the simulation to evaluate various threats to that model so that the 
vulnerability is estimated and optimal security policy can be generated. We ar- 
gue about the need and difficulties of simulation in information assurance and 
suggest information assurance method using DEVS formalism, hierarchical & 
modular modeling and simulation environment, to solve the difficulties. The 
application and validity of suggested methodology will be proven through the 
vulnerability analysis method based on simulation and SECUSIM, which is a 
tool of training cyber-attack. 



1 Introduction 

As information technologies progress, whole social infrastructures are getting auto- 
matic using the technologies so that we increasingly come to rely on information 
systems and information and communication networks. These infrastructures are 
enormously affecting economy and security of a nation. As network components that 
composes main information and communication infrastructures use incomplete sys- 
tem products, the infrastructures are vulnerable to external attacks and thereby hack- 
ing is on the rise for years [1,2]. To deal with this, information assurance protects 
against a violation of information and its technologies that construct, operate and 
control information infrastructures, and assure the reliability and the availability of 
those. One of methods that assure information is modeling and simulation of infor- 
mation and communication infrastructures. Not only can various threats to them be 
evaluated through this but also this is recognized as an effective method to evaluate 
current security measure and produce alternatives [3,4]. 

Cohen [5], who was a pioneer in the field of network security modeling and simu- 
lation, interestingly suggested a simple network security model composed of network 
model represented by node and link, cause-effect model, characteristic functions, and 
pseudo-random number generator. However, cyber attack and defense representation 
based on cause-effect model is so simple that practical difficulty in application comes 
about. Amoroso suggested that the intrusion model [6] should be represented by se 
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quence of actions, however, the computer simulation approach was not considered 
clearly. Wadlow [7] suggested an intrusion model, but it failed to go beyond the con- 
ceptual modeling level. Finally, Nong Ye [2,8] noticeably proposed a layer-based 
approach to complex security system, but failed to provide a practical modeling and 
simulation techniques of the relevant layers. To overcome these limitations and diffi- 
culties, we argue about approach using DEVS (Discrete Event System Specification) 
formalism, which is advanced modeling and simulation environment. DEVS provides 
the hierarchical and modular modeling and simulation environment based on the 
object-oriented concept. Thus, (i) the event-based nature of cyber-attack behavior can 
be expressed effectively. And (ii) complicated and various structural modeling of 
information infrastructure can be accomplished. Also (iii) evaluation of generation of 
attack scenarios, the consequence of cyber-attack, the effect of defense, vulnerability 
and survivability is convenient. Einally, (iv) hierarchical modeling of network com- 
ponents and packet-oriented event-based dynamic characteristic can be properly de- 
scribed. 

This paper is constructed as follows. First of all, we argue about the need of simu- 
lation and its difficulties in information assurance. And to overcome these, we intro- 
duce in short DEVS formalism - hierarchical & modular modeling and simulation 
environment. Then, we propose the methodology of DEVS-based information assur- 
ance and explain this step by step. Einally, as an application example, we introduce 
SECUSIM, a tool for training cyber-attack, and describe about simulation-based vul- 
nerability analysis method. 



2 Simulation Concept for Information Assurance 

Generally, the simulation for model, not for real system, has no time and space limi- 
tations and is easy for application and flexible so that this is inexpensive relatively. 
Also, there are little risks to real system because of the experimentation for model. Of 
course, although the accuracy of model should be premised in order for the simula- 
tion result to have meaning, above things are big attractiveness only simulation can 
give us. The good points that we can gain through simulation in information assur- 
ance are as follows [9]. 

- Deep analysis through generating of detailed attack behavior 

- The network vulnerability analysis related to path selection 

- Analysis of new attack method that hasn’t been classified so far 

- Prediction of the damage and riffle effect due to successful attack 

- Verification of the effectiveness of defense strategy 

- Analysis of damages and suggestion of the method endures breakdown when key 
components operate wrong (information survivability) 

With these good points, it is possible to have many application related to information 
assurance from hacking training system to vulnerability analysis system. Meanwhile, 
multi-disciplinary co-work is essential to the simulation approach needed for infor- 
mation assurance. That is, coherent and integrated research in largely three sectors 
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including Information security, Simulation, and Computer network is required. The 
core issues of each field are as follows: 

( 1 ) Information Security 

- The definition of metrics for information assurance (Vulnerability, survivability, 
dependability, etc.) 

- The definition and classification of cyber-attack scenario 

- The definition and classification of defense strategy 

- Mechanism of Intrusion detection system, firewall and so on 

(2) Computer Network 

- Features and classification according to network devices (Router, Gateway, 
Server, etc.) 

- Features and classification according to network topology (CSMA/CD, Token- 
ring, etc.) 

- Features according to network components (O/S, HAV, Application S/W, File 
system, etc.) 

- Features and classification according to packets 

- The method and feature of Communication 

(3) Simulation 

- Discrete event system modeling 

- Simulation engine design 

- Network configuration and modeling 

- Attacker modeling (human psychological modeling) 

- Analyzing technique 

We can reach the ultimate information assurance through only systematic and inte- 
grated study of these various fields. Even though many researchers have done their 
best, there is no conclusion to deserve close attention. Especially, Cohen’s study has 
been known for unique in security modeling possible for practical simulation test. 
Cohen suggested the cause-and-effect model of cyber-attack and defense, and tried 
simple modeling based on statistics. But it means only the first attempt of simulation 
and has limitations in practical use [5]. Meanwhile, Amoroso and Nong Ye studied 
security modeling not for the model that can be immediately applied to simulation 
test but for theological one. Amoroso stressed out that one completed attack have to 
be expressed by time track of a series of actions suggesting intrusion model according 
to time track [6]. NongYe suggested the layer-based approach that is made step by 
step for modeling and stressed out the modeling in functional phase is essential 
among these phases [2,8]. 

Although their researches suggest the conclusions of their own in network security 
modeling, there are some problems. Cohen’s approach expresses the cyber-attack and 
defense based on the cause-result model so simply that it has limitations in practical 
application. Whereas the consecutive behaviors to the intrusion model Amoroso sug- 
gested have good points in responding to the model, computer simulation approach is 
not clear due to the security mechanism based expression. In NongYe’ s case, abstrac- 
tion approach to complicated systems is good, but it does not give concrete examples 
in modeling and simulation method that applied these phases. That is, there are no 
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implementation and test based on the approach. Cohen summarized the difficulties of 
simulation approach as follows. 

“Since we are modeling very complex phenomena involving mixes of human be- 
havior and interactions of complex interdependent systems with time bases ranging 
from nanoseconds to years. There is no widely accepted information physics that 
would allow us to make an accurate model, and the sizes of the things we are model- 
ing are so large and complex that we cannot describe them with any reasonable de- 
gree of accuracy. Also there are no consensus on how to describe a network security 
system, and no set of commonly accepted metrics upon which to base a set of meas- 
urements to be used for simulation [5].” 

Above all, effective use of advanced modeling and simulation method is essential 
to overcome these difficulties. So we argue about the methodology for information 
assurance through DEVS formalism, which provides advanced simulation environ- 
ment. 



3 DEVS Formalism 

3.1 Concept 

We now review the basic concepts of the Discrete Event System Specification 
(DEVS) formalism and its associated simulation methodology. In the conceptual 
framework underlying the DEVS formalism [10,11], the modeling and simulation 
enterprise concerns four basic objects: 

- Real system, in existence or proposed, which is regarded as fundamentally a 
source of data. 

- Model, which is a set of instructions for generating data comparable to that ob- 

servable in the real system. The structure of the model is its set of instructions. 
The behavior of the model is the set of all possible data that can be generated by 
faithfully executing the model instructions: 

- Simulator, which exercises the model’s instructions to actually generate its be- 
havior. 

- Experimental frames capture how the modeler’s objectives impact model con- 

struction, experimentation and validation. Experimental frames are formulated 
as model objects in the same manner as the models of primary interest. In this 
way, model/experimental frame pairs form coupled model objects which can be 
simulated to observe model behavior of interest. 

The basic objects are related by two relations : 

- Modeling relation, linking real system and model, defines how well the model 

represents the system or entity being modeled. In general terms a model can be 
considered valid if the data generated by the model agrees with the data pro- 
duced by the real system in an experimental frame of interest. 

- Simulation relation, linking model and simulator, represents how faithfully the 

simulator is able to carry out the instructions of the model. 
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The basic items of data produced by a system or model are time segments. These time 
segments are mappings from intervals defined over a specified time base to values in 
the ranges of one or more variables. The variables can either be observed of meas- 
ured. The structure of a model may be expressed in a mathematical language called a 
formalism. The discrete event formalism focnses on the changes of variable values 
and generates time segments that are piecewise constant. Thus an event is a change in 
a variable value which occurs instantaneously. In essence the formalism defines how 
to generate new values for variables and the times the new values should take effect. 



3.2 SES 

A System Entity Strnctnre(SES) provides the means to represent a family of models 
as a labeled tree [10,11,12]. Two of its key featnres are support for decomposition 
and specialization. The former allows decomposing a large system into smaller sys- 
tems. The latter supports representation of alternative choices. Specialization enables 
representing a generic model (e.g., a 0/S type) as one of its specialized variations 
(e.g., Linnx or Window2000, etc.) Based on SES axiomatic specifications, a family of 
models (design-space) can be represented and further automatically pruned to gener- 
ate a simulation model. Such models can be systematically stndied and experimented 
with based on alternative design choices. An important, salient feature of SES is its 
ability to represent models not only in terms of their decomposition and specializa- 
tion, bnt also their aspects (SES represents alternative decompositions via aspects.) 



3.3 Experimental Erame 

A related concept that is essential for modeling and simnlation is the experimental 
frame - a specification of the conditions under which a system is to be observed or 
experimented with [10,11,12]. It is the operational formulation of the objectives mo- 
tivating a modeling and simnlation project. A typical experimental frame consists of a 
generator and a transducer, each of which can be either a federate or a live entity. The 
generator stimulates the system under investigation in a known setting. The trans- 
ducer observes and analyzes a desired set of federates (and therefore federation) out- 
puts as well as monitors and controls an experiment under some defined conditions. 



3.4 DEVS Models 

The DEVS model represents a component’s dynamic behavior and has a well-defined 
mathematical structure as follow [10,11]: 

M=<X,S,Y, S^„,A,ta> 

Where X is the set of input event types, S is the seqnential state set, Y is the set of 
external event types generated as ontput, ) is the internal (external) transition 

function dictating state transitions due to internal (external input) events, A is the 
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output function generating external events as the output, and ta is the time advanced 
function. The DEVS environment supports building models in a hierarchical and 
modular manner, in which the term “modular” means the description of a model in 
such a way that is has recognized input and output ports through which all interaction 
with the external world is mediated [10,11,12], This property enables hierarchical 
construction of models so that the complex network security models can be easily 
developed. 



4 DEVS-Based Information Assurance 

4.1 Approach 

We approach the problem of information assurance by drawing DEVS formalism 
offers systematic modeling and simulation framework based on object-oriented, hier- 
archical and modular environment. The good points of drawing DEVS are as follows. 
By this, difficulties Cohen said can be easily solved. 

- Event-based nature of Cyber-attack behaviors can be expressed effectively. 

- Complicated structural modeling of Information infrastructure by using SES can 

be easily accomplished. 

- Evaluation of generation of attack scenarios, the consequence of cyber-attack, the 

effect of defense, vulnerability and survivability is convenient through experi- 
mental frame concept. 

- Hierarchical modeling of network components and packet-oriented event-based 

dynamic characteristic can be described properly. 

Fig. 1 shows the relationship between state transition diagram of component models 
can be expressed by DEVS and cyber-attack behavior. 




Fig. 1. State transition diagram and Cyber-attack scenario 

In Fig. 1, S, means the total state set consisted of state values of target host and ar- 
rows means transition of states. (Solid line represents known transition and dotted line 
represents unknown transition.) Transition of states is performed by execution of the 
input command in the packet inputted from the outside (i.e., attackers). Through these 
serial state transitions, sometimes, it reaches attacked state, accordingly, the set of 
commands that make initial state to arrive at attacked state (i.e., HOT level) can be 
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defined as attack scenario. Therefore, known attack scenarios in this case are {i,, i^, 
i 3 ) and {ij, i„ i„ i,}. 

In the meantime, unknown attack scenario {i,, i,} can be obtained from deep mod- 
eling and simulation analysis [13,14,15]. COOL, WARM, HOT, and COOLDOWN 
in Fig. 1 represent four levels of the attack suggested by Wadlow [7]. COOL means 
normal level that threats aren’t detected, WARM means the level that an attack is in 
progress but there is no evidence, HOT means the level that attack is successful and 
confirmed, and COOLDOWN means the level that major security incident has oc- 
curred. 



4.2 Overall Methodology 

Fig. 2 shows the overall methodology for information assurance using DEVS formal- 
ism. 

Phase I is concept- stipulating stage and specifies overall structure of network 
based on information and communications by using SES that provides means to ex- 
press structural knowledge considering objectives, requirements, and constraints. 



Phase I: 
Conceptual 
Specification 

- Objectives 

- Requirements 

- Constraints 



Phase II: 
Structural & 
Behavioral 
Model 
Generation 



Phase lU: 
Simulation 
Model 
Generation 



Phase IV: 

Security Evaluation 




System Entity 
Structure 



(SES) 



Model Base 
(MB) 



Transformation 

Operation 



Simulation 

Model 



Simulation 

Operation 

Simulation 

Result 

Analysis 

Operation 

Security 

Assessment 

Report 



Fig. 2. Overall Methodology 

Phase II generates PES, which is network structure for test, by applying pruning 
opion to the network structure based on information and communications expressed by 
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SES. Also behavioral models about the network component, the attacker, and the 
analyzer can be built through DEVS formalism and saved into MB. Especially, based 
on this basic behavior model for network component, command-level modeling using 
pre/post-condition can be accomplished hy grouping and characterizing of commands 
that are used in various services. Phase III generates ultimate simulation model for a 
cyber attack simulation by combining dynamic models of MB with the network 
structure of PES applying a transformation operation and performs various simula- 
tions on generated simulation models. Finally, Phase IV can analyze detailed behav- 
iors of cyber attack on each node through simulation trajectory. And vulnerabilities 
characteristics as well as defense policies of each component and/or network may be 
efficiently evaluated by applying vulnerability metric about node, link and network to 
simulation results [16]. 

As the Phase I of proposed methodology, Fig. 3 shows SES of the network security 
model for information infrastructure. 
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Fig. 3. SES representation of network systems 
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NETWORK, which is the root entity, can be classified into ATOMIC with single 
network and COMPOSITE with multiple networks. ATOMIC is divided into 
COMPONENT for security factors consideration and SECURITY- AGENTS for mul- 
tiple entities. COMPONENT is again divided into 0/S and several SERVICES. Be- 
sides, it can be divided into more detailed subsystems such as BORDER, 
INFRASTRUCTURE, BUSINESS, DESKTOP. In parallel, SECURITY-AGENTS 
can be divided into ATTACKER which generates attack scenario and ANALYZER 
which analyzes the simulation results. COMPOSITE is divided into more detailed 
levels such as NETWORKS, a multiple entity, which can link multiple network 
groups and LINK which links them all. Fig. 4 shows a pruned entity structure (PES) 
obtained by applying the pruning operation into the SES and also Fig. 5 depicts the 
conceptual diagram of the PES in Fig. 4. A final simulation model in each entity of 
the PES can be established by attaching the dynamics models discussed next. 




Fig. 5. Conceptual network configuration of a PES in Eig. 4 

As Phase II, The command-level component modeling can be constructed on the 
basis of the experimental frame concept. Although a network model can be tested in a 
stand-alone fashion, it really does not “come to life” until it is coupled with modules 
capable of providing it input and observing its output. Thus, the experimental frame 
concept may be suitably utilized to couple with a given model (network model), gen- 
erates input external events (cyber attack commands), monitor its running (conse- 
quences), and process its output (vulnerability). Fig. 6 depicts the modeling approach 
with the experimental frame module underlying SES/MB framework. In Fig. 6, At- 
tacker inputs planned commands one by one into Network as well as Analyzer. 
Simulation proceeds by Network’s responding to Attacker as well as Analyzer. If 
enough data are collected for analysis. Analyzer terminate simulation by sending stop 
commend to Network and Attacker. Then it analyzes each component’s vulnerability 
through statistical procedure on the collected commands and attack results. A detailed 
modeling method can be illustrated as follows: 

(1) Network Component Modeling 

As described in the preceding section. Network component model comprises vari- 
ous services such as Telnet, E-mail, Ftp, Web, and Packet Filtering. Dynamics of 
these component models can be represented in various ways according to their re- 
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spective state variables such as service type, HAV type, and 0/S type, etc. Fig. 7(a) is 
a typical example of DEVS representation of component model. In Fig. 7(a), the 
external transition function processes the external input through the ‘in port by ap- 
plying command-table represented in pre/post-condition when phase is passive. Dur- 
ing the procedure, it remains in busy state. On the other hand, the internal transition 
function, when phase is busy, is converted to passive and the output function delivers 
processed results in packet through ‘out port. Based on this basic behavior model, 
command-level modeling can be accomplished by grouping and characterizing of 
commands that are used in various services. 

(2) Attacker Modeling 

The attacker model outputs a sequence of attacking commands according to its at- 
tacking scenario. The basic mechanism that produces this behavior is the “extract next 
command” and “hold-in active attacking-time” phrase in the internal transition func- 
tion shown in Fig. 7(b). This phrase returns the model to the same phase, active after 
each internal transition and schedules it to undergo a next transition in a time given 
by attacking-time. Just before the internal transition takes place, the output of next 
command is proceeded by the pre-defined scenario table. 

(3) Analyzer Modeling 

The analyzer model is designed to gather the statistics and analyze the performance 
index such as the vulnerability of each component on given network. For the simula- 
tion convenience, we have defined the component vulnerability as the number of 
successful attacks divided by the total number of attempted attacks. To do this, the 
analyzer stores commands that arrive at its ‘in port on the result table as shown in Fig. 
7(c). 




- command-level(packet-based) message 

- random generation capability 

- learning capability 



Fig. 6 . Network security modeling approach using the experimental frame concept 
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— Component Model 

slate variables 

Service-type, H/W-type, O/S-type 
Registered-User-list, Queue-size, etc. 

external transition function 
case input-port 
‘in: case phase 

passive: execute command-table (command) 
hold-in busy processing-time 
busy : continue 

else: continue 

internal transition function 
case phase 
busy: passive 

output function 
case phase 

busy: send packet(resull) to port ‘out 



(a) Network component model 



Attacker Model 

state variable 

scenario-type, target-host 

external transition function 
case input-port 
‘in: case phase 

passive: next command := scenario-table 
hold-in active attacking-time 
active : continue 
else: continue 

internal transition function 
case phase 

active: passive 

output function 
case phase 

active: send packet(command) to port ‘out 



I — Analyzer Model 

state variable 

num-attack, num-success-attack, vulnerability 

external transition function 
case input-port 

‘in: store result-table(command, states) 
else: continue 

internal transition function 
case phase 

active: passive 

output function 
case phase 

active: analyze result 



(b) Attacker model fc) Analyzer model 

Fig. 7. DEVS representation of network security models 



5 Applications 

5.1 Application I: Security Training Systems 

As a concrete application example, we have been successfully developed and tested 
the network security simulation tool, SECUSIM, that is able to specify attack mecha- 
nisms, verify defense mechanisms, and evaluate their consequences. The conceptual 
diagram of SECUSIM is depicted in Fig. 8. SECUSIM is currently implemented on 
the basis of Visual C-H- and enables a simulation of twenty attack patterns against 
hundreds network components. The software architecture of SECUSIM consists of 
the following five modules [17]; 
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- GUI: It contains the functionality of network component attribute initialization, 

attribute value change due to simulation results and packet level graphic anima- 
tion 

- Network Configurator: It contains the graphic editing functionality that supports 

building up network structure. 

- Simulation Engine: It proceeds the simulation by using a database which contains 

network component model base and attack scenario. Also it produces results to 
GUI. 

- Component Model Base: It is a model base that contains behavior characteristics 

represented by DEVS formalism. It consists of various servers, routers, gate- 
ways, firewalls, and links. 

- Attack Scenario Database: It is a database that contains instruction-level cyber 

attack scenario in order to analyze cyber attack behavior. 

The SECUSIM contains five modes, from entry-level education purpose to actual 
network security analysis purpose. 

(1) Basic Mode: By using cyber attack scenario database, it can provide various kinds 
of information about attack mechanism. 

(2) Intermediate Mode: It performs cyber attack simulation for a given network by 
selecting attacker model and target host. 

(3) Advanced Mode: It provides the verification function for cyber attack mechanism 
by applying direct tests to instructions that is a part of cyber attack scenario. 

(4) Professional Mode: It provides various vulnerability analysis functions for net- 
work link and node by cyber attack simulation. This cyber attack simulation first 
set up many target nodes, attackers and defense mechanism, then the simulation 
proceeds. 

(5) Application Mode: It provides some graphic editing functions that allow users to 
create his/her own network structure. 




SccuSiifT 




Fig. 8. A conceptual diagram of SECUSIM 
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5.2 Application II: Vulnerability Analysis Systems 

As another application example, we have defined the vulnerability metrics of node, 
link, and network respectively so that proposed the simulation-based vulnerability 
analysis methodology [9] . 

(1) Node vulnerability 

Node vulnerability represents comprehensive vulnerability value of vulnerability 
items network components have. We defined the value range of vulnerability items 
from 0 to 1 respectively and this value can be obtained through simulation evaluation. 
And node vulnerability can be obtained ultimately by getting arithmetic average con- 
sidering impact level on each item when attacking is successful. That is, vulnerability 
item can be broken down fixed vulnerability that is dependent on 0/S type and 
changeable vulnerability that could be caused on system configuration such as pass- 
word. Impact level represents the extent of damage when the attack uses appropriate 
vulnerability is successful and the value is defined ranging from 0 to 1 . 

For example, password vulnerability item, , which is the item of reading 

availability of password set by authorized users, has a characteristic of ‘changeable’ 
by users changing password, and impact level is mediate or 0.5. 

Every node component on network has partial set for all vulnerability items ac- 
cording to configuration of themselves. So node vulnerability can be obtained by the 
arithmetic average of multiplying impact level of each vulnerability item by vulner- 
ability value. Namely the node vulnerability of i' component, NV^, is defined as fol- 
lows; 

NV = S (Wj X vul) / S Wj . (1) 

Where the vv. and vul. represent the impact level and evaluated value of /* vulner- 
ability item, respectively. 

(2) Link vulnerability 

Because of diversified access path according to increased access points due to 
worldwide internet construction, link vulnerability analysis is essential. So, we de- 
fines metric, LV., of link vulnerability that has the value of 0 to 1 like node vulner- 
ability as follows. 

LV. = n / n, , , . (2) 

Here, LV. is obtained in direct measure through simulation unlike the node vulner- 
ability using indirect measure. In the formula (2), the represents the number of 
successful attack scenarios and the denotes the number of attack scenarios in- 
jected into the target components from the attacker model. Namely, after generating 
attack scenarios according to uniform distribution, link vulnerability analysis pro- 
gresses simulation and counts whether it makes the attack on targeted node or not. 
And again it resets the initial values and generates next attack scenario and simulates. 
Through this method it does the same processing repeatedly until satisfactory statis- 
tics are obtained. The vulnerability and countermeasure on access path can be ana- 
lyzed effectively by evaluating various vulnerabilities of every link that attack is 
attempted through the method like this. 
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(3) Network vulnerability 

Network vulnerability is a combined vulnerability metric grouped by network unit 
and this can be used as a means for synthetic evaluation about global vulnerability of 
network. The network vulnerability may he simply obtained by taking the arithmetic 
means of vulnerabilities of corresponding nodes and links. But in this case, it is more 
reasonable that synthetic evaluation is made giving weight to not so much calculation 
by simple arithmetic average as the importance according to the role of each node. 
Therefore we propose i‘ network vulnerability, NetY^, as follows. 

NetV, = 2 (Wj X NV. ) / 2 W. . (3) 

Where, the VT represents the weight of importance of node about appropriate 
network. 

The proposed simulation-based vulnerability metrics has been successfully devel- 
oped and tested by using the DEVS formalism [9]. As vulnerability characteristics are 
systematically organized, understood, evaluated, and captured in our simulation ap- 
proach, information assurance mechanisms may be designed more efficiently to cover 
attacks at various levels and scales of the system for layered, complimentary defense 
mechanisms. 



6 Conclusions 

This study has discussed the role of the simulation methodology for the information 
assurance that require to classify threats, to specify attack mechanisms, to verify pro- 
tection mechanisms, and to evaluate consequences. To deal with this, we have em- 
ployed the advanced modeling and simulation concepts, DEVS formalism, underlying 
the object-oriented SAV environment. Thus, the event-based nature of cyber-attack 
behavior can be expressed effectively. And complicated and various structural mod- 
eling of information infrastructure can be accomplished. Also evaluation of genera- 
tion of attack scenarios, the consequence of cyber-attack, the effect of defense, vul- 
nerability and survivability is convenient. Finally, hierarchical modeling of network 
components and packet-oriented event-based dynamic characteristic can be properly 
described. 

As the applications of proposed methodology, first, we have been successfully de- 
veloped the network security simulation tool, SECUSIM, that is able to specify attack 
mechanisms, verify defense mechanisms, and evaluate their consequences, and sec- 
ond, the simulation-based vulnerability metrics has been successfully established so 
that, i) it can analyze not only fixed components vulnerability that is dependent on 
0/S type but also changeable components vulnerability that could be caused on sys- 
tem configuration, ii) Besides, it can analyze the link vulnerability on access routes 
and iii) abstraction-related network vulnerability suitable for the hierarchical charac- 
teristic of network. As information assurance characteristics are systematically or- 
ganized, understood, evaluated, and captured in our simulation approach, information 
assurance mechanisms may be designed more efficiently to cover attacks at various 
levels and scales of the system for layered, complimentary defense mechanisms. We 
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leave here future further studies for intelligent attacker model, distributed simulation, 
and other metrics for information assurance such as survivability, etc. 
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Abstract. With the rapid development of the global information 
infrastructure, the use of virtual organization (VO) is gaining increas- 
ing importance as a model for studying business and organizational 
structures. The notion of VO is significant in that it could serve 
as a basic framework for implementing geographically distributed, 
cross-organizational application systems in a highly flexible manner. To 
further enhance the pervasiveness of VO, it is of great importance that 
participation of mobile computing nodes be supported. Thus, security 
is a critical issue due to the open nature of the wireless channels that 
provide connectivity to mobile devices. This paper discusses, from an 
application angle, the importance of supporting mobile devices in VO. 
It also discusses the design of security infrastructures that support 
mobile nodes in mission-specific applications. A simple grid security 
infrastructure that supports participation of mobile computing nodes 
is also proposed to illustrate the implementation feasibility of the 
infrastructure. 

Keywords: Secure Systems and Applications, Mobile security. Grid 
Computing 



1 Introduction 

Grid computing system has emerged as a special form of distributed comput- 
ing and is distinguished from conventional distributed computing systems by 
its focus on larger-scale resource sharing. The early form of Grid computing 
was shaped by the application scenarios at which scientific computing involv- 
ing a massive number of geographically distributed computing nodes were im- 
plemented. As the Grid approach was widely discussed and experimented, the 
objectives of the Grid computing has been generalized to refer to large-scale 
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sharing of resource, be it CPU or storage or other expensive equipments, over a 
wide geographical distribution [1]. 

A Grid computing system is defined as a platform that supports distributed 
system applications which require fast access to a large quantity of distributed 
resources in a coordinated manner. In particular, resources are often distributed 
in a wide-area network with components administered locally and independently. 
Conventional distributed computing systems may be viewed as operating system 
platforms with system services, such as files and CPU cycles, implemented and 
administered as distributed user- level processes. Thus allowing expensive main- 
frame computers to be replaced by low-cost computing components. Whereas a 
Grid computing system may be viewed as a sophisticated distributed computing 
system with high-level abstractions and services to facilitate large-scale sharing 
of resources. 

Grid computing is therefore more complex than conventional distributed 
computing in that computations may involve distributed processes that must 
be able to acquire resource dynamically and communicate efficiently. 

Resource sharing under the Grid computing system is built on the Virtual 
Organization (VO) model [1]. The objectives of the Grid are to facilitate co- 
ordinated resource sharing and problem solving in dynamic, multi-institutional 
virtual organizations. The key requirement of VO is the ability to negotiate 
resource-sharing arrangements among a set of participating parties and then use 
the resulting resource pool for achieving some application objectives. Analogous 
to the Glient-Server computing model of the 80s, VO is an abstraction for de- 
signing distributed systems. Unlike the Glient-Server model which supported a 
simple inter-process communication paradigm within the system, VO provides a 
more flexible abstraction for implementing distributed systems with more com- 
plex inter-process relationships. Therefore, the key issue in Grid computing is 
the provision of services and protocols that facilitate implementation of VO over 
a widely distributed environment. 

The notion of VO has enabled Grid computing systems to support a wide 
variety of applications beyond scientific computing. In particular, recent de- 
velopment in e-commerce has made the concept of VO especially suitable for 
organizing and implementing distributed commercial applications. For exam- 
ple, e-commerce applications in the healthcare industry typically require large- 
scale sharing of resources (medical records, laboratory test results and expensive 
equipments) by participating organizations. The sharing is usually specific to 
certain tasks originated from business objectives that require close cooperation 
and coordination of a number of medical information systems and computing 
components. A Grid computing system with support for VO will help simplify 
the design and implementation of such applications. In addition, security is a 
critical requirement in such applications and is a major issue in VO design. 

To further encourage the adoption of Grid computing as a platform for com- 
mercial applications, it is desirable to support participation of mobile computing 
nodes as resource sharing parties. Due to the high penetration of mobile com- 
puting devices, most e-commerce models have been extended to include mobile 
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devices as transacting parties. Electronic transactions conducted over the mo- 
bile platform are gaining popularity due to the convenience and portability of 
low-cost handheld devices. In order to promote the adoption of e-commerce, sys- 
tem designers have been actively exploring approaches that may attain higher 
penetration than the wired Internet. With the explosive growth of mobile phone 
population and the fast adoption of wireless network technology, support for e- 
commerce transactions over the mobile platform has become an attractive option 
[2,3]. 

As a pervasive platform for supporting commercial computing applications, 
Grid computing systems should be designed to allow mobile users to initiate or 
participate in Grid computing without compromising security and performance. 
In a typical mobile computing environment, one or more of the transacting 
parties are based on some wireless computing devices. However, security over 
the mobile platform is more critical due to the open nature of wireless networks. 

Furthermore, security is more difficult to implement on a mobile platform 
because of the resource limitation of mobile handheld devices. In practice, hand- 
held devices such as palm top or pocket PG are the most commonly embraced 
platforms as end user devices for mobile computing [4]. Nevertheless, computing 
operations on handheld devices are subjected to resource constraints such as 
smaller memory, slower GPU and smaller display. These constraints pose serious 
limitations to security mechanisms for mobile computing. 

Therefore, a Grid security infrastructure that supports the participation of 
mobile nodes will play a significant role in the development of Grid computing. 
The increasing popularity and importance of Grid computing have motivated 
a lot of research and development initiatives in Grid computing systems. The 
Globus project is one of the important efforts in the Grid community to develop 
infrastructure and toolkits for facilitating development of Grid applications [5]. 
The Globus Security Infrastructure (GSI) is based on public key cryptography 
and the Secure Socket Layer mechanism, and is designed to address Grid security 
problems such as delegation and single sign-on. 

This paper discusses the importance of supporting mobile devices in Grid 
applications and the design of the security infrastructure in order for mobile 
nodes to be supported by the Grid. The organization of this paper is as follows. 
Section 2 motivates the discussion by illustrating the role of mobile nodes in 
Grid computing. This section presents as an example a commercial application 
that may be implemented over the Grid and with the need for mobile nodes. 
Section 3 briefly describes the Globus security infrastructure and explains the 
difficulties of supporting mobile devices on this infrastructure. Section 4 proposes 
a system architecture and security mechanism for extending the Grid Security 
Infrastructure to support mobile nodes. Section 5 concludes the discussion of 
this paper. 
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2 A Grid Application with Mobile Nodes 

The concept of Grid computing has been generalized to include large-scale shar- 
ing of resources over a geographically distributed environment. A Grid comput- 
ing system is a system platform that provides protocols and services to facilitate 
coordinated resource sharing. The notion of VO was introduced as an abstraction 
for organizing and implementing distributed components of Grid applications. It 
provides a framework for developing certain important commercial applications 
arisen from e-commerce. 

There is a growing trend in deploying e-commerce in traditional organizations 
to improve operational efficiency and service quality. Through the provision of 
e-commerce services, traditional organizations have been working aggressively 
to adopt the Internet to improve efficiency of internal work flows as well as to 
enhance the interactions with their customers. For example, e-government in the 
public sector and e-banking in the financial industry are increasingly popular in 
many countries nowadays. 

However, the potential of the Internet will be better exploited if e-commerce 
is considered at a macroscopic level i.e. to support commercial applications that 
require closer cooperation and interactions among business partners [6]. In it’s 
simplest form of deployment, most organizations use the Internet simply as a 
channel for delivering services to customers or for improving internal communi- 
cations. Recent development in e-commerce has led a lot of commercial organi- 
zations to adopt the Internet as a platform for conducting business. 

Therefore, distributed applications involving multiple organizations are com- 
monplaces for sophisticated e-commerce system. The establishment and man- 
agement of dynamic and cross-institutional virtual organization sharing rela- 
tionships require new architecture model and system infrastructure. In general, 
resource sharing in a distributed computing system is implemented by inter- 
process communication primitives. Thus issues related to Grid computing is 
more complex than conventional distributed computing because of the require- 
ments of coordinated resource sharing in a flexible and dynamic manner within 
the virtual organization. 

From practical experiences, the VO abstraction is especially suitable for im- 
plementing mission-specific applications initiated by special operations such as 
disease control, crisis management or law enforcement. The accomplishment of 
such mission-specific operations typically requires close cooperation of multiple 
organizations. These organizations may or may not have prior working relation- 
ship and may not trust each other. The cooperation is driven by events and is 
established dynamically in response to the occurrence of the events. In general, 
sharing of resources in such circumstances is subjected to stringent control of 
the resource owner. These characteristics fit the profile of VO applications and 
the problem is preferably addressed using the VO abstraction. 

To illustrate, we consider a commercial application scenario in which Grid 
computing is a suitable approach. In this example, an epidemiological surveil- 
lance and control taskforce is established in response to the outbreak of Dengue 
Fever in Asia, a fatal disease transmitted by mosquitoes which can leads to 
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clinical shock and death within 24 hours [7]. In order to monitor and control 
the spreading of the fever effectively, there are a number of key areas to be 
monitored closely. Among others, for example, it is important to keep track of 
hospitals’ reports of suspicious cases for the Dengue symptoms, to retrieve immi- 
gration records of patients in recent weeks to determine the source of infection 
(whether the source is local or from overseas), to access to oversea data such 
as the DengueNet which is a global surveillance system for Dengue fever, to 
identify the residential and work addresses of patients with the Dengue symp- 
toms and to study inspection reports from the environment authority on the 
hygienic conditions of the surrounding community of possible source of the dis- 
ease. Information available through the monitoring of key human behaviors in 
the surrounding community, such as inappropriate disposal of discarded house- 
hold items that contribute to the availability of mosquito larval habitats, can 
help environment authority to take proper measures against the spreading of the 
disease. 

It is obvious from this example that, in order to combat the disease more 
effectively and efficiently, close cooperation among a number of otherwise inde- 
pendent institutions is necessary. In this case, the immigration authority, the 
environment authority and the health authority, etc. Typically, some form of 
cross-institutional taskforce will be established for the special mission. The par- 
ticipating institutions are geographically distributed and independent of one 
another. Some of these institutions, for example the immigration authority and 
the environment authority, will have to conduct some parts of their operation in 
field conditions. 

The operation of the taskforce will require access to computer systems and 
data across the participating organizations. These organizations need to pro- 
vide interconnectivity to facilitate the operation of the taskforce. For operations 
undertaken in field conditions, support for mobile devices is needed. For legisla- 
tive reasons, these systems normally do not share information except for special 
situations in which authorization by top officials from the government admin- 
istration is granted. Note that cross-institutional cooperation of this nature is 
common in law-enforcement operations. However, due to the sensitive nature 
of such operations, this paper uses the healthcare scenario as an example for 
illustration. 

Therefore, a task involving cross-institutional cooperation and sharing of dis- 
tributed resources is created. Furthermore, the sharing is not without restriction. 
In general, each of the autonomous participants continues to have full ownership 
and control of their own system and data. As a result, the operation of the task- 
force conforms to a scenario typically modeled the VO abstraction. The creation 
and management of the VO is somehow dynamic. Sharing of resources among 
VO participants requires sophisticated access control mechanisms. 

The Grid computing system is therefore identified as a suitable framework for 
commercial cross-institutional applications of this nature. The Grid architecture 
is defined in accordance with the needs of creating and managing virtual or- 
ganizations. It identifies fundamental system components, specifies the purpose 
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and function of these components, and indicates how these components interact 
with one another. Existing Grid computing systems may be adopted to support 
implementation of such application systems. 

However, as mentioned, in most of the real commercial applications, some 
part of the operations may be undertaken in field conditions, thus requiring sup- 
port for mobile devices. Therefore, the Grid infrastructure should be designed 
to allow participation of mobile users in order to enhance the pervasiveness of 
Grid computing. In this connection, the design of Grid security infrastructure is 
especially important due to the criticalness of security issues in commercial ap- 
plications and the constraints of mobile devices in implementing security mecha- 
nisms. Gonsequently, existing Grid computing systems may need to be extended 
in face of such commercial computing applications. For example, the sophisti- 
cated security mechanisms offered by Globus cannot be efficiently implemented 
on mobile handheld devices. 

3 The Grid Security Infrastructure 

Built on the platform offered by distributed computing systems. Grid computing 
systems need to address additional services to allow creation and management of 
relationships among participants in the virtual organization in a flexible manner. 
The complexities of Grid problems are aggravated by 

1. The characteristics of typical Grid applications in which Grid participants 
are multi-institutional, and inter-participant relationships are highly dy- 
namic. 

2. The open nature of the Internet where strong security protection for inter- 
process communications is essential. 

The need to support complex communication structures in an open network 
environment leads to demand for more sophisticated security solutions for Grid 
applications. Therefore, authentication protocols and access control required for 
Grid applications are core issues in Grid computing systems. The focus is on 
the secure communication among Grid nodes and enforcement of access control 
policy at each node in face of the Grid problems. 

Due to the dynamic nature of sharing relationships in VO, security solutions 
for Grid computing systems must allow applications to coordinate diverse ac- 
cess control policies and to operate securely in heterogeneous environments. VO 
may grow and shrink dynamically, acquiring resources when required to solve a 
problem and releasing them when they are no longer needed. Grid security so- 
lutions need to provide mutual authentication that allows a user, the processes 
that comprise a user’s computation, and the resources used by those processes, 
to verify each other’s identity. 

Each time a process obtains a resource, it does so on behalf of a particu- 
lar user. However, it is frequently impractical for that user to interact directly 
with each such resource for the purposes of authentication. Thus Grid security 
solutions should have the following characteristics: 
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1. Strong authentication of users. 

2. Single sign-on. 

3. Delegation. 

4. Interoperable with various local security solutions. 

The Globus Security Infrastructure (GSI) provides an implementation of se- 
curity infrastructure that aims to meet the abovementioned requirements [8] . GSI 
provides a number of services for Grid applications, including mutual authenti- 
cation and single sign-on. In this connection, the GSI introduced the concept of 
user proxy in order to eliminate the needs for user intervention. A user proxy is 
defined to be a session manager process and is given permission to act on behalf 
of a user for a limited period of time. 

The GSI uses public key cryptography as the basis for its functionality and is 
based on the Secure Sockets Layer (SSL) for its mutual authentication protocol. 
Extensions to these standards have been added for single sign-on and delegation. 
The Globus Toolkit’s implementation of the GSI adheres to the Generic Security 
Service API (GSS-API), which is a standard API for security systems promoted 
by the Internet Engineering Task Force (IETF). 

GSI is based on public key infrastructure, X.509 certificates, and the Secure 
Socket Layer (SSL) communication protocol. Every user and service on the Grid 
is identified via a certificate, which contains information vital to identifying 
and authenticating the user or service. A trusted third party (a GA) is used 
to certify the link between the public key and the subject in the certificate. 
The link between the GA and its certificate must be established via some non- 
cryptographic means, or else the system is not trustworthy. GSI certificates are 
encoded in the X.509 certificate format. 

In order for Grid participants to achieve mutual authentication, each Grid 
participants need to perform digital signature using their private keys and go 
through the SSL authentication protocol. The GSI software provided by the 
Globus Toolkit expects the user’s private key to be stored in a file in the local 
computer’s storage. To prevent other users of the computer from stealing the 
private key, the file that contains the key is encrypted via a password (also 
known as a “pass phrase” ) . To use the GSI, the user must enter the pass phrase 
required to decrypt the file containing their private key. 

The GSI provides a delegation capability, by extending the standard SSL 
protocol, to simplify the security interface to the Grid user. The objective of 
the delegation function is to reduce the number of times the user must enter 
his pass phrase. If a Grid process requires that several distributed resources be 
used (each requiring mutual authentication), the need to re-enter the user’s pass 
phrase can be avoided by means of the delegation function. 

The delegation function is implemented using a new entity called “proxy” . A 
proxy is created to represent the user, within a time limit, in a Grid application. 
It consists of a new certificate (with a new public key in it) and a new private key. 
The new certificate contains the owner’s identity, modified slightly to indicate 
that it is a proxy. The new certificate is signed by the owner, rather than a GA. 
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The certificate also includes a time notation after which the proxy should no 
longer be accepted by others. 

The proxy’s private key is a short-term key, thus has a less stringent security 
requirement as the owner’s private key. It is thus possible to store the proxy’s 
private key in a local storage system in clear form and with its protection rely on 
the access control of the file system. Once a proxy is created and stored, the user 
can use the proxy certificate and private key for mutual authentication without 
entering a password. The use of short-term digital certificate for implementing 
security that aims to balance risk and efficiency is discussed in [9]. 

The proxy also serves as the basis of the single sign-on implemented by 
Globus which provides a mechanism by which a process can authenticate to 
its user proxy or another process. This authentication identifies the user that 
created the process. When proxies are used, the mutual authentication process 
differs slightly. The remote party receives not only the proxy’s certificate (signed 
by the owner), but also the owner’s certificate. During mutual authentication, 
the owner’s public key (obtained from her certificate) is used to validate the 
signature on the proxy certificate. The CA’s public key is then used to validate 
the signature on the owner’s certificate. This establishes a chain of trust from 
the CA to the proxy through the owner. 

While the GSI offers a sophisticated security solution for implementing se- 
curity in Grid applications, the existing approach needs to be enhanced in order 
to support mobile Grid participants efficiently. The use of the extended SSL 
approach in GSI makes it not suitable for low-cost mobile computing devices. 
In order to support the GSI, a mobile device needs to implement the extended 
SSL protocol which is computation-intensive and connection-oriented. Such op- 
erations cannot be efficiently implemented on mobile devices in practice. In this 
paper, we extend the GSI by introducing a wireless protocol gateway for repre- 
senting mobile nodes. A lightweight security mechanism is provided to minimize 
computation overhead on mobile devices. 



4 Security Framework for Mobile Nodes 

In this section, we discuss the security architecture and mechanism for support- 
ing mobile devices in the Grid security infrastructure. A new security mechanism 
is needed for supporting mobile nodes because of the limitations and constraints 
of such devices. Regardless of the attractive features of handheld devices, there 
are non-trivial challenges to be addressed in order for handheld computing de- 
vices to be adopted as a practical platform for running the GSI which requires 
implementation of computation-intensive operations. 

In this connection, the concept of wireless protocol gateway, which serves 
as a fixed-line agent for the handheld devices, is introduced. In order to sup- 
port mobile nodes but with minimal impact on the existing GSI, a mobile user 
connects to a wireless protocol gateway which in turn authenticates to the user 
proxy on behalf of the user. The user has an established trust relationship with 
the wireless protocol gateway. With the wireless protocol gateway, handheld 




50 



K.-Y. Lam et al. 




Fig. 1. System Architecture of Mobile Grid Nodes 



devices are connected to the proxy server indirectly i.e. through the gateway 
server. To minimize computational overhead on the mobile device, the end user 
is authenticated to the wireless protocol gateway through some simple strong 
authentication scheme, and the gateway server in turn executes the complex 
protocol on behalf of the handheld devices. 

In this architecture, the mobile user authenticates to a wireless protocol gate- 
way instead of connecting to a proxy directly. This design aims to avoid changing 
the existing GSI so as to help minimize impact on existing Grid applications. 
Furthermore, from industry experiences, a new design can be adopted more 
smoothly if it does not require changes to existing infrastructure and applica- 
tions. In this paper, the system architecture in Figure I is adopted for extending 
the GSI: 

In addition to the proposed security architecture, a security mechanism is 
included to protect the connection between the mobile device and the wireless 
protocol gateway. Due to resource constraints of mobile platforms, the use of 
SSL protocol (which is also known as the TLS protocol [10]) for mutual au- 
thentication is not suitable for mobile devices. For example, the WTLS protocol 
was developed by the WAP Forum [11] as a variant of the TLS protocol to 
cater for the resource limitations of wireless devices. In this setting, a protocol 
gateway called WAP Gateway was developed to provide connectivity between a 
WAP-based handheld device and the application web server. 

In its simplest form, wireless handheld devices such as mobile phones may 
adopt the WAP technology and securing electronic commerce transactions using 
WTLS. With the use of WTLS, the security architecture is as shown in Figure 
2 below. 

The architecture illustrated in Figure 2 leads to a major security concern. The 
WAP Gateway which translates WTLS-protected data to TLS-protected creates 
a security gap at the WAP gateway. As a protocol gateway, the WAP gateway 
receives WTLS traffic from mobile handheld devices, decrypts the WTLS data 
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Fig. 2. WAP-Based System Architecture of Mobile Grid Nodes 



and re-encrypt them by sending the data to the TLS traffic. Therefore, mobile 
user data is exposed at the WAP gateway. The situation is worsened by the fact 
that the WAP gateway is typically hosted outside of the perimeter of the GSI. 
The existence of the security gap will undermine the security of the GSI. Though 
future version of the WAP protocol suite is believed to provide TLS at handheld 
devices, the computation overhead of TLS on mobile devices remain a serious 
hurdle. 

In face of the difficulties of implementing security mechanisms on mobile 
devices, a simple security mechanism is devised for use by mobile Grid nodes. The 
mobile Grid user may connect to the wireless protocol gateway securely through 
this mechanism, and the wireless protocol gateway will in turn logon to the proxy 
server on behalf of the mobile user. This way, single sign-on provided by the 
existing GSI may be used by the mobile user. The security mechanisms suitable 
for deployment on a mobile platform needs to satisfy the following requirements: 

— Secure. 

— Easy to implement. 

~ Low computation needs. 

~ Achieve entity authentication at the end as one of the protocol objectives. 

~ Achieve key exchange at the end as one of the protocol objectives. 



The security mechanism presented in this paper is based on the ISO/IEG 
9798 Entity Authentication protocol [12]. In the description of the mechanism, 
we use the following denotation: 

— S denotes the server side of the authentication. 

— C denotes the client side of the authentication. 

— EKa[X] denotes the public key encryption operation on data X controlled 
by the public key of A. 
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— SGNa[X] denotes the signature operation on data X controlled by the 
private key of A. 

Ra is a nonce identifier (a random number) generated by S. 

Rb are nonce identifiers (random numbers) generated by C. 

SK is the symmetric session key shared by S and C for protecting transaction 
messages in the session. 



In this discussion, 1024-bit RSA is used as the public key algorithm used by 
S. SK is a 128-bit binary value for some symmetric algorithms such as AES or 
3DES. All nonce identifiers are 128-bit binary values. 

A mobile user wishing to participate in the Grid application initiates the 
security mechanism from his/her mobile handheld device. The mechanism is 
implemented as an authentication protocol [13] between the handheld device and 
the wireless protocol gateway. The mechanism starts with the client C sending an 
authentication request to the server S. In response to the request, the following 
protocol messages are exchanged between S and C. Upon successful completion 
of the protocol run, the two parties are mutually authenticated and share a secret 
key for protecting subsequent messages in the same session. 

Authentication Protocol p : 



Ml. 


S -> C : 


Ra 


M2. 


C ^ S : 


SGNc [Ra, Rb, S] , EKs [Ra, Rb, SK] 


M3. 


S C : 


SGNs[G,Rb] 



An informal description of the protocol p is as follows. The protocol mecha- 
nism is based on the ISO/IEC 9798-3 standard and the logic of the protocol is 
straightforward. Thus an informal treatment is more effective in describing the 
protocol. Analysis of the mechanism using formal logic is outside of the scope of 
this paper. 

Ml: The server S starts the authentication by sending a random challenge Ra 
to C. The purpose of Ra is to allow the server to assure the freshness of 
messages involved in this protocol run [14]. 

M2: The client C returns a response to S which consists of two message tokens: 
the entity authentication token and the key exchange token. The entity au- 
thentication token enables S to verify that it is communicating with the 
genuine C. When verifying the entity authentication token, S checks the 
value of Ra so as to ensure that M2 is not a replay of some previous pro- 
tocol message. The nonce identifier Rb introduces additional randomness to 
avoid signing on a random strong chosen by another party. Rb also serves 
as a random challenge for S to authenticate itself to C. The key exchange 
token in M2 is a structure similar to the authentication token. In this token. 
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SK is the session key generated by C and is available only to S because the 
decryption operation DKs[X] is known only to S. 

M3: The server S authenticates to C by signing on the nonce value Rp- 



Therefore, the mechanism p has the following characteristics that allow it to 
satisfy the abovementioned security requirements of mobile commerce: 

— p provides security by achieving authentication and key exchange. 

— C authenticates to S by proving knowledge of private key of C and vice 
versa. 

— At the end of the protocol, S and C share a session key SK such that SK 
is chosen by the genuine C and is readable by the entity that knows the 
private key of S. 

— C performs one public key encryption, one digital signature operation and 
one signature verification function. Note that encryption and verification 
operations typically have lower computing overhead than decryption and 
signature operations. 

— Achieve entity authentication and key exchange at the end as one of the 
protocol objectives. 

To summarize, the proposed scheme p is a computation-economical security 
mechanism that meets the security requirements of mobile Grid nodes and is 
suitable for implementation on resource-scarce devices. This scheme was designed 
to meet the security needs of security-sensitive mobile applications including 
electronic financial services and electronic government services initiated over 
mobile handheld devices. 

5 Conclusion 

This paper discussed the importance of supporting mobile nodes in VO. The 
notion of VO is significant in that it could serve as a basic framework for imple- 
menting geographically distributed, cross-organizational application systems in a 
highly flexible manner. To further enhance the pervasiveness of VO, it is of great 
importance that participation of mobile computing nodes be supported. In this 
paper, we discussed, from an application angle, the importance of supporting 
mobile devices in VO. Security for such applications is a critical issue due to the 
open nature of the wireless channels that provide connectivity to mobile devices. 
The paper also discussed the design of security infrastructures that support mo- 
bile nodes in mission-specific applications. A simple grid security infrastructure 
that supports participation of mobile computing nodes is also proposed to il- 
lustrate the implementation feasibility of the infrastructure. For illustration, we 
proposed an enhancement to the GSI and a simple security mechanism for con- 
necting mobile nodes to the enhanced GSI. A wireless protocol gateway as an 
extension of the GSI was explained. 
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With the enhanced GSI, mobile users securely connect to the wireless pro- 
tocol gateway through the mechanism p. Upon successful completion of mutual 
authentication, the wireless protocol gateway executes complex GSI protocols 
with the proxy server in order to participate in VO operations with delegation 
and single sign-on capabilities. This is a pragmatic approach in that it aims to 
support Grid nodes in GSI without creating impact on existing GSI and Grid 
computing applications. 

This research is part of our effort in designing security infrastructure for com- 
mercial Grid applications which extend from the wired to the wireless Internet. 
The security mechanism presented in this paper has been implemented and in 
use successfully by some e-commerce and e-government applications. 
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Abstract. In mobile agent environments, migration of an agent occurs continu- 
ously due to the mobility of the agent. So, cascaded delegation can occur among 
places for delegating the privilege to execute the agent. Because the existing 
delegation scheme considers only the delegation between two places that par- 
ticipate in migration of an agent, it does not support secure cascaded delegation. 
In this paper, we propose a cascaded delegation scheme that provides agents 
with secure cascaded delegation in mobile agent environments. Depending on 
the trust-relationship among places, the proposed scheme achieves the goal by 
nesting each delegation token or by nesting only initial token signed by sender 
of the agent within the signed part of the next immediate delegation token. We 
prove that the proposed scheme is secure against the attack of replaying a mes- 
sage and the attack of substituting a delegation token. 



1 Introduction 

Mobile agents are defined as processes which can be autonomously delegated or 
transferred from node to node in network to perform some computations on behalf of 
the user. Compared with the client-server model, mobile agent technology has many 
advantages including reduction on network traffic, asynchronous interactions between 
clients and servers, and dynamic update server interfaces, so in recent years to guar- 
antee the mobility of agents more securely several studies which have focused on 
authentication or protection of the hosts and agents have been performed [1-6]. 

In this paper, we propose a cascaded delegation scheme for mobile agents to per- 
form cascaded delegation securely when a mobile agent migrates among several 
places continuously. Delegation is the process whereby a principal authorizes another 
principal to act on his behalf. Cascaded delegation is the process whereby the dele- 
gated principal delegates the rights of the delegating principal further [7,8]. 

‘The rest of the paper is organized as follows. Section 2 outlines delegation be- 
tween two places in mobile agent environments and cascaded delegation in distributed 
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systems. Section 3 proposes a delegation scheme for cascaded delegation in mobile 
agent environments and describes how the proposed scheme works. Section 4 proves 
the security of our new scheme. Section 5 concludes this paper and proposes future 
works. 



2 Backgrounds 

The representative study for delegation in mobile agent environments is Berko vits et 
al.'s study [2]. But their study considers only the delegation between two places that 
participate in migration of an agent, and it does not support secure cascaded delega- 
tion. In this section, we describe existing delegation scheme between two places in 
mobile agent environments and cascaded delegation in distributed systems. 



2.1 Mobile Agent Environments 

In Berkovits et. al.'s study, according to the four distinct trust relationships between 
two principals that participate in migration of an agent, the principal of the executing 
agent becomes a compound principal in order for the agent to continue execution. Let 
us assume the situation where an agent A running on place L as the principal Pi mi- 
grates to the next place I 2 to execute itself as a new principal P 2 - The four trust rela- 
tionships are as follows: 

( 1 ) Place Handoff : I\ can hand the agent off to l 2 - h will then execute the agent on 
behalf of Pj. 

(2) Place Delegation : Ii can delegate the agent to l 2 - h will combine its authority 
with that of Pj, and then execute the agent. 

(3) Agent Handoff : The agent can directly hand itself off to I 2 will then execute the 
agent on behalf of A regardless of Pi. 

(4) Agent Delegation : The agent can delegate itself to h will combine its authority 
with that of A, and then execute the agent regardless of Pi. 

According to the four distinct trust relationships between two principals that par- 
ticipate in migration of an agent, transformation of the executing principal of an agent 
is shown in Table 1. In this authentication scheme that Berkovits et. al. proposed, 
safeness is proved using Lampson et. al.'s authentication theory in distributed sys- 
tems. Here A for S means authority of an agent signed by sender of the agent. 



Table 1. Executing principal of an agent after migration of an agent 



Agent 

Migration 

Request 


Trust-relationship 


Executing 
principal in 
place Ii 


Executing 
principal in 
place I2 


Place 


Place Handoff 


Pi 


P2 == Pi 


Place 


Place Delegation 


Pi 


P2 == I2 for Pi 


Agent 


Agent Handoff 


Pi 


P2== AforS 


Agent 


Agent Delegation 


Pi 


P2 == I2 for A for S 






Reliable Cascaded Delegation Scheme for Mobile Agent Environments 



57 



Because the existing delegation scheme considers only the delegation between two 
places that participate in migration of an agent, it does not support secure cascaded 
delegation. 



2.2 Cascaded Delegation in Distributed Systems 

Cascaded delegation in distributed systems can be defined as the process whereby the 
delegated principal delegates the rights of the delegating principal further [6,7]. Fig. 1 
illustrates the situation where starting with grantor A the mobile agent migrates to 
another place B and C in sequence and requests a service to the end-server S. 




or,,. I 

^^B.C 




Fig. 1. Cascaded Delegation in mobile environments 



Cascaded delegation occurs with the delegation token containing the privileges of 
the migrating place. However, in Fig. 2, the relationship among the delegation tokens 
is not formed, so this cascaded delegation can not be secure against the attack of sub- 
stituting a delegation token. 



3 Cascaded Delegation Scheme 

This paper proposes a scheme for secure cascaded delegation in mobile agent envi- 
ronments. In this section, first we describe our system architecture and data structures 
necessary for secure cascaded delegation. Then we describe our proposed cascaded 
delegation scheme with an algorithm and example scenarios of cascaded delegation 
using our proposed scheme. 
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3.1 System Architecture 

Fig. 2 shows the process that a mobile agent MA migrates from place Ii eventually to 
/„, then requests a service to the end server S with the delegation token DTin-i. 



* 

place/; place /2 place /„ end-server S 

► agent migration 

► service request 



Service 



MA I 



MA I 



I Initial 
I Token 






MA 






Fig. 2. Cascaded delegation in mobile agent environments 



In Fig. 2, we assumes that the place /; executes MA with the initial token signed by 
sender of the mobile agent MA. In the event of the MA’s migration, the MA in /; cre- 
ates a signed delegation token DTn to grant l 2 - Here public-key based digital signature 
authentication scheme is used between the two places. Then /; transfers MA together 
with DTij to I 2 confidentially. In turn, during the execution of MA at I 2 , h creates the 
token DT/ 2 , then transfers MA together with DTu to This continues until the last 
place /„ receives the MA. Finally the MA arrived in /„ requests a service to the end 
server S with the delegation token DTj„.j. Depending on the four distinct trust- 
relationships that we have discussed earlier, the delegation token DT/k(l < k < n-1) 
can be generated in two different forms as shown in Fig. 3. 



In the case of place handoff or place delegation, 
the delegation token DTj^ is created 



In the case of agent handoff or agent delegation, 
the delegation token DT’j^ is created 
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Fig. 3. Two way of the creation of token depending on the trust-relationships 



The places which participate in this cascaded delegation process should figure out 
trust-relationships among the places that participate in migration of an agent. So, the 
structure shown as Fig. 4 is necessary. 
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Fig. 4. Additional structure to figure out trust-relationship 



Because, in our proposed scheme, public -key based digital signature authentication 
scheme is used between the delegating place and the delegated place, the places 
should be able to access PKI(Public Key Infrastructure). Also, the places should have 
TPL(Trustable Place List) and maintain it. TPL contains the information which places 
offer the resources that are required by the MA. So, the places should also access 
resource registry periodically to renew the information. 



3.2 Data Structures 

In this section, we describe the structures of the messages exchanged between places, 
the structure of the messages used to get the result which is offered by the end server, 
and the structure of the delegation token that is used in our proposed scheme. Fig. 5 
shows the structure of the messages and the delegation token of our proposed scheme. 
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Fig. 5. Data structures of the messages and the delegation token for the proposed scheme 

The DR message and the DA message are used for authentication between places. 
On the contrary, the SRC message and SRR message are used for authentication be- 
tween the last place on the delegation path and the end server. SR message and SA 
message are used to request a service and acknowledge a result of the service, respec- 
tively. The delegation token DT is created to authenticate the delegated place and 
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delegate priority of executing the mobile agent MA. In our proposed scheme, there are 
two kinds of the delegation tokens. When migration of an agent occurs, if the rela- 
tionship between places is Place Handoff or Place Delegation, creates DTu by 
nesting DTj^.j. But if it is Agent Handoff or Agent Delegation, 7; casts the previous 
nested delegation token DTn-i, then creates 7)7”/, by nesting only initial token signed 
by the MA’s sender. This is because having been delegated priority by previous places 
is not necessary any more and secure against the attack of substituting a delegation 
token without the accumulated delegation token. 



3.3 Algorithms 

In our proposed scheme, we assume the delegation path is Id 2 h- -hffnS- The mobile 
agent MA running on place I\ as the principal Pj migrates to h,..., h-i, h in se- 
quence. At this moment, modified priority to execute MA is delegated to respective 
places 7i(2 < i < n). Arriving at the last place 7^ on the delegation path, MA requests a 
service to the end server S. Our proposed scheme can be divided into four different 
phases. (1) The delegation place I\ initiates cascaded delegation with (2) The in- 
termediary place 7; (2 < i < n-1) mediates cascaded delegation. (3) The final place 7„ 
requests a service to the end server S. (4) The end server S performs the requested 
service and offers the result. 

In the case of the situation where the delegating place I\ executing MA on itself 
migrates MA to I 2 or MA running on place 7i as the principal Pi wants to migrate to 
1 1 initiates cascaded delegation using Algorithm 1 . At the same time, the place I 2 uses 
the segment A of Algorithm 2 (see Segment A: Contacting with of Algorithm 2) to 
authenticate 7i and be authenticated by 7i. In the following Algorithms, TS means 
valid period of respective messages. MT of the DR message means Migration Type 
and the value of MT is one of PH(Place Handoff), PD(Place Delegation), AH(Agent 
Handoff) and AD(Agent Delegation). Nx means the nonce generated by the place X 
and SigyiNx) means the place Y 's public-key based digital signature on the nonce that 
is generated by the place X. Also, PrivxiY) means the privilege that the place X 
granted to the place Y to act on his behalf and tx means the period that the delegation 
token created by the place X is assumed to be valid. 

As we comment earlier, the situation where migration of an agent occurs is divided 
into two cases. One is the delegating place executing MA on itself migrates MA and 
the other is MA requests migration to some place. In Algorithm 1, in the case that 7i 
migrates MA to if the identity of I 2 is in TPL of 7i, then 7i migrates MA with Place 
Handoff trust-relationship 0 , else I\ migrates MA with Place Delegation trust- 
relationship 0 . However, in the case that MA running on 7i requests migration to if 
the identity of I 2 is in TPL of 7i, then 7i migrates MA with Agent Handoff trust- 
relationship 0 , else 7i migrates MA with Agent Delegation trust-relationship 0 . If 
Algorithm 1 returns TRUE (this means that the cascaded delegation is initiated suc- 
cessfully), MA together with DTu arrives at Then the place I 2 resumes the execu- 
tion of MA according to Migration Type within the DR message. 
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Algorithm 1 (Initiation Algorithm) 

dispatch and execute MA with DTjo on /i; // DTpo is the token of MA's sender 
when (/] migrates MA to h) { 
if {h is in TPL) 

send DR{I\, PH, TS, Njj) message to I2, 
else 

send DR{Ii, PD, TS, N12) message to I2, 

) 

when {migrate{l2) is executed in MA) { 
if(/2is in TPL) 

send DR(Ii, AH, TS, Nu) message to h', 
else 

send DR(Ii, AD, TS, Njj) message to I2, 

) 

wait for DA(l2, SigniNn), TS, N12) message from I2 during TS in DR\ 
if (DA message arrives from h during TS) { 

auth_result ^ — verify (SigniHn))', II Sign(Nu)is,vaDA 
if (auth_result is FALSE) { 
discard MA; 

return FALSE; // terminate cascaded delegation 

} 

if (MT == PH or PD) { // MT is in DR 

DT„ <r- createDT(Iu I,, Priv„{It), Sign(Na), tn, DT,o)\ 
send MA with DT// to I2, 

) 

else { 

DT'„ createDTdi, I,, Priv„{h), SigMN,,), t,„ DT„); 
send MA with DT’// to I2, 

) 

return TRUE; 

) 

return FALSE; 

Alg. 1. The initiation algorithm of cascaded delegation 



That is, based on Lampson et. al.'s authentication theory, in the case of © and ©, 
I2 resumes MA with only the privilege in DTu as the principal h, A for S respectively. 
However, in the case of © and @, I2 resumes MA with combination of its authority 
with the privilege in DTu as the principal I 2 for Pi, I 2 A for S respectively. In se- 
quence, if migration of MA occurs, Ij, uses the segment B of Algorithm 2 (see Segment 
B: Contacting with of Algorithm 2). At the same time uses the segment A of 
Algorithm 2 (see Segment A: Contacting with of Algorithm 2) to authenticate I2 
and be authenticated itself by l2- If Algorithm 2 returns TRUE, MA together with DT^ 
arrives at the place I^,. This procedure is repeated for the place I 4 , Is, ..., In-i on the 
delegation path by using Algorithm 2. If this cascaded delegation is successful con- 
secutively, MA eventually arrives at /„ together with DTi^.i- 

If MA running on /„ requests a service to the end server S, /„ sends SRC message to 
the end server S for identification of S by using Algorithm 3. If SRR message arrives 
from S as a response of the SRC message, /„ sends SR message to the end server S by 
using Algorithm 3. Then the end server S verifies the digital signature Sigp„(Ns) and 
the delegation token DTj,,.] within the SR message by using Algorithm 4. If this pro- 
cedure is successful, the end server S performs the requested service and responds to 
the request with the SA message including the result. 
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Algorithm 2 (Mediation Algorithm) 

/* li receives DR{Ii.\, MT, TS, N^.j) message from 4.1 */ 

/* Segment A: Contacting with /i.j */ 
send DA{Ii, Sign (M/.i), TS, Nn) message to /j.i: 
when (MA with DTn.j arrives from 4.1 during TS in DA) { 
auth_result i — verify Sigu.iiN/,); // SigufyNj,) is in DTn.j 
if (auth_result is FALSE) { 
discard MA; 

return FALSE; // terminate cascaded delegation 

} 

} /*End of segment A*/ 

if (MT == PH or AH) { // MT is in DR 

resume execution of MA with the privilege in DTn.j', 
else{ //MT== PD or AD 

new privilege i — fys own privilege /or the privilege in DTji.j; 

// the /or operator is defined in Lampson et al.'s Theory 
resume execution of MA with the new privilege; 

} 

/* Segment B: Contacting with /j+i */ 
when (/i migrates MA to place 4+1) { 
if(/i+i is in TPL) 

send DR(Ii, PH, TS, N’n) message to 4+1 ; 
else 

send DR(Ii, PD, TS, N’ji) message to 4+1 ; 

) 

when {migrate{In.i) is executed in MA) { 
if {Im is in TPL) 

send DR(Ii, AH, TS, N’n) message to /j+i; 
else 

send DR(Ii, AD, TS, N’n) message to /j+i; 

) 

wait for DA{Ii+i, Sigji+jiN’ji), TS, A/,+/) message from /j+i during TS in DR; 
if (DA message arrives from /j+i during TS) { 

auth_result i — verify {Sigjn.j{N’n)); // Sign+i{N’j,) is in DA 
if (auth_result is FALSE) { 
discard MA; 

return FALSE; // terminate cascaded delegation 

} 

if (MT == PH or PD) { // MT is in DR 

DT„ <r- createDTdi, t„, DT„.,)\ 

send MA with DTn to /.«; 

) 

else{ HMT==AHotAD 

DT'„ <r- createDTdi, t„, DT„y, 

send MA with DT’n to /..i: 

} /*End of segment B*/ 
return TRUE; 

) 

return FALSE; 

Alg. 2. The mediation algorithm of cascaded delegation 



Algorithm 3 (Service Request Algorithm) 

/* contacting with S */ 

when request ( 5 , service) is executed in MA { 
send SRC{Ia, TS, N’j„) message to S; 

wait for SRR {S, Sigs{N’j„), TS, N^) message from ^during TS in SRC; 
if {SRR message arrives from /+] during TS in SRC) { 

auth_result i — verify {Sigs{N’j„)); // Sigs{N’jn) is in SRR 
if (auth_result is FALSE) { 
discard MA; 
return FALSE; 

} 

1 

send SR (/„ Sigjn{Ns), DTj„.j, TS, service) message to S; 
wait for SA ( 5 , service, result) message from S during TS in SR; 

} 

return TRUE; 



Alg. 3. Service Request Algorithm 
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Algorithm 4 (Service Response Algorithm) 

/* S receives SRC{In, TS, N’i„) message from /„ */ 
send SRR {S, Sigs{N'j„), TS, N^) message to /„; 
when {SR message arrives from /„ during TS in SRR) { 
auth_result < — verify (SiginiN's))', H SigiJfy's) is in SR 
if (auth_result is FALSE) { 
discard AM; 
return FALSE; 

) 

else { 

if {DTo exists) { // DTo exists in DTj„ within SR message 

execute the service requested from/n; 
send SA (5, service, result) message to /„; 

) 

else 

return FALSE; 

) 

) 

return TRUE; 

Alg. 4. Service Response Algorithm 



3.4 Example: Two Scenarios 

In this section, we present two example scenarios of our scheme. In the following 
scenarios, X migrates MA to Y means that the place X tries to migrate the mobile agent 
MA running on itself to the place Y. And migrate(Y) means that MA requests the place 
that is executing itself to migrate itself to the place Y. Two scenarios are processes 
that the MA that is running on place A migrates to another place B, C and D in se- 
quence and requests the service to the end-server S. However, in scenario 1, migration 
of an agent occurs Place Handoff, Place Delegation and Place Handoff between 
places in sequence, and in scenario 2, occurs Agent Delegation, Place Handoff and 
Agent Handoff in sequence. In scenario 1 (Fig. 6), A executes MA. Consider the 
situation that A tries to migrate MA to B. A confirms whether the identity of B is in its 
TPL. And because the identity of B is in the TPL, A creates the DR message that con- 
tains the identity of its own, PH, timestamp and the nonce and sends the DR mes- 
sage to B. When the DR message arrives at B during the timestamp, B creates the DA 
message that contains the identity of its own, the signature on A’s nonce, timestamp 
and the nonce Nb and sends the DA message to A as a response message. When the 
DA message arrives at A during the timestamp, A verifies the 5’s signature on its 
nonce SigsiNA). If the verification is successful, A creates the delegation token DTa 
and sends MA along with the DTa to B. DTa contains the identity of A, the identity of 
B, the privilege that A delegates to B, its own signature on the nonce Nb, timestamp 
and initial token signed by sender of MA. Then B receiving MA along with DTa veri- 
fies A’s signature on its nonce SigA(NB) in DTa- If the verification is successful, B 
calculates the privilege to execute MA. Because MT in the DR message sent from A is 
PH, B resumes the execution of MA on itself with the privilege in DTa. Again, B tries 
to migrate MA to C. B confirms whether the identity of C is in its TPL. And because 
the identity of C is not in the TPL, B creates the DR message that contains the identity 
of its own, PD, timestamp and the nonce N’b and sends the DR message to C. When 
the DR message arrives at C during the timestamp, C creates the DA message and 





64 



H.-s. Lee, H.M. Kwon, and Y.I. Eom 




= <A,B.Priv^(B),Sig^(Ng),t^,DTg>^ DT^ = <B,C,Pmg{C).Sigg{N^.t^DT„> DT^ = <C.D,Prn^D),Sig^N^,t^DT^> 



Fig. 6. Scenario 

sends it to B in the similar way as B did. B receiving the DA message creates the dele- 
gation token DT’b and sends MA along with the DT’b to C. DT’b contains the identity 
of B, the identity of C, the privilege that B delegates to C, its own signature on the 
nonce Nq, timestamp and initial token signed by sender of MA. In this case, is not 
nested within the signed part of DT’b but initial token signed by sender of MA is 
nested, because the trust-relationship is Place Delegation. C receiving MA along with 
DT’b verifies 5’s signature on its nonce SigsiNc) in DT’b then combines its authority 
with that of the privilege in DT’b then resumes the execution of MA on itself. Again, 
C tries to migrate MA to D. C sends MA to D in the similar way as A did. The delega- 
tion token DTc created in this process contains DTc contains the identity of C, the 
identity of D, the privilege that C delegates to D, its own signature on the nonce No, 
timestamp and the delegation token DT’b- Because the trust-relationship is Place 
Handoff, DT’b is nested within the signed part of DTc- D receiving MA along with 
DTc resumes the execution of MA on itself with the privilege in DTc- Finally, when 
MA running on D requests a service to S, D creates the SRC message that contains the 
identity of its own, timestamp and the nonce No and sends it to S. S receiving the SRC 
message creates the SRR message that contains the identity of its own, its own signa- 
ture on the nonce No, timestamp and the nonce Ng and sends the SRR message to D. D 
receiving the SRR message verifies the S’s signature on its nonce Sigs(No). If the 
verification is successful, S creates the SR message that contains the identity of its 
own, D’s signature of its own nonce, timestamp and the identity of requesting a serv- 
ice and sends the SR message to S. S receiving the SR message verifies the D’s signa- 
ture on its nonce Sigo(Ns). If the verification is successful, then confirms whether 
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initial token signed by sender of MA is nested within DT^ in the SR message. If there 
is initial token, S performs the service requested from D and creates the SA message 
nesting the result of the service. 

The process of scenario 2 (Fig. 7) is very similar to that of scenario 1 . But there are 
some differences. Depending on the trust-relationship, the way of creation of the 
delegation token and the privilege that migrated place gets to resume MA are different 
with scenario 1. More details are as follows. When migration of MA from A to B oc- 
curs, in scenario 2, MA requests A that is executing itself to migrate itself to B. In this 
case, the identity of B is not in A’s TPL, so the trust-relationship is Agent Delegation. 
Therefore as shown in Table 2, the privilege of MA itself signed hy sender of MA is 
appended to the part of the privilege of DT\. B receiving MA along with DT’^ re- 
sumes the execution of MA on itself with the privilege of combining its own authority 
with the privilege of MA itself signed by sender of MA. Again, B executing MA tries 
to migrate MA to C. And because the identity of C is in B’s TPL, the trust-relationship 
is Place Handoff. In this case, the cascaded delegation occurs in the same way how 
the cascaded delegation occurs from A to B or from C to D in scenario 1 . Here, C 
resumes the execution of MA with the privilege in DTb- In the case that MA running 
on C requests C to migrate itself to D, the process of delegation is same as that of 
delegation from A to B, and during MA resumed on D, the process of requesting a 
service to S is same as that in scenario 1. 
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Fig. 7. Scenario 2 
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4 Safeness Proof 

Because our proposed scheme uses public-key based digital signature authentication 
scheme, the fact that only authenticated places can participate in cascaded delegation 
is a premise. In this section, we prove that our proposed scheme is secure against the 
attack of replaying a message and the attack of substituting a delegation token. 

Theorem 1: Our proposed scheme is secure against the attack of replaying a message. 

Proof: Suppose that the delegation path is Iil 2 h-..In.\InS and a malicious place /’i (1 < 
i < n) can attempt to make an attack of replaying a message. If /’i can make a copy of 
the DTii message or the SR message which is used on the normal delegation path 
Iihh.-.In-JnS, I’i can try to reuse those messages. But the nonce Nj+i of Sign(N/+]) 
within the DTji message or the nonce of Sigin(Ns) within the SR message is ran- 
domly generated then used only once and discarded. Therefore the attack of replaying 
a message can not succeed. Thus, our proposed scheme is secure against the replay 
attack of a message. 

□ 

Theorem 2: Our proposed scheme is secure against the attack of substituting a dele- 
gation token. 

Proof: Consider the situation that cascaded delegation has two different delegation 
paths. The situation where the mobile agent MA, migrating from 7i to I[, /j, 4 and /„ in 
sequence, requests a service to the end server S (A). The situation where the mobile 
agent MA, migrating from 7i to I\, 7j, 7h (h k) and 7„ in sequence, requests a service 
to the end server S (B). In the case of (A), the delegation path Dpathl: is 

created. Here if we suppose that trust-relationship between places is Place Handoff or 
Place Delegation, the delegation tokens for the delegation path Dpathl are as in Table 2. 



Table 2. Delegation tokens of the delegation path Dpath-1 





DTj} - <l\,h,PrivniIi),Sign{Nii),tj},DTio>u 




DTji = <kkPrivii(Ii),Si!>ii(Nii),tii,DTn>n 




DT,i = <kk,Privii{h),Si{’,i(N,i),Ui,DTii>ii 




DTik = </k, h, Privikiln), SigikiNin), tjk, DTn>ik 



In the case of (B), the delegation path Dpath2: is created. Here if we 

suppose that trust-relationship between places is Place Handoff of Place Delegation, 
the delegation tokens for the delegation path Dpath2 are as in Table 3. 



Table 3. Delegation tokens of the delegation path Dpath-2 





DTj} = <1\, Pi, PrivniPi), SigniNj’i), tu, DTjo> n 


Pi /j 


DTj’i = </'i, 1], Privn{l,), SigniNj,), tn, DTu>n 


/,^/h 


DTjj = //i, Privijilh), SigijiNih), tjj, DTn>jj 


k^k 


DTjh = <h, h, Privih{ln), SigihiNjn), tjh, DTij>jh 
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In the process of constructing the delegation path Dpathl and Dpath2, malicious 
place I\ can make each copy of the delegation tokens. In order to construct an invalid 
delegation path such as DpathS.IiIJ^I^I^S, I’l can attempt to substitute the delegation 
token DTi i of the delegation path Dpath2 with the delegation token DTu of the dele- 
gation path Dpathl. However, when /j creates DTij, DTii is nested into DTjj, then /j 
signature with own private key. However, I’l can not know /j’s private key. Therefore, 
the attempt to substitute the delegation token fails. Thus, our proposed scheme is 
secure against the attack of substituting a delegation token. This is caused by the 
characteristic that the attack of substituting a delegation token can be detected be- 
cause our proposed scheme is based on nested token protocol. Also the detection is 
possible, regardless of trust-relationship between places. 

□ 



5 Conclusion 

Because the existing delegation scheme considers only the delegation between two 
places that participate in migration of an agent, it does not support secure cascaded 
delegation. In this paper, we propose a cascaded delegation scheme that provides 
agents with secure cascaded delegation in mobile agent environments. Depending on 
the trust-relationship among places, when each place delegates the priority to the 
migrated place, to adapt the authentication scheme that Berkovits et. al. proposed the 
proposed scheme uses the delegation token created differently and priority changed 
and achieves the goal by nesting each delegation token or by nesting only initial token 
signed by sender of the agent within the signed part of the next immediate delegation 
token. We presented the mechanism of our scheme in detail. Also, we proved that the 
proposed scheme is secure against the attack of replaying a message and the attack of 
substituting a delegation token. Therefore our proposed scheme performs secure cas- 
caded delegation. Further work will be aimed at managing a standard to update TPL. 
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Abstract. Mobile IP (MIP) enables the Mobile Node (MN) to move 
around without loosing their transport-layer connectivity by using re- 
sources in the foreign domain network. MIP is expected to be the core 
infrastructure of future mobile communication, but certain level of se- 
curity services must be provided before the wide deployment of MIP. 
Security services, such as authentication and access control, have been 
considered since the birth of MIP, but little attention has been given to 
location privacy services despite of their increased significance in wireless 
network. MIPv6 uses IPSec to provide data confidentiality and authenti- 
cation between Home Agent (HA) and the Mobile Node (MN). However, 
no practical solution was suggested for location information protection 
in MIP. During the past years a variety of theoretical concepts for loca- 
tion privacy have been proposed, but most of them are not applicable 
to MIP communication. So, in this paper, we identify required level of 
location privacy, and propose new protocol for providing the identified 
level of location privacy. 



1 Introduction 

Mobile IP is a protocol for passing IP datagrams between the MN and its Gor- 
respondent Node (GN) as the MN changes its attachment point on the Internet. 
MIP is currently a hot research area and expected to be the core part of future 
mobile communication. However, there are several issues that must be addressed 
before the wide deployment of MIP. One of the important tasks is to provide 
secure MIP communication. 

Throughout the development of MIP, the following security services have 
been considered useful for protecting a mobile Internet: 

— Data integrity, origin authentication and anti-replay protection of MIP reg- 
istration and location update message 

— Access control of the MN when they use resources on the foreign networks 

— Location privacy and anonymity of the MN 

Among these services, the first two are essential to secure MIP communications 
and have been main research area in MIP security. On the other hand, location 
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privacy and anonymity have been largely ignored. But, these two services have 
a great significance especially in wireless network which is more vulnerable to 
eavesdropping attack than wired network. The disclosure of the MN’s location 
or identity can be a serious violation of the MN’s privacy. 

In MIP communication, location privacy and anonymity are not independent 
security services because location privacy service can be provided on top of 
anonymity service. As long as the identity of the MN is kept secret, the disclosure 
of the MN’s location is not a violation of the MN’s privacy as nobody knows who 
is in the place. Therefore, we don’t need to worry about location privacy while 
anaonymity is provided. To help understanding, before proceeding any further, 
we need to clarify the scope of anonymity and location privacy that we strive to 
achieve in a MIP communication. 

— anonymity: no entity other than the MN should know any information re- 
garding the user’s identity, unless the MN decides to disclose such informa- 
tion. 

— location privacy: any entity which is authorized to know the MN’s real iden- 
tity will not be able to know the exact physical location of the MN, unless 
the MN decides to reveal such information or another person physically sees 
the MN at that location. 

As we can see in the definition, anonymity is prerequisite to location privacy. 

During the past years a variety of theoretical concepts for location privacy 
and anonymity, such as Mix-network [9], Onion Routing [12], and Anonymizer 
[8], have been proposed. These can be classified into Cascading Overlay Network 
based system and Single Trusted Entity based system. Cascading Overlay Net- 
work based system can hide the location of communicating entities from strong 
attackers, but it is not suitable for real time communication. Single Trusted En- 
tity based system is strong against only weak attacker, but it is more efficient 
and practical. We will explain those systems in Section 2.2 and the definition of 
strong attacker and weak attacker will be given in Section 4.1. 

Our approach employs the concept of Single Trusted Entity and we would 
call the entity Information Translating Proxy (ITP). ITP makes the location 
information and identification information invisible to other communication par- 
ticipants and attackers by translating those information, unless the MN decides 
to disclose such information. This is similar to the function of Anonymizer, but 
our approach has several distinct characteristics such as: 

— It operates on the network layer, so it uses only network layer information 
to process received information and forward it to final destination. It is 
compatible with IPv6 specifications. 

— The operation of ITP doesn’t require storing any session state informa- 
tion, so it doesn’t need to worry about state information safeguarding as 
in Anonymizer. 

— It authenticates every incoming request. 

Our proposed scheme is focused on providing location privacy on network 
control messages, not content data. Also, it will provide revocable privacy rather 
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than perfect privacy because, in case of serious crime, the location history and 
identity must be revealed. 

Organization. The organization of this paper is as follows: In Section 2, we 
explain Mobile IP and location privacy providing systems. Section 3 classifies 
different requirements of location privacy in MIP communication. Considered 
factors for designing protocol are described in section 4, and our proposed pro- 
tocol is presented in section 5. In Section 6, we conclude by mentioning a few 
directions about the following research. 

2 Background 

2.1 Mobile IP 

Internet Protocol routes packets to their destination according to IP addresses 
which are associated with a fixed network. So, when the packet’s destination is 
a mobile node, this means that each new point of access made by the node is 
associated with a new network number, hence, new IP address must be set to 
maintain connections as the MN moves from place to place. This makes trans- 
parent mobility impossible. 

In MIPv4, MNs use two IP addresses: home address and care-of address 
(CoA). The home address is static and used to identify TCP connections. The 
CoA changes at each new point of attachment. MIP requires the existence of a 
network node known as the home agent (HA) and foreign agent (FA). Whenever 
the MN moves, it registers its new CoA with its HA and the HA redirects all 
the packets destined for the MN to the MN’s CoA. In MIPv4, FA broadcasts 
agent advertisement at regular intervals and the MN gets network configuration 
information from the FA advertisement. 

MIPv6 shares many features with MIPv4 but there are several major dif- 
ferences. First of all, MIPv6 uses IPv6 address structure [4]. Another difference 
is the support for ’’Route Optimization” as a built-in fundamental part of the 
MIPv6 protocol. The Route optimization allows direct routing from any CN to 
any MN without needing to pass through the MN’s home network and be for- 
warded by its HA, and thus eliminates the problem of ’’triangle routing” present 
in MIPv4. And, there is no need to deploy special routers as FA. 

2.2 Location Privacy Providing Systems 

Mix- network. In [9], Chaum introduced the idea of mix-network. It is a set of 
servers that serially decrypt or encrypt lists of incoming messages and outputs 
them in a random order in such a way that attacker cannot correlate which 
output message belongs to which input message, without the aid of the mix 
nodes, when several messages are passed simultaneously. However, the goal of 
real time communication can’t be achieved because it requires several public 
key encryption and decryption, and intentional time delay to defeat correlation 
attack. 
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Onion Routing. When using Onion Routing [12], a user sends encrypted data 
to a network of so-called Onion Routers. A trusted proxy chooses a series of 
these network nodes and opens a connection by sending a multiply encrypted 
data structure called an ’’onion” to the first of them. Each node removes one layer 
of encryption, which reveals parameters such as session keys, and forwards the 
encrypted remainder of the onion to the next network node. Once the connection 
is set up, an application specific proxy forwards HTTP data through the Onion 
Routing network to a responder proxy which establishes a connection with the 
web server the user wishes to use. The user’s proxy multiply encrypts outgoing 
packets with the session keys it sent out in the setup phase; each node decrypts 
and forwards the packets, and encrypts and forwards packets that contain the 
server’s response. In spite of the similar design to mix-network. Onion Routing 
cannot achieve the traffic analysis protection of an ideal mix-network due to the 
low-latency requirements. 



Crowds. Crowds [11] consists of a number of network nodes that are run by the 
users of the system. Web requests are randomly chained through a number of 
them before being forwarded to the web server hosting the requested data. The 
server will see a connection coming from one of the Crowds users, but cannot 
tell which of them is the original sender. In addition. Crowds uses encryption, so 
that some protection is provided against attackers who intercept a user’s network 
connection. However, this encryption does not protect against an attacker who 
cooperates with one of the nodes that the user has selected, since the encryption 
key is shared between all nodes participating in a connection. Crowds is also 
vulnerable to passive traffic analysis: since the encrypted messages are forwarded 
without modification, traffic analysis is trivial if the attacker can observe all 
network connections. An eavesdropper intercepting only the encrypted messages 
between the user and the first node in the chain as well as the cleartext messages 
between the final node and the web server can associate the encrypted data with 
the plaintext using the data length and the transmission time. 



Anonymizer. Anonymizer [8] is essentially a server with a web proxy that 
filters out identifying headers and source addresses from web browsers’ requests 
(instead of seeing the users true identity, a web server sees only the identity 
of the Anonymizer server). This solution offers rather weak security (no log 
safeguarding and a single point of vulnerability). 

We classify the first three into Cascading Overlay Network based system and 
Anonymizer into Single Trusted Entity based system. 



3 Classification of Location Privacy Requirements 

Location privacy can be defined according to two different dimensional parame- 
ters: information related to the identification of the user and entities which are 
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able to have access to these pieces of information. The required level of location 
privacy depends on various factors like the effect on performance incurred by 
providing this service, assumed attackers’ capabilities and so on. To help choose 
the adequate level of location privacy necessary for a given environment, it is 
necessary to develop a classification scheme to represent the various possible 
levels of location privacy requirements. 

A specific location privacy requirement is represented in terms of two dimen- 
sional matrix. If a particular class of entities knows a particular piece of infor- 
mation, the corresponding table entry is marked 1. Otherwise, it is marked 0. 

In the case of Mobile IP communication, the different classes of entities which 
might know private information are: the home network provider (H), the foreign 
network provider (F), the correspondent node (C) and attacker (A). 

The reason why we use the term private information, instead of location in- 
formation, is that hiding location information alone can not guarantee location 
privacy and perfect protection of location information from all entities mentioned 
above is impossible because foreign network provider can always know the loca- 
tion of the MN. To provide location privacy against foreign network provider, 
the MN’s identification information should not be disclosed. Without knowledge 
of the MN’s real identity, it is not a violation of the MN’s privacy to know the 
MN’s physical location. In other words, as long as anonymity is provided, we 
don’t need to try to protect location information. Therefore, we can define lo- 
cation privacy requirements on top of anonymity requirements and we will see 
possible levels of anonymity requirements first. 

3.1 Possible Levels of Anonymity Requirements 

The real identity of the MN may be discovered by the disclosure of identity 
itself or analyzing the traffic between the foreign and the home network. In other 
words, when the MN accesses the foreign network, if the identity of his home 
network is not protected, the information about the MN’s real identity may be 
inferred. The home network address in address field of packet header or Network 
Access Identifier (NAI) [3] can reveal the identity of home network. NAI is 
formed like (username realm). Example of valid NAI is fred@wisa.com. NAI 
is a standardized method for identifying users and enhances the interoperability 
of roaming and tunnelling services. So, we expect NAI will be used widely and 
assume identity is represented using NAI. Here is one example that the MN’s real 
identity is inferred from the HN identity. If the MN visiting the foreign network 
in Japan wants to authenticate to his HN cwd.go.kr and an attacker happens 
to know that the only user from cwd.go.kr currently in Japan is president, the 
attacker can know that the the user of the MN is president. We call the MN 
identity Mi and the HN identity Hi. 

We saw that Mi can be inferred from Hi. But, it is also true that, in most 
cases. Hi gives just rough idea about Mi. So, revealing Hi while keeping Mi 
secret is not so serious as disclosing Mi itself. But, hiding Hi while disclosing 
Mi is meaningless because NAI contains the HN identity. Hence, there are only 
two kinds of the MN identity protection. One is weak identity protection, hiding 
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Mi while revealing Hi, so others can know to which home network this MN 
belongs, but not exact the MN identity. The other is strong identity protection 
or complete anonymity, hiding both Mi and Hi. 

The possible levels of anonymity requirements can be a combination of four 
different classes of entities and two kinds of the MN’s identity protection mech- 
anism. (Anonymity Level: AL) 



Table 1. AL4 
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1 



ALl: hiding Mi from only attacker 

AL2: hiding Mi from the FN and attacker 

AL3: hiding Mi from the CN and attacker 

AL4: hiding Mi from the CN, the FN, and attacker 



Table 2. AL8 
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AL5: AL4 -|- hiding Hi from attacker 

AL6: AL4 -|- hiding Hi from the FN and attacker 

AL7: AL4 -|- hiding Hi from the CN and attacker 

AL8: AL4 -|- hiding Hi from the CN, the FN, and attacker 

AL8 is the minimum set of requirement for complete anonymity against 
all entities except the HN. We assume that the HN should know the MN’s real 
identity for authentication. 

3.2 Possible Levels of Location Privacy Requirements 

Various levels of anonymity requirements was identified in 3.1. We can provide 
location privacy just by hiding location information against entities which know 
the MN’s identity because, without knowledge of the MN’s real identity, it is 
not a violation of the MN’s privacy to know the MN’s physical location. So, 
there can be eight different location privacy requirements. We show two location 
privacy requirements built on top of AL6 and AL8. We call location information 
Li. (Location Privacy Level: LPL) 
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Table 3. LPL6 
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Table 4. LPL8 
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When any one of 8 LPLs is provided, no entities other than the MN can 
know the location information of the MN. However, LPLS is the most desired 
level of location privacy requirement because it provides complete anonymity at 
the same time. 

4 Practical Considerations 

4.1 Threat Model 

Potential entities that might try to collect location history of the MN can be 
classified into two groups: legitimate entities and illegitimate entities. 

The HN, the FN, and the CN are legitimate entities. It is assumed that the 
maintainer of the FN and the CN are not necessarily trustworthy. Likewise, Home 
Network operator and thus home agent need not be trusted. These legitimate 
entities can collect location information from incoming messages without much 
effort and can use it against user’s privacy. We assume these entities are passive 
in gathering location information, which means they don’t take any other actions 
to get the information but extracting it from incoming messages. 

Attackers are illegitimate entities. They can be roughly classified into strong 
attacker and weak attacker. Strong attacker is the one who is able to perform 
eavesdropping at arbitrary locations in the network and may trace messages 
while they traverse the network and thus link the sender of a message to its 
recipient. Eavesdropping at arbitrary locations in the network requires the capa- 
bility of compromising arbitrary routers, which is very difficult if proper security 
measure is in place. We define weak attacker as the one who doesn’t have the 
ability of compromising existing system, but just use exposed information. One 
example of the exposed information is the message transmitted over wireless 
network. Everyone with simple device can eavesdrop the communication. When 
we build security measure against strong attacker, location privacy can be guar- 
anteed almost perfect, but strong security usually comes with high cost and low 
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performance. So, in this paper, we develop protocol assuming weak attacker for 
practicality and wide deployment. We expect there will be other systems that 
provide location privacy against strong attacker. 

— legitimate entities (HN, FN, CN): passive collection of location information 
from incoming messages 

— illegitimate entities (attackers): no ability of compromising existing systems, 
just can eavesdrop messages transmitted over wireless network 

4.2 Selection of Protocol Components 

Return Routability (RR) Protocol. The RR procedure enables the CN 
to obtain some reasonable assurance that the MN is in fact addressable at its 
claimed care-of address (Co A) as well as its home address. Only with this as- 
surance is the CN able to accept Binding Update from the MN which instructs 
the CN to direct that MN’s data traffic to its claimed CoA. This is done by 
testing whether packets addressed to the two claimed addresses are routed to 
the MN. The MN can pass the test only if it is able to supply proof that it 
received certain data which the CN sends to those addresses. The below figure 
shows the message flow for the RR procedure. Due to space constraints, we do 
not go into the details of RR protocol. The reader is referred to the document 
[2] for more information. 



HA CN 

I Home Test Init (HoTl) I I 



Care-of Test Init (CoTl) 






Home Test (HoT) 




Care-of Test (CoT) 



Fig. 1. RR Protocol 

This protocol does not protect against attackers who are on the path be- 
tween the HN and the CN. However, in our threat model, attackers don’t have 
the ability of compromising existing systems, so attackers can’t eavesdrop com- 
munication between the HN and the CN. RR protocol is not vulnerable in our 
threat model and it doesn’t assume security associations or existence of authen- 
tication infrastructure between the MN and the CN. Therefore, RR protocol is 
just right fit in our model. 

Information Translating Proxy. We classified location privacy providing 
systems into Cascading Overlay Network based system and Single Trusted En- 
tity based system. Cascading Overlay Network based system assumes strong at- 
tackers, but can hardly provide real time service. Single Trusted Entity based 
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system assumes relatively weak attackers, but provides practical solution. As 
we assumed weak attackers and passive collection of location information from 
incoming messages by legitimate entities, in our threat model. Single Trusted 
Entity based system can give enough level of security. We would call the system 
Information Translating Proxy (ITP). 



Ci^* - 


— CeQ CeQ 








1 


I 


Af^ckq/^s 

K i 







Fig. 2. Scenario based on ITP and weak attacker 



5 Our Proposed Protocol 

This section presents the way our proposed protocol provides location privacy 
in Home Binding Procedure and shows how location privacy can be revoked in 
case of serious crime. This protocol aims at providing LPL8 defined in section 3. 
We will use the following notations to describe the protocol. 



Table 5. Notation 



Symbol 


Description 


Kab 


Shared key between A and B 


H) 


One-way hash function 


A 1 B 


Concatenation of A and B 


prf{k, M) 


keyed pseudo random function. It accepts a secret key k 
and a message M, and generates a pseudo random output 


{M}k 


Encryption of message M using key K 



5.1 System Setup 

Every message that needs special treatment for location privacy goes through 
ITP. ITP processes incoming messages and forwards it to the final destination. 
Hence, ITP needs association mechanism which enables bidirectional communi- 
cation through ITP. In Anonymizer, system keeps track of source IP addresses 
and source port numbers of each request from users, and destination IP addresses 
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and source port numbers of forwarded requests to the final destination. With 
those mapping information, Anonymizer can deliver received data to users in 
correct way. 

As an association mechanism in ITP, we developed new mechanism. It oper- 
ates on the network layer, so it uses only network layer information to associate 
incoming and outgoing traffic, not other layer element like port number. The 
operation of ITP doesn’t require storing any session state information, so we 
don’t need to worry about state information safeguarding as in Anonymizer and 
it becomes easy to manage the system. 

New Association Mechanism. This requires secret key sharing between ITP 
and the MN. Each MN creates an ephemeral pseudonym (64 bit) randomly and 
ITP generates a secret key between ITP and the MN 

Kim = h(A/ | MN’s pseudonym) {Kj is the secret key of ITP) 

Initial Key Creation: When MN joins home network for the first time, it 
gets Kim- MN shows that he belongs to the home network with the help of 
home network and delivers pseudonym and certificate to ITP. ITP authenticates 
the MN and his home network, and creates Kim as shown above. Kim is 
encrypted with the MN’s public key, so nobody can know the key during 
delivery. This procedure is done just after the MN joins home network, so we 
can assume that the MN’s communication doesn’t need to go through ITP 
because the MN is in home network and, thus, the time delay for initial key 
setup doesn’t cause a problem. 

Key Update: When MN moves to different foreign network, it updates 
key Kim- 

— The MN creates new ephemeral pseudonym (64 bit) 

— The MN creates care-of address (CoA) = FN subnet prefix (64 bit) | new 
pseudonym (64 bit) 

— Duplication check of the CoA 

— The MN sends Key Update Message to ITP 

Key Update Message = (previous CoA, {homeaddress,newCoA}KjMi 
MAC) 

MAC = prf{KiM, previousCoA\{homeaddress,newCoA}KiM) 

— ITP verifies the Key Update Message, generates new Kim, and sends Ac- 
knowledgement containing new Kim encrypted with previous Kim- (New 
pseudonym is contained in new CoA, so ITP can extract new pseudonym 
from new CoA) 

Key update procedure includes normal MIP procedure. When MNs arrive at 
new foreign network, they create new CoA and check duplication of CoA. The 
process of Duplicate Address Detection is explained in the following paragraph. 
But, proposed key update procedure employs different way of CoA creation. 
The FN subnet prefix is obtained by listening to local router advertisement. 
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It is common practice to derive the remaining 64 bit Interface Id from the 
interface’s MAC (EUI-64 global identifier) address [4], which guarantees the 
uniqueness of CoA. However, in this protocol, the Interface Id is a randomly 
generated ephemeral pseudonym. This pseudonym is 64 bit long and random 
collisions occur after 2^^ pseudonyms have been generated. But, this is not a 
problem because it is not likely that 2^^ addresses are used at the same time 
in a subnetwork and, if collisions occur, the collisions can be avoided through 
Duplicate Address Detection. The “u” and “g” bits of an IPv6 Interface Id have 
the semantics defined for EUI-64 global identifiers in which the “u” bit is set to 
one to indicate global scope, and it is set to zero to indicate local scope, “g” bit 
is the individual/group bit and is set to zero to indicate unicast address. (The 
“u” and “g” bits are the seventh bit and eighth bit of the first byte of Interface 
Id respectively) Therefore, in our way of CoA creation, “u” and “g” bits are 
always set to zero because its uniqueness is checked locally through Duplicate 
Address Detection [5]. In other words, the seventh and eighth bits of pseudonym 
must be zero. But, it should not be mistaken for locally routable address. For a 
set of addresses formed from the same subnet prefix, it is sufficient to check that 
the link local address generated from the subnet prefix is unique on the link to 
be a globally routable address. In this sense, the CoA generated in new way is 
globally routable address with locally unique Interface Id. 

There is one thing that we have to be very careful in checking address du- 
plication. For address duplication check, the MN sends a Neighbor Solicitation 
Message containing the tentative address as the target. If another node is already 
using that address, it will return a Neighbor Advertisement saying so. When 
globally routable address with locally unique Interface Id is used, this Dupli- 
cate Address Detection works fine in IPv6 communication. But, it can cause a 
problem in MIPv6 communication. When the MN sends a Neighbor Solicitation 
Message containing new CoA, if a node using the home address same as the CoA 
is visiting foreign network, the node can’t respond to the Neighbor Solicitation 
Message though the CoA is same as his home address. If the MN uses the CoA, 
he can’t receive any data from outside because HA will intercept every packet 
destined for the CoA and redirect it to outside. This problem happens because a 
network can be home network to a node and foreign network to visiting node at 
the same time. To solve this problem, HA must have the functionality to respond 
to the Neighbor Solicitation Message if there is a node using the requested CoA 
as the home address while the node is away from home network. 

In Key Update Message, home address and new CoA are encrypted with 
Kim to prevent correlation of CoAs of the MN. As only previous CoA appears 
in plaintext, others can not correlate the previous CoA to new CoA. But, care 
must be taken not to use new CoA as the source address of the packet containing 
Key Update Message. Otherwise, attacker can correlate previous CoA to new 
CoA. Temporary CoA must be used just for sending and receiving Key Update 
Message and Acknowledgement. ITP can generate key Kjm to decrypt the en- 
crypted part of Key Update Message from previous pseudonym and its secret 
key as shown above. 
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In the verification of Key Update Message, it is not sufficient to check that 
the MN knows the Kim corresponding to the claimed previous pseudonym. Let’s 
suppose that the MN is not allowed to get service from home network any more 
due to some reason. If the current status of the MN in home network is not 
checked, the MN can send valid Key Update Message forever. Therefore, the 
current status of the MN in home network should be checked and ITP should 
keep the list of valid home address. But, we recommend the checking should 
be done after sending Acknowledgement to avoid time delay for that check. 
If the home address of the MN is known to be invalid in home network, the 
home address should be deleted from the list of valid home address and any 
Key Update Message containing a home address which is not in the list must be 
silently dropped. 

However, there is still a problem. It is that we can’t detect false Key Update 
Message, if valid home address of other nodes is used. In order to detect this, ITP 
has to keep home address-CoA binding information such as {valid home address, 
h(t/ie most recent Co A hound to the home address)}. When the MN uses other 
nods’s home address, ITP can detect this attempt because [other node’s home 
address, h.{his CoA)} would not appear in the home address-CoA binding list. 
Therefore, ITP should keep home address-CoA binding list rather than the list 
of valid home address. 

When ITP verifies Key Update Message using home address-CoA binding 
list. Key Update process can go wrong if the Acknowledgement gets lost. 

— ITP keeps [home address, h.{CoA #1)} 

— The MN sends Key Update Message = {CoA #1, 

{homeaddress,CoA^2}K,Mi MAC} 

— ITP updates the list, [home address, h(CoA #2)} 

— Acknowledgement gets lost 

— The MN sends Key Update Message again as above 

— Verification of Key Update Message fails because [home address, h(CoA 

#1)} is not valid any more 

Therefore, ITP must keep both [home address, h.{CoA #1)} and [home 
address, h(CoA #2)} until it receives Binding Update Message from the CoA 
#£ After that, ITP deletes [home address, h(CoA #1 )} from the list. With this 
list, we can also defeat Key Update Message replay attack. 

5.2 Location Privacy in Home Binding Procedure 

Binding Update message must go through ITP to remove or translate informa- 
tion related to the MN identity or current location. We show how the Binding 
Update Message and Acknowledgement will look like. 

<Binding Update Message> 

IPv6 outer header (source = CoA, destination = ITP) 

IPv6 inner header (source = ITP, destination = [HAaddress}KiM) 
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Destination options header 

Home address option {{homeaddress}KiM) 

ESP header 
Mobility header 
Binding Update 

Alternate care-of address option {{CoA}kim) 



<Binding Acknowledgement > 

IPv6 outer header (source = HA address, destination = ITP) 

IPv6 inner header (source = ITP, destination = {CoA}k:jm) 

Routing header (type2) 
home address 
ESP header 
Mobility header 

Binding Acknowledgement 

Foreign network and attackers can’t know the home agent address and home 
address because they are encrypted with Kjm- These are decrypted at ITP, 
outer header is removed, and remaining part is forwarded to HA. Home network 
can’t know the location of the MN because CoA is encrypted. {CoA}k,m 
Alternate care-of address option is copied to destination address field of inner 
header of Binding Acknowledgement. ITP removes outer header of Binding Ac- 
knowledgement, decrypts {CoA\kim inner header, encrypts home address at 
Routing header with Kjm, and forwards it to the MN’s CoA. 

Now, we are going to see how ITP can generate Kjm without any prior 
information. The source address of Binding Update Message is CoA of which 
pseudonym is Interface Id. ITP can know the MN’s pseudonym, so it can generate 
Kjm = h(AT/ I MN’s pseudonym). The way to know the MN’s pseudonym from 
Binding Acknowledgement is different. CoA should not appear at the header 
of Binding Acknowledgement, otherwise, home network can know the current 
location of the MN. So, ITP should find it out from other parts of header. We 
manipulate ITP address to carry pseudonym 

ITP address = ITP subnet prefix (64 bit) | MN’s pseudonym (64 bit) 

We have mainly two benefits from forming ITP address as above: 

— ITP subnet prefix is normally much more persistent than a ITP address, so 
the MN doesn’t need to recognize reconfiguration of ITP address and doesn’t 
need to try to find out new ITP address. 

— ITP can extract the MN’s pseudonym from ITP address and generate Kjm 

When we use that form of ITP address, messages can be delivered to the 
network where ITPs reside by referring to just subnet prefix. But, the routers on 
the network should have the functionality to forward the messages to arbitrary 
ITPs because exact ITP address is not given. 




82 



S. Choi, K. Kim, and B. Kim 



5.3 Revocation of Location History 

This protocol provides revocable location privacy rather than perfect location 
privacy. In case of serious crime, the location history must be revealed. The 
location privacy can be revoked this way: 

— ITP stores (MN’s pseudonym, {CoA}k,m^ time in millisecond) 

— The HN stores (home address, {CoA}ji^^, time in millisecond) 

— When there is quite enough reason to revoke location privacy, the HN asks 
ITP to decrypt the encrypted CoA. 

— ITP looks up pseudonym by comparing {CoA\kim time. If the time gap 
between the times recorded at ITP and the HN is within predefined value, 
the pseudonym is selected. 

— ITP generates key using the pseudonym and decrypts the encrypted CoA 

To minimize the time gap between the times recorded at ITP and the HN, it 
is required that ITP record the time when it receives Binding Update Message 
rather than Key Update Message. As the location history of the MN can be 
revealed only when the information at ITP and the HN was combined, keeping 
the information separately doesn’t cause a problem. The clocks at ITP and HNs 
should be synchronized. 

5.4 Discussion 

In our protocol, the MN and ITP are not required to perform any public key 
cryptographic operations while the MN moves around foreign network, and traf- 
fic goes through just a single ITP. Only some parts of a packet are encrypted and 
decrypted, not multiple encryption and decryption of whole packet. Therefore 
this protocol can be very efficient. 

We showed how location privacy can be provided in the Binding Update 
Procedure. We omitted how it can be provided in Route Optimization because 
of space constraints, though it would be better if it is seif-contained. 

6 Conclusions 

We realized an issue that has had little attention in MIP. That is location privacy 
which has increased significance in wireless network. We employed Single Trusted 
Entity based approach as the way of providing location privacy and it is quite 
efficient compared to Cascading Overlay Networks based approach. We identified 
adequate level of location privacy requirements and selected protocol components 
based on defined threat model. 

Our protocol takes the initiative in providing practical solution for location 
privacy in MIP communication. Previous approach [13] is impractical because it 
performs multiple public key cryptographic operations and is based on Cascading 
Overlay Networks. However, this is the first proposal, so it might need to be 
improved. There are some open issues that need to be considered in the future 
work’s agenda : 
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~ including payment function for the use of foreign network resource 

— providing location privacy in the Internet Key Exchange of IPSec 

— ITP’s secret key update 

— ITP’s survivability improvement 
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Abstract. Recently, increased number and diversity of network attack caused 
difficulties in intrusion detection. One of tbe intrusion detection, anomaly de- 
tection is a method of treating abnormal behaviors that deviate from modeled 
normal behaviors as suspicious attack. Research on data mining for intrusion 
detection focused on association rules, frequent episodes and classification. 
However despite the usefulness of rules that include temporal dimension and 
the fact that the audit data has temporal attribute, the above methods were lim- 
ited in static rule extraction and did not consider temporal attributes. Therefore, 
we propose a new classification for intrusion detection. The proposed method is 
the CTAR( short for. Classification based on Temporal Class-Association Rules) 
and it extends combination of association rules and classification, CARs(short 
for, Class-Association Rules) by including temporal attribute. CTAR discovers 
rules in multiple time granularities and users can easily understand the discov- 
ered rules and temporal patterns. Finally, we proof that a prediction model 
(classifier) built from CTAR method yields better accuracy than a prediction 
model built from a traditional methods by experimental results. 



1 Introduction 

intrusion detection is a process of identifying and coping injurious attack on computer 
and network resources and classified into misuse detection and anomaly detection 
techniques. Because of more complicated and sophisticated attacks, the system that 
can react quick and precise is demanded. Existing intrusion detection system is limited 
in speed for processing high capacity packet data and detection of new types of intru- 
sion. The above problem can be solved by applying data mining technique that effec- 
tively analyze and extract meaningful data. Intrusion detection system equipped with 
above data mining technique uses association rule, frequent episodes and classification 
on syslog, TCP-dump and BSM(short for, Basic Security Module) audit data. Audit 
data is temporal data which has timestamp. Previous researches usually don’t consider 
such time factor in temporal data or applied as static factor. Hence time to apply the 
generated rules was vague and useful rules for particular time points or time intervals 
could not be extracted [4]. Therefore, if we consider time intervals under multiple 
time granularities in order to apply data mining to audit data analysis with temporal 
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attribute, we can discover useful rules during the given time interval. For example, we 
can clearly express time as it is abnormal behavior for some behavior on every first 
Monday of a week. Therefore we propose classification method and algorithms of data 
mining technique for analyzing timestamped andit data, CTAR which extended com- 
bination of association rules and classification, CARs by including temporal attribute. 
The proposed method is organized as follows. 

First, we apply calendar pattern which proposed in [7] to timestamp of audit data 
for the time expression of temporal class-association rules. This calendar pattern is 
based on user-specified calendar pattern and represents cyclic pattern. TCARs(short 
for. Temporal Class-Association Rules) consists of rnles that satisfy user-defined 
threshold and their calendar pattern. Therefore, it can discover rnles in multiple time 
granularities. User can also easily nnderstand the discovered rules. Second, we dis- 
cover CARs in given time interval. CARs is a special subset of association rules with a 
consequent limited to class label values only. Finally, the generated TCARs is applied 
to build classifier for intrusion detection in andit data. Basically, the rule selection for 
bnilding classifier is preferentially selected high confidence rnles. Bnt many rules are 
generated by TCARs algorithm result. Therefore, we propose a pruning technique for 
selection only nseful rules in the generated rules. After this pruning process, the built 
classifier is applied for classifying new case. The proposed CTAR is applied to TCP- 
dump of DARPA data, and as a result TCP-dump data can be classified more accn- 
rately and efficiently than the previous method(C4.5). Considering temporal attribnte 
of TCP-dump training dataset when generating rnles for classifier gnarantees the nse- 
fulness of the rnles generated. Moreover, nnlike the approach of decision tree which 
examines only the single variables, it generates the classifier based on the rules having 
the highest confidence among the various variables. 

The rest of the paper is organized as follows. Section 2 presents related work. In 
section 3, we define calendar pattern and propose concept of the temporal class- 
association rnles and algorithms. In section 4, we present rule selection algorithm for 
CTAR. In section 5, 6, we present the experimental result of our algorithms using the 
DARPA 1998 Intrusion Detection Evaluation data and then describe conclusion and 
futnre work the paper. 



2 Related Works 

2.1 Data Mining Techniques for Intrusion Detection System 

In IDS(short for, Intrnsion Detection System), detection techniqnes can be categorized 
into misuse detection and anomaly detection. Misuse detection aims to detect well- 
known attacks as well as slight variations of them, by characterizing the rnles that 
govern these attacks. Anomaly detection is designed to captnre any deviations from 
the established profiles of the system normal behavior. Recently, IDS has applied data 
mining techniques to efficient and automatic intrusion detection [2, 3, 8, 12]. 

IDSs use association rules and classification and frequent episodes in the audit data, 
applying data mining techniqnes. Association rules extracts to discover pattern be- 
tween attributes from audit data and classification can be used to classify normal and 
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anomaly behavior. Frequent episode is to discover set of patterns that occur fre- 
quently. 



2.2 Temporal Association Rules 

Time is an important aspect of all real world phenomena. Any systems, approaches or 
techniques that are concerned with information need to take into account the temporal 
aspect of data. Temporal data are now being viewed as invaluable assets from which 
hidden knowledge can he derived, so as to help understand the past and plan for the 
future [4, 11]. The previous researches for discovering temporal association rules 
which include temporal attribute can be categorized into cyclic and calendar based 
association rules. A cyclic association rule discovers regular cyclic variation [5]. Sev- 
eral algorithms and optimization techniques were presented in this paper. However, 
this work is limited in that it cannot treat multiple granularities and cannot describe 
real-life concepts such as the working hours of every day. Calendar association rules 
has been defined by combining the association rules with temporal features which 
represented by calendar time expression [6]. In this paper, for solving out the mining 
problem of temporal association rules, a framework for temporal data mining has been 
proposed. Also, this paper suggested a SQL-like mining language and shows archi- 
tecture. However, the proposed method is just one kind of temporal pattern. In calen- 
dar based on temporal association rules [7], proposed the discovery of association 
rules along with their temporal patterns in terms of calendar schemas and identified 
two classes of rules, precise match and fuzzy match, to represent regular association 
rules along with their temporal patterns. An important feature of this paper represen- 
tation mechanism is that the corresponding data mining problem requires less prior 
knowledge than the prior methods. 



2.3 Classification Based on Association Rules 

Associative classification is a combination of two data mining problems, association 
and classification, that uses association rules to predict a class label. CBA [9] (short 
for. Classification based on Association rules) method focuses on a special subset of 
association rules called CARs. CARs is association rules with a consequent limited to 
class label values only. CMAR [10] (short for. Classification Based on Multiple Asso- 
ciation Rules) extends CBA by using more than one rule to classify a new case. The 
efficiency is also improved by applying FP-growth-like algorithm to rule generation. 
CMAR eliminates redundant rules by defining a new data structure, CR-tree and ap- 
plies yet another type of pruning based on correlation analysis to prune noise rules. 
The experimental results showed that CMAR outperforms both C4.5 and CBA. 
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3 Temporal Class-Association Rules 



In this section, we describe classification method and algorithms of TCARs. Fig. 1 
shows a framework of classification process. We examine calendar-based pattern [7] 
and CARs [9] in section 3.1 and 3.2. 
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Fig. 1. CTAR process 



3.1 Calendar Pattern 

We present a class of calendar related temporal patterns called calendar patterns. 
Calendar pattern represents the sets of time intervals in terms of calendar schema 
specified by user. Calendar schema is a relational schema R = (fn;Dn, fn-pD^.i, ..., 
fi:Di), where each attribute f; is a time granularity name like year, month, day etc. 
Each domain D; is a domain value corresponds to f;. Given a calendar schema R = 
(f„:Dn, fn.i:D„.i, ..., fi:Di), a calendar pattern on the calendar schema R is a tuple on R 
of the form <d„, dn_i,...,di>. Each d; is a positive integer in D; or the symbol 
denotes all values correspond to domain and means "every.” Exactly, it represents 
periodic cycles on the calendar pattern as every week, every month, etc. Eor example, 
given the calendar schema (week, day, hour), the calendar pattern <1,*,10> represents 
time intervals means the 10th hour of every day of week 1. 

Eor presentation of calendar pattern, we call a calendar pattern with exactly k sym- 
bols a k-star calendar pattern (denoted e^^) and a calendar pattern with at least one 
symbol a star calendar pattern. In addition, we call a calendar pattern with no symbol a 
basic time interval. We say a calendar pattern e covers another calendar pattern e’ in 
the same calendar schema if the set of time intervals of e' is a non-empty subset of the 
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set of time intervals of e. For example, given the calendar schema (week, day, hour), 
(1,*,10) covers (1,1,10). It is easy to see that for a given calendar schema (fn, fn_i, ... 
,fi), a calendar pattern <d„, d„.i, ... , di> covers another calendar pattern <d'n, d'n_i, ••• , 
d'i> if and only if for each i, 1 < i < n either di = or di = d) 



3.2 Class-Association Rules 

CARs is a combination of association rules mining and classification. CARs is a spe- 
cial subset of association rules whose antecedent is an itemsets and consequent are 
restricted to the classification class label. Let 1 = {ii,i 2 , ... ,im} be a set of all items in D 
and Y to be a set of all class labels. 

Definition 1 (Class-Association Rules). A class association rules r is an implication 
of the form : 



X=>C 



Where XCI, CCY. Antecedent of a CARs is also called itemset and a rule itself is 
called rule_item. Rule_item is large if the corresponding rule is frequent and accurate 
if the rule is confident. 

To find all strong association rules, CBA uses an Apriori-like algorithm to generate 
large rule_i terns. And k-rule_item denotes a rule whose itemset has k items. In each 
pass, all large (k-l)-rule_items are found. These (k-l)-rule_items are used to generate 
candidate k-rule_item and selected candidates satisfy min_sup. For each large 
rule_item, the confidence of the corresponding rule is calculated and the rule is added 
to the set of all rules if the confidence satisfies min_conf. 

Definition 2 (CAR Support, Confidence). Support and confidence of rule_item in a 
transaction set D is the following : 

^ ruleCount ^ .. , ruleCount 

Support = j — j , Conjidence= 

I D \ itemsetComt 

where ruleCount is the number of items in D that contain the itemset and are labeled 
with class label and itemsetCount is the number of items in D that contain the itemset. 



3.3 Concept of the TCARs 

We assume that each transaction in associated with a timestamp that gives the time of 
the transaction. Given a basic time interval t (eg) under a given calendar schema, we 
denote the set of transactions whose timestamps are covered by t (eo) as D[t](D[eo]). 
TCARs over a calendar schema R is a pair (r, e). Where r is a class-association rule 
and e is a calendar pattern on R. Thus, temporal class-association rule (r, e) holds in D 
if and only if the r satisfies min_sup and min_fre in D[eo] for each basic time interval 
eo covered by e. And TCARs is an implication of the form : 
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<X = > C, e>, X: itemset, C: class label, e: star calendar pattern 

However, in reality, all of the rules do not precisely hold during the time intervals. 
Thus, we define new threshold, minimum frequency. 

Definition 3 (Minimum Frequency). Given a calendar schema R and a transaction 
set D, TCARs (r, e) satisfies min_sup and min_conf with respect to the minimum 
frequency min_fre in D if (r, e) holds during not less than 100 •min_fre(%) of basic 
time intervals are covered by e. 

For example, given the calendar schema (week:{ 1,...,4}, day:{ 1,...,5}) and mini- 
mum frequency mim_fre = 0.7, we may have a temporal class-association rule (S_IP: 
172.016.112.020, D_IP: 192.168.001.020 => Intrusion: attack <*, 3>). This means 
that rule holds on at least 70% of the Wednesday of every week. 

The purpose of using a temporal class-association rule is to predict future events. 
We are not interested in the class-association rules that only hold during basic time 
intervals because basic time interval may be too specific to be used in prediction of 
future events. So we are interested in the rule whose calendar pattern has at least 1 star 
symbol. 



3.4 Generating the TCARs 

We extend apriori [1] to discover large rule_items. The input of our algorithm con- 
sists of a calendar schema R, a set D of timestamped transactions, a minimum support, 
confidence and frequency. On the data mining tasks, our algorithm produces the rules 
TCARk(e) that satisfies minimum support and confidence for all possible star calendar 
pattern on R. Let k-rule_item denote a rule_item whose itemset has k items. Let L|i(e) 
denote the set of large k-rule_item for calendar pattern e. Each element of this set is of 
the following form : 

< (itemset, itemsetCount), (class_label, ruleCount) > 

Let Ck be the set of candidate k-rule_item. The TCARs algorithm is given in algo- 
rithm 1. The algorithm generates all the large rule_items by making multiple passes 
over the data. In each passes, the basic time intervals in the calendar schema are proc- 
essed one by one. During the processing of basic time interval eo in pass k, the set of 
large k-rule_items, Lk(eo) is first computed, and then TCARk(eo) is used to update the 
TCARk(e) for all the calendar patterns that cover eo. Assume that we have calendar 
schema (year, month, day). In the algorithm, we may need to consider, e.g., calendar 
pattern <2000, *,1> as well as <*,!,*>. These two patterns have an overlapping basic 
time interval, <2000, 1,1>. In our algorithm, we use the large rule_items for 
<2000, 1,1> to derive the large rule_items for <2000,*, 1> and <*,!,*> to avoid dupli- 
cate tasks. 

In the first pass, we compute the large l-rule_items for each basic time interval by 
counting the supports (line 2). These l-rule_items are used to generate candidate 2- 
rule_items by candidateGen(Lk_i(eo)) (line 7). The next scan of the data is performed 
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to count which of the candidate 2-rule_items satisfy min_sup for each basic time in- 
terval (line 8-15). And then, the algorithm produces the rules TCARj;(eo) using gen- 
Rules function (line 16). The algorithm iterates in this fashion, starting each 
subsequent pass with the seed set of rules found to be large in the previous pass. Fi- 
nally, large k-rule_items in TCARj;(eo) is used to update the TCARj;(e) for each star 
calendar pattern that covers the basic time interval. After the basic time interval eo is 
processed in pass k, the large TCARji for all the calendar patterns e that cover eo are 
updated as follows (line 18). We associate a counter count with each candidate 
TCARk for each star calendar pattern. The counters are initially set to 1 . 



Input transaction (Training data set) D 


Output <TCAR|;(e), e> for all star calendar pattern e 


1) 


forall basic time intervals eg do 


2) 




Li(eo) = {large l-rule_items inD[eo]}; 


3) 




TCARi(eo) = genRules(Li(eo)) 


4) 


end 




5) 


forall (k=2 ; 3 a star calendar pattern e such that ; k-H-) do 


6) 




forall basic time intervals eo do 


7) 




Ck(co) = candidateGen(Lk-i(eo), min_sup); 


8) 




for each data case dGD(eo) do 


9) 




Cd = subset (Ck(eo), d); 


10) 




for each candidate cGCd do 


11) 




c.itemsetCount -H-; 


12) 




if d.class=c. class then c.ruleCount-H-; 


13) 




end 


14) 




end 


15) 




Lk(co) = (c^Ck 1 c.ruleCount > min_sup}; 


16) 




TCARk(eo) = genRules(Lk(eo), min_conf); 


17) 




forall calendar pattern e that cover eg do 


18) 




update TCARk(e) using TCARk(eo); 


19) 




end 


20) 


end 





Algorithm 1. Generating TCARs algorithm 



When TCARk(eo) is used to update TCAR|i(e), the counters of the k-rule_items in 
TCARk(e) that are also in TCARk(eo) are incremented by 1, and the k-rule_items that 
are in TCARk(eo) but not in TCAR]i(e) are added to TCARj;(e) with the counter set to 
1. Given threshold min_fre, suppose that there are totally N basic time intervals cov- 
ered by e and that it is the n-th update to TCAR]i(e). It is easy to see that a rule_item 
cannot be large for e if its counter does not satisfy count+ (N-n) > minj^re ■ N. 
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4 Building Classifier Using TCARs 

In this section, we describe to build the efficient classifier using TCARs. Generated 
classifier for each calendar pattern is following format : 



(ri, K 2 , , r„, default_class, e) 



where, r; is the generated TCARs and e is the calendar pattern. However, the number 
of rules generated by TCARs algorithm can be huge. To make the efficient classifier, 
we need to prune rules generated. To reduce the number of rules generated, we per- 
form three types of rule prune. First rule prune is the pruning from calendar patterns of 
TCARs. After we discover all large rule_items, we remove all the TCARs (r, e) if we 
have other TCARs (r, e') and e is covered by e'. Second, we use general and high- 
confidence rule to prune more specific and lower confidence ones. Before the pruning, 
all rules are ranked according to the following criteria. 

Definition 4 (Confidence-Support Ranking Criteria). Given two rules ri and rj, ri > 

rj (or Ti is ranked higher than rj) if 

1. confiri) > conf(rj) or 

2. conf( rJ = conf( rj), sup( rJ > sup( rj) or 

3. conf( ri) = conf( rj) and sup( rJ = sup( rj), but r,- is generated before rj. 

A rule ri: X=>C is said a general rule w.r.t. rule T 2 : X'=>C, if only if A is a subset 
of A'. First, we need to sort the set of generated rules for each calendar pattern. This 
sorting guarantees that only the highest rank rules will be selected into the classifier. 
And then, given two rules ri and 12 , where ri is a general rule w.r.t I 2 . We prune I 2 if ri 
also has higher rank than r 2 . The rationale behind the prune is the following: if rule r 
covers a case D then sub-rule also covers it, and sub-rule will always be selected since 
it has higher rank. Third, pruning rules based on database coverage [10]. We use a 
coverage threshold to select database coverage as shown in algorithm 2. The pruning 
method using database coverage is follows. 

First for each case in D, set its cover-count(d. update) to 0. To the rules of each cal- 
endar pattern, if calendar pattern of r covers basic time interval of case and r can cor- 
rectly classify at least one case then select r and increase the d.update of those cases 
matching r by 1 . A case is removed if its d.update passes coverage threshold. The rule 
selection stops when either all of them are considered or no cases are left in D. A 
default rule is also selected. It has an empty ruleset and predicts a class label, which is 
a majority class among the case left in D or if none is left is the majority class in the 
original database. 

After a set of rules is selected for classifier, we classify new cases. First, we select 
the rules whose calendar patterns can cover basic time intervals of cases. Then, we 
discover the rules matching case in the selected one and classify class labels of the 
discovered rules. If all the rules matching the new case have same class label, the new 
case is assigned to that label. Otherwise, we classify the new case as class label of the 
rule with higher confidence and support. 
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Input a set of rules, coverage threshold 5 
Output a subset of rules for classifier model 

1) forall case d G D do 

2) d. update = 0; 

3) end 

4) for (the training data set and rule set do 

5) for each rule r G rule set do 

6) for each case d G D do 

7) if (d.eo^r.e) and (d satisfies the conditions of r) 

8) d.update ++; 

9) select r; 

10) if d.update > 5 

11) delete case d in D; 

12) end 

13) end 

14) end 



Algorithm 2. Selecting rules based on coverage 



5 Experiments and Results 

In this section, we describe our experiments in building intrusion detection model on 
the dataset from the DARPA 1998 Intrusion Detection Evaluation [13]. 

The DARPA 1998 Intrusion Detection Evaluation Data consists of training data and 
test data. The training data consists of seven weeks of network-based attacks. Attacks 
are labeled in the training data. The test data consists of two weeks of data containing 
network-based attacks. To preprocessing the 7 weeks' training data, we define calen- 
dar schema and domain by a hierarchy of calendar concepts. 

R={week:{l,...,7}, day:fl,...,5}, group_hour:{l,...,5}) 

where domain values of group_hour represent early morning(0-7hour), morning(7- 
9hour), daytime(9-18hour), evening(18-20hour), and late night(20-24hour). 

We use connections as the basic granule, obtaining the connection from the raw 
packet data of the audit trail. We preprocess the packet data in the training data files in 
the following schema : 

{Cal _patt, S_IP, S_Port, D_IP, D_Port, Class _label) 

where Cal_patt is the basic time intervals of a network connection. S_IP and S_Port 
denote source address and Port number respectively, while D_IP and D_Port, repre- 
sent the destination address and Port number. The attribute Class_label is class labels 
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that are two categories: ‘attack’ and ‘normal.’ Fig. 2 shows the preprocessing results 
(TCP-dump data) from raw packet data of audit trail. 



# 


Start 

Date 


Start 

Duration 

Time 


Service 


Src 

Port 


Dest 

Port 


Src 

IP address 


Dest 

IP address 


Attack 

Score/Name 


1 


07/03/1998 


08:00:01 00:00:01 


http 


1106 


80 


192.168.001.005 


192.168.001.001 


0- 


2 


07/03/1998 


08:00:01 00:00:02 


domain/u 


53 


53 


172.016.112.020 


192.168.001.001 


0- 


3 


08/03/1998 


08:00:01 00:00:01 


smtp 


1026 


25 


172.016.113.084 


194.007.248.153 


0- 


8383 


07/03/1998 


11:46:39 00:00:26 


telnet 


20504 


23 


197.218.177.069 


172.016.113.050 


laodmodule 


9966 


07/03/1998 


11:49:39 00:00:01 


tcpmux 


1234 


1 


205.160.208.190 


172.016.113.050 


portsweep 




# 


Cal _patt 


Src_ip 


Src _port Dest_ip 


Dest _port 


Intrusion 


1 


<1,3,2> 


192.168.001.005 


1106 192.168.001.001 


80 


normal 


2 


<1,3,2> 


172.016.112.020 


53 192.168.001.001 


53 


normal 


3 


<1,3,2> 


172.016.113.084 


1026 194.007.248.153 


25 


normal 


8383 


<1,3,3> 


197.218.177.069 


20504 172.016.113.050 


23 


attack 


9966 


<1,3,3> 


205.160.208.190 


1234 172.016.113.050 


1 


attack 



Fig. 2. Preprocessing of the training data 



Our experiment has a two-step process. First, we build a classifier based on TCARs 
from the preprocessed 7 week’s training data. Second, we classify 2 week’ test data 
using class label after building classifier. We use two measure of the number of de- 
tected attacks and missed attacks to evaluate the performance. Fig. 3 shows the results 
of DARPA 1998 test data. Our experiments focused on detecting DOS and PROBE 
attacks form TCP-dump data and the result is more accurate than C4.5. 




Fig. 3. Intrusion detection result 



Also, we have three important thresholds for the classifier performance (minimum 
frequency, minimum confidence and database coverage thresholds.). These thresholds 
control the number of rules selected for building classifier so we used these thresh- 
olds. We had experiments about three thresholds using sample TCP-dump data list file 
of DARPA data. There is fixed minimum support value on 20. Fig. 4 and fig. 5 shows 
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classifier accuracy according to minimum confidence and database coverage respec- 
tively. Fig. 4 is the result of testing accuracy according to minimum confidence where 
min_fre = 0.4 and database coverage = 1. Fig. 5 shows accuracy according to database 
coverage where min_conf = 0.4 and min_fre = 0.3. 




0 10 20 30 40 50 60 

Minimum Confidence (%) 

Fig. 4. The effect of confidence on accuracy 




1 2 3 4 5 

Database Coverage 

Fig. 5. The effect of coverage on accuracy 



Fig. 6 illustrates that the generated large k-rule_items in each pass decreases by de- 
creasing minimum confidence. Fig. 7 shows the comparing of execution times of large 
k-rule_item using previous apriori algorithm. In fig. 7, our algorithm spends more 
execution times than apriori algorithm because of discovering repeatedly each basic 
time interval when rule_items generate. So, we need an optimized algorithm pruning 
unnecessary candidate in candidates generating step. CMAR proposed FP-tree which 
generates large patterns efficiently and CF-tree which reduces the storing and search 
cost of generated rules. Maybe, we will apply this method on our algorithm to improve 
efficiency. 





3 4 3 1.5 1 0.5 0.25 

k-th Pass Minimum Support (%) 



Fig. 6. Num. generating rules 



Fig. 7. Execution time of our algorithm 
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6 Conclusion and Future Work 

In this paper, we proposed new intrusion detection classification using data mining. 
The proposed classification is based on CTAR which considers temporal attribute of 
audit data. This method has been extended for time factors to be included in the CARs 
with integrated association and classification rules when building a prediction model. 
Also, regular exploration under various time units was possible with the way of ex- 
pressing time factors and calendar pattern was applied for the users to easily under- 
stand the discovered rules. Therefore our proposed classification classified more 
accurate in terms of multiple time granularities. The proposed classification used 1988 
DARPA Intrusion Detection Evaluation data and the results were more accurate than 
existing classification(C4.5). Moreover, we have found optimal threshold of audit data 
by experimenting about three thresholds which effect performance of classifier. 

Currently, research on reducing cost of execution time for the proposed algorithm is 
doing. And we should design algorithms that generate TCARs and a way to store 
generated rules effectively. 
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Abstract. Due to the proliferation of the infrastructure of communication net- 
works and the development of the relevant technology, intrusions on computer 
systems and damage are increased, resulting in extensive work on intrusion de- 
tection systems (IDS) to find attacks exploiting illegal usages or misuses. How- 
ever, many IDSs have some weaknesses, and most hackers try to intrude sys- 
tems through the vulnerabilities. In this paper, we develop an intrusion detec- 
tion system based on anomaly detection with hidden Markov model and pro- 
pose a method using the Viterbi algorithm for identifying the type of intrusions. 
Experimental results indicate that the buffer overflow is well-identified, while 
we have some difficulties to identify the denial of service attacks with the pro- 
posed method. 



1 Introduction 

As the worldwide proliferation in network environments, a variety of faster services 
have become a reality. However, the higher the reliance on computers, the more cru- 
cial security problems such as the overflow or manipulation by external aggression 
occur. Korea Computer Emergency Response Team and Coordination Center 
(CERTCC-KR) reports that hacking damages are significantly increased from 1998: 
1,943 attempts in 2000, 5,333 attempts in 2001 and 15,192 attempts in 2002 [1]. In 
addition, anyone who has little basic knowledge on hacking can easily intrude com- 
puter system with tools for hacking, which will lead to the increase of the damage by 
hacking in the near future. As demand and interest in intrusion detection are raised, 
the most active effort in this area has mainly developed the system security mecha- 
nisms like firewalls. Especially intrusion detection system (IDS) is one of them [2]. 
Intrusion detection techniques are divided into two groups according to the type of 
data they use: misuse detection and anomaly detection. The former uses the knowl- 
edge about attacks, and the latter uses normal behaviors [3], 

The intrusion detection markets have been grown rapidly from 183 million dollars 
in 2000 to 422 million dollars in 2002 [4], so that new products related with IDS are 
released continuously. In 2001, there are 15 classes of IDS for commercial, 8 classes 
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of IDS for information, 58 classes of IDS for research and 12 classes of IDS are re- 
leased to Korean market. Most of IDSs have been developed to improve the detection 
rates, and they have some technical inertia such as inability of detecting the cause and 
the path of intrusion. As a result, when intrusion is happened, even if an intrusion is 
detected by IDSs, it takes long time to do appropriate actions. Moreover, it is hard to 
get the data that include the type of attempted intrusion mainly in specific system. 
Therefore, we cannot consider appropriate countermoves of how to cope with the 
attacks. 

In this paper, normal behaviors are modeled by using system call events included in 
BSM (Basic Security Module) auditing data from Solaris. It checks the auditing data 
for detecting the intrusion, and the Viterbi algorithm traces the state sequence of cur- 
rent intrusion to compare with the sequences of known intrusions to determine the 
type of intrusions. 



2 Background 

2.1 Anomaly Detection System 

There are four representative approaches based on anomaly detection system such as 
expert system approach, statistical approach, neural network approach and hidden 
Markov model (HMM), and Table 1 summarizes them. 



Table 1. Research of the representative anomaly detection system 



Organization 


Name 


Period 




Approach 




A 


B 


C 


D 


AT&T 


Computer Watch 

[5] 


1987-1990 


X 








UC Davis 


NSM [6] 


1989-1995 






X 




GrIDS [7] 


1995- 


X 










IDES [8] 


1983-1992 






X 




SRI International 


NIDES [9] 


1992-1995 






X 






EMERALD [10] 


1996- 






X 




CS Telecom 


Hyperview [11] 


1990-1995 




X 


X 




New Mexico Univ. 


C.Warender et. A1 
[12] 


1999 






X 


X 


Yonsei Univ. 


Park and Cho [13] 


2002 








X 



(A: Expert system; B: Neural network; C: Statistical approach; D; HMM) 



First of all, statistical approach is the most widely used in IDS. It uses some infor- 
mation such as login and logout time of the session, continuation of the resources and 
so on. It detects the intrusion by analyzing the time of resources and pattern of the 
command of normal users. 

Second, NIDES (Next-generation Intrusion Detection Expert Systems), sets a stan- 
dard of the intrusion detection with the similarities between profiles of short time and 
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long time [9]. It can be widely applied and it has very high detection rate becanse of 
processing based on the past data. However, it has some disadvantages such as insen- 
sitive for the event sequence of specific behavior and limited to modeling the intrusion 
behavior. 

Third, neural network approach is similar to statistical one but it is easier to repre- 
sent non-linear relationship. There is an example of Hyperview developed in CS Tele- 
com, which consists of 2 neural network modules and an expert system module [11]. 
Neural network modeling is good at representing the non-linear relationship and 
training automatically but the relationship modeled is usually in blackbox. 

Finally, HMM proposed by C. Warender in New Mexico University is good at 
modeling and estimating with event sequence of which is the underlying unknown. It 
performs better to model the system than any others [12]. However, it takes long time 
to train and detect intrusions. To overcome such disadvantages, we can extract the 
events of changing the privilege before and after them, and we are able to model the 
normal behavior with them. By using this method, we can reduce the time to model 
and maintain good performance [13]. 



2.2 Intrusion Type 

The main purpose of intrusion is to acquire the authority of roots, and buffer overflow 
is one of the main vehicles to do that. An intruder uses the buffer overflow with a 
general ID that is hardly used or has no password, and acquires the root privileges 
with advanced techniques. Hence, we must analyze the type of intrusions to make the 
host-based IDS to detect the intrusions. Intrusion types mainly used are classified by 
Markus J. Ranum who developed the open software of firewall at first and CERTCC- 
KR extended the intrusions into 10 classes [1]. Among these intrusions, prevalent are 
4 types of intrusions such as buffer overflow, denial of service, setup vulnerability and 
SAV security vulnerability. 

• Buffer overflow: This intrusion type is one of the most difficult things to be dealt 
with, because we have to understand the execution sequence of specific programs 
and structnres of memory, and memory or stack structures are dependent on oper- 
ating system. However, anyone can download and nse it easily, becanse source 
codes of the buffer overflow and bngs of operating systems are opened at internet. 
Consequently, this attack is widely nsed for hacking. Especially, in the case of root 
program which sets the SETUID, someone can easily acquire the shell having the 
anthority of roots easily using buffer overflow [14]. There are three kinds of vul- 
nerabilities of the bnffer overflow. 

- xlock vnlnerability: It is program that locks local x display until a password is 
entered. Dne to in sufficient bonnd checking on arguments which are supplied by 
users, it is possible to overwrite the internal stack space of thx lock program while 
it is executing. By supplying a carefnlly designed argnment to the xlock program, 
intruders may be able to force xlock to execute arbitrary command. As xlock is 




100 



J.-M. Koo and S.-B. Cho 



setuid root, this may allow intruders to run arbitrary commands with root privi- 
leges. 

- Ipset vulnerability: Solaris’s Ipset allows setting of printing configuration in 
/etc/printers. conf or FNS. This product has been found to contain a security vul- 
nerability that allows a local user to obtain root privileges. 

- kcms_sparc vulnerability: Solaris contains support for the Kodak Color Manage- 
ment System (KCMS), a set of openwindows compliant API’s and libraries to 
create and manage profiles that can describe and control the color performance of 
monitors, scanners, printers and film recorders. It also allows obtaining root 
privileges. 

• SAV security vulnerability: This intrusion plays a major role in the bugs to cause 
the failures of programs: security errors on programming and on execution. 

• Setup vulnerability: It happens when we setup a specific system without consider- 
ing security. Some intrusions are included in this class related with various kinds 
of disadvantages of services provided by system. These can be used easily because 
there is no need of execution codes for hacking. 

• Denial of service: It is used to make a specific system not to provide services nor- 
mally. This is different from the usual intrusions which acquire the authority of 
system administrators. This attack inflicts a loss on specific host by exhausting all 
the resources of system not to provide service completely [15]. 



2.3 Solaris Basic Security Modules 

Unix system provides the log information of wtmp, utmp and sulog in some directories 
such as /var/log/message or /var/adm/. It has some advantages to obtain easily when- 
ever we want but some weak points. For example, when intruders succeed to intrude 
they can delete their log files. Due to this reason, we use the audit data of system call 
level to detect intrusions: Basic Security Module (BSM) which is provided by Sun 
Microsystems. 

The algorithms presented in this paper which operate on audit data use logs pro- 
duced by the BSM of the Solaris operating system. Each event generates a record, 
where the record is composed of different types of tokens depending on the event and 
the type of data needs to be included in the record. 

The user audit ID is a useful piece of information included in the audit records of 
all events which can be attributed to a specific user. It is a unique identification num- 
ber assigned to every user when they login and inherited by all processes descended 
from the login shell. This number allows an intrusion detection system to easily iden- 
tify which user caused a specific event, even if that user has changed identities 
(through the su command, for example). 
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The log files are initially written in a binary format by the auditing process. Sun 
provides a tool, named praudit, which reads the binary log files and produces a human 
readable ASCII equivalent. This ASCII representation is what the algorithms working 
with the BSM data use. While having to convert to ASCII text slows down the algo- 
rithms somewhat, it makes coding and debugging much easier. Furthermore, once an 
algorithm has been prototyped and found promising, extending it to directly read the 
binary files would eliminate the praudit text conversion overhead [16]. Figure 1 shows 
the audit data record of BSM. 




Fig. 1. BSM audit data record 



3 Proposed Method 

An IDS based on HMM collects and abridges normal auditing data, and it makes 
normal behavior models for a specific system. And then it detects intrusions with 
auditing data to detect the intrusions from it. Finally, to identify the type of intrusions, 
we analyze the state sequences of the system call events using the Viterbi algorithm. 

Figure 2 shows the entire system structure. The proposed method consists of 4 
parts: normal behavior modeling, intrusion detection, state sequence analysis and 
identification of the intrusion types. 




Fig. 2. System structure 
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3.1 Intrusion Detection 

The basic log files can be easily obtained without any significant effort, but mostly it 
is hard to locate any evidence of privilege acquisition when buffer overflow attacks 
are attempted, and after a successful intrusion the attacker can easily erase his or her 
traces from those essential log files [17]. Because of the drawback, system call level 
audit data are used [12]. 

Especially, Sun Microsystems’ BSM provides adequate representation of the be- 
havior of programs, because any privileged activity that might be generated by a pro- 
gram is captured by BSM. Usually, audit trail from BSM consists of several measures. 
A system call, one of the measures from BSM, can be either perfectly normal or dan- 
gerous depending on situations. For example, the program attacked by buffer overflow 
generates system call events that are significantly different from the events generated 
at normal situation. Thus, we can detect intrusions effectively by building the model of 
normal system call events and noting significant deviation from the model. In this 
paper, we use the audit data of system call events from BSM. 

3.1.1 Normal Behavior Modeling 

In this paper, we use HMM to model the system auditing data, which is widely used 
for speech recognition or image recognition. HMM can be applied to model the se- 
quence of system call events because it is very useful for modeling the sequence in- 
formation [18]. 

An HMM 1 is described as h(A,B,IT). An HMM is characterized by a set of states 
Q, a set of possible observation symbols V, a number of observation symbols M, state 
transition probability distribution A, observation symbol probability B and initial state 
distribution 77 [19]. The set of all system call events in audit data corresponds to that 
of possible symbol observations V, and a number of events correspond to M. The 
length of observation sequence T corresponds to the length of windows. The type of 
HMM that we use is a left-to-right model, which is known for modeling temporal 
signals better than any other models [20] . 

This phase is to model the normal behavior, which determines HMM parameters to 
maximize P{0]^ with which input sequence O, because no analytic solution is known 
for it, by an iterative method called Baum-Welch reestimation [18]. Figure 3 shows an 
example of the left-to-right model of HMM. 




Fig. 3. Left-to-right model of HMM with 4 states 
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3.1.2 Intrusion Detection 

Given 2, forward procedure can be used to calculate the probability P(0\^ with which 
input sequence O is generated out of model lusing forward variables [19]. The prob- 
ability is used to decide whether normal or not with a threshold. Forward variable 
a,{i) denotes the probability at which a partial sequence Oi, ,0, is observed and 
stays at state 17 , ■ 

a,{i) = P{ 0 ^, 02 ,■■■, 0 ,,s, = i\A) (1) 

According to the above definition, a,(i) is the probability with which all the sym- 
bols in input sequence are observed in order and the final state reached at i. Summing 
up a,(i) can be calculated by the following procedure [18][19]. 

• Step 1 . Initialization: 



' Step 2. Induction: 

' Step 3. Termination: 



a^(i) = 7r^b,{0^) 



( 2 ) 

(3) 



P{0\A) = f^a,{i)- (4) 

t = l 

Finally, if calculated value P(0|2| calculated log scale is smaller than the threshold, we 
decide that intrusion is occurred. 



3.2 Intrusion Type Identification 

3.2.1 Sequence Analysis with Viterbi Algorithm 

The detected intrusion at the previous phase triggers to analyze the current state se- 
quence of events. To identify the type of intrusions, we must know the state sequence, 
but HMM does not provide the state sequence explicitly. However, we can estimate 
the state sequence of the most probable ones using the Viterbi algorithm which finds 
the most-likely state transition path in a state diagram, given a sequence of symbols 
[20, 21]. It has been applied to speech and character recognition tasks where the ob- 
servation symbols are modeled by HMM [22, 23]. The Viterbi algorithm can be easily 
combined with other information in real-time. In this paper, we apply the Viterbi algo- 
rithm to find optimal state sequence. Figure 4 shows the result of the Viterbi algorithm 
based on the HMM in Figure 3. 
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Fig. 4. Process of the viterbi algorithm 

In left-to-right model of HMM, transition can only take place in a left to right man- 
ner and just one state can be skipped, thus only state transition atj, ay+i and ay+ 2 . 

For example in Figure 3, because we must start the state having the highest initial state 
distribution, we can do in state 1 at time 1 and transit with the highest transition prob- 
abilities among state 1, 2, 3 and 4 at time 2. 

The procedures of Viterbi algorithm are as follows. 

• Step 1 : Initialization 

1</<V 

'P^(/) = 0 

Si(i) is the probability that symbol Oi occurs at time t=l at state i. The variable 
y/,(j) stores the optimal states. In Figure 2(a) can be seen above Si(i) assigns a 
number which is beside each state. In Figure 2(a), (5i(l)=3, c5i(2)=2, Si(3)=2 and 
Si(4)=2. 



• Step 2: Recursion 

^,(j) = max [S,_i(i)a.j] b.{0,), 

^,U) = arg max .{O ,), 

i 

8i{i) denotes the weight accumulated when we are in state i at time t as the algo- 
rithm proceeds, and yj,(j) represents the state at time t-\ which has the lowest cost 
corresponding to the state transition to state j at time t. In Figure 2(a), (52(1)=5, 
(52(2)=?, (52(3)=6 and 82 ( 4 ) is not defined. Therefore, y/ 2 { 2 )= 2. 

• Step 3: Termination 

P* = max [5t (^)j 
Sj* = arg max (^)j 

ss S f 

At the final time T, there are N probabilities <5,, t= 1, 2, •••, N. The highest probability 
among these probabilities becomes the candidate for the optimal state sequence. Sj 



2<t<T,\< j < N 
2<t<T,l< j < N 
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stores the corresponding state. Now, the final task is to backtrack to the initial state 
following the variable named yj, . 

• Step 4: Backtracking 

= t = r-i,r-2,-,i (8) 

When step 4 is finished, we can get the optimal state sequence ‘1-2-3-4-4-4’ as 
shown in Figure 4. 

3.2.2 Intrusion Type Identification 

After backtracking, the similarity is compared between the average state sequence for 
every intrusion type and the state sequence of current intrusion using Euclidean dis- 
tance. The formula is as follows. 

d = JX “ 3 '/)^ ( 9 ) 

By assigning the analyzed state sequence of current intrusion to x„ and doing the 
state sequence of every intrusion type to y„ we calculate the Euclidean distance d. The 
smaller the value is, the higher similarity is. Hence, the intrusion type that we have 
found has the least value d. 



Table 2. The state sequence of intrusions of buffer overflow 
(A: xlock, B: Ipset, C: kcms_sparc) 





1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


A 


0 


2 


4 


6 


8 


10 


12 


14 


16 


17 


B 


0 


2 


2 


2 


4 


6 


8 


10 


12 


14 


C 


0 


2 


4 


6 


8 


10 


11 


13 


15 


17 



Table 3. The similarity with actual intrusion 



Distance 


A - actual 


1.732 


B - actual 


9.381 


C - actual 


0 



Table 2 shows the state sequence of each type of intrusions. For instance, if the 
state sequence of current intrusion is “0-2-4-6-8-10-11-13-15-17” the similarity be- 
tween kcms_sparc and actual intrusion becomes 0, between xlock and actual intrusion 
is 1.732, and between Ipset and actual intrusion is 9.381 as shown in Table 3. Actual 
intrusion is identified as kcms_sparc intrusion, because the Euclidean distance is 
smaller than anything else. 
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4 Experimental Results 

4.1 Experimental Environments 

We have collected normal behaviors from six users for 2 weeks using Solaris 7 oper- 
ating system. They have mainly used text editor, compiler and program of their own 
writing. In total 13 megabytes (160,448 events are recorded) of BSM audit data are 
used. Main types of intrusions are used: Buffer overflow gets root privileges by abus- 
ing systems’ vulnerability. Denial of service is a kind of intrusions which disturbs to 
provide the service well. These are the main intrusions which are subject to happen in 
host based systems. The attack types and the number of attempts are shown in Table 4. 



Table 4. Intrusion types and the number of trials 



Attack Category 


Intrusion Type 


Count 




OpenView xlock Heap Overflow 


9 


Buffer Overflow 


Lpset -r Buffer Overflow Vulnerability 


7 




Kcms_sparc Configuration Overflow 


4 




Process creation 


9 


Denial Of Service 


Exhausting the memory 


7 




Fill the Disk 


9 



4.2 Results 

We conduct experiments of the HMM with different number of states and observation 
lengths. Table 5 shows the result of the HMM-based IDS, and we experiment with the 



Table 5. The performance of HMM-based IDS (no. of states is 20) 



Length 


Threshold 


Detection 

Rate 


F-P Error 


10 


-9.43 


100% 


2.626 


15 


-9.43 


100% 


3.614 


10 


-14.42 


100% 


1.366 


15 


-14.42 


100% 


2.718 


10 


-16.94 


100% 


0.789 


15 


-16.94 


100% 


2.618 


10 


-18.35 


100% 


0.553 


15 


-18.35 


100% 


2.535 


10 


-19.63 


100% 


0.476 


15 


-19.63 


100% 


2.508 


10 


-20.83 


100% 


0.372 


15 


-20.83 


100% 


2.473 






Viterbi Algorithm for Intrusion Type Identification in Anomaly Detection System 



107 



threshold value of -20.83 which minimizes the false-positive error rate. The state sym- 
bol sequence of each intrusion type is as shown in Figure 5, where their values are 
from 30 runs. 




123456789 10 

Time 

Fig. 5. State transition with 20 states and observation length of 10 (Aixlock, B: Ipset, C: 
kcms_sparc, D: processe creation, E: fill the disk, F: exhausting the memory) 

We make experiments to identify the intrusion type with auditing data for detecting 
the intrusion. Table 6 and Table 7 show the results. 



Table 6. Result when state is 20 and observation length is 10 



A 


B 


C 


D 


E 




F 


Rate 


A 8 


1 


- 


- 


- 




- 


88% 


B 


6 


1 


- 


- 




- 


86% 


C 


- 


4 


- 


- 




- 


100% 


D 


- 


- 


3 


- 




6 


33% 


E 


- 


- 


4 


- 




3 


0% 


F 


- 


- 


2 


1 




6 


86% 


Table 7. Average of results 


Attack 




Trial 


Correct 


Incorrect 




Rate 


Buffer Overflow 




20 


18 




2 




90% 


Denial of Service 




25 


9 




16 




36% 


Total 




45 


27 




18 




60% 



A, B, C, D, E and F are the type of intrusions such as xlock Heap overflow, Ipset 
overflow, kcms_configure buffer overflow, processes creation, fill the disk intrusion 
and exhausting the memory, respectively. Columns indicate the type of intrusions that 
we use actually and rows indicate the identified type of intrusions from experiments. 

As a result, buffer overflow such as xlock, Ipset and kcms_sparc intrusion are iden- 
tified effectively. On the other hand, it is hard to identify the specific intrusion type of 
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denial of service. The state sequence is analyzed to find the reason. In case of having 
the low identification rate for the intrusions of denial of service is relatively low, be- 
cause their state sequences are very identical. 

The proposed method makes mistakes for processes creation to exhaust memory 
over 60%. Also, it misses filling the disk to process creation and exhausting memory 
over 40% and 50%, respectively. We calculate the similarity among three kinds of 
intrusions with Euclidean distance. We use the standard state sequence for calculating 
the similarity for every intrusion type. The distance value is 0 between exhausting the 
memory and filling the disk, and the one is 0 between exhausting memory and proc- 
esses creation, and the last is 0 between filling the disk and processes creation. Three 
values of Euclidean distance are 0, so that we discover that three intrusion types are 
very similar. 

Similarly, the number of states, one of the most important variables, has an effect 
on identifying the intrusion type. We carry out the experiments with different number 
of states to 5, 10, 15 and 20, respectively. However, we cannot identify the type of 
intrusions, because the state sequence is identical when the number of states is 5, 10 
and 15. On the other hand, the state sequences are different for every intrusion type in 
case of the number of states is 20. 



5 Concluding Remarks 

In this paper, we have proposed a method to identify the type of intrusions in the 
anomaly detection system based on HMM. The proposed process calculates the 
Euclidean distance to compare the similarity between the standard state sequence and 
current state sequence which are obtained by using Viterbi algorithm when intrusion 
occurs. Experiments are executed in the intrusion detection system based on HMM 
with 100% intrusion detection rates. We change the number of states from 5 to 30 and 
the length of observation symbols from 10 to 20 in the experiments. As a result, the 
system detects all the intrusions when the number of states is more than 20. 

However the deviation of identification rates is very extreme for the type of intru- 
sions. Especially, identification rates of intrusions belonging to denial of service are 
very low, because the state sequence among three intrusion types - processes crea- 
tion, exhausting the memory and filling the disk - are identical. In addition, the num- 
ber of states which is one of the most important variables has an effect to identify the 
type of intrusions. The proposed system needs more than 20 states. Moreover, it has 
difficulty to identify various types of intrusions of denial of service. Therefore, we 
must investigate to identify types of intrusions with HMM in smaller number of 
states. 

Acknowledgement. This research was supported by University IT Research Center 
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Abstract. Detecting efficiently intrusions requires a global view of the 
monitored network. This can only be achieved with an architecture which 
is able to gather data from all sources. A Security Operation Center 
(SOC) is precisely dedicated to this task. In this article, we propose our 
implementation of the SOC concept that we call SOCBox. 



1 Introduction 

Ensuring network security requires two modules: protection and supervision. 
Protection is composed of hardware, software and a security policy that must 
be followed. Even the best protection is always vulnerable to attacks due to un- 
known security bugs. Besides, the network configuration is subject to constant 
changes and possibly adds security holes. That is why the network supervision 
is an essential part of the security process and is realized by security experts. 

In order to help the supervisors, Intrusion Detection Systems (IDS) have been 
developed [1], but these systems have several flaws. First of all, IDSs have an in- 
sufficient rate of detection: either too many intrusions are detected or missed [2] . 
Besides, simple IDSs have no sufficient information to detect coordinated attacks. 
Other types of IDS has been created and tested like distributed ones [6] [9] [5] . 
Cooperation of IDSs is still an on going work [3]. 

We propose here the implementation of a completely integrated Security Op- 
eration Center (SOC), called SOCBox in order to overcome the limitations of 
IDS. The SOCBox gathers data from a wide range of sources (IDS, Firewall, 
router, workstation, etc.) and therefore has a global view of the network. Its 
analysis engine can then correlate all messages generated by all the network 
components and find patterns of intrusion. Section 2 designs the global archi- 
tecture of the SOCBox. We then focus on the collection and the analysis of the 
data generated by sensors in sections 3 and 4. A short conclusion will describe 
further research and analysis to be performed in the field of SOCBox design. 



K. Chae and M. Yung (Eds.): WISA 2003, LNCS 2908, pp. 111-123, 2004. 
© Springer- Verlag Berlin Heidelberg 2004 
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2 Global Architecture 

The SOCBox implements the different box types defined in [7]. However, beside 
the pure technical aspects involved in such an implementation, it is necessary to 
consider the supervision of an IT infrastructure as a full operational project. We 
will thus follow the functional steps of such a project in order to describe both 
the purpose and the concepts of selected parts of the architecture described in 
figure 1. 




Fig. 1. Global architecture of a SOC 



2.1 Data Acquisition 

Before setting up sensors and designing any correlation or analysis rule, it is 
necessary to evaluate the overall security level of the IT infrastructure to be 
supervised. This will make it possible to determine if an intrusion path may 
effectively lead to an intrusion on the target system and the criticality associated 
to such an intrusion attempt. 
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Another point to be defined is the security policy, mostly in terms of access 
rights, permitted operations, etc. 



Vulnerability database. The vulnerability database holds information about 
security breaches and insecure behavior that would either impact the overall 
security level or that could be exploited by an attacker in order to perform an 
intrusion. The database format must make it possible to include the following 
types of vulnerabilities : 

— Structural vulnerabilities, i.e. vulnerabilities internal to specific software such 
as a buffer overflow, format string, race conditions, etc. 

— Functional vulnerabilities, depending on configuration, operational behavior, 
users, etc. These vulnerabilities differ from the previous ones as they deeply 
depend on the environment in which they lie. 

— Topology-based vulnerabilities, including networking impact on intrusions 
and their consequences. 



Security policy. The next step of the supervised system inventory is an or- 
ganizational one and, more specifically, a review of security policy aspects that 
would impact either event generation and/or the reaction-reporting processes. 

It is clear that the two major aspects of security policy that need to be re- 
viewed are authorization and testing/audit procedures. These two aspects will 
provide information concerning behavior that sensors would detect. Events gen- 
erated (administrator login, portscans, etc.) will then be marked as matching 
with security policy criteria. Others will be analyzed as possible part of an in- 
trusion attempt. 

This information is stored in the Knowledge Base. 



Status evaluation. The last part of the Knowledge Base is a detailed security 
level evaluation of the systems to be monitored. The objective is to process such 
an evaluation through an analyzing engine capable of integrating the three kinds 
of vulnerabilities as seen above, as well as security policy constraints. The engine 
should provide a list of vulnerabilities each system is exposed to, the relative 
impact of each vulnerability and intrusion paths leading to the activation of 
’’inactive” vulnerabilities. 

In order to be reliable, such an evaluation must be re-generated each time a 
new vulnerability is found or one of the monitored systems is changed. 



2.2 Data Analysis and Reporting 

Structural and behavior-lead alerts. The main operations performed that 
generate alerts are the following: correlation, structural analysis, intrusion path 
analysis and behavior analysis. Correlation is a stand-alone operation leading to 
the creation of contexts against which further analysis will be made, in order 
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to check if they match the characteristics of an intrusion attempt. Structural 
analysis may be compared to an advanced pattern matching process, used to 
determine if events stored within a certain context lead to a known intrusion 
path or to an attack tree [8]. Intrusion path analysis is the next step whose 
output provides information about the exposure of the target system to the 
intrusion attempt detected. Then, the behavior analysis integrates elements from 
the security policy in order to determine if the intrusion attempt is allowed or 
not. 

The purpose of such operations is to generate alerts that not only match the 
structural path of intrusion (i.e. scan, fingerprinting, exploiting, backdooring and 
cleaning), but also take care of the security policy defined, as well as criticality 
of targets systems. 

3 Collection and Storage 

3.1 Data Collection 

Collecting data from heterogeneous sources implies the setup of two kinds of 
agents: protocol and application. The former collects information from E Boxes, 
the latter parses information for storage in a ’’pseudo-standard” format. These 
two modules are connected by a dispatcher. Such an architecture allows high- 
availability and load-balancing systems to be set at any level into the architec- 
ture. 

Figure 2 shows some architecture examples, based on the details provided 
below. 



Protocol agents. Protocol agents are designed to receive information from 
specific transport protocols, such as syslog, snmp, smtp, html, etc. They act like 
server side applications and their only purpose is to listen to incoming connexions 
from E Boxes and make collected data available to the dispatcher. 

The simplicity of such agents make them easy to implement and maintain. 

The raw format storage is usually a simple file, though direct transfer to 
the dispatcher through named pipes, sockets or shared memory ensures better 
performance. 

From a security point of view, the most important point is to ensure the 
integrity of data collected by agents. Therefore, data is encapsulated into a 
secure tunnel. 



Dispatcher and application agents. The dispatcher’s purpose is to deter- 
mine the source-type of an incoming event and then forward the original message 
to the appropriate application agent. Once again, implementation is relatively 
trivial, once a specific pattern has been found for each source-type from which 
the data may be received. 

Autonomous operations performed by the dispatcher are the following: 
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Events 

n 






distributed coiiection architecture 
with /HA & LB 



iocai coiiection architecture 



Fig. 2. Collection Macro Architecture Examples 



— listening to an incoming channel from protocol agents, such as socket, named 
pipe, system V message queue, etc. 

— checking pattern matching against a patterns database that should be pre- 
loaded in memory for performances considerations. 

— sending the original message to an E Box specific application agent through 
any suitable outgoing channel. 

Application agents perform formatting of messages so that they match with 
the generic model of the message database. 

Autonomous operations performed by application agents are: 
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— listening to an incoming channel from dispatchers, such as socket, named 
pipe, system V message queue etc. 

— parsing the original message into standard fields. 

— transmitting the formatted message to corresponding D Boxes. 



3.2 Data Formatting and Storage 

Two kinds of data have to be formatted in a ’’standard” manner (i.e. homo- 
geneous and understandable by any module of the SOCBox): host entry and 
collected messages. 



Host entry. The need for a standardized host data structure appears since: 

— sensors may transmit host information in IP address format or FQDN (Full 
Qualified Domain Name) format. 

— multi-homing techniques provide multiple IP addresses for the same physical 
system. 

— virtual host techniques provide multiple FQDN for the same physical system. 

— high availability and load balancing systems may hide multiple systems be- 
hind a single IP address or FQDN. 

It appears that identifying a host either by its IP address or its FQDN is 
not reliable. What is more, in the never-ending need for performance, (reverse) 
DNS lookup cannot be performed for each new (IP address) FQDN detected 
in logs. It is then necessary to rely on a third-party ID, IP address and FQDN 
independent: the host token. 

The data structure for storing host information follows the scheme given in 
Figure 3. 




Fig. 3. Host Entry Data Structure 
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Fig. 4. Formatted message definition structures 



Messages. Working on the data generated by the different types of equipment, 
transmitted via different protocols requires ’’standard” formatting. Although an 
effort has been made to define a worldwide standard with IDMEF [4] , it appears 
that the XML bus used is too heavy and resources consuming, for our purposes of 
event correlation. However, a separate translation process must be implemented 
for IDMEF compliance. Relations between each structure are given in Figure 4. 

4 Correlation 

4.1 Overview 

Operating the Correlation. The correlation’s purpose is to analyze complex 
information sequences and produce simple, synthesized and accurate events. In 
order to generate such qualified events, five operations are to be performed: 
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— the first, obvious, operation is to identify duplicates and set a specific flag in 
order to keep the information and continue without the need keep multiple 
identical messages. 

^ sequence patterns matching is the most common operation performed by a 
correlation engine. Its purpose is to identify a sequence of messages which 
would be characteristic of an intrusion attempt. It makes it possible to iden- 
tify on-going intrusion processes, as well as complex intrusion scenarios. 

— time pattern matching is designed to include another important dimension 
in intrusion analysis: time. This is mainly used for context (see below) man- 
agement, as well as slow and distributed intrusion processes. 

— system exposure and criticality analysis, provide information about the tar- 
get system’s vulnerability to detected intrusion attempts. Indeed, it seems 
inappropriate to have the SOCBox generating alarms concerning an intru- 
sion scenario based on a vulnerability that the target system is not exposed 
to. Another piece of information is the criticality of the intrusion i.e. its 
overall impact on the supervised system. This helps to manage the priorities 
in terms of reaction to multiple incidents. 

— security policy matching, is a behavior-based filter that eliminates specific 
events if they match security policy criteria such as administrator login, 
identification processes and authorizations / restrictions. 

A global overview of correlation operations is given in figure 5 below. 

Introduction to contexts. The analysis defined above is based upon a spe- 
cific structure called contexts. All correlation operations are performed against 
these structures. In simple terms, the definition of a context is the following: a 
container of formatted data matching a common criteria. Therefore, any mes- 
sage stored in the formatted message database is to be part of one or more 
contexts. Correlation operations will be done in parallel so that they can be run 
simultaneously on each context. Two kinds of context management approaches 
can be implemented. The first one is to define independent and distinct con- 
texts. Each context will contain messages matching every criteria. We define 
such an architecture as an array of contexts. The second approach is a hierar- 
chical one. Top level contexts matching a limited number of criteria are defined. 
Then sub-contexts, based on different criteria, are created and so on. This will 
be defined hereafter as context tree. As is to be expected, none of the preceding 
approaches meet all needs, be they in terms of performance or functionality. A 
mixed architecture will thus have to be defined. 

4.2 Contexts 

Context definition criteria. Defining context criteria is done according to se- 
curity related events that the SOCBox must react to, even if they are distributed 
scanning operations, fingerprinting, massive exploit testing, account brute forc- 
ing, spamming and so on. A full functional architecture of contexts is given in 
figure 6. 
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Fig. 5. Main correlation operations 



The first obvious criteria is the attacking and attacked host’s ID, which has 
to be standardized: 



— source, defining source as a context creation criteria allows sweeps detection, 
identification of the systems used as attack relays or compromised by worms 
and targeted hack-proofing. 

— target, contexts created by target criteria will provide information on scans 
(be they distributed, slow or ’’normal”) and, should it even be noticed, in- 
trusion attempts and system compromises. 
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Two arrays of context should then be defined, one with context matching 
sources, another matching targets. Each context of each array should then be 
considered as a top-level context for the context trees. The criteria to be matched 
by the smallest ’’branches” would be target ID (for contexts created by the source 
ID match) or source ID (for contexts created by the source ID match). 

While working with trivial data, the protocols and the ports of the targeted 
systems should form the criteria for the next level of context ’’branches”. This is 
mainly done in order to isolate single scanning operations from heavy repetitive 
attempts to compromise a system through a specific application. What is more, it 
helps to identify the various steps of an intrusion. Indeed one of the most common 
intrusion scenarios, is a wide portscan sweep followed by fingerprinting/version 
identification on open ports followed by an exploit launched on systems believed 
to be vulnerable. 

In order to identify which type of message is stored, thus starting a more 
accurate analysis of messages, a next level of context generation is performed 
according to the intrusion type ID. The last ’’branch” of contexts contains spe- 
cific intrusion ID, i.e. the characterization of each message. At this level we reach 
the atomic (except for duplicates) dimension of each message. This field refers to 
the Intrusion Table and will be responsible for the link between the correlation 
engine and system status information stored in the Knowledge Base. 



Contexts structure. As any correlation operation is exclusively performed on 
contexts, it appears that their structure is probably one of the most important 
aspects of the SOCBox. The functional architecture is made up of an array of 
context trees. Each tree contains 4 levels of branches, as described in figure 6. 



Contexts status. Another important characteristic of context is its status. We 
define three distinct statuses as detailed below: 

— active, context matches specific criteria (usually based on time but could be 
any other criteria), which could be a characteristic of an on-going intrusion 
process. Typically, such a context appears to be under a heavy load from the 
arrival of new messages and its analysis by the correlation engine should be 
set to the highest possible priority. 

— inactive, such a context either does not match ’’active” criteria or did not 
receive a specific closure code. This means that it is no longer analyzed by 
the correlation engine, but that it can be reactivated by the next message 
matching the same context criteria. 

— closed, in this state a context is completed. Any new message matching this 
context criteria will create a new context. 

Context status management is summarized in figure 7. 
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Fig. 6. Contexts functional architecture 




4.3 Analysis 

Structural analysis. The purpose of structural analysis is to identify on going 
intrusion attempts, manage context inactivity status and context closure con- 
ditions. In simple terms, structural analysis is a set of operations performed by 
independent modules on each context. Each module is activated by a specific 
message and performs analysis using a ’’standard” semantic. 

The output of the analysis modules is the result of several logical operations 
between autonomous conditions against fields of contexts. Figure 8 describes 
members of such operations. 
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Fig. 8. Analysis module structure 



Field conditions have the following structure: 
field operator <field I value> [!] 

It appears that the power of structural analysis relies on the number of oper- 
ators made available. However, the very structure of contexts provides embedded 
operations such as source, target, port correlation. This not only increases the 
number of ’’native” operators but also significantly improves the performances of 
structural analysis. The ! sign indicates that the field condition is to be matched 
in order to activate the module. 

Two kinds of events can activate analysis modules: messages and time. 

— messages, as described above, some field conditions must be matched in 
order to activate an analysis module. A header containing field conditions 
to be met, is then generated for each analysis module. Given the structure 
of analysis module, it appears that the header will be a set of logical OR 
operations, whose members will be field conditions that require the least 
amount of resources to be evaluated. 

— time, the analysis module header may also contain timer information forcing 
the correlation to be evaluated. This is mainly used for context closure and 
time dependent intrusions detection such as (slow) portscans, brute forcing, 
etc. 

Advanced correlation. Advanced correlation operations are performed in or- 
der to define the criticality of an intrusion attempt and evaluate if such an 
intrusion attempt is permitted according to the security policy. 

The functional analysis step is performed in order to evaluate system expo- 
sure to the intrusion and the overall impact of such an intrusion on the supervised 
system. Once the structural analysis has provided information about an occur- 
ring intrusion attempt, a request is made to Customer Status part of the K Box. 
This request contains the Intrusion ID and the Host token of the target. The 
response provides the following pieces of information: 

— criticality, is a value from an arbitrary scale, typically info-warning-minor- 
major-critical based. 
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— closure code, if the context is to be closed, usually because the target is not 
impacted by the intrusion attempt. 

— message, a new formatted message to be appended to the actual context, 
that may activate additional analysis modules. 

The purpose of this last analysis is to define if the attempts match the se- 
curity policy. This is mainly used to manage access to accounts but can also 
be implemented in the case of pre-programmed audits, portscans, etc. In such a 
situation a closure code is sent to the context. Technically, this analysis is per- 
formed in exactly the same way as structural analysis i.e. via specific modules 
whose structure is loaded from the security policy part of the K Box. 

5 Conclusion 

Intrusions are clearly taking place and there is thus a need for operational su- 
pervision systems today. Experience shows that a pragmatic approach needs to 
be taken in order to implement a professional SOC that can provide reliable 
results. The SOCBox is our response to these new threats. 

However, some research are still to be conducted to improve our architecture. 
Firstly, functionalities of the SOCBox have to be distributed on different network 
components. This will ensure the system scalability and messages will be better 
processed. Secondly, the correlation process could include a more sophisticated 
process in order to be more accurate. 
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Abstract. Internet becomes more and more popular, and most 
companies and institutes use web services for e-business to promote 
their business. As results, Internet and web services become core 
infrastructure for a business and become more and more important, but 
attacks against web services increase as the popularity of web services 
grows. Therefore, there are increasing needs of undisrupted web services 
despite of attacks. In this paper, contrast to previous approaches 
that detect and filter known attacks using known vulnerabilities and 
patterns, we proposed an intrusion tolerant system that can tolerate 
known vulnerabilities as well as unknown vulnerabilities by providing 
adaptation, redundancy and diversity. After detecting attacks, the 
system provides continuous web services using server adaptation and 
request filtering. 

Keywords: intrusion tolerance, survivability, web services. 



1 Introduction 

Advances of Internet make more people to use Internet services, and among these 
Internet services, web services are most popular and become important business 
tools. Web services disruptions can cause many problems, such as reduced num- 
ber of accesses, restoration costs, degradation of company credibility, and the 
like. According to the reports of CSI/FBI in 2001, 38 percent of web sites were 
affected by hacking, and among these sites 21 percent of them were not aware 
of hacking in their sites [1]. The Symantec/Riptech report published in January 
2002 says that 100 percent of web users experienced hacking incidents and 43 
percent of users experienced serious hacking incidents in 2001 [2]. 

Defense directions against hacking incidents can be divided into two cat- 
egories: the first one is intrusion blocking mechanisms, such as firewalls, user 
authentication, and virus scanning, and the second one includes intrusion detec- 
tion mechanisms. 

Since systems and networks become more and more complicated with the 
advance of technologies, the above mechanisms will have more limitations for 
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protecting resources as time goes by. Despite of lots of research efforts on com- 
puter security, there are many limitations to eliminate all the vulnerabilities of 
computer systems and networks [3]. Because of widespread uses of integration 
of COTS components and various distributed resources, defense mechanisms 
against attacks become incomplete and more vulnerable [4]. 

According to CSI/FBI reports, even though 95 percent of organizations have 
firewalls, 61 percent of them have IDS, 90 percent of them use access control, 
and 42 percent of them use digital signatures, attacks still occurred. These data 
indicate that both intrusion detection mechanisms and intrusion blocking mech- 
anisms apparently have limitations, so there should be new directions toward 
research areas, such as intrusion tolerant systems. 

Intrusion tolerant systems(ITS’s) are defined as systems that provide contin- 
uous services using filtering, recovery, and adaptation techniques even though 
attacks are occurred on the server [5, 6, 7, 8]. ITS’s can be composed with the 
following components: a resistance module, a recognition module, a recovery 
module, and an adaptation module. A resistance module is used to tolerate at- 
tacks, a recognition module is used to detect intrusions, a recovery module is 
used to recover damages caused by attacks, and an adaptation module is used 
to reconfigure components for continuous services after attacks. 

In this paper, we propose an intrusion tolerant system that can handle known 
vulnerabilities as well as unknown vulnerabilities using redundancy and diversity. 
Client categorization and adaptation techniques are also used to defend and 
adapt against attacks. 

The rest of this paper is organized as follows: After reviewing previous ap- 
proaches in Section 2, Section 3 shows an overall structure of our intrusion 
tolerant system, and each module is explained in detail in Section 4, followed by 
conclusions and future directions in Section 5. 



2 Related Work 

Feiyi Wang et. al [9,10,11] proposed an intrusion tolerant system called SITAR. 
In their approach, requests are forwarded to several web servers through accep- 
tance monitors, and responses are monitored in acceptance monitors and ballot 
monitors. An adaptive reconfiguration module takes care of reconfiguration and 
adaptation when attacks are detected. There are several problems with their ap- 
proach. 1) Their modules lack detailed design and implementation descriptions, 
and many issues are not addressed in their paper. It is not clear how the recon- 
figuration module works. 2) Since a request is forwarded to several web servers 
simultaneously, there is performance problem for handling requests. 

Partha P. Pal et. al at BBN Technologies explained intrusion tolerant sys- 
tems [4] . But their paper shows system strategies and requirements without any 
detailed system design, so it is just a preliminary report about intrusion tolerant 
systems. 

Even though there are some previous researches on intrusion tolerant sys- 
tems, more research and experiments are in need. Therefore, after reviewing 
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previous approaches, we designed an intrusion tolerant system and plan to im- 
plement a prototype. 

3 Overall System Structure 

Figure 1 shows a logical view of the proposed system which is called WITS, i.e. 
web server intrusion tolerant system. An intrusion tolerant server lies in front of 
more than one web server, and these web servers share a database. Each server 
can have more than one identical web service for redundancy and diversity, 
and more than one web server runs simultaneously. An intrusion tolerant server 
acts as a proxy server, and it relays requests and responses between clients and 
servers. 




Fig. 1. Overall Structure of Our Intrusion Tolerant System 



Data flow in this system is as follows: For requests from each client in the 
Internet, a new FRM (filtering and request handling module) process and a 
new VOM (voting module) process are created. An FRM process forwards re- 
quests to MRM (masking and recognition module) according to policies of ARM 
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(adaptive reconstruction module) or administrator’s manual settings. FRM runs 
request validation procedures which will be explained later, and if the request 
passed validation tests, the request is forwarded to a web server through MRM. 
After that, the MRM gets results from the web server and runs result validation 
procedures. If the results are ok, then they are forwarded to VOM. Otherwise, 
the validation test results are sent to ARM and the ARM performs filtering and 
reconstruction. In VOM, a selected result through voting is transmitted to the 
client that sent the request. AM’s(agent modules) reside in web servers, and 
collect information about web servers. 

Based on results of request and response validations, ’black’ lists are main- 
tained. These ’black’ lists are created using statistical information of relations 
between clients and URLs or between clients and web servers, and these lists 
allow system administrators to establish policies of filtering requests, restricting 
services, or selecting a web server for a request. The policies established here 
are used by FRM when requests are forwarded to MRM. Unknown attacks are 
detected through the response validation process. 

LHM(logging and health monitor) is responsible for collecting logs from mod- 
ules in the system as well as checking web server status or contents of web servers. 
To check integrity of contents, LHM keep MD5 hash values of contents that must 
be protected, and AM’s periodically recalculate hash values and send them to 
LHM. 

4 Web Server Intrusion Tolerant System (WITS) 

Our proposed intrusion tolerant system is mainly designed for web servers. In 
this section, we will address each module in WITS in detail. 

Main modules of WITS are FRM that filters known attacks and requests 
from clients in the black lists, MRM that detects intrusions or server faults, and 
ARM that performs adaptation and recovery functions. Other modules in WITS 
include VOM, LHM, and AM’s. 



4.1 Filtering and Request Handling Module (FRM) 

When FRM get web service requests from a client, a new FRM process is cre- 
ated to handle these requests. Main functions of FRM are to detect and filter 
known attacks against WITS and web servers, to transmit requests to MRM in 
accordance with policies of the system, and to send responses back to clients. In 
addition, FRM also synchronizes web sessions and cookies of clients. 



4.2 Masking and Recognition Module (MRM) 

The MRM exists between FRM and web servers, and it relays requests and 
responses after validating them. Figure 2 shows detailed data flows in FRM and 
MRM especially regarding validations. Objectives of validation checks are to 
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Fig. 2. Request and Response Checkers in FRM and MRM 



provide resistance against attacks and to provide validation values for ARM so 
that ARM can update policies. 

Validation checks can be divided into two kinds: request validation and re- 
sponse validation. Request validation procedures are performed in FRM. Request 
validation examines attack patterns and filters malicious requests to WITS and 
web servers. Results calculated in request validation are used to perform re- 
sponse validation. Both Request validation and response validation are executed 
in MRM. Results of validation procedures are sent to VOM and ARM. 

Request validation can prevent only know attacks. In contrast, since response 
validation examines responses of web servers, it can detect some unknown attacks 
and filter out these attacks in future. For example, if packets are generated in 
web servers without corresponding requests as CodeRed worm does, the packets 
can be regarded as attack packets and these packets can be dropped in VOM. 

4.3 Voting Module (VOM) 

A VOM process is created with a FRM process when requests from a new client 
arrive. Main functions of VOM are to collect validity values from MRM processes, 
to send a selected response to FRM, and to send voting results to ARM. Voting 
enables WITS to provide continuous web services even though there are attacks 
against some of web servers. As an example, when one web service is affected by 
attacks, if a request is forwarded to more than one web services, VOM can be 
able to select responses from unaffected web services using validity tests. 

Since a same attack will have different effects on different web servers, more 
robust web services can be provided by running diverse replicated web servers 
with same contents. In addition, replication of web contents gives redundancy to 
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the system, and correct contents can be selected by validation testing despite one 
of contents is modified by an attacker. The contents checking procedure compares 
modified time and MD5 hash values of response contents with pre-saved values. 
This procedure applies only to static web contents, and dynamically changing 
web pages cannot be examined. 

Statistical data generated in VOM are sent to ARM so that ARM updates 
policies of request filtering. To collect statistical data, the following validity 
scores are collected: 

- Web server : Validity scores of each server are collected, and the average 
scores are calculated. The higher validity score of a web server, the more 
requests are assigned to the server. 

- URL : Validity scores per URL are collected. 

- Client : Validity scores per client are collected and they are used for ARM 
to build the ’black’ lists. 

- URL vs web server : If one URL is replicated into several servers and 
requests to the URL are forwarded to more than one server, URL validity 
scores per web server are collected. 

- Client vs web server : Client validity scores per web server are also collected. 

Based on collected validity scores, scores per web server, URL, and client 
are calculated. These calculated scores are used to update policies for filtering 
requests, assigning MRM processes for requests, and the like. If more than one 
web server is running and the average validity score of a web server within a 
certain time frame is less than a threshold, the number of requests that the web 
server receives is decreased, and vice versa. 

4.4 Adaptive Reconstruction Module (ARM) 

ARM gets inputs from LHM, VOM, MRM, and Admin Module, and it updates 
filtering policies and executes reconstructions of web servers and data flows when 
necessary. Details about adaptations are addressed in the subsequent paragraphs. 

Changes of Web Server Assigning Methods. There are two kinds of web 
server assigning methods: all active and primary /backup. Initially, web servers 
are set as all active. As attacks increase, the assigning method is changed to the 
primary /backup method. 

Degree of Replication. Depending on intensity of attacks, the degree of repli- 
cation changes for a web server that is less vulnerable to that attack. Policies to 
determine the degree of replication are decided by administrators or statistical 
information from VOM. 
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For intrusion tolerance, our system provide different kinds of web servers, 
and if the validity score of a web server is higher than a certain threshold, the 
number of replicated servers is increased by one, and vice versa. 



Blacklist. Statistical information gathered from VOM is used to update policies 
and the blacklist. 

- IPs in the blacklist are filtered for accesses of a certain URL. 

“ An item in the blacklist is a certain IP, a URL for a certain IP, or a certain 
URL. 

- A certain URL is registered to the blacklist when the URL is under develop- 
ment or bugs are found in the URL, so that the URL is not accessible from 
outside. 

- For example, if the ratio of invalid ones is greater than 50 percent, put the 
requesting IP in the blacklist for request masking. 



Period of Health Monitoring. The period of health monitoring for web 
servers is reduced when the intensity of attacks is increased. 



4.5 Agent Module(AM) 

AM is communicated with other modules such as Admin module, MRM, and 
ARM. AM exists in a web server as a process, and its main functions are the 
following: 

- MD5 checksums are calculated for web pages, and the checksums are sent to 
LHM. 

- AM recovers web pages when the pages are affected by attacks. 

- AM executes reconstructions of the web server when reconstruction requests 
are received from ARM. 



4.6 Logging and Health Monitoring Module(LHM) 

Main functions of LHM which is executed as a process in WITS are to moni- 
tor health of web servers and other modules as well as to save logs of WITS. 
The period of health monitoring is dynamically changed based on conditions of 
WITS. Other functions of LHM are as follows: 

- LHM checks hash values of web pages periodically. If LHM finds errors in 
any web pages, it notifies AM so that AM can restore the pages. 

- If LHM finds errors or performance degradation from any modules, LHM 
notifies ARM for reconstructions or adaptation. 
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4.7 Other Components and Functions of WITS 

Administration Console. The administration console provides the following 
functions: 

- Interfaces to each module in WITS 

- To set and update policies in ARM 

- To monitor LHM 

- To select web pages to be protected 

- To checks logs gathered in LHM 



Unfiltered Transfer of Requests. To provide continuous web services, when 
WITS has problems and cannot provide proper services or WITS fails, requests 
and responses are relayed without any filtering. 

Recovery. When system faults occur, the recovery process is executed based 
on current recovery policies. The following activities are executed for recovery. 

- Administrators can select operating modes of web servers: all active or pri- 
mary /backup. 

- When a server was down due to a certain request, the following sequence of 
actions is taken for recovery. 

• In case of the primary /backup mode 

1. Stop the affected server. 

2. Make a backup server as a primary server. Send messages to filter 
requests from the source IP of the request, and notify administrators. 

3. Recover the affected server. If successful, make the server as a backup 
server. 

• In case of the all active mode 

1. Stop the affected server. 

2. Send messages to filter requests from the source IP of the request, 
and notify administrators. 

3. Recover the affected server. If successful, put the server to the active 
server list. 

- Contents are recovered using backup data when LHM finds content damages. 



Adaptation. ARM changes configurations such as web server operating modes 
and degree of replication, to respond to attacks, based on information about 
current server states and administrator’s commands. 

Figure 3 shows decision factors of adaptation. Reconstruction is done based 
on statistical data, system performance, and commands from administrators. 
If validity scores of a server are lower than a certain threshold, the number of 
requests that are assigned on the server will be reduced by one, and vice versa. 

Impact masking is used to filter a certain client for a certain URL. To decide 
impact masking, validity scores of client vs. URL are used. If the score is lower 
than a certain threshold, the client will be filtered. 
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Table 1. Comparisons of Information Assurance Systems 

WITS Intrusion De- IDS and Firewall Secure OS 

tection Systems 

(IDS’s) 

Summary Without changes IDS detects only Firewalls can Secure OS is di- 

of servers, WITS known attacks, block unused rectly installed in 

protects them and sends alert ports so that a target server, 
against known messages to they cannot be and parts of the 

attacks as well as administrators. used by attackers, server can be pro- 
unknown attacks. Application-level tected by Secure 

firewalls are not OS even though 
feasible for high- attacks are suc- 
speed networks, cessful. 

Attack De- WITS examines Based on known Same as IDS. It Attacks are 

tection requests to a patterns of may get fewer detected using 

server as well as attacks, IDS attacks because known patterns 

responses from detects and sends firewalls may of attacks, 

the server so alerts to admin- filter out some of 

that WITS can istrators. Alerts attacks, 
filter out both include a large 
known attacks portion of false 
and unknown positives, 
attacks. 

Stability Automatic recov- Even though IDS If firewalls fail, no It may cause new 
ery and adapta- fails, a server can network traffics vulnerabilities as 
tion allow WITS continue its ser- can pass through well as perfor- 
to provide more vices. firewalls. mance problems 

stable and contin- in the server, 

uous services to 
clients. 

Attack Request and re- None 

Blocking spouse validation 

is used in WITS. 

ARM also filters 
clients according 
to policies. 

Against WITS has a way Only known Only known Only known 

New Vul- of handling new attacks are attacks are attacks are de- 

nerabilities vulnerabilities. detected. detected. tected, but parts 

of the server can 
be protected by 
Secure OS even 
though attacks 
are successful. 



Firewalls can fil- It provides ac- 
ter specific IPs. cess control 

mechanisms. 
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Fig. 3. Decision Factors of Adaptation 



4.8 Summary and Advantages of WITS 

WITS executes passive protections against attacks, and it is designed to provide 
continuous web services and higher availability of data. Table 1 shows compar- 
isons WITS with other information assurance systems. As it is shown in Table 1, 
WITS has better than other systems in many aspects. The main advantages of 
WITS are I) it can provide more continous service than other lA systems, 2) it 
can block some unknown attacks, and 3) it can adapt against attacks. 



5 Conclusions and Future Directions 

Advances of Internet make more people use Internet services, and among these 
Internet services, web services are most popular and become important busi- 
ness tools or infrastructure. Web services disruptions can cause many problems, 
such as reduced number of accesses, restoration costs, degradation of company 
credibility, and the like. 

In this paper, we proposed an intrusion tolerant system, called WITS (Web 
Server Intrusion Tolerant System) that can handle known vulnerabilities as well 
as unknown vulnerabilities using redundancy and diversity. Client categorization 
and adaptation techniques are also used to defend and adapt against attacks. 

As future directions, with more various experiments, adaptation and recovery 
procedures must be strengthened. 
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Abstract. Currently there are no Internet access authentication pro- 
tocols available that support both symmetric and asymmetric crypto- 
graphic techniques, can be carried over arbitrary access networks, and are 
flexible enough to be re-used in all the likely future ubiquitous mobility 
access contexts. This article proposes the PANA/IKEv2 authentication 
protocol for heterogeneous network access as a step towards filling this 
gap. A security analysis of the PANA/IKEv2 protocol is also provided. 
This article aims primarily at contributing to the design of authentica- 
tion protocols suitable for use in future heterogeneous Internet access 
environments supporting ubiquitous mobility. 



1 Introduction 

According to the PAMPAS Project [1, pl35], “the increasing heterogeneity of 
the networking environment is one of the long-term trends which requires new 
security approaches. The main challenges include the investigation and devel- 
opment of unified, secure and convenient authentication mechanisms that can 
be used in different access networks” . Authentication and key agreement are the 
central components of secure access procedures for heterogeneous network access 
supporting ubiquitous mobility. 

Currently there are no authentication protocols available that can be carried 
over arbitrary access networks, and are flexible enough for use with all the various 
access technologies likely to be deployed to support future ubiquitous mobility. 
Furthermore, existing access procedures need to be made resistant to Denial- 
of-Service (DoS) attacks; they also do not provide non-repudiation. In addition 
to being limited to specific access media (e.g. 802. laa [2] for IEEE 802 links), 
some of these protocols are limited to specific network topologies (e.g. PPP [3] 
for point-to-point links) and are not scalable. 

Additionally, the cryptography used to support the access procedures can be 
based either on secret key (symmetric) or public key (asymmetric) techniques. 
Whereas the former requires the involvement of the home network during the 
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initial authentication process between a user and visited network, the latter 
allows for architectures that avoid on-line involvement of the home network, 
since authentication may then be based on certificates. Nevertheless, asymmet- 
ric techniques typically require a Public Key Infrastructure to support key dis- 
tribution, and use of this PKI may require on-line certificate status checking. 
While symmetric techniques are used almost exclusively today, it seems likely 
that asymmetric techniques will gain greater importance in future ubiquitous 
mobility access networks because of their greater flexibility. 

The recent IETF PANA (Protocol for carrying Authentication for Network 
Access^) work aims to provide a protocol [4] that will be a flexible and scal- 
able network-layer authentication carrier for access networks that support IP. 
PANA will be capable of transporting any EAP (Extensible Authentication Pro- 
tocol) method [5] to enable access authentication. In addition, the EAP-IKEv2 
protocol [6] specifies a way of encapsulating the first phase of the Internet Key 
Exchange (IKEv2) Protocol [7], which supports both symmetric and asymmetric 
authentication, within EAP. Once inside EAP, the IKEv2 parameters can thus 
be carried by PANA. In this paper we present a proposal for combining IKEv2 
authentication with EAP-IKEv2 and PANA, which we call PANA/IKEv2. 

The goal of the PANA/IKEv2 protocol is to provide an IP compatible, flexi- 
ble and scalable authentication method that allows a client to be authenticated 
by either symmetric or asymmetric techniques in a heterogeneous network access 
environment. The proposal adapts the security techniques used in IKEv2 to the 
PANA structure. The protocol runs between a client device and an agent device 
in the access network, where the agent may be a client of an AAA (Authentica- 
tion, Authorization and Accounting) infrastructure. 

Section 2 summarises the authentication and key exchange phase of the 
IKEv2 protocol. Section 3 describes the EAP-IKEv2 method, and Section 
4 explains the PANA protocol. Section 5 then describes the proposed new 
PANA/ IKEv2 authentication scheme. Section 6 analyses the threats to the 
PANA/IKEv2 protocol. Section 7 considers its advantages and disadvantages 
and, finally. Sections 8, 9, and 9 present possible further work, conclusions and 
acknowledgements . 



2 Authentication and Key Exchange via IKEv2 Protocol 

IKEv2 [7] is a component of IPsec (IP Security Protocol^) used for performing 
mutual authentication and establishing and maintaining security associations 
(SAs). IKEv2 is a protocol which consists of two phases: 

1. An authentication and key exchange protocol, which establishes an IKE-SA, 

2. Messages and payloads which allow negotiation of parameters (e.g. algo- 
rithms, traffic selectors) in order to establish IPsec SAs (i.e. Child-SAs). 

^ http:/ /www. ietf.org/html.charters/pana-charter.html 
^ http:/ /www. ietf.org/html.charters/ipsec-charter.html 
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In addition, IKEv2 also includes certain payloads and messages which al- 
low configuration parameters to be exchanged for remote access scenarios. The 
PANA/IKEv2 protocol defined here uses the IKEv2 payloads and messages from 
phase 1. 

IKEv2 is designed to address certain issues with IKEvl [8], as described in 
Appendix A of [7] . Important here are the reduced number of initial exchanges, 
support of legacy authentication, decreased latency of the initial exchange, op- 
tional DoS protection capability, and the resolution of certain known security 
defects. IKEv2 is a protocol that has received a considerable amount of expert 
review, and that benefits from the experience gained from IKEvl. The goal of 
PANA/IKEv2 is to inherit these properties through the EAP-IKEv2 method. 

IKEv2 also provides authentication and key exchange capabilities which al- 
low an entity to use symmetric as well as asymmetric cryptographic techniques, 
in addition to legacy authentication^ support, within a single protocol. Such flex- 
ibility seems likely to be important for heterogeneous network access supporting 
ubiquitous mobility, and is provided by PANA/IKEv2. 

For further information on IKEv2 and its design rationale, see Perlman [10]. 



3 An EAP Mechanism for Carrying IKEv2 

The EAP-IKEv2 protocol [6] is an EAP mechanism for authentication and ses- 
sion key distribution that uses IKEv2 [7] . It offers the security benefits of IKEv2 
without aiming to establish IPsec SAs. The authentication method used within 
EAP-IKEv2 differs from IKEv2 only in the computation of the AUTH^ payload. 

Figure 1 shows an EAP-IKEv2 message flow, which occurs between the Ini- 
tiator (/) and the Responder (R). I is also referred to here as the Client (acting 
on behalf of a user) , whereas R is referred to as the Authenticating Party. R may 
be co-located with the EAP server, which is the network element that termi- 
nates the EAP protocol [5]. However, the EAP server is typically implemented 
on a separate AAA server in the user’s home Internet AAA network, with whom 
R communicates using an AAA protocol. The core EAP-IKEv2 exchange (1) 
consists of three round trips, which may be reduced to two if the optional IKEv2 
DoS protection (2) is not used. 

In the EAP/IKEv2 authentication procedure, an identity request/response 
message pair {a,b) is first exchanged. Next, R sends (c) an EAP-Request /E AP- 
IKEv2 (Start) message. I sends back (d) a message that contains an IKEv2 
header (HDR^), a payload with the cryptographic suites supported by / for 

® Legacy authentication involves methods that are not strong enough to be used in 
networks where attackers can easily eavesdrop and spoof on the link (e.g. EAP-MD5 
[9] over wireless links). They also may not be able to produce enough keying material. 
Use of legacy methods can be enabled by carrying them over a secure channel (see 
also [4,7]). 

AUTH contains data used for authentication purposes; see subsection 3.8 of [7]. 

® HDR contains Security Parameter Indexes (SPIs), version numbers, and flags of 
various sorts. SPIs are values chosen by 1 and R to identify a unique IKE_SA. 
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Fig. 1. EAP-IKEv2 message flow. The name of each message is shown, followed 
by the contents of the message in round brackets. Square brackets are used to denote 
optional fields. 



the IKE_SA (SAil), a Difhe-Hellman [11] value (KEi), and a nonce (Ni). Next, 
we may optionally have an IKEv2 DoS protection round trip (e, /) based on 
‘cookies’ [7]. After that, R sends a message {g) that contains its choice of a 
cryptographic suite from among Ps offers (SArl), its value to complete the 
Difhe-Hellman exchange (KEr), and its nonce® {Nr). At this point, each party 
can generate the SKEYSEED value (computed as a pseudo random function 
(prf) of Ni, Nr and the Difhe-Hellman shared secret), from which the keying 
material for the IKE_SA is derived. All but the IKEv2 headers of the messages 
that follow are encrypted and integrity protected^, and this is indicated using 
the notation SK{. . . }. 

I sends back {h) a message to assert its identity (IDi), to prove knowledge 
of the secret corresponding to IDi, and to integrity protect the contents of the 
hrst two messages with AUTH (see subsection 2.15 of [7]). It may also send 
its certihcate {CERT) and a list of its ‘trust anchors’, i.e. the names of the 
CAs whose public keys it trusts [12] {CERTREQ); the optional IDr payload 

HDR(A,0) means that 7 assigned the SPI ‘A’ and R did not assign its SPI yet, 
while HDR(A,B) means that I assigned the SPI ‘A’ and R assigned the SPI ‘B’. 

® Nonces are inputs to cryptographic functions; they contain pseudo random data 
used to guarantee liveliness during an exchange, and protect against replay attacks. 
^ The recipients must verify that all signatures and MACs are computed correctly, 
and that the ID names correspond to the keys used to generate the AUTH payload. 
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enables I to specify which of R’s identities it wants to talk to (e.g. when R 
is hosting multiple IDs at the same IP address). R then asserts its identity 
(IDr), optionally sends one or more certificates {CERT), and authenticates its 
identity with AUTH (i). Start (c) and Finish (j) messages are required due to 
the asymmetric nature of IKEv2, and due to the Request/Response message 
handling of EAP. The message flow finishes with an EAP-Success message (fc). 

Man-in-the-middle attacks discovered in the context of tunnelled authentica- 
tion protocols (see [13] and [14]) are applicable to IKEv2 if legacy authentication 
is used with the inner EAP [9]. To counter this threat, IKEv2 provides a com- 
pound authentication by including the inner EAP session key inside the AUTH 
payload (see Subsection 6.1). 



4 Protocol for Carrying Authentication for Network 
Access (PANA) 

This section briefly introduces the draft PANA protocol [4], a link-layer agnos- 
tic transport for EAP to enable client-to-network access authentication. PANA 
runs between a PaC (PANA Client) and a PAA (PANA Authentication Agent) 
situated in the access network, where the PAA may optionally be a client of 
an AAA infrastructure. PANA carries any authentication mechanism that can 
be specified as an EAP method (e.g. EAP/IKEv2), and can be used on any 
link that supports IP. The header of every PANA packet contains two sequence 
numbers to provide ordered delivery of EAP messages: one transmitted sequence 
number (tseq), and one received sequence number (rseq). The payload of any 
PANA message consists of zero or more Attribute Value Pairs (AVPs), e.g. an 
optional cookie AVP, used for making an initial handshake robust against ‘blind 
DoS attacks’ [4], a MAC AVP, protecting the integrity of a PANA message, or 
an EAP AVP, which transports an EAP payload. 

Two important features of PANA, namely the security association (SA) and 
re-authentication, are now described. Once the EAP method has completed, a 
session key (e.g. the EAP/IKEv2 MSK) is shared by the PaC and the PAA. The 
session key is provided to the PaC as part of the EAP key exchange process, 
and the PAA can obtain the session key from the EAP server via the AAA 
infrastructure (if used) . PANA S A establishment based on the EAP session key 
is required where no physical or link layer security is available. Two types of 
re-authentication (or fast reconnection) are supported by PANA. The first type 
enters the chosen EAP method (e.g. EAP/IKEv2) at the authentication phase, 
where the initial handshake phase can be omitted. If there is an existing PANA 
SA, PANA.auth messages carrying the EAP fast reconnection process can be 
protected with a MAC AVP. The second type is based on a single protected 
PANA message exchange without entering the authentication phase. If there is 
an existing PANA SA, both PaC and PAA can send a PANA_reauth_request to 
the communicating peer and expect the peer to return a PANA_reauth_answer, 
where both messages are protected with a MAC AVP. 
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5 PANA/IKEv2 Authentication Procedure 



The PANA/IKEv2 mechanism proposed here involves three functional entities, 
namely the PaC (also referred to here as the client, user or subscriber), the 
PAA (or authenticating party) and the EAP server. The PaC is associated with a 
network device and a set of credentials that are used to prove the PaC identity for 
network access. The PAA authenticates the credentials provided by the PaC and 
grants network access. In the context of this article, the EAP server is assumed 
to be implemented on the AAA server. The PAA is thus an AAA client that 
communicates with the user’s EAP server through an AAA protocol supporting 
EAP (e.g. Diameter EAP [15]) and key wrap (e.g. Diameter CMS [16], where 
this involves encrypting a content-encryption key using a key encrypting key). 

PANA/IKEv2 also involves a further entity, namely the EP (Enforcement 
Point), which may be co- located with the PAA, which applies per-packet en- 
forcement policies (i.e. filters) to the traffic of the PaC’s devices. 
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Fig. 2. PANA/IKEv2 full authentication procedure. The name of each message 
is shown, followed by the contents of the message in round brackets. Square brackets 
are used to denote optional fields. 
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Figure 2 shows the PANA/IKEv2 full authentication procedure, which has 
three main phases: (1) Discovery and initial handshake, (2) Authentication, and 
(3) Authorization. In the Discovery phase, an IP address for the PAA is identi- 
fied, and a PANA/IKEv2 session is established between the PaC and the PAA, 
following the PANA model (see subsection 4.2 of [4]). In the Authentication 
phase, the main focus of this article and further explained below, EAP/IKEv2 
messages encapsulated in PANA/IKEv2 are exchanged between the PaC and the 
PAA. At the end of this phase, a PANA SA is established, including the provision 
of a shared secret EAP/IKEv2 session key, called the ‘Pre-Master-Secret’ [6] or 
KEYMAT^ , exported as part of the EAP keying framework [17] for further key 
derivation; we call this the PANA/IKEv2 SA. During the Authorization phase, 
a separate protocol is used between the PAA and the EP to manage the PaC 
network access control. After this phase, the established PANA/IKEv2 session 
as well as the PANA/IKEv2 SA is deleted, following the PANA standard (see 
subsection 4.5 of [4]). 

During the Authentication phase, the first PANA_auth_request message (a) 
issued by the PAA encapsulates an EAP-Request/Identity payload. The PaC re- 
sponds (6) with a PANA_auth_answer, which carries an EAP-Response/Identity 
payload including the user identifier Id. After that, an EAP-Request/EAP- 
IKEv2 (Start) packet is transported in a PANA_auth_request (c). The PaC sends 
back (d) a PANA_auth_answer carrying the EAP-Request/EAP-IKEv2 payload, 
which contains HDR, SAil, KEi, and also Ni, the random number chosen by the 
PaC. Next, we may optionally have an IKEv2 DoS protection round trip (e, /). 
The next PANA_auth_request message (g) issued by the PAA includes the EAP- 
Request/EAP-IKEv2 packet that contains SArl, KEr, the random number Nr 
chosen by the PAA, and CERTREQ, an optional list of the PAA trust anchors. 
At this point, each party can derive the keying material for that IKE_SA. All 
but the HDRs of the messages that follow are encrypted and integrity protected. 

On receipt of this message, the PaC sends back (h) a PANA_auth_answer 
message with its identity IDi, an AUTH value, and the following optional pay- 
loads: CERT^, CERTREQ, and IDr, which enables the PaC to specify which 
of PAA’s identities it wants to talk to. The notation SK{. . .} here indicates 
that the content between brackets is encrypted and integrity protected. The 
PAA then sends a PANA_auth_request to assert its identity (IDr); this message 
also includes AUTH and optionally CERT{i). An EAP-Response/EAP-IKEv2 
(Finish) packet is transported in a PANA_auth_answer (j). 

Finally the PAA encapsulates the EAP-Success packet in a 
PANA_bind_request message sent to the PaC (fc), and receives back an 
acknowledge through a PANA_bind_answer {1). Both PANA_bind messages are 

® KEYMAT is derived from Ni, Nr, and a temporary key called SK_d using a pseudo 
random function. The key SK_d is taken from the bits output by another pseudo 
random function, using SKEYSEED, Ni, Nr, SPIi, and SPIr as inputs [7]. 

® If any CERT payloads are included, the first certificate provided will contain the 
public key required to verify the AUTH field. For symmetric techniques, CERT and 
CERTREQ payloads are not required in IKEv2 (see [7]). 
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protected by a MAC AVP; they may optionally contain a Protection-Capability 
AVP to indicate if link-layer or network-layer encryption should be initiated 
after PANA/IKEv2. They are also used for binding device identifiers of the 
PaC and the PAA, via Device-Id AVP, to the PANA/IKEv2 SA established at 
the end of the authentication phase. 

6 Security Analysis 

In this section, security threats to the proposed PANA/IKEv2 protocol are con- 
sidered. The security of the proposed PANA method is based on IKEv2 [7]. 

6.1 Man-in-the-Middle Attacks 

Care has to be taken to avoid man-in-the-middle attacks arising when tun- 
nelling is used, e.g. when using the Protected Extensible Authentication Pro- 
tocol (PEAP) [18], or when EAP/IKEv2 is part of a sequence of EAP methods. 
Such vulnerabilities can arise (see, for example, Asokan et al. [13]) even when the 
authentication protocols used at the various ‘levels’ are in themselves secure (the 
man-in-the-middle attack described is taken into account in IKEv2) . When such 
attacks are successfully carried out, the attacker acts as an intermediary between 
a PaC victim and a legitimate PAA. This allows the attacker to authenticate 
successfully to the PAA, as well as to obtain access to the network. 

As a solution to the problem, Asokan et al. [13] and Puthenkulam et al. [14] 
suggest to cryptographically bind the session keys of the two phases. This can be 
achieved by binding together the tunnel session key T (a typical example of T is 
the TLS master key derived in the TLS handshake of PEAP) and the KEYMAT 
derived from the EAP/IKEv2 method, to generate an ultimate session key K. 
There are two ways to achieve the necessary binding between KEYMAT and K. 
In the first method the binding is established directly by taking KEYMAT in 
addition to T as input to the computation of the session key K. This provides 
implicit authentication of the PaC. The second method is to make use of a 
cryptographic check value to verify that the PaC who is in possession of T is 
also in possession of KEYMAT. This second type of binding provides explicit 
authentication of the PaC. 

In addition to authentication based on secret key or public key techniques, 
IKEv2 supports authentication using EAP [9] legacy mechanisms. Using PANA/ 
IKEv2 in these scenarios leads to an outer EAP/IKEv2 exchange transporting 
an inner EAP legacy method, such as the example provided by Tschofenig and 
Kroeselberg [6], where EAP/IKEv2 encapsulates an EAP/SIM [19] message flow. 
For inner EAP legacy methods that create a shared key as a side effect of au- 
thentication (e.g. the MSK derived from EAP/SIM), that shared key must be 
used by both the PaC and PAA to generate an AUTH payload. 

Even when tunnelling, an EAP sequence of methods, or EAP legacy mecha- 
nisms are not used with PANA/IKEv2, user data need to be integrity protected 
on physically insecure networks to avoid man-in-the-middle attacks and session 
hijacking. 
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6.2 Identity Confidentiality and Integrity Protection 

In PANA/IKEv2, a large number of identities are required due to nesting of 
authentication methods, and due to multiple uses of identifiers for routing (i.e. 
authentication end point indication) . The identifier types and their requirements 
for confidentiality and integrity protection are as follows. 

The identifier Id, used in the first round trip of the PANA/IKEv2 authenti- 
cation phase (6), indicates where the EAP messages terminate; it is not used to 
identify the PaC, and thus it does not allow the adversary to learn the identity 
of the PaC. The identifiers IDi and IDr are used respectively to identify the 
PaC and PAA; IDi can be associated with a user identifier (e.g. an email ad- 
dress), and IDr can be a fully-qualified domain name (FQDN). Both identifiers 
are of importance for the PANA/IKEv2 Authorization phase (3), and are thus 
encrypted and integrity protected by PANA/IKEv2. 

The transport of inner EAP legacy methods by PANA/IKEv2 adds further 
identifiers: the inner EAP identifier (i.e. an NAI [20]), and a separate identi- 
fier for the selected EAP legacy method (e.g. an IMSI [19]). These identifiers 
are also encrypted and integrity protected by the PANA/IKEv2 SA up to the 
PANA/IKEv2 endpoint. 

In summary, PANA/IKEv2 includes identity confidentiality and integrity 
protection support, which protects the privacy of the PaC and PAA identities 
against passive (e.g. eavesdropping) and active attackers (e.g. impersonation of 
the access network). 



6.3 Mutual Authentication 

PANA/IKEv2 provides mutual authentication via the IKEv2 mechanisms. The 
PaC believes that the PAA is authentic because the network sent a correct IDr 
name, which corresponds to the input used to generate the AUTH value. The 
PAA believes that the PaC is genuine because the received IDi matches the 
input used to compute the AUTH value. Moreover, PANA/IKEv2 validates the 
EAP AVP exchanges through its PAN A message validity check scheme (Section 
4.1.6 of [4]). 



6.4 Key Derivation 

PANA/IKEv2 supports session key derivation through the EAP/IKEv2 method. 
It is good security practice to use different keys for different applications. To ex- 
port an IKEv2 session key as part of an EAP keying framework [17], Tschofenig 
and Kroeselberg [6] suggest deriving another session key for use with EAP, re- 
ferred to as the ‘Pre-Master-Secret’. They reuse the IKEv2 key derivation func- 
tion, specified in Section 2.17 of [7], to export a freshly generated KEYMAT as 
a ‘Pre-Master-Secret’ for further EAP/IKEV2 key derivation. 
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6.5 Service Theft and Dictionary Attacks 

PANA/IKEv2 does not specify any mechanism for preventing service theft. 
Therefore an attacker can gain unauthorized access to the network by stealing 
service from another user, spoofing both the IP and MAC addresses of a legit- 
imate PaC to gain unauthorized access. In a non-shared medium, service theft 
can be prevented by simple IP address and MAC address filters. In shared links, 
filters are not sufficient to prevent service theft as they can easily be spoofed (as 
described by Parthasarathy [21]). A recent draft [22] describes how an IPsec^° 
SA can be established to secure the link between the PaC and the EP, which 
can be used to prevent service theft in the access network. 

Because PANA/IKEv2 is not a password protocol, it is not vulnerable to 
dictionary or social engineering attacks, assuming that the pre-shared secret or 
the key used for digital signature are not derived from a weak password, name, 
or other low entropy source. 

6.6 Perfect Forward Secrecy, Brute-Force Attacks, and Generation 
of Random Numbers 

PANA/IKEv2 generates IKEv2 keying material using an ephemeral Diffie- 
Hellman exchange, in order to gain the property of “perfect forward secrecy” 
[7]. Support of this property requires that, when a connection is closed, each 
endpoint forgets not only the keys used by the connection but any data that 
could be used to recompute those keys. 

The Diffie-Hellman exchange must be based on one of the groups defined 
in [7], where all but the first of the groups (which is only present for historical 
reasons) offers security against any computationally feasible brute force attack. 
It is assumed that all Diffie-Hellman exponents are erased from memory after 
use. 

In the context of the PANA/IKEv2 SA, four cryptographic algorithms are 
negotiated: an encryption algorithm, an integrity protection algorithm, a Diffie- 
Hellman group, and a pseudo-random function (prf). The prf is used for the 
construction of keying material for all of the cryptographic algorithms used. The 
strength of all IKEv2 keys is limited by the size of the output of the negotiated 
prf function. For this reason, a prf whose output is shorter than 128 bits (e.g. 
a CBC-MAC derived using a 64-bit block cipher) shall never be used with the 
PANA/IKEv2 protocol. Finally, a PANA/IKEv2 implementation also needs to 
use a good source of randomness to generate the random numbers (nonces) 
required in the protocol^^. 

6.7 Integrity, Replay Protection, and Confidentiality 

The protection of signaling packet exchanges through the PANA/IKEv2 SA pre- 
vents an opponent from acting as a man-in-the-middle adversary, from session 

http:/ /www. ietf.org/html.charters/ipsec-charter.html 

See [23] for details on generating random numbers for security applications. 
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hijacking, from injecting packets, from replaying messages, and from modifying 
the content of the exchanged messages. Also, as with all PANA methods, in 
PANA/IKEv2 an integrity object is defined, supporting data-origin authenti- 
cation, replay protection based on sequence numbers, and integrity protection 
based on a keyed message digest. 

Moreover, in PANA/IKEv2 all but the headers of the IKEv2 messages that 
follow the Diffie-Hellman exchange are encrypted and integrity protected. The 
recipients must verify that all signatures and MACs are computed correctly, and 
that the ID names correspond to the keys used to generate the AUTH payload. 
The use of nonces guarantees liveliness during an exchange, and also protects 
against replay attacks. 



6.8 Negotiation Attacks and Fast Reconnection 

EAP method downgrading attacks might be possible because PANA/IKEv2 does 
not protect the EAP method negotiation, especially if the user employs the 
EAP/IKEv2 identifier with other EAP methods. Nevertheless, the EAP docu- 
ment [5] describes a method of avoiding attacks that negotiate the least secure 
EAP method from among a set. If a particular peer needs to make use of different 
EAP authentication methods, then distinct identifiers should be employed, each 
of which identifies exactly one authentication method. In any case, some pro- 
tection against such an attack can be offered by repeating the list of supported 
EAP methods protected with the PANA/IKEv2 SA. 

PANA/IKEv2 does not support EAP/IKEv2 protocol version negotiation, 
but supports cipher suite negotiation through IKEv2. 

In line with Section 4, PANA/IKEv2 supports two types of fast reconnection. 
Since fast reconnection does not involve the entire AAA communication, it gives 
performance benefits. 



6.9 Denial-of-Service Attacks and Use of Cookies 

PANA sequence numbers and cookies provide resistance against blind resource 
consumption DoS attacks, as described in [4]. But PANA does not protect the 
EAP/IKEv2 method exchange itself. Since in particular the PAA is not allowed 
to discard packets, and packets have to be stored or forwarded to an AAA 
infrastructure, the level of risk of DoS attacks largely depends on the chosen 
EAP/IKEv2 message flow. 

The EAP/IKEv2 method offers an optional DoS protection capability in- 
herited from IKEv2, which also uses cookies and keeps the responder stateless 
when it receives the first IKEv2 message. If DoS protection is required then an 
additional round trip is necessary. 

It follows that in PANA/IKEv2 there can be at most two levels of cook- 
ies: PANA cookie and IKEv2 cookie. Since both cookies are optional, there are 
theoretically four possibilities: 

a) Both PANA and IKEv2 cookies are used. 
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b) Only PANA cookies are used, 

c) Only IKEv2 cookies are used, 

d) Cookies are not used by either PANA or IKEv2. 

Option a) is redundant, and option d) should only be employed when the 
access network is physically secure and there is no risk of DoS attacks. 

The PANA/IKEv2 protocol also enables both the PaC and the PA A to trans- 
mit a tear-down message [4] . This message causes state removal, a stop to the ac- 
counting procedure, and removes the installed packet filters. Thus such a message 
needs to be protected to prevent an adversary from deleting state information 
and thereby causing DoS attacks. PANA/IKEV2 supports protected tear-down 
messages by using a MAC AVP, which neutralizes this threat. 

7 Advantages and Disadvantages 

In this section, the PANA/IKEv2 proposal is assessed with respect to how well it 
addresses security issues arising in future heterogeneous network access scenarios 
supporting ubiquitous mobility. The main advantages of PANA/IKEv2 in this 
context are as follows. 

— PANA/IKEv2 is implemented using PANA, a flexible and scalable network- 
layer access authentication protocol. Such a protocol is necessary when link- 
layer authentication mechanisms are either not available or unable to meet 
the overall requirements, or when multi-layer authentication is needed. 

— PANA/IKEv2 also derives from IKEv2, which supports both symmetric and 
asymmetric mutual authentication, in addition to legacy authentication sup- 
port, within a single protocol. Because of its greater flexibility, it seems likely 
that public key authentication will gain greater importance in future ubiq- 
uitous mobility access networks. 

— PANA/IKEv2 is based on the EAP/IKEv2 method. This method enables 
the use of the existing IKEv2 infrastructure (e.g. the use of X.509 certifi- 
cates [12]) in a number of new scenarios; it also enables use of IKEv2 in 
a transparent way. PANA/IKEv2 also includes identity confidentiality and 
integrity protection support, has the perfect forward secrecy property, and 
is not vulnerable to brute-force or dictionary attacks. 

~ The PANA/IKEv2 SA prevents man-in-the-middle attacks, session hijack- 
ing, packet injection, message replay, and content modification of the ex- 
changed packets. The PANA/IKEv2 integrity object supports data-origin 
authentication, replay protection based on sequence numbers, and integrity 
protection. The use of nonces guarantees liveliness during an exchange, and 
also protects against replay attacks. 

— PANA/IKEv2 provides ordered delivery of messages with sequence numbers, 
which along with cookies provides protection against blind DoS attacks. 
PANA/IKEv2 also offers an optional IKEv2 DoS protection capability. 

— PANA/IKEv2 provides confidentiality and integrity protection of the IKEv2 
payload, and includes IKEv2 cipher suite negotiation. PANA/IKEv2 also 
supports two types of fast reconnection, resulting in performance benefits. 
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The disadvantages of the proposed PANA/IKEv2 protocol are as follows: 

— PANA/IKEv2 does not specify any mechanism for supporting EAP/IKEv2 
version negotiation. 

— PANA/IKEv2 does not specify any mechanism for preventing service theft. 
On the other hand, because PANA/IKEv2 is just a signalling protocol and 
does not carry user data traffic, in fact it does not have to formally specify 
any mechanism for preventing service theft. However, since EAP/IKEv2 has 
key derivation functionality, it is possible to establish a local IPsec tunnel to 
provide service theft prevention. 



8 Further Work 

The session key derivation procedure in the current version of PANA/IKEv2 
depends heavily on the EAP/IKEv2 protocol. Therefore one interesting alterna- 
tive may be to adopt one of the unified EAP session key derivation approaches 
for multiple applications currently being investigated (see, for example, Salowey 
and Eronen [24]), instead of adopting the existing scheme from EAP/IKEv2. An 
analogous scheme to PANA/IKEv2 would be to specify the GPRS GMM au- 
thentication protocol [25] as an EAP method (e.g. Buckley et al. [26]), enabling 
its use with PANA. Another interesting new application would be the transport 
of EAP Archie (see Walker and Housley [27]) by PANA. 

9 Conclusions 

“Heterogeneous network access control security” received the highest rating value 
in the list of open research issues for future mobile communication systems pro- 
duced by the PAMPAS Project [1, p65]. In this paper, we have proposed the 
new PANA/IKEv2 protocol, in order to provide an IP compatible, flexible and 
scalable authentication method that allows a client to be authenticated using 
either symmetric or asymmetric techniques to an arbitrary access network. 

The protocol is based on PANA, a network-layer access authentication proto- 
col carrier, which communicates, via EAP, with an AAA infrastructure. PANA/ 
IKEv2 is also based on EAP-IKEv2, which permits use of the IKEv2 infrastruc- 
ture in future heterogeneous Internet access scenarios. PANA/IKEv2 prevents 
man-in-the-middle attacks, session hijacking, packet injection, message replay, 
content modification, and blind DoS attacks. It provides data-origin authen- 
tication, replay protection using sequence numbers and nonces, and integrity 
protection. As well as supporting identity and IKEv2 payload confidentiality, it 
allows IKEv2 cipher suite negotiation, and is not vulnerable to brute-force or 
dictionary attacks. 

The performance gains arising from the two types of fast reconnection, the 
increase in flexibility provided by the public key based authentication option, and 
the benefits of security given by the PANA/IKEv2 SA make the PANA/IKEv2 
scheme potentially attractive to all operators wishing to offer to their users 
heterogeneous Internet access in ubiquitous mobility networks. 
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Abstract. IP version 6 is a new version of the Internet Protocol, designed as the 
successor to IP version 4(IPv4). IPv6 is now a deployment phase. For Security 
of IPv6 network, IPsec(IP Security) is designed hy IPsec Working Group of 
IETF. IPsec(IP Security) offers not only Internet security service such as Inter- 
net secure communication and authentication but also the safe key exchange 
and anti-replay attack mechanism. Recently, Several Project implement IPv6 
IPsec on the various Operating Systems. But there is no existing tool that 
checks the servers, which provide IPsec services, work properly and provide 
their network security services well. In this paper, we design and implement an 
automatic security evaluation system for IPv6 network. This system is operated 
on Windows and UNIX platform and operated on IPv6 network. We developed 
the system using Java and C language. 



1 Introduction 

IP version 6(IPv6) is a new version of the Internet Protocol, designed as the successor 
to IP version 4(IPv4). IPv6 is finally gaining market momentum after many years of 
getting attention mainly in the standard forums, due to two recent market trends: the 
growing shortage of available IP addresses, mainly in the Far East, and the upcoming 
deployment of 3G mobile networks with IP address assignment per individual wire- 
less phone or handheld device[l]. The changes from IPv4 to IPv6 fall primary into 
the following categories: Expanded Addressing Capabilities, Header Eormat Simpli- 
fication, Improved Support for Extensions and Options and Elow Labeling Capability. 
Currently 43 RFCs and 22 Internet drafts related to IPv6 have been made by IETF 
Internet Area IPv6 Working Croup. [2] IPv6 is now a deployment phase. Several 
pieces of network equipment that support IPv6 have been shipped, and some network 
providers have started IPv6 commercial services. However, more implementations 
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and experiments are necessary in some areas. One such ongoing field is Security for 
IPv6 

For Security of IPv6 network, IPsec(IP Security) is designed by IPsec Working 
Group of IETF. Currently nearly 18 RFCs and 30 Internet drafts related to IPsec pro- 
tocols have been made[2-7]. IPsec is a method of protecting IP datagrams. This pro- 
tection takes the form of data origin authentication, connectionless data integrity, data 
content confidentiality, anti-replay protection, and limited traffic flow confidentiality. 
IPsec can protect any protocol that runs on top of IPv4 and IPv6 such as 
TCP(Transmission Control Protocol), UDP(User Datagram Protocol) and 
ICMP(Internet Control Message Protocol). Recently, Several Projects such as KAME, 
USAGI [8-9] implement IPv6 IPsec on the various Operating Systems. 

In order to maintain the security of the network, we need the security evaluation 
tool that can check current security status of the network. But there is no existing such 
a tool which checks the IPv6 servers that provide IPsec services work properly and 
provide their network security services as well. 

In this paper, we design and implement an automatic security evaluation system 
for IPv6 network. This system is originally intended for testing Universal IPv6 secu- 
rity Engine that is developed by ETRI. But this evaluation system can be applied to 
any IPv6 security engine because it exists independently and it is up to standard 
document such as IETF RFC 2401, 2402, 2406, 2407 and so on. 

The Security Evaluation System is based on rule, so it is able to automate the secu- 
rity test of the network and it can cope with new vulnerability easily without modify- 
ing the system. If its users get information about new vulnerability, then they can add 
Security Test Rules that can handle the new vulnerability. 

The Paper is organized as follows. Section 2 presents the architecture of the secu- 
rity evaluation system. Section 3 presents the implementation of the system. Einally 
the conclusion is given in section 4. 



2 Architecture of the Security Evaluation System 

Figure 1 shows the architecture of the security evaluation system. The system is di- 
vided into following parts. 

Evaluation Engine, controlling the whole system 
DBMS (Data Base Management System) 

Agent 

Security Evaluation Modules 



2.1 Evaluation Engine 

Evaluation Engine consists of System Configuration, Database Control and Rule 
Interpreter. 




152 



J. Nah et al. 



System Configuration. System configuration can be divided into four units: Access 
Control, Agent Registration, Module Registration and Directory Setup. Access Con- 
trol Unit provides user authentication service. Agent Registration Unit performs 
registration of agent name, agent type, DB name and host information in which agent 
has been installed. Module Registration Unit registers information about a module 
such as module name, installation path and description of a module. Directory Setup 
Unit defines the directory path for storing data such as temporal data and packet data 
generated during the evaluation process. 

Database Control. Database Control Unit in Fig. 1 generates and manages database. 
A System Administrator can define, modify and delete Security Evaluation Rules 
with Rule DB Control Unit. Result Search Unit has the functions of search and dis- 
play the test results. Collection Data Control Unit receives the packet by using Socket 
Handler from agents that is installed in a remote host during the test process, and 
stores received data and its information into Collection Data DB. 

Rule Interpreter. Rule Interpreter will be described in section 2.2 




DBMS 
t Rule Data 

I Collection Data 
I Temp Data H 



Module 

Send Packet Module 

Encryption/ Decryption 
Module 



Evaluation Engine 
f System Configuration^ 




Target System 






Fig. 1. Architecture of the Automatic Security Evaluation System 



2.2 Rule Interpreter 

Rule Interpreter reads test rule from Rule Data DB and then interprets and performs 
the rules. Parser in Rule Interpreter has the function of analyzing the syntax of the 
Test Rules from the Rule Data DB that are selected for the security evaluation. Flow 
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Control Block performs the Control Command and calls the External Interface Block 
when Test Rule requests the execution of specific Security Analysis Module. Control 
Commands are shown in Table 1. External Interface Block controls the agent and 
operates DB such as Temp Data and Collection Data. And it manages and executes 
the modules. The processing flow of Rule Interpreter is shown in Eig. 2. 



Table 1. Control Command 



Command 


Syntax 


IE 


IE condition THEN 
statements ... 
[ELSE] 

statements ... 
ENDIF 


EOR 


EOR initial value, final value [STEP step-value] 
statements ... 

NEXT 


DO 


DO [WHILE condition] 
statements ... 

LOOP [UNTIL condition] 


BREAK 


BREAK 


PRINT 


PRINT display statement 


COMMENT 


H ... or /* ... */ 




Fig. 2. Processing Flow of Rule Interpreter 

External Interface Block contains predefined functions. Table 2 shows the list of 
predefined functions that can be executed by External Interface Block. 

We implemented sniffer and sndpkt function that could be contained to the com- 
mand field in Table 2. Sniffer function is used for a sniffing packet, in accordance 
with the specified rule, from the network, a remote host or Database. Currently, snif- 
fer function can sniff the packets generated by the protocols that are used by IPsec 
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such as ISAKMP(Internet Security Association and Key Management Protocol), 
AH(Authentication Header), ESP(Encapsulating Security Payload), SNMP(Simple 
Network Management Protocol), IP(Internet Protocol), ICMP(Internet Control Mes- 
sage Protocol) and so on. 

Sndpkt function is used for sending a packet that is stored in its system to the target 
host by Raw Socket interface. Current the sendpkt function can send the packet such 
as AH, ESP, ISAKMP, IP, ICMP. You can see the examples of test rule in section 3. 

Table 2. Predefined Functions of External Interface Block 

SQL(output DB, Query, input DB) 

Process the query from input DB and stores the results in the output DB so 
that the next Test Rule can use them. 

AGENT(command, START[or STOP]) 

Start or stop execution of agent, and it is possible to specify an execution op- 
tion by its command field. 

MODULE(command) 

Execute Module, and it is also possible to specify Module name and execu- 
tion option by its command field. 

SAVE( filename, query, input DB) 

Process the query from input DB and stores the results in the file specified by 
its filename field. This file is used for sending a packet for the security test. 



2.3 DBMS 

The Databases used by Security Evaluation System are Collection Data, Rule Data, 
Result Data and Temp Data. 

Collection Data stores the various kinds of protocol data that the agent transmits. 
The protocol which is stored in the each table is the Ethernet, ARP, IPv6, AH, ESP, 
TCP, UDP, ICMP and ISAKMP. Table 3 shows the field of AH, ESP, ISAKMP ta- 
bles of Collection Data DB. The Rule Data Table stores the rule that is used for the 
security evaluation. The Result Data stores the result of security evaluation. The val- 
ues stored in Result Data DB are displayed during the evaluation process and some- 
times later it is used to verify the evaluation result. Temp Data is the place that stores 
the temporary data resulting from the evaluation process. 

Table 3. Collection Data DB 



• AH Table 



Eield Name 


Type 


Description 


ID 


INTEGER 


ID of Packet 


NEXTHDR 


CHAR 


Type of Next Header 


PAY_LEN 


INTEGER 


Length of AH Header 


SPI 


INTEGER 


Security Parameter Index 


SEQUENCE 


INTEGER 


Sequence Number 


AUTHENTICATION 


MEDIUMTEXT 


Authentication Data (ICV) 


TIME 


VARCHAR 


Sniffing Time 
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• ESP Table 



Field Name 


Type 


Description 


ID 


INTEGER 


ID of Packet 


SPI 


INTEGER 


Security Parameter Index 


SEQUENCE 


INTEGER 


Sequence Number 


ENCRYPTION 


MEDIUMTEXT 


Encryption Data 


TIME 


VARCHAR 


Sniffing Time 



• ISAKMP Table 



Field Name 


Type 


Description 


ID 


INTEGER 


ID of Packet 


INIT_COOKIE 


CHAR 


Initial Cookie 


RESPOND_COOKIE 


CHAR 


Respond Cookie 


NEXT_PAY 


CHAR 


Type of Next Payload 


MAJ_VER 


INTEGER 


Major version of ISAKMP 


MIN_VER 


INTEGER 


Minor version of ISAKMP 


EXCHANGE_TYPE 


CHAR 


The Exchange Type that currently used 


FLAGS 


CHAR 


Flags about Exchange 


MESSAGEJD 


INTEGER 


Message ID 


TOTAL_LEN 


INTEGER 


Total Payload length 


ENCRYPTION 


MEDIUMTEXT 


Encrypted data 


TIME 


VARCHAR 


Sniffing time 



2.4 Agent 

Agent sniffs the packets generated by the protocols that are used by IPsec such as 
AH, ESP, ISAKMP, IP, ICMP, TCP, and send them to the Security Evaluation Sys- 
tem in order to check whether security hosts provide proper IPsec services to the 
network or not. When the connection is established with evaluation system, agent 
waits a command from the evaluation system. The Security Evaluation System can 
send four types of command - START, STOP, HALT, RESUME - to the agent. Eig. 
3 shows the flow of agent execution. 



3 Implementation 

The Automatic Security Evaluation System has been implemented in Java and C 
language and the Database has been implemented in My-SQL. And we implemented 
packet-sniffing component in agent with libpcap for the IPv6 network, a system inde- 
pendent interface for user-level network packet capturing developed by the Network 
Research Group at the Lawrence Berkely Laboratory. This system operated on Win- 
dows and UNIX platform. You can see the main window in Fig. 4. 

Using the three windows that are located on the left side in the main window in 
Fig. 4, we may select or view a list of Agent, module and rule. Upper and right side 
window displays execution log or collected protocol data. If we want to see only the 
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specified protocol data or log, we uses the buttons such as ‘log’, 'Packet data’, ‘AH’, 
‘ESP’, ‘ARP’ and so on. And they are located in the bottom of the window. In lower 
and right side window displays the process of sniffing protocol packet data. 




Fig. 3. The Process of Agent Execution 



3.1 Management of Agent, Module, Host, and Packet 

Users can manage agent, module, host and packet by clicking the menus in figure 4. 
The menus are listed below. 

‘Agent’, ‘Module’ ‘Rule’: addition, selection, deletion or modification of Agent, 
Module or Rule. 

‘Host’: register target host or edit agent information that is installed in target host 
‘Tool’: Set up the Preference of the user or the DB, and manage packets. 

Fig. 5 is the window for managing packet. In Fig. 5, the packet management win- 
dow has the function that displays the collected packet and stores the packet with 
changing the value of some fields. Using the left window in Fig. 4, we may select or 
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view a list of packet file, and using the upper and right window we may edit packet 
and lower and right window shows the list of stored packet in selected file. 



Security Evaluation System 



File Agent Module Rule Host Log Tool Help 



iBlniBlEBBIEIBt 




Agent 

©■ O sniffer 
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Information View ^ 
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Fig. 4. Main Window & Test Result 
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Fig. 5. Packet Management Window 
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Rule Name 



Rule 10:6 

Name : Test AH reply attack 
Description : Test AH replyattack using At 
Rule: 

IFAGENT(snlffer, START) THEN 

PRINT 'Start Sniffer Agent. 

IF MODULE(sendpkt -ttargethost data. ahicmp) THEN 

PRINT"SendAH+ICMP packet using sendpkt module..." 

FOR 1,3000 
NEXT 

IF SQLOemp, "select 'from AH, ICMP where ICMP.TYPE=0 AND ICMP.ID = AH.ID', snf) THEN 
PRINT"[Warning : It has a vulnerability of reply attackj' 

ELSE 

PRINT"[Result :lt is safe for AH reply attack]" 

END IF 

ELSE 

PRINT"<ERROR> Cant e>scute sendpkt module!" 

END IF 

IF AGENT(sniffer, STOP) THEN 

PRINT"8top Sniffer Agent" 

ELSE 

PRINT"<ERROR» Cant stop sniffer agenti" 

END IF 



□ TestAgentFunction 

□ Test Module Function 

□ Test SQL Function 
n Test Save Function 

Lj Test sol & Save Function 
B Test AH replyattack 



HCMP packet 



PRINT '«ERROR» Cant Start sniffer agenti" 



Select All 



Cancel 



Fig. 6. Selecting the Rule 




Fig. 7. Sniffed AH Packet 
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3.2 Editing and Executing the Rule 

Users may register, modify, select or delete the rule by clicking the ‘rule’ menu in 
Fig. 4. Fig. 6 is an example of selecting a rule. The meaning of the rule displayed in 
Fig. 6 is as follows. 

Sniff and store the AH+ICMP packet whose destination is target host, and 
send it to the target host again. 

And see what happens to the target host. 

If target host responds to this trial, the Security Evaluation System displays 
the warning message “It has a vulnerability of replay-attack”. 

Otherwise, the Security Evaluation System displays the message “It is safe 
for replay-attack” 

Eig. 4 shows the result of this test. Fig. 7 shows sniffed AH packet during the exe- 
cution of the rule in Fig. 6. As a result of this test item. Universal IPv6 IPsec Server is 
safe for replay attack. 



3.3 Security Evaluation 

The method of evaluating the four representative security services that are provided 
by IPsec protocol can be summarized below. 

Confidentiality: Sniff the any ESP packet, whose source or destination is target host, 
from network, and check the packet whether it is readable or not, and try to decrypt it 
by using arbitrary key. 

Data Origin Authentication: Sniff AH or ESP packet whose destination is target 
host, from network by real time, and modify source IP address in sniffed packet, and 
try to send it to the target host, and see what happens to the target host. 

Access Control: Generate ICMP packet with AH or ESP by using arbitrary key, and 
send it to the target host, and see what happens to the target host. 

Connectionless Integrity: Modify arbitrary field of sniffed packet, and re-calculate 
ICV value, and change the ICV value with the newly calculated ICV value, and send 
it to the target host, and see what happens to the target host. 

Anti-replay: Monitor SN(Sequence Number) value in sniffed AH/ESP packet 
header, and guess and change the SN value of the packet, and send it to the target 
host, and see what happens to the target host. 

At first, we evaluate Universal IPv6 Security Server that is developed by ETRI. 
The test environment is shown in Fig. 8. For this work, we defined test suite that is 
consists of 80 test items. Table 4 shows a part of security test suite. For each test item, 
we check the security services of IPv6 Security Server by using automatic security 
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Evaluation System. In our experience, Universal IPv6 Security Server passed 75 
items and failed 3 items. 
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Fig. 8. Test Environment 



Table 3. Security Test Suites (H: Host, GW: Gateway) 

1 . Detect modified AH packet (Modification of IP dst.) 

HI =======> H2 ICMP Echo request (with AH, modification of IP dst.) 

HI <===X=== H2 No ICMP Echo reply (Drop packet) 

2. Inbound ESP packet with Fragmentation (Auth.: NONE, Encrypt.: 3DES-CBC) 

HI ==============> H2 Send Fragmented TCP message (with ESP) 

(T' /2°‘* / S"" . . . fragment) 

3. Inbound Tunnel AH packet (Auth.: HMAC-SHAl) 

HI ===> GWl ===> GW2 ===> H2 ICMP Echo request (with Tunnel AH) 

I Tunnel AH 1 

Hl<=== GWl <=== GW2 <=== H2 ICMP Echo reply (with Tunnel AH) 

4. Outbound AH+ESP packet with SA bundles 

HI ==> GWl ==> GW2 ==> H2 ICMP Echo request (with SA bundles) 

I— ESP SA-I 

I ah SA 1 

H2 <== GWl <== GW2 <== HI ICMP Echo reply (with SA bundles) 

I— ESP SA-I 

I ah SA 1 

5. Inbound AH+ESP (policy=drop) 

HI ======> H2 ICMP Echo request (with AH+ESP) 

No ICMP Echo reply (drop packet) 



HI <==X==H2 
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4 Conclusions 

In this paper, we design and implement the Automatic Security Evaluation System for 
IPv6 network. This system is originally intended for testing IPv6sec Engine that is 
developed by ETRI. But the this system can be applied to any IPv6 security engine 
because it exists independently and it is up to standard document such as IETF RFC 
2401, 2402, 2406, 2407 and so on. 

The characteristics of the Automatic Security Evaluation System that is presented 
in this paper are as follows. 

It can be operated on IPv6 network 

It is able to collect and analyze various protocol packets from network 
It provides security evaluation of the specific hosts that provide security 
services to the network domain based on IPsec service. 

It is rule based system, so it is able to automate the security evaluation of the 
network and it can cope with new vulnerability easily without modifying the 
system. If its users get information about new vulnerability, then they can 
add Security Evaluation Rules that can handle the new vulnerability. 

The grammar of the security evaluation rule is very simple, so we can define 
evaluation scenario easily. 

It is very scalable because it manages the functions that are needed for secu- 
rity test system with the modules. Additional Security Evaluation Modules 
that have new functions can be added to the Security Evaluation System 
easily without modifying the whole system. 

In the future work, we will upgrade the system by adding rules and modules, and 
we will study on AI(Artificial Intelligence) technology for intelligent security evalua- 
tion. 
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Abstract. Ubicomp (Ubiquitous Computing) makes computers ubiq- 
uitous in anywhere and anytime, and so provides users with seamless 
services. In this paper, we present a user location privacy protection 
mechanism for Smart Space which is a feasible Ubicomp environment. 
At first, we present a feasible Ubicomp use scenario and define Smart 
Space to support this derived scenario. Then, we analyze security re- 
quirements for Smart Space and derive conceptual security model for 
that Space. Among the conceptual security model, we focus on user lo- 
cation privacy protection. In order to protect user location privacy, we 
propose a location privacy protection mechanism based on policy. We 
classify the policy as user policy and space policy and present policy res- 
olution mechanism to resolve policy conflicts. Further we present system 
configuration to execute the proposed mechanism. 



1 Introduction 

Ubicomp began with the easy computing as next generation computing vision. It 
was proposed by Mark Weiser[l] at XEROX Palo Alto Research Institute in 1991. 
Currently, Ubicomp concept has been developed as anytime, anywhere service 
by making computer ubiquitous and implanted in all things and all spaces [2] [3] . 

10 years ago, many people thought the vision of Mark Weiser as impossible. 
However, now the price of microprocessor is lower and its size is smaller. This 
makes it possible to embed the chips in more electronic devices than before. 
Furthermore, the functionality of the sensor is enhanced, which makes it easy 
to identify the shapes and location of things. In addition, as the communication 
technology enhances, it is much easier to communicate with the other things. 
As these technologies enhances, the realization of the Ubicomp concept is more 
feasible than before [4]. Many people consider Ubicomp as the fourth revolu- 
tion following the first urban revolution, the second industrial revolution and 
the third information revolution in human. That is, many people expect that 
the Ubicomp will have influence on all social areas. Therefore, many countries 
have been carrying out researches on Ubicomp [2]. Nowadays, the researches on 
Ubicomp include wearable computing, nomadic computing, pervasive computing 
and other various computing areas [2] [3] . 
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The realization of Ubicomp means that computing services are ubiquitously 
provided for users. To minimize or remove user interaction, these services are 
commonly invisible to users. To provide these services, Ubicomp generally collect 
more and more users data. User location data collection may be used to expose 
user information such as user hobby, health and life pattern and so user loca- 
tion data may be critical information from the users point of view. In addition, 
when the collected data may be misused or abused, Ubicomp may take a role of 
surveillance system on users. Due to these characteristics, privacy protection is 
an essential requirement to realize and deploy Ubicomp. 

Various researches have been done in order to solve privacy problems in Ubi- 
comp. Researches have been made to present privacy model and develop privacy 
system for Ubicomp [5] [6]. Also, Researches have been made to protect users 
location information [7] [8]. However, these researches are targeted for general 
Ubicomp environment and so it may be unsuitable for real application area. 

In this paper, we present a user location privacy protection mechanism for 
Smart Space which is a feasible Ubicomp environment. At first, we present a 
feasible Ubicomp use scenario and define Smart Space to support this derived 
scenario. Then, we analyze security requirements for Smart Space and derive 
conceptual security model for that Space. Among the conceptual security model, 
we focus on user location privacy protection. In order to protect user location 
privacy, we propose a location privacy protection mechanism based on policy. We 
classify the policy as user policy and space policy and present policy resolution 
mechanism to resolve policy conflicts. Further we present system configuration 
to execute the proposed mechanism 

We organize this paper as follows. In section 2, we describe privacy concept 
and Ubicomps implications on privacy. We also specify current researches on 
Ubicomp privacy. In section 3, we present a feasible Ubicomp use case scenario 
and define Smart Space to support the scenario. We analyze security require- 
ments for Smart Space and present conceptual security model for the Space in 
section 4. We also propose a location privacy protection mechanism and present 
a system configuration to support such a mechanism. In section 5, we conclude 
this paper. 

2 Privacy in Ubicomp 

2.1 Privacy Concept and Laws 

The concept of privacy was well described by Lousi Brandeis and Alan Westin 
[9]. Lousi Brandeis described privacy as ’’The right to be left alone. ’’Alan Westin 
described privacy as ’’The desire of people to choose freely under what circum- 
stances and to what extent they will expose themselves, their attitude and their 
behavior to others.” 

To protect these traditional privacy concepts, many countries have made 
laws. Among these, two important laws has been affected other countries privacy 
law enactment and privacy protection policies. 
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The first important law is ”US Privacy Act, 1974” enacted in 1976. OECD 
presented ’’Fair Information Practices ’’based on this law [10]. Fair Information 
Practices presented the following principles on privacy protection [9] . 

— Openness and transparency. There should be no secret record keeping. 
This includes both the publication of the existence of such collections, as 
well as their contents., 

— Individual participation. The subject of a record should be able to see 
and correct the record., 

— Collection limitation. Data collection should be proportional and not ex- 
cessive compared to the purpose of the collection., 

— Data quality. Data should be relevant to the purposes for which they are 
collected and should be kept up to date. 

— Use limitation. Data should only be used for their specific purpose by 
authorized personnel., 

— Reasonable security. Adequate security safeguards should be put in place, 
according to the sensitivity of the data collected., 

— Accountability. Record keepers must be accountable for compliance with 
the other principles. 

The second important law is ’’The Directive” by EU [11]. The Directive’s 
main impact is two-fold. Firstly, its article 24/1 limits data transfers to non-EU 
countries only to those with an adequate level of privacy protection. Secondly, the 
Directive not only subsumes and refines the fair information practices described 
above, but its article 7 adds the notion of explicit consent: personal data may 
only be processed if the user has unambiguously given his or her consent. This 
practically disallows all types of data collection (except for when required by 
law) and requires a case-by-case explicit consent by the data subject. 

2.2 Ubicomp Privacy and Researches 

Ubicomp provides users with various services by making computer ubiquitous in 
real world. Ubicomp has the following characteristics. 

— Ubiquity. Computers are ubiquitous in real world. This means that sensors 
sensing users as well as computers are ubiquitous in real world., 

~ Invisibility. Ubicomp has a goal to provide users with least-intrusive or non- 
intrusive service. So, users are commonly unaware of the fact that Ubicomp 
collects their own data. 

Web computing collects users’data which are mainly related to their digital 
life and whose boundary has limited. However, Ubicomp collects users’everyday 
life. The traditional computing collects users data such as social security num- 
ber, credit card number and so on. However, Ubicomp may collect detailed and 
refined user information such as location and image through enhancements of 
sensor facility and ubiquitous existence. These characteristics of Ubicomp en- 
large the possibility of the privacy violation on users. 
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Nowadays, there have been various researches to protect privacy in Ubi- 
comp. In these researches, Privacy Awareness System describes the architecture 
and functionalities of privacy protection system for Ubicomp [5]. In addition, 
six principles are presented for Ubicomp privacy in this paper. The principles 
are Notice, Choice and consent. Anonymity and Pseudonymity, Proximity and 
Locality, Security Access and Recourse. These six principles give guideline for 
other privacy protection researches Another project called Mist provides a loca- 
tion protection mechanism [6] . This project describes the mechanism to prevent 
service system from obtaining users exact location. In the research called Loc- 
Server [8], the notice/consent mechanism similar to PSP [12] are described. PSP 
is a notice/consent mechanism for web service. 



3 Smart Space: A Feasible Ubicomp Environment 

3.1 Feasible Scenarios 

Ubicomp may be realized in all social areas such as transportation, health care, 
shopping center, corporate, government and so on. Ubicomp can be constructed 
in the various shapes according to target environments. The shopping mall is 
considered as a real world place where the characteristics of Ubicomp environ- 
ment can be demonstrated appropriately. For that reason, we suggests that USM 
(Ubiquitous Shopping Mall) is the right choice as a feasible ubiquitous applica- 
tion environment. In the USM, various transactions and interactions take place 
such as the purchase of goods and services, and activities related to personal 
affairs. The feasible scenario that is selected from the various possible scenarios 
is as follows. 




Fig. 1. An Example Map on Alice’PDA (Origin: http://www.coexmall.com) 
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User Alice enters the USM. The USM provides basic map information for 
her PDA. The map will include locations of shops and passageways. The Figure 
1 shows an example USM map on her PDA. 

After providing map information, the USM queries Alice shopping list and 
tell her optimal shopping route. Alice confirms the USM-presenting route and 
then decides it is better to visit video shop first. As soon as Alice enters the shop, 
the shop senses her entrance and obtains her preferences. In doing so, as the shop 
figure out that Alice likes animation movie, it displays a location for animation 
booth on her PDA and directs her to that place. While Alice chooses videos. 
Bob who is a friend of Alice enters the USM. Bob made an appointment to meet 
her in the USM. So, he asks his PDA her location and in turn his PDA sends a 
request for her location to the USM. The USM informs Alice of Bobs entrance 
and then she sends a message to meet in restaurant A. Both of them confirm 
the location of the restaurant displayed on their PDA, respectively. They meet 
together in the restaurant a few minutes later. As soon as they sit on a table, 
the menu of the restaurant displays on their PDAs. If they select a menu item, 
the detailed description of the food is displayed on their PDAs. They choose 
and order crab meat. After eating the food, they visit aquarium. When they 
approach each section of the aquarium, detailed information on the fishes of the 
section is automatically displayed on their PDAs. In aquarium. Bob has a sudden 
stomachache. So, Alice asks the USM of the location of the nearest drugstore 
and confirms the location through her PDA. She takes him to the drugstore. Due 
to his pain, they decide to exit the USM. When they exit the USM, it calculates 
the total expense they have spent in the shopping mall. If the expense meets the 
shopping discount policy, then the USM can discharge the parking fee. 

3.2 Smart Space 

Smart Space is defined to be minimal physical unit space to contain users, inter- 
act with them and provide service for them. Smart Space is a intelligent space 
which consists of sensors, computers, user devices and communication media. 
Sensor can sense user entrance/exit and capture the locations and images of 
users. Computers provide space services. User device interacts with spaces and 
provides users with adequate information. Communication media take a role to 
communicate among user device, sensors and computer system. We assume that 
user devices have some computation power, being PDA or Notebook. In the 
USM, video shops, restaurants, aquarium and so on fall under Smart Space. The 
USM provides users with various services through mutual interactions. 

As shown in Figure 2, the USM consists of Smart Spaces and Bridges. The 
bridge support mutual communications among Smart Spaces. Smart Space pro- 
vides the facility of communication with user devices. Smart Space uses Blue- 
tooth or Infrared for communication. User devices consist of Notebook, PDA, 
cellular phone, and so on which have some computation power. The communica- 
tions among Smart Spaces or between computers are based on TCP/IP. Smart 
Space provides its own and specific service according to its goal such as food 
sales, clothing sales and so on. 
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Fig. 2. Conceptual Model of Ubicomp Shopping Mall 



There are two methods to connect two or more Smart Spaces. The one is 
simple connection. In this method, Smart Spaces share simple information which 
is user location or trace information. The other is intelligent connection. In 
this method, Smart Space obtains a users context information and provides 
proactive service for him. The USM combines the existing cyber space and the 
physical space using Smart Spaces and Bridges. Consequently, the USM provide 
intelligent services for users. 



4 A Location Privacy Protection Mechanism 

4.1 Location Privacy Requirements in Smart Space 

In the USM, a user stores on its PDA such information as her or his identifier, at- 
tributes and preference and so on. Such information falls under personal privacy 
data, so Smart Space configures a PPS (Privacy Protection Space). PPS protects 
users private information not to be exposed. When a user enters a Smart Space, 
it knows his entrance and gives non-intrusive authentication facility to remove or 
minimize users interaction with the Space. Once authenticated, the user receives 
various services, interacting with the Space with direct negotiation or with in- 
direct negotiation. Indirect negotiation means that users device negotiates with 
the Space on behalf of the user. In this time, other users or service providers are 
also authenticated and authorized. Smart Space forms TS (Trust Space) which 
makes mutual authentication and authorization possible. In summary, various 
security functionalities must be provided in order to manage Smart Space well. 

The one is non-intrusive authentication. The others are access control based 
on the contexts of users and spaces, trust management and privacy protection 
mechanism. The Figure 3 shows conceptual security model of Smart Space. As 
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Fig. 3. Conceptual Security Model of Smart Space 



specified in previous section, privacy becomes more and more important issue 
according to enhancement of Ubicomp environments. Smart Space must collect 
some user information in order to minimize user’s intrusion and to provide in- 
visible and proactive services. However, these data collections may bring about 
users privacy violation due to the misuse or abuse of the collected data. To solve 
these problems. Smart Space must notify users the fact that it collects data on 
users and get users ’explicit consents on data collection. Smart Space senses user 
location and give service according to the location, so being always aware of 
user location. The collected user location data may be used not only for service 
providing but also for privacy exposure. For example, if a user visits a specific 
hospital, the Space can infer his health condition. If a user visits in stores in 
shopping mall, the Space can infer his purchase patterns and in turn life style. If 
a user goes to a golf shop, the Space can infer his hobby. That is, the collected 
information of Smart Space will violate human’s privacy. Therefore, a location 
privacy protection mechanism must be the prime security requirement. 

4.2 Policy-Based Location Privacy Protection Mechanism 

In Smart Space, a user must be able to control her or his location information. 
For example, Alice must be able to decide according to her preferences that Bob 
is allowed to know her location but Carol is not allowed to know her location. In 
addition. Smart Space must be able to control the location information of users 
within its boundary. When Alice and Bob is within Space A, the Space must be 
able to decide according to its preferences that it informs Carol of the existence 
of Alice and Bob in response to Carol’s inquiry, but that it informs Dave of 
only the two persons existence in response to Dave’s inquiry. We propose a 
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mechanism which defines the location privacy based on policy of Smart Space 
including users and Smart Space itself. The policy is classifies as ULP (User 
Location Policy) and SLP (Space Location Policy). ULP means the location 
policy of a user. SLP means the location policy of the Smart Space. When a 
user set up her or his location policy as to who know her or his location, the 
user can set up the policy based on user or user group. In addition, the user 
selects the location granularity such as space or shopping mall. This means 
one person is informed of the name of the space in which the user is, and the 
other person is informed the fact that the user is within the shopping mall. In 
addition, time zone can be set up in establishing a location policy. A user can 
put a priority into the policy to be established. 

ULP is defined as follows. 

ULP = Set of ULPE 

ULPE = {Userid, Granularity, TimeZone, Priority} 

Userid = User | UserGroup | Any 
Granularity = SpaceName | ZoneName 
TimeZone = { startTime, endTime } 

Priority = High | Mid | Low 

ULP is made up of ULPE set. ULPE is a location policy corresponding 
to each user. ULPE includes Userid, Granularity, TimeZone and Priority. 
Userid has a value among User, UserGroup and Any. User represents one user 
identifier such as real name and social security number. UserGroup represents a 
group including some related users such as friends or colleague. Any means all 
people. Granularity is classified as SpaceName and ZoneName. The former rep- 
resent the name of Space which is some information on space location. The latter 
means that its policy allows inquirer only to know that the policy owner is within 
the shopping mall. All inquirers are allowed to get the user location information 
only within TimeZone. TimeZone consists of startTime and endTime. The 
former means beginning time and the latter ending time. In addition. Priority 
means a value of importance about the policy. Priority has a value among High, 
Mid and Low. High takes precedence over Mid and Low. Mid has priority to Low. 

SLP is defined as follows. 

SLP = Set of SLPE 

SLPE = (SLPUserld, Granularity, TimeZone, Priority} 

SLPUserld = Spaceld | SpaceGroup | User | UserGroup | ShopManager | Any 
Granularity = UserName | UserGount 
Priority = Emergency | High | Mid | Low 

The configuration of SLP is similar to ULP with some difference. SLPuserld 
has a value among Spaceld, User, ShopManager and Any. Spaceld represents 
one Space identifier such as real name of the Space. SpaceGroup represents a 
group whose members are in the same category of business such as food shops. 
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video shops and etc. ShopManager means the manager or manager space of 
the shopping mall. Granularity is classified as UserName and UserCount. The 
former means that the space informs inquirers of the real names of the users 
within it. The latter means that the space informs inquirers of the count of 
the users within it. In SLP, Priority may have an additional value, Emergency. 
Emergency may be used for emergent cases such as fire in the shopping mall. 
So, Emergency takes highest priority to other priority values. 

ULP and SLP define the location policy of users and Smart Space, respec- 
tively. So, their policies possibly come into conflict with each other. For example, 
a user allows exposure of her or his location by ULP. But the Space which the 
user is within, set up SLP not to inform the locations of its users. Such a case 
creates a conflict between ULP and SLP. Many resolution methods are accept- 
able. We think that user private decision takes precedence over the decision of a 
Space. But emergency case such as fire must be firstly treated than other case. 
So, we give ULP a high priority over SLP except for the emergency case of the 
shopping mall. We solve the conflicting policies as following resolutions rules 

1. The Emergency of SLP takes highest priority. 

2. In case the priorities of ULP and SLP are different, the one with higher 
priority takes precedence over the other. 

3. In case the priorities of ULP and SLP are the same, ULP takes precedence 
over SLP. 

Assume that the ULP of Alice and SLP of Space A are set up as follows. 
Alice’ULP = { {Bob, SpaceName, (0000, 2400), High}, (Carol, ZoneName, 
(0000, 2400) Mid}} 

Space A’s SLP = { (Any, UserCount, (0000, 2400), Mid}, (Carol, UserName, 
(0000, 2400), Mid}, (ShopManager, UserName, (0000, 2400), Emergency}} 

If Alice enters Space A, RLP (Resolved Location Policy) are determined 
according to the above policy resolution rules. 

RLP of Alice at Space A: { {Bob, SpaceName, (0000, 2400)}, (Carol, 
ZoneName, (0000, 2400) }, (ShopManager, SpaceName, (0000, 2400) }} 

We can answer various queries by the derived RLP. When Bob asks the 
location of Alice, Space A informs him of the name of the Space. When Carol 
asks the location of Alice, Space A informs her of the fact that Alice is within 
the shopping mall. In case ShopManager asks the location of Alice, Space A 
responds with exact location of the Space. 

4.3 Privacy Protection System Architecture 

Figure 4 shows the architecture of location service system where the proposed 
location privacy protection mechanism is adapted. 
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Fig. 4. The Architecture of Location Service System 



— Zone Location Service provides the location information as to users., 

— Location Sense System. The subject of a record should be able to see 
and correct the record., 

— Location Client is a client to ask Zone Location Service about the locations 
of users and Smart Space., 

— Space Policy Admin is a tool to set up and manage location privacy 
policies of user. 

Location service is provided in the next steps 

1. When a user enters a Smart Space, Zone Location Service interacts with 
User Policy Agent and retrieves her or his ULP. Then, the Space resolves 
the ULP and its SLP, and calculates a RLP to be applied while the user is 
in the Space. The Space maintains a record until the user exits the Space. 
The record consists of user id, space name and RLP. 

2. When a Location Client asks for the location information of specific user, 
the Space provides location information according to the stored record with 
user id, space name and RLP. 

Figure 5 shows detailed architecture of location service system. If a user enters 
a new Space, Location Monitor which monitors Location Sense System, senses 
users entrance and asks policy resolution of Policy Manager. Policy Manager 
retrieves the SLP to be set up and stored by Space Policy Admin. Policy Manager 
interacts with User Policy Agent and then acquires the ULP of the user. Then, 
Policy Manager calculates user’s RLP at the Space and returns the RLP to 
Location Monitor. Location Monitor stores the returned RLP together with user 
id and space name in User Location DB. 

If Location Client asks for the location information of specific user. Privacy 
Controller searches User Location DB for a record with appropriate RLP and 
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Fig. 5. The Detailed Architecture of Location Service System 



provides proper location information according to retrieved RLP. If Client asks 
the count of users within specific Space, Location Privacy Controller asks SLP 
of Privacy Manager and then provides proper location information by retrieved 
RLP. 

5 Conclusion 

In this paper, we proposed a location privacy protection mechanism based on 
policy for Ubicomp. At first, we derived a feasible scenario for Ubiquitous Shop- 
ping Mall where users took shopping or did some business works. Then, we 
defined Smart Space to realize the derived scenario into Ubicomp. After that, 
we presented conceptual security model for Smart Space. Smart Space consists of 
Privacy Protection Space and Trust Space as well as Non-Intrusive Authentica- 
tion and Access Control mechanism. Among the various security requirements, 
we focused on location privacy. The reason is that the location information in 
Ubicomp is collected more extensively than before and this increases the possibil- 
ity to violate personal privacy. The proposed mechanism was based on policies 
of user and Smart Space. We define ULP as user location policy and SLP as 
Space location policy. When a user enters a Smart Space, we calculate Resolved 
Location Policy by using the users ULP and the Space’SLP. If the polices con- 
flicts with each other, we solve the problem with Policy Resolution Rules. The 
rules give the highest priority to emergent affairs such as fire. If the polices are 
equal with each other, we give higher priority to users policy because we think 
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that the privacy of a user is more important than the normal policy of shopping 
mall. In addition, we presented system architecture for the proposed mechanism. 

In the future, we need to design the system for the proposed mechanism 
and implement the system to demonstrate a feasibility of the mechanism. We 
need further researches for the prevention mechanism of location privacy tracing. 
Moreover, privacy assurance framework is required so that the privacy is properly 
enforced based on location privacy policy. 
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Abstract. A secure system architecture using a two-level approach is presented 
in this paper. At the node level, by means of dynamic resource reallocation 
within a computing node, the critical services previously selected are to survive 
even after the occurrence of an attack. If it becomes impossible to find enough 
resources for the services within the node in spite of the adaptive actions taken at 
the node level, it moves to the system level. The system level mechanism is to 
deliver the intended services transparently to the clients even when a node fails 
by means of inter-node resource reallocation. An architecture adopting diverse 
redundant computing nodes is proposed for that purpose. Through the 
experiments on a test-bed, especially, for web services, the approach turned out 
very effective to cope with not only denial of service attacks but also 
confidentiality and integrity attacks. 



1 Introduction 

Most of networked information systems adopt intrusion prevention mechanisms such 
as cryptography and authentication for the purpose of the confidentiality and the 
integrity of the information. Nevertheless, many successful attacks exploiting various 
vulnerabilities are found in the systems. Intrusion detection systems can effectively 
detect pre-defined attacks but have limitations in responding to continuously created 
novel attacks. 

In the mean time, the concept of intrusion tolerance has been presented in recent 
researches [7]. The purpose of the intrusion tolerance is to maintain critical services at 
the acceptable level of service quality even in the presence of compromised 
components in a system due to intrusions. It urges to change the objective of security. 
The objective of security has been primarily elimination of the intentional threats on 
the operation of a system by creating barriers between the system and the threats. For 
complex open systems the barriers may be undesirable and impractical. Now, we need 
to consider applying some of fault tolerant techniques to the system security for the 
construction of the system that can tolerate intrusions. In mission critical systems, the 
need for intrusion tolerance is very high. In order to enforce the survivability of the 
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critical services that have to be maintained under any circumstances, the concept of 
adaptability and diversity from fault tolerance can be used. 

The goal of the research presented in this paper is to enforce the survivability of 
pre-defined mission critical services. In order to achieve this goal, two fundamental 
techniques from the fault-tolerance and dependable computing researches are 
adopted. One is reallocating resources within a computing node, which is to enable 
the critical services to survive in the node even after the occurrence of a successful 
system attack. The resource reallocation may accompany the degradation of overall 
performance and the sacrifice of non-critical services. The other technique is applying 
diverse redundant servers at the system level. This is to continue mission critical 
services transparently to the clients even when a node fails. 

When a computing node is attacked, the impacts within the node can be classified 
into the following three groups in general. An attack called DOS(Denial of Services) 
exhausts resources such as CPU power, memory space, and I/O bandwidth. Or, some 
attacks may create unauthorized files or modify existing files. Lastly, by some attacks, 
system calls and commands are executed in the node [2] . 

In general, we need to take the following three major steps to respond to system 
attacks for the purpose of intrusion tolerance: intrusion detection, isolation of 
compromised components, and recovery [5]. The basic idea of the approach proposed 
in this paper is to adopt the mechanisms developed at the node-level and at the 
system-level as summarized in Figure 1 . 





Detection 


Isolation 


Recovery 


Node Level 

• Resource reallocation 


Monitoring 
resource usage 


Reallocating 
resources for 
critical services 




System Level 

• Diverse redundant servers 

• Surveillance through 

out of band network 


Both acceptance 
testing on results 
and comparing 
results of servers 


Cutting-off the 
compromised 
node by 
reconfiguration 


Rejoining the 
recovered 
node under the 
control of the 
surveillant 



Fig. 1. Basic idea of the proposed approach. A two-level approach for the intmsion tolerance is 
presented in the paper. It aims at enforcing the survivability of critical services even in the 
presence of compromised component in computing nodes. 



At the node level, each node tries to adaptively reallocate its resources for the 
critical services selected by the system manager. A reallocation algorithm within a 
node is proposed. The algorithm is helpful when enough resources are found in the 
computing node after the reallocation procedure. If it becomes impossible, delivery of 
the services should rely on another computing node. For the system level, redundant 
computing nodes are applied. The redundant architecture proposed in the paper is 
composed of N concurrent active nodes and one hot standby backup node. There is 
also a surveillance node to control and mediate the computing nodes. The servers 
running on the computing node are based on diversity. They use different software 
modules on different platforms with the same design goals. Both acceptance test and 
vote are used to detect the abnormal situation. Upon the detection, the suspect node is 
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isolated and the backup newly joins as one of active nodes. When the suspected node 
is repaired, it becomes a new backup under the supervision of the surveillance node. 

The rest of the paper is organized as follows. Section 2 summarizes related research 
results and explains the contribution of the research presented in the paper. In Section 
3, a resource reallocation algorithm is presented. It describes the actions to be taken at 
the node level in order response to the attacks exhausting resources in the node. 
Section 4 is to explain an architecture adopting diverse replication. It includes the 
operational steps in detail for the system level response. For the validation of the 
approach, a test-bed has been implemented and experiments have been conducted. In 
Section 5, the results of the experiments are presented. Finally, Section 6 concludes 
the paper. 



2 Related Works 

Intrusion tolerance is to be prepared for the still remaining vulnerabilities of a system. 
Unless identifying all the vulnerabilities of the system, intrusion prevention and 
intrusion detection cannot be perfectly worked out [1]. 

One of important research efforts related the intrusion tolerance has been conducted 
in IST(Information Security Technologies) programs at European Commission [9]. It 
has contributed toward the dependability support to enforce the trust of systems. 
Another important research activities have been carried out with the support of 
DARPA. 

In [3], the concept of resource reallocation is presented as a security responsive 
technology. A managing controller of a system decides which action should be taken 
with a limited amount of communication and computing resources. With the proper 
resource reallocation, predefined critical processes can be protected from a certain 
type of security attacks. The concrete algorithm and demonstration of resource 
reallocation, however, have not been fully presented yet. 

One of the previous researches on diverse replication is found in 
HACQIT(Hierarchical Adaptive Control of Quality of service for Intrusion 
Tolerance) project [6]. In the architecture, a firewall controls the access to the servers. 
The primary and backup servers provide the desired services. A monitor controls the 
servers, and has an out-of-bands communication channels so that services can be 
reconfigured dynamically as needed. The intrusion detection relies on the 
conventional error detection mechanism. If the results of the two servers are not same, 
it decides that one of the two is compromised based on a fairly simple comparison of 
the status codes generated from HTTP servers. The architecture can be easily 
constructed with COTS (Commercial Off The Shelf) servers. However, the detection 
mechanism is too weak to handle more complicated situations. Besides, it is hard to 
extend the architecture once an attack is treated since the goal itself of the architecture 
is to provide four hours of intrusion tolerance. 

Another example of diverse replication is SITAR(Scalable Intrusion-Tolerance 
Architecture) [8]. This architecture is composed of proxy servers, acceptance 
monitors, ballot monitors, an audit controller, and an adaptive reconfiguration module 
with COTS servers. Proxy servers provide public access points for COTS servers. The 
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acceptance monitors apply certain validity check to the responses, and forward them 
to the ballot monitors along with an indication of the check results. The ballot 
monitors serve as representatives for the respective COTS servers and decide on a 
final response. The adaptive reconfiguration module receives intrusion trigger 
information from other module, and generates a new configuration according to the 
evaluation. This architecture is scalable. The configuration is very flexible. However, 
it seems very hard to implement and impractical because of its cost and complexity. 

The contribution of this paper is demonstrating a practical approach to intrusion 
tolerance. A concrete algorithm for resource reallocation is developed as an adaptive 
response to the attacks exhausting resources. By combining the adaptability of each 
server and the diversity of replicated servers, we can reduce the cost incurred by 
frequent system reconfiguration while considering the aggregated user performance. 
The approach proposed in the paper aims at handling not only denial of service 
attacks but also confidentiality and integrity attacks with reasonable amount of timing 
overheads. 



3 Resource Reallocation Algorithm 

In this section, an algorithm for resource reallocation within a node is presented. It is 
to maintain critical services even after the occurrence of intrusion, especially DOS 
compromise, in a computing node. 

The services are divided into two classes: critical and non-critical. The algorithm is 
concerned with the critical services. Executing non-critical services in a node is just to 
obtain better aggregate user performance. 

The resource reallocation in a node is to provide enough resources for the critical 
services. This can be achieved by sacrificing non-critical services. One important 
issue here is how to evaluate the survivability of critical services, that is, whether 
enough resources for the critical services exist or not. Another important issue is 
which non-critical service should be terminated first in the reallocation procedure. 

For the execution of a service in a computing node, it has to provide a certain level 
of resources including CPU, memory, and I/O. However, it is not easy to assert the 
exact level of the required resources for each critical service. Of course, it is 
impractical to reserve resources in advance for all critical services. In order to resolve 
the first issue mentioned above, baseline and ATEEB (accumulated time elapsed in 
excess of the baseline) are used in the algorithm. The baseline of a service implies the 
minimum amount of resource shares required in order to provide the service at the 
minimal acceptable level of the service quality. It can be established for each 
resource, for example, CPU, memory, and I/O. The ATEEB is used to compromise 
the abruptness that may happen in an instant. It is assumed that the ATEEB of a 
service should be greater than a threshold when the service is delivered properly. 

In order to resolve the second issue mentioned above, the accumulated times not 
only for critical services but also for non-critical services with default baselines are 
measured periodically. When a critical service needs more resources, a non-critical 
service holing the most of the resources is sacrificed first. The algorithm works as 
follows; 
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(1) Baseline for the resource usage in total is also established. When the ATEEB for 
the total usage is below the threshold, which means that there exist plenty of 
unoccupied resources, the algorithm keeps on monitoring the resource usage. 

(2) When the ATEEB for the total usage becomes above the threshold, the amount of 
resources occupied by each critical service should be checked. If the ATEEB of a 
critical service is above the threshold, the algorithm keeps on monitoring the resource 
usage. Otherwise, the algorithm needs to figure out the reason why it cannot obtain 
enough resources. 

(3) In order to recognize the circumstance, the algorithm withdraws some amount of 
resources intentionally by controlling the priority of the process for the non-critical 
service occupying the most of the resources. If the ATEEB of the critical service does 
not increase even when more resources become available, the algorithm concludes 
that the critical service does not require more resources, and it returns the withdrawn 
resources to the non-critical service before gets back to the monitoring stage. 

(4) However, if the ATEEB of the critical service increases after taking resources 
from the non-critical service, which means that they have been competing for the 
resources, the algorithm tries to terminate the non-critical service by force. 

Eigure 2 depicts the detail of the algorithm presented in a pseudo code. 

(resource reallocation algorithm} 

(assume that there are m critical service processes and n non-critical service processes} 

var 

EP[m] : array of essential process id's; 

DP[n] : array of dispensable process id's; 

TotalResourceUsage, BaselineTotal, ResourceUsage[], Baseline[] : integer; 

procedure Resource_Reallocationfm, n : integer); 
var 

i : integer; 

begin 

if CheckTotalResourceUsage(mon_slot, threshold) then 
begin 

if (CheckEssentialServiceResourceUsage(m, mon_slot, threshold) <> m) then 
begin 

sort dispensable processes stored in DP[n] in descending order of resource 
usage; 

for i := 1 to n do 
begin 

withdraw resource ofDPfi]; 

if EssentialServiceResourceUsage has increased then 
terminate DP[i ]; 
else 

restore the withdrawn resource to DP[i ] 

end; 

end; 

end; 

end; 

Fig.2. Resource reallocation algorithm in a node. In the pseudo code, we assume that there exist 
m critical service processes and n non-critical service processes. 





Secure System Architecture Based on Dynamic Resource Reallocation 



179 



function CheckTotalResourceUsage(mon_slot, threshold : integer) : boolean; 
var 

i, excessCount : integer; 
begin 

excessCount := 0; 
for i := 1 to mon_slot do 
if TotalResourceUsage > BaselineTotal then 
excessCount := excessCount + 1; 
if excessCount > threshold then 
CheckTotalResourceUsage := true; 
else 

CheckTotalResourceUsage := false 

end; 

function CheckEssentialServiceResourceUsagefm, mon_slot, threshold[m] : integer) : 

integer; 

var 

i, j, k, excessCount : integer; 
begin 
k:=0; 

for i := 1 to m do 
begin 

excessCount := 0; 
for j := 1 to mon_slot do 
if ResourceUsage[EP[i]] > Baseline[EP[i]] then 
excessCount := excessCount + 1; 
if excessCount > threshold)!] then 
k:=k + 1 
end; 

CheckEssentialServiceResourceUsage := k 

end; 



Fig.2. Resource reallocation algorithm in a node. In the pseudo code, we assume that there exist 
m critical service processes and n non-critical service processes. 

With this algorithm, resources for critical services can be provided. When a critical 
service selected by the system manager depends on other services, they also should be 
protected as critical services. This algorithm assumes that there is no threat within the 
critical services. If an attack sneaks into a critical service component to exhaust 
resources, the algorithm would not be able to allocate enough resources for other un- 
compromised critical services. This is the limitation of the algorithm. Nevertheless, it 
will be a cost-effective protection mechanism within a node for critical services 
against DOS attacks. 



4 Replicated Server Architecture 

When it becomes impossible to find enough resources for the execution of critical 
services within a node, the critical services should rely on another computing node 
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prepared in the system. This section presents the architecture for the system level 
response. 

In general, we can divide the replication into two classes according to the status of 
the replicated node. One is active replication and the other is passive replication. In 
the active replication, a set of active nodes executes the request concurrently, and 
majority is voted as the result. The number of replicated nodes depends on the fault 
model and the execution conditions. A failed node may roll back to a safe state called 
checkpoint and retry the execution for the recovery. In the passive replication, one 
primary node is in active while other backup nodes are in passive. The primary node 
that has passed its acceptance test delivers the result. If the primary fails its 
acceptance test, one of backup nodes takes the role of the primary. Again, the status 
of the backup nodes can be either hot standby or cold standby. A hot standby backup 
node is always ready to be in the active state, while a cold standby backup node needs 
some amount of time to make its proper status. 

An architecture based on N+1 replication using both acceptance test and vote is 
proposed in this paper. It has the following characteristics: 

• The architecture consists of N active nodes and one hot standby backup node. A 
front-end node provides clients with the access point on behalf of the server nodes. A 
surveillance node is connected with the other nodes through a separate out of band 
network. 

• Since the backup node is always ready to be in active, not only the fast 
reconfiguration is possible but also consecutive attacks can be treated with the 
architecture. 

• By utilizing both acceptance test and vote for the intrusion detection triggering, it is 
possible to reduce the latency incurred by the replication and to increase the detection 
coverage with the reduced dependency of acceptance test on the application. 

• In order to raise the aggregate performance of the replicate nodes, synchronization 
among active nodes is very restricted. Most of the time, each computing node 
asynchronously responds to the requests as they arrive in the node. Only the responses 
of critical services are collected and forwarded by the surveillance node. 

Using both acceptance test and vote is also to overcome their limitations. In 
general, two aspects have been tested by the acceptance test, one is testing logical 
reasonableness of the result and the other is testing on the bound of the execution 
time. Since the test requires a certain level of understanding of the application, it is 
hard to generate a high coverage acceptance test in a systematic way. In the vote, 
since it waits all the results from the replicas, the system performance is tied up with 
the slowest node. As we adopt both acceptance test and vote for the intrusion 
detection, the acceptance test doesn't have to be complicated to produce the high 
coverage and at the same time the voter has little chance to wait in vain for the result 
from a failed node. 

The number N depends on the number of Intrusions to be tolerated during the 
execution time of a request. According to the Byzantine algorithm in [4], the 
following formula satisfies: 3t < N, where t is the number of nodes which could go 
wrong in an arbitrary manner except disturbing the execution of other normal nodes. 
With this assumption, if two thirds of N nodes have passed their acceptance with the 
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same result on a request, the surveillance node can deliver the result to the client 
without waiting other responses from the rest. 



Front-end 

(firewall) 



Server 1 
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Reallocation 

Manager 
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I Manager 
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Fig. 3. Replication architecture proposed in the paper. In the figure, initially. Sever 1 to Server 
N are concurrent active nodes and Server N-l-1 is a hot standby backup node. Since the 
surveillant is connected to other nodes through a separate network as denoted with dotted lines, 
the clients including malicious attackers cannot access the surveillant. 



The operational scenario is as follows: 

(1) The clients' requests to critical services are delivered to N active nodes through the 
front-end node. Active servers execute the same requests to critical services 
autonomously. Results of requests to the critical services are forwarded to the 
surveillant along with the acceptance test results. One the other hand, a request to a 
non-critical service is responded by one of active nodes and the response is delivered 
to the client through the front-end node. 

(2) Intrusion detection can be triggered either by an acceptance tester in each node or 
by the voter in the surveillant. Once an intrusion is detected, the compromised node is 
isolated from the system by the surveillant, and the backup node replaces it 
immediately. In order to do that, the backup node has kept on updating its status with 
the help of the surveillant. 

(3) When the compromised node is repaired, it rejoins the system as a new backup 
node. Again this backup node updates its status with the coordination of the 
surveillant. 
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5 Implementation and Experiments 

This section presents the results of the experimental work on a tested-bed 
implemented in order to validate the two-level approach proposed in the paper. 



5.1 Implementation of a Test-Bed 

For the diversity, the IIS (Internet Information Services), Apache, and Tomcat servers 
on either Windows or Linux platforms for HTTP-based Web applications have been 
chosen in the implementation. They are the most commonly used Web servers in the 
Internet and many add-on software modules have been developed. The server has two 
types of codes: one is to simply present contents, and the other is to provide 
functional services. Since the latter can be the threat to the system, service requests 
containing script codes with data write operations are considered in the experiment. 

The test-bed consists of four server nodes including an initial backup node, a front- 
end node, and a surveillance node. 



5.1.1 Implementation of Resource Reallocation 

The algorithm for resource reallocation described in Section 3 has been implemented 
as the RRM(Resource Reallocation Manager) module in Figure 2. The RRM 
implemented as an application object provides a user interface to establish critical 
services with the baseline and the ATEEB. The RRM uses services internally 
provided by two threads called HMT(Health Monitor Thread) and SET(Survivability 
Evaluation Thread). The internal relationship among these components is described in 
Figure 4. 




(5) resource 
reallocation 
requests 



HMT : Health Monitor Thread 
SET : Survivability Evaluation Thread 

Fig. 4. The HMT collects performance related counters from the operating system through 
API(Application Program Interface). The information is forwarded to the SET that is actually 
executing the testing part of the algorithm. The result of the evaluation is reported to RRM. 
Then the RRM uses the API to control the priorities of services or to terminate services. The 
RRM reports its status periodically to the SCM(Server Configuration Manager) in the 
surveillant. 
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5.1.2 Implementation of Replicated Server Architecture 

The architecture presented in Section 4 has been implemented as the Front-end, the 
Agent, and the Surveillant. 

( 1 ) Implementation of Front-end 

The Front-end receives requests from clients. First, it recognizes the service class. 
For the request to a critical service, it puts a unique identification number and the 
arrival time to the request before forwards the request to all active nodes. In order to 
process multiple requests simultaneously, it uses a pool of connection objects. A 
message format is used to forward the information to the Agent in each active node. 
The message contains not only the request and response data but also the information 
on each node's role and status. On the other hand, a request to non-critical service is 
distributed to one of active nodes in a Round Robin style. 

(2) Implementation of Agent 

The Agent receives the message containing the client's request. After the request is 
executed, it conducts acceptance test on the result. Test is based on the specification 
of the Web application. Another function of the Agent is to forward the execution and 
acceptance test results to the surveillant. Before forwarding the message to the 
surveillant, the agent unifies various URL extensions caused by diversity of Web 
servers and platforms. 

(3) Implementation of Surveillant 

As the surveillant receives messages from Agents of actives nodes, it conducts 
vote. The vote is completed with the first two identical responses arrived. The voted 
response is stored in its own database and also forwarded to the backup node and the 
Front-end node. 

SCM controls the reconfiguration of the system. When intrusion detection is 
triggered, it isolates the suspected active node from the system. The isolated node is 
replaced with the backup node. 



5.2 Experimental Results 

Experiments have been conducted in order to verify the ability of the system to 
respond to simulated attacks and to measure the timing overheads or the loss in 
throughput introduced by the mechanisms explained so for. 

For the experimentation, various Web servers including US and tomcat were used 
on diverse platforms as shown in Figure 5. 
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Fig. 5. Platform used for the experimentation. 
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On the platforms, the following three types of service requests were considered. 

• Type A ; Simple read of HTML file or DB data only 

• Type B : Script execution, mainly simple computation 

• Type C : DB write operation included 

In order to check the responsiveness of the system, the following two types of 
attacks have been simulated in the experiments. 

(1) DOS attack 

The attack is simulated by introducing a heavily resource consuming process into a 
computing node, such as video streaming. By triggering the process as a critical 
and/or non-critical service in the middle of normal operation, a DOS attack can be 
simulated. 

(2) Integrity attack 

By inserting a program that modifies files or data in the database, integrity attack 
can be simulated. 

Figure 6 shows an example of results of experiments on resource reallocation. For 
the experiment, a video application as a non-critical service is triggered to operation 
in order to simulate a DOS attack. In the figure, horizontal axis represents time and 
the vertical axis represents CPU usage. The sampling of monitored information is 
done in every 0.5 second. The RRM makes decision to control the priorities of 
services in every 25 seconds in the example. The baseline of the critical service is set 
to 25 percent. The amount of CPU resources used by the critical service is denoted by 
darker line. The thinner dotted line represents the resource used by a non-critical 
service. At the point of 25 second, since ATEEB is down below the threshold, the 
RRM puts lower priority on the non-critical service. During next 25 seconds, the 
resource usage of the critical service has increased. Therefore, RRM decided to 
terminate the non-critical service at the point of 50 seconds. 




Fig. 6. A result of experiment on resource reallocation in a node. 
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The sampling rate affects the timing overheads. The RRM decision period should 
be selected carefully. If it is too short, RRM may make a misjudgment inducing 
unnecessary termination of non-critical services. On the other hand, it reacts very 
slowly if it is too long. 

In order to measure the timing overhead incurred by the resource reallocation and 
diverse replication, the average execution time (turn around time) of above three types 
of requests on a typical clustered server architecture first. Data consistency is 
maintained, and the requests are distributed in the Round Robin fashion. The average 
turn around times for request type A, B, and C when the proposed approach is not 
applied are 21.9msec, 12.3msec, and 28.1msec, respectively. The numbers were 
obtained through more than 10 times measurements during 120 seconds interval each. 



Request 

Pattern 


Time Elapsed in Each System Component 


Total Time 


Overhead 
(Overhead / 
Total Time) 


Front-end 


Server 

including RRM 


Surveillant 


A 


1.7 


41.6 


1.4 


44.7 


22.8(51%) 


B 


1.9 


18.8 


1.0 


21.7 


9.4 (43%) 


C 


1.8 


49.2 


1.3 


52.3 


24.2 (46%) 



(unit : msec) 



Fig. 7. Timing overhead measured. 



With the same condition of the request generation, average turn around times on 
each request type were measured on the test-bed implemented. The results are 
summarized in Figure 7. As shown in the figure, most of the timing overhead is 
introduced in the execution of the server nodes, which consist of RRM, Agent, and 
Service objects. 

Since the Java language was used for the implementation, the execution speed was 
dragged down especially for the monitoring in RRM. Another obstacle is from the 
difference of the platforms. The Agent wastes times to maintain connections with 
diverse servers. It seems the limitation in utilizing COTS components in the 
implementation. 

In order to make the approach more practical some other aspects should be 
considered in further study. Front-end can be implemented in hardware to reduce both 
timing overhead and security vulnerabilities. Coordination with IDS will be desirable. 
A smart vote is needed rather than a brute force comparison of the result data. 
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6 Conclusion 

An approach to intrusion tolerance has been presented in this paper. The approach 
functions in two levels. At the node level, the dynamic resource reallocation 
algorithm helps the critical services previously selected by the system manager 
survive even after the occurrence of DOS attacks. If an attack sneaks into a critical 
service component to exhaust resources, the algorithm would not be able to allocate 
enough resources for other un-compromised critical services. In such a case, a system 
level mechanism is needed to keep on delivering the intended critical services 
transparently to the clients. The N+1 replication architecture has been proposed in this 
paper to provide a system-level support. As long as we can assume that only one 
computing node out of three nodes with diversity is compromised during one 
execution cycle, concurrent diverse replicas can continue the mission. By utilizing 
both acceptance test and vote for the intrusion detection triggering, it is possible to 
reduce the latency incurred by the replication and to increase the detection coverage 
and accuracy with the reduced dependency of acceptance test on the application. 

Experimental results obtained on a test-bed reveal the validity of the proposed 
approach. Especially, for web applications, it can handle not only DOS attacks but 
also confidentiality and integrity attacks with reasonable amount of timing overheads. 
By combining the adaptability of each server and the diversity of replicated servers, 
we can reduce the cost incurred by frequent system reconfiguration. In order to make 
the approach more practical, we will need to consider a tradeoff between the 
throughput of the system and the prompt responsiveness to attacks in the further 
study. 
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Abstract. In this paper we propose a new probabilistic Fair Exchange 
Protocol which requires no central Trusted Third Party. Instead, it relies 
on a virtually distributed and decentralized Trusted Third Party which 
is formalized as a Guardian Angel: a kind of Observer e.g. a tamper 
proof security device. We thus introduce a network model with Pirates 
and Guardian Angels which is well suited for Ad Hoc networks. 

In this setting we reduce the Fair Exchange Problem to a Synchroniza- 
tion Problem in which honest parties need to eventually decide whether 
or not a protocol succeeded in a synchronous way through a hostile 
network which does not guaranty that sent messages will be eventually 
received. This problem can be of independent interest in order to add 
reliability of protocol termination in secure channels. 

Keywords: Fair Exchange, Security Module, Synchronization, Dis- 
tributed Systems. 



1 Introduction 

In the Fair Exchange problem, two participants A and B wish to exchange 
items kA and ks in a fair way, i.e. such that either both participants receive 
the expected item, or nobody can obtain anything valuable. In addition to the 
fairness property, we generally require that a fair exchange protocol should obey 
the following properties: 

— Completeness: the exchange always succeeds when the involved partici- 
pants behave honestly. 

— Timeliness: the participants always have the ability to reach, in a finite 
amount of time, a step in the protocol where they can fairly stop the ex- 
change. 

The completeness property avoids the trivial fair protocol where no information 
at all is exchanged. On the other hand, protocols with infinite communication 
complexity are avoided by the timeliness property. With regard to the fairness 
property, literature brings a lot of general or specific definitions [16,22,23,26,29, 
36,37]. 

The basic exchange scheme, where the participants send their items one after 
the other, is obviously unfair: neither A and B would like to be first to send its 
item since the first receiver can disrupt the protocol without sending its own 
item. 
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Non-perfect fair exchange protocols were proposed in the early eighties in 
order to decrease the unfairness, involving a complexity cost in term of exchanged 
messages. These gradual protocols are based on the following scheme: each entity 
alternatively transmits successive bits of the item to exchange until the last bit 
of each item was sent (the lengths of the items are supposedly equal). (See for 
example [8,10,11,25,30].) In order to improve this kind of protocol, fractions of 
bits can be transmitted instead of real bits [31,32]. When the protocol aborts 
and one party receives the exchanged item, the a posteriori computation of the 
missing bits is made possible to the other party by the protocol. This induces 
a computation cost. Hence, real fairness of gradual protocols relies on A and B 
having approximately the same computational power. 

The introduction of perfect fairness in these protocols faces to the impossi- 
bility result of Even-Yacobi [13], without the help of third parties. 

One can achieve perfect fairness with the help of a Trusted Third Party 
(TTP) in the scheme. The first proposed protocols used an on-line Trusted 
Third Party which assures the fairness during the exchanges. The main drawback 
with this kind of protocol is that it creates a communication bottleneck: TTP 
must interfere at least once during the protocol. A great improvement of TTP 
protocols is to use off-line Trusted Third Party. Asokan introduced the notion of 
optimistic fairness where the TTP is required only in case of dispute. (See e.g. 
[1,2,3,4,5,24,28,29,33].) The efficiency of this approach relies on the fact that the 
environment is mostly honest. 

Even if there exists a great body of literature on fair exchange, only one fair 
exchange protocol, up to our knowledge, tries to take advantage of the presence 
of security modules [34,35] to enforce fairness, by devising an optimistic fair 
exchange protocol for electronic commerce. We briefly describe it here. In this 
protocol, four entities interfere in the exchange: the client, his security module 
(e.g. a smart card), the vendor (which does not have security module), and 
the vendor’s bank (which is called only in case of conflict). The sketch of the 
protocol is the following. (1) The vendor sends the item and its description to 
the client’s security module. (2) The client sends the payment and the expected 
item’s description to his security module. (3) After checking item and payment, 
the security module sends the payment to the vendor. (4) Finally, if the payment 
is correct, then the vendor must send a payment acknowledgment to the security 
module, and then later gives the expected item to the client. If the vendor does 
not send the acknowledgment (he already has the payment), the bank is called 
in order to restore the fairness. Thus this falls into the optimistic fair exchange 
protocols category which requires an (off-line) TTP and the assumption that 
vendors are mostly honest. 

All those protocols rely on the assumption that both parties can have ac- 
cess to the TTP though a channel which achieves timeliness: any request to 
the TTP gets addressed, eventually. This is quite a strong assumption, for in- 
stance in mobile systems where an adversary may control all communications 
in one network cell. In some environments, like mobile ad hoc networks [19,20], 
introducing a timely-available unique Trusted Third Party is not desirable nor 




190 G. Avoine and S. Vaudenay 



possible; therefore optimistic protocols are not suitable. We rather concentrate 
on a Chaum et Al.’s observer-based third party. We assume that all participants 
have one timely-available observer (e.g. a smart card). The originality of this 
model for fair exchange is that one party may not be able to contact the ob- 
server of another party though a timely channel. We can still propose a protocol 
which ensures probabilistic fairness, without centralized Trusted Third Party, 
and without assumption on the participants’ computational power. 

This paper is organized as follow: in Section 2 we first describe the Synchro- 
nization Problem, design a probabilistic protocol — the Keep-in-Touch (KiT) 
Protocol — and analyze it. Section 3 addresses the fair exchange problem in the 
Pirates and Guardian Angels model. Section 4 illustrates this protocol bringing 
applications to the Mobile Ad Hoc Networks. We finally conclude. 

2 Synchronization Protocol 

2.1 Security Model 

In this part, we consider two participants A and B who want to achieve a secure 
transaction in a fair way through a malicious network N. In our model we assume 
that A and B are able to communicate through two secure channels (one from A 
to B, the other from B to A) providing confidentiality, integrity, authentication, 
and sequentiality. 

— Confidentiality ensures that the message is kept secret from any third 
party. 

— Integrity ensures that the message cannot be modified by any third party. 

~ Authentication ensures that no third party can insert a forged message in 

the channel. 

— Sequentiality ensures that at any time, the sequence of messages which 
were received by one party was equal at some time to the sequence of mes- 
sages which were sent by the other party in the same ordering. In particular, 
no messages can be replayed, erased, or swapped by any third party. 

Note that one important security property is missing in the channel: timeliness. 
Actually, some sent messages can never reach their final destination. Therefore, 
the only way for a malicious man-in-the-middle N to make the protocol fail is to 
stop transmitting messages in one direction or another by cutting the channel. 
Hence our adversarial model for iV is a malicious algorithm which decides to cut 
one channel at some time, or the two channels at the same or at different times. 
Due to the confidentiality property, the choice on when to cut channels cannot 
depend on the content of the messages, but only on the number of exchanged 
messages. 

Here is an example of a secure communication channel from A to B. Let m 
be the message to send and seq a sequence number which is incremented each 
time after a message is sent. 
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A: increase seq by 1 
encrypt m for B 
authenticate (S, seg,ENCs(m)) 

B: transmission of AUT^(i?, seg, ENCs(m)) 

B-. check the identity B 

check the authentication from A 
check seq = previousseq + 1 
set previous-seq ^ seq 
decrypt ENCs(m) 

Here ENCB(m) means m encrypted for B and AUT^(m) means m authenticated 
by A. This kind of secure channel can be implemented, for instance by using the 
SSL/TLS protocol [12]. 



2.2 Synchronization Problem 

We focus here on the synchronization problem^ which is defined as follows. 

Definition 1. A synchronization protocol between A and B is a protocol which 
eventually ends with A and B on two possible terminal states: either success 
or failure. We say that the protocol is 

1. complete if A and B always end on the success state when there is no 
malicious misbehavior; 

2. non-trivial if either A or B cannot end on the success state without re- 
ceiving at least one message; 

3. fair if A and B always end on the same state even in case of misbehavior; 

4- timely if A and B eventually end. 

We say that the protocol is perfectly fair when it follows all these properties. 
When it is not perfectly fair, we define two measures of unfairness. 

~ Pa (probability of asynchronous termination) is the maximum of the proba- 
bility that the protocol ends on an unfair state over all possible misbehavior 
ofN. 

— Pc (probability that crime pays) is the maximum of the conditional probability 
that the protocol ends on an unfair state conditioned on N deviating from 
the protocol over all possible misbehavior of N. 

We recall that we are interested here in honest participants A and B who commu- 
nicate through an untrusted network but can establish a channel which achieves 
confidentiality, integrity, authentication, sequentiality, but not timeliness. Per- 
fect fair protocols are impossible in this setting. This motivates our measures for 
unperfect protocols. 

^ This is equivalent to the well known Non-Blocking Atomic Commitment problem in 
the fault-tolerance literature [17,18]. 
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Note that there is a tricky distinction between Pa and Pc as will be shown 
in the sequel. The Pa gives confidence to A and B in the fairness of the protocol 
while Pc gives measures the incentive for a misbehavior. 

In order to illustrate the synchronization problem, let’s consider the TLS 
protocol. In TLS I.O [12], the client and the server have to close some connections 
during the execution of a session. To achieve this task, “the client and the server 
must share knowledge that the connection is ending in order to avoid a truncation 
attack” [12]. A quite simple procedure is proposed in [12] which consists in 
sending a closejnotify message from the initiator to the other party. This 
prevents from opening new connections in the session until the close_notify 
is properly acknowledged. If the session goes on with new connections it means 
that the closed connections was fair. This scheme is however not standard and 
obviously lacks of fair termination, at least for the very last connection. Here 
fairness of non-terminal connections is guaranteed by the fact that the client and 
the server keep-in-touch. To keep-in-touch is actually the key idea to solve the 
synchronization problem. 

2.3 Keep- in- Touch Protocol 

Our Keep-in- Touch protocol, depicted on Fig. 1, is a quite simple synchronization 
protocol: the initiator of the protocol picks a random number C which says 
how many messages will be exchanged. In case of time-out while expecting a 
message, a participant ends into a failure state. One can notice that, except the 
first message, the exchanged messages are really empty ones! The participants 
just keep-in-touch by exchanging sequential authenticated empty messages. 



A 



N 



B 



Succeed -f 





m2 = [0] 


> 




7n3^[0] 






mcr_i = [0] 












mc = [0] 






> Succeed 



Fig. 1. Keep-in- Touch (KiT) Protocol 



Termination side channel protection. In the case that N has access to a side 
channel saying whether A or B ended in some terminal state, we propose that 
after the required number of exchanges, the two participants wait for a timeout 
r then decide that they succeeded. This extra time prevents a malicious N from 
trying to get a side channel from the behavior of the two participants within the 
time-out interval. 
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Bit-messages variant. Instead of picking C once and sending it at the beginning 
of the protocol, we can just ask each participant to toss a biased coin before 
sending the zth message and sending the output bit in the message. A 0 bit 
means “let’s keep-in-touch” and a 1 bit means “so long” . Obviously, if the bit is 
1 with probability Pr[C' = ijC > i], this variant is fully equivalent to the above 
protocol. 

Since the channel provides confidentiality, the hackers have no clue what C is. 
The integrity, authentication and sequentiality of messages is also protected, so 
participants are ensured that (empty) messages were exchanged. The sequence 
number also prevents from replay attacks. Therefore, the only misbehaving strat- 
egy to end up the protocol in an unfair state is to end transmitting messages at 
some point. If the first dropped message is not the last one, the two participants 
will end up on a failure state. If it is the last one, the protocol becomes unfair. 
In other cases, the protocol succeeds before the hackers decide to drop messages. 
In the analysis of the protocol we will only discuss index number of the first 
message that hacker drops and the chosen distribution for C. 

2.4 Analysis of the KiT Protocol 

Here we analyze the Keep-in-Touch Protocol depending on the distribution 
choice for C. 

Complexity. When A, B, and N are honest, the complexity in terms of exchanged 
messages is exactly equal to C. When someone misbehaves by cutting channels, 
the complexity is smaller, so we can just focus on C. We let pi be the probability 
Pr[(7 = i\. By definition, the average complexity is 

+00 

E{C) = Y.^P,. 

i=l 

Note that the communication and time complexities are linear in terms of C due 
to the simplicity of the message contents and the computations to perform. 

Completeness. Obviously, the protocol eventually succeeds with a complexity of 
C when everyone is honest. Hence the protocol is complete. 

Non-triviality. Obviously, the protocol fails if B does not receive C. 

Fairness (Pa computation). We assume that N is willing to misbehave the zth 
message, i.e. to cut the channel which is assumed to transmit this message. If 
C < i then the misbehavior of N has no influence and the protocol succeeds. 
If C > z, the participant who is expecting the zth message cannot send the 
next one, so both participants are blocked and the protocol fails in a fair state. 
Clearly, the protocol is unfair if (7 = z, thus with probability pi. Therefore we 
have 



Pa = max Pi. 
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Fairness (Pc computation). With the same discussion we can show that the 
above misbehavior has a conditional probability of success of Pr[C = i/C > i]. 
Hence we have 



7-> F'l 

Fc = max == . 

* Y.j>^P3 

Timeliness. Obviously, the protocol eventually ends due to the timeout man- 
agement. 

Theorem 1. The KiT Protocol is a complete, non-trivial and timely syn- 
chronization protocol. Let pi,p 2 ,... denote the probability distribution of C 
in the protocol. The expected complexity is E{C) = Vi ^^6 prob- 

ability of unfairness is Pa = maxiPi. The probability that the crime pays is 
Pc = max,- ^ — . 



Example 1. For any n, when p\ = . . . = pn = ^ and pi = 0 for i > n we have an 
expected complexity of E{C) = and a probability of unfairness of Pa = 
However we have Pc = 1 for i = n: if the strategy of N is not to forward the nth 
message, then his risk is void since this is the last message for sure. Hence the 
protocol is unfair with probability ^ but with no risk at all for Pirates. 



Example 2. For any p, when pi = (1 — pY~^p for z > 0 we have an expected 
complexity of E{C) = ^ and a probability of unfairness of Pa = p. In this 
case we also have Pc = p. The equivalent bit-messages variant is where each 
participant flips a coin of distribution {1 — p,p) in every step. 



2.5 Optimal Distributions for the KiT Protocol 

The distribution choice plays on the complexity and fairness parameters. Obvi- 
ously there is a trade-off. The optimal case is studied in the following theorem. 



Theorem 2. Let Pi,P 2 , ■ ■ ■ denote the probability distribution of C in the KiT 
Synchronization Protocol. We have E{C) > ^ > jr where 

Pa and Pc are the highest probability of unfairness and that the crime pays 
respectively. 

This shows that Example 1 is the optimal case for Pa and that Example 2 is the 
optimal case for Pc. 

Proof. We want to minimize E{C) with Pa < e. It is equivalent to finding 
Pi,P2, ■ ■ ■ such that 0 < Pi Si Pa for all i, ^pi = 1, and Y) Vi minimal. 

Let £ be a probability smaller than Pa. Let n = [Ij and a = \ — n. We have 
a G [0,1[. 
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Obviously ^ ipi is minimal when the first piS are maximal, i.e. when pi = 
P 2 = ■ ■ ■ = Pn = S- The sum of all remaining pi is equal to 1 — n£. Thus we have 

E{C) > e + 2e + . . . + ne + {n + 1)(1 — ne). 

Hence E{C) > s + (n + 1)(1 — ne). If we substitute ^ — a to n we obtain 

E{C) > - ^- + + a + — (1 - a). 

Since 0 < a < 1 we have E{C) > | (j + l)- Since this holds for any e < Pa, it 
holds for e = Pa- This proves the first bound. 

For the second bound we notice that 

+00 

i—1 j>i 

Since we have > fr by definition of Pc, we obtain that E{C) > □ 

3 Fair Exchange with Observers 

3.1 Fair Exchange Problem 

Several (different) definitions for the fair exchange are available in the literature. 
Most of them are context-dependent. For completeness we provide an informal 
one for our purpose. 

Definition 2. An exchange protocol between A and B is a protocol in which A 
and B own some items kA and ks respectively and aim at exchanging them. We 
say that the protocol is 

1. complete if A gets ks and B gets kA at the end of the protocol when there 
is no malicious misbehavior; 

2. fair if its terminates so that either A gets ks and B gets kA (success ter- 
mination), or A gets no information about ks and B gets no information 
about kA (failure termination) even in case of misbehavior; 

3. timely if A and B eventually end. 

We say that the protocol is perfectly fair when it follows all these properties. 
When the protocol is not perfectly fair, we define two measures of unfairness. 

— Pa (probability of unfair termination) is the maximum of the probability that 
the protocol ends on an unfair state over all possible misbehaviors. 

— Pc (probability that crime pays) is the maximum of the conditional probability 
that the protocol ends on an unfair state conditioned on someone deviating 
from the protocol over all possible misbehaviors. 

The fair exchange problem looks trivial when A and B are honest: they can 
just exchange their items one after the other and commit to discard them if the 
protocol fails. However, if timeliness is not guaranteed for the communication 
channel, N can just discard the last message and the protocol becomes insecure 
despite A and B being honest. We solve this here by using the synchronization 
protocol. 
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3.2 Security Model: Pirates and Guardian Angels 

Our model, based on the notion of “observer” introduced by Chaum and Ped- 
ersen [9], considers that both participants own a security module. Contrarily to 
[9] we assume that the security modules are honest. For this reason, participants 
and security modules are respectively named “Pirates” and “Guardian Angels” . 
We describe now the properties of these entities. 

We assume that the Pirates are powerful in the sense that they are able to 
communicate with all other devices and their own Guardian Angel. We require no 
assumption on the computational capabilities of the Pirates, in particular Pirates 
can have very different capabilities. We have no assumption at all for the inter- 
Pirates communication channels. In particular they can be totally insecure. On 
the other hand, the Pirate-Guardian Angel communication channel is assumed to 
be fully secure: it provides confidentiality, integrity, authentication, sequentiality, 
and timeliness. 

Guardian Angels fulfill the following requirements: they are tamper-proof, 
that is any potential attacker could not have access to the stored data or change 
the Guardian Angel’s behavior. Full access stays possible, but limited to some 
authorized parties, e.g. for set up. Since the cost for making a tamper-proof 
device increases steadily with its capabilities, we assume that Guardian Angels 
are simple and limited devices: their computational and storage ability are low. 
Moreover they have a single i/o port which is connected to their own Pirate only: 
they have no other information source about the outside world. In particular we 
will assume that they have no notion of time but a clock signal which is provided 
by the pirate. From a practical point of view. Guardian Angels should be some 
smart cards. 

Obviously, Guardian Angels can play the role of a distributed trusted third 
party. They can establish secure channels between them, providing confidential- 
ity, integrity, authentication, and sequentiality. The originality of our model is 
that those channels require the cooperation of Pirates, so we cannot assume time- 
liness. Hence the inter-Guardian angels communication channels can be assumed 
to correspond to the model of Section 2. 

3.3 Fair Exchange with Two Guardian Angels 

Let us denote P the Pirates and G the Guardian Angels. In this section we focus 
on the fair exchange problem between Pa and Pb using Ga and Gb- Note that 
this can be adapted in a straightforward way for the exchange problem between 
Pa and Gb or between Ga and Gb- 

If Pa and Pb wish to exchange kA and fcs, they ask their Guardian Angels 
for assistance. Then, Ga simply sends k a to Gb through their secure channel, 
and Gb transmits kB to Ga- After the exchange itself, they perform a synchro- 
nization by using the KiT Protocol. Then, if the protocol succeeded Ga and Gb 
disclose the received items to the Pirates. This protocol is illustrated on Fig. 2. 

To keep our protocol easily readable, some important issues are not depicted 
on Fig. 2. Firstly, we assume that the Guardian Angels have means to check 
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Fig. 2. Fair Exchange Protocol 



that the received item is the expected one: Pirates can sent the descriptions 
of the items to their Guardian Angel. Secondly, since items have an arbitrary 
size and that Guardian Angels are assumed to have a limited storage facility, 
we assume that the Guardian Angels forward the received item by encrypting 
it on-the-fly with a freshly picked key. The key then takes place of the item in 
the above protocol. Thirdly, the lack of timeliness in the synchronization should 
be managed by timeouts. But since Guardian Angels are not assumed to have 
internal clocks, timeouts should be yield by Pirates. Similarly, the end of the 
synchronization protocol (at least for the Guardian Angel who sends the very 
last message) should occur only after the Pirate yields a timeout by using the 
termination side channel protection of the KiT Protocol since the Pirate can 
detect his state from the behavior. 

We give here the initiator’s Fair Exchange and Synchronization programs. 
We assume that Pa is the initiator of the exchange. 

G/i’s Synchronization Program 

— send a random value C to Gb 

— while G > 0 do 

• standby {wait for a message or a timeout} 

• if a timeout from Pa is received then the synchronization failed 

• {a message from G^ is received} decrement G 

• if G = 0 then the synchronization succeeded 

• send an message to Gs and decrement G 

— end while 

— standby {wait for a timeout} 

— the synchronization succeeded 

G/i’s Fair Exchange Program 

— receive kA from Pa 

— establish a secure channel with Gb through Pa 
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— send kA to Gb through the channel 

— receive ks from Gb through the channel 

— check fcs) if incorrect, abort 

— encrypt kB with a random secret key K 

— send kB encrypted with K to Pa 

— execute the Synchronization Protocol 

— if the synchronization failed then abort 

— send K to Pa 

Pa’s Fair Exchange Program 

— send kA to Ga 

— forward messages between Ga and Pb for the channels between Ga and Gb 

— if timeout then 

• send timeout signal to Ga 

• if receive K then decrypt kB else the protocol failed 



3.4 Analysis of Our Protocol 

Obviously, our fair exchange protocol inherits Theorems 1 and 2 from the KiT 
Protocol. 

Let us assume that we have a fair exchange protocol. We describe the follow- 
ing synchronization protocol between A and B: they decide to exchange some 
value. If the exchange succeeds, they enter into a success state. Otherwise, they 
enter into a failure state. This is obviously a synchronization protocol which 
inherits his parameters from the fair exchange protocol. 



4 Applying to the Mobile Ad Hoc Networks 

4.1 Applications 

Current Mobile Networks rely on a heavy fixed infrastructure which connects 
the users through relays. Installing such an infrastructure is often either too 
expensive or technically impossible and hence some areas are not reachable. Ad 
Hoc Wireless Networks mitigate this problem by allowing users to route data 
through intermediate nodes: the network is furthermore self-organized and rely 
on any established infrastructure anymore. 

In such a network, cryptographic protocols cannot use on-line Trusted Third 
Party for some obvious reasons. One can think that optimistic protocol may run 
properly. Besides that using off-line Trusted Third Party does not come up to 
the Mobile Ad Hoc Networks requirements, we cannot assume that most of the 
nodes will be honest. Indeed, the nodes have to forward the packets of the other 
ones to keep alive the community, but they will try to cheat as soon as possible in 
order to save their battery life since forwarding packets have a substantial cost: 
nodes will become selfish. Participants will have then to require the Trusted 
Third Party in each transaction. On the other hand we cannot reasonably use 
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Gradual Fair Exchange Protocols since no assumption have been done on the 
computational power of the nodes: the latter could be mobile phones, but also 
PDAs, laptops, etc. 

Additionally, extreme case of fully self-organized networks aim at getting 
rid of any central service. Our model is then fully relevant to this environment 
since it achieves probabilistic fairness without Trusted Third Party, assuming 
only that a secure channel between the Guardian Angels is available. Even if 
economic and practical aspects are not fully designed yet, it makes sense to 
imagine the following scenario. Some company builds and sells guardian angels 
who becomes the virtually distributed TTP. This company (who was the net- 
work provider in earlier wireless networks) simply makes community rules and 
install an accounting service. Guardian Angels are responsible for community 
rules enforcement and keep local accounting in their lifetime. When they ex- 
pire, their successor keep track of accountings. Users can thus just buy and plug 
Guardian Angels into their device in order to control fairness, security, account- 
ing, services,... We can later imagine several Guardian Angels manufacturer with 
specific trade exchange protocols. 

As an application we can exchange an inexpensive service against a micropay- 
ment with the protocol of Example 2 with p = ^. The risk for both participants 
is to loose small valuables, but with a probability bounded by | instead of a 
probability which may be equal to 1 . 



4.2 Improvements 

We would like to notice that, besides the exchanged messages during the syn- 
chronization step are empty, the complexity of our protocol can be improved by 
performing several parallelized Fair Exchanges and by factorizing the synchro- 
nization steps: if A and B need to perform a new synchronization despite the 
previous one is not finished, they can just merge the two KiT protocols into a 
single one. If they need Ci remaining messages for the previous protocol to end 
up and C2 messages for the new one to end up, they perform a protocol with 
max(C'i, <72) messages. The ith protocol will end up when Ci = min(C'i, C2) mes- 
sages will be exchanged. We have already implemented our protocol in a PDAs 
network and so we have shown that our protocol is practicable [ 7 ] . This way the 
synchronization protocol induces a constant overhead to serial Fair Exchange 
Protocol. 

Note that we can easily design a protocol which involves one Guardian Angel 
instead of two. This will be detailed in the full paper version. 

5 Conclusion 

In this paper, we first recalled the definitions and properties related to Fair Ex- 
change Problem and described the main existent ways to achieve fairness. We 
introduced then the Synchronization Problem devising such a Gradual Synchro- 
nization Protocol and shown that the Fair Exchange Problem can be reduced to 
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the Synchronization Problem in our model based on Chaum et AVs observer. 
We designed in this model a Fair Exchange Protocol which provides arbitrarily 
low unfairness. Our protocol does not require Trusted Third Party and does not 
come up to computational power assumptions. Even if there exists a great body 
of literature on Fair Exchange, our protocol is the first non-optimistic one taking 
advantage of the presence of security modules. Finally, we analyzed the protocol 
complexity, the probability of unfairness, but also the probability that an attack 
could achieve. 

We also introduced a communication network model with Pirates and 
Guardian Angels. This model is well suited to Ad Hoc networks and may deserve 
future research. 
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Abstract. Differential Power Analysis (DPA) by Paul Kocher et al. is 
expanded with the information that is hidden in the sign of power biases. 
The latter reveal values that collide with the DPA target value within 
the circuitry. With the help of cross-iteration comparisons, the interpre- 
tation of those values can provide significant amounts of the informa- 
tion required to reverse engineer secret algorithm. We have successfully 
launched a demonstration attack on a secret authentication and session- 
key generation algorithm implemented on SIM cards in GSM networks. 
The findings provide guidance for designing tamper resistant devices that 
are secure against this kind of attack. 



1 Introduction 

Any real cryptographic device provides more information to a determined ad- 
versary than just the input plaintext and output ciphertext. This side-channel 
information is available as the timing of operations [1], power consumption of 
the devices [2], electromagnetic emanations [3], etc. Very little side-channel in- 
formation is required to break many common ciphers. Non-invasive attacks and 
their accompanying countermeasures have been studied extensively over the past 
few years. Systems that rely on smartcards are of particular concern. 

Most of the side-channel based methods deal with the extraction of cryp- 
tographic material, such as keys, from the implementations of well-known al- 
gorithms. A fundamental rule of cryptography is that one must assume that 
the cryptanalyst knows the general method of encryption used. Experts have 
learned over the years that the only way to ensure security is to follow an open 
design process, encouraging public review to identify flaws while they can still be 
fixed. However, many cryptographic algorithms are still kept secret. For instance, 
GSM network operators use an updated version of COMP128-1, designated as 
COMP128-2, as an authentication algorithm, but the algorithm remains unpub- 
lished. Some network operators even develop a proprietary algorithm in secrecy. 
In either case, the algorithm used has not been publicly reviewed. 

The purpose of this paper is to show that secret algorithms offer very little 
protection. We expand the well-known Differential Power Analysis (DPA) attack 
[2] with the information that is hidden in the sign of power biases. An adversary 
can use a method similar to the proposed Sign-based Differential Power Analysis 
(SDPA) to reverse engineer secret algorithms. A sign of power biases has been 
already used in other contexts, e.g. in a power based attack on the Twofish 
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reference code [4], but its use for reverse engineering is new. Experiments on 
reverse engineering using side-channel information have been conducted by other 
authors, i.e. in [5] neural networks are used to automate reverse engineering of 
software code. Strength comparison of known methods has not been performed 
yet. 

An example is given on the secret authentication and session-key generation 
algorithm implemented on SIM (Subscriber Identity Module) cards that are used 
in GSM networks. Specification of the algorithm was not available. Correctness 
of the restored algorithm was checked by means of plaintext/ciphertext pairs. 
As the algorithm is not well-known COMP 128-1, only small parts of the code 
are given in order to keep the algorithm secret and be clear enough. 

The rest of the paper is structured as follows. Section 2 gives a short in- 
troduction to power analysis techniques. In Sect. 3 we introduce the theoretical 
basis of Messerges et al. for the DPA attack [6], invented by Kocher et al. [2]. We 
expand the method to create a more powerful SDPA attack in Sect. 4. In Sect. 5 
the leaked information that can be captured by the SDPA is detailed. In order 
to improve the interpretation of SDPA vectors, cross-iteration comparisons are 
suggested in Sect. 6. An example is given on an unknown GSM authentication 
algorithm. Usually, supplementary methods have to be employed to completely 
restore the algorithm under attack. Some of them are mentioned in Sect. 7. 
Section 8 expands the SDPA with iteration independent SDPA matrices and 
shows how they can be used to extract permutations from side-channel informa- 
tion. Countermeasures against the proposed side-channel attack are discussed in 
Sect. 9. The findings are summarised in Sect. 10. 



2 Power Analysis 

Smart cards consist of logic gates, which are basically interconnected transistors. 
During operation, charges are applied to or removed from transistor gates. The 
sum of all charges can be measured through power consumption, on which power 
analysis techniques are based. 

Several variations of power analysis have been developed [2,7]. The power 
consumption measurements of smart card operations are interpreted directly 
in Simple Power Analysis (SPA). SPA can reveal hidden data in algorithms in 
which the execution path depends on the data being processed. More advanced 
techniques, like Differential Power Analysis (DPA) and Inferential Power Anal- 
ysis (IPA), allow observation of the effects correlated to the data values being 
manipulated. 

Power analysis attacks have been known for a while and effective counter- 
measures exist that pose difficulties, even to a well- funded and knowledgeable 
adversary [8,9,6]. However, many providers for cryptographic tokens are still 
convinced that implementation of secret algorithms provide a sufficient level 
of protection against low-cost side-channel attacks. The results presented here 
speak against attempts to establish secrecy by keeping cryptographic algorithms 
undisclosed. 
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3 DPA Attack 

A DPA attack begins by running the encryption algorithm for N random values 
of plaintext input. For each of the N plaintext inputs, PTIi, a discrete time 
power signal, Pi[j], is collected. The corresponding ciphertext output may also 
be collected. The power signal Pi[j] is a sampled version of the power being 
consumed during the portion of the algorithm that is under attack. The index i 
corresponds to the PTIi that produced the signal and the index j corresponds 
to the time of the sample. The Pi[j] are split into two sets using a partitioning 
function, D{-)\ 

Po = {PMD{-) = 0} Hi 

P, = {P,[j]\D{-) = l} . 

The partitioning function can take plaintext input or ciphertext output as a 
parameter. The next step is to compute the average power signal for each set: 

-4o [j] = E p, [j] e Po b'] 

^ib1 = |l^ Epi[j]ePi ’ 

where |Pol + |A| = Note that it is not necessary for the sets Pq and Pi to be 
exactly equal. By subtracting the two averages, a discrete time DPA bias signal, 
T[j], is obtained: 

T[j] = Ao[j]-A,[j]. (3) 

Selecting an appropriate function D{-) results in a DPA bias signal that can 
be used to verify guessed portions of the secret key. For instance, the partitioning 
function can differentiate power traces into two groups based on the predicted 
value of a bit of some intermediate variable, which in turn depends on a portion 
of the secret key. At some point during execution, the software needs to compute 
the value of this bit. When this occurs, or when any data containing this bit is 
manipulated, there will be a slight difference in the amount of power dissipated, 
depending on whether this bit is a 0 or a 1. As the number N of PTI inputs is 
increased, T[j] converges to the expectation equation: 

hm T[j] = P{P.b1|P(-) = 0} - E{PMD{-) = 1} . (4) 

If enough PTI samples are used and a correct guess as to the value of the 
intermediate variable has been made, T[j] will show power biases of e at times j' 
and will converge to 0 all other times. Time indices j' are those indices at which 
the instructions manipulating the observed bit occur. Due to weakly correlated 
events, T[j] will not always converge to 0 for j ^ j'; however, the largest biases 
will occur at times j'. Figure 1 shows power biases for a correct guess on the 
value of the secret and a signal without biases for an incorrect guess. 

4 Sign of Power Biases 

The DPA method as described does not put any significance on the sign of biases 
in T[j], However, the sign carries additional information about the algorithm 
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Fig. 1. Example of experimental DPA power biases 



under attack. Biases are of different signs, positive or negative, as can be clearly 
seen from Fig. 1. 

The different sign of biases can be explained by a closer look at semiconductor 
technology, the source of power dissipation. In [6] a simple model of CMOS 
circuit is proposed as a basis for understanding power dissipation measurements. 
CMOS logic has almost no static power dissipation, but there is dynamic power 
dissipation. The gate of a transistor forms a small capacitor. When switching an 
input, not only the transistor gate capacities but also the whole wire needs to 
be charged or discharged. Note that the wires connecting the gates have even 
bigger capacities than the gates themselves. There are also short-circuit currents 
during switching due to the way CMOS logic is designed. 

Suppose the partitioning function D(-) returns the value of a bit that occurs 
on the input of CMOS gate at time j' . The impact on power dissipation will 
occur only if the state of the input changes. Let the initial state of the input 
be 0. There is then an increase in power dissipation in power traces selected 
to set Pi, hence negative power bias at time j'. On the other hand, when the 
initial state of the CMOS input is 1, the reverse is true and positive power bias 
is observed at time j' . The above explanation holds when the difference of the 
two sets is computed as in (3). If the difference is computed in a different way, 
the signs have to be interpreted accordingly. 

It is evident from the above that the sign of DPA bias carries information 
about the initial state of the circuitry. Furthermore, a similar effect on power 
dissipation may be observed when the circuitry that already holds the bit under 
observation is assigned the next value. Again, the sign of DPA bias reveals this 
next value. 

Suppose the correct guess as to the value of the intermediate has been made, 
or that the intermediate is not secret at all. Note that the term ’intermediate’ 
refers to the value of the intermediate variable within the algorithm. By per- 
forming sign analysis of power biases for all bits of the intermediate, values can 
be revealed that collide with the observed value in the same circuitry. 
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Definition 1 (of the SDPA vector). Let Dj^{-) be a partitioning function 
that splits power traces as regard to the value of the b-th bit of an intermediate 
I and the f time index at which DPA power bias is observed for at least one bit 
of the intermediate. Let T/Jj'] be a DPA bias signal for D i^{-) . An SDPA vector 
Sj/ G {0, is defined as 

Sj, = [sgn(T/„ [/]), . . . , sgn{Ti^ [f]),sgn{Ti^ [j'])] , (5) 

where the bit length of the intermediate L is n + 1 and sgn is defined as 

{ 1 X > threshold 

0 X < —threshold (6) 

~ otherwise . 

Definition 2 (of the SDPA value). When Sji is completely defined, i.e. Sjr G 
{0, 1}"“''^, an SDPA value can be extracted by computing the dot product 

sp=sp-[2^,...,2,l] . (7) 

Note that the intermediate can be handled internally as a bit complemented 
value, in which case the SDPA value is also bit complemented. 

5 Leaked Information 

Basically DPA is used as a tool for testing various hypotheses about secret values 
in cryptographic algorithms. This is done through selection of the partitioning 
function. On the other hand, SDPA is performed on known variables within an 
algorithm in order to deduce further knowledge about the algorithm. In this 
way secret values can be detected as well, however, they are revealed through 
collision with known values. 

Empirical evidence is provided on the kind of information that can be re- 
vealed through SDPA in the following sections. The method has been validated 
on an unknown authentication and session-key generation algorithm (A3A8) im- 
plemented on SIM card. The algorithm’s specification was not made available in 
advance. All that was known was that the algorithm was not COMP128-1. The 
experiment was part of a larger ongoing project in which the significance of the 
side-channel information is evaluated in various reverse engineering techniques. 

Experiments in [6] showed that, in a typical smart card, a large portion of 
the power dissipation occurs in the gates attached to internal busses. However, 
when a precharged bus design is used, SDPA values caused by bus activity are of 
limited usability because the bus is driven to a constant value before and after 
each transfer. This is not the case for internal busses and other circuitry, includ- 
ing microcontroller registers. We could not establish the exact source of SDPA 
information as we were experimenting with smart card of unknown architecture. 
Future research into this area is required. 




208 



R. Novak 



When the algorithm is secret, the plaintext input can be selected as a known 
intermediate variable. The input can usually be split into n-bit blocks, where n 
depends on the microcontroller architecture; today 8-bit microcontroller archi- 
tecture is the most common. Applying SDPA to input blocks results in a set of 
SDPA vectors Sjr with different time indices j'. Not all of them are completely 
defined. 

It is difficult to deduce the meaning of SDPA values, as there can be many 
explanations. For instance, a constant may be a real constant used by the algo- 
rithm, but it can also be the memory address of a variable, value of a variable, 
opcode, or just the effect of a precharged bus. Other more complex explanations 
are possible. Note that events that correlate with the observed value, i.e. selected 
bit of the intermediate, also result in non-zero power biases. 

Moreover, the collision of the observed value with its transformed counterpart 
produce very distinct SDPA vectors, which can be considered as a signature 
of the transformation. First results based on simulation suggest that various 
arithmetic and logic operations may be identified by analysing SDPA vectors. 
For example, suppose that input value i collides with its shifted counterpart, 
i ^ 3. Then the following SDPA vector Sj' 



Sj, = [ 0 , 0 , 0 ,' 



(8) 



is expected, where the number of consecutive zeros equals the number of places 
shifted to the right. 



Proof. The upper three bits of input collide with zero due to a right shift, there- 
fore, zero components are expected. On the other hand, the lower bits of input 
collide with shifted bits. There is a transition on a gate if one of the collided bits 
is 1 and another is 0. When input values are evenly distributed, approximately 
half the power traces in each partition show power bias due to transition. There- 
fore, the DPA power signal for the lower five bits at time f converges to zero, 
hence neither positive nor negative bias. □ 

Note that the same signature would be obtained if zero collided with masked 
input. Signatures for other typical logical and arithmetic operations may be 
derived. They are very dependent on the value with which the transformed value 
collides. Similar signatures may result from different transformations, while some 
transformations cannot be identified in this way. For instance, when the rotated 
value collides with its original, the DPA power bias limits to zero. Furthermore, 
many signatures, like those for addition and multiplication, have an effect on the 
size of a bias and not only on its sign. When the transition of some bits leak more 
information than others, i.e. power bias is dependent on bit position [10], the 
interpretation of magnitudes in addition to signs may appear difficult. Further 
research is required in order to include the information about magnitudes into 
signatures. 
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6 Cross-Iteration Analysis 



Many ciphers implement complex compositions of simple operations through 
different levels of iterated code. In order to correctly interpret fully defined SDPA 
vectors, the investigation of similar vectors from multiple iterations can be very 
helpful. We define the SDPA matrix that captures sign information for cross- 
iteration comparisons. 



Definition 3 (of the SDPA matrix). Let m be the number of iterations in 
which similar patterns of SDPA responses have been observed. Suppose the it- 
erations are of fixed length 1. An SDPA matrix Sj' is a collection of transposed 
SDPA vectors 



S/ = 









(9) 



where time index j' refers to the first iteration. The SDPA vectors are computed 
for intermediates that are expected to be processed within each iteration. 



We have applied SDPA to an unknown GSM authentication algorithm that 
has been deployed by different service providers. The algorithm is a keyed hash 
function. It takes a 16-byte key (128 bits) and 16-byte of data (128 bits) to 
output a 12-byte (96 bits) hash. The key fco — fci 5 > as used in the GSM protocol, 
is unique to each subscriber and is stored in the SIM card. The input data io — *i 5 
is a random challenge supplied by the base station. The first 32 bits of the hash 
are used as a response to the challenge and sent back to the base station. The 
remaining 64 bits are used as a session key for voice encryption using the A5 
algorithm. 

The following SDPA matrices are identified at the beginning of the algorithm: 

Co = [0, 0,0,0,... ,0,0,0, 0] 

CNTo_i5 = [0,1,2,3,...,12,13,14,15] 

KEY = [76, 157, 145, 129, . . . , 217, 109, 31, 224] (10) 

CNTo-15 © key = [76, 156, 147, 130, . . . , 213, 96, 17, 239] 

CNT69-84 © key = [9, 219, 214, 201, . . . , 136, 63, 76, 180] , 

where the matrix columns are written as the SDPA values. 8-bit blocks of plain- 
text input zo — ii 5 were selected as known intermediate variables, one per itera- 
tion. The time index j' of the above matrices is omitted as the matrices repeat 
several times. In Fig. 2 a temporal ordering of the matrices within the algorithm’s 
first iterations is shown. 

When only one iteration is observed, the SDPA values are just different 
constants that collided with the input. The matrix representation gives more 
information. For instance, CNTq-is can be interpreted as a loop counter in col- 
lision with the plaintext input. This explanation is very likely as both input and 
counter are handled within a typical loop. In the middle of the iteration a SDPA 
matrix that appears to contain random SDPA values is identified three times. 
Our prediction that a key kg — fcis collided with the input has proven correct, 
hence the label KEY. At the end of the iteration two different matrices were 
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Fig. 2. Temporal ordering of the SDPA matrices within the first iterations 



identified. The first can be calculated as a bitwise exclusive or between CNTq-is 
and KEY, CNTo-i5©KEY, and the second as CNT69-840KEY. It is highly 
unlikely that these values actually collided with the input; however, the same 
matrices are obtained if KEY ©iq — ii5 collides with CNTq-is and CNT6g_84, 
respectively. This is due to the property of exclusive or. When SDPA is per- 
formed on an intermediate xored by a constant C without modification of the 
partitioning function, the partitions Pq and Pi, and thus the signs, are swapped 
for all ones in C; the same effect would have the exclusive or between the initial 
state and C. There is also a third option according to which CNTq-is ©to — *15 
collided with KEY, but it is less probable. The CNT 69-84 may show the mem- 
ory range where the results of the computation are stored. Other explanations 
are also possible. From the above conclusions, one can write the Alg. 1 that 
would cause a similar response to SDPA. 

Algorithm 1. Initial computation in unknown algorithm 
FOR j from 0 to 15 
x[j] = i[j] © k[j] 

END FOR 

Note that the flow of the operations is in agreement with the temporal or- 
dering of the SDPA matrices. First, the input is read. After that, the key is 
accessed. Computation of the exclusive or follows. Finally, the results are stored 
in the memory. 

In the above example, SDPA reveals information about keys, counters, mem- 
ory ranges, operations and their temporal ordering. 

7 Supplementary Methods 

As shown by a simple example, SDPA can be used in the reverse engineering 
attempts of an adversary to reveal secret code. After new intermediate values 
have been discovered, SDPA is performed on those values instead of on blocks 
of plaintext input. The intermediates can be deduced from the information in 
SDPA matrices and by testing the most probable hypotheses about transforma- 
tions. SDPA signatures of various logical and arithmetic operations can provide 
significant help in selecting the right hypothesis. 
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Supplementary methods have to be employed to completely restore the al- 
gorithm under attack. For instance, simple power analysis (SPA) and the use of 
correlation techniques may help in identifying the algorithm’s loops. 

The next major difficulty in restoration attempts are substitution blocks, 
which are usually implemented as lookup tables. Modern cryptography uses 
substitution as a building block in complex compositions of strong ciphers. Sub- 
stitution tables are considered to provide a high security level because they 
contribute effectively to data diffusion. A substitution block is a very effective 
countermeasure against SDPA as it prevents intermediates from being tracked 
through the algorithm. However, many implementations of lookup operation are 
insecure. An attack on substitution blocks is proposed in [12]. The attack is 
based on identifying equal intermediate results from power measurements while 
the actual values of these intermediates remain unknown. 

We managed to completely restore the unknown GSM authentication algo- 
rithm using the above methods. In Fig. 3 a detail of the algorithm is shown 
that includes four lookup operations. Only a small fraction of the sixteen similar 
iterations is shown. The code is executed at the beginning of the algorithm and 
can be restored only by combining SDPA, SPA and substitution block attack. 




Fig. 3. Computation in the GSM authentication algorithm 
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8 Iteration Independent SDPA 

The code from Fig. 3 is repeated five times within eight iterative loops. Each 
inner iteration is followed by a permutation while each outer iteration completes 
with a compression. The compression is a permutation on a subset of bits. 

We define iteration independent SDPA matrices and show how they can be 
used to extract permutation or compression from side-channel information. We 
demonstrate the method on a detail of the compression from Fig. 4. 



0 13 15 31 




Fig. 4. Detail of the outer compression in the GSM authentication algorithm 



The algorithm was extracted from the outer loop of our GSM authentication 
algorithm. A 32- byte (256 bits) vector x is compressed in a 16-byte (128 bits) 
vector y. First, bit permutations within the components of x are performed 
using the permutation P. Half the bits are then extracted from the vector x' and 
recomposed in y. In the last step, the position of each bit within the components 
of y remains the same as within the components of x'. 

Definition 4 (of the iteration independent SDPA matrix). When spe- 
cific intermediates to he processed within each iteration cannot he determined, 
SDPA vectors for a fixed intermediate could he computed regardless of the itera- 
tion. Let Sj, designate an iteration independent SDPA matrix computed on fixed 
intermediate I. 

Iteration independent matrices have usually only one column defined because 
the intermediate is often processed only in one, previously unknown iteration. 
This type of matrix can be used to reveal permutations from the side-channel 
information. Again, sign information can be an additional help in making hy- 
potheses about the algorithm. 

The following matrices were obtained when iteration independent SDPA was 
applied to xi^\ 









Sign-Based Differential Power Analysis 



213 



Af = h 


^ 1 ^ ^ ^ ^ 
, . . . , , , 








, . . . , ^ 0, 








T 

/'N. 

, . . . , , , , , , 


Cl 


= [0,0, 0,0, -,0,0,0] 


Df33] = 


^ ~ ~ - 
, . . . , , , , , , 


di 


[‘^7 ‘^7 ‘^7 ‘^7 O 7 ‘^7 ‘^7 


Af 3] = 


,-,13,-,. ..,H 






B21331 = 


,-,0,-,...,-] 






C21331 = 


,-,c^, 


C2 


= [0,0,0,0,0,0,-,0] 


0^1331 = 




d2 


[‘^7 ‘^7 ‘^7 ‘^7 ‘^7 ‘^7 O 7 



Note that the vector x is already known to an adversary. Temporal ordering 
of the matrices is given in Fig. 5. Only a subset of matrices is shown in order 
to demonstrate the reconstruction of the compression algorithm. Below the time 
axis the positions of other matrices are marked for the intermediates xq — x^i. 
Eight groups were detected, but only three are shown. 
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Fig. 5. Temporal ordering of the iteration independent matrices 



From the above, several conclusions about the algorithm can be made. Here, 
we give the most probable explanation, which led to the reconstruction of the 
compression algorithm in Fig. 4. 

The compression is performed in a part of the algorithm where 16 iterations 
were detected; hence 16 columns in the matrices. The intermediate, in our case 
Xi 3 , appears in different iterations, i.e. different columns are defined. We con- 
cluded that a sort of permutation is performed, with each iteration computing 
one component of the output vector y. Eight groups of matrices were identified 
within the iterations; only some groups were present for a given intermediate. 
We made an assumption that the 8-bit components of y are computed one bit 
per group. 

Each group starts with matrix A for which the only defined vector contains 
the address of the intermediate. Confirmation that the value is really an address, 
and not just a constant, could be found in the matrices for other intermediates. 
The collision of the intermediate with its address suggests that, within each 
group, an independent computation is performed on the intermediate value. 
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Matrices C and D can be signatures of various masking operations. For in- 
stance, when a constant collides with an intermediate that has been previously 
masked, only corresponding components of the SDPA vector are defined. There- 
fore, bit 3 of Xi 3 could be extracted in the 10th iteration, as one can deduce 
from the matrices and A similar conclusion, based on the matrices 

and can be made for bit 1 in the 3rd iteration. 

The temporal ordering of the extracted bits within the iteration can be the 
ordering of bits in the result, i.e. iteration j computes value yj by bit composition 
from bit 0 to bit 7. Consequently, bit 3 of X13 maps to bit 0 of yg while bit 1 of 
x \3 maps to bit 2 of 2/2- 

The described response to iteration independent SDPA could be achieved by 
implementation of Alg. 2. 

Algorithm 2. Restored compression algorithm 
FOR j from 0 to 15 

y[j\ = {x[bo[j]] & 0x08) > 3) | 

(x[6i[j]] & 0x40) > 5) I 
(a;[^2[j]] & 0x02) <C 1) I 

END FOR 

The first level permutation is performed by masking and shifting operations. 
bg — &7 are the second level permutation tables and can be defined from the 
information in the iteration independent SDPA matrices. 

9 Countermeasures 

Designers must not rely on secrecy of the algorithm because the algorithm may be 
reverse-engineered in the presence of side-channel information leakage. Only low- 
cost equipment is needed to perform this kind of attack. Even when well-tested 
public algorithms are used, there is a chance that SDPA may reveal sensitive 
information or break a layer of protection. Techniques for preventing SDPA 
attacks, as described in this paper, fall roughly into two categories. 

The first approach is to prevent information leakage, using the general tech- 
niques that protect the algorithm as a whole. Well-known techniques are signal 
size reduction, introducing noise into power consumption, randomised execu- 
tion timing and order, balancing state transitions, key use counters, physically 
shielding the device, blinding, multithreaded applications, etc [13,2,8,9]. 

On the other hand, many techniques can be used to bypass or compensate 
for these countermeasures. We suggest the use of as many redundant counter- 
measures as available resources permit, because many of the countermeasures 
can be compensated for if they are implemented alone [11]. The best way to 
eliminate an attack would be adherence to the cardinal principle [9], which is 
hard to achieve. According to the cardinal principle, if differential attacks are 
to be completely eliminated, relevant bits of all intermediate cycles and their 
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values should be statistically independent of the inputs, outputs and sensitive 
information. 

A second category of countermeasures against SDPA attacks involves mea- 
sures that prevent leakage of sensitive information through the sign of power 
biases. Due to the presence of unexpected sign-based leakages, a comprehensive 
vulnerability assessment has to be an integral part of any effort to protect spe- 
cific implementation. In order to prevent collisions of sensitive information with 
well-known intermediates, the use of precharged busses is suggested. A similar 
action should be carried out in all parts of the circuitry where sign-based leakage 
is observed. An even better solution is to feed registers and busses with random 
values. The countermeasures should be implemented in hardware, however soft- 
ware based solutions can also provide a significant level of protection. 

10 Conclusion 

The realities of a physical implementation can be extremely difficult to control. 
The level of tamper resistance offered by any particular product can be mea- 
sured by the time and cost penalty that the protective mechanisms impose on 
the attacker. When the method is known, a side-channel attack on a moderately 
protected smartcard typically requires a few minutes to several hours to com- 
plete, while the cost of the sampling equipment falls in the range from several 
hundred to several thousand dollars. 

We have introduced a sign extension to the differential power analysis. The 
sign of DPA biases reveal values that collide with the DPA target value within 
the circuitry. Basically, DPA is used as a tool for testing various hypotheses 
about secret values in cryptographic algorithms. On the other hand, SDPA is 
performed on known variables within an algorithm in order to deduce further 
knowledge about the algorithm. The method is formalised through definitions of 
SDPA vectors, values and matrices. 

SDPA vectors could reveal memory addresses, variable values, counters, oper- 
ations, permutations etc. Cross-iteration comparisons performed through SDPA 
matrices improve the interpretation of the SDPA values and provide a significant 
amount of the information required to reverse engineer a secret algorithm. 

Clearly, the actual attack would be highly dependent on the algorithm being 
implemented, the types of countermeasures and the hardware architecture being 
used, and would require some guesswork on the part of the attacker. In addition 
to SDPA, supplementary methods like simple power analysis and substitution 
block attack, would be needed to completely restore the algorithm under attack. 

Countermeasures against side-channel attacks may be based on secret code. 
Such implementations may be the subject of the SDPA as well; however, the 
efficiency of the method on those algorithms should be studied further. Further 
research should also be done on operation signatures, in order to capture the 
information about power bias magnitudes. 

The best way to eliminate attack is strict adherence to the cardinal principle. 
However, the fundamental rule is that the designers must not rely on secrecy of 
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the algorithm, as the algorithm may be reverse-engineered in the presence of 

side-channel information leakage. 
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Abstract. In this paper, we propose asymmetric watermarking system using 
permutation braids. Asymmetric watermarking system uses different keys for 
watermark embedding and detection. In such a scheme, the detector only needs 
to know a public key, which does not give enough information to make 
watermark removal possible. The proposed watermarking scheme can match 
requirements of asymmetric watermarking system. Our experimental result 
shows that this scheme provides security from any attempts to identify or 
remove the secret key. 



1 Introduction 

Recently various kinds of digital multimedia data have been widely distributed 
through internet. As the commercial price of multimedia data is increased and the 
resulting multimedia data can be easily duplicated via network, the importance of 
copyright protection for multimedia data becomes more crucial. For this reason, 
researcher have started looking for techniques that allow copy control of digital 
multimedia data and enable copyright enforcement. It was realized that common 
cryptographic means are not displayed in the case of image or video data. To solve 
this problem, the digital watermarking techniques have been investigated [8]. 

Digital watermarking technique embeds an imperceptible secret signal, which 
asserts the ownership or intellectual property rights of the media creator or owner. In 
order to be effective, a digital watermarking must satisfy the following requirements 

[9]: 



Imperceptibility: The embedded watermark must be perceptually invisible or 
inaudible to maintain the quality of the host media under typical perceptual 
conditions. That is, human observers cannot distinguish the original host media from 
the watermarked data. 

Robustness: The digital watermark is still present in the image after attacks and 
can be detected by the watermark detector, especially on the attacks from 
compression. Possible attacks include linear or nonlinear filtering, image 
enhancements, requantization, resizing, and image compression. 
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Unambiguity: Retrieval of the watermark should unambiguously identify the 
owner. Furthermore, the accuracy of owner identification should degrade gracefully 
in the face of attack. 

Most existing watermarking schemes are symmetric. Symmetric means that the 
detection process make use of the parameters used by the embedding process. The 
knowledge of these parameters allow pirates to forge illegal data by modifying or 
removing watermark. Using watermark technology for copy protection, the 
watermark detector needs to be implemented in many cheap consumer devices all 
over the world. A symmetric watermarking scheme presents a security risk, since the 
detector has to know the required secret key. However, cheap tamper-proof devices 
are hardly produceable, and thus, pirates can obtain the secret key from such devices 
and use them to outwit the copy protection mechanism [4] [5]. A solution to this 
problem is the asymmetric scheme that uses two different keys for embedding and 
detection process. Detector needing a set of parameters is called the public key. 
Knowing the public key, it should be neither possible to deduce the secret key nor 
possible to remove the watermark. Fig.l shows symmetric and asymmetric 
watermarking schemes. 

In this paper, we propose a new asymmetric watermarking system which renders 
asymmetry through a permutation braids. 

This paper is organized as follows. In section 2, we are described characteristics of 
proposed asymmetric watermarking schemes. In section 3, we are introduced the 
asymmetric watermarking scheme using permutation braids. In section 4, the 
experimental results are shown. The conclusions of our study are given in section 5. 




Fig. 1. Symmetric vs asymmetric watermark scheme 



2 Review on Asymmetric Watermarking Scheme [3] [4] [6] 

The asymmetric watermarking schemes proposed until now can be classified as two 
categories. The one is watermark-characteristics-based-method to use as watermarks 
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the signals which have special characteristics such as periodicity. The other is 
transform-based-method to make a detection key from a given embedding key by a 
proper transform. In this classification, Legendre-sequence-key by Van Schyndel et 
al. and eigenvector key by J. Eggers et al. belong to the first category. Hartung and 
Girod's method, Furon and Duhamel's power spectrum method, and Picard and 
Robert's neural network method belong to the second category. 

In the following, we will briefly present these systems and recall some of their 
known limitations. 



2.1 Hartung and Girod’s Method 

This is first suggestion of asymmetric watermarking system. Given the secret 
embedded watermark w and a random vector r uncorrelated with w , the idea is to 
build the public key p from subsets of r and from w: p = tw + ( 1 - t ) r, where t is a 
secret binary (0,1) vector. This way, the user does not know which parts of p 
correspond to the secret key, even though there is sufficient correlation between the 
watermarked signal and p to ensure detection. However, an attacker can easily 
remove this correlation by small modifications to the watermarked signal. 



2.2 Van Schydel’s Method 

Van Schydel et al. suggested an asymmetric watermarking system using a length N 
Legendre sequence a. Legendre sequences have the following features: Fa = a = 
ca\ where F is DFT matrix, the scalar c can be complex, and a a* denotes the complex 
conjugate Legendre sequence. Van Schydel et al. proposed to use the Legendre 
sequence as a watermark w = a, so that the watermarked signal is y = x +a. 

In detection of the watermark from the transmitted signals r, the correlation 
between the transmitted signals and its Fourier transformed signals was used as 
follows: C = (rFr) / N ~ (ca^a) /N. Here, r denotes the complex conjugate transpose 
of r. A large correlation value indicates the existence of the embedded Legendre 
watermark. The detecting device does not use information on the inserted Legendre 
sequence. Only the length of the inserted sequence is given. 



2.3 Eiggers’s Method 

The Eigenvector approach extends the initial idea of Legendre watermarking, where 
the watermark vector w is chosen as an eigenvector of a transform matrix G, i.e. Gw = 
Aw. Therefore some correlation can be expected between a watermarked signal x + w 
and its transform G( x + w ) = Gx +Aw. This allows detection of the watermark 
knowing only G, which is in the public domain. This technique was thoroughly 
explored by its authors, and several weaknesses were found: high sensibility to host 
signal noise, attacks by confusing the detector with a fake watermark w^ with the 
property that Gw^= -A w^ 
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2.4 Furon and Duhamel’s Method 

Furon and Duhamel suggested a watermarking method using power density spectrum 
(PDS). We briefly describe the basic principle of the proposed scheme. First, the host 
signal is permuted to get rid of the statistical dependencies between adjacent signal 
samples, supposing that the PDS of the permuted signal is flat. Next, a colored noise 
signal with a specific PDS form is inserted into the permuted host signal. The 
watermark w is obtained by filtering a white noise signal z of power P^. Let denote 
the frequency response of the selected filter. The PDS of the watermark signal is 
given by (fi) = P^\H (D) . Since the watermark signal w is independent from the 
host signal x, the PDS of the public signal y is straightforwardly derived as 
<h„(a) = p, + pj//(n)|\ 

In the detection process, the transmitted signal is substituted as in the insertion 
process, and then the PDS of the permuted received signal r is arrived at. Its similarity 
to the watermark PDS is measured. If the shape of the PDS of the permuted signal is 
quite similar to that of the watermark, it is judged that a watermark is inserted. If the 
permuted signal shows flatness, it is judged that there is no watermark. In this 
method, the PDS shape of the watermark becomes the public key. The authors said 
that it is not possible to reveal the embedded watermark as the shape of the spectrum 
alone does not allow perfect reconstruction due to the loss of the signal phase. 



2.5 Simith’s Method 

J. Simith and C. Dodge suggested a very simple form of an asymmetric scheme. The 
same watermark is inserted twice. The detection is made by using the correlation of 
the twice-inserted watermark. That is, the embedding process hides a watermark w of 

N 

length y (N is even) two times in a signal r of length N. 

r(n) = x(n) + w(moA(n,^)) Ve 0, • ■ -1 

where, mod(. , .) is the modulo function. 

The detector arrives at the correlation between the two partial sequences -land by 
dividing the transmitted signal r into two. The detection process is then : 



A large correlation value indicates the existence of the embedded watermark, 
which need not be known for the detection process. 




2.6 Picard and Robert’s Method 

Picard and Robert suggested an asymmetric watermarking method using neural 
network function. The neural network is used as a projection function of an input 
space into an output space. In a single layer linear neural network, the linear 
projection function G projects an input space of size N into an output space of size M. 
The N-M parameters of G, u, are initially generated randomly, and a watermark w of 
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size N is projected using G into the public key p of size M. For a given host x, a 
watermark w is added to the host to produce the watermarked content r = x + w. The 
detector receives r, and computes its projection r’. The projected content is then 
correlated with the public key. Then a large correlation value identify an embedded 
watermark. The public key p and the neural network parameters u are public and the 
watermark w is secret. Not to determine the secret key, knowing the public key: p = 
G{ w, u ), M is lower than N. 



3 Asymmetric Watermarking Scheme Using Permutation Braids 

In this section, asymmetric watermarking scheme using permutation braids is 
presented. 



3.1 Definition of the n-Braid Group [7] 



A braid can be understood as the intertwining or crossing over of parallel strands or 
strings. The number of strands is called the braid index, and the set of all braids on n 
strands is denoted »■. In an effort to align the algorithm presentation with source code 
implementation we will use a zero-based indexing convention. 

The n-braid group '■ is defined by the following group presentation. 



B 



n 




a,aj=aja„if\i-j\>2 / 



Braids have the following geometric interpretation: an n-braid is a set of disjoint n 
strands all of which are attached to two horizontal bars at the top and at the bottom 
such that each strand always heads downward as one walks along the strand from the 
top to the bottom. The braid index is the number of string. 



3.2 Describing Braids Using Permutations [7] 

The n-braid group »■ is an infinite non-commutative group of n-braids defined for each 
positive integer n. We introduce the notations of the permutation braids. To each 
permutation n= bj, b^, ..., b^, we associate an n-braid A that is obtained by connecting 
the upper i-th point to the lower b-th point by a straight line and then making each 
crossing positive, i.e. the line between i and b. is under the line between j and bj if i <j. 
For example if n= 4213, then A = as in Fig. 2. 




Fig. 2. The braid Ae corresponding to ;r= 



4213 
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The braids made as above is called a permutation braid and ^ n denotes the set of 
all permutation braids. The correspondence from permutation .;r to a canonical factor 
A is a right inverse of p: 5^ ^ as a set function. So the cardinality of is n!. 

The permutation braid can be characterized by the property that every crossing is 
positive and any pair of strands crosses at most once. 

So we can describe a braid s = ... A^ by a tuple (u, n^, ), where 

the canonical factor A^ corresponds to the permutation n^. Here n is called the 
canonical length, denote by len(s), of s. 



3.3 Asymmetric Watermarking Scheme Using Permutation Braids 

Asymmetric watermarking systems require that the embedding and detection keys 
should be different, but that they should be related for proper correlation detection. 
The watermark embedding process is as follow: 



- Define a braid group binary operations and parameters. We standardize zero 
based indexing. That means all arrays and consequently strands of a braid start at 
the label 0. 

- Generate a watermark using a secret key and compute the public key as the 
projection of the secret key into the permutation braids algorithms. In order to be 
specific, let a secret key set s = (s^ , i=0, 1, ... , n-lj be a sequence of length n. 
The latter is projected using G into the associated public key p=G(s) of length 
m, where G is the projection function. Here, public key p is a permutation braids. 
For j = 0.1, ... , m-1 we have : 



n-1 



i=Q 



( 1 ) 



- Embed the watermark by adding it into the host content. The described 
embedding scheme is analogous to that for common spread spectrum 
watermarking. Let % denote the host signal in which the watermark is to be 
embedded. Then the embedder output is: 



yj=x,+ars, ^ 2 ) 

where, a is a constant number. « is a scaling factor which is the watermark strength 
and can be adjusted to achieve a reasonable compromise between the robustness of 
the watermark and its visibility. 

The detection operation is a usual correlation process between the decoder input y 
and the public key, and we call it the public detection. However, must hold to enable 
the watermark detection without explicit access to the embedded sequence s. With 
help of G, the embedded watermark s can be detected by measuring the correlation 
between the received content y and public key : this gives a detection statistic c : 

M 

c = corr{y- p) = Y,yj- Pj 



( 3 ) 
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As n grows in the braid groups the computation of group operations become 
harder in O(nlogn). On the other hand, a naive computation of the inverse of one- 
way functions are seem to be at least 0(n!) . Therefore, it is not possible to determine 
the secret key, knowing only public key. 



3.4 Brute Force Attack 

The most important feature of a watermarking system is its ability to withstand 
attempts to break it. In contrast, the goal of any attack will be removing the embedded 
watermark. The removal of the watermark without destroying the host signal quality 
requires the knowledge of the secret key s.. Since the watermarked signal y and the 
public keys, Pj( j = 0, n-1 ), are open to attackers, it is required that 5, should not be 

computed from y and p. Any attacker will try to compute the secret watermark from 
the public watermark. 

But in a practical system, the adversary can generate all braids s = A“AjA2 ... A,, in 
the canonical form with some reasonable bound for n. The number of n-braids A of 

canonical length n is at least 1 2 J ■ example, if £ = 45 and n = 2, then 

f^zl,T>2- 

I 2 J > which shows that the brute force attack is of no use. The security of the 

braid groups asymmetric watermarking system, therefore, is inherent in the sense that 
s. can not be computed from p-. 



4 Implementation and Results 

We present the results of the braid groups asymmetric watermarking system 
experiments on still images. Experiments is performed on 512x512 Lena image. The 
experiments method uses discrete wavelet transform (DWT) to decompose the 
original image into 3-levels. The length of watermark is about 1000. 

The watermarked image quality is measured using PSNR(Peak Signal to Noise 
Ratio) by the equation (6) where MSE is the mean- square error between a 
watermarked image and original image. 



PSNR = 10 log^a 



255 " 



= 10-logio 



255-255 



(6) 



The PSNR of Lena image is 42.82(dB). Eig. 3 (a) is the original Lena image and 
(b) is the watermarked image. 
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Fig. 3. Experimental results: (a) Original Lena image, (b) Watermarked Lena image 



We assume that there are no geometrical alterations on the images. We made both 
the public detection and the secret detection, under the influence of JPEG coding. The 
detection was reliable in every case as shown in Fig.4. 




Fig. 4. Watermark detection results. (Left) Symmetric watermark detection, (Middle) 
Asymmetric watermark detection: public detection, (Right) Asymmetric watermark detection: 
secret detection 



The public detection statistic is computed after JPEG compression with different 
quality factors, see Eig.5. The watermark can still be detected in the image 
compressed at the 0 quality factor. 
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Fig. 5. Robustness comparison against JPEG (Asymmetric watermark detection) 



5 Conclusions 

In this paper, we propose an asymmetric watermarking system using permutation 
braids. We use the public key and the watermarked image to detect the secret key. 
Since the public key is open to the public, the detection is called the public detection. 
Although the attacker has a public key or original image, it is very difficult to find a 
secret key. Because permutation braids used to public key have characteristic of one- 
way function that is based on group operation. 
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Abstract. Recent multi-application smart cards are equipped with 
powerful 32-bit RISC cores clocked at 33 MHz or even more. They 
are able to support a variety of public-key cryptosystems, including 
elliptic curve systems over prime fields GF(p) and binary helds GF(2™) 
of arbitrary order. This flexibility is achieved by implementing the 
cryptographic primitives in software and taking advantage of dedicated 
instruction set extensions along with special functional units for 
low-level arithmetic operations. In this paper, we present the design of 
a low-power multiply/accumulate (MAC) unit for efficient arithmetic in 
hnite fields. The MAC unit combines integer arithmetic and polynomial 
arithmetic into a single functional unit which can be configured at run- 
time to serve both types of Helds, GF(p) and GF(2’"). Our experimental 
results show that a properly designed unified (dual-field) multiplier 
consumes significantly less power in polynomial mode than in integer 
mode. 

Keywords: Multi-application smart cards, elliptic curve cryptography, 
finite fields, unified multiplier datapath, instruction set extensions. 



1 Introduction 

In general, embedded systems incorporate a mixture of general-purpose hardware 
(e.g. processor core, memory, etc.), application-specific hardware^ (e.g. special 
functional unit or co-processor), and software. An example for such embedded 
systems are smart cards, whereby the application-specific hardware may include 
a cryptographic co-processor or a random number generator. The majority of the 
smart cards on the market today are equipped with 8-bit micro-controller cores 
such as Intel’s 8051, Motorola’s 6805, or Hitachi’s H8. More sophisticated smart 
cards contain a cryptographic co-processor for enhanced arithmetic computation 
capabilities [12]. 

The smart card market is currently shifting from the traditional 8-bit smart 
cards to 16 and 32-bit cards equipped with powerful RISG processors. “Second 

^ Application-specific hardware shall be understood as hardware tailored to a certain 
application or application domain like multimedia processing or cryptography. 
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generation” operating systems like MULTOS or Windows for Smart Cards sit 
on top of the card’s proprietary system and can host several applications sepa- 
rated by secure firewalls. The RISC cores of these multi-application smart cards 
support advanced cryptography processing by means of dedicated instruction set 
extensions, following the idea of multimedia extensions found in today’s high-end 
processors (e.g. Intel’s MMX). Well-known microprocessor vendors such as ARM 
Limited or MIPS Technologies developed optimized 32-bit RISC cores for smart 
cards with advanced security features and custom instructions for accelerating 
both symmetric and asymmetric cryptosystems [1,18]. 

Integrating security technology into the processor core is necessary because 
cryptographic co-processors are inadequate for next-generation multi-application 
cards due to limitations in scalability and algorithm agility. For instance, elliptic 
curve cryptosystems [3] offer a variety of implementations options, which calls 
for more flexible solutions than fixed-function hardware blocks allow. Augment- 
ing a general-purpose processor with special instructions for performance-critical 
operations facilitates fast yet flexible implementations of elliptic curve cryptog- 
raphy. Typical candidates for custom instructions are the inner loop operations 
of low-level arithmetic primitives (e.g. multiplication in finite fields). 

The circuitry that actually executes a given kind of instruction is called a 
functional unit (FU). There are two fundamental differences between an FU 
and a co-processor. Firstly, an FU is tightly coupled to the processor core and 
directly controlled by the instruction stream, which eliminates the hardware cost 
of a co-processor interface and dedicated control logic. Secondly, FUs have access 
to the register file and perform their operations on operands stored in general- 
purpose registers, whereas a co-processor typically incorporates extra registers 
for holding the operands involved in the computations. 

In this paper, we present a special functional unit (FU) for multiplications 
and multiply-and-add operations on signed/unsigned integers and binary poly- 
nomials. The FU is realized in terms of a multiply/ accumulate (MAC) unit and 
uses the same datapath for both types of operands, i.e. it consists of a so-called 
unified multiplier datapath. A custom instruction for the word-level multiplica- 
tion of binary polynomials is very useful for an efficient software implementation 
of elliptic curve cryptosystems over binary extension fields GF(2’”) [19]. The 
basic building block of the MAC unit is a (32 x 32)-bit array multiplier made up 
of radix-4 partial product generators and unified (4:2) compressors. Our design 
is optimized for low power consumption and exploits the fact that a properly 
designed dual-field multiplier consumes significantly less power in polynomial 
mode than in integer mode. A general-purpose RISC processor equipped with 
this MAC unit allows fast yet flexible implementations of elliptic curve cryptog- 
raphy over GF(2'"), thereby eliminating the need for a co-processor. 



1.1 Related Work 

The first approach for combining the hardware of a conventional multiplier with 
a multiplier for finite fields GF(2’”) was introduced by Drescher et al. [6]. They 
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investigated the implementation of arithmetic in GF(2"‘), to < 8, on a DSP dat- 
apath for signal coding, in particular BCH codes. Later, polynomial arithmetic 
was also integrated into the datapath of modular multipliers for cryptographic 
applications [4]. Sava§ et al. presented a scalable and unified architecture for 
Montgomery multiplication in finite fields GF(p) and GF(2’”) [26]. Their design 
is based on the observation that polynomial addition can be realized by using an 
integer addition circuit and simply disabling the carry path. The basic building 
block of their processing unit (PU) is a so-called dual-field adder (DFA), which 
is nothing else than a full adder with a small overhead of logic for setting the 
carry output to zero. 

Goodman and Ghandrakasan described the implementation of a domain- 
specific reconfigurable cryptography processor (DSRGP) capable of performing 
a number of different public-key cryptosystems [8]. The major component of the 
DSRGP is a reconfigurable 1024-bit datapath made up of simple computation 
units (GUs), each consisting of two full adders and two NAND gates. These GUs 
can be reconfigured on the fly to carry out radix-2 Montgomery multiplication 
of integers modulo a prime p, MSB-first bit-serial multiplication in GF(2™), as 
well as inversion in GF(2™) according to the binary extended Euclidean algo- 
rithm. During multiplication in GF(2"‘), the GUs use one full adder to compute 
a 3-input GF(2) addition, whereas the second full adder is disabled to avoid 
unnecessary switching activities. 

A completely different approach for combining integer and polynomial ad- 
dition was introduced by Au and Burgess [2]. They implemented the addition 
of integers by using a redundant binary representation based on the digit set 
{0, 1, 2}, whereby the digits have the following encoding: 0 ~ (0, 0), 1 ~ (0, 1), 
and 2 ~ (1,0). A fourth digit, denoted 1* and encoded as (1,1), represents the 
1 in GF(2), which means that the addition of binary polynomials is performed 
with the digit set {0,1*}. Taking advantage of this special encoding, Au and 
Burgess proposed a unified (4:2) adder for integers and binary polynomials. The 
(4:2) adder has a critical path of only three XOR gates and does not need extra 
control logic to suppress the carries for polynomial addition. 

Satoh and Takano presented a scalable elliptic curve cryptographic processor 
for finite fields GF(p) and GF(2™), which is able to handle arbitrary field orders 
without changing the hardware configuration [25] . The core of the processor is a 
fully parallel (r x r)-bit multiplier based on a Wallace tree architecture, whereby 
the word-size r is either 8, 16, 32, or 64 bits, depending on the desired trade- 
off between area and performance. Satoh and Takano’s tree network is made 
up of standard full and half adders, respectively. The adders of the first stage 
(i.e. the leaf cells) take in three partial products and produce a sum and carry 
vector. In the subsequent stages, the sum and carry vectors are processed in 
separate datapaths, i.e. separate sub-trees of the multiplier. That way, the delay 
for summing up r binary polynomials is only ]"log 3 r] full adder delays since any 
full adder performs a 3-input GF(2) addition. On the other hand, an integer 
multiplication has a delay of about ]"log 3/2 ?’] adder stages, coming from the 
fact that not only sum but also carry vectors need to be processed. Satoh and 
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Takano’s design is highly scalable and can be used for a variety of applications, 
ranging from embedded micro-controllers to high-speed security servers. 



1.2 Our Contributions 

Arithmetic in GF(2’”) has several advantages over conventional integer arith- 
metic used for prime fields. For instance, Satoh and Takano demonstrated that 
polynomial multiplication is much faster (i.e. allows higher clock frequencies) 
than the multiplication of integers, simply because of the “carry-free” addition 
of binary polynomials. Integer multipliers typically use a redundant represen- 
tation (e.g. carry save form) to avoid time-consuming carry propagation, which 
causes extra delay in a tree multiplier since both sum and carry vectors must be 
processed. 

In the present paper, we show that polynomial arithmetic has another major 
advantage over integer arithmetic, namely less power consumption and there- 
fore better energy efficiency. The proliferation of portable battery-driven devices 
makes a good case to design low-power functional units, especially multipliers 
since they can make a notable contribution to the total power consumption of a 
RISC processor. We demonstrate that a properly designed dual-field multiplier 
consumes about 30% less power in polynomial mode than in integer mode. 

Furthermore, we present a unified radix-4 partial product generator (PPG) 
for signed and unsigned integer multiplication as well as for multiplication of 
binary polynomials. The PPG is based on our previous work [9], but extended 
to support also the processing of signed operands. In integer- mode, the genera- 
tion of partial products is performed according to the modified Booth recoding 
technique [15]. In polynomial mode, on the other hand, the PPG works like a 
digit-serial polynomial multiplier with a digit-size of d = 2 (see [16]). Note that 
all designs mentioned in the previous subsection are based on radix 2. 



2 Architecture of the MAC Unit 

Various RISC processors tailored to the embedded systems field contain a fast 
multiply/accumulate (MAC) unit to facilitate common DSP routines like com- 
putation of matrix multiplies, vector dot products, or fast Fourier transforms 
(FFT). For instance, the MIPS32 4Km features a MAC unit consisting of a 
32 X 16 Booth recoded multiplier, result /accumulation registers (referenced by 
the names HI and LO), and the necessary control logic [17]. The multiply-and- 
add (MADD) instruction multiplies two 32-bit words and adds the product to the 
64-bit concatenated values in the HI/LD register pair. Then, the resulting value 
is written back to the HI and LO registers. In other words, the MADD instruction 
can carry out computations of the form Ax B + Z, whereby the operand Z is 
a double-precision (i.e. 64-bit) quantity. Various signal processing kernels can 
make heavy use of that instruction, which optimizing compilers automatically 
generate when appropriate. 
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Fig. 1. Main components of the multiply/accumulate unit 



In the following sections, we present the design and implementation of a 
single-cycle (32 x 32 -|- 64)-bit MAC unit that can execute multiply (MULT) as 
well as multiply-and-add (MADD) instructions on three different kinds of operands: 
Unsigned integers, signed integers in two’s complement representation, and bi- 
nary polynomials. The core of the proposed MAC unit is a unified (32 x 32)-bit 
multiplier made up of so-called dual-field adders (DFAs). Figure 1 illustrates 
the architecture of the MAC unit with its main components. Modified Booth 
recoding [15] is widely employed in parallel multipliers because it reduces the 
number of partial products by half. We present a unified Booth selector (partial 
product generator) for signed/unsigned integers and binary polynomials in Sec- 
tion 3. The partial products are summed up by using a redundant representation 
(e.g. carry-save form) to avoid the time-consuming carry propagation. 

A multitude of efficient techniques for partial product summation have been 
proposed in literature, see e.g. [22] and the references therein. In the simplest 
case, the addition of partial products can be accomplished with (3:2) counters 
(carry-save adders) arranged in an array or tree structure. Higher-order counters 
or compressors generally help to reduce the cycle time. Array multipliers are 
simple to implement and result in a very regular layout, whereas tree multipliers 
allow to reach much higher clock frequencies, but at the expense of irregular 
wiring. We decided to implement the multiplier by means of an array architecture 
since smart cards, in general, are clocked at moderate frequencies (typically less 
than 33 MHz). 

An Accumulator, which is nothing else than a carry-save adder (CSA), allows 
the addition of the product to a 64-bit cumulative sum when a MADD instruction 
is executed^. The outputs of the Accumulator represent the result in carry-save 

MIPS32 processors store the 64-bit cumulative sum in the HI/LO register pair. 



2 












232 



J. GroBschadl and G.-A. Kamendje 



form. Now we have convert the sum and carry vector to a standard binary 
number to obtain the final result. This final addition is accomplished with a 
carry-propagation adder (CPA). The key point is that the carry-propagation 
delay occurs only once, at the very end, rather than in each addition step. 

The availability of MULT and MADD instructions for binary polynomials allows 
very efficient implementation of arithmetic operations in binary extension fields 
GF(2’”). Many standard algorithms for multiple-precision arithmetic of integers 
— such as Montgomery multiplication or Barrett reduction — can be applied 
to binary polynomials as well [14,5]. We refer to [10] for a detailed description 
of word- level algorithms for arithmetic in GF(2’”). 

3 Radix-4 Partial Product Generation 

The multiplication of two numbers A and B is realized by generation and sum- 
mation of partial products. Consequently, there are two major options to speed 
up multiplication: Reduce the number of partial products or accelerate their 
summation. For the former we need a higher-radix multiplication scheme where 
two or more bits of the multiplier B are examined at a time. Well-known ex- 
amples include Booth’s algorithm and modified Booth’s algorithm (also called 
Booth-MacSorley algorithm [15]). Figure 1 indicates that modified Booth re- 
coding is performed within two steps: Encoding and Selection (partial product 
generation) . 

A unified partial-product generator (PPG) that works for both unsigned in- 
tegers and binary polynomials was presented in [9]. In this section, we extend 
the unified PPG to support also signed integers. This is necessary because most 
modern RISC processors, including the MIPS32 4Km, can deal with both signed 
and unsigned multiplication. We introduce a radix-4 encoding and partial prod- 
uct generation technique for handling three different types of operands: unsigned 
integers, signed integers in two’s complement form, and binary polynomials. In 
any case, the number of partial products is reduced by one half compared to the 
conventional radix -2 (binary) multiplication scheme. 

Encoding of Unsigned Integers. The Booth Encoder depicted^in Figure 1 
converts the n-bit multiplier B into an equivalent radix-4 number B with digits 
in {—2, —1, 0, 1, 2}. From a mathematical point of view, the digit set conversion 
is performed according to the following equation. 

n— 1 \ji/‘2\+l 

R = ^ 6 j- 2 *= ^ 6fc-4'' with 6 ^ = -2 • 62 fc+i -k & 2 fc + ^ 2 fe-i ( 1 ) 

0 k—0 

We set 5„+i = = 0 when B is an n-bit unsigned integer. Furthermore, 6 _i is 

always 0 , and therefore the least significant digit of the encoded multiplier can 
be computed as 6 q = —2 • bi + bg- Given an n-bit unsigned multiplier B, radix-4 
Booth recoding reduces the number of partial products to [n/2j -k 1. Applying 
radix-4 Booth recoding to (32 x 32)-bit multiplication means that we have to 
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Table 1. Partial product generation for integers and binary polynomials 



Multiplier bits 


Integer mode {fsel = 1) 


Polynomial mode {fsel = 0) 
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1 
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0 
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0 


t-A{t)eA{t) 
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1 


1 



generate and sum up 17 partial products Pk = bk ■ A for 0 < fc < 16. Note that 
the partial product Piq is either 0 or the multiplicand A since 633 = 632 = 0 and 
consequently fcig = 631 G {0, 1}. The fourth column of Table 1 shows the value 
of the partial product Pk depending on the multiplier bits 62^+1, and b2k-i- 
Using the digit set {—2, —1, 0, 1, 2} for the encoded multiplier B has the advan- 
tage that only the multiples ±2A, ±A of the multiplicand A are required when 
a radix-4 multiplication is performed with B. The generation of partial products 
is therefore simply a matter of shifting and/or inverting^ the multiplicand A. 



Encoding of Signed Integers. A Booth multiplier requires to handle singed 
numbers properly since the partial products can have positive or negative val- 
ues (see Table 1). The two’s complement (TC) form is the most widespread 
method for representing signed numbers because it allows to treat addition and 
subtraction equally [22]. On the other hand, radix-4 multiplication of TC num- 
bers requires a different Encoding since the MSB of a number in TC form has a 
negative weight, whereas the weight of an unsigned number’s MSB is positive. 

n-2 l"/2l 

B = &„_!•(— 2" ^) + bj-2^ = 6fc-4*; bk = -‘2-b2k+i + b2k + b2k-i (2) 

2—0 k—0 

For an n-bit signed multiplier B given in TC form, the encoded version B can be 
computed according to Equation (2). However, it is important to consider that 
modified Booth’s algorithm yields the correct result only if the sign bit &„_i is 
extended properly, i.e. we have to set bn+i = b„ = 6„_i when B is represented 
in TC form (5_i is always 0). A second difference between unsigned and signed 
(TC) Booth multiplication is the number of digits in the radix-4 representation 
of the multiplier. Applying Equation (2) to encode an n-bit TC number B leads 

® Negative multiples (in two’s complement form) can be obtained by inverting the 
corresponding positive multiple (i.e. producing the one’s complement) and adding 
a “1” at the least significant position of the partial product [22]. This addition is 
typically performed in the partial product summation array or tree. 
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Fig. 2. Unified radix-4 PPG for signed/unsigned integers and binary polynomials 



to a radix-4 representation B consisting of exactly |"n/2] digits bk- Given a 32-bit 
multiplier B, we have to sum up 17 partial products when B is unsigned, but only 
16 partial products when is a signed number in TC form. Therefore, Booth 
multipliers for both signed and unsigned multiplication are generally designed 
to sum up [n/2j -1-1 partial products, whereby the last partial product is set 
to 0 when a signed multiplication has to be performed [7]. This requires no 
extra control logic since the last partial product is automatically 0 due to the 
sign extension of B, e.g. for n = 32 we get 615 = —2 • 633 -I- 632 + 631 = 0 because 

^33 = ^32 = &31- 

Encoding of Binary Polynomials. The multiplication of two binary polyno- 
mials A(t),B(t) is performed in a similar way as integer multiplication, namely 
by generation and addition of partial products. However, signed-digit recoding 
techniques like Booth recoding do not work for binary polynomials [9]. On the 
other hand, the generation of partial products for high-radix (digit-serial) multi- 
plication of binary polynomials is simply a matter of AND and XOR operations 
[16]. Digit-serial polynomial multiplication with a digit-size of d = 2 requires a 
two-coefficient operand scan in which either 0, 1, t, or t-|- 1 times the multipli- 
cand A{t) is added, depending on the corresponding coefficients of B{t). 

n—1 

B{t) = with bk{t) = b 2 k+i ■ t + b 2 k (3) 

i—0 k—0 

Consequently, any partial product Pk{t) = bk{t) ■ A(t) is a polynomial from the 
set {0, A{t), t-A{t), t-A{t)(BA{t)}. The multiplication of A{t) by t is nothing 
else than a 1-bit left shift of the coefficients of A{t). 



Design of a Unified PPG. Figure 2 shows a partial product generator for 
signed/unsigned integers and binary polynomials. The PPG is controlled by an 
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Encoder circuit via the three signals inv (invert), trp (transport), and shl (shift 
left). These signals depend on the multiplier bits 62^+1, 62^, and 62fc-i according 
to Equations (4)-(6), as can be easily derived from Table 1. An additional control 
signal, fsd (field select), allows to switch between integer-mode {fsel= 1) and 
polynomial-mode {fsel= 0). The circuit shown in Figure 2 needs A (the multi- 
plicand) and A as an input, and the multiplexors select between A and A. The 
AND/XOR combination allows to perform a 1-bit left-shift operation. 

inv = fsd - {b 2 k+i-b 2 k + b 2 k+i - ^2fe- hk-i ) (4) 

trp = fsd- {b 2 k - b 2 k-i + b 2 k'b 2 k-i ) + fsel- b 2 k (5) 

shl = fsd- (b 2 k+i' b 2 k' b 2 k-i + ^2fc-i-i' b 2 k‘ b 2 k-i ) + fsd - b 2 k+i (6) 

In integer mode {fsd= 1), the PPG works as follows: When inv = 1, the 

corresponding partial product is negative, i.e. Pk = —2A or —A. Control signal 
trp = 1 means Pk = ±A (no left-shift). On the other hand, when shl = 1, a 1-bit 
left-shift has to be performed, i.e. Pk = ±2A. Last but not least, = 0 is gen- 
erated by trp = shl = 0. In integer mode, it is possible that inv and trp or shl are 
equal to 1 at the same time, but trp = shl = 1 will never occur. In polynomial 
mode {fsd= 0), the signal inv is always 0 and the PPG is directly controlled 
by the multiplier bits, i.e. trp = &2fc £^nd shl = 62fc+i- Therefore, the unified PPG 
works like a digit-serial polynomial multiplier with a digit-size of d = 2. 

A parallel (n x n)-bit multiplier for signed/unsigned multiplication contains 
[n/2j -I- 1 PPGs and the same number of Encoder circuits. The partial products 
are n -I- 2 bits long as they are represented in two’s complement form. However, 
the generation of partial products for signed multiplication differs slightly from 
unsigned multiplication. To process a signed multiplicand A, the sign bit a„_i 
must be extended by one position. The leftmost multiplexor of the PPG is either 
connected to a„_i (signed multiplication), or to 0 (unsigned multiplication). 

4 Addition of Partial Products 

A standard (n x n)-bit radix-4 array multiplier consists of n/2 stages of carry- 
save adders (CSAs) [22]. Higher-order counters or compressors can be used to 
reduce the cycle time. Each GSA stage takes three inputs of the same weight 
and generates two outputs, i.e. the intermediate result is kept in redundant 
representation (the so-called carry-save form) to avoid carry propagation. 

The rules of two’s complement arithmetic demand an extension of the sign 
bit. Therefore, the (n-|-2)-bit partial products have to be sign extended up to 
the 2n-th bit position as illustrated in Figure 3. However, the actual width of the 
sign bit extension depends on the chosen addition method [24]. In general, sign 
extension should be minimized since the addition of extended sign bits increases 
the hardware cost and contributes to power consumption. On the other hand, the 
sign bits are necessary to process partial products which have a negative value. 
As mentioned in Section 3, a typical Booth PPG performs merely an inversion 
when the generation of a negative partial product is intended. This requires that 
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Fig. 3. Radix-4 multiplication of 16-bit unsigned integers 



a “1” is added at the least significant position of the partial product in order 
to get the correct two’s complement representation. Most Booth multipliers do 
this “correction” at the CSA stage where the partial product is added, e.g. by 
setting the LSB of the output carry vector to 1. 

Each partial product, except for the last one, is n -I- 2 bits long. The partial 
products are added according to their “weight” (i.e. in the appropriate relative 
position) to obtain the correct result. For instance, partial product P\ has four 
times the weight of Pq, which means that it is offset by two bit positions. Note 
that the last partial product (i.e. Pig in our case) is either 0 or the multiplicand 
A, and hence it can never have a negative value^. The cumulative sum Z is 
a 64-bit quantity and added in the Accumulator. In our implementation, we 
merged the CSA stages for partial product summation with the Accumulator in 
order to reduce overall hardware cost and delay. 

The first three partial products, Pg, Pi, and P 2 , can be summed up in one 
CSA stage [11]. All remaining partial products require an additional CSA stage, 
which means that we need 16 CSA stages altogether to sum up the 17 partial 
products and the cumulative sum Z. The datapath of an (n x n -I- 2n)-bit MAC 
unit consists of ([n/2j -l)-{n + 2) adder cells to sum up the [n/2j -|- 1 partial 
products. Furthermore, 2n adder cells are required to add the 2n-bit quantity 
Z. The overall delay of the array including Accumulator is [n/2j adder cells. 

We will not discuss further details in this paper since the implementation of 
an array multiplier is fairly simple. However, we refer the interested reader to 
Huang’s thesis [13], which serves as an extensive and state-of-the-art reference 
for low-power multiplier design. 



4.1 Counters and Compressors for Dual-Field Arithmetic 

Sava§ et al. define a dual-field adder (DFA) as a full adder which is capable 
of performing addition both with carry and without carry [26]. A DFA has an 
extra input, called fsel (field select), that allows to switch between integer mode 
and polynomial mode. When fsel= 1 (integer mode), the DFA operates like a 
standard full adder, i.e. it performs a bitwise addition with carry. On the other 

Recall that a radix-4 Booth multiplier has to sum up [n/2j -|- 1 partial products when 
the operands are nnsigned, bnt only [n/2] partial products for signed integers. 
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Fig. 4. Dual-field adder presented in [10] Fig. 5. DFA for (4:2) compressor design 



hand, when fsel = 0, the DFA’s carry output is always 0, regardless of the input 
values. The sum output computes a 3-input XOR operation, which corresponds 
to the addition of binary polynomials. Therefore, we can use exactly the same 
hardware for the addition of both integers and binary polynomials. 

Figure 4 shows a DFA for standard cell implementation, which was first 
presented in our previous work [10]. An important aspect when designing a DFA 
is not to increase the critical path of the circuit compared to a conventional full 
adder. The critical path of the DFA depicted in Figure 4 is determined by the two 
XNOR gates. Thus, the delay of the DFA is not larger than that of a standard 
full adder. We point out that in polynomial mode {fsel = 0), the outputs of the 
two NAND gates are forced to 1 and the output cout is always 0. Hence, only the 
two XNOR gates are active and contribute to power consumption. Simulations 
with random input patterns show that this DFA consumes approximately 42% 
less power in polynomial mode than in integer mode. 

The DFA illustrated in Figure 5 also avoids unnecessary switching activities 
when polynomial addition is performed. This design has the advantage that it 
allows very efficient implementation of (4:2) compressors. In the past, (4:2) com- 
pressors have been widely used in tree multipliers, whereas there is relatively 
little previous work on applying them in array multipliers. A (4:2) compressor 
has the same gate complexity as two carry-save adders, but is typically faster 
than two cascaded CSAs because an efficient design has only three XOR de- 
lays, while each single CSA has a delay of two XORs. Consequently, when (4:2) 
compressors are used in an array multiplier, the delay for partial product sum- 
mation is reduced by about 25%. This also reduces the power consumption as 
less switching activities arise when signals propagate fewer stages [13]. 

The DFA illustrated in Figure 5 was motivated by the balanced (4:2) com- 
pressor presented in [21]. The efficiency of the design is based on the observation 
that NAND gates are typically much faster than XOR/XNOR gates (in typical 
standard cell libraries up to twice as fast). Under this assumption, the DFA 
shown in Figure 5 has “fast” and “slow” inputs and outputs, respectively. For 
instance, input c is a fast input since the delay from c to either output is only 
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Fig. 6. Balanced (4:2) compressor composed of dual-field adders 




Fig. 7. Signal arrival profile of a (32 x 32 -|- 64)-bit array multiplier 



one equivalent XNOR delay. Inputs a and b are slow inputs because their path 
to the sum output contains two XNOR gates. Similarly, the output carry is 
a fast output, whereas sum is a slow output. Oklobdzija et al. introduced an 
algorithmic approach for designing high-speed multipliers, taking the different 
input-to-output delays of counters or compressors into account [21]. By connect- 
ing slow outputs with fast inputs and vice versa, as shown in Figure 6, a fast 
(4:2) compressor can be built with two DFAs. The delay of this “balanced” (4:2) 
compressor is only three XNOR gates (provided, of course, that two NANDs do 
not cause more delay than an XNOR gate). 

5 Final Adder 

When designing a final adder, it is important to consider the signal arrival profile 
of the sum and carry vector [20]. Figure 7 shows the signal arrival profile of a 
(32 X 32 -I- 64)-bit array multiplier as described in Section 4. The low-order bits 
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Fig. 8. Example of a 4-bit ripple-carry adder for standard-cell implementation 
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Fig. 9. Typical implementation of a 32-bit carry-select adder (see [23] for details) 



arrive sequentially, whilst the upmost 32 bits of the sum and carry vector arrive 
simultaneously. It is easily observed from Figure 3 that the first four bits have 
to pass only the DFA stage of the Accumulator, i.e. they arrive after a delay of 
one DFA cell. The next two bits of the sum and carry vector have an additional 
delay of one DFA cell, and the following two bits have an overall delay of three 
DFA cells, etc. Finally, the upmost 32 bits arrive after passing 16 DFA cells. 

Our final adder is realized in the same way as described in [11], namely by 
means of a “hybrid” adder made up of elements of carry-select addition and 
ripple-carry addition. For the redundant to non-redundant conversion of the 
topmost 32 bits, we employ a carry-select adder composed of “small” ripple- 
carry adders (RCAs). A carry-select adder divides the words to be added into 
blocks (not necessarily of the same size) and forms two sums for each block in 
parallel, one with a carry-in of “0” and the other with a carry-in of “1” . When 
the actual carry of the previous block arrives, the appropriate result is selected 
with the help of multiplexors [22]. A major attraction of carry-select adders is 
the regularity of the layout. 

Considering the non-equal arrival times of the low order bits, it becomes evi- 
dent to use concatenated 2-bit ripple-carry adders (RCAs) for the final addition 
of these bits. Ripple-carry adders are generally designed so that the carry-in to 
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Table 2. Gomparison of (4:2) compressors for unified (i.e. dual-field) arithmetic 



Implement at ion 


#Gates (#Tr.) 


Gritical path 


Act. gates GF(2) 


Sava§ et al. [26] 


10 (60) 


XOR-I-2AOI+2NOR 


6 


Au & Burgess [2] 


10 (56) 


3XOR 


10 


Prev. work [10] 


10 (64) 


2XN0R-t20AI 


4 


This work 


12 (80) 


3XNOR 


4 



carry-out delay is minimized. Figure 8 shows a possible implementation of an 
RCA, whereby the carry-in to carry-out delay of a fc-bit RCA is only k OAI 
gates (excluding inverters). Figure 9 depicts the carry-select adder that we use 
to convert the 32 MSBs of the redundant result into binary representation. 



6 Experimental Results and Discussion 

We developed a (32 x 32 -I- 64)-bit prototype of the MAC unit based on a 0.6 fim 
CMOS standard cell library. The partial product summation array (including 
Accumulator) consists of 572 DFA cells and has a critical path of 16 DFA cells 
for the addition of 17 partial products along with the extra operand Z. Measured 
in terms of gate delays, the critical path of the partial product summation array 
is only 24 XNORs since we used the balanced (4:2) compressors described in 
Subsection 4.1. The overall gate count of the MAC unit is roughly 10k. 

Simulations based on a netlist with extracted parasitics show that the delay 
of our prototype is slightly less than 30 ns, which corresponds to a maximum 
clock frequency of 33 MHz. This clock speed is sufficient for smart card appli- 
cations, even though a significant performance gain could be achieved by using 
a state-of-the-art CMOS technology. We also simulated the power dissipation of 
the MAC unit for both integer and polynomial mode. Our results indicate that 
the overall power consumption of the MAC unit is about 30% lower when polyno- 
mial multiplications are executed. This is primarily because the dual-field adders 
were designed to suppress all unnecessary switching activities when polynomial 
arithmetic is performed (see Figure 5) 

Table 2 provides a comparison of our design with previous works that dis- 
closed gate-level schematics of the implemented dual-field adders. We analyzed 
four different (4:2) compressors based on the DFAs published in [26], [2], and our 
previous work [10] (i.e. the DFA depicted in Figure 4). The second column indi- 
cates the gate and transistor count of the compressors. The critical path shown 
in the third column was determined by interconnecting two DFAs so that the 
overall delay is minimized. The fourth column lists the number of active gates 
in polynomial mode, which is an indicator for the power consumption. 

The (4:2) adder introduced by Au and Burgess is small and very fast, but 
has high power consumption in polynomial mode, which is due to the encoding 
they used. Sava§ et al’s design has a longer critical path and does also show 
unnecessary power consumption in polynomial mode. The critical path of our 
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previous design [10] is slightly longer than the minimum of three XOR/XNOR 
gates. Note that unnecessary switching activities do not take place in our pre- 
vious design, which is also the case for the design described in this paper. The 
present design features the minimum delay of three XNOR gates, i.e. it combines 
a short critical path with low power consumption. However, the gate count of 
the proposed (4:2) compressor is slightly higher than that of the others. 



7 Conclusions 

We presented the design of a (32 x 32 -|- 64)-bit multiply/ accumulate (MAC) unit 
for signed/unsigend integers and binary polynomials. It performs multiply and 
multiply-and-add operations within one clock cycle and can be easily integrated 
into general-purpose RISC processors. The datapath of the MAC unit is modular, 
consists of only very few basic cells, and results in a very regular and compact 
layout. Our design is based on a unified radix-4 partial-product generator in 
combination with an optimized (4:2) compressor for signed/unsigned integers 
and binary polynomials. The extra functionality for polynomial arithmetic is 
very simple to integrate into a standard multiplier and causes virtually no speed 
penalty. A slight increase in silicon area is tolerable for most applications, espe- 
cially when considering that a cryptographic co-processor would require much 
more silicon area than the modification of a standard multiplier datapath for 
dual-field arithmetic. 

The main result of our work is that a properly designed dual-field multiplier 
consumes significantly less power in polynomial mode than in integer mode (ap- 
proximately 30% in our implementation). Instruction set extensions along with 
low-power functional units open up new options for fast and energy-efficient 
software implementation of elliptic curve cryptography. For many applications, 
including smart cards and other kinds of embedded systems, the functional unit 
can eliminate the need for a cryptographic co-processor. 
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Abstract. The concept of relative bid privacy in auction is proposed, 
which does not conceal the bids, but conceals the link between them 
and the corresponding bidders. Relative bid privacy leads to three ad- 
vantages: high efficiency, the bidding valnes can be very precise and any 
anction rule can be applied. A new mix network is designed and applied 
to implement relative bid privacy efficiently. Two ronnds of shuffling are 
employed in the mix network, so that fairness can be achieved in the 
auction without any trust and relative bid privacy is achieved even in 
abnormal situations. 



1 Introduction 

In a sealed-bid auction, every bidder offers a sealed bid for some merchandise 
on sale and after the bids are open the wining price and the winner can be de- 
termined according to a pre-defined auction rule. A sealed-bid auction is usually 
composed of four phases. In the preparation phase, the auction system is set up 
(e.g. parameter generation) and prepared for bidding. Next every bidder submits 
a sealed bid in the bid submission phase. Then in the bid opening phase, the 
bids are opened. Finally in the winning price and winner determination phase, 
the result of the auction is determined. 

The following properties are often required in sealed-bid auction schemes. 
Some properties are compulsory in any auction applications. They must be sat- 
isfied without trust on any party. 

1. Correctness: Correct winning price and winner(s) are determined according 
to the auction rule. 

2. Confidentiality: Each bid remains confidential to other bidders and the auc- 
tioneer(s) before the bid opening phase starts. 

3. Fairness: No bidder can choose his bid according to other bidders’ bids. 

— No bidder has any knowledge of any other bids before the bid submission 
phase ends. 

— After the bid submission phase ends, no bidder can change his bid. 

4. Non-repudiation: The winner cannot deny his bid. 



K. Chae and M. Yung (Eds.): WISA 2003, LNCS 2908, pp. 244—256, 2004. 
© Springer- Verlag Berlin Heidelberg 2004 




Efficient Implementation of Relative Bid Privacy in Sealed-Bid Auction 



245 



5. Robustness: Any malicious behaviour of any party cannot compromise the 
system or lead to an incorrect result. 

Other properties can be selected to be satisfied in different applications. Their 
achievement can be based on trust in some parties (e.g. a threshold trust on the 
auctioneers). 

1 . Public Verifiability: The validity of the auction result can be publicly verifi- 
able. 

2. Price Flexibility: The biddable prices are not limited to a fixed set of prices. 
The bids can be as precise as the bidders like. 

3. Rule Flexibility: The auction protocol is independent of the auction rules. 
The simplest auction is first bid auction, in which a single item is on sale and 
the bidder with the highest bid wins and pays his bidding price for the item. 
In a Vickrey (second-bid) auction, a single item is on sale and the bidder 
with the highest bid wins but pays the second highest bidding price for the 
item. In bid auction, k — 1 identical items are on sale, the bidding 
price is the clearing price and bidders with higher bids are winners. 

4. Privacy: There are several ways to define the privacy of losing bids. In our 
paper only relative bid privacy, namely the unlinkability between the true 
identity of bidders and the values of their bids, is achieved. 

It is required that all these properties are achieved in a computationally and 
communicationally efficient manner. In this paper, an auction scheme achieving 
relative bid privacy is proposed. To hide the link between the bids and the 
bidders, a new mix network is designed to realize an anonymous channel for the 
bidders to submit and open the bids anonymously. All the bids are published in 
plaintext after the bid opening phase, so that any auction rules can be applied. 
Moreover, there is no limitation on the values of the bids and they can be as 
precise as the bidders require. Due to the high efficiency of the mix network, the 
proposed auction scheme is very efficient. 



2 Background 

2.1 Absolute Bid Privacy and Relative Bid Privacy 

Bid privacy is a very important and frequently required property in sealed- 
bid auction schemes. It has a great influence on other properties, especially 
computational efficiency. Bid privacy may be strong (little or no trust is needed) 
or weak (strong trust is needed). 

According to the motivation behind it, bid privacy can be classified into 
absolute bid privacy and relative bid privacy. There are many motivations to 
support this property. The following are the most common two. 

1. Bidders want their bidding behaviours to be untraceable. Especially they do 
not want their evaluations of items to be collected, which is a violation of 
their personal privacy and may violate their benefit in a later auction. 
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2. Sellers should be prevented from knowing the bidding values or their distri- 
bution. Otherwise they may gain some advantage when selling an identical 
or similar item in the future. 

Absolute bid privacy requires that after the auction is finished: 

— a bidder knows only his own bidding value, the results (the clearing price 
and identity of the winner(s)) and information that can be deduced from 
them; 

— seller, auctioneers or other parties only know the results and information 
that can be deduced from them. 

However, in some applications, only the first motivation is required and the 
second is not necessary. In this case, only relative bid privacy need be employed. 
Relative bid privacy means at the end of the auction, although the bids are 
opened and published in plaintext, the only information revealed from the auc- 
tion about the link between bidders and their bids is: 

— each winner has a bid no less than the winning price; 

— each loser has a bid less than the winning price. 

Schemes only achieving relative bid privacy inherently achieve price flexibility 
and rule flexibility because any bid values can be used, and since they are pub- 
lished, any formula can be used to find the winner. However, there must be an 
anonymous channel between the bidders and the published plaintext bids. 

2.2 Mix Networks 

A mix network shuffles a number of ciphertext inputs, each from a user, to the 
same number of plaintext outputs, so that 

1. the output is a permutation of the plaintexts of the input; 

2. the permutation between the inputs and the outputs is unknown, so that 
the users cannot be linked to their outputs. 

These two properties are called correctness and privacy. A mix network ob- 
tains robustness if it can still work properly in abnormal situations (e.g. invalid 
shuffling occurs). A mix network is publicly verifiable if its correctness can be 
publicly verified. A mix network is secure if it is correct, private, robust and 
publicly verifiable. A mix network is usually composed of a few servers, working 
in sequence. Each server gets its inputs from the previous server and permutes 
them to a set of outputs, which are inputs to the next server. 

Since the first mix network proposed by Chaum [6] , many mix networks have 
been proposed [1,2,4,6,9,10,11,12,13,20,21,22,27]. However, most of them failed 
to achieve publicly and efficiently verifiable strong correctness while maintaining 
strong privacy. 

Park et al [24] proposed a mix network that employs two rounds of shuffling. 
In the first round, short-term public keys of the users are shuffled and the servers 
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do not prove correctness of their shuffling. Each user checks that his public 
key is among the published results of the first round shuffling and protests if 
the check fails. In the second round, the users’ inputs signed by their short- 
term private keys are shuffled and the outputs are published in plaintext. Again 
the servers do not prove correctness of their shuffling, which can be verified by 
anyone using signature verification. A cut-and-choose mechanism is used in the 
second round to prevent outputs of the mix network from being revealed when a 
malicious server performs an invalid shuffling. This scheme is correct and private. 
However, the cut-and-choose mechanism is inefficient. Moreover, when used in 
auction, this scheme is vulnerable to an attack against fairness. A user (bidder) 
can collude with some servers (auctioneers) to decrypt the inputs (bids) of other 
users (bidders) before he submits his own bid. This attack compromises fairness 
in the auction. 



2.3 Related Work 

The following parameters are used in auction schemes. 

— n is the number of bidders; 

— m is the number of auctioneers if more than one auctioneer is employed to 
share the trust (in our scheme the number of servers in the mix network); 

— ru is the number of biddable prices in an auction scheme not achieving price 
flexibility; k is the trust threshold of the auctioneers; 

— t means bid auction rule is applied. 

Bid privacy is achieved in all the known auction schemes with very few exceptions 
[8]. Most published sealed-bid auction schemes [3,5,7,14,15,16,23,26,28,29,31] 
achieve absolute bid privacy. However, absolute bid privacy is inherently incon- 
sistent to rule flexibility and price flexibility as all auction schemes with absolute 
bid privacy limit biddable prices to a small finite set and follow different search 
routes when the auction rules differ^. More seriously, no published scheme can 
achieve absolute bid privacy efficiently. 

Some schems employ downward searching strategy. For example, [28] 
achieved all the desired properties without any trust except efficiency, rule flex- 
ibility and price flexibility. The auction scheme in [28] is an interactive protocol 
(the bidders must stay on-line during the bid-opening phase) and costs 0{nw) 
exponentiations. A few following auction schemes with absolute bid privacy tried 
to improve efficiency of [28], but were only partially successful. For example, [26] 
and [31] improved communicational efficiency on [28], but failed to improve com- 
putational efficiency. The scheme in [29] improved computational efficiency on 
[28], but failed to improve communicational efficiency. 

Some schemes employ homomorphic bid opening [3,5,7,14,15,16,23], so that 
the computational cost for bid opening is more efficient, which is 0{mn + 
mlog 2 w) exponentiations, a great improvement on 0{nw) exponentiations. But 

^ Many auction schemes [31,26,28,29] cannot deal with any other auction rule except 
first bid rule. 
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in these schemes, validity of bids must be proved by the bidders and verified by 
the auctioneers, which cost 0{nw) exponentiations. So, those schemes cannot 
achieve an improvement on efficiency if they intend to be correct and robust. 
After all, this strategy moves nearer to rule flexibilty. Two of them [3,15] can deal 
with bid auction. However, in these two schemes, the searching routes under 
different rules are still different. In this paper, these two schemes are described 
as achieving semi-rule-flexibility. 

Some schemes employ an evaluation circuit to determine the winning price 
and identity of the winner without revealing losing bids. The bids are encrypted 
and input into the circuit, the corresponding decryption key is shared among 
a few auctioneers and a multiparty decryption protocol is used to conduct a 
distributed circuit evaluation. As a representative in this category, Naor et al [19] 
uses an oblivious third party to construct the circuit, which is then used by the 
auctioneers. However, it is costly in communication and computation although 
efficiency was not concretely and comprehensively analysed in [19]. Lipmaa et 
al [17] improved [19] by saving communicational cost and avoiding threshold 
trust. These improvements are achieved at a cost that the auctioneer learns the 
bid statistics, a phenomenon called relative bid privacy in this paper. However, 
[17] is still not efficient enough to be superior to some of the schemes employing 
downward search or homomorphic bid opening, although again a concrete and 
comprehensive efficiency analysis was not provided in [17]. Moreover, neither of 
there two schemes can provide price flexibility or rule flexibility. 

To achieve high efficiency, rule flexibility and price flexibility, a different idea 
was presented: in the bid opening phase to publish the bids in plaintext. This idea 
was originally proposed by Viswanathan et al [30]. The same method was used 
in the scheme proposed by Mu and Varadharajan [18]. Although the concept of 
relative bid privacy was not explicitly defined in their schemes, there is no doubt 
they had this concept in mind. 

In [18], it was suggested that pseudonyms distributed by a third party in the 
form of its blind signature are used by the bidders to submit their bids through an 
anonymous channel. However, neither a detailed implementation (an anonymous 
channel must be included) of relative bid privacy nor a comprehensive analysis 
of efficiency (cost of the anonymous channel must be included) is provided. So 
high efficiency, a supposed advantage of relative bid privacy over absolute bid 
privacy, was not illustrated convincingly in their scheme. 

In [30], blind signature by a third party was used to distribute the 
pseudonyms as well. However, [30] is more advanced in that the anonymous 
channel for bid submission was described briefly. It was suggested [30] that the 
pseudonym for a bidder was actually a short-term public key signed by the 
pseudonym distributor blindly. Every bidder uses his short-term private key to 
sign his bid before sending it through a mix network. As the signature is not 
forgeable, integrity of the bids (equivalent to correctness of the mix network) 
can be verified when they are published in plaintext. As the short-term keys are 
anonymous, relative bid privacy is achieved. Implementation of the mix network 
was not described and the computational cost of the anonymous channel was 
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not taken into account in efficiency analysis. Although high efficiency can be 
achieved in their proposal as the actioneers need not prove correctness of shuf- 
fling, this scheme cannot prevent a bidder from colluding with a server in the 
mix network to change his bid when it is sent through the anonymous channel. 
As the bids can be unsealed by malicious auctioneers when they are sent through 
the anonymous channel (although still in the bid submission phase), fairness is 
achieved only when the auctioneers are trusted. 

The implicit mix network in [30] is actually very similar to that of Park [24] . 
They both employ two rounds (pseudonym distribution is also one round). The 
first round is anonymous distribution of short-term keys (by blind signature or 
mix shuffling). The second round is shuffling of inputs signed by the short-term 
keys. Correctness proof is not needed for the servers as it can be guaranteed by 
the correctness of signatures. However, neither of them can provide fairness in 
an auction without trust. 

3 Auction with Relative Privacy 

A sealed-bid auction scheme is presented in this paper, which achieves relative 
bid privacy, robustness, public verifiability, and especially rule flexibility, price 
flexibility, high efficiency and fairness without trust. 



3.1 A New Mix Network 

A new mix network is designed to implement auction with relative bid privacy. 
The mix network is not complex and its security is straightforward. 

1. Each user Pi chooses an input bi and commits to it as Cj = H(bi,Vi) where 
H{) is a one-way and collision-resistant hash function and Vi is a random 
number. 

2. All the Ci for z = 1, 2, ...n are shuffled and then published on a bulletin board 
by a set of m servers. The servers do not need to prove correctness of the 
shuffling. Each user verifies that his commitment is among the published 
shuffled commitments. 

3. Then (bi,Vi) for i = l,2,...n are shuffled by the same set of servers in a 
second round and then published on the bulletin board. Again, the servers 
do not have to prove the correctness of shuffling. Anyone can verify that 
every published output is correctly committed to some commitment. 

The shuffling can be realized by either decryption chain [6] or re-encryption [24] . 
If decryption chain is applied, the private key of each server must be shared 
in a threshold method among all the other servers to achieve robustness. The 
properties of this mix network are as follows. 

1 . If the hash function is one-way and collision-resistant and every user is hon- 
est, incorrect shuffling by any malicious server will be detected. 

2. It is efficient as no proof of shuffling correctness is needed. 
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3. Privacy can be achieved if at least one server conceals his shuffling. 

4. Every user’s commitment is published (anonymously) before any other user’s 
input is submitted to the mix network. So, even though a malicious user can 
collude with a server to change its input (violating correctness) without being 
detected, this change is restricted as follows. 

— During the first round of shuffling, the malicious user can collude with a 
server to change its commitment, thus actually changing its committed 
input. However, during the first round of shuffling, even if he can get 
collusion from all the servers the malicious user has no information about 
the other users’ inputs if the hash function is one-way. 

— During the second round of shuffling, the malicious user may get some 
information about the other users’ inputs if he gets collusion of some 
parties processing the decryption key(s) of the mix network. However, if 
the hash function is collision-resistant he cannot change his input during 
the second round as his commitment has been published in the first 
round. 

Therefore, a malicious user cannot change his input according to some other 
users’ inputs if those users do not collude with him and the hash function 
is one-way and collision-resistant. This is the advantage over the schemes 
by Chaum [6], Park et al [24] and Viswanathan et al [30]. This advantage 
makes the proposed mix network especially suitable for auction applications, 
as fairness can be guaranteed without any trust. 



3.2 The Proposed Auction Scheme 

In this section, an auction scheme achieving relative bid privacy is proposed 
by utilizing the new mix network. Any auction rule can be applied. Either 
decryption chain or re-encryption can be adopted in the shuffling. In the fol- 
lowing, a detailed auction scheme employing ElGamal encryption algorithm and 
re-encryption mechanism is described. Let g be a large prime. If not specified, all 
the computations take place in G = Z*. Let g be a generator of G. The auction 
protocol is realized as follows where there are n bidders Bi for i = 1,2, ... ,n and 
m auctioneers Aj for j = 1,2, ... ,m, who act as the servers in the mix network. 

1. Preparation Phase 

A public key y & Z* is published, while the corresponding private key x = 
logg y is shared among the auctioneers by k-out-ofjm verifiable secret sharing 
[25]. Each Aj gets a share Xj while yj = is published for j = 1, 2, . . . , m. 

2. Bid submission phase 

— Submitting the bid commitments 

Each bidder Bi chooses a bid bi £ Z*. An appropriate mapping^ is used 
to transform the biddable prices to the elements in Z* . Bi also chooses a 
random value Vi £ Z*. Each Bi calculates his commitment c* = H{bi,Vi) 

^ For example, suppose the biddable prices are pi, P 2 , . . . , Pw Bi’s evaluation pj with 
1 < J < w is mapped to bi £ Zq, so that bi mod w = j. 
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and encrypts it as Cj = (ai,Pi) = {g^' , CiU^') where is chosen randomly 
from Z*. Bi signs and submits it to the first server in the mix network. 
The signed for i = 1, 2, . . . , n are published on the bulletin board and 
anyone can verify that they are validly signed by the bidders. 

~ Shuffling the commitments 

Inputs to auctioneer Aj are ej_iy for i = 1,2, ... ,n and his outputs are 
€j^i for t = 1, 2, . . . , n while inputs to the first auctioneer A\ are eoy = 
for i = 1, 2, . . . , n. Auctioneer Aj performs the following operations: 

• obtains input Cj-ij for i = l,2,...,n published by Aj-i on the 
bulletin board; 

• performs re-encryption ejj = (ajj,/3jj') = 

Pj-i,Tr{i)) for i = 1,2, ... ,n where nj is a random permutation 
from {1, 2, . . . , n} to {1, 2, . . . , n} and for i = 1,2, ... ,n are ran- 
domly chosen. 

— Decrypting the commitments 

AmS outputs Cm.i for i = 1,2, ... ,n are decrypted by the auctioneers. 
Each auctioneer Aj publishes dij = ^ and proves log^ yj = log„^ ^ dij 

for i = 1, 2, . . . , n. This proof of correct decryption can be verified by 
anybody. If there exist a set S' = {s | 1 < s < n, dys is correct } with 
order more than k, Ci can be recovered as Cj = Pm,i / rises 

= n/eS./As^® ~ 

— Checking the shuffled commitments 

Every bidder checks that his commitment is among the published com- 
mitments. If a bidder Bi fails in the check, he can protest by revealing his 
encrypted commitment (input to the mix network) Cj, his commitment 
(respected output of the mix network) Cj and the random value (he used 
in the encryption) A- If e* = (g’'% Cjj/’'*), Ci is among the encrypted com- 
mitments and Ci is not among the shuffled and decrypted commitments, 
the shuffling is proved to be incorrect. In that case, every auctioneer 
has to prove that he re-encrypted e* correctly by zero knowledge proof 
of equality of logarithms. Any auctioneer failing to prove validity of his 
shuffling is removed. After removal of the malicious auctioneer, Ci for 
i = 1,2, ... ,n are re-shuffled (if necessary, a new auctioneer can replace 
the malicious auctioneer). 

Bid opening phase 

— Providing the committed bidding values 

Each bidder Bi calculates eli = {ali,(ili) = ,hiy^^') and e2i = 

{oi2i,j32i) = (g’’^b where rli and r2i are chosen randomly from 

Z*. Bi signs (eli,e2i) and submits it to the first server in the mix net- 
work. The signed (el^, e2i) for i = 1,2, ... ,n are published on the bulletin 
board and anyone can verify that they are validly signed by the bidders. 
“ Shuffling the bids 

Auctioneer Aj with j > 1 gets {elj-\j,e2j-ij) for i = 1,2, ...,n 
from Aj_i and shuffles them to {eljj,c2jj) for t = 1, 2, . . . , n Ai gets 
(elo,i, e2o,i) = (elj, e2i) for t = 1, 2, . . . , n from the bidders and shuffles 
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them to e2i^i) for i = 1, 2, . . . , n. Re-encryption and permutation 

in the shuffling are the same as in the first round. 

~ Decrypting the bids 

A^’s outputs e2jn,i) for i = 1,2, ... ,n are decrypted by the auc- 

tioneers. Like in the first round, if more than k auctioneers are honest, 
bi and for i = 1,2, ... ,n can be recovered correctly. 

— Verifying validity of the bids 

Suppose {bi,Vi) for i = 1,2, ...,n are the results of bid decryption. If 
H(bi,Vi) is not among the published commitments in the first round, 
{bi, Vi) is traced in a reverse direction through the mix network and every 
auctioneer is required to reveal his shuffling in regard to {bi,Vi). Any 
auctioneer failing to prove correctness of his shuffling is removed from 
the mix network. If all the auctioneers prove correctness of their shuffling 
successfully, Bi is accused of submitting invalid bid and removed from 
the auction. After the malicious party (auctioneer or bidder) is removed, 
{eli, e2i) for i = 1,2, . . . ,n are re-shuffled (if necessary, a new auctioneer 
can replace the malicious auctioneer). After valid bids are obtained, they 
are mapped back to a price in {pi,P 2 , ■ ■ ■ ,Pw}- 
4. Winning price and winner determination phase 

The auction rule is applied to the opened bids and the winning price and 
the winner’s price. The winner Bj has to prove his identity by revealing rlj 
and illustrating the winner’s price is encrypted in el/. Anyone can verifiy 
that the winner’s price is encrypted in el/ and the (el/, e2/) on the bulletin 
board is signed by Bj. If the winner refuses to cooperate, the auctioneers 
can trace the winner’s bid through the mix network (revealing their shuffling 
in regard to the winner’s bid) to identify the winner. 



4 Analysis of the Scheme 

4.1 Security Analysis 

The desired properties introduced in Section 1 are satisfied in the proposed 
scheme. 

1. Satisfaction of correctness is straightforward. 

2. In the bid submission phase the bids are sealed by hash function H{). As 
H{) is one-way, any bidder’s bid is kept confidential in the bid submission 
phase no matter how many auctioneers and other bidders conspire against 
him. 

3. As confidentiality is achieved, no bidder has any knowledge of other bidders’ 
bids during the bid submission phase. As all the commitments are published 
in plaintext in the end of the bid submission phase, no bidder can change 
his bid after the bid submission phase ends, if H{) is collision-resistant. So 
fairness is achieved. 

4. As illustrated in Section 3.2, the auctioneers can cooperate to identify the 
winner when he refuses to claim the winner’s bid. So, non-repudiation is 
achieved. 
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5. Signature, shuffling and bid decryption can be verified publicly. 

6. As illustrated in Section 3.2, incorrect shuffling and invalid bid can be dis- 
covered. After the identified malicious auctioneer or bidder is removed, the 
auction can run on correctly. So the proposed scheme is robust. 

7. Every bid is decrypted into plaintext in the bid opening phase, so any auction 
rule can be applied and any bidding value can be submitted. That means 
rule flexibility and price flexibility are obtained. 

8. If at least one auctioneer is honest, the bids cannot be linked to the bidders 
and relative bid privacy is achieved. A very slight trust is needed, so the 
achieved relative bid privacy is strong. 



4.2 Efficiency Analysis 

The proposed auction scheme is actually composed of two rounds of shuffling 
and distributed decryptions of the bids. As the correctness verification mecha- 
nism does not require the auctioneers (servers in the mix network) to prove the 
correctness of their shuffling, the scheme is very efficient. 

~ Two rounds of communication are needed between the bidders and auction- 
eers. 

— Every bidder has to perform three encryptions and two signature genera- 
tions (the computation of hash function is negligible compared to public key 
encryptions), which cost eight exponentiations if ElGamal encryption and 
RSA encryption are employed. 

— Each auctioneer has to perform 3n re-encryptions, which costs 6n exponen- 
tiations if ElGamal encryption is employed. 

— Each auctioneer has to perform 3n distributed decryptions and prove their 
correctness, which costs 9n exponentiations if ElGamal encryption is em- 
ployed. 

— A verifier of correctness of the auction only needs to verify the correctness 
of distributed decryption by fc -I- 1 auctioneers, which costs I2n(k + 1) expo- 
nentiations. 



4.3 Comparison 

In Table 1, our scheme is compared against the currently known schemes in 
relation to achieved properties. 

The comparisons clearly illustrate that relative privacy is the only available 
solution to achieve high efficiency, price flexibility and rule flexibility simulta- 
neously. Actually, among the currently known auction schemes only [30] and 
our scheme can achieve these three properties. As fairness in [30] is not strong, 
our scheme is the only one to achieve high efficiency and fairness without trust. 
Moreover, price flexibility and rule flexibility are also obtained in our scheme. 

In Table 2, our scheme is compared against the currently known schemes in 
regard to efficiency. Recall that n is the number of bidders; m is the number of 
auctioneers if more than one auctioneer is employed to share the trust (in our 
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Table 1. Comparison of properties 



Schemes 


Bid 

privacy 


Rule 

flexibility 


Price 

flexibility 


Fairness 


[31,5,14,16,7,3] 

[15,23,26,19,17] 


absolute 


no 


no 


conditional 


[28,31,29] 


absolute 


no 


no 


unconditional 


[3,15] 


absolute 


semi 


no 


conditional 


[18,30] 


relative 


yes 


yes 


conditional 


Proposed scheme 


relative 


yes 


yes 


unconditional 



scheme the number of servers in the mix network); w is the number of biddable 
prices in an auction scheme not achieving price flexibility, t means bid auction 
rule is applied, so t = 1 in first bid auction and t = 2 in second bid auction. 
Suppose ElGamal encryption and RSA signature are employed to encrypt and 
sign the bids and bid validity check is used in schemes employing homomorphic 
bid sealing. Usually w > n ^ m > t. 



Table 2. Comparison of Efficiency 



Schemes 


Computation 
of a bidder 


Computation 
of the auctioneers 


Communication 


[28] 


average 


average 


interactive 




2w-\-2 


(4:W + l)n 


average w/2 rounds 


[29] 


1 


n 


interactive 
average w/2 rounds 


[26] 


3 


average (2.5w -|- l)n 


non-interactive 


[31] 


8w -1- 1 


average 5.5nw + w + 4n 


non-interactive 


[15,16,23] 

[14,3,7,5] 


> 6w -1- 1 


> Awn + Sm logj w 
+3mn -I- n 


non-interactive 


[30,18] 


3 


unspecified 


non-interactive 


Proposed 


8 


15mn 


non-interactive 



As in most applications w ^ m > t, schemes achieving relative bid privacy 
like the proposed scheme are more efficient in computation than schemes achiev- 
ing absolute bid privacy except [29], which is very inefficient in communication. 

5 Conclusion 

A new concept proposed in this paper — relative bid privacy — is described and a 
method implementing this auction scheme is proposed by employing a new mix 
network. Rule flexibility, price flexibility and high efficiency are achieved easily as 
absolute bid privacy is not necessary. The achieved relative bid privacy is based 
on minimal trust: at least one auctioneer is honest. Correctness, confidentiality, 
fairness, non-repudiation and public verifiability are also achieved. 
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Abstract. Sealed-bid electronic auction is an electronic auction where each 
submitted bid can be opened only after the closing time of the bid. A number of 
hash-based approaches were proposed which have advantages over non hash- 
based approaches due to the simplicity and efficiency of hash. We argue that 
the existing hash-based approaches do not offer both the security and efficiency 
at the acceptable level. Then, we propose a new hash-based approach which 
provides the two properties at more acceptable level than the existing ap- 
proaches. In particular, we show that with the high level of security offered, our 
approach is more efficient than the existing approaches. 



1 Introduction 

Electronic auctions (e-auction) are auctions where bidders can bid over the Internet. 
E-auctions are a fundamental technology for electronic commerce [2]. Sealed-bid 
auction eg. [1, 2, 3, 4, 5] is an auction where each bid submitted can be opened only 
after the closing time of the bid. After the bid opening phase, the auctioneer an- 
nounces the winner along with her winning price. Most sealed-bid auctions are classi- 
fied according to the amount of money paid by the bid winner. For example, in first- 
price sealed-bid auction the winner pays at the first highest price and in second-price 
sealed-bid (Vickrey) auction the winner pays at the second highest price. 

The following are desirable security properties proposed for sealed-bid auctions. 

Anonymity of bidders [2, 4, 5]: Each bid must be submitted anonymously. Fur- 
thermore, after the closing of bidding, both auctioneer and bid winner can prove to 
each other the identity of the bid winner, but none of them knows the identity of the 
other bidders. 

Secrecy of bids [1, 3, 4, 5]: Any submitted bids cannot be changed by someone 
and must not be opened until the close of auction. 

Privacy of bidding price [2, 3, 4, 5]: Even after the close of auction, all of bidding 
prices must be kept in secret except for the winning price 

Bidder Authentication [4, 5]: Any bidder (and auctioneers) can verify the authen- 
ticity of submitted bids. 

Verifiability of the correctness of the auction [3,4,5]: All of bidders can observe 
each step of determining the winner and can verify the correctness of the auction 
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Undeniability of bids [1, 4, 5]; Any bidders (winner or losers) cannot repudiate 
their own submitted bid. In addition, the auctioneer cannot refuse receiving some bids 

There is a plenty of research on sealed-bid auction [1, 2, 3, 4, 5]. They can be clas- 
sified broadly into two main kinds, namely, advanced cryptography-based [1, 2, 3] 
and standard cryptography-based [4, 5] approaches. Advanced cryptography-based 
approach employs sophisticated cryptography, such as threshold secret sharing [1] 
and distributed computation [2], to realize the desirable properties of sealed-bid auc- 
tions. However, standard cryptography-based approach uses only ordinary yet stan- 
dard cryptography, for example hashing functions and public key cryptography. 

Advanced cryptography-based approach has a number of disadvantages in that it is 
complicated and requires a large amount of computation. Furthermore, it is difficult to 
implement due to the complexity of cryptography employed. 

Since standard cryptography approach [4, 5] employs mainly hashing functions to 
realize sealed-bid auction, it is more efficient than the advanced cryptography ap- 
proach and it is also easier to implement. 

[4] is the first who proposed the use of hash for sealed-bid auction. In particular, 
bidding prices are represented using some iterations of a hashing function, which is a 
linear hash chain. However, the approach requires a large number of iterations to 
represent a large price. Thus, it is not very efficient. However, it offers a strong pri- 
vacy property in that only information on winning bid such as price is revealed. 

Later, [5] proposed an improved scheme of [4] by using a binary tree to represent a 
bidding price. As a result, the improved scheme uses much less amount of iterations 
than [4] to represent a large bidding price. Thus, [5] is more efficient than [4]. How- 
ever, it provides a very weak privacy property in that some information on all losing 
bids can be revealed. In particular, bidding prices for losing bids which are closed to 
winning bids can be guessed by auctioneers with high probability. 

In this paper, we propose a new hash-based approach for sealed-bid auction. In 
particular, we propose multi-dimensional hash chain to represent a bidding price, and 
our multi-dimensional hash chain corresponds to m-ary tree structure. Our approach is 
slightly less efficient than [4] but is much more secure than [4]. In particular, our 
approach is as secure as [5] but is much more efficient than [5]. Thus, with the high 
level of security offered, our approach is more efficient than the existing approaches. 
After our approach is discussed, we show the analysis on both the security and the 
computation of our approach in comparison to the existing approaches [4, 5]. 



2 Background 

2.1 Previous Work 

We will explain two standard cryptography-based approaches that employ mainly 
hashing function in order to compare with our approach. 

Suzuki et.al. [4]. This approach achieves all above properties, however it suffers 
weak anonymity of bidders and low efficiency. Conceptually, bidding prices are rep- 
resented using some iterations of a hashing function, which is a linear hash chain from 
a bidding price to the maximum price for a bid. Thus, a number of iterations in each 
bid are the length between bidding price and the maximum price. Conversely, in the 
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opening phase it opens any bids from the maximum to minimum price to find out the 
winning price. 



Bidding Phase. After each bidder i generates a hash chain from her bidding price P. to 
the maximum price M for a bid, the bidder submits the last iteration of hash as the 
commitment of bid as well as bidder’ s signature on L^. Each bidder generates a chain 
as follows: 

= R 

L. = h(Yes\\L^„) j = P, 

= h(No II LJ j = P. + l,P. + 2,..., M 

where Yes means this is my bidding price 

No means this is not my bidding price 
h = cryptographic hash function 
M = maximum price 
R = random number 

Opening Phase. Each bidder sends each Lj_, for j = M, 1 until the auctioneer 

finds the winning bid by obtaining Yes from a bidder. Given L. that the auctioneer 
already has, and P, that the auctioneer has just received, the auctioneer checks for 
Answer in L. = h(Answer || L.J. If Answer is Yes, then the winner is found and the 
auctioneer stops opening. 

Advantage 

1 . It offers strong bid privacy that is “any information of losing bids is not leaked at 
anytime” . 

Disadvantage 

1. It requires a lot of computation for constructing a hash chain for a bidding price, 
especially the bidding price that differs greatly from the maximum price. 

2. It requires a lot of communication, and also requires online interaction between all 
bidders and the auctioneer during the opening phase. 

3. It requires a special trusted third party which keeps identity of bidders and their 
public keys to prove bids’ owners to auctioneer, and the third party must not col- 
lude with auctioneers in order to offer anonymity. 

Omote et.al. [5]. This second method offers also all properties, however it provides a 
very weak privacy property in that some information on all losing bids can be re- 
vealed. Conceptually, bidder’ bidding price is represented in binary number that can 
be understood by a binary tree and the binary number is hashed bit by bit. Thus, a 
number of hash iterations are equal to the number of bits. In opening phase, a biding 
price is opened consecutively bit by bit from the most significant bit to the least sig- 
nificant provided that bit that is just opened is 1 . 



Bidding Phase. Eirst, a bidder i converts her bidding price into binary number b = [b^^, 
bi^j, ..., bj, then the bidder computes her bid M. = corresponding to her 

bidding price as follows. 
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+ h'‘~‘(rj ifb^ = 1 and for l<s <k 
_ yk-s+i^^^^ _l_ - Q ayidj^or l<s <k 

M(i^k+i) = ri + Xi 

where hf r) means r is hashed j times, 

r ,R , are random numbers, and 

X, is Bi’s private key, and k is the number of bits 

After M is generated, it is sent together with bidder’s public key to auctioneer. 



Opening Phase. As soon as the auctioneer receives hfr) from each bidder, the auc- 
tioneer uses this information to open bits in M.hy using subtraction operations. Note 
that all consecutive 1 bits in each M. of each bidder are opened (revealed) at once. 
Such consecutive 1 bits represent partial information on bidding prices. Thus, they are 
used by the auctioneer to determine the winner. If the winner cannot be determined, 
then winner candidates need to send more information to the auctioneer to open the 
next consecutive 1 bits in M.. 

After the winner is found, the auctioneer can extract winner’s private key from M. 
and the private key is verified with the corresponding public key sent earlier. 

Advantage 

1. It requires a little amount of computation to generate the hash chain for a large 
bidding price and a small amount of communication for bid opening. 

Disadvantage 

1. Bidding prices for some losing bids can be guessed and an order of prices for 
(many) losing bids can be determined. 

For example, suppose that Ml, M2, M3, M4 and M5 are bids represented in binary 
number as shown in table 1 . In table 1 , the size of search space means the number of 
all possible prices for losing bid, and * stands for an unknown bit. Notice that M2 is 
closed to Ml and has only one unknown bit. Even though one bit is unknown, the 
auctioneer can guess the price of M2 with probability 'A. Therefore, prices of losing 
bids which are very closed to winning price can be guessed by auctioneers with high 
probability. After the end of opening bid, the auctioneer can determine an order of 
losing bids that is Ml > M2 > M3 > M4 > M5. 

2. The approach is vulnerable to denial of service in that attackers can use any private 
key to submit arbitrary bids (called faked bids). Since each bid is initially anonymous, 
all those faked bids will be processed and discovered later. As a result, faked bids 
waste computation of the system. 

Table 1. This table shows the representation of bidding price in Omote’s approach 



Bids 


Binary Numbers 


Size of 
Search Space 


Probability 


Ml 


11 0111111 






M2 


11 011110* 


2‘ =2 


1/2 


M3 


11 0 1 1 1 0* * 


2" =4 


1/(2^) 


M4 


11 0 1 0 * * * * 


2" = 16 


1/(2^) 


M5 




2* = 256 


1/(2*) 
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2.2 Homomorphic Property of Public Key Cryptography 

The homomorphic encryption (eg. [6]) in public key cryptography is an encryption 
algorithm En{M}^ that can satisfy the multiplicative property that is En{M]jj^ X 
En(M 2 lK = En{M] X M 2 IK where En{Mj^ stands for encryption using public key K. 
Our approach employs public key cryptography which has the homomorphic prop- 
erty. Also, our approach requires that the public key cryptography used is semantic 
secure, such as Elgamal [7]. 



3 Multi-dimensional Hash Chain and M-ary Tree Structure 

In our approach, a bidding price is represented by using multi-dimensional hash chain 
which corresponds to m-ary tree structure. We discuss the corresponding between 
them here. 

Conceptually, in a tree structure each leaf node represents a specific price and such 
prices are ordered incrementally from left nodes to right nodes. Given a maximum 
price M, such an m-ary tree is generated such that the maximum can be represented in 
the tree. A non-leaf node represents a range of prices denoted by all its children. A 
path from the root node to a leaf node identifies the bidding price represented by the 
leaf uniquely. Such path simply consists of a collection of branches that are visited at 
each level of the tree. 

Such m-ary tree structure can be understood as multi-dimensional hash chain also. 
Multi-dimensional hash chain is a hash chain with two directions. A level of a tree 
corresponds to a dimension in multi-dimensional hash chain. Nodes at the same level 
in a tree are used to generate a linear hash chain and such node is called a column in 
multi-dimensional hash chain. In multi-dimensional hash chain, there are two direc- 
tions of hash chains : horizontal and vertical chains. Horizontal chain is a linear hash 
chain in a dimension whereas vertical chain is a linear hash chain from one dimension 
to another. Horizontal chain in the last dimension stands for an increment of specific 
prices since an element in the chain denotes a specific price. In other than last dimen- 
sions, horizontal chain represents an increment of ranges of prices. However, vertical 
chain stands for a decrement of ranges of prices, that is from a larger range of prices 
to a smaller range of prices. A price can be identified uniquely by both horizontal and 
vertical chains from the first dimension to the last dimension. Such chains simply can 
be constructed by a collection of columns in each dimension. 

Figure 1 shows an example of m-ary tree structure for bidding price. There are 3 
levels of height in the tree. Leaf nodes in the figure represent specific prices from 37 
to 40. Non-leaf node 2 in 2”** dimension represents the range of prices 37 - 40 which 
are prices for its children. Suppose that winning price is 38. A path to the winning 
price 38 is (3, 2, 2). For the rest of the paper, we shall use the terminology in m-ary 
tree and multi-dimensional hash chain interchangeably. 
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(1-64) 




1-st dimeii.'cion 



2-iul dimension 



3-1x1 dimension 



(37) (38) (39) (40) 

Fig. 1. An 4-ary tree structure of bidding price. 



3.1 Bid Opening in Multi-dimensional Hash Chain 

The purpose of bid opening process is for an anctioneer to find a bid winner. In our 
approach, the bid winner is the person who proposes the highest bidding price. Before 
the closing time of bidding, each bidder submits a bidding price to an anctioneer. At 
the closing time, the auctioneer starts hid opening process. 

Bid opening is carried ont dimension hy dimension starting from the first dimen- 
sion to the last dimension. 

For any other than last dimension, anctioneer queries all bidders whether their bid- 
ding prices fall into a specific range of prices represented by each node in the dimen- 
sion. The range of prices queried starts from the highest range of prices to the lowest 
range of prices in the dimension. A bidder replies “Yes” if bidder’s bidding price falls 
into a range of prices being queried, and “No”, otherwise. Note that snch answer is 
called individual answer. If at least one bidder’s reply is “Yes”, then the bid opening 
process moves to next dimension by using the vertical chain. 

For the last dimension, auctioneer queries bidders whether their bidding prices are 
jnst particular price represented by each leaf node. Similarly to other than last dimen- 
sions, the qnery in the last dimension starts from the highest price to the lowest price. 
The bidder(s) with “Yes” answer is the bid winner(s). 

However, in other than last dimensions, if bidders give their individual answers to 
auctioneer, the anctioneer would know the nnmber of bidders who bid for a specific 
range of prices. This information allows the auctioneer to infer information on losing 
bids such as the number of bid losers whose bidding prices are in a range of prices. 

For example, consider figure 1. Suppose that there are three bids : B1 for 36, B2 for 

32 and B3 for 40. At the first dimension, auctioneer obtains individual answers “Yes”, 
“No” and “Yes” from Bl, B2 and B3, respectively. Then, the auctioneer can infer that 

33 < B1 < 48 and 33 < B3 < 48. At the second dimension, the auctioneer obtains indi- 
vidual answers “No”, “No” and “Yes” from Bl, B2 and B3, respectively. Hence, the 
auctioneer can infer further that 33 < Bl < 36 and 31 < B3 < 40. Therefore, the auc- 
tioneer knows that there are two bidders whose bidding prices are in 33-48. 
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Therefore, to prevent auctioneers to infer such information on losing bids, we em- 
ploy the concept of group answers, instead of individual answers, for queries in other 
than last dimensions. Group answers are answers that hide the number of bidders who 
give a specific reply. Group answer “Yes” means that there exists a bidder who gives 
individual “Yes” answer whereas group answer “No” means that all bidders give indi- 
vidual “No” answer. Since the number of bidders with “Yes” individual answers can- 
not be inferred from the group answer, auctioneer cannot know the information on 
losing bids. Hence, in any other than last dimensions, all bidders calculate group an- 
swer and reply it to the auctioneer. 

We employ the homomorphic property of public key encryption to implement 
group answer. In particular, each individual answer from a bidder is encrypted with 
auctioneer’s public key. Then, group answer from all bidders is calculated by multi- 
plying all encrypted individual answers. 



3.2 Notations for Multi-dimensional Hash Chain 

We discuss notations for multi-dimension hash chain. To represent all bidding prices 
= (1, ..... M), the number of dimension needed is D 

D={log„M] 

where D = the total number of dimensions 

m = the total number of columns in a dimension 
M = maximum price 

To determine if bidding price P, is located in column t at dimension d, we need to 
know a sequence of column numbers k^, .... k^J which are column numbers in all 
previous dimensions of d. We assume that such a sequence is given. We use 
PATH(fd-l) to denote the sequence. More generally, for any P., PATH(1,D) is (kj, k^, 
..., kJ where k^, l<i<D, is the column number in dimension i in which P. locates in. 

Firstly, the maximal price of q-\h column at d-th dimension is denoted by 5^^ 
which is defined as follows. 

^d.q ~ ^PATH{l,d-\) ~ (tn~ Q)-^d 

Where l<d<D, 1< q <m, 

d-l 

SpATHiid-i) =M- . and 

j=i 

nj = m^'' = the number of prices represented by a column in j-th dimension. 

Note that SpAm(i,d-i) is the maximal price in (d-l )th dimension according to 
PATH(fd-l). 

For example, consider figure 1. Suppose that d = 2, q = 3 and PATH(fl) = (3). 
Clearly, «2 = 4, Spath(i.i) = 48, 82,3 = 48 - (4 -3). (4) = 44 which is the maximal price 
of 3'“^ column at 2"“^ dimension given that the column number in F' dimension is 3. 

Note that we need PATH(l,d-l) to determine Sd,q. This is because 82,3 where 
PATH(1,1) = fij is different from 82,3 where PATH(1,1) = (1). Clearly, if PATH(1,1) 
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= (1), the maximal price for any further dimension is not more than 16 which is the 
maximal price of I®' column in I®' dimension. 

Thus, the column number in which P. locates is t such that Sd,t -i < Pi ^ Sd,t 
where 1 < t< m. For example, suppose that P, = 38. Thus, P, locates in 2'’'* column at 
2"“* dimension where PATH(1,1)=(3). 

3.3 Protocol Details 



Overview 

There are mainly three entities in our sealed-bid auction, namely bidders, auctioneer 
and bidder agents. The bidder agents are agents working on behalf of bidders and are 
able to move from one location to another. Initially, a bidder agent operates at a bid- 
der. After the bidder agent receives bid information from the bidder, it travels to auc- 
tioneer. Bid information includes bidder’s public key certificate and bidder’s 
signature on bidding price, and it is encrypted by a (symmetric) session key. 

At the auctioneer, each bidder agent generates a horizontal hash chain for each di- 
mension and takes part in bid opening phase. After bid winner is found, the auctioneer 
can obtain the session key used to retrieve winner’s bid information. Note that auc- 
tioneer can obtain winner’s session key only, not bid losers’ session keys. 



Table 2. Table of Notation 



Sym- 

bol 


Meaning 


Symbol 


Meaning 


N 


The number of bidders partici- 


GA,,^ 


group answer ofq-th column 




pated in the auction 




and d-th dimension 


i 


bidder index that ranges over ( 1, 


Pri-X 


party X’s private key 




....Nj 


Pub-X 


party X’s public key 


B, 


bidder i 


En{Mh 


asymmetric encryption of 


P. 


bidding price of bidder fi,- 




message M with key K 


Bidi 


hash-chain bid 


DefMhc 


asymmetric decryption of 


d 


dimension index that ranges over 




message M with key K 




(1 D! 


SignfMjg 


signature message M with 


t 


the column number in which Pi is 


E(M, K) 


key K 




located for each dimension 




symmetric encryption of 




bidder i’s agent (or bidder agent i) 


h(M) 


message M with key K 


BAi 


auctioneer 




collision resistant hash 




(symmetric) session key of bidder i 


R. 


function of message M 


A 


(symmetric) key initially sharing 


Certi 


bidder i ’s random seed 


K. 


among all bidder agents 




bidder i’s public key certifi- 




individual answer ofq-th column 


BAi Cert 


cate 


Kb 


and d-th dimension 




bidder agent i ’s public key 






A ->B:M 


certificate 






Set_Yes 


A send B message M 








set of all possible individual 








“Yes” answers 
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Our Protocol 

1) Initialization 

1.1) Bidder agent receives bid information from bidder. 

Bi -> BAi : By BidCerti 

where BidCerti = Signf h(Pt), KJpri-Bi, Certsi 

1 .2) Each BAi moves to the auctioneer site 

2) Bidding Process 

Repeat the following (2.1 and 2.2) for each dimension d = 1...D 
2.1) Generating Bid information 

a) Broadcast individual answers for all columns in a dimension 

{for d = 1...D-1) 

BAi -> BAj : E(lA^_q ,Ki,) for q = 1, m 

where 

IAa,q = En{Yesjpub-A if q = t 

= EnfNojpub-A otherwise, and 

No = 1 and Yes G Set_Yes and 

Set_Yes = / x | x G and x f- No} and 

-,3xi,...,Xa£ Set_Yes ( De{En{xi}pub-A X---XEn{xJpuh-A IprUA = No ) 
j^i,anddG jl, 

Note that here we assume that the public key cryptography used is Elgamal in 
which p stands for prime modulus. Note also that since we do not require group an- 
swer for the last dimension, the following generation of group answers is not applied 
for the last dimension. 

b) Generate group answer for each column at a dimension. 

Each bidder computes the following 

forq = l,...,m 

i=l 

where (lAag)i means B,’s answer, d G /7, D - Ij, 

GAd_q = 1 (for answer= “No”) and GAa,q f 1 (for answer=”yes”). 

c) Generating a horizontal hash chain for each dimension, (for d = 1...D) 

Each bidder computes = L^m by the following 

Eor d = 1,..., D - 1 ( other than last dimension ) 

Ed. q-l = Rd 

Ed, q ~ i^(GA^q I I L^ q.j | | Sd.q) 
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where = h^~‘^(Ri), Ri is Bi’s random, 

t <q <m ifSd.t-i < Pi ^Sd,t (Pi is in column t at d) 

1 <q <m otherwise 

For d = D (last dimension) 

= R. II K, 1 

L,,, =h(Yes\\L,,_,)\ 

Pd, q-1 ~ Ri 

Pd, q ~ h(Mo 1 1 Ld, q-l) 
where t+1 <q <m , if Sd,t-i < Pi ^Sd,t 
1 <q <m, otherwise 

2.2) Opening bids 

a) Agents submit initial bid information for a dimension 
BAi -> A : (bid- information) d 

Where bid-information j = (Bidi, Sign{h(Bidi)jpri-BAv BAi Cert ) and 

Bidi = (Lj, E(BidCerti ,Ki)), 
bid-informationj = Lj for 2<j <D, and l<d <D. 

Repeat the following until (Answer)j^ = “Yes” for q=m...l and for a dimension d. 

b) Agents submit bid information for each column in the dimen- 
sion 

BAi -> A ■ (bidding)d,q 

where bidding^q = (GAd,q || Pd,q-i II Sd,q) for l<d <D-1, and 
biddingd,q = Pd,q-i ior d = D 

c) Auctioneer calculates the answer and informs all bidding 
agents. 

for l<d <D-1 

(Answer)d,q = De(GAd,qlpn-A if biddingdq = h(biddingd,q.i) 



ifSd, t-i < Pi ^Sd,t(Pi is in column t at d) 
Otherwise 



for d=D 



(Answer)j^ = Yes 
Ri\\BidKey = bidding 



I if biddingdq = h(Yes || biddingd,q.i) 



(Answer)dq = No 



if biddingd,q = h(No || biddingdq.i) 




Multi-dimensional Hash Chain for Sealed-Bid Auction 



267 



3) Announcement of Bid winner 

a) Obtain BidCert^ from Bid„ by using BidKey where w is a bid winner. 

BidWinner = Bw 1 • r „ . . 

I if BidCert„ contains w s signature 

WinningPrice = ~ 

whsie PATH(1,D) = (kj, ...,ko-i, ko). 

b) Check the validity of WinningPrice 

h(WinningPrice) = h(Pi) if WinningPrice is valid 



4 Discussion 

Our protocol satisfies all desirable properties with the following reasons. 

Collusion between bidder and auctioneer: In our approach discussed above, bidder 
(or bidder agent) may collude with auctioneer in order to reveal all bidders’ individual 
answers. Such collusion would destroy bid privacy since auctioneer can then guess 
some bidders’ bidding prices. Thus, to prevent the collusion between bidder and auc- 
tioneer, we employ blinding [8] on bidders’ individual answers as follows. 

At initial stage, a trusted authority generates blind factor b, for each bidder B. by 
computing b^xb^ X ...xb^ =GB (mod p) where p stands for prime modulus in Elga- 
mal and GB stands for group blind factor. Also, the authority calculates GB ‘ such that 
GB.GB '=1 (mod p) and give it to all bidders. During the bidding process, each bidder 
agent broadcasts blinded individual answers as follows: 



BAi -> BAj : BlindedlAjq for q = 1, m 

where BlindedlAj^ = En{biXlAj Jp^i,.ji 

Furthermore, each bidder calculates unblinded group answer for each column at a 
dimension. 



= GB-^ .f[ {BUndedlA ,^^ ) ,- M q - f m 
/=! 

Even though our approach requires all bidders to collaborate to generate unblinded 
group answers, such collaboration does not use a large amount of resources. This is 
because all bidder (mobile) agents operate at auctioneer. 

Anonymity of bidders: BidCertj for each bidder i is encrypted with a session key. 
Only when the winner is found, auctioneer can obtain the session key. Thus, before 
the winner is found, all bidders are anonymous. 

Secrecy of bids: Winning price obtained during the bid opening can be checked with 
bidding price the winner has submitted initially in BidCerti. Thus, a bidder in particu- 
lar bid winner cannot change bidding price after the bid is submitted. 

Privacy of bidding price: By using multi-dimensional hash chain, group answer and 
collision resistant hash, auctioneer can obtain the winner’s session key only, not los- 




268 N. Prakobpol and Y. Permpoontanalarp 



ers’ session keys. Thus, only information about bid winner is revealed. Note that 
during the bid opening since bidder’s individual answers are encrypted by agents’ 
session key {K^) which is known to all agents initially, auctioneer cannot infer infor- 
mation about losing bids during the opening. 

Bidder Authentication: Any submitted bid is authenticated by using bidder agent’ 
private key, not its bidder’ private key. Thus, our approach prevents the denial of 
service problem (fake bids) occurred in Omote’s approach. 

Verifiability of the correctness of the auction: Since bidder agents observe the 
number of iterations of published hashes, they can compare current bidding price with 
their submitted bidding prices. So bidder agents can verify the outcome of the bid. 
Undeniability of bids: Since BidCertj contains bidder’s signature, bid winner cannot 
refuse her submitted bid. 



5 Analysis 

In this section we will analyze the security, computation and communication of our 
approach in comparison with the existing hash-based approach. 



5.1 Security 

We measure the security of the three approaches by using the size of search space of 
prices for losing bids. If the size of search space of losing prices is small, then the bid 
privacy property is weak. As shown in Table 3, our size of search space for losing 
prices is as large as Suzuki’s and it depends on only the winning price. In Omote’s 
approach, the size of search space depends upon the number of revealed bits. The 
nearer losing prices to the winning price, the more bits are revealed and the smaller 
the size of search space. 



Table 3. The security analysis of our approach, Suzuki’s and Omote’s. 



Approach 


Range Search Space of Possible 
Losing Price 


Size of 
Search Space 


Suzuki 




P.-l 


Omote 


j=o j=a 


r-' < p^-i 


Ours 




p.-i 



where 

c 

V 



= the winning price, b = the value of bits (0 or 1) 

= the maximal number of bits representing bidding price 
= the number of revealed bits 
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5.2 Computation 

We use the number of iterations of hash to measure the computation required in each 
approach. Such number of hash iterations is used to represent bidding prices and it 
designates the required steps for the bid opening. Table 4 shows the computation 
required in the three approaches. In particular, it shows the number of hash iterations 
required to represent any bidding price P,. 



Table 4. The computation of the three approaches 



Approach 


Number of Hash Computa- 
tion 


Suzuki 


= M-Pi + 1 


Omote 


= riog2(^)i 


Ours 


<m. [log„,(M)] 



In our approach, the computation depends on the parameter m which is the number 
of columns in a dimension. The smaller the number of column, the less the number of 
hash required. In our experiment where M is 1,000,000, the optimal value for m is 4. 
Details of our experiment can be found in [9]. 




10 

0 2 4 6 8 10 

Bidding Price 



Fig. 2. The number of hash iterations. 

In table 4, the computation for our approach is the worst case analysis in that it 
shows the number of hash iterations required to generate a horizontal hash chain for 
all columns in every dimension. However, some winning prices do not require the 
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generation of a horizontal hash chain for all columns, but just some columns, in every 
dimension. Note that bid losers need to generate such kinds of horizontal hash chain. 

Figure 2 shows the actual number of hash iterations required to represent each 
winning price in our approach in comparison with Omote’s. It shows that for some 
cases, we use less amount of computation than Omote’s. Note that in figure 2, we use 
m = 4 and M=l, 000,000. And the average of computation in our approach is 25. 173. 



5.3 Communication 

Although our opening phase may require communication between bidder agents and 
auctioneer, such communication is internal within auctioneer. This is because all 
bidder agents operate at the auctioneer site. 



6 Conclusion 

In this paper, we propose a new hash-based approach for sealed-bid auction. Our 
approach is based on multi-dimensional hash chain which corresponds to m-ary tree 
structure to represent a bidding price. We show that our approach satisfies all desir- 
able properties of sealed-bid auctions, and offers both the security and efficiency at 
the acceptable level. Then, we show that our approach is as secure as Suzuki’ s but 
much more efficient than Suzuki’ s. Furthermore, we show that even though our ap- 
proach is slightly less efficient than Omote’s, it is much more secure than Omote’s. 
At the moment, we are implementing a prototype of our approach and aims to apply 
the multi-dimensional hash chain for other kinds of sealed-bid auctions. 
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Abstract. Forward integrity is an important mobile agent security 
property. Forward integrity in mobile agents guarantees that results 
contained in a mobile agent from previously visited servers cannot be 
changed by a malicious server. Many mobile agent forward integrity pro- 
tocols are based on a protocol family proposed by Karjoth et ah. This 
paper identifies a “colluding servers” attack on these protocols where two 
(or more) visited servers can conspire to modify the existing collected 
data from other servers. We propose an improved Karjoth protocol by 
applying split-knowledge when constructing digital signatures, which can 
defend against the colluding servers attack. 



1 Introduction 

Mobile agents are executable code which can migrate from one server to an- 
other. They have great potential for electronic commerce applications. A shop- 
ping agent can travel the Internet in order to buy a specific product on behalf 
of the user at the most convenient price. The agent migrates to multiple servers, 
collects price quotes and is free to choose its next move dynamically based on a 
predefined itinerary choosing algorithm. 

Forward integrity is an important security property for mobile agents. The 
notion of forward integrity was first introduced by Bellare and Yee in [1]. It 
was described as “a generalisation of the notion ‘forward secrecy’ ” . In forward 
integrity, keys used for maintaining integrity and privacy are generated in a way 
that even if the key generating server is later compromised, it is not possible 
to forge previously obtained data. This contrasts with simple digital signature 
schemes, where if an attacker compromises the server storing the signing key, 
the authenticity of all the messages signed with that key becomes questionable. 

Yee [10] later employed the concept of forward integrity in the context of 
mobile agents to provide data integrity protection, particularly to non-static 
data. Non-static data is not known by the originator in advance and will be 
generated and involved in an agent’s future execution. In the shopping agent 
scenario non-static data are the offers from each server. In general, Yee defines 
forward integrity in the following manner “if a mobile agent visits a sequence 
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of servers Si, S 2 , •••, S„, and the first malicious server is Sm, then none of 
partial results (non-static data) generated at server Sj, where i < m, can be 
forged” . In other words, the first encountered malicious server can not modify 
or forge any existing partial results generated by any of the upstream servers. 
However, partial results for servers visited after the first malicious server cannot 
be trusted. Because of the assumption of an “honest prefix” , Yee’s proposal is 
defined as weak forward integrity. 

Karjoth et al. [4] proposed a notion of strong forward integrity where an 
attacker Sm can not forge any of partial results generated at server Sj, where i < 
m, even by colluding with one (or more) other visited server(s) Sj, where j < i. 
Therefore, despite the presence of more than one malicious server in an agent’s 
itinerary, the partial results can still be preserved intact. This ensures that all 
the partial results can only be generated once and can not be changed after the 
data is collected by the agent. In other words, Sj can not make another offer by 
modifying the previous offer or replacing it with a new offer to the same agent 
after it has made a commitment, unless the originator requires it. 

Protocols that achieve forward integrity of partial results carried by multi- 
hop agents were first published by Yee [10]. Yee’s protocols were based on partial 
result authentication codes (PRACs), which were constructed in similar forms 
to MACs and digital signatures verified with PKI public keys. The notable dif- 
ference is the secret keys used by PRACs were destroyed prior to the agent’s 
migration, contrasting with the private keys in a normal digital signature sys- 
tem where private keys are stored on the servers for a long term. Thus in some 
sense PRAC keys are one-time keys. 

Karjoth, Asokan and Giilcii [4] extended Yee’s results and proposed a fam- 
ily of protocols, which are directed at preserving the integrity of intermediate 
computed data acquired by multi-hop agents. Some of their protocols also pos- 
sess additional features such as data confidentiality, forward privacy and public 
verifiability. We have particular interest in publicly verifiable forward integrity, 
since it allows other servers on the agent’s itinerary to help detect tampering. 
In this paper, we concentrate on Karjoth, Asokan and Giilcii’s fourth protocol 
because it contains publicly verifiable chained signatures. For convenience, we 
refer to this protocol as KAG. 

It will be demonstrated that the KAG protocol is vulnerable to a “colluding 
servers” attack which occurs when a server plots with another server positioned 
later in the agent’s itinerary to alter the data accumulated between visits to the 
two servers. To the best of our knowledge, there have been no effective solutions 
proposed to counter these attacks on a single agent [2]. 

Based on the “colluding servers” attack and other known attacks, this paper 
proposes four requirements (R1 - R4) for the design of protocols that provide for- 
ward integrity of data in mobile agents. Another contribution of this paper is the 
proposal of a strengthened KAG protocol which defends against the “colluding 
servers” attack. 

The paper is organised as follows: Section 2 describes the KAG protocol and 
some known attacks. It also includes the “colluding servers” attack. Proposed 
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protocol design rules are presented in Sect. 3. In Sect. 4, we present a new 
protocol, which can defend against some of the discussed attacks. We have some 
concluding remarks and plans for future work in Sect. 5. 

Notation. For ease of reading, we refer to the entities appeared in our demon- 
strated application by their names. Alice is the owner of the agent. Adam, Bob 
and Dave are shops’s owners who will be visited by Alice’s agent. Carol is the 
adversary who may be a server in the agent’s itinerary or an external attacker. 
The notation used in the paper are listed in Table 1. 



Table 1. Notation used in this paper ( 0 < i < n nnless i is indicated) 



Notation 


Meaning 


n 


An agent’s code. 


So 


ID of the originator. 


Si, 1 < i < n 


ID of server i. 


oo 


A secret possessed by So. It can be regarded as a dnmmy 
offer and is only known to the originator. 


Oi, 1 < i < n 


An offer (a partial resnlt) from Si . 


Oi 


An encapsulated offer (cryptographically protected) from Si. 


Oo, Ol, 02,...,0n 


The chain of encapsulated offers from the originator and 
shops Si, S 2 ,..., Sn. 


hi 


Message integrity check value associated with Oi. 


ri 


A nonce generated by Si. 


H(m) 


A one-way collision-free hash fnnction. 


{K_Pubi, K_Privi) 


A public/private key pair of server Si. 


(t_Pubi+i, t_Privi+i) 


A one-time key pair to be used by Si+i. The key pair is 
generated by Si. 


{t_Privi+i}if. 


One-time private key is sent by using some key establishment 
protocol between Si and Si+i. 


(j-Pubi, j-Privi), 


A one-time key pair for constructing the proposed 


1 < i < n 


signature/ verihcation is generated by Si. 


{nii}K_Pubi 


Message mi encrypted with the encryption key associated 
with Si. 


SigK_PriVi (mi) 


A signature of Si on the message mi with K_Privi. 


Veric_Pu6-(si, mi) = 


Verification of the signatnre Si on the message mi. It is trne 


true or false 


when SigK_Prit)i(mi) = Si; false otherwise. 


Alice — >■ Bob: m 


Alice sending a message m to Bob. 



2 The KAG Protocol 

The KAG protocol is an extension of publicly verifiable partial result authenti- 
cation codes published by Yee [10]. The protocol aims to allow any intermediate 
server (either trusted or untrusted) to detect the tampering of the previously 
computed partial results contained in the agent. 
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One-time digital signatures are deployed in the KAG protocol. Public key 
algorithms are used but the public key used to verify the signature is passed 
by the agent and not certified through a public key infrastructure. Each shop 
generates a private/public key pair for constructing the one-time signature and 
its verification, and also certifies the public key to be used by its successor. 
The successor server uses the received private key to sign the partial result it 
computed. The private key is subsequently erased. 



— On agent creation 




• Oiler Encapsulation 

Oo — Sigif_pri!,o({oo, ro}icj>ui>oi ho, t.Pubi) 

• Chaining Relation 


(1) 


ho = H(ro, Si) 


(2) 


— On agent migration 




• Offer Encapsulation 

On = Sigi.Pr»n„({On, r„}K./.>ub„, h„, t_Pub„i-i), 0 < n < ni 

• Chaining Relation 


(3) 


h„ = H(0„-i, Sn-ii), 0 < n < m 


(4) 


Protocol 




Sn * bn 1 1 : (5) 





Fig. 1. The KAG Protocol 



The KAG protocol is summarised in Fig. 1. Let us assume the agent will visit 
m servers. The originator Sq initialises the protocol by randomly generating rp 
and a one-time private/public key pair (t_Privi, tJPubi) for the first server Si. 
So also computes a checksum ho from ro and the identity of Si. So then encrypts 
a secret token Oo and ro with its own public key. So signs this encrypted value 
together with ho and t_Pubi to construct a dummy encapsulated offer Oo. Finally 
So sends Oo to the first server Si. With a key establishment protocol, the one- 
time private key tJPrivi can be sent securely over the insecure channel to Si. 

As such a list of encapsulated offers are generated. Note lines (2) and (4) in 
Fig. 1 indicate that a chaining relationship is built up. The chaining relationship 
is constructed in the following way: A hash chain h„ at server S„ is composed 
of the encapsulated offer 0„_i of its predecessor and some unique data linking 
to its successor and/or S„ itself. In the KAG protocol, the unique data is the 
identity of the next server. The hash chain h„ together with the current server’s 
partial result o„ are then signed by S„ (if we do not consider r„ and t-Pubn+i 
in figure 1), and become an encapsulated offer 0„ . 0„ will be added into the 
hash chain by the successor server S„+i. We can generally express the hash chain 
hn+i ^t Sti-i-i as . 

h„+i = H(0„, unique linking data) 

= H(Sigt _PriVn h-TT,), S7^-(_2) 
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It is observed that the link has been built upon three consecutive servers S„, 
S„+i and S „+2 (n > 0). 

If an attacker wishes to replace o„ with o’„ without being detected, the 
change must not affect the rest of the chain. As the attacker does not know 
the private key of S„, providing K_Priv„ is not compromised, he can only re- 
place the entire signed partial result 0„ with 0’„- The attacker has to find a 
h’„-i-i = H(0’„, unique linking data) where h„+i = h’„-i-i- This contradicts the 
assumption that hash function H is collision free. 

During the agent’s execution, the list of one-time public keys (for verifying 
the signature) should be either published and/or carried with the agent. When 
these one-time public keys are available to all the servers on the agent’s itinerary, 
at server S„, partial results obtained at server can be verified, where j < n. 

When the agent arrives at server S„+i, carrying a set of previously collected 
encapsulated offers {Oq, Oi, ... 0„}, S„+i can conduct verification as follows: 

— S„_|_i obtains 0„ from the chain and searches for the corresponding one- 
time public key t_Pub„ from the key list. If Vert_p„t,„ (0„) = true, S„+i 
can ensure that the signature is authentic. S„+i recovers {o„, r„}x_p«ho) 
and tJPub„+i. S„+i can not view o„ since it was encrypted using KfPubo. 
Only the originator is able to decrypt the offer o„, hence it provides data 
confidentiality. 

— S„+i obtains 0„_i from the chain and computes h’„ = S„+i). If h’„ 

= h„, the hash chain is valid at S„. The valid hash chain proves that no illegal 
modification, insertion or deletion has occurred at S„ as we have discussed 
above. As such S„+i keeps tracing untill Oq. If S„+i can successfully verify 
the signature on Oq and check the validity of hg, S„+i then ensures that the 
agent is genuinely sent by the originator. 

If no integrity violation is detected, the agent continues its execution; oth- 
erwise, the agent’s computation can abort early, instead of having to finish the 
computation and detecting integrity violations when the agent returns to the 
originator. 

S„_|_i has also received the one-time private key t_Priv„_|_i from S„. When 
the agent is ready to leave S„+i, it chooses a new one-time private/public key 
(tJPriv„_|_ 2 , tfPub„+ 2 ) pair (either on the fly or by means of precomputation [7]) 
for S„+ 2 - S„+i constructs its encapsulated offer 0„+i with tJPriv„+i and sends 
t_Priv „+2 to the next server. Lastly, before the agent migrates to the server S„+ 2 , 
t_Priv„+i is destroyed. 



3 Security Requirements for Forward Integrity 

The primary aim of this section is to define a set of requirements for a robust 
security protocol of forward integrity. This section first examines some known at- 
tacks on the KAG protocol and their countermeasures. A new “colluding servers” 
attack is then identified and demonstrated. We introduce our design rules as well. 
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3.1 Some Known Attacks and Countermeasures 

Some attacks on the integrity of intermediate computed data addressed by Kar- 
joth [4] et al. include: 

— Modification of partial results. This attack occurs when an entity maliciously 
alters previously generated partial results. The KAG protocol protects agents 
against this attack by establishing a chaining relationship. Each entry of the 
chain depends on some of the previous and/or succeeding members. In Sect. 
2 when we discussed the KAG protocol, we have demonstrated that the 
chaining relationship can effectively prevent attackers from tampering with 
the signed data without being noticed. 

— Insertion. This attack takes place when an entity inserts offers which would 
not have been included without the intervention of the malicious entity. This 
attack can be countered by applying the chaining relationship. No one can 
insert an offer anywhere between Oq and Om if given a chain of signed partial 
results Oo, Oi,... Om] otherwise the chain will be invalid at the element with 
the inserted data. Gonsequently the illegal insertion will be noticed by the 
verifier. Insertion is allowed only at the last node of the chain. 

— Deletion. This attack is similar to the insertion attack where an attacker 
deletes previously generated partial results instead of inserting a new offer. 
Following the same line of reasoning, if the chaining relationship is con- 
structed, it is impossible to delete some offers from the chain without being 
detected. However in the KAG protocol, security relies on the assumption 
that an attacker does not change the last signed partial result Om- There 
is no obligation that an attack will not do so. A ^‘truncation attack’^ [4] is 
a type of deletion attack where the adversary cuts off the offers from to 
Sm and append fake offers. The KAG protocol can not defend against the 
“truncation attack” because it only provides a “weak chain relationship” . 
We will define the “weak chain relationship” in Sect. 3.3. 



3.2 Colluding Servers Attack 

The security assurance of the KAG protocol relies on the assumption that the 
predecessor does not leak the secret used by its successor. However, there is no 
reason why a malicious shop would be so obliging. In contrast, if the malicious 
shop, say Sj is willing to change its successor’s offer Oj+i, he can conspire 
with Sj +2 and divulge Sj+i’s private key because Sj generates the one-time 
public/private key pair for S^+i. We identify this attack as a “colluding servers” 
attack. 

We assume that Garol attempts to alter Bob’s offer. Let Garol be Sj, Bob 
be Sj+i, and Dave Sj+ 2 , j > 1. Garol always knows the secret of her next hop 
- Bob’s one-time public/private key pair (t_Pubj+i, t_Privj+i) because the key 
pair is generated at her server. However she does not know any other one-time 
key pairs used by other servers; thus she is not able to alter other offers. 
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When Carol first receives Alice’s agent, she is unable to change Bob’s offer 
because the one-time key pair used by Bob has not been generated yet. Never- 
theless if she bribes Dave and sends Bob’s private key to him, Dave can easily 
replace Bob’s offer by faking an offer and signing with Bob’s one-time private 
key without being noticed by Bob, Alice or other verifiers (see Fig. 2). 



(t_Pubi,,,t_Priv.^,) 



o — 

Alice 


^ ■ ■ ■ ■ 1 


KJ 

Adam 


Carol 


Bob 


Dave 


(So) 




(Sh) 


(Sj) 


(Sj.i) 


(Sp2) 



Fig. 2. “Colluding servers” attack on the KAG protocol (Black dots mean colluding 
servers) 



Carol Sends Her Encapsulated Offer to Bob 

Following the same steps in Sect. 2, upon the received agent, Carol (Sj) computes 
Oj, generates one-time key pair for Bob and sends message (1). 



Carol (Sj)-s-Bob(Sj+i): U, {Oo,Oi,02, -^Oj}, {t.Privj+i}Kjj+^ (1) 



Bob Verifies the Integrity 

Bob receives the agent from Carol. He verifies Carol’s signature using her public 
key and follows the same procedures that we have described in Sect. 2 to validate 
the chain relationship. 

Prior to agent’s migration. Bob (S^+i) generates the key pair (t_Pubj_|_ 2 , 
t_Privj+ 2 ) and includes t_Pubj +2 in the encapsulated offer. 

Attack on Bob 

We have assumed that Carol is colluding with Dave. Once Dave receives the 
agent, he can notify his colluding partner Carol to send him Bob’s private key. 



Bob (Sj+i)-> Dave(Sj+ 2 ): UAOo,Oi, ,Oj+i}, {t.Privj+ 2 }Kj+u +2 (2) 
Carol (Sj)— >■ Dave(Sj+ 2 ): (t_Pubj+i,t_Privj+i) (2’) 



Dave can randomly choose a r’^+i, make a fake offer o’j+i for Bob (S^+i) and 
sign them with Alice’s public key. As Dave always knows Carol’s encapsulated 
offer Oj and his own ID Sj+ 2 , with information in (2’) he is able to reconstruct 
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a fake offer for Bob O’^+i = ({o’^+i, r’j+i}K_Pubo, ^j+i, t_Pubj+ 2 ) 

where = H{Oj, Sj+ 2 ) without being noticed by any verifier. 



3.3 Security Requirements 

After observing these possible attacks and their countermeasures, we sum up a 
few requirements which may be good practice for future protocol design. 

— Rl: require unique commitment of the current server; 

— R2: require commitment of previous server in chain to travel to the next 
intended server; 

— R3: require commitment of next server in chain; 

— R4: require commitment of the originator. 

Rl ensures that no replay or impersonation attack can take place. As dis- 
cussed above, a chaining relationship specifies the dependency. If defined prop- 
erly, any modification of the chain, including deletion or insertion of elements, 
will invalidate the link for all members dependent on the altered element. Rl, 
R2 and R3 make sure that a “strong chain relationship” is established. Suppose 
a chain contains elements ei... e„. A strong chain relationship indicates any e^ (1 
< i < n) in the chain relies on both e^-i and e^+i. One can not alter e^ without 
affecting e^-i and e^+i. In contrast with a strong chain relationship, in a “weak 
chain relationship” e^ depends on either e^-i or e^+i, or none of them. A weak 
chain relationship could lead to a truncation attack, to which the KAG protocol 
is vulnerable. A “weak chain relationship” does not satisfy all of Rl, R2 and R3. 

R4 guarantees that the chain is verifiable and traceable. 

It is observed in Fig. 1 that the KAG protocol satisfies the security require- 
ments R2 in lines (3) and (4), and satisfies R4 in lines (1) and (2). However it 
lacks commitment from the current server and the next server, which result in 
a vulnerability to the “colluding servers” attack and the “truncation” attack. It 
only provides a “weak chain relationship” . 

Note that these requirements aim at providing forward integrity to the partial 
results, however integrity of execution and integrity of an agent’s code are beyond 
the scope of this paper. Thus we assume execution integrity and code integrity 
when we discuss the forward integrity protocols. 



4 Our Solution 

We have devised a new protocol extended from the KAG protocol to defend 
against the “colluding servers” attack and some of the other attacks described 
in Sect. 3.1. The main goal is to provide robust forward integrity. The idea is 
to involve the predecessor server and the successor server to participate in the 
partial results signing. The predecessor’s knowledge about the secret is restricted 
to his part. Therefore the malicious server can not tamper with the data by 
colluding with other servers. 
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4.1 Publicly Verifiable Signature Scheme Using Split Knowledge 

The new protocol is based on the concept of a split-knowledge scheme [6] where 
knowledge of the secret S is split among two people. Any action requiring S 
needs two people to trigger it. Despite the resemblance, the proposed scheme 
differs from split-knowledge schemes in fundamental aspects: The secret is not 
known beforehand; instead two shares of the secret are provided by the involved 
parties independently in advance. The secret is thereafter constructed by one 
involved party using two shares. There is no trusted third party needed. 

In the proposed scheme, we keep the main part of the KAG protocol, however 
the keys used for constructing signatures and the corresponding verification are 
generated in a different way. We use a “joint” private key (the secret) j-PriVn to 
generate signatures for S„. j-Privn is composed of two parts: a one-time private 
key t^PriVn generated by the predecessor and its own long-term private key 
K^PriVn- The corresponding public key can be deduced from the public 

keys t-Pubn and K-Pubn- The proposed signature scheme can be achieved using 
the ElGamal signature scheme [6]. In the ElGamal signature scheme, K_Pubn 
can be expressed as (p,g,yn) and t-Pub„ can be (p,g,u„), where p is a large 
random prime and g G Z* is a, generator of Z* . 

We have detailed each stage of the KAG protocol during the agent’s journey 
in Sect. 2. Following the same lines, we elaborate our new scheme as follows (see 
Fig. 3): 

— Agent’s creation stage. Same as in the KAG protocol, the originator con- 
structs a dummy encapsulated offer Oq and initialises the hash chain hp. 

— Agent’s migration stage. S„ constructs a joint private key j-PriVn used for 

signing its offer as: j_Priv„ = t_Priv„ + K_Priv„. S„ then signs its offer 
with j-Privn, as well as adding its hash chaining element h„ to the chaining 
relationship. Prior to the agent’s migration, S„ chooses a one-time key pair 
{t-PriVn+i, t-Pubn+i) for S„ at last sends the agent with all the 

encapsulated offers and the one-time private key to S„+i. 

— Verification stage. Any entity is able to verify any offer contained in 
the agent. To verify 0„, S* needs to construct a joint verification function. 
Sj obtains S„’s long-term public key K_Pubn and the one-time public key 
t-Pubn from the key lists. assembles the joint verification as: j_Pub„ = 
(p,g,jn) where j„ = y„ x u„. If Si computes Ver^ p„{,„ (0„) = true, it 
can prove that the signature is authentic. Si checks the validity of hash chain 
at S„ as well. Following the same procedures as the KAG protocol, Si is able 
to check all the partial results and the entire hash chain. 

We detail the key generation and signature generation/ verification in the 
following section. 

Key Generation with ElGamal Signature Scheme 

Assume p and g are system parameters for all the servers in the agent’s itinerary. 
A server S„+i has a long term private key K _PriVn+i and a long-term public 
key K_Pubn+i = (p, g, p„+i) where p„+i = mod p. 
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On agent creation 

• Offer Kncapsulation 

On = SigR-_p™,f,({oo, ro}K'.p„j»o, l>n, t_Pubi) (1) 

• Chaining Relation 

h(, = H(r„, Si) (2) 

— On agent migration 

• .loiiit Privat<; K<;y G<m<!ratioii 

j.Priv„ = t.Priv„ + K_Priv„ (3) 

• Oiler Encapsulation 

Ova — hi gj_pj-iv;^^ (■^Ov* ) * v*)'fr_pu6o > hv*v t_Pijbvi i ijj 0 <c n ^ m (d) 

• Chaining Relatkm 

h„ = H(0„_i, S„+i) (5) 

— On verification 

• Joint Verification Generation 

j.Piib,, = (p,g,jn) where j„ = y„ x u„ (6) 



I j_Pvx|j^ (Ovj,j m^x) — 



true, if Sigj_Pr-i„„ (m„) — 0„ 
false, otherwise 



vvIkU’c riin — rjx) /r_p?ifcQ j hvxj t_Piibvj-|-i ) 

Protocol 

S„ — • Svxii: Jl, (Oo, Oi, ... ()„}, {l-Pi'iv„|i}a-„„ i, 0 < n < rri (7) 



Fig. 3. The New Signature Scheme using Split-knowledge 



The one-time private/public key for S„_|_i is generated by S„. S„ chooses 
the same random prime p and a generator g as above. S„ generates one-time 
private/public key pair for S„+i as follows: one-time private key is t-PriVn+i 
where t-PriVn+i is a random integer (1 < t-PriVn+i < P - 2); and one-time 
public key is t-Pubn+i = {p, g, Un+i) where tt„+i = mod p. S„ sends 

the key pair to S„-i-i. 

Upon received message from S„, S„+i computes j-Privn+i = t-PriVn+i + 
K _PriVn+i- The joint verification is generated by computing: 

„• , „{t_PriVn+i+K_PriVn+i) 

Jn+1— & 

^t_PriVn+i g^-PriVn+1 

= M„+it/„+i mod p. 
j.Pubn +1 = {p,g,jn+l) 

Signature Generation and Verification 

Prior to the agent’s migration, server S„ signs the message m„ including 
j-Pubn using j_PriVn- To produce the proposed signature, server S„ conducts 
the following process: S„ selects a random secret integer k, 1 < k < p - 2, with 
gcd(fc, p - 1) = 1. Then S„ does these computations: 

— c = g^ mod p. 
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— fc ^ mod (p - 1). 

— s = — j-PriVn c} mod (p - 1). 

S„’s signature for m„ is the pair (c, s). 

Similar to the KAG protocol, the list of joint public keys should be publicly 
accessible. To verify S„’s signature (c, s) on m„, server should do the following: 
Si obtains S„’s joint public key j-Pubn = {p,g,jn) from the joint public key list. 
Si checks if 1 < c < p - 1; if not, then Si rejects the signature and notifies the 
agent’s owner that signature (c, s) has lost its authenticity. Si computes vi = 
{jnYc^ mod p. Then Si computes h(mn) and V2 = mod p. Si compares 

vi and V2. The signature is accepted if and only if vi = V2. 



4.2 Security Analysis 

Since the publicly verifiable signature using split-knowledge is based on ElGamal 
signature scheme, it is as secure as ElGamal encryption. 

Theorem 1. Without collusion with Sj-i and compromise of Sj’s private key 
aj, it is impossible for Sj+i to tamper Oi if DL problem is intractable and 
ElGamal signature scheme is secure. 

Proof: We assume that ElGamal signature scheme is secure (it is computation- 
ally intractable to generate a valid signature without knowledge of the private 
key)^. Therefore, in the new scheme, integrity of the signed data relies on the 
confidentiality of the private key (t-Priv„+K _Priv„) . 

Suppose given yj and Uj, Sj+i successfully extracts (f-PriVn+K ^Privn) us- 
ing an algorithm A without knowledge of either aj or rj_i, or both. As a result, 
Aj+i can employ A to break DL problem as follows: Given /3, chooses 7 and 
calculates 5 = g'^ . Then employs A to extract log^ j3 + logg 6 = logg /3 -I- 7. 
Therefore, Sj+i can extract logg (3 as knows 7. Namely, Sj+i can solve 
discrete log problem. This is contradictory to the assumption that discrete log 
problem is intractable. □ 

From Theorem 1, it is observed that the new scheme has advantage over 
the KAG protocol in that to compromise the integrity of Oi, needs to not 
only conspire with S^-i, but also compromise Sj's long-term private key. 

Complexity of the new scheme. Suppose the KAG protocol and the new scheme 
are both implemented using ElGamal signature scheme. Gompared to the KAG 
protocol, the new scheme has two more operations: one addition (referring to 
line (3) in Fig. 3) to generate the private key, and one multiplication (referring 
to line (6) in Fig. 3) to produce the verification (the public key) of the signature 
for every server. These two operations are negligible in the entire computational 
cost of the protocol. 



^ The problem of breaking ElGamal encryption is equivalent to solving the DifHe- 
Hellman problem [6] 
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The publicly verifiable signature using split-knowledge can effectively prevent 
the “colluding servers” attack and some other attacks. 

— colluding servers attack 

In Sect. 4.1 we reconstructed the private key used for a digital signature to 
be: one-time private key -|- server’s own private key. The cause of colluding 
servers attack on the KAG protocol lies in the fact that the knowledge of the 
one-time public/private key pair used by the successor server is also known 
to the predecessor server. In the new scheme, the knowledge of key used for 
digital signature is composed of two secrets: 

• one-time private key known by the predecessor and the successor 

• private key only known by the successor 

Therefore, a server only knows part of key knowledge can not reconstruct 
the key by colluding with the other server. 

— modification, insertion and deletion attacks 

As we discussed in Sect. 3.1, a chaining relationship can effectively prevent 
these three attacks. The new protocol inherits this feature from the KAG 
protocol and can also defend these attacks. However, the new protocol also 
receives the vulnerability to the “truncation” attack from the KAG protocol 
because any server in the chain can truncate all offers following its own, the 
protocol allows the attacker to insert other fake offers before the agent is 
sent back to the originator. 

Our approach satisfies some of our design rules: 

• R1 requires the current server to make a unique commitment to prevent 
replay or masquerade attack. In the proposed protocol, lines (3) and (4) 
indicate that the digital signature includes the server’s own long-term 
private key, which is only known to the server. Therefore a malicious 
server can not impersonate the legitimate server to sign the message. 

• R2 requires a commitment from the previous server to honestly transfer 
the agent to the intended server. The commitment is the encapsulated 
offer signed by the previous server which includes an indication of next 
intended server within the hash element. Line (5) presents this commit- 
ment. The encapsulated offer is ensured of its order integrity by the hash 
chain. 

• R4 is to ensure that the agent is truly from the originator. Like the KAG 
protocol, R4 is satisfied in the new protocol as the hash chain presented 
in line (2) contains a secret only known to the originator. When the 
originator checks the returned hash chain, it can determine if the hash 
chain remains intact by verifying the integrity of the secret. 

R3 is not satisfied in the new protocol as the next server does not make any 
commitment. The unique identity of the next server included in the hash chain 
does not provide proof that the agent will execute on the next server chosen by 
the agent. The next server’s identity is only signed by the current server. R3 is 
also not satisfied in the KAG protocol. Like the KAG protocol, the new protocol 
only provides a “weak chain relationship” . This results in a vulnerability to the 
“truncation” attack. Table 2 summarises how the KAG protocol and the new 
scheme satisfy the security requirements. 
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Table 2. Comparison of the KAG protocol and the new protocol on security require- 
ments 





R1 


R2 


R3 


R4 


the KAG protocol 










the New Scheme 











5 Conclusion and Future Work 

Karjoth et al. [4] proposed a scheme to achieve publicly verifiable forward in- 
tegrity. We have exposed some vulnerabilities of their scheme resulting from 
some subtle problems overlooked during design. In spite of these problems, we 
believe that the security of their core scheme remains intact. We proposed a 
strengthened scheme to prevent some potential attacks. The new scheme uses 
a joint public/private key to generate and verify a signature. The joint key 
contains a component generated by the previous server and a secret generated 
by the current server. The proposed publicly verifiable signature scheme using 
split-knowledge is more robust against the colluding servers attack. 

However the new scheme only provides a “weak chain relationship” . As a 
consequence, it can not effectively defend against “truncation” attacks [4] where 
a malicious server discards all the entries after its own, and grows a fake stem. 
Maggi et. al [5] proposes a solution to the truncation attack. We will conduct 
further investigation on this issue. The new scheme is not able to protect code 
integrity and execution, which is difficult to protect as it involves run-time com- 
pilation data. These problems are still open issues. 
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Abstract. Experiences of the past have shown that common computing 
platforms lack security due to architectural problems and complexity. In 
this context, Microsoft Palladium (Pd) and TCPA are announced to 
be the next-generation computing platforms, and claimed to improve 
users’ security. However, people are concerned about those capabilities 
of TCPA/Pd that may allow content providers to gain too much power 
and control over the use of digital content and users’ private information. 
In this paper, we argue that TCPA/Pd can increase the security of com- 
puting platforms by faithfully designing the operating system. Moreover, 
we discuss how interferences between digital rights management capabil- 
ities and end-user security can be prevented. Our results are based on 
the fact that even with TCPA/Pd platforms the operating system has 
enough control over the platform to prevent misuse by both content 
providers and end-users. 

We argue that such a trustworthy operating system, that is secure in 
the sense of multilateral security, can be developed without much effort 
by efficiently combining the ideas of security kernels and state of the 
art of operating system technology. We propose a new architecture for 
a trustworthy security platform that uses TCPA/Pd hardware features 
in conjunction with an open-source security kernel we have developed. 
Our security kernel provides backward-compatibility to the Linux oper- 
ating system. The layered design and its lightweightness allows an easy 
migration to other hardware platforms like PDAs, mobile phones, and 
embedded systems. 



1 Introduction 

The advent of e-commerce and the rapid expansion of world-wide connectivity 
demands end-user systems that can guarantee authenticity, integrity, privacy, 
anonymity, and availability. While cryptographic and security research commu- 
nities have provided solutions to a variety of security related problems, all these 
solutions depend upon the security of the underlying computing platform. 



K. Chae and M. Yung (Eds.): WISA 2003, LNCS 2908, pp. 286—302, 2004. 
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Existing computing platforms, in particular common operating systems, nei- 
ther offer appropriate mechanisms to enforce adequate security policies, nor can 
they be maintained by non-experts. Additionally, they suffer from several vul- 
nerabilities in hardware and software: beside architectural security problems 
and the inherent vulnerabilities resulting from complexity [31], common operat- 
ing systems require careful and competent system administration and will still 
not effectively protect individuals from executing malicious code. This situa- 
tion brings about the need for developing a new generation of secure computing 
platforms. 

A lot has been reported about Microsoft’s Next-Generation Secure Com- 
puting Base for Windows (NGSCB, former Palladium or Pd) [10,14] and the 
specification proposed by the Trusted Computing Platform Alliance^ (TCPA) 
[36,35]. The stated goal of these systems is to improve security and trustworthi- 
ness of computing platforms [13,27,31,30]. However, since their announcement, 
there is an ongoing public debate about the negative economical, social and 
technical consequences of these platforms [3,7,32]. There are many concerns 
regarding their capabilities, in particular, in conjunction with Digital Rights 
Management (DRM). People are worried about the potential negative conse- 
quences of TCPA/Pd and believe that these platforms may give vendors and 
content providers too much control over personal systems and users’ private 
information: they may allow commercial censorship^, political censorship, or de- 
stroy innovation.^ Especially, the open-source community seems to resist against 
TGPA/Pd, mainly because they are more sensitive regarding user security and 
privacy issues. 

To clarify this situation, we briefly recapitulate requirements of secure end- 
user computing platforms and evaluate on a technical level to what extend 
common hardware architectures like PGs satisfy them. After a short review on 
TGPA/Pd based on available technical documentations, we analyze whether and 
how they can be used to improve end-user security of existing computing plat- 
forms. In this context, we argue that the functionalities provided by TGPA and 
Pd are completely under control of the operating system. As a consequence, 
users can benefit from the security features of TGPA/Pd, as long as their op- 
erating system is trustworthy. Although this statement seems to be obvious at 
first glance, the trustworthiness of existing and future operating systems is ques- 
tionable. 

Therefore, we propose a new architecture of a trustworthy security platform 
that uses TGPA/Pd hardware features in conjunction with an open-source se- 
curity kernel [28] we have developed. Our proposed architecture demonstrates 
the following important issues. On the one hand, one can build highly secure 

1 www.trustedcomputing.org 

^ Microsoft, as the vendor of Palladium, is able to remotely delete documents that are 
locally stored on a Pd-machine. 

® For instance, word could encrypt all documents using keys only known to Microsoft, 
making it impossible for rival products (e.g., OpenOfiice or StarOffice) to be com- 
patible or undermine the General Public License (GPL). 
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systems based on TCPA/Pd hardware without much effort. On the other hand, 
the security concerns mentioned above can effectively be prevented by a careful 
operating system design. 

Furthermore, we propose design criteria to provide DRM features on our se- 
curity platform that avoid conflicts between DRM policies and end-user security 
(privacy). In this way, the proposed trustworthy DRM platform fulfills secu- 
rity requirements of end-users and content providers in the sense of multilateral 
security. 



2 The Need for Secure Hardware 

In the conventional sense, secure platforms are systems that enforce user-defined 
security policies to protect them against attacks from inside and outside of the 
platform, e.g., against other users, remote adversaries and malicious applications 
such as a virus or worm. 

Traditional security targets of secure platforms are authenticity, integrity, 
privacy, anonymity, and availability. In general, the measures applied to achieve 
them are information flow control and access control mechanisms [12]. For a 
secure realization of these mechanisms, the underlying platform has to fulfill 
appropriate security requirements. 

It is sometimes stated that these security requirements can be fulfilled based 
on common hardware architectures. However, this is not true, since in the era of 
smartphones, notebooks and PDAs the untrusted environment does not physi- 
cally protect the device anymore. However, untrusted adversarial environments 
require tamper evidence or tamper resistance, which is not provided by common 
hardware architectures. Even the certain degree of tamper-resistance provided 
by smartcards (e.g., to protect unauthorized access to cryptographic keys) do 
not help here, since they cannot offer other important security features such as 
trusted path^ (see below). 

2.1 Types of Threads 

We informally distinguish between two types of threats, called Adv\ and Adv 2 - 

— In Advi, adversaries cannot gain physical access to the device. Thus, attacks 
can only be performed remotely, e.g., via remote shell, Trojan horse or virus. 
Further, it is assumed that users do not break their own security policy®. 
An example of Advi is a desktop computer that is connected to the Internet 
but physically protected by the environment, e.g., a locked room. 

— In Adv 2 , adversaries have physical access to the device, which requires tam- 
per evidence or tamper resistance to protect its integrity. As in Adv\, it is 
assumed that users do not break their own security policy. 

This is the reason why smartcard applications based on insecure operating systems 
can easily be broken. 

® Nevertheless, inexperienced users may break their security policy by mistake. 
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2.2 Problems of Common Hardware 

Since the functional security requirements to be fulfilled by a secure platform 
are well known (see, e.g., [17,12,28]), the following discussion focuses on their 
technical feasibility based on common hardware architectures: 

Trustworthiness (Rl): The most important requirement is the trustworthiness 
of all components that can break the security policy. These components are 
generally called the trusted computing base (TCB). The size and complexity 
of security-critical implementations directly influences their reliability and thus 
the trustworthiness of TCBs. As stated in [31] a typical Unix or Windows sys- 
tem (including major applications) consists of about 100 Million lines of code 
(MLOC). An analysis of a common Linux distribution using sloe [39] counts 
about 55 MLOC and that the TCB counts more than 5 MLOC®. According to 
[31], several studies have shown that typical software consists of about one secu- 
rity critical bug per 1000 lines of code. Thus, we have to assume that more than 
5000 security critical bugs are part of the TCB of a typical Linux distribution. 

Further methods to increase the trustworthiness of critical components is the 
evaluation according to the common criteria [12] and to make source code and 
design decisions publicly available [3,29]. 

Confidentiality and integrity of application code and data (R2): This requirement 
should hold during the execution and during the storage. 

The former is required to prevent concurrent processes from accessing con- 
fidential information. Unfortunately, with common hardware architectures it is 
very difficult to prevent untrusted components from accessing data. For example, 
an untrusted process must never be allowed to control DMA-enabled devices^. 
As long as common hardware architectures contain these difficulties, the only 
solution is to put critical code (e.g., every device driver) into the TCB. 

The latter requirement (protection during storage) can be realized in Adv\ 
based on existing hardware architectures using cryptographic primitives. How- 
ever, for this to be realized under the adversary model Adv 2 more effort is re- 
quired. In theory, it would suffice to have a complete tamper-resistant platform 
including the whole TCB, but the reality shows that this is a strong assumption 
[5,2]. Thus, common solutions are to encrypt critical data and to protect the 
master encryption key either by entering it at system startup, or by protecting 
it by tamper-resistant components. 

® The Linux kernel 2.4 contains about 2.4 MLOC, but any application that is executed 
with root rights and libraries used by this applications can directly manipulate the 
kernel and are therefore part of the TCB. For example, alone the XServer extends 
the size of the TCB by about 1.3 MLOC. 

^ DMA (Direct Memory Access) allows peripheral hardware, e.g., the video adapter or 
the sound card, to directly access physical memory circumventing memory protection 
mechanisms. Thus, malicious modules which control DMA-enabled hardware (e.g., 
a device driver), can bypass policy enforcing mechanisms. 
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Integrity of the TCB (R3): The enforcement of security policies can only be 
guaranteed as long as the TCB is not manipulated. Since existing hardware 
architectures does not provide mechanisms to protect the integrity of critical 
components, adversaries can easily manipulate software components of the TCB, 
e.g., by exploiting design and implementation failures like /dev/kmem or buffer 
overflows. An important aspect in this context is a secure bootstrap architecture 
to prevent adversaries from manipulating the TCB when it is inactive. If the 
adversary has no physical access {Advi), a secure bootstrap architecture can 
for instance be provided by using a read-only boot medium, e.g., a CD-ROM. 
Obviously, this is impossible under Adv 2 - Another important issue in this context 
is to provide users with a mechanism to securely verify the results of the integrity 
check [1]. 

Enforcing least privilege (R-i): Many security flaws concerning viruses and Tro- 
jan horses result from the fact that common operating systems do not enforce the 
concept of least privileges. The underlying access control mechanisms, originally 
designed to separate different users from each other, are based on access con- 
trol lists (ACL). As a result, every application has all privileges of the invoking 
user, which makes it very easy for malicious software to bypass confidentiality 
or integrity policies. 

Trusted path to user (R5): A trusted path prevents unauthorized applications 
from accessing passwords entered by the ordinary user. Further, it is a prereq- 
uisite for application authentication to prevent faked dialogs [37,9]. Application 
authentication also requires a secure application manager that provides the nec- 
essary information about the applications, e.g., a unique, user-defined application 
name. 

Secure channel to devices and between applications (R6): Integrity, confidential- 
ity and authenticity of inter-application communication is required to prevent 
malicious applications from deceiving honest applications, e.g., by faked pro- 
cess numbers. Further, it has to be ensured that unauthorized components can 
neither read nor write to buffers of peripheral devices. 

Secure Random Numbers (R7): To be able to use cryptographic primitives, a se- 
cure generation of random numbers is required to generate secure cryptographic 
keys. With existing deterministic computer architectures the generation of secure 
random numbers is very difficult, if not impossible [15,19]. 

As a bottom line of this section, we can stress that the development of a 
secure system based on existing hardware architectures under Advi is difficult, 
but possible. Research results in operating system security have shown that this 
is also possible in practice [28,34,21]. Under threat type Adv 2 a secure system can 
by no means be developed without hardware extensions, since tamper-resistance 
or at least tamper-evidence is required. As we have already stated above, Adv 2 
is important whenever the system cannot be protected by the environment, e.g.. 
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PDAs, mobile phones, notebooks, embedded systems or pervasive computing. 
Thus, we require hardware architectures that under Adv 2 offer features which 
can be deployed to fulfill the above mentioned requirements. 

Next, we consider the TCPA and Palladium and briefly discuss what features 
they provide to overcome some of the shortcomings of the conventional hardware 
architectures. 



3 TCPA and Palladium 

Since NGSCB and TCPA are announced to improve user’s security, this sections 
discusses on a more technical level to what extend TCPA/Pd can keep their 
promises. We review only the architecture of TCPA and briefly outline known 
differences to Pd. The reasons are that TCPA and Pd provide similar function- 
ality (on technical level) and that only the full TCPA specification is publicly 
available. 

Figure 1 outlines the components of a TCPA-compatible PC platform [35]. 
Beside the conventional hardware, TCPA consists of two tamper-resistant mod- 
ules called TPM (Trusted Platform Module)® and CRTM (Core Root Trust 
Module). The operating system supporting these modules is not part of the 
TCPA specification. 
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Fig. 1. Comparison between the TCPA and the Palladium architectures. Palladium 
allows a common operating system to be executed in parallel but requires more changes 
to hardware components to prevent the common operating system to bypass security 
policies. 



The TCPA specification [36,35] extends the PC architecture by the following 
functionalities: 

System configuration authentication (attestation): The TPM con- 
tains a certified and unique signature key that can sign the current system 

® Some documents on Palladium call it the Security Support Component (SSC). 
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configuration H stored in protected TPM registers hi . . . h„. H ia determined 
by the bootstrap process using a SHA-1 hash function. When the CRTM is 
invoked on system startup, it determines the BIOS configuration, writes the 
result into hi and invokes the system BIOS which itself determines the con- 
figuration of the boot sector, writes it to / 12 , invokes the boot loader and so 
on [40]. This procedure is continued until the operating system is loaded.® 

— Sealing: The integrity preserving mechanism of TCPA does not protect the 
TCB directly, but ensures that data that was encrypted under a configura- 
tion H cannot be revealed under another configuration H' . This is realized 
by cryptographically binding relevant information (e.g., the system config- 
uration and the identifier of the invoking application) to the data to be 
encrypted. Note that the TPM cannot distinguish between different appli- 
cations. Thus, the application identifier (e.g., a hash value of the application 
code) has to be provided by the operating system. 

— Protection of cryptographic keys: The identifying signature key and the 
keys used to seal data are protected by the TPM which they never leave. 
Instead, the TPM itself provides cryptographic functions to operate on the 
cryptographic keys. 

— Secure random numbers: Beside cryptographic functions used to deter- 
mine and sign the system configuration and to seal data, the TPM contains 
a secure random generator to generate secure cryptographic keys. 

As we will discuss in Section 4.3 these features can be deployed to satisfy 
some of the main requirements on secure hardware we listed in Section 2.2. 

From the existing (non-technical) descriptions on Palladium [11,14,33] one 
may derive an architecture as outlined in Figure 1. In contrast to TCPA, Pal- 
ladium allows an existing operating system to be executed in parallel to a new 
kernel called nexus^^, which itself executes critical applications called agents. 
The architecture allows the conventional operating system to be executed with- 
out the nexus, and that the nexus can be loaded later. Therefore, determining 
the system configuration in Palladium is simpler, since agents only depend on 
the nexus kernel and the underlying hardware. Compared to TCPA, Pd requires 
more hardware changes than TCPA: first, a new CPU is required which allows 
the nexus to be executed. Second, to prevent interferences between the con- 
ventional operating system and the nexus, nearly every hardware device has to 
support Palladium by providing a “nexus-mode” . 

A major benefit of Palladium is an extension of the mainboard chipset that 
allows the nexus to control DMA cycles [11,33] (see Section 2). Since TCPA does 

® The functionality of the bootstrap process is similar to those described in [8]. 

This is done by adding a new mode of operation that allows the nexus to protect 
itself (and applications for which the nexus acts as the operating system) against 
the conventional operating system. A possible implementation of the extension is to 
add another CPU protection ring, e.g. r_i below protection ring rg [6] and give it 
capabilities to hide memory pages and process structures to protect itself and critical 
applications from code executed on rg or above (the conventional operating system). 
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not contain such a functionality, appropriate drivers and hardware devices have 
to be part of the TCB which enormously increases its size and complexity. 

As a result, we can outline that the functionality provided by TCPA and Pd 
is completely under the control of the operating system. This moves the question, 
whether end-users can trust TCPA/Pd platforms or not, to the question, whether 
they can trust their operating systems. Therefore, the next section proposes 
an architecture of a security platform that uses the features of TCPA/Pd to 
increase the overall operating system security without allowing to realize those 
capabilities of TCPA/Pd people are concerned about. 

4 Towards Personal-Secure Systems 

As we have discussed in Section 2, many requirements to build secure computing 
platforms are difficult to fulfill using existing hardware architectures, especially, 
if the adversary has physical access to the system’s hardware {Adv 2 )- Moreover, 
we discussed that TCPA/Pd offer prospective properties to build secure systems 
as long as the underlying operating system can be trusted by the user. In this 
section we propose an architecture for a secure computing platform in the sense 
of Adv 2 using TCPA/Pd in conjunction with a security kernel called PERSEUS 
we have developed. First, we shortly explain the architecture of this security 
kernel. 



4.1 The PERSEUS Security Architecture 

PERSEUS^^ [28] is a minimal open-source security kernel providing all operating 
system services required to protect security critical applications executed on top 
of it. The main idea is to let common operating systems run as applications on 
the top of the security kernel, since the past has shown that secure operating 
system architectures live in the shadow if they are incompatible to a common 
operating system. Therefore, a tamed^^ operating system (Client OS) provides 
users with a common user interface and a backward- compatible interface to reuse 
all uncritical standard applications and services. 

One main design goal of the PERSEUS security architecture was the real- 
ization of a minimal and therefore manageable, stable and evaluable security 
kernel for conventional hardware platforms such as IBM-PC and mobile devices 
like PDA’s and smartphones. This requirement was fulfilled by extracting only 
security-critical operations and data to the security kernel. The Client OS still 
provides all uncritical operating system services like a filesystem, network sup- 
port, etc.^^ Our decision to use this hybrid architecture is motivated, among 
others, by the following two facts: Firstly, the development of a completely new 

www.perseus-os.org 

1^ Currently, a slightly modified user-space Linux adapted to the L4 microkernel, L4- 
Linux [20], is used. 

1^ The hardware access used to provide this high-level services is controlled by low-level 
services of PERSEUS. 
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secure operating system that provides backward-compatibility is too costly. Sec- 
ondly, improving the existing operating systems, e.g., like SE-Linux [26], are too 
inflexible^'^. The high-level PERSEUS architecture is illustrated in Figure 2. 



Conventional Operating System 
(e.g. L4-Linux) 



Application 



Application i Application 



Operating System Environment 



Secure 

Applications 




Operating System Kernel 



PERSEUS Security Kernel 



Hardware 



green 

line 



I I Existing components Q New components 



Fig. 2. An overview over the PERSEUS architecture. The green line indicates the 
border between trusted and untrusted components. 



The PERSEUS security kernel is based on the efficient L4 microkernel [25,18] 
that provides (i) a hardware abstraction, (ii) elementary mechanisms, and (iii) 
flexible policies that are required to control and protect critical system services, 
device drivers and resource managers as separated user-space processes (a so- 
called multi-server system). This prevents that errors of one component can 
affect others, ensures that only authorized processes can access the hardware 
and guarantees that only the microkernel itself is executed in the supervisor 
mode of the CPU. 

Also security-critical applications and the conventional operating system are 
implemented as separated user-space processes which can only communicate to 
each other or to the underlying hardware using services provided by the secure 
kernel. This allows PERSEUS to enforce its own user-defined security policy 
independent of the conventional operating system. 

The PERSEUS security kernel currently consists of the following components 
(see Figure 3): 

— Microkernel. The only component that is executed in supervisor mode. It 
contains about 7100 lines of code (LOG) and provides basic process, inter- 
process communication (IPC), thread, memory and exception support. Fur- 
thermore, capabilities to processes, interrupts and I/O ports and a process- 
level access control mechanism [24,22] is provided. 

On the one hand, it is questionable whether, e.g., a trusted path can be provided 
without many changes to core components. On the other hand, these improvements 
do not decrease the complexity. 
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Fig. 3. A more detailed illustration of the PERSEUS security kernel. Again, the green 
line indicates the border between application layer and trusted computing base. 



— Resource Manager. The resource manager enforces security policies on 
low-level hardware resources like interrupts, processes and I/O ports. It con- 
sists of about 5600 LOG. 

— Memory Manager. This module ensures that different services and ap- 
plications do not share memory pages. The size of the implementation is 
currently about 654 LOG. 

— Device Drivers. Because of the security problems with DMA-enabled de- 
vices discussed in Section 2, every device driver that accesses DMA-enabled 
devices (or at least the critical parts) has to be isolated in the secure envi- 
ronment to be protected against malicious modifications. The size depends 
on the size of the original drivers.^® 

— Trustworthy User Interface. The trustworthy user interface provides a 
trusted path by controlling the hardware of input devices (keyboard and 
mouse) and the video adapter. The implementation ensures that only the 
active application receives user input and exclusively controls a small region 
of the output device used for application authentication. For larger screen 
resolutions (e.g., PG’s), a minimal implementation of a secure window man- 
ager is provided. The current implementation has a size of about 5400 LOG. 

— Application Manager. The application manager controls installation and 
removal of security critical applications based on code signing. It enforces 
user-defined installation policies and assigns predefined sets of permissions to 
new applications. The implementation is currently in beta-state; we expect 
an overall size of about 5000 LOG. 

— Storage Manager. This module encrypts/decrypts memory pages of other 
applications/services and persistently stores them using the filesystem of the 
Ghent OS. Its size is currently about 500 LOG. 

— Secure Booting. Because of lack of hardware support, secure booting is 
currently only provided marginally. The storage manager uses cryptographic 

This is especially a problem of common PCs, because they can have a huge amount 
of DMA-enabled devices which enormously increases the size and complexity of the 
TCB. For mobile devices like PDAs, this is not so important, since they have a 
relatively fixed hardware architecture. 
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Fig. 4. When the PERSEUS architecture is combined with TCPA or Pd hardware, 
the resulting architectures are somewhat similar. The Pd approach allows the reuse of 
every conventional operating system, bnt requires more changes to the hardware. 



key derived from a passphrase entered by the user at system startup. Ad- 
ditionally, all critical components can be stored onto a read-only medium, 
e.g., a CD-ROM. 

DGP. DGP is a PERSEUS application that provides users compatibility 
to PGP [41]. Security-critical data, e.g., cryptographic keys, never leave 
the PERSEUS application, since also security-critical operations are per- 
formed by the PERSEUS service. Additionally, DGP provides a trusted 
viewer/editor to verify, e.g., information to be signed, and to enter confi- 
dential data. 

For more information on PERSEUS and to download the current source code, 
see the PERSEUS homepage^®. 



4.2 Improving Security with TCPA/Pd 

To obtain a secure platform in the sense of Advi and Adv 2 , we can extend 
the PERSEUS security kernel to support TCPA and Pd. The latter, however, 
requires that Microsoft publishes technical specification about Pd, as promised 
[14]. Since PERSEUS separates critical from uncritical components, the resulting 
architectures look very similar (see Figure 4). 

The only difference is that Pd allows the trusted kernel to control the con- 
ventional operating system by extending the CPU hardware, while the TCPA 
approach reuses exiting protection mechanisms but requires the conventional 
operating system to be modified. 
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Table 1. Fulfilling security requirements by the functions of the proposed architecture 
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4.3 How Existing Security Problems Are Solved 

The combination of the security functions provided by a minimal, highly secure 
operating system kernel and those provided by TCPA/Pd hardware allows us 
to offer a security platform that fulfills all security requirements that have been 
demanded in Section 2.2. Table 1 outlines which properties resp. functions of 
the proposed architecture are deployed to fulfill the corresponding requirement. 

The trustworthiness of the proposed architecture is improved, since the reuse 
of an existing operating system allows us to keep the size and the complexity of 
the TCB very small (currently, about 25.000 LOG). Moreover, the attestation 
functionality of the underlying TCPA/Pd hardware allows also external systems 
to trust our architecture. Application code and data is protected during runtime 
by existing CPU memory protection mechanisms (e.g., virtual address spaces). 
Persistently stored data is protected by the extended Storage Manager that 
uses sealing to ensure that users cannot bypass security mechanisms by boot- 
ing another operating system. The same mechanism is used by the bootstrap 
architecture to protect the integrity of the TCB. To allow reusing of existing de- 
vice driver implementations, DMA has to be tamed as, e.g., proposed in [23,16]. 
Obviously, the proposed architecture cannot directly solve security problems of 
viruses, since viruses exploit security flaws on the application layer (e.g., a Word 
macro- viruses) . Nevertheless, the proposed architecture reduces the potential 
damage caused by such attacks by enforcing its own security policy and sepa- 
rating code and data of different applications from each other. For example, the 
Client OS cannot access data of another PERSEUS application. A trusted path 
is provided by the TCB that controls a subset of the user interface and prevents 
Trojan horses attacks. Since secure IPC is the only communication mechanisms 
of the underlying microkernel a secure channel to devices and between applica- 
tions can be provided. Finally, the random generator of the TCPA/Pd hardware 
is used to securely create cryptographic keys. 

To be able to use the security features provided by our proposed architecture, 
security-critical applications have to be adapted to the interface of PERSEUS. 
To achieve this efficiently, we only need to move the security-critical data and the 
operations performed on this data to a compartment protected by PERSEUS. 
For example, consider a signature application: the critical data to be moved to 
the protected compartment is the signing key. The security critical operations are 
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the generation of the signature and, to prevent attacks performed by an insecure 
Client OS, the verification of the document to be signed (trusted viewer). 

5 Multilateral Secure DRM Platforms 

Digital technology and media offer content providers and producers many busi- 
ness opportunities and users many advantages towards the realization of new 
electronic marketplaces. In this context, trading digital goods over open net- 
works, such as the Internet, plays an important role. However, all these techno- 
logical possibilities for comfortable handling and trading digital goods face us 
also with challenging problems regarding copyright protection of digital proper- 
ties. Digital Rights Management (DRM) platforms are often considered as sys- 
tems that should realize the appropriate environment for trading digital works 
while protecting the rights of authors and copyright holders. This is what we 
call a DRM policy. 

To enforce DRM policies, one actually requires an ideal trusted media player, 
also called trusted viewer enabling only the authorized users to “view” (watch, 
listen to, edit, execute, etc.) digital works^^ while controlling the use of works 
according to the specified DRM policy. 

5.1 Consequences of DRM 

DRM policies and (user) security policies often conflict, e.g., if the external 
copyright control or system-wide censorship contradicts with a locally defined 
availability requirement of a user, or if a software product can prevent the instal- 
lation of competitive products. While users are interested in unrestricted use, 
copying and even redistributing digital works, the providers want to protect their 
digital goods against misuse to limit financial damage. However, providers are 
not always the victims: they may also become the delinquents, and misuse DRM 
policies against users (see also [4] and [32]). 

In DRM systems, providers are capable of enforcing any kind of policy within 
their specific media player. This is independent of any technical design and has 
many implications: For instance, a media player can censor the documents that it 
controls and a DRM-wordprocessor can encrypt its documents in such a way that 
other products like open-office cannot read them. If users desire to use DRM- 
enabled platforms and if they accept the underlying DRM conditions, then the 
only possibility to prevent issues such as censorship is the regulation by law. 

5.2 Towards Trustworthy DRM Systems 

Although the potentially negative consequences of DRM platforms mentioned 
above cannot be prevented on a technical level, a careful design of the TCB 

Note that the media player can control access to information only within the plat- 
form. Users may still be able to make unauthorized copies by using cameras or audio 
recorders. 
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(which now has to be trusted by users and providers) can prevent most of the 
dangerous consequences regarding user security. Most functions for controlling 
the system from outside, for instance a system- wide censorship, require a refer- 
ence monitor located at the operating system layer or below. To enforce DRM 
policies such a system-wide reference monitor under control of content providers 
is not required, since the context to enforce DRM policies is only available at 
the application layer (the media players) . 

Therefore, we propose a multilateral secure operating system based on the 
PERSEUS security kernel that allows content providers to enforce DRM policies 
by guaranteeing that users cannot bypass enforcement mechanisms provided by 
the application layer, e.g., by patching media players. This can be provided by the 
sealing mechanism offered by TCPA and Pd, but requires a TCB that cannot be 
modified afterwards.^® The enforcement of system-wide security policies, e.g., 
access control between applications and their data or the decision on which 
application are to be installed, can be kept under control of local users. This is 
by no means a restriction on providers, because the media player applications 
have to be trusted by providers at this layer anyway. The PERSEUS kernel is 
extended by services that provide sealing and attestation functions to be used 
by the application layer. This prevents users from bypassing DRM policies, e.g., 
by rebooting another operating system after the system was authenticated, since 
applications can still hind their contents to a specific system configuration. To 
allow applications to enforce their own access control policy, the Application 
Manager offers an application identification mechanism based on hash values. 

This is what we call a trustworthy DRM platform. The important aspect 
about trustworthy DRM platforms is that they allow users to freely decide 
whether to accept or to reject applications that use DRM policies. Especially, it 
allows users to remove such an application without consequences for the other 
applications or system components. 

The resulting architecture of a multilateral secure DRM platform is similar 
to the one outlined on Figure 2 and Figure 3. The only difference is that the 
TCB (all components below the green line) has to ensure that users cannot (i) 
manipulate application code and (ii) access application data. For instance, the 
user interface service must not allow other applications to create screenshots, 
and the storage manager resp. the memory manager have to strictly separate 
data of different applications. All these requirements are still fulfilled by the 
existing implementation of the PERSEUS security kernel. 

As a bottom line of this section, we stress that security and DRM require- 
ments are not mutually exclusive. Therefore, by strictly separating the enforce- 
ment of DRM policies and (user-defined) security policies, it is possible to pro- 
vide a platform that allows external providers to enforce their policies without 
allowing them to misuse these mechanisms against users (privacy issues). 



Device drivers or Linux’ kernel modules are negative examples. Microkernel systems 
that provide system services by user-space processes are more promising in this 
regard. 
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Many potential dangers of DRM systems debated in the press (see, e.g., [3, 
32]) can be efficiently avoided using the proposed architecture of a trustworthy 
operating system. The proposed architecture provides only a minimal set of 
operating system functions, allowing different conventional operating systems to 
be developed (or ported) on top of it. 

In this context, an important political and social issue to be considered is 
the use of an open-source security kernel that is not under control of one (or a 
few) vendors, avoiding monopolies. This may solve certain conflicts, since DRM 
platforms have to be trusted by both users and content providers. 

6 Conclusion 

In this paper, we discuss the capabilities of Microsoft Next-generation Secure 
Computing Base for Windows and TCPA based on the available documentation. 
Based on common security requirements we discuss why common hardware ar- 
chitectures in untrusted environments are unable to provide users with adequate 
security properties if the adversary has physical access to the device. Examples 
of untrusted environments are the use of mobile devices like smartphones, PDAs, 
notebooks and applications in pervasive computing. 

Our analysis of TCPA/Palladium shows that their hardware architectures 
can be used to improve end-user security, but we also conclude that the DRM 
capabilities of TCPA/Palladium can be misused against users, if the underlying 
operating system does not prevent it. Therefore, we propose an open security 
architecture that relies on TCPA/Palladium hardware and an open-source se- 
curity platform called PERSEUS we have developed. TCPA/Pd support can 
be implemented without much effort, providing the open-source community an 
alternative to commercial TCPA/Pd products. With the proposed architecture 
we also demonstrate that highly secure systems can profit from the features 
of TCPA or Palladium. However, the border between security and censorship 
is small and the community should observe further developments in this area 
carefully. 

Since there is a need for DRM platforms, we emphasize that a careful design 
of a DRM kernel, what we call a trustworthy DRM platform, can prevent most 
of the negative consequences on the operating system level. The philosophy be- 
hind it is the strict separation between the enforcement of DRM policies and 
personal security policies. This allows user security policies and DRM policies 
to coexist and gives users the freedom to accept or reject a DRM application 
without further consequences. Furthermore, we have evaluated which negative 
consequences cannot be prevented on a DRM system on a technical level. 

References 

1. A. Alkassar and C. Stiible. Towards secure IFF — preventing mafia fraud attacks. 

In Proceedings of IEEE Military Conference (MILCOM), 2002. 

2. R. J. Anderson. Security Engineering — A Guide to Building Dependable Dis- 
tributed Systems. John Wiley & Sons, 2001. 




Taming “Trusted Platforms” by Operating System Design 301 



3. R. J. Anderson. Security in open versus closed systems — the dance of Boltzmann, 
Coase and Moore. Technical report, Cambridge University, England, 2002. 

4. R. J. Anderson. The TCPA/Palladium FAQ. 

http : / /www . cl . cam. ac .uk/~rjal4/tcpa- faq.html, 2002. 

5. R. J. Anderson and M. Kuhn. Tamper resistance - a cautionary note. In Proceed- 
ings of the 2nd USENIX Workshop on Electronic Commerce [38], pages 1-11. 

6. J. L. Antonakos. The Pentium Mieroproeessor. Prentice Hall Inc., 1997. 

7. W. A. Arbaugh. Improving the TCPA specification. IEEE Computer, pages 77-79, 
Aug. 2002. 

8. W. A. Arbaugh, D. J. Farber, and J. M. Smith. A reliable bootstrap architecture. 
In Proeeedings of the IEEE Symposium on Researeh in Seeurity and Privacy, pages 
65-71, Oakland, CA, May 1997. IEEE Computer Society, Technical Committee on 
Security and Privacy, IEEE Computer Society Press. 

9. N. Asokan, H. Debar, M. Steiner, and M. Waidner. Authenticating public termi- 
nals. Computer Networks, 31(8):861-870, May 1999. 

10. A. Carroll, M. Juarez, J. Polk, and T. Leininger. Microsoft ’’Palladium”: A business 
overview. Technical report, Microsoft Content Security Business Unit, August 
2002 . 

11. A. Carroll, M. Juarez, J. Polk, and T. Leininger. Microsoft “Palladium”: A busi- 
ness overview — combining microsoft windows features, personal computing hard- 
ware, and software applications for greater security, personal privacy and system 
integrity. White paper, Microsoft Windows Trusted Platform Technologies, July 
2002 . 

12. Common Criteria Project Sponsoring Organisations. Common Criteria for In- 
formation Technology Security Evaluation, Aug. 1999. Version 2.1, adopted by 
ISO/IEC as ISO/IEC International Standard (IS) 15408 1-3. Available from 
http : / /csrc .ncsl .nist . gov/ cc/ccv20/ ccv21ist .htm. 

13. M. Corporation. Building a secure platform for trustworthy computing. White 
paper, Microsoft Corporation, Dec. 2002. 

14. M. Corporation. Microsoft ’’Palladium” technical FAQ. 
http://www.microsoft.com, Aug. 2002. 

15. D. E. Eastlake, S. D. Crocker, and J. I. Schiller. Randomness requirements for 
security. Internet Request for Comment RFC 1750, Internet Engineering Task 
Force, Dec. 1994. 

16. L. Fraim. SCOMP: A solution to the multilevel security problem. In IEEE Com- 
puter, pages 26-34, July 1983. 

17. M. Gasser. Building a Seeure Computer System. Van Nostrand Reinhold Co., New 
York, USA, 1988. 

18. A. Gefllaut, T. Jaeger, Y. Park, J. Liedke, K. J. Elphistone, V. Uhlig, J. E. Tidswell, 
L. Deller, and L. Reuter. The SawMill multiserver approach. ACM SIGOPS 
European Workshop, Sept. 2000. 

19. P. Gutmann. Software generation of practically strong random numbers. In Pro- 
ceedings of the 7th USENIX Seeurity Symposium, San Antonio, Texas, USA, Jan. 
1998. USENIX. 

20. H. Hartig, M. Hohmuth, and J. Wolter. Taming linux. In Proceedings of PART’98. 
TU Dresden, 1998. 

21. H. Hartig, O. Kowalski, and W. Kiihnhauser. The BirliX security architecture. 
Journal of Computer Seeurity, 2(1):5-21, 1993. 

22. T. Jaeger, K. Elphinstone, J. Liedtke, V. Panteleenko, and Y. Park. Flexible access 
control using IPC redirection. In Hot Topics in Operating Systems (HotOS VII), 
pages 191-196, Rio Rico, AZ, Mar. 1999. 




302 A.-R. Sadeghi and C. Stiible 



23. B. Leslie and G. Heiser. Towards untrusted device drivers. Technical Report 
UNSW-CSE-TR-0303, School of Computer Science and Engineering, Mar. 2003. 

24. J. Liedke. Clans and Chiefs, a new kernel level concept for operating systems. 
Working paper, GMD, 1991. 

25. J. Liedke. Towards real micro-kernels. Communications of the ACM, 39(9), 1996. 

26. P. Loscocco and S. Smalley. Integrating flexible support for security policies into the 
Linux operating system. Technical report, U.S. National Security Agency (NSA), 
Feb. 2001. 

27. G. Mundie, P. de Vries, P. Haynes, and M. Corwine. Microsoft whitepaper on 
trustworthy computing. Technical report, Microsoft Corporation, Oct. 2002. 

28. B. Pfitzmann, J. Riordan, C. Stiible, M. Waidner, and A. Weber. The PERSEUS 
system architecture. Technical Report RZ 3335 (#93381), IBM Research Division, 
Zurich Laboratory, Apr. 2001. 

29. E. S. Raymond. The cathedral and the bazaar. 

http : / /www . openresources . com/documents/ cathedral-bazaar/, August 1998. 

30. D. Safford. Clarifying misinformation on TCPA. White paper, IBM Research, Oct. 

2002 . 

31. D. Safford. The need for TCPA. White paper, IBM Research, Oct. 2002. 

32. B. Schneier. Palladium and the TCPA. 

http : / /www . counterpane . com/ crypto-gram-0208 .html\#l. 

33. S. Schoen. Palladium details. 

http : / /www . activewin. com/articles/2002/pd. shtml, 2002. 

34. J. S. Shapiro, J. M. Smith, and D. J. Farber. EROS: a fast capability system. 
In Proceedings of the 17th ACM Symposium on Operating Systems Principles 
(SOSP’99), pages 170-185. Kiawah Island Resort, near Charleston, Sout Carolina, 
Dec. 1999. Appeared as ACM Operating Systems Review 33.5. 

35. Trusted Computing Platform Alliance (TCPA). TCPA PC specific implementation 
specification. Sept. 2001. Version 1.00. 

36. Trusted Computing Platform Alliance (TCPA). Main specification, Feb. 2002. 
Version 1.1b. 

37. J. D. Tygar and A. Whitten. WWW electronic commerce and Java Trojan horses. 
In Proceedings of the 2nd USENIX Workshop on Electronic Commerce [38] , pages 
243-250. 

38. USENIX. Proceedings of the 2nd USENIX Workshop on Electronic Commerce, 
Oakland, California, Nov. 1996. 

39. D. A. Wheeler. More than a gigabuck: Estimating GNU/Linux’s size. 
http://www.dwheeler.com/sloc/, June 2001. 

40. Wintermute. TGPA and Palladium technical analysis. 

http : / /wintermute .homelinux . org/miscelanea/TCPASecurity . txt, Dec. 2002. 

41. P. Zimmerman. The Official PGP User’s Guide, prz@acm.org, 1994. The MIT 
Press In press. More in 

http : / /www .pegasus . esprit . ec . org/people/ arne/pgp .html. 




A Software Fingerprinting Scheme for Java 
Using Classfiles Obfuscation 



Kazuhide Fukushima^ and Kouichi Sakurai^ 

^ Graduate School of Information Science and Electrical Engineering, Kyushu 

University, Japan, 

fukusimaStcslab . csce .kyushu-u. ac . jp, 
http : // itslab . csce .kyushu-u. ac . jp/\’/,7Efukusima/ index.html 
^ Faculty of Information Science and Electrical Engineering, Kyushu University, 

Japan, 

sakurai@csce .kyushu-u. ac . jp, 

http: //itslab .csce .kyushu-u. ac . jp/\"/o7Esakurai/ index.html 



Abstract. Embedding a personal identifier as a watermark to Java 
classfile is effective in order to protect copyrights of them. Monden et 
al.[l] proposed watermarking scheme that embeds arbitrary character 
sequence to the target method in a Java classfiles. But the scheme can 
be only used to embed the same watermark to each user’s classfiles. 
Therefore, if we apply this scheme for embedding each user’s personal 
identifier, the watermarks can be specified by comparing two or more 
users’ Java classfiles. In this paper solve the problem by using “Classfiles 
Obfuscation” which is our obfuscation scheme for Java sourcecodes. By 
the scheme, we distribute all the methods among the all the Java class- 
files at random. Evrey user’s Java classfiles will have different structures 
respectively by appling “Clasfiles Obfuscation”. As the result, to specify 
watermark by compareing classfiles will be difficult. 

1 Introduction 

1.1 Background and Motivation 

Recently, Java has spread widely. Java sourcecodes are compiled to Java classfiles 
which are independent of machines or operating systems. And they are executed 
on the Java Virtual Machine (JVM). The same Java classfiles can run on different 
platforms without recompiling because the JVM for each platform is prepared. 
Java programs can run on portable phones and small information terminals such 
as Personal Digital Assistants (PDA) as well as PCs and Workstations. 

On the other hand, Java classfiles contain information such as the name of 
the class, the name of the super class and names of the methods and the fields 
defined in the class. Moreover, the description of a classfile can be divided into 
description of the field and the methods. Therefore, Java classfiles have high 
readability. As the result, an attacker can obtain Java source codes easily by 
decompiling Java classfiles. He can crib secret data and key algorithms by his 
reverse engineering of the obtained source code. 
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Software developers are frightened by the prospect of a competitor being able 
to extract secret data and key algorithm in order to incorporate them into their 
own programs. The competitor may intercept their commercial edge by cutting 
development time and cost. To make matters worse, it is difficult to detect and 
pursue the injustice. 

Software obfuscation[2,3,4,5,6] is a scheme to solve the problem. Software ob- 
fuscation makes sourcecode difficult to analysis, while its functionalitys are pre- 
served. We can apply these techniques for protecting the copyright of software. 
However, it is impossible to specify the person who copied software illegally. 

Moreover, an other attecker may steal Java classfiles in a program and create 
a new Java program using the Java classfiles. Software wartermarking scheme 
can be applied for stand up to this problem[7,l]. Even if an attacker steals Java 
classfiles and distributes a new program using them, the fact of the crib can be 
proved by extracting the watermark from the program. However in this case, 
since the information embedded is a developer’s identifier, it is impossible to 
specify the person who copied the program illegally. 

In this paper, we propose a digital fingerprinting scheme for Java. We im- 
prove the watermarking scheme by Monden et al. to embed user’s identifier. 
But, this scheme has the big problem that the embedded position of personal 
identifiers can be easily specified. In order to solve the problem, we apply the 
‘Classfiles Obfuscation. This obfuscation make to specify the embedding position 
of software fingerprinting difficult, even when two or more users conspire. 



1.2 Related Work 

Digital watermarking scheme. Most of digital watermarking schemes for 
pictures and sounds have been studied. However, digital watermarking schemes 
for software have been proposed. Digital watermarking scheme for Java is [7,1]. 

Kitagawa et al[7] proposed the watermarking scheme which embeds arbitrary 
sequences as a watermark. In this scheme, variables are prepared and sequences 
are stored as watermark the variables. When extracting the watermark, specific, 
a certain class file is change into special class file for extraction. 

Monden et al[l] proposed the watermarking scheme which embeds water- 
marks to numerical operands or opcodes in the class files. In this scheme, a 
dummy method is injected to the target source code as a space for a water- 
mark. In this scheme, even if only one class file is stolen, the watermark can be 
extracted from the dummy method. Furthermore, the watermarking scheme is 
implemented as the tools “jmark” and “jdecode” [8]. 

However we need to embed not the developer’s identifier but the personal 
identifier to the program to prevent illegal copies and unjust distributions. 



Obfuscation schemes. On the other hand, there many researches about ob- 
fuscation schemes. Many obfuscation tool have been developed such as Don 
Quixote[9] and Zelix KlassMaster[10]. 
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Collberg and Low proposed an obfuscation scheme for Java programs by 
injecting dummy codes and complicating data structures and control flows[2,3]. 
Monden et al. proposed an obfuscation scheme for C programs contain loops . 

Few obfuscation schemes have basis of security. On the other hand, Myers[ll] 
had came up with the negative result that many interprocedual Static Analysis 
problem are NP-complete in 1981. Later, Wang et al. proposed an obfuscation 
scheme based on the fact that the problem of determining precise indirect branch 
target addresses is NP-hard[4]. They used global arrays and pointers of C pro- 
grams in their scheme. Ogiso et al[6]. extended this technique by using function 
pointer. If we use this technique, since neither control flow graph nor call graph of 
the obfuscated program settled statically, static analysis of the program becomes 
remarkably difficult. These technique have the basis of security. But we cannot 
introduce pointers to Java programs by the problem of the grammer. Then Sak- 
abe et al[5] proposed the technique that makes static analysis of the obfuscated 
program much more difficult, by using method overloading and interfaced. 

Barak et al. show that there are no obfuscator that satisfy “virtual black box” 
property, (i.e. there is no obfuscator O, such that for any program P, Anything 
that can be efficiently computed from 0{P) can be efficiently computed given 
oracle access to P. 

Recently, many analysis tools for Java classfiles, including decompiler (such 
as Mocha[12] and Jad[13]), have been developed and they are improved rapidly. 
In the near future those scheme may be broken. On the other hand, few tools 
that can analyze the role of classfiles, which is abstract notion, automatically. 

1.3 Challenging Issues 

When we apply watermarking scheme by Monden et al.[l] for embedding per- 
sonal identifier, we have two problems. 

One is the vulnerability of watermark itself. An attacker can specify the 
dummy method by investigating all the methods in every Java classfiles. If he 
can specify dummy methods (in which a personal identifier is embedded), he 
can eliminate or tamper the fingerprint. The time he needs for this attack is 
proportional to the number of the methods in a class file. This attack is effective 
because the number of the methods in every class file is generally at most dozens 
of pieces. Actually we can specify the dummy method in which embedded wa- 
termarking from a class file by investigating the method which is not called, and 
we can eliminate or tamper easily. This is a fatal problem, because a personal 
identifier embedded in Java classfiles is used to specify the user who distribute 
program illegally. 

Another is the vulnerability over two or more user’s conspiracy. The Java 
classfiles distributed to users are the same when the developer’s identifier is 
embedded as a watermark. The dummy method of a class file will differ for 
every user when the personal identifier is embedded as fingerprinting. In this 
case, the dummy method can be specified by comparing each of class file of two 
or more users. Actually we can specify the dummy method by taking difference 
of two Java classfiles. 
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1.4 Our Contribution 

We pointouted two problems of watermarking scheme. The first one is vulner- 
ability over brute force attack. We can specify the dummy method embeded 
watermark effectively, because there are not so many methods contained in a 
class file. The second one is vulnerability over conspiracy attack. We can specify 
the dummy method by comparing two or more Javas classfiles. 

We improve the watermarking Monden et al to embed personal identifier 
to Java Program. In this paper, we solve the problem by using “Classfile Ob- 
fuscation” that is an obfuscation scheme. By the scheme, we distribute all the 
methods among the all the Java classfiles at random. Every user Java classfiles 
of different structure respectively by carrying out this scheme. As the result, to 
specify watermark by compareing Java classfiles comes to difficult even when two 
or more persons conspire. And we restrict the retern value of dummy methods 
to void, dummy method comes to called at any site. 

2 Watermarking Scheme by Monden et al. 

We use the watermarking scheme by Monden et al to embed personal identifier to 
Java Program. In Java, verifier check bytecodes before programs are executed. 
Therefore, it is necessary to be careful for embed personal identifier to Java 
classfiles. 



2.1 Encoding Procedure 

Their watermark encoding procedure consists of following three phases. 

1. Inject of dummy methods 

In the first phase of watermarking, the dummy method, which will never be 
executed actually, is to a target Java program. Dummy method is a space 
for watermark codeword. Dummy method must be large enough to embed 
watermark. 

2. Compilation 

In the second phase, the Java source program in which dummy method was 
injected, is compile with Java compiler. 

3. Watermark injection 

In this phase they need to take account of the bytecode verifier. When 
execute a Java application or applet, the bytecode verifier checks the 
syntactical rightness and type consistency of the program. In order to keep 
them, they use following two approaches. 

(1) Overwriting numerical operands 

A numerical operand of an opcode that pushes a value to stack, and of an 
opcode that pushes a value to the stack, can be overwritten any other value 
without syntactical incorrectness and type inconsistency. For example, an 
operand xx of the opcode line xx can be overwritten into any single byte. 
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1. Dummy method 2. Compile 3. Watermarking injection 

injection 




Dummy method 



Fig. 1. Overview of watermarking scheme by Monden et al. 



On the other hand, most of other operands that indicate a position or and 
index of class table or location variable can not be overwritten because of 
syntactical incorrectness. 

(2) Replacing operands 

In odder to increase the place for watermark injection, they replace some 
of the opecodes into other kind of opcode. For example, an opcode iadd 
can be replaced to anything among isub, imul, idiv, irem,iand, ior and ixor. 
This indicates that above eight opcode can be replaced mutually. They can 
encode 3 bits information into these opecodes by assigning 000 to iadd, 001 
to isub, 010 to imul, • • •, and 111 to ixor. Such information assignment and 
opcode replacement can be also done in other opecodes groups. 



2.2 Decoding Procedure 

In the watermark decoding phase, there is an assumption that they know the 
relation between bytecode and their assigned bits and their assigned bits, and 
also the relation between bit sequence and alphabet. The decoding algorithm 
is very simple. They simply do the exactly opposite procedure of watermark 
injection procedure, from top of every method. Both opcode and operand in 
each class method should be replaced into bit sequence, and then they should 
be replaced into alphabet sequence. After that, watermark will appear from the 
dummy method. 



2.3 Our Attack to Their Scheuie 

We can attack to their scheme by taking advantage of vulnerability of their 
scheme mentioned in section 1.3. We can remove or tamper, if we can specify 
the dummy method by brute force attack or conspiracy attack of two or more 
users. We attack to their sample program TESTO that can convert midi to text. 
The program has one class file and twelve methods (include the one dummy 
method) . 
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#dassfile: TESTO.class 
#key: default 
#algorithm: 0 (default) 

#begin{watermark} 

1 " B2VL" 

2 "))VXVXV771XV771XFIF3H3X6XF" 

3 " BO" 

4 "F(J1GJ" 

5 "" 

6 

7 "B,2K4C" 

8 "6BK2V 7N" 

9 "0VO7" 

10 "ALICE ALICE ALICE ALICE AL" 

11 "B,2KI3" 

12 "JHJIJJXIVI" 

#end{watermark} 



Fig. 2. The output of ‘jdecode’ for TESTO.class 



Brute force attack. We assume that watermark string ALICE is embedded to 
the target class file, TESTO.class. The output of jdecode, that is the decode 
tool realizing their scheme, is shown by Fig. 2. 

The watermark is embedded in the tenth method. We can specify the dummy 
method by Brute force attack. The attack consists of four phases. 

1. Decompilation 

In the first phase of our attack, the class file(s) is decompiled to Java source 
code(s). We used Jad[13] that is a one of famous Java decompiler, in this 
Phase. 

2. Extraction of methods 

In the second phase, we extract method from Java source code(s), obtained 
in first phase. And we make the list of the methods those are defined in this 
class. 

Twelve methods are defined in the class, TESTO.class. The list of method 
is as follows. 

main, TESTO, handleEvent, action, f021, m2t, check_STD_header, 
check_f ormat, write_STD_header,check_std, check_TRK_header, length 

3. Searching the dummy method 

In this phase, we investigate whether each method is used actually. We use 
grep command of unix. 

The method f021 is not the dummy method because it called the form of 
f 021 (smf 0 . getText 0 , smf 1 . getText () ) . One the other hand, we see grep 
check_std is the dummy method, because the method is never called. 

4. Attacking to the watermark 

Finally we can attack to the watermark by eliminating the dummy method or 
tampering operands and opcode in the dummy code. The output of jdecode 
is change into 
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Conspiracy attack. We assume that watermark string ALICE is embedded 
to the class file, TEST0_A . class and string BOB is embedded to the class file 
TEST0_B . class. The outputs of j decode for TEST0_A. class and TEST0_B . class 
are demonstrated by Fig. 5. 

We can attack to the scheme by conspiracy attack The attack is consisted of 
three phases. 

1. Decompilation 

In the first phase of our attack, the class files is decompiled to Java source 
code(s). We obtain TEST0_A. Java from TEST0_A. class and TESTO_B.Java 
from TEST0_B . class. 

2. Taking the difference of class file 

We take advantage of the fact that watermarks are different for every user. 
We take the difference of class file using diff command of UNIX. The output 
of diff is shown by Fig. 6. 

According to the output, we see that position of the dummy code (from 
240th line to 259th line). 

3. Attacking to the watermark 

Finally we can attack to the watermark by eliminating the dummy method 
or tampering operands and opcode in the dummy code. 



3 Classfiles Obfuscation for Java 

3.1 Our Proposed Obfuscation Scheme 

Data structures (fields) and procedures (methods) are defined all together in 
Java. This is called encapsulation. The exterior of the class doesn’t need to 
take into consideration the processing which is executed inside. This is called 
abstraction in Java. In our proposed scheme, relation during a class file can 
be made unclear by distributing methods between class files and destroying 
abstraction. By operation 1 and 2 shown bellow, we make preparations for 
distributing methods (operation 3) between class files. Furthermore, after 
distributing methods. We have to correct a call side by opration 4. 



1. Destruction of encapsulation 



% less TESTO.JAVA | grep handleEvent 
1D2 l(smfD.getText(), smfl .getText()); 

System.out.println("ERROR! in calling 1021"); 

private void 1021 (String filename 1, String filename2) throws lOExcepfionf 
% less TESTO.JAVA | grep check_std 
private void check_std(int k){ 



Fig. 3. The output of grep 
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¥begin{verbatim} 

#classfile: TESTO.class 
#key: default 
#algorithm: 0 (default) 

#begin{watermark} 

1 " B2VL" 

2 "))VXVXV771XV771XFIF3H3X6XF" 

3 " BO" 

4 "F(J1GJ" 

5 "" 

6 

7 "B,2K4C" 

8 "6BK2V 7N" 

9 "0VO7" 

10 "BBOX XBJVS SEFE JREYU SS" 

11 "B,2K13" 

12 "JHJIJJXIVI" 

#end{watermark} 



Fig. 4. The output of grep 



TESTO A.class 



TESTO B.class 



#classfile: TEST0_A.class 
#key: default 
#algorithm: 0 (default) 

#begin{watermark} 

1 " B2VL" 

2 "))VXVXV771XV771XFIF3H3X6XF" 

3 " BO" 

4 "F(J1GJ" 

5 

6 

7 "B,2K4C" 

8 "6BK2V7N" 

9 "0VO7" 

10 "ALICE ALICE ALICE ALICE AL" 

11 "B,2KD" 

12 "JHJIJJXIVI" 

#end{watermark} 



#classfile: TEST0_B.class 
#key: default 
#algorithm: 0 (default) 

#begin{watermark} 

1 " B2VL" 

2 "))VXVXV771XV771XFIF3FBX6XF" 

3 " BO" 

4 "F(J1GJ" 

5 

6 

7 "B,2K4C" 

8 "6BK2V7N" 

9 "0VO7" 

10 "BOB BOB BOB BOB BOB BOB BO" 

11 "B,2KI3" 

12 "JHJIJJXIVI" 

#end{watermark} 



Fig. 5. The output of ‘jdecode’ for TEST0_A . class and TEST0_B . class 



a) Publication of the fields 

Modifiers of all the fields of all classes are changed into public. By this 
change, all fields can be accessed from all the sites of the program. 

b) Publication of methods 

Modifiers of all the methods of all classes are changed into public 
static. 

By this change, all methods can be accessed from all the sites of a program. 
These are called in the form of (class name) . (method name). 
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240c240 

< for(int j = -1; j < 25; j -= 128) 

> for(int j = 2; j >= 101; j -= 115) 
242,243c242,243 

< for(int il = 2; il >= 76; il += 6) 

< i += (j - 38) % il; 

> for(int il = 0; il > 1; il -= 98) 

> i &= (j I Oxla) * il; 

248c248 

< for(iiit k = 2; k <= 100; k += 0) 

> for(int k = 1 ; k < -32; k += 89) 
250,251c250,251 

< for(intjl = -1; jl > 49; jl += 25) 

< i+=(k|3)+jl; 

> for(intjl = 0; jl >= -42; jl += 104) 

> i+=(k|4)+jl; 



256c256 

< for(int 1 = -1 ; 1 > 49; 1 += 25) 

> for(int 1 = 0; 1 >= -42; 1 += 104) 
258,259c258,259 

< for(int kl = 0; kl< 96; kl += 76) 

< i 1= 1 + 4 + (kl + 3); 

> for(int kl = 1 ; kl< -32; kl += 89) 

> i -= (1 + 4) / (kl & 4); 



Fig. 6. The result of diff TESTO_A.Java TEST _B. Java 



2. Change of the methods 

An instance method may be changed into a class method when encapsulation 
breaks in operation 1. Therefore, an instance needs to be added as a new 
argument of methods. An example is shown in Fig. 7. 



class A{ 




class A{ 


private hit a; 




public int a; 


public void set(int x) { 


1 — \ 


public static void set(int x, A Obj){ 


a = x; 


1 — ^ 


Obj.a = x; 


} 




} 


} 




} 



Before Obfuscation After Obfuscation 



Fig. 7. The transformation of the code. 



After change, Methods set must newly take as a parameter Obj which is 
the instance of class A. Furthermore, it must be shown that the substitution 
to the field a is the field a of the Instance Obj . 
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3. Distribution the Methods 

All methods are changed into the class method which can call from anywhere 
by operation 1 and 2. Thereby, all methods can be placed in arbitrary classes. 

4. Change of the arguments 

The methods are changed and distributed by operation 1, 2 and 3. We have 
to correct a call side for this reason. For example, the instance method of 
class A must have been called in the form of “obj_A.setA(3);” through the 
instance of class A (say Obj-d). However, after applying obfuscation, the 
instance of the class is added as a parameter and it is changed into the class 
method of other class (for example, class B). The method comes to be called 
in the form of “B.set(3,Obj_A);” . 

3.2 Experiments 

In this section we present application of our obfuscation scheme to five pro- 
grams, that is, BinTree, BinSearch, HuffmanEncoding, TopologicalSort and 
HeapSort[14]. Table 1 shows the differences between the original programs and 
the obfuscated programs. We compare the number of lines, the number of classes, 
the number of methods, execution time [ms] and size of source code [KB]. The 
experiments were conducted on Intel Pentium III IGHz with RedHat Linux 8. 

We can readily see from the table that the number of lines and the size of 
source code does not increase so much. And the number of methods never in- 
crease because we only change the position of method. Moreover, the obfuscation 
does not affect the execution time. Rather, it becomes better. The improvement 
due to change from instance methods to class methods. 



Table 1. The property the programs 





Before Obfuscation 


After Obfuscation 


Program 


#lines 


^classes 


^methods 


time 


size 


#lines 


^classes 


^methods 


time 


size 


BinTree 


201 


3 


24 


6100 


3.46 


227 


14 


24 


5640 


4.34 


BinSearch 


99 


2 


11 


4250 


1.76 


108 


11 


6 


3960 


2.18 


HuffEnc 


226 


3 


31 


6290 


3.83 


280 


17 


31 


6090 


4.76 


TopSort 


156 


3 


18 


2940 


2.51 


187 


10 


18 


2870 


2.71 


Heapsort 


203 


3 


18 


3010 


3.48 


228 


12 


18 


2890 


4.34 



4 Our Proposed Scheme 

4.1 The Procedure 

Our fingerprinting encoding procedure consists of following four phase. 

1. Inject of dummy method 

In the first phase of watermarking, the dummy method, which will never be 
executed actually, is inserted to a target Java program. 




A Software Fingerprinting Scheme for Java Using Classfiles Obfuscation 313 



4. Obfuscate by distributing 
the methods 




Buyer A 



Buyer B 



Buyer C 



Fig. 8. Overview of our fingerprinting scheme 



2. Compilation 

In the seconds phase, the Java source program (in which dummy method 
was injected) is compiled. We can obtain the Java class files. 

3. Fingerprinting injection 

In the third phase, we embedded personal identifier to Java program by the 
same method as Monden et al. 

4. Obfuscation Finally we apply our obfuscation scheme as mentioned above. 
The all methods in the program is distributed between the all class files. 

1. Search the dummy method, to which we embedded personal identifier. 

2. Decode I work in the decode to found met 



4.2 Consideration of Our Proposed Method 

Now we consider a program which is embed personal identifier by the our pro- 
posed scheme. 

The dummy method, which is embedded as personal identifier, does not 
have an influence on the execution time, because it isn’t executed actually. And 
we consider that the execution time increases hardly, because the obfuscation 
scheme, we apply in pile, change only position where methods are placed. The 
following five advantages lie in changing a class file by the dispersion of the way. 
By changing the class files distribution of the methods, we can get the following 
four advantages. 

1. Preventing the theft of class files. 

The class files before applied obfuscation conversion contains data structures 
and algorithms. For this reason, other users can steal some class files and use 
them as parts of another program. However, after applied the obfuscation, 
since the data structures and the algorithms will be separated, it becomes 
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TESTO.A 



rmi n 
TESTO 
1 engt h 
check_forrmt 



TESTO.Al TESTO_/2 



check STD header 




check forimt 


f021 




act i on 


n2t 




wite STD header 


check TRK header 




check St d* 









Fig. 9. Classes of TEST0_A 



impossible to use each class file as a parts of program. Therefore, the our 
proposed scheme is considered to be an effective measure to theft of class 
files. 

2. The fall of the readability of class files 

Since the data structures and the algorithms are separated by conversion, 
the readability of a program falls remarkably. Therefore, we can prevent a 
malicious third persons’ reverse engineering. 

3. Deletion of the number of dummy methods 

In the scheme of Monden et al. there is a dummy method in each class 
file. But after conversion, some dummy method is enough for program since 
the surreptitious use of every class file can be prevented. Therefore, it is 
necessary to find one dummy method from all the methods in all the class 
files. 

4. Preventing two or more users’ conspiracy 

Before applying obfuscation conversion, we were able to pinpoint the position 
of the dummy method (in which personal identifier are embedded) by com- 
paring two or more users’ class files. However, after methods are distributed 
between class files, it becomes difficult to pinpointing of the position of the 
watermark by comparison. 

We solved two problems, the vulnerability of watermark itself and the vulner- 
ability over two or more users’ conspiracy, in Section 1.3. We can solved these 
problems with advantage 3 and 4 as mention above. We summarize the above 
result in a table. 



4.3 The Example of Application 

We obfuscate classes TEST0_A. class and TEST0_B . class in section 2.3. For ex- 
ample, we can divide TEST0_A. class into three class TEST0_A, TEST0_A1 and 
TEST_A2 and TEST0_B . class can be divide TEST0_B and TEST_B1 as following. 

The dummy method is chech_std. Since the structures of a class file differ, 
the attack by comparison is not effective. 
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TESTT)_B lESID.Bl 



nai n 




check STD header 


TESTD 




check forrmt 


act i on 




1021 


check TRK header 




wite STD header 


n£t 




check St d* 


check_fornat 




1 engt h 



Fig. 10. Classes of TEST0_B 



5 Conclusion 

We proposed the scheme by which we can embed personal identifier to a Java 
program. It was impossible to apply existing watermarking scheme as it is, be- 
cause of attack by two or more users’ conspiracy. However, we were able to 
not only solve this problem by applying the obfuscation scheme using class file 
conversion in piles, but also raise the security of the class files. 
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Abstract. A broadcast encryption scheme allows a sender to send 
information securely to a group of receivers while excluding other 
designated receivers over a broadcast channel. The most efficient 
methods currently proposed are the Subset Difference (SD) method and 
the Layered Subset Difference (LSD) method. In these methods, each 
receiver must store O (log^ A) and O (log^^' A) labels, respectively, 
where A is the total number of receivers and e is an arbitrary number 
satisfying e > 0. In this paper we apply the Master Key technique to 
the SD and LSD methods in order to reduce the number of labels a 
receiver stores by log A in exchange for an increase in the computational 
overhead. In order to reduce a receiver’s memory requirements in 
another modification, we apply a version of the Complete Subtree 
method using trapdoor one-way permutations to the SD and LSD 
methods. 

Keywords. Digital rights management, key management, broadcast en- 
cryption, revocation, stateless receiver, master key, subset difference 



1 Introduction 

Digital rights management and copyright protection have become topics of con- 
siderable interest. Broadcast encryption technology is useful for protection and 
management of copyrighted data. This technology allows a sender to send infor- 
mation securely to a group of receivers while excluding other receivers (called 
revoked receivers) over a broadcast channel. 

Broadcast encryption schemes have many applications in the real world such 
as a scheme to protect copyrighted content stored on recordable media from 
unauthorized copying [6]. In this scheme, only authorized receivers (i. e. players 
or recorders) are given a set of keys so they can retrieve a session key which 
can be used to encrypt or decrypt the content file stored on a medium. If it is 
found that there is a receiver which treats the content in an unauthorized way 
(e. g. making unauthorized copies and transmitting them over the Internet), the 
receiver will be revoked, and as a result it will not be able to retrieve session 
keys from the media which are produced after the revocation. 

We now have two simple methods to realize a broadcast encryption scheme. 
The first method gives a unique key to each receiver. A sender broadcasts secret 
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information encrypted under each of the keys possessed by unrevoked receivers. 
This method requires a receiver to store only one key, but the sender must 
transmit N — r ciphertexts, where N and r denote the total number of receivers 
in the system and the number of revoked receivers, respectively. 

The other method is called the Power Set method. It defines a power set of 
N receivers, i. e. {Sbi...bi...bN} where bi G {0,1}. Each bi indicates whether or 
not a receiver i belongs to a subset Sbi...bi...bN- It assigns a subset key for each 
subset and gives the subset key to receivers which belong to the subset. To send 
secret information, a sender chooses an appropriate subset key and encrypts the 
information with it, then broadcasts the ciphertext. Though the communication 
overhead of this method is minimal, each receiver must store 2^”^ keys. 

The notion of broadcast encryption was introduced by Berkovits [3] and Fiat 
et al. [7] independently. An administrator or a broadcaster usually has much 
greater memory and computing resources than receivers. Therefore, the main 
criteria for this technology are the upper bound of the number of ciphertexts 
to be broadcast (the communication overhead), the number of keys or labels 
each receiver stores (the storage overhead), and the computational overhead at 
each receiver. Berkovits devised a broadcast encryption method using a secret 
sharing scheme. This method requires each receiver to store one key, however 
the communication overhead is O (N). Fiat et al. proposed an r-resilient method 
which is resistant to a collusion of at most r revoked receivers by combining their 
1-resilient methods hierarchically. Its communication and storage overhead are 
O (r^ log^r log N) and O (r log r log N), respectively. 

Efficient broadcast encryption methods using a logical key tree structure 
were independently proposed by Wallner et al. [17] and Wong et al. [18]. Their 
methods define a node key for each node in a tree. Each receiver is assigned to a 
leaf and given a set of node keys defined for the nodes on the path from the root 
to the leaf. Namely, each receiver stores log IV + 1 keys. This method revokes 
one receiver at a time, and updates all keys stored by unrevoked receivers, keys 
which are also possessed by the revoked receiver. A sender must broadcast 2 log N 
ciphertexts and a receiver must perform at most log N decryptions for a single 
revocation. 

Even though their methods are very efficient, several modifications using 
a similar structure have been proposed [2,4,8,9,11,12,14]. Some of these mod- 
ifications reduce the number of messages for a single revocation to log N by 
combining the key tree structure with another cryptographic primitive such as a 
one-way function [11], a pseudo-random generator [4], or the Diffie-Hellman key 
exchange scheme [9]. The number of keys a receiver stores remains logfV -|- 1, 
however these modifications increase the computational overhead at a receiver. 
Similar to the methods of Wallner et al. [17] and Wong et al. [18], these modifi- 
cations assume state relevant receivers, i.e. the receivers can change their keys. 

The easiest way for receivers to store secret information such as receiver keys 
is storing it as part of the initial configuration at the time of manufacture. Giving 
receivers a mechanism to change their keys increases the production cost and 
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might also weaken their security. Therefore it is reasonable to assume that most 
receivers cannot change their keys. Such receivers are called stateless receivers. 

If receivers are state relevant, they can use keys (e. g. shared keys established 
among the sender and a group of receivers) they have previously stored in order 
to obtain the current session key. This may contribute to reducing the size of 
the broadcast. However, stateless receivers can store only the keys given at the 
initial stage. Hence every broadcast message must contain sufficient information 
to enable all unrevoked receivers to obtain the current session key using their 
initial receiver keys. 

Naor et al. [12] proposed two efficient methods suitable for stateless receivers 
using a binary key tree structure. The Complete Subtree (CS) method requires 
a sender to broadcast r log {N/r) ciphertexts and each receiver to store log A^+ 1 
keys, whereas the Subset Difference (SD) method requires 2r — 1 ciphertexts, 
^ log^A^ + 5 log fV+ 1 labels and O (log N) computational overhead at a receiver. 
Halevy et al. [8] modified the SD method to include the concept of a layer. 
The Layered Subset Difference (LSD) method reduces the number of keys a 
receiver stores to O (log^’’"'^ N^, where e is an arbitrary positive number, while 
maintaining the communication overhead and the computational overhead in 
O (r) and O(logA^), respectively. 

Asano [2] improved the CS method and proposed two methods using an a- 
ary tree, the Master Key technique [5] and the Power Set method. One of them 
requires a storage for one key and O /°ga^ ) computational overhead at a 
receiver, where a is an arbitrary integer satisfying a > 1. The other requires 
keys and O (2“) computation. In both methods the number of broadcast 

ciphertexts is r ’ ^^lother concept to reduce the number of keys 

in the CS method was introduced by Nojima et al. [14]. As we describe in 
Section 5, they used two trapdoor one-way permutations with identical domains. 
Unfortunately, the security of this method has not been established. 

Among the currently proposed methods, the SD and LSD methods are con- 
sidered the most efficient due to their good balance in the the communication 
and storage overhead. In this paper we apply the Master Key technique [5] to 
these methods in order to reduce the storage at receivers. Table 1 summarizes 
the properties (the number of broadcast ciphertexts, the number of labels a 
receiver stores, and the computational overhead at a receiver) of the original 
SD and Basic LSD methods and their modifications proposed in this paper. 
Our modifications reduce the number of labels by log N while maintaining their 
communication complexity, in exchange for an increase in the computational 
overhead. When applied to the General LSD method, this construction reduces 
the number of labels by log from O (log^"’"'^ iV). In addition, we apply to the 
SD and LSD methods the concept which reduces the number of keys a receiver 
stores in the CS method proposed by Nojima et al. [14]. 
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Table 1. The properties of original methods and modifications proposed in this paper. 
N, r and M denote the total number of receivers, the number of revoked receivers and 
the modulus of RSA cryptosystem, respectively 



SD 


original [12] 


modified (this paper) 


Number of ciphertexts 


2r- 1 


<- 


Number of labels 


ilog^iV-h ilogiV-hl 


ilog^A^- ilogN-hl 


Computational overhead 


O (log IV) 


O (max{log® N, log^ N log^ M}) 


Basic LSD 


original [8] 


modified (this paper) 


Number of ciphertexts 


4r- 2 


<- 


Number of labels 


log®/2 N + 1 


log3/2AT_logAi-hl 


Computational overhead 


O (log AT) 


O (max{log® N, log^ N log^ M}) 



2 Modification of the Subset Difference Method 

In this section we present a modification which reduces the storage at receivers in 
the SD method [12]. All methods described below use a binary key tree structure. 
For clarity, we assume that the total number of receivers is a power of 2. We 
call the entity which manages the broadcast encryption scheme Trusted Center 
(TC). In the setup phase, TC defines a binary tree with N leaves and assigns 
a receiver to each leaf. Let pathm be the path from the root to a leaf to which 
a receiver Um is assigned. In order to represent the relationships of nodes, let 
P{i), S{i), LC (i) and RC (i) denote the parent node, sibling node, left child 
node and right child node of a node i, respectively. 



2.1 The SD Method 

In this section we give a brief explanation of the original SD method. In this 
method, a subset Sij, which is defined as Sij = Si \ Sj, is represented by two 
nodes i and j, where Si and Sj are sets of receivers assigned to the leaves of 
a subtree rooted at nodes i and j, respectively. The method defines all subsets 
Sij such that i is an ancestor of j. In this arrangement, each receiver belongs 
to O (N) subsets. If independent subset keys are assigned to these subsets, each 
receiver must store O (N) subset keys securely so a large N is impractical. 

The method uses a mechanism for generation of subset keys based on a 
pseudo-random sequence generator. Given C bits input, the pseudo-random gen- 
erator G outputs 3C bit sequence. Let Gl (S) denote the left third of the output 
of G on seed S, Gm (S) the middle third, and Gr (S) the right third. 

TC picks up an internal node i as a starting point and sets a randomly cho- 
sen element S G {0,1}^ as a label of i, LABELi. Then TC evaluates G{S) 
and sets LABELi RC{i) = Gl (S) and LABELi RC(i) = Gr {S), where labels 
LABELi^LC(i) and LABELi^RC(^) correspond to subsets Si^LC(i) and Si^RC(i), 
respectively. Similarly, labels corresponding to subsets Si^LC(j) and Si^RC(j) 
are generated as LABELi^LC(j) ~ Gl (LABELij) and LABELi^RC(j) = 
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Gu {LABELij), respectively, where i is an ancestor of j. TC continues inputting 
a label to the generator G in order to generate the labels LABEL^ j correspond- 
ing to all subsets S'i ^ such that j is a descendant of i. TC repeats this process for 
all internal nodes i including the root so that it generates all labels LABELi j 
for all subsets Si^j. A subset key SKi^j corresponding to a subset Si^j is defined 
as = Gm {LABELij). 

Since the generator G is public, a receiver given a label LABELi j can derive 
any label LABELij^ and the corresponding subset key SKij~ such that k = j, 
or fc is a descendant of j. Therefore, it is sufficient for a receiver Um to store 
labels LABELij defined by two nodes i and j in order to derive a subset key 
corresponding to any subset to which Um belongs, where i is a node on pathm 
and j is a descendant of i just hanging off pathm- 

For a node i located on level I (where the leaf level is considered as level 
0), there are I choices for j. Therefore, the number of labels a receiver stores 
(including a label for the case where no receivers are revoked) is 

log w , 

1+ ^ - log^ + - log + 1 

Since one can derive subset keys from these labels using the public generator 
G, receivers must store them in a secure manner. 

2.2 Modification 

We can observe the following as regards labels in the SD method. There are two 
cases in which a label is obtained by a receiver: a label LABELij is (case I) 
directly given to a receiver by TC, or (case II) derived from another label using 
the generator G by a receiver. If i is a parent of j, there only exists case I. In 
other words, such labels are not derived from another label by a receiver. We 
consider such labels special. 

It is obvious for each internal node i on pathm for a receiver Um there is 
only one choice for j such that Um belongs to a subset Sij and i is a parent 
of j. Therefore a receiver stores log special labels. We apply the Master Key 
technique to these special labels and a label for the case of no revocation in order 
to reduce the storage at receivers. Our method combines logiV -|- 1 labels into 
one master label, so that it reduces log N labels from a receiver’s storage. Our 
construction consists of three phases: setup, broadcast and decryption. 

Setup 

Step 1. TC, which is a sender of secret information, defines a rooted full binary 
tree with N leaves. Each node is numbered I {I = 1,2, . ■ ■ , 2N — 1) where the 
root is 1 and other nodes are numbered with breadth first order. A receiver Um 
(to = 1,2, .. . ,N) is assigned to each leaf of the tree. For each internal node 
i {i = 1,2, . . . , N — 1), TC defines subsets Sij such that j is a descendant of 
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i. Let SSi^k denote a special subset such that i is a parent of k among the 
subsets defined above. Since each node except the root has one parent node, 
each k {k = 2,3, . . . , 2N — 1) appears exactly once in representation of all special 
subsets SSi^k- TC also defines a subset including all receivers for the case 
where there are no revocations. 

Then TC selects large primes qi and q 2 , a pseudo-random sequence generator 
G which outputs 3C bit sequence given C bits input, and a pairwise independent 
hash function H which maps \M\ bits randomly distributed elements into C bit 
strings, where M = qiq 2 - Note that similar functions are also used in the original 
paper [12]. TC publishes M, G and H. 

Step 2. TC chooses 2N— 1 primes pk {k = 1,2, . . . , 2N — 1), and assigns a prime 
Pi to a subset and pk to SSi^k, where k = 2,3, . . . , 2N — 1, then publishes 
this assignment. 

TC randomly chooses an element K G and sets a label LABELi^^ cor- 
responding to a subset and labels LABELi^k corresponding to special sub- 
sets SSi^k such that i is a parent of k as LABELi^^ = H modM) and 

LABELik = H modM), respectively, where T = Y\^]^i^ Pk- 

Step 3. Using the generator G and the labels LABELi^k for special subsets 
SSi^k, TC generates all labels LABELij for the subsets Sij defined in Step 1, 
where j is a descendant of k. This process is the same as in the SD method. 

Step 4- For a receiver Um, TC selects labels corresponding to subsets to which Um 
belongs (in other words, labels given to the receiver in the original SD method). 
These are LABELi^if, and LABELij for subsets Sij which are determined by 
two nodes i and j, where i is an internal node on pathm and j is a descendant 
node of i just hanging off pathm ■ 

Then TC computes a master label MLm of LABELi^^ and the labels cor- 
responding to special subsets among the subsets selected for a receiver Um as 
MLm = mod M, where Wm is a product of p\ and pk assigned to the 

special subsets to which Um belongs. 

TC gives Um the master label MLm, and labels selected above except 
LABELi^tp and labels corresponding to special subsets. In other words, TC 
gives Um the master label and labels for non-special subsets Sij. 

Example. Figure 1 depicts a binary tree with N = 16. In the original SD method, 
a receiver ua assigned to a leaf 19 stores 11 labels: LABELij such that 

(t,j) = {(1, 3) , (1, 5) , (1, 8) , (1, 18) , (2, 5) , (2, 8) , (2, 18) , (4, 8) , (4, 18) , (9, 18)} 

and LABELi^fj). In our method, LABEL 13 , LABEL 2 , 5 , LABELa^s, 
LABELg^is and LABELi^^ are combined into a master label MLa- Therefore, 
a receiver ua stores a master label MLa and 6 labels: LABELi^^, LABELi s, 
LABELi ig, LABELg,^, LABEL 2 ,is and L AB E La, is- 
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Fig. 1. A binary tree and receivers 



Broadcast. TC broadcasts one or more ciphertexts. Each ciphertext is an en- 
cryption of the secret information under a subset key. The way to find the subset 
keys to be used for this encryption is the same as in the original SD method. Note 
that a subset key SKij corresponding to a subset Sij is derived from a label 
LABELi j in the same way as in the SD method as SKij = Gm {LABELij). 

Decryption. An unrevoked receiver belongs to a subset corresponding to a 
subset key used for encryption in the broadcast phase. The way for a receiver 
to find a ciphertext to decrypt is the same as in the original SD method. After 
finding an appropriate ciphertext, a receiver derives the corresponding subset 
key from its master label or a label it stores then decrypts the ciphertext. The 
derivation of a subset key is performed as follows. 

If no receivers are revoked and a subset key SKi^^ is used, a re- 
ceiver Urn computes a label LABELi ,p from its master label ML^ as 

LABELi^if, = El niodM^, then computes the subset key SKi^^ = 

Gm {LABELi^ij^). Otherwise, a receiver Um checks that the node j for the sub- 
set Sij corresponding to the subset key used for the ciphertext is either (a) a 
descendant of a node k (including the case j = k) such that Um stores a label 
LABELi^k, or (b) a descendant of a node k (including the case j = k) such that 
the subset Si^k is a special subset and the corresponding special label LABELi^k 
is combined into its master label MLm (in other words, j is equal to k or its 
descendant where k is a, child node of i and not located on pathm)- In the case 
of (b), a receiver Um derives the special label LABELi^k as 

LABEL.^k = H mod m) (1) 

The remaining process is common to both cases (a) and (b), and it is the same 
as in the original SD method: the receiver applies the generator G to the label 
LABELi k the necessary times to obtain LABELij, then derives the subset key 
SKij = Gm {LABELij) and decrypts the ciphertext using the subset key. 
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3 Discussion 

3.1 Security 

Our method applies the Master Key technique to the SD method. Subset keys 
in our method are generated in three steps: (Step 1) a label LABELi^k for a 
special subset SSi^k is generated using the Master Key technique, (Step 2) a label 
LABELi j for a non-special subset Si^j is derived from a special label using the 
generator G, then (Step 3) a subset key SKi^j is computed from a special or 
non-special label LABELij using G. 

In this section we analyze the security of each step. Broadcast encryption 
methods using the Master Key technique have been proposed by Asano [2] . The 
security analysis of these methods based on the discussion by Akl et al. [1] is 
applicable for Step 1. Namely, under the assumption that “If factors gi, <72 of a 
large composite M = qiq 2 are unknown, then computing p*^ roots (modM ) for 
integral p > 1 is diffieult.” related to RSA cryptosystem [15], it is difficult for 
any coalition of receivers to obtain an intermediate label ILi^k corresponding 
to a special subset SSi^k to which no receivers in the coalition belong, where 
the intermediate label is defined as /Tyfc = modM. We refer to Section 

3 of [2] for a proof of this part. A special label LABELij^ is derived from the 
intermediate label using the hash function H as LABELi j = H (ILi^k)- Since 
the output of H is pairwise independent, we can say that it is difficult for any 
coalition with no receivers belonging to a special subset SSi^k to obtain the 
corresponding label LABELi k- 

Then the label LABELij, is fed to the generator G in Step 2 in order to 
derive a label LABELij for a non-special subset Sij determined by two nodes 
i and j, such that j is a descendant of k in the same way as in the SD method. 
The process in Step 3 is also the same as in the original. Since the output of H is 
pairwise independent, the discussion of the security of the SD method by Naor 
et al. [12] is applicable to Steps 2 and 3 in order to show the indistinguishability 
of subset keys. 

3.2 Communication Overhead 

In our method, the way to define subsets and to select subset keys used for en- 
cryption of secret information is the same as in the original SD method. There- 
fore, the upper bound of the number of ciphertexts is also the same, i. e. 2r — 1, 
where r is the number of revoked receivers. Each broadcast ciphertext is an 
encryption of secret information / under a subset key. Any secure encryption al- 
gorithm can be used for this encryption. For example, we can use a block cipher 
algorithm with the block size [/[ and the key size G. 



3.3 Storage and Computational Overhead 

Let us first study the size of a secure memory at a receiver which is used to 
store labels. As described in Section 2.1, the number of labels a receiver stores 
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in a secure manner is | log^ iV + | log TV + 1 in the SD method. Our method 
uses a master label as a substitution for log TV + 1 (i.e. LABELi^^ and log TV 
special labels). Therefore the number of labels a receiver stores in our method 
is ^log^TV — i log TV + 1. Since the Master Key technique is based on RSA 
cryptosystem, the size of a master label is the size of a secure RSA modulus. 
As an example, if we set parameters as the total number of receivers TV = 2^®, 
the size of a label \LABELij\ = C = 128 bits and the size of a master label 
\MLm\ = \M\ = 1024 bits, then the size of a secure memory of a receiver in our 
method is about 5.5 % smaller than in the original. 

Next, when a receiver stores primes it needs, we consider an increase in the 
size of a memory which does not need secrecy. The total number of primes 
assigned to special subsets and a subset is 2TV — 1. Since the size of the n*'' 
prime is O(nlogn) [10], we roughly estimate that the size of each prime is at 
most O (TV log TV). A receiver belongs to log TV special subsets and a subset 
hence it needs log TV + 1 primes assigned to these subsets. In order to store them, 
it needs storage of O (log^ TV) bits. Since a combination of subsets to which a 
receiver belongs is unique, a combination of primes each receiver needs is also 
unique. Note that these primes and their assignments to subsets are public, 
therefore receivers do not need to store them in a confidential manner. 

On the other hand, there is a situation where it is difficult for receivers to 
have such storage for uniquely assigned primes but it is possible to prepare a 
sufficient size of memory which is common to all receivers (e.g. a usual mask 
ROM storing program codes). In that case, receivers can store all 2TV— 1 primes 
assigned to the subsets. Kunth [10] introduced several techniques designed to 
reduce the size of memory for either of the above cases. 

There may be another case where it is difficult for receivers to possess either 
type of memory noted above. In that case, we can define the assignment of the 
primes to the subsets as follows. A prime pk is the smallest prime larger than 
{k — 1) L, where L is a positive integer such that an interval {{k — 1) T, kL] con- 
tains at least one prime. If a number p is chosen at random, the probability that 
it is prime is about 1 / Inp [16]. Recall that the size of a prime used in the method 
is at most O (TV log TV). Therefore, if we use L satisfying L > In (TV log TV), it is 
expected that the interval ( (fc — 1) L, kL] contains at least one prime. 

Each receiver can compute pk from k in an on-the-fly manner by testing each 
number from (fc — 1) L -|- 1 using a primality testing algorithm until it finds a 
prime. An example of a probabilistic primality testing algorithm is the Miller- 
Rabin algorithm. Since the complexity of the algorithm for testing a number p 
is O (log^p) [16], it is expected that the computational overhead for finding a 
prime is O (log^p). In order to compute Wm/Pk in the equation (1), a receiver 
must find log TV primes, since Wm is a product of log TV -|- 1 primes. Therefore the 
total computational overhead for generation of primes is roughly O (log^ TV). 

After finding these primes, the computational overhead for a receiver for 
derivation of a special label is a multiplication of log TV primes whose size 
is at most O (log TV) bits (the overhead of this computation is estimated as 
O(log^TV)), a modular exponentiation over a modulus M with an index of size 
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O (log^ N) bits (the overhead is estimated as O (log^ A^log^ M)), and an eval- 
uation of the hash function H. It has been reported that the computational 
overhead for an evaluation of a pairwise independent hash function is much 
smaller than a modular exponentiation [13]. 

Note that a receiver needs to find primes and derive a special label only in 
case (b) in the decryption phase. In addition, in either case (a) or (b), a receiver 
must derive a subset key from the special label or a non-special label it stores 
using the generator G at most log N times. The computational overhead for the 
derivation of a subset key from a label is the same as in the original SD method. 

4 Modification of the Layered Subset Difference Method 

The LSD method is an extension of the SD method based on the concept of 
a layer. Halevy et al. [8] proposed two methods, the Basic and General LSD 
methods. These methods use a key tree structure similar to the SD method, 
however some levels in the tree are defined as special. The Basic LSD method 
uses only one kind of special level, whereas the General LSD method adopts 
several kinds of special level. 



4.1 The Basic LSD Method 

In the Basic LSD method, the root is defined as a special level, and in addition, 
every level of depth N for I = 1,2,... ,log^^^N is defined as special 

(assuming that log^^^ N is an integer). The set of levels between adjacent special 
levels (including two special levels) is defined as a layer. This method uses only 
a part of subsets defined in the SD method. A subset Sij is defined in the Basic 
LSD method only if it satisfies at least one of the following conditions: both i 
and j belong to the same layer, or i is located on a special level. 

In this setting, any subset defined in the SD method can be described as a 
disjoint union of at most two subsets defined in the Basic LSD method. Suppose 
that nodes i, k, j occur in this order on a path from the root to a leaf, i is not 
located on a special level, i and j do not belong to the same layer, and k is located 
on the first special layer from i to j. In this case a subset Sij is not defined in 
the Basic LSD method but it is described using two defined subsets as Sij = 
Si,k U Skj- Instead of a ciphertext encrypted under a subset key SKij in the 
SD method, two ciphertexts under SKi^k and SKkj, respectively, are broadcast 
in the Basic LSD method. Therefore the communication overhead increases at 
most twice compared with in the SD method, and the storage overhead at a 
receiver is reduced. 

The number of labels a receiver stores is calculated as follows. First, consider 
the number of labels LABELij such that both nodes i and j belong to the 
same layer. For a node i located on level in a layer (where the bottom of the 
layer is considered as level 0), we have h choices for j. Therefore the number 

of labels is ^ ^ = I (log ^ ■ There are log^^^ N layers in the 
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tree, hence the total number becomes ^ + logA^j. Second, consider 

the number of labels LABELij such that i is located on a special level. For a 
node i located on level I (from the leaf level) in the entire tree, we have I choices 

for j. Hence there are ^ ^ N + log n'^ labels. We 

have counted labels which satisfy both conditions two times. The number of such 
labels is log N, since there are log^^^ N such labels in each layer. Therefore, the 
total number of labels a receiver stores in the Basic LSD method including a 
label LABELi^^ is 

i (^log^/^ N + logN^ + ^ (log^/^ + log Ai) - log Ai + 1 = log^^^ Ai + 1 

4.2 Modification of the Basic LSD Method 

The modification of the SD method described in Section 2.2 uses the Master Key 
technique in order to combine a label LABELi^^ and special labels LABELij 
for special subsets SSij into a master label. We can apply the same technique 
to the Basic LSD method. 

The modification of the Basic LSD method is almost same as the modification 
of the SD method. The only difference is the condition for subsets. In the Basic 
LSD method, only the subsets satisfying the condition noted in Section 4.1 are 
defined, therefore the total number of subsets as well as the number of labels 
which are given to a receiver is smaller compared with that in the SD method. 
Our construction uses the same subsets as in the Basic LSD method. 

In the example tree depicted in Fig. 1, three levels, where the root, nodes 
4 to 7, and the leaves are located are considered as special. In the Basic LSD 
method, a receiver M 4 stores 9 labels: LABELij such that 

(z, j) = {(1, 3) , (1, 5) , (1, 8 ) , (1, 18) , (2, 5) , (4, 8 ) , (4, 18) , (9, 18)} 

and LABELi j. Similar to in the modified SD method, LABELi LABEL2^5, 
LABELIJ,, LABELg ig, and LABELi j are combined into a master label ML4. 
Therefore, a receiver U 4 stores a master label ML4 and 4 labels: LABELi g, 
LABELi^g, LABELi ig and LABEL4JS in our modification. 

We are interested in how many labels we can eliminate from a receiver’s 
storage. Consider how many special labels LABELij a receiver stores in the 
original Basic LSD method. If a node f is a parent of a node j, we have three 
cases: i is located on a special level, j is located on a special level, or neither of 
them is located on a special level. In any case, both nodes belong to the same 
layer since they are adjacent to each other. Therefore, any subset Sij such that i 
is a parent of j satisfies the condition and it is defined in the Basic LSD method. 
This means that the number of these special subsets to which a receiver belongs 
is log N and a receiver must store log N special labels in the Basic LSD method, 
just as in the SD method. 

As noted in Section 4.1, the number of labels a receiver stores in the original 
Basic LSD method is log^^^ A^+1. Our modification combines log N special labels 
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Numberof lecei/eis CbgN) 

Fig. 2. The number of receivers and the label size 



and a label LABELi^^ into a master label. Therefore it reduces the number to 
log^^^ N — logiV + 1. If we consider the same parameters as in Section 3.3, i. e. 
the total number of receivers N = 2^®, the size of a label \LABELij \ = C = 128 
bits and the size of a master label \MLjn\ = \M\ = 1024 bits, the size of a secure 
memory for storing labels is reduced about 14 % compared with in the original 
method. 

Figure 2 shows the relationship between the number of receivers (in log) and 
the size of labels a receiver stores (in bits) in the SD, Basic LSD, modified SD 
and modified Basic LSD methods under the same parameters as the previous ex- 
ample. The figure shows that the modification of the Basic LSD method provides 
a higher reduction rate of a receiver’s storage than the modified SD method. 

The other discussions on security, the size of non-secret storage and the 
computational overhead for the modified SD method in Section 3 are applicable 
to this modification of the Basic LSD method, as well as the modification of the 
General LSD method presented in Section 4.4. 



4.3 The General LSD Method 

The General LSD method uses several kinds of special level reflecting their dif- 
ferent degrees of importance. We use the explanation given in [8] to describe the 
method. 

Gonsider a path from the root to a leaf in the tree as a line graph. One end 
of the graph is the root and the other end is a leaf, and this graph has nodes 
corresponding to nodes located on the path in the tree. Each node in the graph 
is represented by its distance from the root, expressed as a d digit number in 
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base b = O Nj . Hence the root is represented by 0 ... 00, its child node 

is represented by 0 ... 01, etc. 

A subset defined in the SD method is represented as a disjoint union 
of at most d subsets defined in the General LSD method, i. e. if nodes 
i,ki,k 2 , ■ ■ ■ ,kd-i,j occur in this order on a path, a subset Sij is represented 
as S'ij = Si^ki U Ski,k 2 U • • • U The broadcaster must send at most d 

ciphertexts as a substitute for one ciphertext in the SD method. 

A subset Sij defined in the General LSD method satisfies the following con- 
dition: if a node i in the graph is represented as & d digit number in base b by 
l&alt then a node j is represented either by x + iolf or by any number 
where a is the rightmost nonzero digit, Izf is a sequence of arbitrary digits, 0 
is a sequence of zeroes, a' > a and ^ is an arbitrary sequence of digits of the 
same length as 0 . Note that the number of trailing zeroes in the representation 
of a node i determines how special it is. A node j of a defined subset Si^j can 
be any number from i -|- 1 to the first node which is even more special than i 
(including both nodes at the end). 

As we enlarge a parameter d, the number of labels a receiver stores in the 
General LSD method decreases. Finally it becomes O (log^’’"'^ N), where e is an 
arbitrary positive number. 

4.4 Modification of the General LSD Method 

The Master Key technique can also be applied to the General LSD method as 
well as the SD and Basic LSD methods. We omit the detailed modification of the 
General LSD method since the difference between the Basic and General LSD 
methods is only the condition of defined subsets: the way to apply the Master 
Key technique is the same. 

We want to know how many labels a receiver must store can be eliminated in 
this modification. For any internal node i, a subset Sij such that j = i + 1 (i. e. 
j is a child of i) satisfies the condition in the General LSD method. Similar to 
the Basic LSD method, a receiver must store log N labels corresponding to such 
special subsets. These special labels and a label LABELi^^ are combined using 
the Master Key technique, hence our method eliminates log N labels a receiver 
stores from O (log^^*^N) labels. Since e can be an arbitrary positive number, 
this reduction can be very significant. 

5 Approach Based on Trapdoor One-Way Permntations 

Nojima et al. [14] introduced a concept to reduce the number of keys a receiver 
stores in the Gomplete Subtree method [12] to one using two trapdoor one-way 
permutations Fl and Fn with identical domains. Using a node key NKi for 
a node i, node keys NK^ci^i) and NKjic(i) for child nodes of i are generated 
as NKkc(t) = (NKi) and NKnc(z) = (NK,), respectively, where F^^ 

and FE^ are inverse permutations of the public permutations Fl and Fr, respec- 
tively, and which are known only to TG. After choosing an element randomly 
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from the domain and setting it as a node key NK\ for the root, TC generates 
all node keys from the root to the leaves using and F^"^ . Then TC gives a 
receiver Um a node key corresponding to a leaf to which Um is assigned, so that 
Urn can derive any node key for a node on pathm from its node key using the 
public permutations F^ and Fr. 

The concept is based on the fact that if a node i is an ancestor of a node j, 
a leaf of a subtree rooted at j is also a leaf of a subtree rooted at i. In the SD 
method, we observe that if a node i is a parent of two nodes j and k, and j is also 
a parent of another node n, then a receiver which belongs to a subset Sj^n also 
belongs to a subset Si^k- Moreover, from the observation noted in Section 2.2 
we can say that labels LABEL j n and LABELij^ for these subsets are directly 
given to receivers by TC, and not derived from another label by a receiver. These 
observations enable us to apply the concept by Nojima et al. to the SD method 
in order to reduce the number of labels a receiver stores as follows. 

TC publishes two trapdoor one-way permutations F^ and Fn with identical 
domains, keeping their inverse permutations F£^ and F^^ secret. TC chooses an 
element S randomly from the domains, sets an intermediate label for a sub- 
set S'i ,0 as /Ti .0 = S, then generates intermediate labels for special subsets SSi^2 
and SSi _3 as IL 12 = F£^ (ILi^^) and /Ti ,3 = F^^ respectively. TC re- 

peats invocations of the secret permutations in order to generate intermediate 
labels for special subsets SSi^LC{i) and SSi^RC(i) as ILi^RC{i) = 
and IL^RC(i) = respectively, until it generates all intermedi- 

ate labels ILij such that i is a parent of j. TC gives a receiver Um assigned to a 
leaf j an intermediate label ILp(^j-^^g(^jy This enables Um to derive any interme- 
diate label for a special subset to which it belongs using the public permutations 
Fp and Fr. Note that a label LABELij for a special subset SSij is derived 
from an intermediate label ILi j as LABELi j = H (ILi j) using the same hash 
function as in Section 2.2. 

In Sections 4.2 and 4.4 we observed that a receiver in the Basic and Gen- 
eral LSD methods stores logiV special labels, just as in the SD method. This 
means that the construction described above can also be applied to the Basic 
and General LSD methods. Similar to the modifications using the Master Key 
technique presented in Sections 2 and 4, the modification based on trapdoor 
one-way permutations reduces log N labels from a receiver’s storage in the SD 
and LSD methods. 

Note that the permutations Fp and Fr need to satisfy various conditions. 
For example, the probability that F£^ {Fr^ (a;)) = Fp^ {Fp^ (x)) should be 
negligible for any intermediate label x. The strict conditions for the Fp and Fr, 
or the concrete permutations which are useful to construct a secure broadcast 
encryption scheme are currently not known. 

6 Summary 

In this paper we have proposed modifications of the SD, Basic LSD and General 
LSD methods. Using the Master Key technique, our methods reduce the number 
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of labels a receiver must store in a secure manner by log N while maintaining 
their communication complexity, in exchange for an increase in the computa- 
tional overhead. We have also applied another concept based on trapdoor one- 
way permutations to the SD and LSD methods in order to reduce the number of 
labels a receiver stores by log N. Consequently, we have given another trade-off 
in the requirements of broadcast encryption methods. 
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Abstract. This paper describes a novel three-dimensional (3D) face 
recognition method when the head pose varies severely. Given an un- 
known 3D face, we extract several invariant facial features based on 
the facial geometry. We perform a Error Compensated Singular Value 
Decomposition (EC-SVD) for 3D face recognition. The novelty of the 
proposed EC-SVD procedure lies in compensating for the error for each 
rotation axis accurately. When the pose of a face is estimated, we pro- 
pose a novel two-stage 3D face recognition algorithm. We first select face 
candidates based on the 3D-based nearest neighbor classifier and then 
the depth-based template matching is performed for final recognition. 
From the experimental results, less than a 0.2 degree error in average 
has been achieved for the 3D head pose estimation and all faces are 
correctly matched based on our proposed method. 



1 Introduction 

Face recognition technologies have made great progress using 2D images for the 
past few decades. They played an important role in many applications such as 
identification, crowd surveillance and access control [1,2]. Although they show 
reasonable performance under varying inner and outer environments such as 
the face expression and illumination change, it still remained as an unsolved 
problem when the position or pose of a face is severely varied. In other words, 
it is difficult to recognize a face when the face pose is not frontal. In 2D face 
recognition, we already know that approximately 20 percent of the recognition 
rate has been degraded when the head position is deviated from 10-15 percent 
off the frontal orientation, thus it cannot be utilized for the face recognition 
system. Therefore, the head pose estimation is an inevitable step for the pose 
invariant face recognition system which cannot be effectively achieved in a 2D 
domain. 

Many approaches have been reported about the head pose estimation based 
on 2D images and video sequences [3,4, 5, 6] . Most of them exploited facial features 
to estimate the head pose, but they showed poor performances for pose invariant 
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face recognition systems. In recent years, more attention has been focused on 
3D head pose estimation for face recognition based on a 3D face model. Few 
approaches have been done regarding 3D head pose estimation. Q. Chen et al. 
[7,8] used the skin and hair regions of a face which are extracted with color 
information. They detected facial features in those regions to estimate the 3D 
head pose. However, this method is sensitive to the change of hairstyle and 
illumination variations due to color information. K. Hattori et al. [9] proposed 
a method to estimate the pose of a 3D face using the symmetry plane based 
on range and intensity images. However, the error increases when the head pose 
variation is over 20 degrees for each rotation axis. 

In the field of face recognition, 3D face recognition has attracted the attention 
of many researchers. In the 3D domain, many researchers have treated 3D face 
recognition problems using differential geometry tools of computing curvatures 
[10,11,12]. S. Lao et al. [13] used stereo images and performed 3D face recogni- 
tion by calculating the mean differences in depth between corresponding data 
points in the test 3D model and all the models in the database. However, 3D 
range images recently have gained much attention in the face recognition field 
due to some advantages over the grey level and color images. For example, the 
explicit representation of the 3D shape is invariant under the change of color 
or reflectance properties [12]. Unfortunately, few researchers have focused on 
the 3D facial range images. C.S. Chua et al. [14] used 3D range images for face 
recognition using point signature and explored a technique dealing with different 
facial expressions. H.T. Tanaka et al. [11] treated the face surface as a 3D rigid 
free-form surface. However, these approaches regarding 3D face recognition have 
not taken into considerations for compensating the 3D head pose estimation. 
Therefore, it is essential to have an accurate 3D head pose estimation for face 
recognition and also an efficient normalization process of input data which is 
required for 3D pose variations. 

In this paper, we concentrate on the accurate 3D head pose estimation algo- 
rithm using the extracted facial feature points and perform the pose invariant 
face recognition. Figure 1 briefly presents the whole process to build facial feature 
extraction, perform the 3D head pose estimation, and accomplish face recogni- 
tion. It is important to explore the capability of 3D face recognition based on 
3D techniques. Therefore, we explored based on a 3D input image and 3D face 
database for 3D face recognition. First, the 3D facial feature extraction tech- 
nique using the facial geometry is described in this paper. We automatically 
extract maximum and minimum curvature points which are denoted by convex 
and concave points, and a Nose Peak Point (NPP). To estimate the initial head 
pose and more accurate head pose of an input image, we propose the Error Com- 
pensated SVD algorithm which first minimizes the least square error and then 
compensates for the head pose error in the established 3D normalized space. We 
compare the facial feature points of the 3D input face with the 3D average head 
in the database to estimate the head pose. We perform an accurate pose refine- 
ment procedure for each axis with the acquired angles from the SVD method. 
It recovers the error angle for the accurate head pose in the 3D normalized face 




3D Face Recognition under Pose Varying Environments 



335 




Fig. 1. The block diagram of the proposed method 



space and enables robust face recognition. In addition, we present a 3D-based 
nearest neighbor classifier to select face candidates in the database based on ex- 
tracted feature points. The distances between the selected features such as the 
eyebrow center point, the minimum point of nose ridge, and a NPP are pose in- 
variant measurements. The proposed algorithm selects N similar face candidates 
from the database. This procedure decreases the computation time for 3D head 
pose estimation and efficiently performs depth-based template matching with 
regard to selected 3D face candidates. 

The remainder of this paper is organized as follows: Section 2 describes the 
extraction of 3D facial feature points using geometrical characteristics of 3D 
face and explains 3D normalized face space for pose estimation and recognition. 
Section 3 introduces a 3D head pose estimation procedure based on the pro- 
posed EC-SVD (Error Compensated SVD) in detail. In Sec. 4, face recognition 
algorithm based on 3D-based nearest neighbor classifier and 3D template corre- 
lation matching are described. In Sec. 5, test performance is analyzed to explain 
the efficiency of the proposed algorithm. Finally, Sec. 6 concludes by suggesting 
future directions in which the method can be extended. 

2 3D Facial Feature Extraction 

2.1 3D Laser Scanned Face Data 

Although many algorithms have been developed for 2D images, approaches using 
3D face data have been increased to overcome the shortcomings of 2D images, 
and 3D input devices are getting more popular [15]. The face database consists 
of highly realistic 3D laser-scans of individual heads with both shape and texture 
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data. We have available a model of a person’s head with 3D vertex points and 
texture image data. The input to the system will be 3D range image and texture 
data. For each face, a sequence of poses from -90 degrees to -1-90 degrees for each 
X, Y, and Z axis can be generated. The 3D average face which is computed over 
all the vertex points of faces in the database is constructed. 



2.2 3D Face Space and Normalization Representation 

For 3D face recognition, normalization of input data is especially required for 
the estimation of 3D head poses and face recognition. Generally, 3D face input 
data is accompanied by complex 3D rotations for each X, Y, and Z axis. In our 
experiments, we use a 3D range data as an input for 3D head pose estimation, 
and it will be used for the face recognition task as well. Our 3D face data 
in the database include approximately 70,000 ~ 200,000 vertex points for each 
person and corresponding texture image. However, geometrical coordinates of 
the vertex points of each person are in a wide and different range (variation up 
to 100,000 for each axis). It takes a great computational effort to calculate them 
and different scales exist on each face. 

Thus, we normalize the face data to make all the 3D face on the same ob- 
ject/face space. Different scale factors may occur when we acquire input data, so 
they should be fixed into a normalized face space through this 3D face normaliza- 
tion step. We define a 3D face space that normalizes the face representation for 
head pose estimation and face recognition. Given a 3D face F, which is defined 
by a point set of Gartesian coordinates, we consider the range of coordinates 
on the X, Y and Z axis being infinite. However, we normalize these input data 
to a defined range for each axis, which we denote as 3D normalized face space. 
Figure 2 shows the example of a 3D normalized face space that we have estab- 
lished. All the faces that we consider are in this normalized face space and are 



y 




Fig. 2. 3D normalized face space 



proportionally located based on the original face data in the limited range of 
[—Xn,Xn], [—yn,yn], [0, 2 :n] for the X, Y, and Z axis, respectively. We especially 
locate the NPP as a fixed point on the Z axis, which makes a reliable and efficient 
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task to estimate head poses. It will be discussed more in detail in Sec. 3. We first 
normalize 3D faces with depth information (Z value) and then proportionally 
adjust the X and Y range. We acquire the limited range for each axis as follows: 



F{x^,yi,Zi) = 



F — F F — F F — F 

F _F _F jp _ jp 

^max ^min Ymax ymin ^max ^mii 



-xz„ 



, ( 1 ) 



where F {F^^Fyi Fz) is an input data point. 



2.3 Extracting 3D Facial Feature Points 

The availability of 3D data can help to reduce the influence of the viewpoint 
through the use of viewpoint invariant geometrical features. We extract facial 
feature points using 3D geometric information, especially depth information to 
find the key features such as the nose peak point (NPP) . The Euclidean distance 
(radius) of the NPP is maximal from the Y axis among the vertex points of the 
3D face. We can vertically and almost symmetrically divide the face using the 
YZ plane which includes the NPP and Y axis, and obtains the face dividing 
line/curvature. On the face center curve, we use curvature characteristics to 
extract facial feature points, which are convex and concave points except for the 
nose peak point. We automatically extract six points which are a center point 
between the left and right eyebrows, a minimum point of the nose ridge, the 
nose peak point, the upper lip, the mouth center point, and the lower lip point 
as shown in Fig. 3. We assume that the face expression does not change and 
consider only a neutral face. 



t # # # 



(a) (b) (c) (d) 

Fig. 3. 3D facial feature extraction(frontal). (a)Volker (b)Barbara (c)Isabelle 
(d)Thomas 



3 3D Head Pose Estimation 

In most problems of face recognition, the face is considered as a frontal and 
the effect of head rotations are ignored. Though 3D head pose estimation and 
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normalization in 3D space are important, they have not been considered in the 
previous research on 3D face recognition [11,14,16,17]. It is obvious that accurate 
head pose estimation not only enables robust face recognition but also critically 
determines the performance of the face recognition system. 

In this section, we apply a 3D head pose estimation algorithm which uses 
3D facial features. We make up of 3D feature point vectors and use them for 
calculating the initial head pose of the input face based on the Singular Value 
Decomposition (SVD) method [18,19]. The SVD method uses a 3D-to-3D feature 
point correspondence matching scheme to estimate the rotation angle relative to 
the average frontal 3D face in the database with respect to minimize the error 
of all extracted facial feature points [20,21]. Although the error is minimized by 
the SVD method, it still has some errors which may cause serious problems in 
face recognition. To achieve reliable face recognition results, these errors must 
be reduced as much as possible. 

We propose an Error Compensated SVD (EC-SVD) to compensate for the 
rest of the errors which were not yet recovered from the SVD method. The pro- 
posed EC-SVD procedure compensates for the error rotation angles for each axis 
after acquisition of the initial head pose from the SVD method. It geometrically 
fits the feature points in the 3D normalized face space using an error rotation 
matrix for each axis. In this method, we build a complete rotation matrix R 
which consists of six rotation matrices for each axis. They are three rotation 
matrices from three SVD methods and three error rotation matrices for each 
axis. We compensate for the error rotation matrix in the order of the X, Y, and 
Z axis, and this is the reverse order of the forward rotation of an input image. 
We independently calculate the error rotation matrix for the X and Y axis us- 
ing the geometrical location of the NPP in the 3D normalized face space, and 
finally calculate the error angle between a face normal vector which is made up 
of extracted facial features and the Y axis to compensate for the error angle of 
the Z axis. 

3.1 Error Compensated SVD 

Although the SVD method finds the rotation matrix based on the least-squares 
approach, we empirically know that there still exist some errors which often 
cause serious problems in face recognition. The estimated angles for each X, 
Y, and Z axis from the SVD method become unacceptable when a large pose 
variation occurs for a certain axis or the extracted 3D facial features are not 
located on the face center line/curve, which means that the 3D input face is not 
symmetric. These errors may produce a face recognition rate which is severely 
low. Thus, we cannot classify the faces efficiently even if we adopt a powerful 
face recognition algorithm when a head pose of the face is not exact. We need 
to compensate for the error in each axis and compensate the error angle which 
has not been recovered from the SVD method. 

In the proposed EC-SVD algorithm, we independently refine/compensate for 
this error rotation matrix for each axis in order to obtain the complete rotation 
matrix with the aid of the SVD method. Figure 4 illustrates the proposed 3D 
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EC-SVD procedure. The proposed algorithm first infers the initial head pose by 
using the SVD method. Then, we establish a complete rotation matrix with an 
assumption that there still exist some errors to compensate for as, 

R = RxRyRz = RsYBxRexRsYDYReYRsYDzR-ez^ (2) 

where i? is a 3 x 3 complete rotation matrix, i?x = Rsyo-kRox^ Ry = RsyByRby 
and i?z = .RsvDz Rbz ■ RsyUx i RsyBy 1 RsyBz &re rotation matrices obtained 
from SVD method for the X, Y, and Z axis, respectively. Rg^, Rby^Rsz error 
rotation matrices that must be compensated for each axis. 



y 




Fig. 4. Error Compensated SVD procedure 



Utilizing a R complete rotation matrix , we can write a rigid transformation 
as follows: 



f'i = Rfi + t = RxRyRz fi + t = RsYDxRexRsYDYReYRsYDzRSzfi + (3) 

where and fi are feature vectors before and after rotation. 

As the translation vector can be easily obtained after finding a complete ro- 
tation matrix and we found i?svDx: ^SVDy: and i?svDz for X, Y, and Z axis re- 
spectively, the purpose of the proposed EC-SVD is to evaluate i R^y ^ and Rg^ 
using the geometry of the 3D normalized face space and a facial feature point. 
Since we know that the inverse of the complete rotation matrix must be an in- 
put rotated face of frontal view, we use the inverse transform of the complete 
rotation matrix as follows: 



3—1 D— 1 D— 



3-1 



-1 D -1 






Pi — R ^Pi — Rz^Ry^Rx^Pi — -^SVDz-^ez^'^SVDY-^eY^-^SVDx-^Sx^Pi’ 



where pi = fi - f and p[ = f- - f. 



(4) 
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From Eq. 4, we can utilize the rotation matrix R~^ to rotate input feature 
vectors to the frontal view. That is, we compensate for the error rotation matrix 
using the geometry of the 3D normalized face space in the order of each X, Y, 
and Z axis. We now describe the proposed EC-SVD procedure for each axis in 
detail. 



Estimation of the Error After rotating the estimated angle obtained from 
the SVD method about the X axis, we denote the angle as ^svd,., the error 9x 
is supposed to be computed for compensating for the existing error. In order to 
estimate 9x in the X axis, we exploit the X axis rotation matrix for evaluation. 
The key feature point that we use for input is the NPP because all the NPPs 
of the 3D face model and the input are normalized to the fixed point p(0,0,z) 
when the face is frontal. In this paper, we use 100 as the z value. If the NPP 
of an input face, denoted by n{x,y,z), is rotated fully backward around the X 
axis, it must be on the XZ plane and the coordinate of the NPP must b, is 
rotated fully backward around the X axis, it must be on the XZ plane and the 
coordinate of the NPP must be p'{x,0,z). We can move the point n{x,y,z) to 
the point p'(x,0,z) by rotating angle ^svDx and then compensate for the error 
angle, 0a;. We can estimate 9x from the following equation: 



P — ~ ■ 



(5) 



For the rotation matrix, an inverse matrix can be easily acquired by transposing 
the X axis rotation matrix as follows: 



i?x = , where i?x 



1 0 0 
0 cos 9x sin 9x 
0 — sin 9x cos 9x 



(6) 
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Using the Eq. 6, we can solve the equation 
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where z' yf 0. Therefore, 



9x = arctan 



f V cos 0svDx - sin 0svDx \ 
V y sin 0svD„ + 2 cos 0svD„ ) 



(7) 



(8) 



(9) 



Estimation of the Error 6y. When the error 9x has been refined, the same 
refinement procedure is applied to estimate the error 9y. As we have rotated 
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the input features OsvUy inversely, we have to rotate the input data around 
the Y axis for 0j,inversely as well. Then the rotated point of p'{x,0,z') can be 
determined which is almost on the XZ plane. We exploit this point p'{x, 0, z') 
for refining the error 9y. We can now estimate 9y as follows: 



p — Ry^p' — ^ey^sYByP' ’ 



(10) 



[01 
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— 



cos 9svDy 0 - sin 9svDy 
0 1 0 
sin9svDy 0 cos9svDy 



cos 9y 0 — sin 9y 
0 1 0 
sin0y 0 cos 9y 





X 




0 




/ 




z 



9y = arctan , . 

\a;smt^sy£) 



X cos 9svDy - z' sin 9svDy 
z' cos 9svDy 



( 11 ) 

(12) 



Estimation of the Error 9z. When the X and Y axis rotation are refined, 
we finally estimate the error 9z However, we cannot use the point NPP, since it 
is not affected by the Z axis rotation. We utilize a face vector ^ (a, b, c) which 
is a vertical vector connected from the minimum point of the nose ridge to the 
center point of the left and right eyebrow. These two features are located on the 
XY plane. In other words, they have almost the same depth information. Thus, 
we can easily estimate the error 9z by matching the face normal vector with the 
Y axis. We write a normalized face vector as 



F' = 



\/a2+62+c2 ’ ’ y/ -\-c^ 



\/a2+62+c2 ’ \/a2_|_52_|_(o2 



,0 



(13) 



where c « 0. The error angle 9z must be rotated as to match the with 
the Y axis and we use the Z axis rotation matrix to calculate 9^. If we denote 
^(/x, /y, 0) as a normalized face vector, then 



fx 




cos 9z — sin 9z 0 




'O' 




— sin 9z 


fy 


= 


sin 9z cos 9z 0 




1 


= 


cos 9z 


0 




0 0 1 




0 




0 



(14) 



fx = 



+ b'^ + 



= — sm ( 



9, = arcsin 



(15) 



(16) 



. , 

As a result, the final estimated 3D head pose is obtained when we inversely 
rotate the error angle 9z- 



4 3D Face Recognition 

In this section, we present a two-stage method of 3D face recognition algorithm. 
For the first step, we utilize a 3D-based nearest neighbor classifier for selecting N 
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similar face candidates. The objective of this method is to reduce computational 
time for template matching by selecting most similar faces in the database. 

With selected face candidates, the final recognition stage based on a depth- 
based template matching is performed. As we have shown in Fig. 1, we simulta- 
neously perform face recognition steps with the 3D head pose estimation. 



4.1 3D-Based Nearest Neighbor Classifier 

At present, we need a large computational time if we estimate the head pose 
and match the input data with all the faces in the database simultaneously. It 
is a critical problem to reduce the computational time when the size of the face 
database becomes larger. Therefore, efficiently selecting face candidates in the 
database must be an crucial part for 3D face recognition. 

In this paper, to select face candidates, we adopt a 3D-based nearest neighbor 
classifier which utilizes some of the extracted facial feature points to calculate 
the feature distances. As we mentioned in Sec. 2, the value of feature distance 
of the input head are pose invariant because the extracted feature points are 
invariant. We exploit them to acquire N face candidates in the database which 
must be within the limited range that we have defined. We perform both a 
template matching stage and a 3D head pose estimation based on the proposed 
EC-SVD with only those N face candidates. 

Three features that we select for calculating the distances are an NPP, the 
center point of the left and right eyebrow, and a minimum point of the nose 
ridge. The Euclidean distance of the selected feature points is computed as 



D{.f) 





2 




y h-h 


+ 


/2 - /s 



(17) 



where /i ,/2 and indicate the center point of the left and right eyebrow, the 
minimum point of the nose ridge, and the nose peak point, respectively. 

We determine those N face candidates as most similar or a similar config- 
uration to the input face. Therefore, we choose them if the distance measure 
satisfies the following condition: 



0 < D{f) < S, (18) 

where <5 is a threshold value for selecting face candidates. With selected face 
candidates, we then go to the next step for the final recognition stage. 



4.2 Depth-Based Template Matching 

After selecting N face candidates based on the 3D-based nearest neighbor clas- 
sifier, we perform the depth-based template matching for final face recognition 
as shown Fig. 5. The depth-based template matching is applied to compare 
face candidates in the database which are passed from the previous step with 
the input face data. At this stage, we already know the pose of an input head 
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Fig. 5. Depth-based template matching 



and rotate the face candidates based on the angle acquired from the proposed 
EC-SVD method. 

We can measure the difference between them by calculating the sum of 
squared distance (SSD) in depth between data points of an input data and 
all the face candidates. We take into considerations of data points which are in 
the correspondence, which are a pair of nearest data points in the 3D normalized 
face space. Depth-based template matching is done by following procedure: 

1. Both the input face data and the face candidates are expressed in the 3D 
normalized face space. 

2. Divide the matching area into m x n of the XY plane. 

3. For each 3D data point of the input data, find the nearest data points in the 
face candidates. 

4. Calculate the sum of squared distance(SSD) in depth between all the face 
candidates and the input data. 

5. Choose the face candidate with which of the smallest distance in depth as 
the final answer. 

5 Experimental Results 

We test the proposed EC-SVD and two-step 3D face recognition based on en- 
rolled 3D faces for database against the pose varying environments. As mentioned 
in Sec. 2, we adopt a 3D face range image as an input. We use the laser scanned 
3D heads of 14 people for database which are 5 downloaded faces from the Max 
Planck Institute (MPI) and 9 face data of our own. 
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To evaluate the proposed EC-SVD algorithm, we automatically extract six 
facial feature points which are a center point of two eyebrows, a nose ridge 
point, a nose peak point, an upper lip point, a mouth center point and a lower 
lip point. Figure 6 shows 2D rendered images of the selected facial feature points 
of frontal, left 15 and 30 degrees, and right 15 and 30 degrees. For 3D head pose 

f 



Fig. 6. 3D facial feature extraction on various head poses:(a)-30 degree, (b)-15 degree, 
(c) frontal, (d) 15 degree, (e)30 degree 




estimation, we synthesize various poses for each head model. We use them to 
compare the SVD method with the proposed EC-SVD algorithm. In order to 
estimate the head pose of an input data, we test 3D face input data on various 
rotation angles. We generate various head poses in 15-degree steps for the Y, 
Z axis and 10-degree step for the X axis, and obtain 23 different head poses. 
We examine 3D input faces and compare them with the average face in the 
database to acquire an initial head pose based on the SVD method. In addition, 
the proposed EC-SVD algorithm estimates the head pose in each X, Y, and Z 
rotation axis by compensating for the error angle. 

Table 1 shows our test result by comparing the SVD and EC-SVD based on 
the Mean Absolute Error (MAE) in degree. It also includes the number of face 



Table 1. Mean Absolute Error for test faces (in degree) and selecting face candidates 
based on the 3D-based nearest neighbor classifier. 



Test Images 


MAE using SVD 


MAE using EC-SVD 


Number of Face Candidates 


Volker 


0.442 


0.033 


7 


Barbara 


1.424 


0.000 


6 


Isabelle 


0.218 


0.003 


2 


Thomas 


0.206 


0.009 


3 



candidates that we select. We can confirm that the EC-SVD algorithm provides 
an accurate head pose for a wide range of head poses. The error angle is almost 
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perfectly compensated for any head poses when we normalize the NPP to the 
fixed point on the Z axis. Less than a 2 degree error is resulted from our test 
results for Z axis and we almost perfectly reconstruct for the X and Y axis, 
respectively. The proposed EC-SVD algorithm recovers the error angle caused 
from the SVD method very well, and it can be efficiently applied to pose invariant 
face recognition. 

For 3D face recognition, we test the proposed 3D-based nearest neighbor clas- 
sifier for selecting face candidates. The Euclidean distance of the input feature 
is first calculated and then compared with those of 3D faces in the database. We 
select some face candidates which are within the threshold(<5 = 5). Among them, 
we have the Euclidean distance of the matching face in the database with the 
minimum value, at most 6x10“®. The number of face candidates highly depends 
on the threshold of the feature distance. As presented in table 1, the proposed 
3D-based nearest neighbor classifier adaptively selects the face candidates for 
the purpose of reducing computation time for depth-based template matching. 

To identify an input face, we test our method with 14 persons’ head for var- 
ious head poses. We perform the depth-based template matching for N selected 
face candidates and final matching results are indicated in table 2. As we can 
see from the table 2, the SSD of matched face is the minimum value among the 
face candidates, which explains correct matching for recognition. 



Table 2. Face recognition based on the depth-based tenplate matching. (Note: 
denotes exclusion as a face candidate.) 



Test 

Images 


Face Candidates 


Average 


Volker 


Thomas 


Barbara 


Isabelle 


Charlie 


Julian 


Volker 


1.47232 


0.00577 


3.98343 


4.06863 


• 


• 


4.88611 


Thomas 


• 


3.98343 


0.00078 


3.58796 


• 


• 


• 


Barbara 


• 


4.06864 


3.58796 


0.00065 


4.93118 


4.15420 


• 


Isabelle 


• 


• 


• 


4.93118 


0.00170 


• 


• 



Since we have accurate pose estimation results, depth-based template match- 
ing becomes effective for recognition. Almost all the input faces are recognized 
correctly in a first or a second face when the face candidates are sorted by the 
similar configuration. However, we still have a small database that we have a 
limit to test our face recognition algorithm. We can evaluate the depth-based 
template matching in the order of similarity for final recognition with more 3D 
faces in near future. 



6 Conclusions 

In this paper, we proposed the robust 3D face recognition method under pose 
varying environments. We extracted several geometrical 3D facial feature points 
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that lie on the face center line such as the nose peak point, the mouth center, 
and concave and convex points. In order to cope with the effect of pose varying 
conditions, we proposed the EC-SVD for the 3D head pose estimation using ex- 
tracted facial feature points. These feature points also can be utilized in the face 
recognition step as a method of 3D-based nearest neighbor classifier for select- 
ing face candidates. This procedure is a crucial step, since we can confirm that 
computational time for the 3D template correlation matching can be reduced by 
selecting only few face candidates from the database. For final face recognition, 
we exploited the depth-based template matching. 

Based on the experimental results, we obtained accurate 3D head pose esti- 
mation results based on the proposed EC-SVD procedure. In addition, our 3D 
facial feature extraction is automatically performed and assures that geometri- 
cally extracted feature points are efficient to estimate the head pose. From the 
viewpoint of pose invariant face recognition, the final estimation errors of the 
3D head pose determination in our proposed method were less than a 0.2 degree 
in average. In addition, we obtained correctly matching results based on the 
depth-based template matching for final recognition. 

At present, we have 14 faces for database for pose invariant face recognition 
we need more 3D faces for the database. Therefore, for future research, we 
investigate for the robust face recognition algorithm with more 3D faces in order 
to achieve accurate face recognition and also consider illumination invariant 
face recognition in 3D space. 
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Abstract. Recent deployments of biometrics application systems have revealed 
various limitations of the person authentication technology based on a single 
biometric feature. This paper empirically studies a multi-mode system by 
integrating face and fingerprint recognition to overcome the limitations of 
individual single-mode biometric systems and to achieve an increase in 
performance. This also proposes a framework of the performance evaluation of 
multiple biometric systems. The multi-mode system has been tested and 
evaluated by fusion of confidence levels in scenario and operational tests. The 
results of this research on combining two biometric modalities demonstrate a 
considerable amount of improvement in EER (Equal Error Rate) and ROC 
(Receiver Operating Characteristic) curves than single-mode biometric systems. 



1 Introduction 

As the development in technological cultures of human society, biometrics has been 
considered as a promising technology for person identification and verification, and 
In general, the requirements for biometrics as a person identification technology are 
universality, uniqueness, permanence, and collectability [1-4][11-12]. However, it has 
been acknowledged that most of the single-mode biometric systems have their own 
limitations. Hence, it cannot be said that one person identification technology based 
on a certain biometric mode is better than another of a different biometric mode 
because each biometric technology has its own strength and weakness depending on 
user habits and environmental factors as shown in table 1. 

The purpose of this research is to demonstrate the feasibility of improving the 
performance and availability of biometric technology by integrating face and 
fingerprint recognition. 

In this research, a multi-mode system has been implemented using a fingerprint 
reader and a web camera, and tested and evaluated by fusing the confidence levels 
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produced from individual recognition systems. The performance of the multi-mode 
system is represented by EER (Equal Error Rate) and ROC (Receiver Operating 
Characteristic) curves compared with those of the single-mode biometric system. 

The next section introduces multiple biometric technologies and its performance 
evaluation model. And, the following section describes the experimental procedures 
and summarizes the results. The last section concludes the work by proposing further 
studies. 



Table 1. Limitations of single-mode biometric systems [2] 



Mode 


Limitation 


Fingerprint 


3% of fingerprint are unacceptable 


Face 


Lighting, Background, Make-up 


Voice 


Easily variable in body condition 


Iris & Retina 


Focusing 


Signature 


Language (Alphabet) 



2 Multiple Biometric Systems 

In general, multiple biometric systems provide either higher security or better 
convenience, but not both at the same time. Higher security can be reached by 
requiring that all of the individual single-mode biometric authentication processes 
must be passed, which may decrease the user convenience by raising ERR. To the 
contrary, better convenience can be achieved by requiring that one or some of the 
individual single-mode biometric authentication processes must be passed, which may 
decrease the security level by raising EAR. 

Figure 1 introduces the five different schemes in multiple biometric systems 
proposed by Prabhkar and Jain [5-7]. This research focuses on the scheme of the 
multi-mode system based on the face and the fingerprint recognition. This is the 
scheme among the multiple biometric systems which is able to increase the system 
availability by adopting different biometric modes. The multi-mode system 
implemented in this research integrates a commercial face recognition system with a 
fingerprint recognition system developed by the authors. 

As depicted in figure 2, there are three levels of fusion in combining a multiple 
biometric system; (a) fusion at the feature extraction level, where features extracted 
using multi sensors are concatenated, (b) fusion at the confidence level, where 
matching scores produced by multiple matchers are combined, and (c) fusion at the 
abstract level, where the accept/reject decisions of multiple systems are consolidated 
[ 6 ]. 

AND or OR rules are the typical methods of the fusion in the abstract level. 
Although they are simple and improve either user convenience or security level, they 
are expected to elevate the overall error rate - the sum of FAR and ERR. For the 
confidence level, however, either the Bayesian updating rule or the weighted sum can 
be employed to improve the overall error rate. 
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Fig 1. Classification of multiple biometric systems [5] 
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Fig 2. Various levels of fusion for multiple biometric systems [6] 

In this study, the weighted sum as defined in equation (1) is applied to combine the 
individual confidence levels, 5 ^, 5 ^ , produced by the fingerprint and the face 

recognition systems, respectively into a merged confidence, 5 ^ . p denotes the 
weighting factor. 
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Sm = P-Sfi + (^- P)-Sf^ (0<p<l) (1) 

The components in performance evaluation of multiple biometric systems are 
evaluation mode, evaluation target, evaluation method, and database, and its process 
consists of five steps as shown in figure 3, determination of evaluation mode and 
target, selection of evaluation method and indices, construction of database, 
evaluation, and presentation of results [8-10]. In our framework of evaluating the 
performance of a multi-mode system, the evaluation target is a face-fingerprint 
combined multi-mode system, the evaluation method is the weighted sum of 
confidence levels, and the evaluation index is the EER in the combined score obtained 
by the weighted sum. Upon the determination of the evaluation target and the method, 
a database of fingerprint and face images is constructed using the multi-mode system 
under evaluation. 



Multiple Systems T>>pe 



Multiple Systems Design 
(Select Uiornelric Jteader) 



Fonnatioii of 
Evaluation Emironmont 
Sl Database 




Evaluation 

(Select Decision Level) 






Report of Result 



Multi-mode System 



Fingerprint Reader 
■ Face Reader 



4 _ 1 - 




Fig. 3. Process of performance evaluation 
of multiple biometric systems 



Fig. 4. Process of performance evaluation 
of a face-fingerprint combined multi-mode 
systems 



3 Experimental Results 

The multi-mode system under evaluation consists of a commercial face recognition 
system and a fingerprint recognition system developed by the authors as show in 
figure 5. For the face recognition system, a cheap web-camera is used, while a 
sweeping-type thermal sensor is used for the fingerprint recognition system. The 
fingerprint recognition system uses a minutiae-based fingerprint matching algorithm 
based on type and angle information. It consists of three stages, alignment stage, 
matching stage, and scoring stage[ll]. The first experiment is a scenario test, where 
the multi-mode biometric system is placed in a controlled office environment and the 
test population consists of only experienced people. The second experiment, however. 
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is an operational test, where the system is placed in an uncontrolled indoor 
environment and the test population consists of unexperienced people. They are 
summarized and compared in table 2. 

Each test has been operated for several months while recording the matching scores 
from both the face and the fingerprint recognition systems. Figure 6 shows the score 
distribution of the first experiment. 




Fig 5. Multi-mode biometric system by combining fingerprint with face 



Table 2. Experiment environments of the multi-mode biometric system 





Test 1 


Test 2 


Test method 


Scenario test 


Operational test 


Test Mode 


Multi-mode biometric system ( Face + Fingerprint) 


Operating Environment 


Controlled illumination 


Ambient light 


Database 


25 Experienced Subjects 
3228 Genuine Matching 
488 Impostor Matching 


59 Unexperienced Subjects 
1810 Genuine Matching 
361 Impostor Matching 



i 



1 

0.95 

0.9 

0.95 

0.9 
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Fig 6. Distribution of scores in a scenario test and AND & OR voting areas 
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As the results of the experiments shown in figure 7, the EER of the weighted sum 
of the confidence levels in test 1 has decreased to 1.66% (when p is 0.7) compared 
to the EER of the fingerprint system, 5.49% (p=Q) and the face system’s EER 4.88% 
(p=l). Similarly in test 2, the EER of the combined score has reduced to 5.93% (when 
pis 0.6) from the fingerprint system’s EER 11.04% and the face system’s EER 
12.85%. 

Furthermore, as demonstrated by the ROC curves in figure 8, the multi-mode 
biometric system always produces lower FMR and FNMR. 




Fig 7. Change in EER according to the change of p 




Fig 8. Comparison of ROC curves 
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4 Conclusions 

In this paper, we have proposed a performance evaluation model for multiple 
biometric systems and carried out the performance testing of a multi-mode system by 
combining a fingerprint recognition system and a face recognition system. We tested 
the scenario and operational evaluation. This study tested on real environments which 
are carefully considering the outbreak situations such as lighting shortage, 
temperature changes, user habituation, and so on. The results of the experiments to 
evaluate the performance of a multi-mode biometric system demonstrates a 
considerable amount of improvement in EER and ROC curve compared to any single- 
mode biometric system. The results of this research can be utilized to improve the 
performance of multi-mode biometric system as well as to develop fusion methods. 
The future works include the evaluation of the combining three biometric systems. 
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Abstract. In the modern electronic world, the authentication of a person is an 
important task in many areas of day-to-day. Using biometrics to authenticate a 
person’s identity has several advantages over the present practices of Personal 
Identification Numbers (PINs) and passwords. To gain maximum security in 
the authentication system using biometrics, the computation of the authentica- 
tion as well as the store of the biometric pattern has to take place in the security 
tokenfe.g., smart card, USB token). However, there is an open issue of inte- 
grating biometrics into the security token because of its limited re- 
sourcesfprocessing power and memory space). In this paper, we describe our 
implementation of the USB token system having 206MHz StrongARM CPU, 
IbMBytes Flash memory, and IMBytes RAM. Then, we describe a fingerprint 
enrollment algorithm that can check false minutiae detected and true minutiae 
missed by using multiple impressions. Also, to meet the memory space specifi- 
cation and processing power of the security token in fingerprint verification al- 
gorithm, we describe a memory-efficient alignment algorithm. Based on ex- 
perimental results, we confirmed that the RAM requirement of the proposed al- 
gorithm is about 16 KBytes, and the Equal Error Rate(EER) is 1.7%. Therefore, 
our fingerprint authentication algorithm can be executed in real-time on the de- 
veloped USB token. 



1 Introduction 

In the modern electronic world, the authentication of a person is an important task in 
many areas of day-to-day life such as E-commerce and E-business. Using biometrics 
to authenticate a person’s identity has several advantages over the present practices of 
Personal Identification Numbers (PINs) and passwords [1-7]. 

In typical biometric authentication systems, the biometric patterns are often stored 
in a central database. With the central storage of the biometric pattern, there are open 
issues of misuse of the biometric pattern such as the “Big Brother” problem. To solve 
these open issues, the database can be decentralized into millions of security token 
such as smart card, USB token[8-10]. USB token is technologically identical to smart 
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cards, with the exception of the interface to the computer. The smart card requires an 
additional card reader, whereas the USB token having about the size of a house key is 
designed to interface with the universal standard bus (USB) ports found on millions 
of computers and peripheral devices. 

Most of the current implementations of USB token using biometrics have a com- 
mon characteristic that the biometric authentication process is solely accomplished 
out of the USB token. This system is called Store-on-Token because USB token is 
used only as a storage device to store the biometric pattern. For example, in a finger- 
print-based Store-on-Token, the fingerprint pattern stored in USB token needs to be 
insecurely released into a host PC to be compared with an input fingerprint pattern. 

To heighten the security level, the verification operation needs to be performed by 
in- USB token processor, not the host PC. This system is called Match-on-Token 
because the verification operation is executed on USB token. Note that standard PCs 
on which typical biometric verification systems have been executed have IGHz CPU 
and 128MBytes memory. On the contrary, the system specification of the USB token 
that we have developed is 206MHz CPU, IhMBytes Flash memory, and IMBytes 
RAM. Therefore, the typical biometric verification algorithms may not be executed 
on the USB token successfully. 

In this paper, we present a minutiae-based fingerprint authentication algorithm for 
the Match-on-Token system that can be executed in real-time on the resource- 
constrained environments. We first develop a fingerprint enrollment algorithm which 
can check false minutiae detected and true minutiae missed by using multiple im- 
presssions. Then, to meet the processing power and memory space specification of 
the USB token, we develop a memory-efficient alignment algorithm by using a data 
structure, called a multi-resolution accumulator array. Based on the experimental 
results, we confirmed that the memory requirement of the proposed algorithm is 
about IhKBytes, and the Equal Error Rate(EER) is 1.7%. 

The rest of the paper is structured as follows. Section 2 explains structural elements 
and system specification of our USB token, and Section 3 describes the enrollment 
algorithm. In Section 4, verification for USB token is explained, and the experimental 
results are given in Section 5. Einally, conclusions are given in Section 6. 



2 USB Token Authenticated by Fingerprint Recognition 

The fingerprint authentication system can divide into two phases of enrollment and 
verification, and the verification algorithm consists of three parts: Image Pre- 
Processing, Minutiae Extraction and Minutiae Matching. To assign the verification 
steps to the USB token or the host PC, we evaluate first the resource requirements of 
each step. Gil et al.[10] reported that the Pre-processing and Extraction steps cannot 
be executed on the resource-constrained environments such as USB token. Thus, we 
determined the Minutiae Matching step is executed on the USB token. Especially, the 
Minutiae Matching step is most important for the security. 

Note that the Minutiae Matching step(alignment and matching stages) to compute 
the similarity between the enrolled minutiae and the input minutiae is executed on the 
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Fig. 1. Fingerprint-based Match-on-Token 



Match-on-Token, whereas the Image Pre-Processing and Minutiae Extraction steps 
are executed on the host PC. 

Fig. 1. shows a fingerprint-based Match-on-Token system. In the off-line enroll- 
ment phase, an enrolled fingerprint image is preprocessed, and the minutiae are ex- 
tracted and stored. In the on-line verification phase, the minutiae extracted from an 
input fingerprint are transferred to the USB token. Then, the similarity between the 
enrolled minutiae and the input minutiae is examined in the USB token. 



Table 1. System Specification of the USB token 




Fig. 2. Architecture of the USB Token 



Table 1 shows the system specification of the USB token we developed. The USB 
token employs 206MHz CPU, IbMBytes Flash memory, and IMBytes RAM. The 
size of the USB token is 7cmx2cmxlcm. The reason that we adopt the powerful 
StrongARM processor[ll] is to execute many other applications in real-time such as 
speaker verification, face verification, and PKI, in addition to fingerprint verification. 
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Though there is sufficient memory space in our USB token, the RAM space available 
to the fingerprint verification is less than SOKBytes. This is because the IMBytes 
RAM memory should be used by Linux Kernel version Embedded Linux 2.4. 
(717Kbytes) and other applications. 

Fig. 2. shows the hardware architecture of the USB token. The processing core of 
The Intel SA-1110 processor includes the USB end-point interface to communicate 
between the host PC and the token. Also, the USB token employs the serial port and 
JATG interface to use in debugging. 



3 Fingerprint Enrollment for the USB Token 

As the minutiae-based fingerprint authentication systems rely on the comparison 
between two minutiae sets, a reliable minutiae extraction algorithm is critical to the 
performance of the system. 

In general, minutiae are detected from the raw image through the preprocessing and 
extraction stage. However, the extraction stage has some false minutiae detected, and 
true minutiae missed as well. Thus, performance of a fingerprint authentication sys- 
tem is influenced by three kinds of errors. In particular, if they occur during an en- 
rollment phase and are stored as enrolled template, they will degrade the overall per- 
formance significantly, i.e., the falsely detected minutiae will affect the matching 
phase continuously. Therefore, the falsely detected minutiae need to be discarded and 
the missed ones need to be compensated prior to be stored as enrolled minutiae. 




(a) False Minutiae (b) Result of the False 
Minutiae Discard Step 



Fig. 3. Discard of Falsely Extracted Minutiae. 

Fig. 3 illustrates the discard of false minutiae. In Fig. 3(a), false minutiae are 
pointed out with black arrows. They are neither an ending nor a bifurcation which 
should not have been detected. 

There are couples of reasons of these errors in the extraction stage like miss thin- 
ning or noise of fingerprint image itself. However, these can be eliminated based on 
the fact that they are temporal. A false minutia in one fingerprint image may not be 
detected from the same position in another image. Therefore, plural fingerprint im- 
ages are used on the enrollment phase in order to discard the false minutiae. Also, 
missed one can be compensated using the plural fingerprint images. 
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Fig. 4 shows the fingerprint-based authentication system using plural fingerprint 
images during enrollment. Enrolled minutiae are generated from several genuine 
fingerprint images, which can prevent false minutiae from being stored as enrolled 
minutiae and true minutiae missed. 




Fig. 4. Fingerprint-based Authentication System using Multiple Impressions. 

In our method, the first fingerprint impression acquired is set as a base fingerprint 
image, and minutiae are extracted from it. After the segmentation of the image, a 
center of foreground which will be a reference point of the polar coordinate system is 
found. The last step applied to the base fingerprint image is a transformation into the 
polar coordinate system. Once Completing the processing with the base image, N 
genuine fingerprint images are acquired. Minutiae set from each fingerprint image are 
extracted, and they are aligned with the base fingerprint image. Then, they are con- 
verted to the polar coordinate system with respect to the center of the base fingerprint 
image. 

Now, it is examined whether each minutia of the base fingerprint image is a false 
minutia and any true minutia is missed. For the examination, a similarity between the 
base minutiae set and each genuine minutiae set is computed. A minutia is regarded 
as a false minutia if it has not been mated with any minutia during N examinations. 
And, the points which have not been detected as minutiae on the base image are re- 
garded as true minutiae if they are extracted as minutiae from at least two of the 
genuine images. The flowchart of the false minutiae discard and missed minutiae 
compensation algorithm is shown in Fig. 5. 



4 Fingerprint Verification for the USB Token 

The fingerprint matching stage is composed of two phases: minutiae alignment and 
point matching. In general, the stored template and the input minutiae cannot be com- 
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pared directly because of random noise or deformations. The minutiae alignment 
phase computes the shift and rotation parameters in order to align the two finger- 
prints. Then, the point matching phase counts the overlapping minutia pairs in the 
aligned fingerprints. Typically, the minutiae alignment phase requires a lot of mem- 
ory space and execution time than the point matching phase. 



Input base fingerprint image, 1(B) 




Extract minutiae of 1(B) 
M(B)={(x;,y,,t)}, i= 


V 


Find center, C.j.= (x^,y^) 


V 


Convert minutiae to polar coordinate 
system with respect to C^, 
P(B)={(l,,p,,t)}, i = 1 L 


i 


Input genuine image, KG)^^, n=l,... ,N 


V 


Extract minutiae of 1(G) , 
M(G)„={(x,„,y,„,t,J}, i„ = 1,." ,L„ 


V 


Align M(G) to M(B), 
M(GV={(x',^,y',^,t" J}, 




Convert minutiae to polar coordinate 
system with respect to C.p, 
p(0)^={(l’,^,p',^,t' J}, =1,... ,L^ 


V 


Select valid base template comparing 
P(B) and P(G) 




Store valid base template 



Fig. 5. Flow Chart of the Enrollment Algorithm using Multiple Impressions. 



Our alignment algorithm employs an accumulator array in order to compute the 
shift and rotation parameters [12]. When the two fingerprints are from the same fin- 
gerprint. The input to the alignment phase consists of two sets of minutiae points P 
and Q extracted from fingerprint images[5]. 

We assume that the second fingerprint image can be obtained by applying a simi- 
larity transformation (rotation and translation) to the first image. The second point set 
Q is then a rotated and translated version of the set P, where points may be shifted by 
a random noise, some points may be added and some points deleted. The task of fin- 
gerprint alignment is to recover this unknown transformation. Since we do not know 
whether the two fingerprints are the same or not, we try to find the best transforma- 
tion in the sense. 

We discretize the set of all possible transformations, and the matching score is com- 
puted for each transformation. The transformation having the maximal matching 
score is believed to be the correct one. Let’s consider a transformation. 
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where 9 and (Ax, Ay) are the rotation and translation parameters, respectively. The 
space of transformation consists of (0,Ax,Ay), where each parameter is discretized 
into a finite set of values : 

6& Axg {Axj,..Ax^}, and Aye {Ayj,...Ay^}, 

where L, M and N are the allowable range of the parameters. 

Matching scores for the transformations are collected in the accumulator array A, 
where the entry A(l,m,n) counts the evidence for the transformation . For 

each pair (p,q), where p is a point in the set P and ^ is a point in the set Q, we find all 
possible transformations that map p to q. Then, is incremented the evidence for these 
transformations in the array A. 

In this straightforward implementation of the accumulator array A, the requirement 
memory size is 0(LMN). If the numbers of L, M and N are 64, 128 and 128, respec- 
tively, the memory size of accumulator array A is 1,048,576 bytes. It can not be exe- 
cuted on the Match-on-Card or Security Token. Therefore, we develop a fingerprint 
matching algorithm using a multi-resolution accumulator array as shown in Fig. 6. 




Fig. 6. Flow Chart of the Verification Algorithm using Multi-Resolution Accumulator Array 
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In the first level with the coarse resolution, considering search range and unit size, 
find the maximum bin of the accumulator array is found, that is approximate align- 
ment parameter. To obtain more exact alignment parameter using the same memory 
space, our algorithm iterates the same process with the finer resolution than the first 
level with the half search range and the half unit size around the positions found in 
the first level. Finally, in the third level with the finest resolution, quarter search range 
and quarter unit size, the exact alignment parameter is found. 

We can align two fingerprints by selecting the reference minutia pair and getting the 
difference of position and direction of the selected minutia pair. However, it is diffi- 
cult to select the reference minutiae pair because fingerprints tend to be deformed 
irregularly. Therefore, all of the possible minutia pairs of two fingerprints have to be 
considered. The corresponding minutia pairs usually have the similar difference, and 
this difference can be used as the shift and rotation parameters in order to align the 
two fingerprints. The accumulator array is used to find the difference. After comput- 
ing the difference for the minutia pair, each of the entry of array is increased. At the 
end of the accumulating processing, the array index with the maximum value is se- 
lected as the shift and rotation parameters. 

Note that the requirement of memory space of the proposed algorithm is the same at 
each level. For example. In level 3, the required memory space is 16,384B, (( 
64/2^-‘)*(128/2^"‘)*(128/2^"‘)). Also, in level 2 and 1, our algorithm uses 16,384B, 
(( 32/2"^')*(64/2'“‘)*(64/2"^‘)) and (( 16/2’“' )*(32/2‘"‘ )*(32/2'“‘ )). On the contrary, 
the memory space of the straightforward implementation requires 1,048,576B. 
Moreover, the accuracy of our fingerprint verification algorithm is similar to the typi- 
cal algorithm, because our algorithm takes the unit size 1 in last level. 



5 Evaluation of Prototype System 

Fig. 7. shows the system environments of our USB token. The input fingerprint image 
is captured from the fingerprint sensor, and then input minutiae are extracted from 
input fingerprint image in the host PC. The minutiae extracted from an input finger- 
print image are transferred to the USB token. Then, the similarity between the en- 
rolled minutiae that stored in the USB token and the input minutiae is examined in the 
USB token. Finally, the verification result is transfer again red back to host PC. 




USB SecurityToken 



^Fingerprint 
I Sensor 



Host PC 



Fig. 7. Configuration of the security token system 
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We have tested our fingerprint verification algorithm on the fingerprint images 
captured with an optical scanner manufactured by SecuGen[13], which has resolution 
of 500dpi. The size of captured fingerprint images was 248x292. The image set is 
composed of four fingerprint images per one finger from 100 individuals for a total of 
400 fingerprint images. When these images were captured, no restrictions on the 
spatial position and direction of fingers were imposed. Also, the captured fingerprint 
images vary in quality. 

According to the evaluation, the required working memory space of the proposed 
algorithm is about 16KBytes, and the total number of instruction is about SOMBytes. 
Thus, it is executable in real-time on the USB token. The straightforward implemen- 
tation requires about 300KBytes RAM and 20Mbytes instruction, respectively. Also, 
the EER(Equal Error Rate) of the proposed algorithm was 1.7%. 



6 Conclusions 

USB token is a model of very secure device, and the biometrics is the promising 
technology for verification. These two can be combined for many applications to 
enhance both the security and the convenience. However, typical biometric verifica- 
tion algorithms that have been executed on standard PCs may not be executed in real- 
time on the resource-constrained environments such as USB token. 

In this paper, we have presented a fingerprint enrollment algorithm which can im- 
prove the accuracy and a memory-efficient fingerprint verification algorithm which 
can be executed in real-time on the USB token. To improve the accuracy, we employ 
multiple impressions to check false minutiae detected and true minutiae missed. Then, 
to reduce the memory requirement, we employ a small-sized accumulator array. To 
compute the alignment parameters more accurately, we perform more computations 
at from a coarse-grain to a fine-grain resolution on the accumulator array. Currently, 
we are porting memory-efficient speaker and face verification algorithms to the USB 
token for multi-modal biometric authentication. We believe that such multi-modal 
algorithms can improve the accuracy of the biometric authentication significantly. 
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Abstract. In this paper, iris recognition system using wavelet packet 
and support vector machines is presented. It specifically uses the mul- 
tiresolution decomposition of 2-D discrete wavelet packet transform for 
extracting the unique features from the acquired iris image. This method 
of feature extraction is well suited to describe the shape of the iris while 
allowing the algorithm to be translation and rotation invariant. The SVM 
approach for comparing the similarity between the similar and different 
irises can be assessed to have the feature’s discriminative power. We 
have showed that the proposed method for human iris recognition gave 
a way of representing iris patterns in an efficient manner and thus had 
advantages of saving both time and space. Thanks to the efficiency of 
the proposed method, it can be easily applied to the real problems. 



1 Introduction 

Controlling the access to secure areas or transacting electronically through the 
internet, a reliable personal identification infrastructure is required. Conven- 
tional methods of recognizing the identity of a person by using a password or 
cards are not altogether reliable. 

Biometrics measurements such as fingerprints, face, or retinal patterns are 
common and reliable ways to achieve verification of an individual’s identity with 
a high level of accuracy. It provides a better way for the increased security 
requirements of our information society than traditional identification methods 
such as passwords or ID cards. 

Since each individual has a unique and robust iris pattern, it has been con- 
sidered as a good information for the identification of individuals among the 
various biometrics features. The highly randomized appearance of the iris makes 
its use as a biometric well recognized. Its suitability as an exceptionally accurate 
biometric derives from its extremely data-rich physical structure, stability over 
time, and genetic independence - no two eyes are same [1]. 



K. Chae and M. Yung (Eds.): WISA 2003, LNCS 2908, pp. 365—379, 2004. 
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Most of works on personal identification and verification by iris patterns have 
been done in 1990s, and recent noticeable studies among them include those of 
[1], [2] and [3]. 

In this paper we present iris recognition system using wavelet packet and 
support vector machines. We give the following techniques; an evaluation method 
for the quality of images in the image acquisition stage to determine whether 
the given images are appropriate for the subsequent processing or not and then 
to select the proper ones, a bisection-based Hough transform method in the iris 
localization stage for detecting the center of the pupil and localizing the iris area 
from an eye image, and a compact and effective feature extraction method which 
is based on 2D multiresolution wavelet packet transform. The SVM approach for 
comparing the similarity between the similar and different irises is presented. 

The contents of this paper are as follows. In the following section, some 
related works are briefly mentioned. Section 3 gives a method of evaluating the 
quality of an image and iris localization in detail. In section 4, we overview 
wavelet and explain the application strategy including the method to choose 
an optimal features set on the selected wavelet transformed subimages. Section 
5 describes the SVM-based classification and classifier evaluation techniques. 
Experimental results and analysis will be stated in section 6, and finally the 
conclusions are given in section 7. 



2 Related Works 

Some works on human iris recognition have been found in the literatures [l]-[4]. 
We will take a brief look at the overall process from some of the representative 
systems. 

Daugman used the circular edge detector to find out the boundaries and 
developed the feature extraction process based on information from a set of 2-D 
Gabor filter. He generated a 256-byte code by quantizing the local phase angle 
according to the outputs of the real and imaginary part of the filtered image, 
and compared by computing the percentage of mismatched bits between a pair 
of iris representation via XOR operator and by selecting a separation point in 
the space of Hamming distance. 

On the contrary, the Wildes system exploited the gradient-based Hough 
transform for localizing the iris area, and made use of Laplacian pyramid con- 
structed with four different resolution levels to generate iris code. It also exploited 
a normalized correlation based goodness-of-match values and Fisher’s linear dis- 
criminant for pattern matching. Both of the iris recognition systems made use 
of bandpass image decompositions to avail multiscale information. 

Boles used the knowledge-based edge detector for iris localization, and im- 
plemented the system operating the set of 1-D signals composed of normalized 
iris signatures at a few intermediate resolution levels and obtaining the iris rep- 
resentation of these signals via the zerocrossing of the dyadic wavelet transform. 
It made use of two dissimilarity functions to compare a new pattern and the 
reference patterns. 
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Boles’ approaches have the advantage of processing 1-D iris signals rather 
than 2-D image used in both [1] and [2]. However, [1] and [2] proposed and 
implemented a whole system for personal identification or verifications including 
the configuration of image acquisition device, but [3] only focused on the iris 
representation and matching algorithm without an image acquisition module. 

3 Image Acquisition and Preprocessing 

3.1 Evaluation of Image Quality 

For fully automated systems for recognizing iris patterns to identify a person, it 
is required to minimize person’s intervention in the image acquisition process. 
One simple way is to acquire a series of images within the specific interval and 
select the best one among them, but its approach is strongly required to have 
reasonable computational time for real applications. 

In this paper, we propose a method for checking the quality of images to de- 
termine whether the given images are appropriate for the subsequent processing 
or not and then to select the proper ones among them in real time. Some images 
asserted to inappropriate ones are excluded from the next processing. 

The images excluded from the subsequent processing include as follows; the 
images with the blink(Fig. 1(a)), the images whose the pupil part is not located 
in the middle thus some parts of the iris area disappear(Fig. 1(b)), the images 
obscured by eyelids or the shadow of the eyelids(Fig. 1(c)), and the images with 
severe noises like Fig. 1(d). Fig. 1 shows the examples of images with bad quality, 
and they can be caused to decrease the recognition rate and the overall system 
performance if they are excluded by the proposed method. 
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Fig. 1. Examples of images with bad quality: (a)the images with the blink (b)the 
images whose the pupil part is not located in the middle (c)the images obscured by 
eyelids or the shadow of the eyelids (d)the images with severe noises 

We define some basic cases of the inappropriate images for the recognition 
and then develop straightforward and efficient sub-modules to deal with each case 
by considering the pixel distribution and the directional properties of edge only 
on regions of interest. Each sub-module is combined in parallel and sequential 
depending on the characteristics of information used in the sub- modules. Our 
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approach has the great potential of extending the functional modules simply by 
adding the corresponding mechanisms. 

The eye image, at first, is divided into M x blocks to get the pixel distribu- 
tion of the specific areas. The process of the quality evaluation consists of three 
stages by combining three sub-modules sequentially. The first stage is to detect 
the blink using the information that the intensity of the eyelids is lighter than 
those of the pupil and the iris. The second stage is related to detect the location 
of the pupil approximately. The brightness of the pupil area is darker than those 
of the other areas in the normal cases, accordingly the darkest block around the 
center of the given image would be the best candidate of the pupil area. After 
finding out the darkest block, we give the score to other blocks depending on the 
distance from the center of the image. The third stage is to get the vertical and 
horizontal edge components using Sobel edge detector to compute the ratio of 
directional components as the form of score. Just applying the threshold to the 
sum of the scores obtained from each stage, we can decide the appropriateness 
of the given image eventually. 

3.2 Iris Localization 

The iris localization is to detect the iris area between pupil and sclera from an 
eye image. To find out that area exactly, it is important to precisely detect the 
inner boundary (between pupil and iris) and the outer boundary(between iris 
and sclera). At first, we need to get the exact reference point, the center of the 
pupil, and then compute the distance from that point to the boundaries as the 
radius. 

We propose a three-step technique for detecting the reference point and local- 
izing the iris area from an eye image. In the first step, the Canny edge detector is 
applied to the image to extract edge components and then the connected compo- 
nents are labeled. The next step is to use a 2D bisection-based Hough transform, 
not a 2D gradient-based Hough transform [5], to get the center of the pupil. The 
basic idea of the bisection method is that any line connecting to two points on 
the circle is bisected the perpendicular line to that line which passes through 
the center of the circle. 

The frequency of each intersecting point among the perpendicular lines 
formed by two points at a specific distance on the edge components is com- 
puted. The most frequently intersected point above a threshold indicates the 
existence of a circle from the edge components, and the corresponding point can 
be considered as the center of the circle, the reference point. After detecting the 
candidate of the center, the radius histogram technique is applied to validate the 
existence of a circle and calculate its radius. 

In order to compute the radius of the tentative circle, the inner boundary, one 
simple method is to average all of the distance from the center to the points on 
the connected edge components, but its method is sensitive to noise. Therefore, 
we propose a new method what we called the maximal frequency determination. 
The method is to divide the possible range of radius into lots of sub-ranges, 
and to select a sub-range with the maximal frequency and then determine the 




Iris Recognition System Using Wavelet Packet and Support Vector Machines 369 



median of the corresponding sub-range as the radius. By using this method, we 
can get the radius less sensitive to noise. After determining the radius, we can 
easily find the inner boundary using the center of the pupil and the radius. For 
the outer boundary, the similar process of getting the inner boundary is applied. 
Finally, the iris area can be localized by separating the part of an image between 
the inner boundary and the outer boundary. 

Fig. 2 shows each stage of the bisection-based Hough transform method. 




Fig. 2. Each stage of the bisection-based Hough transform: (a)Original image (b)Edge 
detected image (c)Plot of the frequency of the intersecting points (d)Radius histogram 
(e)Detected inner boundary (f)Detected outer boundary 



4 Feature Extraction 

4.1 Wavelet Packet 

The hierarchical wavelet functions and its associated scaling functions to de- 
compose the original signal or image into different subbands. The decomposition 
process is recursively applied to the subbands to generate the next level of the 
hierarchy. The traditional pyramid-structured wavelet transform decomposes a 
signal into a set of frequency channels that have narrower bandwidths in the 
lower frequency region. 

However, it may not be suitable for signals that dominant frequency channels 
are located in the middle frequency region. To analysis signals, the concept of 
wavelet bases has been generalized to include a library of modulated waveform 
orthonormal bases, called wavelet packet [6] or simply wavelet packet. Wavelet 
packet have been shown to be useful for texture classification in the literature [8] 
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possibly due to their finite duration, which provides both frequency and spatial 
locality. The library of wavelet packet basis functions be generated 

from a given function Wq as follows: 



W 2 n(x) = h{k)Wn{2x - k) 

k 

W2n+i{x) = V2^^g{x)Wn{‘2.x - k) (1) 

k 

where the function Wo(x) can be identified with the scaling function (j) and W\ 
with the mother wavelet ij:. Then, the library of wavelet packet bases can be 
defined to be the collection of orthonormal bases composed of functions of the 
form Wn{2’’x — k), where l,k & Z,n G N. The three parameter {k,n,j} have 
physical interpretations of scale, frequency, and position, respectively. Thus each 
library of wavelet packet bases can be organized as a subset of a full binary tree. 

In the case of discrete 2-D signals or images, the wavelet coefficients can be 
computed in a manner similar to the 1-D case. The 2-D wavelet packet basis 
functions can be expressed by the product of two 1-D wavelet packet basis func- 
tions along the horizontal and vertical directions. The corresponding 2-D filters 
can be also obtained by the tensor product of the low-pass filter h{x) and the 
high-pass filter g{x): 



hLL{k,l) = h{k)h{l) 
hLH{k,l) = h{k)g{l) 
hHL{k,l) = g{k)h{l) 

hHH{k,l)=g{k)g{l) (2) 

Fig. 3 (a) shows the full balanced tree of pyramid-structured wavelet decom- 
position and Fig. 3 (b) shows the 2-level full tree of wavelet packet decomposition 
applied to an iris image. 

The wavelet packet transform is a generalized version of the wavelet trans- 
form: it retains not only the low but also the high frequency subband, performing 
a decomposition upon both at each stage. As a result, the tiling of the time- 
frequency plane is configurable: the partitioning of the frequency axis may take 
many forms to suit the needs of the application. 



4.2 Wavelet Feature Generation 

Aside from the main idea of the algorithm, one can argue about the appropriate 
choice of the feature set for each node. In order to generate the wavelet features, 
one can use the statistical properties of the wavelet coefficients for each resolu- 
tion and orientation. Iris images are two-dimensional signals. Since the pixels of 
these detail images are the decomposition coefficients of the original image in an 
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(a) Pyramid-structured decomposi- (b) Tree-structured decomposition 

tion 



Fig. 3. Example of a 2-level wavelet transform of the iris image. 



orthonormal family, they are not correlated. In practice, for all resolutions and 
orientations, these histograms are symmetrical peaks centered in zero. 

Mallat’s experiment [7] suggests that by using wavelet representation, statis- 
tics based on first order distribution of grey-levels might be sufficient for preat- 
tentive perception of textual difference. Hence we use moments as feature sets, 
that is, mean, standard deviation coefficients of the subband images. 

In this paper, each iris image was decomposed into three levels using 
Daubechies tap-4 filter which resulted in 12 subimages from pyramid-structured 
wavelet in 84 subimages from tree-structured wavelet so as to generate feature 
set. By applying the method of wavelet basis selection, subimages which have 
high discriminant power are selected. We used the statistical features to repre- 
sent feature vectors, thus statistical features were computed from each subband 
image. 

Furthermore, we divide the subimages into local windows in order to get 
robust feature sets against shift, translation and noisy environment (Fig. 4). We 
extracted first-order statistics features, that is, mean and standard deviation 
from local windows on the corresponding subimages to represent feature vectors. 
If the local window is W (M, N), with 1 < m < M and 1 < n < the moments 
are 



(7 = 






1 

MN 



M N 



i=i j=i 



( 3 ) 



The mean extract low spatial-frequency features and the standard deviation 
can be used to measure local activity in the amplitudes from the local windows. 



4.3 Wavelet Feature Selection 

Well known in the pattern recognition is the curse of dimensionality, which dic- 
tates that classification performance not necessarily increases with an increasing 
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Wavelet Based Features 

Feature 




Fig. 4. Arrangement of feature vectors by local windows. 



number of features(given a fixed amount of data samples) [9]. Therefore, given a 
feature extraction scheme and a finite number of training samples , there exists 
an optimal number of features for a particular task. 

First, we proposed the wavelet basis selection method based on recognition 
rate for each subimages. By applying the proposed method of wavelet basis 
selection, subimages which have high discriminant power are selected. Fig. 5 
presents the recognition rate map of 2-level wavelet packet decomposition using a 
Daubechies’s 4-taps wavelet. We used the statistical features to represent feature 
vectors. Furthermore, we divide the subimages into local windows in order to 
get global and local feature from each subimages. 

Second, energy map based classification method is compared with the pro- 
posed method of wavelet basis selection based on recognition rate. We perform 
a full wavelet packet decomposition for each class iris and used energy measure 
as signatures for the coefficients. However, the full wavelet packet decomposition 
will produce many coefficients and so a large feature set will be obtained. As pro- 
posed [10], the most dominant frequency channels obtained from tree-structured 
wavelet transform are should be applicable. Hence, we can reduce the feature set 
by means of choosing the signatures with highest energy values as wavelet basis 
features (as shown in Fig. 6). And the classification process was performed by 
SVM. 

It is important to adopt a feature selection scheme to find a sub-optimal set of 
features. In this work we shall adopt the Sequential Floating Forward Selection 
scheme(SFFS) [11], which has recently been found to outperform other selection 
schemes [12]. This algorithms is initialized by taking the best feature. The term 
’’best” is defined as giving the best recognition performance. The selection then 
continues by iteratively adding (or deleting) a feature in each step to obtain a 
subset of all available features which gives the highest classification performance. 

After the full tree of wavelet basis functions is selected, to simplify the fea- 
ture vector, those nodes that do not actively contribute the overall classification 
performance can be discarded. 
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(a) 



(b) 




Fig. 5. Recognition rate map of 2-level wavelet packet decomposition using a 
Daubechies’s 4-taps wavelet, (a) An iris image, (b) wavelet packet decomposition of 
(a) 2-level, (c) A recognition table of 1-level subimages, (d) A recognition rate table of 
2-level subimages. 




(a) (b) 




Fig. 6. Energy map of 2-level wavelet packet decomposition using a Daubechies’s 4- 
taps wavelet, (a) An iris image, (b) wavelet packet decomposition of (a) level-2, (c) A 
energy map of 1-level subimages, (d) A energy map of 2-level subimages. 



5 Pattern Matching 

Once an appropriate set of iris features is computed, the next step is to adopt a 
suitable classification algorithm to asses the feature’s discriminative power. The 
process of pattern matching consists of two phases: training and classification. 
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In the training phase, we construct the registered patterns corresponding to 
the enrollment process of an iris recognition system based on a set of features 
obtained from the wavelet transformation on images. In the classification phase, 
the feature representation of an unknown iris is constructed in order to compare 
with the registered ones for identifying a person. 

5.1 SVM Training and Classification 

The main pattern matching method investigated in this paper is SVM. SVM 
is widely used for variety of applications in pattern recognition nowadays. In 
the face recognition, especially, these methods have shown good results and 
performance [13], and also high possibility of applying to other area of pattern 
recognition such as biometrics [14]. 

SVM perform pattern recognition for two-class problems by determining the 
optimal linear decision hyperplane based on the concept of structural risk min- 
imization with maximum distance to closet points of the training set which is 
called support vectors [15]. 

5.2 SVM Problems 

The SVM is based on Structural Risk Minimization theory. For a set of labelled 
patterns x, y where x is the observation and y is its interpretation y, we find the 
optimal approximation 



/( X, Of) = w • 4>(x) + b (4) 

where a represents the parameters of the decision functions, $ is a map from 
the original data space of x to a high-dimensional feature space and b is the 
bias. If the interpretation y only takes values -1 and -1-1, the learning problem is 
referred to as Support Vector Classification (SVC) [15]. 

SVM can be extended to non-linear decision surfaces by using a kernel 
transformation in case the data is not linearly separable in the input space. 

The kernel K(xi,Xj) defines a dot product between the projections of two 
inputs Xj, Xj, in a feature space. Therefore the choice of the kernel is very much 
related to the choice of the “effective” image representation. So we can study 
different representations of the images through the study of different kernels for 
SVM. 

The mapping <P(-) is represented by a kernel function which defines 

an inner product in <1>. The decision function of the SVM has the form 

i 

/(x) = ^ aiyiK{xi, x) (5) 

i=l 

where I is the number of data points, and yi G {—1, 1} is the class label of train- 
ing point Xj. Coefficients Ui can be found by solving a quadratic programming 
problem with linear constraints. 
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The kernel functions used in the experiments are linear, RBF and polynomial 
defined as 



AT(x,y) = X • y 


(6) 


AT(x, y) = exp{- || x - y || /2cr^) 


(7) 


K{x,y) = (l-kx-y)"* 


(8) 



with a the variance of the RBF and d degree of the polynomial which use the 
user-controlled parameters. 

5.3 Classifier Evaluation 

To evaluate the performance of the classifier, one desires to know how well it 
classifies “unseen” data, i.e., data not used to design the classifier. One approach 
is to divide all data in a design set used for designing the classifier and a test 
set used for performance evaluation. This is the hold-out method. The major 
drawback of this technique is that it reduces the size for both the training and 
the testing data. 

Another problem is to decide how many of the N available data will be 
allocated to the training set and how many to the test. As an alternative, we 
have employed the leave-one-out method, which sequentially picks each available 
data sample and classifiers it (by the SVM) using the remaining samples. 

The leave-one-out method can be considered as an extension of the cross- 
validation method [16]. The basic idea is to split the given samples into {N — 1) 
samples that serve as training part and into only 1 sample as the holdout part; 
this process is repeated N times so that all N samples are used as holdout sample. 
If this is misclassified an error is counted. The total number of errors leads to the 
estimation of the classification error probability. Thus, training is achieved using, 
basically, all samples, and at the same time independence between training and 
test sets is maintained. 

The possible advantage of this approach is that all N samples are used both 
for the training part and the holdout part thus an efficient exploitation of the 
given N samples is achieved. In particular, for each of the N observed events, 
the effect of not being observed is simulated by the leave-one-out method. 

Suppose that there are c possible classes with Ni feature vectors from the tth 
class. Each available sample is thus employed once as a test sample. Classifier 
performance is measured using the error counting approach. The class error rate 
€i is defined as: 



number of falsely classified test samples from class i 

N, 



e* = 



(9) 
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and the mean error rate q as 

, 1 . total number of falsely classified test samples 

' = = N <“> 

i=l 

where N = is the total number of samples. This number estimates the 

percentage of test samples classified correctly and is used as a measure for the 
performance of the classifier. Whenever we mention “classification performance” 
we refer to the mean error rate. 

6 Experimental Results 

6.1 Experimental Environments 

Eye images were acquired through CCD camera with LED (Light-Emitting 
Diode) lamp around lens under indoor light. The size of images is 240 x 320 
pixels with 256 grey intensity values, and is composed of 1831 eye data acquired 
from 120 individuals (left and right eye). 

The images of the left and right eye were treated differently from the same 
person, because they have different patterns. Both males and females were among 
the data. The ages of all ranges from the early twenties to mid-thirties. In case 
of individuals with glasses, images are captured both removing their glasses and 
having their glasses; however, contact lenses remained place. 



Table 1. Experimental data configuration. 



Gender 


Naked Eye 


Glasses 


Contact Lenses 


Total 


Male 


66 


19 


0 


85 


Female 


25 


5 


5 


35 


Total 


91 


24 


5 


120 



6.2 SVM-Based Pattern Matching 

In identification, there is a gallery {gj} of m known individuals. The algorithm 
is presented with a unknown identity p to be identified. The first step of the 
identification algorithm computes a similarity score between the unknown and 
each of the gallery images. The similar score between p and gi is 

Ns 

^3 = X! gf - P) + ^- 

Z=1 



( 11 ) 
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In the second step, the unknown identity is identified as person j that has max- 
imum similarity score Gj. 

In verification, there is a gallery {gj} of m known individuals. The algorithm 
is presented with a unknown identity p to be identified and a claim to be person 
j in the gallery. The first step of the verification algorithm computes a similarity 
score. 



Ns 

cr = '^aiyzK{s„gj-p) + b. ( 12 ) 

i=l 

The second step accepts the claim if cr < A. Otherwise, the claim rejected. The 
value of A is set to meet the desired tradeoff between FAR and FRR. 

A set of experiments was performed using SVMs with different kernels (linear, 
RBF, polynomial) and parameters associated to kernel function were tuned man- 
ually. Fig. 8 shows the recognition rates of the four aforementioned methods for 
the combination of feature vectors, using SVMs with various kernel functions. 

The best recognition rate is obtained by combining mean and standard de- 
viation value from local windows of intermediate subbands as feature vectors 
(number of feature vectors: 46) using SVMs with RBF kernel function. The 
recognition rate for RBF kernel is 99.1%, polynomial kernel is 98.6%, and for 
linear kernel is 96.8%. 

To compare SVMs with the other similarity measures in terms of the per- 
formance, Euclidean Distance, Normalized Euclidean Distance, and Cosine Dis- 
tance applied [17]. First, the SVMs gives the best performance, the Normalized 
Euclidean distance the second, the Euclidean distance the third, and the Cosine 
distance the worst. 

As can be seen in Fig. 8, the best recognition rate is obtained by combining 
mean and standard deviation value from local windows of intermediate subbands 
as feature vector. 

7 Conclusions 

In this paper, iris recognition system using wavelet packet and support vector 
machines is presented. The proposed algorithms are translation, rotation, and 
scale invariant. It is also insensitive to variations in the lighting conditions and 
noise levels. 

It specifically uses the multiresolution decomposition of 2-D discrete wavelet 
packet transform for extracting the unique features from the iris acquired iris 
image. This method of feature extraction is well suited to describe the shape of 
the iris while allowing the algorithm to be translation and rotation invariant. The 
SVM approach for comparing the similarity between the similar and different 
irises can be assessed to have the feature’s discriminative power. 

We have showed that the proposed method for human iris recognition gave a 
way of representing iris patterns in an efficient manner and thus had advantages 
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Fig. 7 . Comparison of recognition performance as different feature vectors of pyramid- 
structured wavelet transform. 




Fig. 8. Comparison of recognition performance as different feature vectors of pyramid- 
structured and tree-structured wavelet transform. 



of saving both time and space. Thanks to the efficiency of the proposed method, 
it can be easily applied to the real problems. For future works, it is necessary 
to conduct experiments on a large number of data so as to verify the efficiency 
and robustness of our approach. Other techniques for feature extraction and 
identification or verification can be handled from this point of view so as to 
propose the efficient methods for a reliable human iris recognition system in real 
problems. 
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Abstract. Over the last several years, numerous biometrics algorithms 
have been investigated for face, fingerprints, iris, and voice reocognition 
applications. For face recognition research, projection-based face recog- 
nition system form the basis of numerous algorithms and studies [3] . For 
biometrics identification and verification scenarios, we explicitly state 
the design decisions by introducing a generic modular face recognition 
system. We explored different implementations of preprocessing, feature 
extraction, and recognition module, and evaluate the different implemen- 
tations using the FERET evaluation protocol. Our experiment includes 
changing the illumination normalization procedure, studying effects on 
algorithm performance of compressing images using JPEG and wavelet 
compression algorithms, and varying the number of eigenvectors in the 
representation. We perform series of experiments based on the standard 
FERET database and report results for identification and verification 
scenarios. 



1 Introduction 

In face recognition research, projection-based algorithms has been major interest 
because of its capability to reduce the dimensionality of a data set while retain- 
ing most of the variation present in the data set [1] . Their popularity is due to 
ease of implementation and their reasonable performance levels. Principal com- 
ponent analysis (PCA) serves as the basis for new face recognition algorithms, 
benchmark for comparison with new algorithms, and a computational model in 
psycho-physics. The PCA-based algorithms has been applied in broad spectrum 
of studies including face detection, face recognition and gender classification. 

However, the details of the basic algorithm require a number of design deci- 
sions [2]. Each of these design decisions has an impact on the overall performance 
of the algorithm [7]. Some of these design decisions have been explicitly stated 
in the literature; for example, the similarity measure for comparing two faces. 
However, a large number of decisions are not mentioned and are passed from 
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Fig. 1. Block Diagram of PCA-based Face Recognition System 



researcher to researcher by word of mouth. For example, illumination normaliza- 
tion and number of eigenfeatures included in the representation [15,9]. Because 
the design details are not explicitly stated, a reader cannot assess the merits of 
a particular implementation and the associated claims. Knowledge of the basic 
strengths and weaknesses of different implementations can provide insight and 
guidance in developing algorithms that build on PCA [8]. 

In this paper, we present a generic modular projection-based face recognition 
system (see Figure 1). Our projection-based face recognition system consists of 
normalization, PCA feature extraction, and recognition modules. Each module 
consists of a series of basic steps, where the purpose of each step is fixed. How- 
ever, we systematically vary the algorithm in each step. The selection of which 
algorithm is in each step is a design decision. Based on the generic model for 
PCA-based algorithms, we evaluate different implementations. Because we use 
a generic model, we can change the implementation in an orderly manner and 
assess the impact on performance of each modification. We report identifica- 
tion and verification performance scores for each category of probes. We report 
performance results using top rank score for identification and equal error rate 
(EER) for verification. The algorithms are evaluated with the FERET evaluation 
procedure [10,12]. 

In our experiment, we performed a detailed evaluation of variations in the 
implementation. By testing on standard galleries and probe sets, the reader 
can compare the performance of our PCA implementations with the algorithms 
tested under the FERET program [13]. In this experiment, we vary the illu- 
mination normalization procedure and the number of eigenvectors in the repre- 
sentation; and we study the effects of compressing facial images on algorithm 
performance. The effects of image compression on recognition is of interest in 
applications where image storage space or image transmission time are critical 
parameters. 
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Fig. 2. Input and output images of the normalization module. 



2 Projection-Based Face Recognition System 

2.1 System Modules 

Our face recognition system consists of three modules and each module is com- 
posed of a sequence of steps (see Figure 1). The first module normalizes the input 
image. The goal of normalization is to transform facial images into a standard 
format that removes variations that can affect recognition performance. This 
module consists of four steps. Figure 2 shows the input and output of some of 
the steps in the normalization module. The first step filters or compresses the 
original image. The image is filtered to remove high frequency noise in the im- 
age. An image is compressed to save storage space and reduce transmission time. 
The second step places the face in a standard geometric position by rotating, 
scaling, and translating the center of eyes to standard locations. The goal of this 
step is to remove variations in size, orientation, and location of the face. The 
third step masks out background pixels, hair, and clothes to remove unnecessary 
variations which can interfere identification process. The fourth module removes 
some of the variations in illumination between images. Changes in illumination 
are critical factors in algorithm performance. 

The second module performs the PCA decomposition on the training set. 
This produces the eigenvectors (eigenfaces) and eigenvalues. We did not vary 
this module because we use the training set which was used for FERET program 
for the generation of eigenvectors [11]. 

The third module identifies the face from a normalized image, and consists of 
two steps. The first step projects the image onto the eigen representation. The 
critical parameter in this step is the subset of eigenvectors that represent the 
face. The second step recognizes faces using a nearest neighbor classifier. The 
critical design decision in this step is the similarity measure in the classifier. We 
have explored different algorithms using LI distance, L2 distance, angle between 
feature vectors, Mahalanobis distance. Additionally, Mahalanobis distance was 
combined with LI, L2, and angle between feature vectors mentioned above. 
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fa fb duplicate I fc duplicate II 

Fig. 3. Category of images (example of variations). 

Table 1. Size of galleries and probe sets for different probe categories. 



Probe category duplicate I duplicate II 


FB 


fc 


Gallery size 
Probe set size 


1196 

722 


864 

234 


1196 1196 
1195 194 



3 Test Design 

3.1 Test Sets, Galleries, and Probe Sets 

In the FERET database, images of individual were acquired in sets of 5 to 
11 images. Each set includes two frontal views (fa and fb); a different facial 
expression was requested for the second frontal image. For 200 sets of images, 
a third frontal image was taken with a different camera and different lighting 
(fc)(see figure 3). The remaining images were collected at six head aspects: right 
and left profile, right and left quarter profile, and right and left half profile. (The 
non-frontal images were not used in this study.) One emphasis of the database 
collection was obtaining images of individuals on different days (duplicate sets). 
A duplicate is defined as an image of a person whose corresponding gallery image 
was taken on a different date. The database contains 365 duplicate sets of images. 
For 91 duplicate sets, the time between the first and last sittings was at least 18 
months. 

The target and query sets are the same for each version. The target set 
contained 3323 images and the query set 3816 images. All the images in the 
target set were frontal images. The query set consisted of all the images in 
the target set plus rotated images and digitally modified images. We designed 
the digitally modified images to test the effects of illumination and scale. For 
each query image qi, an algorithm outputs the similarity measure Si(k) for all 
images tk in the target set. The output for each query image qi is sorted by the 
similarity scores Sj(-). Since the target set is a subset of the query set, the test 
output contains the similarity score between all images in the target set. 

To allow for a robust and detailed analysis, we report identification and 
verification scores for four categories of probes. The first probe category was 
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the FB probes. For each set of images, there were two frontal images. One of 
the images was randomly placed in the gallery, and the other image was placed 
in the FB probe set. (This category is denoted by FB to differentiate it from 
the fb images in the FERET database.) The second probe category contained 
all duplicate frontal images in the FERET database for the gallery images. We 
refer to this category as the duplicate I probes. The third category was the fc 
(images taken the same day, but with a different camera and lighting) . The fourth 
consisted of duplicates where there is at least one year between the acquisition 
of the probe image and corresponding gallery image. We refer to this category 
as the duplicate II probes. The size of the galleries and probe sets for the four 
probe categories are presented in Table 1. The FB, fc, and duplicate I galleries 
are the same. The duplicate II gallery is a subset of the other galleries. None of 
the faces in the gallery images wore glasses. 

3.2 Identification Model 

The FERET evaluation protocol was designed to assess the state of the art, 
advance the state of the art, and point to future directions of research. To succeed 
at this, the test design must solve the three bears problem; the test cannot be too 
hard or too easy, but has to be just right. If the test is too easy, the testing process 
becomes an exercise in “tuning” existing algorithms. If the test is too hard, the 
test is beyond the ability of existing algorithmic techniques. The result from 
the test are poor and does not allow for an accurate assessment of algorithmic 
capabilities. 

The solution to the three bears problem is through the selection of images 
in the test set and the testing protocol. Tests are administered using a testing 
protocol, which states the mechanics of the tests and the manner in which the 
test will be scored. In face recognition, for example, the protocol states the 
number of images of each person in the test, how the output from the algorithm 
is recorded, and how the performance results are reported. 

The characteristics and quality of the images are major factors in determining 
the difficulty of the problem being evaluated. For example, if the faces are in 
a predetermined position in the images, the problem is different from that for 
images in which the faces can be located anywhere in the image. In the FERET 
database, variability was introduced by the inclusion of images taken at different 
dates and locations. This resulted in changes in lighting, scale, and background. 

The testing protocol is based on a set of design principles. Stating the design 
principle allows one to assess how appropriate the FERET test is for a particular 
face recognition algorithm. Also, the design principles help in determining if 
an evaluation methodology for testing algorithm(s) for a particular application 
is appropriate. Before discussing the design principles, we state the evaluation 
protocol. 

The second design principle is that training is completed prior to the start 
of the test. This forces each algorithm to have a general representation for faces, 
not a representation tuned to a specific gallery. Without this condition, virtual 
galleries would not be possible. 
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For algorithms to have a general representation for faces, they must be gallery 
(class) insensitive. Examples are algorithms based on normalized correlation or 
principal component analysis (PCA). An algorithm is class sensitive if the rep- 
resentation is tuned to a specific gallery. Examples are straight forward imple- 
mentation of Fisher discriminant analysis [5,14]. Fisher discriminant analysis 
technique was adapted to class insensitive testing methodologies by Zhao et 
al. [16,17] with performance results of these extensions being reported in this 
paper. 

The third design rule is that all algorithms tested compute a similarity mea- 
sure between two facial images; this similarity measure was computed for all 
pairs of images in the test set. Knowing the similarity score between all pairs 
of images from the target and query sets allows for the construction of virtual 
galleries and probe sets. 

3.3 Verification Model 

In our verification model, a person in image p claims to be the person in image 
g. The system either accepts or rejects the claim. (If p and g are images of the 
same person then we write p ^ g, otherwise, p 7^ g.) Performance of the system 
is characterized by two performance statistics. The first is the probability of ac- 
cepting a correct identity; formally, the probability of the algorithm reporting 
p ^ g when p ^ g is correct. This is referred to as the verification probability, 
denoted by Py (also referred to as the hit rate in the signal detection literature). 
The second is the probability of incorrectly verifying a claim formally, the proba- 
bility of the algorithm reporting p ^ g when p '/• g. This is called the false-alarm 
rate and is denoted by Pp. 

Verifying the identity of a single person is equivalent to a detection problem 
where the gallery G = {g}. The detection problem consists of finding the probes 
in p € P such that p ^ g. 

For a given gallery image gt and probe pk, the decision of whether an identity 
was confirmed or denied was generated from Sj(fc). The decisions were made by 
a Neyman-Pearson observer. A Neyman-Pearson observer confirms a claim if 
Si{k) < c and rejects it if Si{k) > c. By the Neyman-Pearson theorem [6], 
this decision rule maximized the verification rate for a given false alarm rate 
a. Changing c generated a new Py and Pp. By varying c from it’s minimum 
to maximum value, we obtained all combinations of Py and Pp. A plot of all 
combinations of Py and Pp is a receiver operating characteristic (ROC) (also 
known as the relative operating characteristic) [4,6]. The input to the scoring 
algorithm was Si(fc); thresholding similarity scores, and computing Py, Pp, and 
the ROCs was performed by the scoring algorithm. 

The above method computed a ROC for an individual. However, we need 
performance over a population of people. To calculate a ROC over a population, 
we performed a round robin evaluation procedure for a gallery G. The gallery 
contained one image per person. 

The first step generated a set of partitions of the probe set. For a given 
gi G G, the probe set P is divided into two disjoint sets Di and Fj. The set Di 
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consisted of all probes p such that p ^ gi and Fi consisted of all probes such 
that p'/' gi- 

The second step computed the verification and false alarm rates for each 
gallery image gi for a given cut-off value c, denoted by Py^ and Pp^, respectively. 
The verification rate was computed by 

pc._/0 . if|A| = 0 

\sm<c gwen p.gDd otherwise, 

where |sj(fc) < c given p G Dp was the number of probes in Di such that Si{k) < 
c. The false alarm rate is computed by 

pc._/0 . ^i\FP = 0 

Dp - I hhfc)<c gwen p.gFd otherwise. 

The third step computed the overall verification and false alarm rates, which 
was a weighted average of Py* and Pp*. The overall verification and false-alarm 
rates are denoted by Pp and Pp, and was computed by 



pc 



J_ ■Ip IA| pc, 



1 



|G| 

\si{k) < c given pk G Pi| • Py* 



and 



pc _ 



J_ V' pc,i 



1 

EM 



|G| 

|si(fc) < c given pk G PP ■ Pp\ 

i=l 



The verification ROC was computed by varying c from — oo to -l-oo. 

In reporting verification scores, we state the size of the gallery G which was 
the number of images in the gallery set G and the number of images in the 
probe set P. All galleries contained one image per person, and probe sets could 
contain more than one image per person. Probe sets did not necessarily contain 
an image of everyone in the associated gallery. For each probe p, there existed a 
gallery image g such that p ^ g. 

For a given algorithm, the choice of a suitable hit and false alarm rate pair 
depends on a particular application. However, for performance evaluation and 
comparison among algorithms, the equal error rate (EER) is often quoted. The 
equal error rate occurs at the threshold c where the incorrect rejection and false 
alarm rates are equal; that is 1 — Py = Pp (incorrect rejection rate is one minus 
the verification rate.) In verification scenario, the lower EER value means better 
performance result. 



4 Experiment 

The purpose of our experiment is to examine the effects of changing the steps 
in our projection-based face recognition system. We do this by establishing a 
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Table 2. Identification performance results for illumination normalization methods. 
Performance score are the top rank match. 



Probe category 

Illumination normalization duplicate I duplicate II FB probe fc probe 



Baseline 


0.35 


0.13 


0.77 


0.26 


Original image 


0.32 


0.11 


0.75 


0.21 


Histogram Eq. only 


0.34 


0.12 


0.77 


0.24 


/i = 0.0, G = 1.0 only 


0.33 


0.14 


0.76 


0.25 



Table 3. Verification performance results for illumination normalization methods. Per- 
formance score are equal error rate (EER). 



Probe category 

Illumination normalization duplicate I duplicate II FB probe fc probe 



Baseline 


0.24 


0.30 


0.07 


0.13 


Original image 


0.25 


0.31 


0.07 


0.14 


Histogram Eq. only 


0.25 


0.30 


0.07 


0.13 


/i = 0.0, G = 1.0 only 


0.25 


0.29 


0.07 


0.14 



baseline algorithm and then varying the implementation of selected steps one at 
a time. Ideally, we would test all possible combination of variations. However, 
because of the number of combinations, this is not practical and we vary the 
steps individually. 

The baseline algorithm has the following configuration: The images are not 
filtered or compressed. Geometric normalization consists of rotating, translat- 
ing, and scaling the images so the center of the eyes are on standard pixels. 
This is followed by masking the hair and background from the images. In the 
illumination normalization step, the non-masked facial pixels were normalized 
by a histogram equalization algorithm. Then, the non-masked facial pixels were 
transformed so that the mean is equal to 0.0 and standard deviation is equal 
to 1.0. The geometric normalization and masking steps are not varied in the 
experiment. 

The training set for the PCA consists of 501 images (one image per person), 
which produces 500 eigenvectors. The training set is not varied in this experi- 
ment. In the recognition module, faces are represented by their projection onto 
the first 200 eigenvectors and the classifier uses the Li norm [10]. 

4.1 Variations in the Normalization Module 

Illumination Normalization. We investigated three variations to the illu- 
mination normalization step. For the baseline algorithm, the non-masked facial 
pixels were transformed so that the mean was equal to 0.0 and standard de- 
viation was equal to 1.0 followed by a histogram equalization algorithm. First 
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Table 4. Identification performance score for low pass filter, JPEG, and wavelet 
compressed images (0.5 bits/pixel compression). Performance scores are the top rank 
match. 



Probe category 

Normalization duplicate I duplicate II FB probe fc probe 



Baseline 


0.35 


0.13 


0.77 


0.26 


JPEG 


0.35 


0.13 


0.78 


0.25 


Wavelet 


0.36 


0.15 


0.79 


0.25 


LPF 


0.36 


0.15 


0.79 


0.24 



Table 5. Verification performance score for low pass filter, JPEG, and wavelet com- 
pressed images (0.5 bits/pixel compression). Performance scores are equal error rate 
(EER). 



Probe category 

Normalization duplicate I duplicate II FB probe fc probe 



Baseline 


0.24 


0.30 


0.07 


0.13 


JPEG 


0.24 


0.29 


0.06 


0.13 


Wavelet 


0.23 


0.29 


0.07 


0.13 


LPF 


0.23 


0.28 


0.07 


0.13 



variation, the non-masked pixels were not normalized (original image). Second 
variation, the non-masked facial pixels were normalized with a histogram equal- 
ization algorithm. Third variation, the non-masked facial pixels were transformed 
so that the mean was equal to 0.0 and variance equal to 1.0. The identification 
and verification performance results from the illumination normalization meth- 
ods are presented in Table 2 and 3. 



Image Compression and Filtering. We examined the effects of JPEG and 
wavelet compression, and low pass filtering (LPF) on recognition. For this ex- 
periment, the original images were compressed and then uncompress prior to 
being feed into the geometric normalization step of the normalization module. 
For both compression methods, the images were compressed approximately 16:1 
(0.5 bits per pixel). We examined other compression ratios and found that per- 
formance was comparable. The results are for eigenvectors generated from non- 
compressed images. We found that performance in this case was slightly better 
than on eigenvectors trained from compressed images. Because compression al- 
gorithms usually low pass filter the images, we decided to examine the effects 
on performance of low pass filtering the original image. The filter was a 3x3 
spatial filter with a center value of 0.2 and the remaining values equal to 0.1. 
Table 4 and 5 report identification and verification performances for the baseline 
algorithm, JPEG and wavelet compression, and low pass filtering. 
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Table 6. Identification performance score with low order eigenvectors removed. Per- 
formance scores are the top rank match. 



Number of low order Probe category 

eigenvectors removed duplicate I duplicate II FB probe fc probe 



0 (Baseline) 


0.35 


0.13 


0.77 


0.26 


1 


0.35 


0.15 


0.75 


0.38 


2 


0.34 


0.14 


0.74 


0.36 


3 


0.31 


0.14 


0.72 


0.37 



Table 7. Verification performance score with low order eigenvectors removed. Perfor- 
mance scores are equal error rate (EER). 



Number of low order Probe category 

eigenvectors removed duplicate I duplicate II FB probe fc probe 



0 (Baseline) 


0.24 


0.30 


0.07 


0.13 


1 


0.21 


0.23 


0.08 


0.15 


2 


0.23 


0.25 


0.10 


0.14 


3 


0.22 


0.23 


0.11 


0.13 



4.2 Variations in the Recognition Module 

Number of Low Order Eigenvectors. The higher order eigenvectors which 
are associated with smaller eigenvalues encode small variations and noise among 
the images in the training set. One would expect from the exponentially de- 
creasing eigenvalues that the higher order eigenvectors would not contribute to 
recognition. We examined this hypothesis by computing performance as a func- 
tion of the number of low order eigenvectors in the representation. 



Removing Low Order Eigenvectors. The low-order eigenvectors encode 
gross differences among the training set. If the low-order eigenvectors encode 
variations such as lighting changes, then performance may improve by removing 
the low-order eigenvectors from the representation. We looked at this hypothe- 
sis by removing the 1, 2 and 3rd eigenvector from the representation; i.e., the 
representation consisted of Ci, , 6200 , *=1,2, 3, 4. The identification and ver- 
ification performance results from these variations are given in Tables 6 and 7. 
Table 7 shows that removing the first three eigenvector resulted in an overall 
increase in verification performance of duplicate I and duplicate II probes, (b). 
Because there was a noticeable variation in performance for fc probes among 
different category of probes, we report cumulative match score and ROC for fc 
probes. 
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4.3 Discussion 

We conducted experiments that systematically varied the steps in each module 
based on our PCA-based face recognition system. The goal belongs to under- 
stand the effects on performance scores from these variations. In the normaliza- 
tion module, we varied the illumination normalization and compression steps. 
The results show that performing an illumination normalization step improves 
identification performance (see Table 2) but which implementation that is se- 
lected is not critical (see Table 3). The results also show that compressing or 
filtering the images does not significantly effect performance (see Table 4, 5). 

In the recognition module, we explored three classes of variations. First, we 
varied the number of low order eigenvectors in the representation from 50 to 
500 by steps of 50. We have learned from our experiment that the performance 
increases until approximately 150-200 eigenvectors are in the representation and 
then performance decreases slightly. Representing faces by the first 30-40% of 
the eigenvectors is consistent with results on other facial image sets that the 
authors have seen. Second, low order eigenvectors were removed. Table 6 shows 
that removing the first eigenvector resulted in an overall increase in identifica- 
tion performance. For the identification performance, the largest increase was 
observed with the fc probes, (a). The low order eigenvectors encode the greatest 
variations among the training set. The most significant difference between the fc 
probes and the gallery images was a change in lighting. If the low order eigenvec- 
tors encode lighting differences, then this would explain the substantial increase 
in performance by removing the first eigenvector. Third, the similarity measure 
in the nearest neighbor classifier was changed. This variation showed the largest 
range of identification and verification performance. For duplicate I, duplicate II 
and FB probes, the angle-|-Mahalanobis distance performed the best. For the fc 
probes, the Li-|-Mahalanobis distance performed the best for identification and 
the angle-|-Mahalanobis distance performed the best for verification [10]. Because 
of the range of performance, it is clear that selecting the similarity measure for 
the classifier is the critical decision in designing a PCA-based face recognition 
system. However, decision of selecting similarity measure is dependent on the 
type of images in the galleries and probe sets that the system will process. 

For FB probes, there is not as sharp a division among classifiers. One pos- 
sible explanation is that the top match scores for the FB probes did not vary 
as much as the duplicate I scores. There is consistency among the best scores 
(Li, L 2 +Mahalanobis, and angle-|-Mahalanobis) . The remaining classifiers’ per- 
formances can be grouped together. The performance scores of these classifiers 
are within each other’s error margins. We defined error margins as a robust 
range of performance scores. This suggests that either the Li, L 2 +Mahalanobis, 
or angle-|-Mahalanobis distance should be used. 

5 Conclusion 

The main goal of our experiment is to point out the directions for optimal 
configuration of PCA-based face recognition system. We introduced a modular 
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Fig. 4. Identification performance comparison of Baseline and Proposed I (/r = 0.0 
and a — 1.0, LPF, first low order eigenvector removed, angle+Mahalanobis distance), 
and Proposed II (/r = 0.0 and a — 1.0, Wavelet [O.Sbpp], first low order eigenvector re- 
moved, LH-Mahalanobis distance) algorithms, (a) duplicate I probes and (b) duplicate 
II probes. 
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(b) 

Fig. 5. Verification performance comparison of Baseline and Proposed 1 — 0.0 and 

(T = 1.0, LPF, first low order eigenvector removed, angle+Mahalanobis distance), and 
Proposed II (/r = 0.0 and a — 1.0, Wavelet [O.Sbpp], first low order eigenvector re- 
moved, Ll-|-Mahalanobis distance) algorithms, (a) duplicate I probes and (b) dnplicate 
II probes. 
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design for PCA-based face recognition systems. This allowed us to systematically 
vary the components and measure the impact of these variations on performance. 
From the results throughout the series of experiments, we present two models 
for PCA-based face recognition system. In proposed models, our design decision 
includes processing steps with better performance in each module. 

The choice of steps used in Proposed I system includes: (1) illumination 
normalization (/x = 0.0 and a = 1.0), (2) Low-pass filtering (LPF), (3) remove 
first low order eigenvector, and (4) angle-|-Mahalanobis distance. The choice 
of steps used in Proposed II system includes: (1) illumination normalization 
(/X = 0.0 and cr = 1.0), (2) wavelet compression [0.5 bpp], (3) remove first 
low order eigenvector, and (4) Lid-Mahalanobis distance. Proposed I system 
addresses the effects of LPF with angle-|-Mahalanobis distance while Proposed 
II system represents wavelet compression with Li-|-Mahalanobis distance. 

In Figure 4, the identification results are reported for duplicate I and du- 
plicate II probes. The identification performance score for duplicate I probe is 
increased from 0.35 to 0.49 for Proposed I method, and duplicate II probe from 
0.13 to 0.26 for both Proposed I and II method (top rank score). The identifi- 
cation performance score for FB probe is slightly increased from 0.77 to 0.78 
for both Proposed I and II methods, and fc probe from 0.26 to 0.33 for Pro- 
posed II method (top rank score). In Figure 5, the verification performances are 
reported for duplicate I and duplicate II probes. The verification performance 
for duplicate I probe is improved from 0.24 to 0.11 for Proposed I method, and 
duplicate II probe improved from 0.30 to 0.21 for Proposed I method (equal 
error rate). The verification performance score for FB probe shows same results 
for all three methods, and fc probe improved from 0.13 to 0.10 for Proposed 
II method (equal error rate). Based on these results, the proposed algorithms 
show reasonably better performance for duplicate I, duplicate II (for Proposed 
I method) and fc probes (for Proposed II method) than the baseline algorithm 
in both identification and verification scenarios. For FB probes, both identifica- 
tion and verification results show almost identical performance scores for each 
method used. 

From the series of experiments with optimal configuration of projection-based 
face recognition system, we have come to three major conclusions. First, JPEG 
and wavelet compression algorithms do not degrade performance. This is im- 
portant because it indicates that compressing images to save transmission time 
and storage costs will not reduce algorithm performance. Second, selection of 
the nearest neighbor classifier is the critical design decision in designing a PCA- 
based algorithm. The proper selection of nearest neighbor classifier is essential 
to improve performance scores. Furthermore, our experiments shows similarity 
measures that achieve the best performance are not generally considered in the 
literature. Third, the performance scores vary among the probe categories, and 
that the design of an algorithm need to consider the type of images that the 
algorithm will process. The FB and duplicate I probes are least sensitive to 
system design decisions, while fc and duplicate II probes are the most sensitive. 
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We introduced a modular design for PCA-based face recognition systems. 
This allowed us to systematically vary the steps and measure the impact of 
these variations on performance. Like PCA, the majority of the face recogni- 
tion algorithms in the literature are projection-based and have the same basic 
architecture as our PCA-based system. By following the evaluation procedure 
presented in this paper, an algorithm designers can determine the optimal con- 
figuration of their face recognition system. 
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Abstract. An analysis model for the dynamics information of two-dimensional 
time-series patterns is described. In the proposed model, two novel transforms 
that visualize the dynamic characteristics are proposed. The first transform, re- 
ferred to as speed equalization, reproduces a time-series pattern assuming a 
constant linear velocity to effectively model the temporal characteristics of the 
signing process. The second transform, referred to as velocity transform, maps 
the signal onto a horizontal vs. vertical velocity plane where the variation of the 
velocities over time is represented as a visible shape. With the transforms, the 
dynamic characteristics in the original signing process are reflected in the shape 
of the transformed patterns. An analysis in the context of these shapes then 
naturally results in an effective analysis of the dynamic characteristics. The 
proposed transform technique is applied to an online signature verification 
problem for evaluation. Experimenting on a large signature database, the per- 
formance evaluated in EER(Equal Error Rate) was improved to 1.17% com- 
pared to 1.93% of the traditional signature verification algorithm in which no 
transformed patterns are utilized. In the case of skilled forgery experiments, the 
improvement was more outstanding; it was demonstrated that the parameter set 
extracted from the transformed patterns was more discriminative in rejecting 
forgeries 



1 Introduction 

In analyzing two-dimensional time series patterns such as gestures, handwritten char- 
acters or signatures, dynamic characteristics often play an important role. Especially 
in signature verification problems, dynamics information is considered integral in 
providing security against skilled forgery [1,2]. First, in the context of shape, a sam- 
ple generated by a skilled forger is almost indistinguishable from an authentic source. 
Furthermore, the signature patterns are often exposed to the public giving ideas to the 
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potential forgers, while the signing process itself, thus the dynamics information of 
the signatures is generally out of their reach. 

However, in the reported literatures, often the emphasis is on the analysis of the fi- 
nalized shapes, referring to the dynamic properties only in the form of simple pa- 
rameters such as average velocity, average acceleration, etc [2,3]. Of course, this is 
partially due to the importance of shape in recognizing signature patterns, but a lack 
of effective analysis models for the dynamic characteristics is also responsible. The 
signature is one of the oldest authentication means in human history. Unlike finger- 
prints, another traditional authentication means, signatures are free from the nuance 
of criminality. Furthermore, signatures are a widely accepted form of authentication 
in social, cultural and legal aspects [7]. With these advantages, the signature is one of 
the most promising biometric features and many researches have focused on this 
subject [8,9,10]. 

The signature is classified as a behavioral biometric feature compared to physio- 
logical features such as face, fingerprints and/or iris [7,11,12]. This means the risk of 
intentional imitation should be considered seriously in the development of practical 
systems. In signature verification, forgeries are often classified into the following 
three types [13]. 

1 . random forgery: where the forger uses his/her own signature instead of the 
signature supposed to be tested. 

2. simple forgery: where the forger does not make any effort to simulate a 
genuine signature but has access to the name of the author. 

3. skilled forgery: where the forger tries to simulate a genuine signature as 
closely as possible to the original. 

On the contrary, forgers generally have difficulty in imitating the dynamic charac- 
teristics at the same time; thus dynamics information still preserves its discriminative 
ability [1]. Signature dynamics has been considered as a biometric feature for its 
dynamics information arising from the involuntary behavior of the author. Even in an 
offline case where no dynamics information is available, it is known that the key to 
discriminate an individual is peculiarities caused by involuntary motions rather than 
overall shape characteristics [16]. 

In signal analysis or the pattern recognition arena, it is a common practice to trans- 
form the original signal to another form to investigate a certain property more effec- 
tively. For instance, the well-known EFT transforms the signal into the frequency 
domain revealing many useful characteristics in respect of signal frequency that were 
ambiguous in the original signal [4]. Likewise, a proper transform can be an effective 
tool for the analysis of dynamic characteristics in time series patterns. In this paper, 
two novel transforms that visualize the dynamic characteristics of two-dimensional 
time-series patterns are proposed. With the transforms, dynamic characteristics of the 
original signal are reflected to the transformed patterns; thus analyzing them with 
traditional shape analysis tools naturally results in the analysis of dynamic character- 
istics. These transforms are applied to an online signature verification problem to 
evaluate the effectiveness of the approach. 

The first transform, which we refer to as speed equalization, is a reproduction of 
the pattern assuming a constant linear velocity. That is, the transformed pattern shows 
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how the pattern would look like if the signer wrote it with constant velocity. Natu- 
rally, the pattern is distorted reflecting the dynamic characteristics of the signing 
process. The sections where original linear velocities were high shorten, while those 
with low linear velocities lengthen. After the transform, two patterns with similar 
shapes may result in completely different patterns in the transformed domain if their 
dynamic properties were different, providing an excellent basis for discriminating 
them. 

The second transform, referred to as velocity transform, is more straightforward. 
At each sample point, the first derivative of the point sequence is calculated and is 
drawn on the v,^ versus v^ plane, where v,, and v^ are the horizontal and vertical ve- 
locities respectively. Naturally, the transformed pattern shows how the signing proc- 
ess changes as time evolves. 

The virtue of the proposed transforms is that the transformed results are represented 
by completely the same format as the original pattern. Thus virtually every analysis 
techniques developed to analyze the original pattern can be applied, providing an 
effective analysis model for dynamic characteristics of two dimensional time series 
patterns. 



2 Speed Equalization 



Humans tend to adjust their signatures to given forms, resulting in a large variance in 
size and aspect ratio. These variances create many differences in the resulting pat- 
terns. Many relevant features such as velocity, length of the loci and relative direc- 
tions are influenced. Most algorithms suggest normalization to compensate for these 
variances [1,2,5]. 

However, in spite of the variances, the signing process is not so variable in the 
temporal domain. Fig. 1 shows an example of signature patterns. In the figure, thick 
lines represent the loci when an electronic pen was in contact with the tablet, while 
thin lines represent the loci when the pen was in the air. The dots in the figure are 
drawn every 0.5 seconds along the signing process. The width and height of the sig- 
nature shown in Fig. 1(a) are about 2.2 times larger than those of Fig. 1(b). However, 
as indicated in the figure, the signing time is almost identical. Furthermore, in spite of 
the huge difference in size, the dotted positions are similar relative to the whole pat- 
tern. The observations imply that the involuntary ballistic motion of human muscles 
that generates a signature pattern is more consistent in the temporal domain than in 
the spatial domain. 




Signing Time 


2.670 seconds 


Width 


1,036 pixels 


Height 


544 pixels 




Signing Time 


2.607 seconds 


Width 


455pixels 


Height 


256 pixels 



Fig. 1. (a) A Signature on a Large Form, (b) A Signature on a Small Form 
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Speed equalization is a transform to reflect the temporal characteristics of the signing 
process to the pattern. Speed equalization is a reproduction of the signing process 
assuming constant linear velocity. By assuming constant linear velocity, the length of 
the loci corresponds to the time taken to draw that pattern, thus effectively modeling 
temporal information. 

A two-dimensional time series pattern C is generally represented by a series of 
points whose attributes are x, y coordinates and sampled time. Here, time attributes 
can be omitted without losing generality by assuming a constant sampling interval, 
resulting in the following representation of the curve C. 

C= {pi, Pj, p^} (1) 

where p, is a two-dimensional vector of x, y coordinates that are denoted as 
Pi(x) and Pi(y), respectively. 

For obtaining velocity at each point, the first derivative of the sequence is calcu- 
lated by the following equation for horizontal and vertical directions [6]. 

v»=(-p. + 2(x)+8« p. + i(x)-8« p I - i(x) + p.-2(jc))/12 (2) 

V, = (- p, + 2( y) + 8 • p, + i( y) - 8 • p, - i( y) + Pi - 2( y ))/ 12 (3) 

Then the direction of loci at the point is defined as follows. 



0 = arctan( — ) 

Vx 



(4) 



With the above notations, speed equalization is defined as a transform from a two- 
dimensional point sequence C={pj, p^, p^J to another two-dimensional point se- 
quence S={Sj, Sj, s^} of the following. 



Si = pi i = 1,2 

■ Si = Si - 1 + (pi - pi - i) i=N-l,N 
Si=Si-i+v»Af«0 otherwise 



(5) 



where, v: constant velocity 

At: time interval between points 
0: Unit Vector in direction 0of eq. 4) 

The first two equations of the above are for handling the exceptional cases at the 
head and the tail of the sequence for which the derivative cannot be calculated by 
equations (2) and (3). The remaining points are sequentially transformed by the third 
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equation to generate a speed equalized pattern. In the formula, v and At are constants 
as it is assumed that each point is determined by the previous point and 0 . 

Fig. 2 shows speed equalized patterns of Fig. 1. Though the sizes of the original 
patterns were remarkably different, they are very similar to each other in the trans- 
formed domain even in the context of size. On the other hand. Fig. 3 shows two pat- 
terns created by a skilled forger, which are very similar to the genuine ones in terms 
of shapes. But in the transformed domain (Fig. 4), the patterns are completely differ- 
ent from those of Fig. 2. Even Fig. 4(a) and Fig. 4(b) are quite different from each 
other, indicating they have different dynamic characteristics. 




Width 


256pixels 


Height 


240 pixels 



Width 


297 pixels 


Height 


280 pixels 



Fig. 2. Speed Equalization: (a) Transformed Pattern of Fig. 1 (a), (b) Transformed Pattern of 
Fig. 1(b) 




Fig. 3. Skilled Forgery Samples 



All these examples demonstrate that the difference in dynamic characteristics is 
mapped to the difference in shape in the transformed domain. In the context of a 
signature verification problem in which the authenticity of the test pattern is deter- 
mined by the dynamic characteristics to a large extent, the transformed patterns pro- 
vide an excellent basis to distinguish a skilled forgery (with very similar shapes, but 
generally with different dynamic characteristics) from an authentic sample. 




Fig. 4. Speed Equalization on the Skilled Forgery Samples, (a) Transformed Pattern of Fig. 3 
(a), (b) Transformed Pattern of Fig. 3(b) 
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3 Velocity Transform 

Velocity transform is another transform that visualizes the dynamic characteristics of 
the signing process by transforming the point series at the spatial domain to the veloc- 
ity domain. Given a point sequence C={pi, pz,..., Pn}, the velocities at each point 
then constitute another two-dimensional vector list V={vi, V2,..., Vn}, where Vi is a 
two-dimensional vector whose components are horizontal and vertical velocities v^ 
and Vy of equations (2) and (3) at the point pi. At the head and tail of the sequence 
where equations (2) and (3) cannot be applied, the nearest available value is assigned. 
That is, Vi=V2=V3 and Vn=Vn-i=Vn. 2, where V3 and Vn _2 can be calculated by the equa- 
tions. 

Unlike speed equalization, the velocity transform is influenced by scale. To com- 
pensate for this factor, the original pattern is normalized so that the height of the re- 
sulting pattern is equal to a predetermined constant before the transform is applied. 
Also, for the elimination of noisy factors, a low pass filter applied after the transform. 

The transformed sequence V represents dynamics information of the signing proc- 
ess in its shape. For instance, the width of the sequence V shows how much the hori- 
zontal velocity changes, the center of gravity for the pattern corresponds to the aver- 
age velocity, and so on. 

Fig. 5 shows velocity transformed patterns for the patterns of Fig. 1 while Fig. 6 
shows those transformed from Fig. 3. Comparing Fig. 5 to Fig. 6 the size and the 
overall characteristics of the patterns are quite different though their original patterns 
were very similar. These differences in the transformed domain make the task of dis- 
crimination far easier. 





(a) (b) 

Fig. 5. Velocity Transform : (a)Transformed Pattern of Fig. 1(a), (b)Transformed Pattern of 
Fig. 1(a) 





(a) 



(b) 



Fig. 6. Velocity Transform on the Skilled Forgery Samples: (a)Transformed Pattern of Fig. 
3(a), (b)Transformed Pattern of Fig. 3(a) 
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4 Application to Signature Verification Problem 

4.1 Signature Verification Algorithm 

Signature verification algorithms are typically classified into two types [8]. The first, 
often called the global parametric approach, represents a signature pattern by a set of 
parameters and compares the parameter sets to determine whether the test pattern is 
genuine. On the contrary, the functional approach represents a signature as a function 
of time and compares the functions to make a decision regarding the veracity of the 
signature. 

Though each approach has strengths and drawbacks in the respects of stability and 
discriminative ability, we adopted the global parametric algorithm as an evaluation 
model. The reason for this selection is chiefly simplicity of implementation. But more 
importantly, the clear distinction of static and dynamic parameters in this model is 
essential for a proper evaluation of effectiveness in the context of dynamic character- 
istics analysis. Through this evaluation, we should verify if better performance is 
achieved compared to the traditional methods that use only the original pattern. 
Evaluation of security against skilled forgery is another important checkpoint. 

When a signature pattern is given, the feature extraction module extracts a pre- 
determined feature vector Fj, and this is compared with the enrolled template Fg to 
generate the difference vector F^. The classifier then decides whether Fd belongs to 
the genuine class. 

In designing an algorithm for this model, two decisions should he made. One is the 
selection of parameters and the other is the decision strategy based on the evaluated 
similarity or difference of the parameters [2]. The latter problem is a two-class classi- 
fication of the difference vector Fp. Here, a neural network of a back error propaga- 
tion model is adopted for its simplicity in implementation and with consideration of 
its reputation as a good classifier for problems of this nature [17]. 

The former problem requires more careful attention. The selection of the feature 
determines the nature of the verification algorithm. For instance, if we select static 
parameters only, the algorithm may not reflect the dynamic characteristics properly 
though it may be sensitive in context of shapes, and vice versa. Here, the purpose of 
this paper is to evaluate the effectiveness of the proposed transform techniques rather 
than to develop a good signature verification algorithm. In this respect, we con- 
structed several verification models with different combination of parameter sets. 

Thus far, the global parametric approach has been investigated with great enthusi- 
asm and hundreds of parameters of static and dynamic nature have been proposed and 
claimed to be effective [18]. From the huge candidate list found in the literatures, the 
parameter pool listed in Table 1 is selected considering a balance between static and 
dynamic parameters. 

In the literatures [2,3,19]. most of the listed parameters are described in detail, but 
the final parameter ‘radial histogram’ is new and as such requires a brief explanation. 
The radial histogram is a radial distribution of the sampling points. The origin of the 
Cartesian coordinates is the center of gravity of the pattern, and the space is divided 
as shown in the figure. The sampling points belonging to each region are counted to 
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construct the radial histogram, which is then normalized by the total number of sam- 
pling points in the whole pattern. 

Once the feature set is determined, the next step is the calculation of the difference 
vector Fp. Most elements of the difference vector are the absolute difference between 
the corresponding elements of the reference and test feature vectors as shown in the 
following equation. 

F Di = \ F Ti — F Ei I (6) 

where Fd; is an i-th element of Fp, Fj; is an i-th element of Fx and Fg; is i-th ele- 
ment of Fg. 

Two exceptions are the direction and radial histograms. Instead of considering dif- 
ferences of each bin, only the sum of the differences of the following equation is 
inserted to the difference vector, reducing the dimension to 22 from 44 of the feature 
vectors. 

D=^\Hr(i)-H,(i)\ (7) 



where, D is a histogram difference, N is the number of bins, H(i) is the value of the 
histogram for the i-th bin represented in ratio to the total number of sampling points, 
and the subscript r and t of Ft represent the reference and test pattern, respectively. 

The parameters in the pool are classified into the following three classes. 

1. Transform Invariant Parameters: Values that are not altered by the proposed 
transforms 

2. Static Parameters: Represents static shape characteristics of the pattern 

3. Dynamic Parameters: Represents dynamic characteristics of the signing pro- 
cess 

Feature vectors for each class are denoted as I, S, D, respectively. As mentioned 
earlier, the original pattern and the transformed patterns are represented by com- 
pletely the same format, thus the same feature extraction module can be applied to all 
the patterns. The feature vectors are extracted from the original, speed equalized and 
velocity transformed patterns, which are denoted as {I, So, Dq), {I, Ss, Ds) and {I, 
Sy, Dy) respectively. Here, parameters extracted from the original pattern are also 
affected by scale. Hence the same normalization with the case of velocity transform 
(refer to Section III) is conducted before it is fed to the feature extraction module. 

For the evaluation of the proposed transform techniques, 12 verification models 
with different combinations of the above parameter sets are constructed. At first, as a 
representative of the traditional approach where no transformed patterns are utilized, 
a verification model of the feature vector To=I©So®Dq is constructed (Here © is the 
vector concatenation operator that concatenates two vectors to form a new vector 
whose elements are the sum of the original two vectors. That is, if vector A={a|, a 2 , 
..., Un} and vector B={bi, b 2 , ..., Fm} are given, then A©B={a], a 2 , ..., Un, hi, b 2 , ..., 
bMl ) Similarly, the same feature vectors are extracted from the transformed patterns 
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to form Ts=I©Ss©Ds for the speed equalized pattern and Tv=I©Sv©Dv for the 
velocity transformed pattern, respectively. These models are referred to as T-O, T-S 
and T-V, respectively. The ‘T’ in the name indicates that all the parameters in the 
pool are utilized and the concatenated character ‘O’, ‘S’ and ‘V’ stand for the source 
pattern; ‘O’ for the original, ‘S’ for the speed equalized pattern and ‘V’ for the veloc- 
ity transformed pattern. By further combining these parameters, T-OS, T-OV and T- 
OSV models can be constructed. 

Similar models using only static parameters are constructed, which are referred to 
as S-* models. For the original pattern, only So is used as a feature vector to construct 
an S-0 model and Ss and Sy are used to form the S-S and S-V models respectively. 
Same combinatorial models S-OS, S-OV and S-OSV are also constructed. These 12 
verification models are summarized in Table 1. 



Table 1. Verification Models 



Name 


Pa- 

rameters 


Source Pattern 


Feature Vector 


T-O 


All 


Original 


I©Do©So 


T-S 


Speed Equalized 


I©Ds©Ss 


T-V 


Velocity Transformed 


I0Dv©Sv 


T-OS 


Original -1- Speed Equalized 


I©Do©So©Ds©Ss 


T-OV 


Original -1- Velocity Trans- 
formed 


I©Do©So©Dv®Sv 


T-OSV 


Original -1- Speed Equalized 
-1- Velocity Transformed 


I©Do©So©Ds@Ss© 

Dv©Sv 


S-O 


Static 

Parameter 


Original 


So 


S-S 


Speed Equalized 


Ss 


S-V 


Velocity Transformed 


Sv 


S-OS 


Original -1- Speed Equalized 


So©Ss 


S-OV 


Original -1- Velocity Trans- 
formed 


So©Sv 


S-OSV 


Original -1- Speed Equalized 
-1- Velocity Transformed 


So©Ss©Sv 



4.2 Experimental System Model 

The system consists of two main parts, enrollment and verification. In the enroll- 
ment stage, a new user registers his/her signature pattern to the system to make a 
template. Generally, several specimens of the user signature are submitted to the 
system so that a reliable template can be created. In the implemented systems, every 
user is required to present 5 samples first. And the validation module evaluates the 
reliability of the samples by conducting verification between the samples. That is, if 
5 samples Ci to C 5 are given to the system, the feature extractor extracts the feature 
vectors Fi to F 5 for each pattern. And for every possible pairing (Fi-hF 2 , FiH-Fs, . . . , 
F 4 -hFs), verification is conducted to generate 10 (=jC 2 ) matching scores. If all of 
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them exceed the predetermined threshold, the enrollment is declared as a success 
and the template Fx is generated by averaging the 5 vectors as follows. 

Ft = 

5 

If this is not the case, matching scores for each pattern (each pattern is related to 4 
matching operations) are summed up, and the pattern whose score summation is 
smallest is discarded. Another pattern is then summoned to repeat the above proce- 
dures. 

In practical systems, it is a common practice to deny enrollment itself if the 
evaluation fails even after a certain number of retrials as shown in the figure. This 
seems to be a reasonable policy as the risk is too high to lower the thresholds for 
accommodating such unstable patterns. 

Here however, for fair performance evaluation, enrollment failure is not allowed. 
In the implemented systems, two more trials are allowed to make 7 samples in total. 
If the case still fails to clear the criterion, the best template is created based on avail- 
able samples. 

The feature extraction module extracts the feature vector from the input pattern 
while the reference feature vector is retrieved from the template database based on 
the given ID. The difference vector between two feature vectors is calculated and is 
fed to the classifier for a final decision. 

As a classifier, the neural network is utilized. The input to the network is the dif- 
ference vector and the network consists of a hidden layer and an output layer with 2 
neurons. The network is trained so that the two-dimensional output vector is like the 
following equation and the final matching score S is given as O 1 -O 2 . 

(1,0) for a genuine pair 

(0,1) for a forgery pair 

That is, if S=0i-02 is greater than a given threshold, the given pair is declared genu- 
ine; otherwise it is classified as a forgery. In training the neural network, samples 
reserved from the experimental database are utilized.. 







( 8 ) 



5 Experiments and Discussion 

5.1 Experimental Data 

The signature database used in the experiment is provided by the University of Kent. 
Fairhust, et al. described the characteristics of the database as follows [3]: “The 
signatures are collected from a wide cross-section of the general public at a typical 
retail outlet providing a genuine and real-world environment within which to inves- 
tigate the signing process. The database therefore provides a much more realistic test 
for signature verification experimentation than the many smaller and laboratory- 
based databases often encountered.” 
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The captured data is re-sampled so that the time interval is the same using quad- 
ratic interpolation, which is followed by a Gaussian low-pass filtering that is char- 
acterized before being added to the database. 

The original database consists of 7,428 samples from 359 persons. The number of 
samples per person varies from 2 to 79 depending on the times they visited the site. In 
this paper, a subset of the original database that consists of only the persons whose 
sample count is greater than 10 is used, resulting in 6,790 samples from 271 persons. 
In the experiment, 3 samples from each person are reserved to train the neural net- 
works, 7 samples are utilized for enrollments, and the remaining samples are used for 
evaluation. 



5.2 Experimental Results in Context of Random Forgery 

For the experiment, 271 persons are enrolled to the implemented 12 systems using 
the reserved 7 samples. Excluding the first 10 samples (for enrollment and training), 
the remaining 4,080 samples are fed to each system for performance evaluation. 
Each test sample is compared against all the enrolled persons generating 4,080 trials 



as 



0> 



IL> 

O 



f 










False =le action Rate (%) 



1-0 

T - O N/ 



Fig. 7. Error Trade-off Curve for the T-O and T-OSV models 



for genuine pairs and 1,101,600 trials for random forgery. 

Fig. 7 shows the error trade-off curve for the T-0 and T-OSV models. As shown in 
the figure, FAR (false acceptance rate) and FRR (false rejection rate) changes as the 
threshold changes, where the threshold is determined by the requirements of each 
application. That is, for applications with strict security requirements, a higher 
threshold is adopted to lower the FAR, but inevitably results in a higher FRR, and 
vice versa. Typically, the performance of the algorithm is evaluated by EER (equal 
error rate), the error rate when FAR and FRR become equal as indicated by dots in 
the figure. 
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Table 2 shows the EER of the 9 models in the context of random forgery. The first 
model, which is the traditional approach without using transformed patterns, shows 
an EER of 1.93 %, while that of the T-S and T-V models is 2.1 1% and 3.00% respec- 
tively. Though the EER for the original pattern is better than those of the transformed 
patterns, this is to be expected because users intentionally try to be consistent in shape 
more so than the signing process itself. It is not rare even for someone to pause for a 
moment during signing, causing large intra-personal variability (the variation ob- 
served within a class of genuine signature specimens of one individual) [8] in dynamic 
characteristics. 



Table 2. Equal Error Rates in context of Random Eorgery 



Model 


T-0 


T-S 


T-V 


T-OS 


T-OV 


T-OSV 


EER(%) 


1.93 


2.11 


3.00 


1.40 


1.61 


1.17 



Model 


S-O 


S-S 


S-V 


S-OS 


S-OV 


S-OSV 


EER(%) 


3.11 


2.57 


4.97 


1.66 


2.14 


1.37 



Table 3. Equal Error Rates in context of Skilled Forgery 



Model 


T-O 


T-S 


T-V 


T-OS 


T-OV 


T-OSV 


EER(%) 


3.03 


2.00 


2.11 


2.80 


2.43 


2.34 



Model 


S-O 


S-S 


S-V 


S-OS 


S-OV 


S-OSV 


EER(%) 


13.15 


3.41 


4.25 


3.99 


5.75 


3.17 



Nonetheless, the transformed patterns obviously include information that was not 
available in the original pattern, which explains the reason for the improved EER of 
the T-OS and T-OV models over that of the T-O model. Furthermore, by incorporat- 
ing all the information in the T-OSV model, the EER dropped to 1.17 %, an im- 
provement of about 39% over that of the T-0 model. 

The same tendency is observed in S-* models with the exception of better EER for 
the S-S model over the S-O model. By combining the parameters of the original and 
transformed patterns, far better results could be obtained. In the case of the S-OSV 
model, an EER of 1.37 % is obtained, which is almost a 56% improvement over the 
S-O model. 

Here, it is important to compare the T-0 model with the S-OSV model. The T-O 
model is the traditional approach where the dynamic characteristics are considered as 
a form of parameters, while the S-OSV model uses only static parameters but consid- 
ers the dynamic characteristics via the transformed patterns. As the table shows, the 
EER of the S-OSV model is 1.37 % compared to 1.93% of the T-O model, an im- 
provement of about 29%. Considering the fact that the S-* model utilizes only a small 
portion of the parameter pool, the 29% improvement is quite a promising result, indi- 
cating that utilizing transformed patterns provides a more effective model for the 
analysis of dynamic characteristics as compared to traditional techniques. 
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5.3 Experimental Results in Context of Skilled Forgery 

Although the Kent database is an excellent dataset, it does not include skilled for- 
gery samples, which are important in evaluating signature verification algorithms. 
For the experiments, 5 volunteers were requested to imitate the enrolled signatures 
as closely as possible. 

Due to the large size of the Kent database, it was difficult for each volunteer to gen- 
erate all the forgery examples of 271 persons. Hence they were requested to select 
the signatures that appeared easier to imitate. During a period of 3 months, 2,000 
skilled forgery samples were collected. 

Table 3 shows the EER of the 12 models. As expected, the S-0 model in which only 
static parameters are considered on the original pattern shows the worst result, 
13.15%. This result demonstrates that a skilled forgery cannot be rejected in context 
of shape only. Furthermore, it is important to notice the higher performance of the *- 
S and *-V models over *-0 model, which is contrary to the results of the random 
forgery experiment. As mentioned earlier, users intentionally try to be consistent in 
the finalized shape of their signature. In other words, typically smaller intra-personal 
variability is observed in static parameters than in the dynamic ones. Furthermore, 
inter-personal variability in static parameters is typically very large in the case of 
random forgery, which makes static characteristics ideal as a discriminating feature. 
This is the reason for the higher performance of the *-0 model in the random forgery 
experiment. However, in skilled forgery, the forgers also try to imitate the shape as 
closely as possible and they certainly succeeded in doing so to a large extent. As a 
result, inter-personal variability for static parameters becomes very small, decreasing 
the ability to discriminate forgery samples. Naturally, the importance of dynamic 
parameters increases in this case. 

The traditional approach (T-0 model) also considers the dynamic characteristics. 
Parameters such as total signing time, average velocity and other parameters of dy- 
namic nature play an important role in rejecting a skilled forgery, which is evidenced 
by the large improvement from 13.15% of the S-0 model to 3.03%. However, by 
applying transforms, far better results, 2.00% for the T-S model and 2.1 1% for the T- 
V model, were achieved, demonstrating the effectiveness of the transform techniques 
in analyzing dynamic characteristics. These results are even better than the combina- 
torial models such as T-OS, T-OV or T-OSV. 

For the S-* model, the same tendency is observed. As in the cases of the T-* mod- 
els, the S-S and S-V models are far superior to the S-O model. The 13.15% EER of 
the S-0 model drops to 3.41% when the same parameter set was extracted from the 
speed equalized pattern. For the S-V model, the EER was 4.25%, also a large im- 
provement over the S-0 model. In the case of combinatorial models, it seems that the 
results were strongly influenced by the poor result of the S-0 model; the EERs for the 
S-OS and S-OV models were worse than that of the S-S model. Only the S-OSV 
model showed a slightly improved result of 3.17% compared to the 3.41% of the S-S 
model 
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6 Conclusion 

Dynamic characteristics are important information in the analysis of two-dimensional 
time-series patterns such as signatures captured hy a tablet digitizer. Especially in the 
context of skilled forgery where inter-personal variability in static characteristics 
becomes negligible, an effective analysis of dynamic characteristics is indispensable 
for the achievement of a proper performance. In the reported works, however, dy- 
namics information has been considered mainly in the form of simple parameters 
such as average velocity, average acceleration, etc, which although efficient, could 
achieve only limited success in performance. 

In this paper, two novel transforms, speed equalization and velocity transform, are 
proposed as a means to visualize the dynamic characteristics of the signing process. 
With the visualized dynamics information in the transformed domain, an analysis in 
the context of shapes naturally results in an analysis of dynamic characteristics. 

The proposed analysis model is applied to the online signature verification prob- 
lem. For comparison, 12 systems are implemented with various combinations of pa- 
rameters and tested on a large signature database of 6,790 samples from 271 persons. 
In the context of random forgery, the EER for the T-O model (only the parameters 
from original pattern were used) was 1.93%. However, if the information from the 
original pattern and transformed patterns are utilized fully as in the T-OSV model, the 
EER drops to 1.17%. Even the model that adopted only the parameters of static nature 
but considers dynamic characteristics purely through the transformed patterns (S- 
OSV model) scored 1.37 %, an Impressive improvement over the T-0 model. 

In the case of skilled forgery, the effectiveness of the transforms is more apparent. 
The T-S and T-V models, where the parameters are extracted from the transformed 
patterns, showed 2.00% and 2.11% EERs respectively, while the EER of the T-0 
model was 3.03%. In the case of skilled forgery, inter-personal variability in shapes is 
very small. Thus the performance is mainly influenced by the effectiveness of the 
dynamic characteristics analysis. These experimental results show that the analysis of 
the dynamic characteristics by using transformed patterns delivers superior perform- 
ance to the traditional approach. 

In this paper, the proposed transform technique is applied only to the global paramet- 
ric algorithm. However, with the completely identical format of the original and the 
transformed patterns, virtually any signature verification algorithm can be applied to 
the transformed patterns to improve performance, especially in the context of skilled 
forgery where the proper analysis of dynamic characteristics is essential. 
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Abstract. Public- key cryptography is widely used as the underlying 
mechanism for securing many protocols and applications in the Inter- 
net. A Public Key Infrastructure (PKI) is required to securely deliver 
public-keys to widely-distributed users or systems. The public key is 
usually made public by way of a digital document called a certihcate. 
Certificates are valid during a certain period of time, however, there are 
circumstances under which the validity of a certihcate must be termi- 
nated sooner than assigned and thus, the certihcate needs to be revoked. 
The revocation of certihcates implies one of the major costs of the whole 
PKI. The goal of this paper is to present an efficient offiine revocation 
system based on the Merkle Hash Tree (MHT) named Enhanced-MHT 
(E-MHT). The authors propose several mechanisms that allow the E- 
MHT to provide a response size that is close to (or even better than) 
online systems. These mechanisms include the optimization of the MHT 
Paths for non-revoked certihcates, the division of the status data among 
multiple MHTs and a low cost mechanism for re-utilization of MHT di- 
gests and E-MHT responses. Furthermore, an ASN.l protocol for the 
E-MHT is introduced and discussed. Finally, a performance evaluation 
of the E-MHT using this protocol is presented. 



1 Introduction 

Many protocols and applications which use the Internet employ public-key tech- 
nology for security purposes. In public key cryptography a couple of keys are 
used: one is “public” (i.e. known by everybody) and the other is “private” (i.e. 
secret). The public-key is usually made public by way of a digital document called 
a certificate. Certificates are signed digitally by a Trusted Third Party (TTP) 
called the “issuer” , this allows a user who trusts issuer “X” to trust the contents 
of any certificate issued by “X”. There are several kinds of certificates but the 
most widely used are the Identity Certificates (ICs), whose main function is to 
bind a public-key with an identity. An IC states an association between a name 
called a “Distinguished Name” (DN) and the user’s public-key. Therefore, the 
authentication of the certificate relies on each user possessing a unique DN. DNs 
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use the X.500 standard [14] and are intended to be unique across the Internet. 
All X.509 certificates have the following data, in addition to the signature: 

— Version. This field identifies which version of the X.509 standard applies to 
this certificate, which affects what information can be specified in it. 

— Serial Number. The entity that created the certificate is responsible for as- 
signing it a serial number to distinguish it from other certificates it issues. 

— Signature Algorithm Identifier. Identifies the asymmetric algorithm used by 
the issuer to sign the certificate. 

— Issuer Name. The DN of the issuer. 

— Validity Period. Each certificate is valid only for a limited amount of time. 
It is not valid prior to the activation date and it is not valid beyond the 
expiration date. 

— Subject Name. The DN of the entity whose public-key the certificate identi- 
fies. 

— Subject Public Key Information. This is the public-key of the entity being 
named, together with an algorithm identifier which specifies which public- 
key crypto system this key belongs to and any associated key parameters. 

On the other hand, the X.509 standard [6] defines what information can go into 
a certificate and its data format. The TTP that issues the ICs is called the Cer- 
tification Authority (CA). However, to securely deliver ICs to widely-distributed 
users or systems, not only the CA is necessary, but also an infrastructure that 
ensures the validity of electronic transactions using digital certificates. In this 
sense, the Public Key Infrastructure (PKI) is responsible for the certificates not 
only at the issuing time but also during the whole life-time of the certificate. 
Typically, the validity period of a certificate ranges from several months to sev- 
eral years. Revocation is the mechanism under which an issuer can invalidate a 
certificate before its expiration and hence users must assure that the certificates 
involved in a certain transaction are valid (not revoked). If a certificate has been 
revoked, any results in which this certificate has been involved must be rejected 
because the trust of the underlying certificates is a fundamental requirement of 
the applications or the protocols built over public-key technology. 

A certificate may be revoked, according to [4], because of the loss or compro- 
mise of the associated private key, in response to a change in the owner’s access 
rights, a change in the relationship with the issuer, or as a precaution against 
cryptanalysis. The revocation implies one of the major costs of the whole PKI 
and it is commonly associated with two constrains: bandwidth and processing 
capacity. Hence any revocation system has to be concerned about these aspects 
that highly affect scalability. 

This paper introduces the Enhanced-MHT (E-MHT), a new proposal for 
offline revocation. E-MHT is an efficient revocation system based on the Merkle 
Hash Tree (MHT) [8]. The authors propose several mechanisms that allow the 
E-MHT to provide a response size that is close to (or even better than) typical 
online systems such as OCSP. These mechanisms include the optimization of 
the MHT Paths for non-re voked certificates, the division of revocation status 
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data among multiple MHTs and a low cost mechanism for re-utilization of MHT 
digests and E-MHT responses. The rest of the paper is organized as follows: 
in Section 2 we provide the background necessary to understand the revocation 
paradigm and its main approaches, including the MHT-based systems. In Section 
3 E-MHT is presented as a system that provides offline responses with a reduced 
size. In Section 4 the authors propose a request/response protocol for status 
data retrieval from the E-MHT and present its ASN.l definition. In Section 5 E- 
MHT is evaluated regarding OCSP [12] and AD-MHT [10]. Finally, we conclude 
in Section 6. 



2 Background 

The owner of the certificate to be revoked, an authorized representative or the 
issuer CA, can initiate the revocation process for this certificate. To revoke the 
certificate, any of the authorized entities generates a revocation request and 
sends it to the Revocation Data Issuer (RDI). RDI^ is the term that we use to 
define the TTP that has the master database of revoked certificates. The RDI 
is also responsible for transforming its database revocation records into “status 
data”. The status data {ST> from here on) has the appropriate format in order 
to be distributed to the End Entities and includes at least the following data: 

— Certificate Issuer. This is the DN of the CA that issued the target certificate 
or certificates. 

— Validity Period. This period of time bounds the ST> life-time (obviously this 
validity period is much smaller than the validity period of the certificate). 

— Issuer Name. This is the DN of the TTP that issued the ST>. 

— Cryptographic Proof. This proof must demonstrate that the ST> was issued 
by a TTP. 

— Serial Number. This is the serial number of the target certificate or certifi- 
cates. 

— Revocation Date. This is the date when the target certificate was revoked. 

— Revocation Reason. Optionally, a revocation reason for guidance can be spec- 
ified. 

In the vast majority of the revocation systems. End Entities do not have a 
straight connection to the RDI. Instead, ST> is published by the RDI in “repos- 
itories” or ’’responders”. The main function of both repositories and responders 
is to answer the End Entities requests concerning the status of certificates (sta- 
tus checking). However, repositories are non TTPs that store SD pre-computed 
by the RDI (also called offline scheme) while responders are TTPs that can 
provide a cryptographic proof for ST> in each response (also called online 
scheme) . 



^ The CA that issued the certificate is often the one who performs the RDI functions 
for the certificate, but these functions can be delegated to an independent TTP. 
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It is worth mentioning that the status checking is the mechanism that has 
the greatest impact in the overall performance of a certificate revocation system. 
Therefore, a status checking needs to be fast, efficient, timely and it must scale 
well too. Figure 1 summarizes the certificate revocation paradigm. 




Fig. 1. Reference Model 



The Certificate Management Protocol (CMP) [1] defines the mechanisms to 
request, renewal, reissue and revoke a certificate. In particular, CMP defines the 
revocation request protocol and a protocol to publish the status data. 

On the other hand, there are many status checking approaches that define 
different formats of ST> to be exchanged with the End Entities. The simplest 
of them is traditional Certificate Revocation List (CRL) [6]. CRL is the most 
mature approach and it has been part of X.509 since its first version. CRL has 
also been profiled for the Internet in [5] . A CRL is a digitally signed list of revoked 
certificates in which for each entry within the list the following information is 
stored: the certificate serial number, the revocation reason and the revocation 
date. The CRL has also a header that includes information about the version, 
the CRL serial number, the issuer, the algorithm used to sign, the signature, 
the issuing date, the expiration date and some optional fields called extensions. 
The CA that issued the certificate acts as RDI and repositories can be used 
to distribute the CRTs. Since CRTs may have a large size, they are usually 
cached by the client during their validity period. Delta-CRL (D-CRL) [6] is an 
attempt to reduce the size of the CRLs. A Delta-CRL is a small CRL that 
provides information about the certificates whose status have changed since the 
issuance of a complete list called Base-CRL. CRL-Distrihution Points (CRL-DP) 
was introduced in the version 3 of X.509 [6]. In CRL-DP, each CRL contains 
the status information of a certain subgroup of certificates. Each subgroup is 
associated with a CRL distribution point, which can be located on the same or 
different repositories. Each certificate has a pointer to the location of its CRL 
distribution point, so there is no need to either search through distribution points 
or have a priori knowledge of the revocation information locations. The criteria 
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for creating these subgroups can be geographic, by their level of importance, 
scope of use, etc. 

Micali proposed the Certificate Revocation System (CRS) [9]. In CRS the 
RDI periodically sends to each repository the list of all issued certificates, each 
tagged with the signed time-stamped value of a hash chain (see the Even et al. 
algorithm [3]) that indicates if this certificate has been revoked or not. 

The Online Certificate Status Protocol (OCSP) [12] has been proposed by 
the PKIX workgroup of the IETF. In OCSP the status of certificates is available 
in responders through a request/response mechanism. An OCSP client issues a 
status request for a particular certificate and sends it to an OCSP responder. The 
acceptance of the certificate in question is suspended until the responder provides 
a response. Upon receipt of a request, the responder determines whether the 
request is correct, searches the status information in its local database (which can 
be a CRL), creates a response with the corresponding data, signs this response 
and sends it back to the client. 

The Certificate Revocation Tree (CRT) [7] and the Authenticated Dictionary 
(AD) [13] are both based on the Merkle Hash Tree (MHT) [8]. The Authenticated 
Search Tree (AST) [2] from Buldas et al. also uses the MHT to increase the 
accountability of certificate revocation by making it intractable for the CA to 
create contradictory statements about the validity of a certificate. 

The MHT relies on the properties of the OWHF (One Way Hash Functions). 
It exploits the fact that a OWHF is at least 10,000 times faster to compute than 
a digital signature, so the majority of the cryptographic operations performed in 
the revocation system are hash functions instead of digital signatures. A sample 
MHT is depicted in Figure 2. 




Fig. 2. Sample MHT. 



We denote by ^ the nodes within the MHT where i and j represent re- 
spectively the i-th level and the j-th node. We denote by Hij the cryptographic 
value stored by node Nij. Nodes at level 0 are called “leaves” and they represent 
the data stored in the tree. In the case of revocation, leaves represent the set 
of certificates that have been revoked. 



d? {cq, Cl , . . . , Cj , . . . , . 



( 1 ) 
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Where Cj is the data stored by leaf Nqj. Then, Hqj is computed as (2), where 
h is an OWHF. 



Ho,j = h{cj). (2) 

To build the MHT, a set of t adjacent nodes at a given level i] Ni j, Ni j+i, 

. . . ,N,„ are combined into one node in the upper level, which we denote 

by Then, Hi^i ^ is obtained by applying h to the concatenation of the t 

cryptographic variables (3) 

Hi+i^k = h{Hij\ , \ (3) 

At the top level there is only one node called the “root” and Hroot is a digest 
for all the stored data in the MHT. The sample MHT of Figure 2 is a binary 
tree because adjacent nodes are combined in pairs to form a node in the next 
level {t = 2) and Hroot = -^ 2 , 0 - 

Definition 1. The Vigest is defined as{DNRDi, Hroot, Validity Period} siGudi 

Definition 2. Vathc^ is defined as the set of cryptographic values necessary to 
compute Hroot from the leaf Cj . 

Notice that the Pigest is trusted data because it is signed by the RDI and it 
is unique within the tree, while the Path is different for each leaf. 

Claim. An End Entity can verify if Cj G ^ if the MHT provides a response with 
the Pigest and the proper Pathc^.. 

Example 1. Let us suppose that a certain user wants to find out whether c\ 
belongs to the sample MHT of Figure 2. Then Pathd = {A^o,o, A^i.i} and the re- 
sponse verification consists in checking that the iJ 2 ,o computed from the Pathc^ 
matches iJ 2 ,o included in the Digest = {DNjidj, H 2 p, Validity PeriodfsiGRon 

Hroot = H 2 P = h{h{h{ci)\Hofi)\Hi^i) . (4) 

Remark 1. The MHT can be pre-computed by a TTP and distributed to a repos- 
itory because a leaf cannot be added or deleted to <P without modifying Hroot^ 
which is included in the Pigest and as the Pigest is signed it cannot be forged 
by a non-TTP. 

The CRT is a binary MHT. The main drawback of CRT is the management 
of the dynamism of the binary tree. That is, searching, adding and removing 
a leaf might be performed in the worst case in o(n) where n is the number 
of leaves. This is an important problem taking into account that the freshness 
requirements of the revocation may lead the MHT to be updated frequently. 

On the other hand, the AD is a 2-3 MHT. In a 2-3 tree, each internal node 
can have two or three children {t G {2,3}). The main advantage of this type of 

^ To do such a thing, an attacker needs to find a pre-image of a OWHF which is 
computationally infeasible by definition. 
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tree over the binary one is that searching, adding and removing a leaf can be 
performed in o{log(n)). Each leaf within the AD tree represents a certificate; 
certificates are distinguished by their serial number and, leaves are ordered by 
serial number. The order of the leaves is essential to prove that a certain cer- 
tificate, identified by serial number Ctarget, is not revoked {ctarget ^ ^)- To do 
so, it is enough to demonstrate the existence of two adjacent leaves: a minor 
adjacent leaf and a major adjacent leaf which fulfill that Cminor G Cmajor G ^ 
and Cminor < Ctarget < Cmajor- In [H] it is proposcd an algorithm to efficiently 
choose the adjacent leaves and in [10] it is proposed an algorithm that given a 
certain couple of leaves verifies whether they are “authentic” adjacent leaves. 

3 The Enhanced-MHT Basics 

In this Section, the authors propose E-MHT which arises from a performance 
analysis of an AD implementation named AD-MHT [10]. Remember that MHT- 
based systems are offline because the MHT can be pre-computed by the RDI 
and distributed to repositories. Offline systems are more robust than online 
systems in the sense that it is more complex to maintain the level of security of 
a responder than of a repository: a responder has to be online, but at the same 
time, it has to protect its private key against intruders. Regardless, AD-MHT 
repositories share the following characteristics with online responders: 

— A MHT provides status data for particular certificates rather than data of 
a whole set of certificates. 

— The repository computes part of the cryptographic proof for each response 
(i.e. the Path or Paths). 

Taking into account the previous features, it is easy to understand why the 
size of an AD-MHT response is usually some orders of magnitude smaller than 
a classical CRL. However, the size of an AD-MHT response is larger than an 
OCSP one because of the cryptographic values. For instance, we have observed 
in our tests with AD-MHT that for a population of 1,000 revoked certificates, 
the AD-MHT response doubles the size of an OCSP response. E-MHT aggluti- 
nates several mechanisms for enhancing the efficiency of traditional MHT-based 
systems. These mechanisms, which are explained below, include the optimiza- 
tion of the MHT Paths for non-revoked certificates, the division of the revoked 
certificates among multiple MHTs, the re-utilization of the tree Pigest and the 
cached responses updating at a low cost. 



3.1 Optimization of Paths 

As discussed in the previous section, the response for non-revoked certificates in 
the AD must include the Pathc..,,-„„., and the Pathc..,„,„^. Taking into account 
that only a small percentage of the certificates are revoked (usually a 10% are 
considered in similar studies) , the majority of the requests will be performed over 
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non-revoked certificates. Therefore, a size reduction over this kind of response 
will have a great impact over the AD performance. With this idea in mind, the 
authors propose below a way of reducing the number of cryptographic values for 
non-revoked certificates. 

The repository builds the responses for non-revoked certificates as follows: 

— It provides the complete Path for Cminor- 

— To build the Pathc„,^^-„,., the repository omits the cryptographic values that 
fulfil that Hij G Pathc„,i„„,, (i.e. redundant values that were already included 
in the Pathc„,,„„J. 

To verify an optimized response: 

— The client verifies the Pathc„i„„,,. To do so, the client computes Hroot and 
checks that it matches the one included in the MHT Pigest. 

— To check the 'P&th.cmajor-^ it is enough to reach a cryptographic value already 
computed in the verification of the Pathc„,i„„,, (in the worst case Hj-oot might 
be the only common cryptographic value between the two adjacent leaves). 







Milioi- Mnjcir 
Adjaceot Adjacent 



iif llicTtvcPalli tif ilKMajnl- A<1jnci;lil 
iif llicTlwPalh of iIk Miliol- .Ailjaixlil 



Fig. 3. Path’s optimization 



Example 2. Figure 3 shows an example where Hi q was already computed for 
the minor adjacent, therefore the repository omits i^l ,2 and i? 2 ,i in the 

Pathc„,„j„,,. In this example, the number of values necessary to verify the re- 
sponse is reduced from 8 to 5, within a bigger MHT the saving can be consider- 
able. 



3.2 Multi-MHT 

We borrow the philosophy of the X.509 CRL-DP as another way of reducing the 
response size: the group of revoked certificates <P is divided into k subgroups and 
each subgroup is used to build a smaller MHT. Similarly to CRL-DP, the criteria 
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for creating these subgroups can be geographic, by their level of importance, 
scope of use, etc. or the certificate population can also be uniformly divided into 
subgroups just for reducing the AD-MHT response size. 

A priori, the MHT division is not as beneficial as the CRL division. Notice 
that with k Distribution Points, the CRL size is divided by k while the number 
of cryptographic values per Path in the MHT is only divided by o{log{k)). More- 
over, the resources needed for the revocation publication are increased since now 
the RDI has to update k Pigests every validity period instead of just one. Even 
so, the division might be worth taking into account that scalability problems are 
usually related to the status checking. 

3.3 X>igest Re-utilization 

Dividing the MHT on its own is not a spectacular breakthrough, but combined 
with Pigest re-utilization and caching, the overall performance can be consider- 
ably improved as we will show in Section 5. 

Because AD-MHT is composed by a single MHT, a new root value has to be 
computed for any revocation or expiration during the validity period. On the con- 
trary, data is fragmented among multiple MHTs in E-MHT. This circumstance 
favours that many MHTs stay unchanged after a validity period^. Although a 
tree does not change its shape, the RDI must sign its Pigest with a new validity 
period due to the revocation freshness requirements. Pigest re-utilization offers 
an alternative to signature in case we need to setup a new validity period of an 
unchanged Pigest. The point of the re-utilization mechanism is that resources 
consumed to update a Pigest are drastically reduced in comparison with con- 
ventional signature. A hash chain using the Even et al. algorithm [3] is used to 
implement the Pigest re-utilization. The hash chain results from applying d -|- 1 
times a OWHF h over a secret nonce (5) 

TD h TD h TD h h TD h r? ^ h r> /r\ 

From now on, the validity period included in the Pigest will be denoted as 
the “documented” validity period and nextUpdate will denote the end of this 
period. Let’s see the parameters involved in the process: 

primaryUpdateValue (i?) is the secret nonce. R is only known by the RDI and 
it is generated each time a MHT is created or its root has changed. 
maximumUpdateIndex (d) is the maximum number of periods that a Pigest can 
be re-utilized. 

baseUpdateValue (i?o) is the last value of the hash chain and it is included in 
the signature computation of the Pigest. i?o is computed by applying d -I- 1 
times h over R: i?o = h‘^~^^{R). 

currentUpdateValue (i?i) is computed by applying d -I- 1 — i times h over R: 
Ri = (R) . Where i will denote the number of periods “Z\” elapsed 

from the documented one. 

® Actually, the probability that a MHT does not change during a validity period gets 
multiplied by k. 
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A relying party can verify the validity of a Pigest that it is living beyond 
its documented life-time, say, at time t, where t is included within the period 
[nextUpdate + (t — 1)^, nextUpdate -|- tZ\], by checking the equality of equation 
( 6 ) 



i?o = h’‘{Ri) with i < d (6) 

It must be stressed that to forge a currentUpdateValue with the information 
provided by a previous update value an attacker needs to find a pre-image of 
a OWHF which is computationally infeasible by definition. Notice also that 
the resources increase in the revocation publication due to the division can be 
compensated with Pigest re-utilization because to update an unchanged MHT, 
the RDI just needs to send the appropriate currentUpdateValue instead of a 
new Higest^. 

3.4 E-MHT Responses Update 

An E-MHT response can also be updated beyond its documented life-time with 
a currentUpdateValue if the Higest included in it has not changed. In this 
sense, previous E-MHT responses can be cached by clients, so that if the client 
needs to check the status of the same certificate later, the client can ask for a 
currentUpdateValue instead of downloading a complete E-MHT response which 
is larger®. Moreover, if a client usually requests for a given set of certificates, 
then, the responses of these certificates will be likely cached and they might be 
updated by means of a currentUpdateValue parameter. On the other hand, 
response re-utilization permits the relying parties to retrieve more timely status 
data from the system without perceptibly affecting the scalability, due to the 
following reasons: 

— A small validity period makes less probable that a MHT changes during this 
period of time. 

— With small validity periods, the responses need to be updated more often 
but this can be performed at a very low cost (using response re-utilization) 
if the corresponding MHT has not changed. 

4 E-MHT Status Checking Protocol 

At the moment, most of the protocols and data structures used in computer se- 
curity are defined in ASN.l. ASN.l (Abstract Syntax Notation number One) is 
an international standard [15] which aims to provide a means to formally specify 
data structures independent of machine or transfer syntax. This is the reason 

^ A digest is about 10 times larger than a currentUpdateValue (using our implemen- 
tation). 

® A E-MHT response is about 20 times larger than a currentUpdateValue (using our 
implementation) . 
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why ASN.l is commonly used to define the Protocol Data Units (PDUs) to be 
exchanged between heterogeneous systems. The ASN.l PDUs are encoded with 
one of several standardized encoding rules to produce an efficient bit-pattern 
representation which can be later transmitted. Security protocols are normally 
encoded using the Distinguished Encoding Rules (DER) [16] because DER is 
intended for applications in which given an ASN.l value, a unique bit-pattern 
encoding is possible, as is the case when a digital signature is computed on an 
ASN.l value. DER encoded PDUs can be placed over many transport mecha- 
nisms such as raw-sockets, HTTP, SMTP, LDAP, etc. 

Taking into account the previous discussion, the request-response protocol for 
the E-MHT status checking has been designed and implemented by the authors 
in ASN.l. Figure 4 shows the ASN.l description for an E-MHT request. 



EMHTRequest ::= 
tbsRequest 
optionalSignature 
EMHTTBSRequest ::= 
version 
requestList 
EMHTCertRequest : : = 



SEQUENCE { 

EMHTTBSRequest , 

[0] EXPLICIT OCTET STRING OPTIONAL } 
SEQUENCE { 

[0] EXPLICIT Version OPTIONAL, 
SEQUENCE OF EMHTCertRequest } 
SEQUENCE { 



reqCert Cert ID, 

baseUpdateValue [0] EXPLICIT OCTET STRING OPTIONAL } 

Cert ID ::= SEQUENCE { 

issuerName [0] EXPLICIT OCTET STRING OPTIONAL,— Issuer DN hash 

issuerKeyHash [1] EXPLICIT OCTET STRING OPTIONAL,— Issuer pub key hash 
serialNumber Certif icateSerialNumber } 



Fig. 4. E-MHT Request ASN.l code 



Each EMHTRequest contains: 

— The protocol version. 

~ An unique identifier for each target certificate. 

— The request signature that is optional. 

~ The baseUpdateValue is also optional and it is included in the request if 
the client has an entry in its cache for the target certificate and the response 
re-utilization has not overflow {i < d), i.e. the inclusion of baseUpdateValue 
means that client wants a re-utilization of its cache entry if possible. 

The response syntax is presented in Figure 5. Upon receipt of a request, the 
repository determines whether the message is well formed, whether it is con- 
figured to provide the requested service and whether the request contains the 
compulsory information. If any one of the prior conditions are not met, the 
repository produces a response with an error message that it is indicated in 
MHTResponseStatus . Otherwise, it returns a response with the corresponding 
status. 
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EMHTResponse ::= SEQUENCE { 
responseStatus ResponseStatus , 

basicResponse [0] EXPLICIT BasicEMHTResponse OPTIONAL } 
BasicEMHTResponse ::= SEQUENCE { singleResponse SingleEMHTResponse } 
SingleEMHTResponse : := SEQUENCE { 
cur rent UpdateValue [0] EXPLICIT OCTET STRING OPTIONAL, 
emhtResponseData [1] EXPLICIT EMHTResponseData OPTIONAL } 

ResponseStatus ::= ENUMERATED { 
successful (0) , — Response has valid confirmations 

malf ormedRequest (1) , — Illegal confirmation request 

internalError (2) , — Internal error in issuer 

tryLater (3) , — Try again later 

— (4) and (5) are not used 
unauthorized (6) } — Request unauthorized 

EMHTResponseData ::= SEQUENCE { 
signedTreeDigest SignedTreeDigest , 
minor Adjacent TreePath, 

major Adjacent [0] EXPLICIT TreePath OPTIONAL } — Only for not revoked 
SignedTreeDigest ::= SEQUENCE { 
tbsTreeDigest TBSTreeDigest , 

signature OCTET STRING } 

TBSTreeDigest : := SEQUENCE { 
issuer Name, 

validity Validity, — Validity Period 

numberOf Trees INTEGER, 

baseUpdateValue OCTET STRING, 
maxUpdates INTEGER, 

rootHash [0] EXPLICIT OCTET STRING OPTIONAL} 

TreePath : : = SEQUENCE { 
adjacent ID Cert ID, 

status Revokedinfo, 

f irstPathStep PathStep } 

PathStep ::= SEQUENCE { 

leftNode [0] EXPLICIT OCTET STRING OPTIONAL, 

mediumNode [1] EXPLICIT OCTET STRING OPTIONAL, 

rightNode [2] EXPLICIT OCTET STRING OPTIONAL, 

nextPathStep [3] EXPLICIT PathStep OPTIONAL } 

Revokedinfo ::= SEQUENCE { 
revocationTime GeneralizedTime , 

revocationReason [0] EXPLICIT CRLReason OPTIONAL } 

Fig. 5. E-MHT Response ASN.l code 



The BasicEMHTResponse contains a SingleEMHTResponse for each target 
certificate included in the request and the SingleEMHTResponse is formed by 
two optional fields: 
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— The emhtResponseData which contains all the information necessary to 
check the status of a certain target certificate during the documented va- 
lidity period. 

— The currentUpdateValue is necessary to check the status of a target cer- 
tificate whose Pigest has been signed prior to the current period (i.e. it is 
necessary to verify a re-utilization). 

If the client has a cached emhtResponseData that can be updated with a re- 
utilization only the currentUpdateValue is included in the response, if not, an 
emhtResponseData and perhaps a currentUpdateValue are sent to the client. 
The emhtResponseData is formed by: 

— The signedTreeDigest which includes the issuer, the validityPeriod, 
the numberOfTrees, the baseUpdateValue and the maxUpdates. 

— The minorAdjacent, actually, represents the target certificate if it has been 
revoked. 

— The major Adjacent is optional and it is included only when the target 
certificate has not been revoked. 

Each TreePath is formed by: 

— The adjacent ID which is an unique identifier of a certain certificate. 

— The status that contains the revocation date and reason. 

~ The PathStep(s) that allow to compute the Hroot recursively. 

5 Evaluation: E-MHT versus OCSP and AD-MHT 

In this section the authors present an evaluation of E-MHT versus AD-MHT 
and OCSP in terms of down-link bandwidth utilization (repository-to-clients) 
for the status checking and we show what benefits E-MHT may provide. The 
experimental results have been obtained under the following conditions: 

— Certificates are randomly expired and revoked. 

~ The revocation and expiration rates are both one per hour. 

— The clients generate status checking requests following an exponential prob- 
ability density function and the target certificates are randomly chosen. 

— There are 10,000 clients and each client has one certificate and a 10% of 
certificates are revoked before their expiration. 

— Each user has a set of 50 frequently asked certificates that take the 50% of 
the status checking requests. 

— E-MHT is configured with 8 MHTs and 100 maxUpdates. 

It can be observed from Figure 6 that the AD-MHT is the system that 
requires the highest downlink bandwidth. On the other hand, the bandwidth 
used by E-MHT is measured after 2 hours and after 24 hours. Notice that af- 
ter 2h the bandwidth reduction is mainly due to the division mechanism and 
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Downlink bandwidth 




request rate per user per hour 



Fig. 6. Downlink utilization for OCSP, AD-MHT and E-MHT status checking. 



the optimization of the MHT Paths for non-revoked certificates (with this lit- 
tle time elapsed, the response re-utilization is practically not working). In this 
case, obviously the bandwidth required is higher than in OCSP, because without 
response re-utilization, MHT-based systems require always a higher bandwidth 
than OCSP. However, after 24h, the combination of the previous mechanisms 
and the response updating makes the E-MHT performance even better than 
OCSP. 



6 Conclusions 



This paper introduces a new MHT-based revocation system named E-MHT. E- 
MHT agglutinates several mechanisms to enhance the efficiency of traditional 
MHT-based systems, such as CRT or AD. These mechanisms include the op- 
timization of the MHT Paths for non-revoked certificates, the division of the 
revoked certificates among multiple MHTs, the re-utilization of the tree Pigest 
and the cached responses updating at a low cost. 

E-MHT is not only a set of theoretical mechanisms but it is also a practical 
revocation system that has been implemented by the authors. As real revocation 
system, E-MHT requires additional elements beyond the merely definition of the 
data structures and mechanisms involved in. An important element to take into 
account is the protocol for status data retrieval. In this sense, a request/response 
protocol for the status checking has been defined in ASN.l. The main goal of 
E-MHT was to design an enhanced MHT-based system with laxer bandwidth 
requirements than the AD without deteriorating other aspects of the system. As 
shown in Figure 6 this goal has been by far achieved. Furthermore, under certain 
circumstances, E-MHT has proven to be even more efficient than OCSP due to 
the combined effect of the proposed mechanisms. 
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Abstract. Secret sharing is important in the cases where a secret 
needs to be distribnted over a set of n devices so that only authorized 
snbsets of devices can recover the secret. Some secret sharing schemes 
can be used with only certain algebraic structures (for example fields). 
Group independent linear threshold sharing refers to a t out of n linear 
threshold secret sharing scheme that can be used with any finite abelian 
group. Group independent secret sharing schemes were introduced 
in [16] and a formal definition was given in [25] and [10]. Here we 
describe additional properties of group independent sharing schemes. In 
particular, we discuss how to construct the dual from the shareholder 
reconstruction matrix, new bounds on the computational requirements 
of group independent sharing and new necessary and sufficient condi- 
tions to test if a matrix will provide a group independent sharing scheme. 

Keywords: secret sharing, threshold cryptography, monotone span pro- 
grams, integer span programs, group independent threshold schemes, 
black-box sharing. 



1 Introduction 

Secret sharing is important in the cases where a secret needs to be distributed 
over a set of n devices so that only authorized subsets of devices can recover 
the secret. Secret sharing is typically used in situations where it is not possible 
for the secret to reside on a single device. A setting where the authorized sets 
consists of all subsets of t or more is called a t out of n threshold secret sharing 
scheme. The importance of threshold cryptography, especially in the context of 
threshold signature sharing, was noted in [9,14]. 

Threshold cryptography is closely tied to public-key cryptography. Many ap- 
plications of threshold sharing revolve around the use of digital signatures which 
use public-key primitives. Within a threshold signature scheme, the participants 
are not recovering the secret but a function of the secret (i.e. a signature). 
Shamir’s scheme [28] provides an efficient way to construct t out of n threshold 
sharing over a field. However if the algebraic setting of the signature scheme is 
not a field then one cannot use Shamir’s scheme. In such cases, one must use 
the algebraic setting for which the secret space resides. RSA is an example of 
a public- key primitive whose secret space is not a field. When developing RSA 
threshold signature schemes an alternative to Shamir’s scheme must be used. 
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Some of these alternatives rely on tailoring the scheme to this algebraic setting, 
some examples of this approach include [19,20,22]. Other alternatives introduced 
the concept of developing threshold schemes which can be used over any finite 
abelian group, see [13,16]. A very efficient threshold RSA signature scheme was 
developed in [29]. Thus there are a number of ways to achieve threshold RSA 
signatures and many of them are “efficient”. However, if one is interested in de- 
veloping zero-knowledge threshold schemes (see [16]), then one cannot tailor the 
scheme to the algebraic setting, and so the only alternative is to use threshold 
sharing schemes that can be used over any finite abelian group. Known methods 
to construct group independent sharing schemes have succeeded at an expense of 
share expansion (for example [16]). However a recent result at Crypto 2002 [10] 
has established that the share expansion is not as costly as previously thought. 

Further, there is increase in activity to develop public-key primitives based 
on new number-theoretic problems^. Some of these primitives will fall to the 
wayside, while others, perhaps because of some efficiency property may become 
popular. Many of these primitives are based in a finite abelian group and not 
in a field. Once a new primitive becomes popular, threshold applications will 
soon follow. The specter of developing threshold cryptography for an arbitrary 
finite abelian group does loom. So it is important to discuss group indepen- 
dent threshold sharing schemes, the computational requirements for group inde- 
pendent threshold sharing schemes, properties of group independent threshold 
sharing schemes, and methods to construct group independent threshold sharing 
schemes. 

Group independent threshold sharing schemes were first introduced in [16]. A 
formal definition of group independent threshold sharing schemes called GILTS 
was given [25]. In [10], an equivalent but distinct definition of group independent 
threshold sharing schemes called Black-hox sharing was given. Our goal here is 
to discuss additional properties of group independent threshold sharing schemes. 
In particular we provide an illustration on how to construct the dual of a group 
independent threshold sharing scheme from the shareholder reconstruction ma- 
trix. We also provide new computational requirements concerning the generation 
of group independent sharing schemes, in particular on the amount of random- 
ness required. Lastly we provide new necessary and sufficient conditions which 
will allow us to test if a reconstruction matrix truly describes a group indepen- 
dent threshold sharing scheme (i.e. will the reconstruction matrix provide the 
needed security requirements.) We point out that the redistribution matrix 
is a more natural way to view a secret sharing scheme, since this represents how 
the participants must act. Whereas an integer span program represents how 
the distributor will construct the shares. However the integer span program pro- 
vides much more algebraic structure to derive properties of group independent 
sharing schemes. 

The outline of the paper is as follows: Sections 2 and 3 provide definitions 
and some mathematical background. Section 4 describes the two definitions of 

^ New in the sense that such problems had not been considered in the past as problems 
to base a public-key cryptosystem on. 
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group independent threshold sharing, GILTS and Black-box sharing. Section 5 
describes group independent sharing schemes and their relation to integer span 
programs. Section 6 describes the dual of group independent threshold sharing. 
Section 7 provides some observations about group independent sharing, Section 8 
describes new bounds on randomness required in a group independent threshold 
sharing scheme and Section 9 describes new necessary and sufficient conditions 
for group independent sharing schemes. 

2 Definitions and Notation 

If A is some subset of a universal set U then we will use A to denote the com- 
plement of A. Let Z'"’" represent the set of all m by n matrices with integer 
entries. If A is a matrix, it’s transpose will be denoted by A row (column) 
operation of type I is a row (column) interchange. A row (column) operation 
of type II is a row (column) multiplied by a nonzero constant. A row (column) 
operation of type III is a row (column) multiplied by a nonzero constant added 
to another row (column) leaving this result in the second row (column). The 
rank of a matrix is the number of linearly independent rows within the matrix. 
We will denote a row matrix by x and a column matrix by y. If a;i . . . are 
vectors then a linear combination is where G Z. GL(n, Z) will 

denote the group with respect to matrix multiplication of all n x n nonsingular 
integer matrices. All row vectors will be denoted as x. If A is a matrix where A 
is partitioned by A = [A 1 IA 2 I • • • |A„] and a; is a row of A, then we can partition 
a; as a; = (a;i, X 2 , ■ ■ ■ , a;„). Column vectors will be denoted by x. The exponent 
of a group G is the smallest positive integer a such that a ■ g is the identity for 
all elements g & G? The set F of all sets of t or more participants is called 
the access structure. Because every set of t or more participants contains a set 
of precisely t participants, we will use Fq to represent those sets which contain 
exactly t participants. Let g, and t be positive integers, M G Z^’’’ and suppose 
that there exists a function p which labels each column of M with an element of 
{1,2,..., n}. Now if i? C (1, 2, . . . , n} then Mb is the matrix which consists of 
all columns in M which are labeled to an element in B by p. (A simple example 
of a labeling function p is a partition of M = [Mi \ ■ ■ ■ |M„].) 

3 Background Mathematics 

Most of the mathematics in this section can be derived using simple tools from 
linear algebra. We do provide some of their proofs in the appendix as an aid to 
the reader. Let A G Z^’’’. Then the null space of A is defined as fcer(A) = (x G 
77 : Ax = 0}. We define the column space of A as im{AA) = (y G Z’’ : y = 
A^z for some z}. 

Lemma 1. For all x G fcer(A) and y G im{A^), y'^x = xAy = 0. 

^ If G is an additive group then the exponent is the smallest positive integer a such 
that ag = e for all y G G (here e denotes the identity of G). 
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Let B = {6i, 62, ■ • ■ ,5/3} be a basis for ker{A) and let C = {ci,C2 , . . . ,c^| be 
a basis for im{A^). Then the span{B U C) is the group generated by B U C. 
Consequently for each z € span(BUC), there exists integers Ui, . . . Ujj, V\, . . . ,v^ 
such that z = Yh=i 

Lemma 2. Let z € span{B U C) and suppose that for all x G ker{A) we have 
~2^x = 0 then z G im{AJ'). 

Lemma 3. Let z G span{B U C) and suppose that for all x G im{A'^) we have 
z'^x = 0 then z G ker{A). 

3.1 Smith-Normal Form 

An important tool will be the reducing a matrix to Smith-normal form (for more 
information see [1,24]). 

Let A G . Suppose we reduce A to Smith-normal form, then there exists 

U G GL{p, Z) and V G GL{T, Z) such that U AV = D with D = 

where Di is a diagonal I x I matrix with nonzero integer entries di along the 
diagonal, called invariant factors, and satisfy di\di+\. U and V are nonsingular 
matrices which have integer entries. Let I denote the rank of A. Observe that 
U can be interpreted as a series of row operations of types I and/or III, and V 
can be interpreted as a series of column operations of type I and/or III that are 
performed on A to reduce it to D. Since the ring Z is a principal ideal domain, 
the invariant factors of A are unique, up to sign, we assume without loss of 
generality that all invariant factors are positive. 

Note that ker{D) = {(0, 0, . . . , 0, a//+i, a//+2 , . . . , X'p)'^ : a;/ G Zj and 
that im{D"^) = {{diXi, d 2 X 2 , ■ ■ ■ diXpO, 0, . . . , 0)^ : Xi G Zj. 

We now observe that ker{A) and im{A^) can be computed by using the Smith- 
normal form of A. Reduce A to Smith-normal form. Thus UAV = D. It follows 
then that U~^DV~^ = A. Now consider x such that Ax = 0. Then U AVV~^x = 
0. Thus DV~^x = 0. Consequently ker{D) = ■ ker(A) and so ker{A) = 

V ■ ker{D). Now consider y G im{A'^), then there exists x such that y = A^x. 
Observe then that V^’^y = {U^)~^x. Hence V^y = D'^ {U'^)~^x. Thus 

which implies that im{A^) = 

Lemma 4. Consider the equation Ax = b for fixed matrix A G Z^’^ and fixed 
column matrix 6 G Z^ . Suppose U AV = D reduces A to Smith-normal form, 
and that d\,...,di represents the invariant factors of A. Then Ax = b has a 
solution iff for i = 1, . . . ,1, the invariant factor di divides Uijbi and for all 

i = I 1, . . . , p we have '<J-ijbi = 0, where Uij is the ij term of the matrix 

U. 

Due to limited space we omit the proof. 

Suppose we have reduced A G Z^^r Smith-normal form and we have derived 

DV~A=Ub. (1) 





A Comment on Group Independent Threshold Sharing 429 



In light of Lemma 4, we make the following observations. Observe that I < 
min{iJ,,T), and that U G and V G Also note that D G and 

Ub G Z^, where the I + I'** through the rows of D and Ub consists of 

zeros. Therefore we can delete a suitable number of zero rows (or add zero 
rows if appropriate) of D and Ub, respectively, without altering the equality 
of the left and right hand sides of equation (1) until we form matrices with T 
rows. We will denote these two matrices by Ddei and {Ub)dei, respectively (now 
note that G and {Ub)dei G Z"^). Also note that we will still have 

DdelV-^X = {Ub)del- 

Let U' denote the product of elementary matrices which will normalize the 
nonzero diagonal entries of Ddei (i.e. divide the diagonal entries by the invariant 
factors). Then U' G Q^’^, where Q denotes the set of rational numbers. Note 
that (C/')“^ G Z^’^ and that 

U'DdeiV~^x = U'{Ub)dei where U'{Ub)dei G Z"^. 

Lastly note that since U' does not modify rows I + 1 through T, and that the 
I + I'** row through the row of U'{Ub)dei will still consist of zeros. Let 
X' = U'{Ub)del- 

Lemma 5. x is a solution to the equation Ax = b (provided a solution exists) iff 
there exist integers zi+i, . . . ,zj- sueh that x = V (X' + [0, . . . , 0, zi+i, . . . , zj-ff) 

Again, due to limited space we omit the proof. 

We define 1 1 • 1 1 to be a function 1 1 • 1 1 : Z"^ — ^ Z, such that 1 1 • 1 1 is additive, that is, 
ll^ + y|| = ll^ll + lly|l- ^ Then for all integers a, ||ax|| = a||x||. Throughout this 
paper we will use ||a;|| = where x = [xi, . . . jXtY' . However one could 

make several different choices for 1 1 • 1 1 (the choice of 1 1 • 1 1 will be dependent on 
the target vector used in the integer span program). 



4 GILTS and Black-Box Secret Sharing 

4.1 Definition of a t out of n Group Independent Linear Threshold 
Sharing Scheme 

As introduced in [25], a group independent linear threshold sharing scheme is 
defined as: 

Definition 1. [25] Let K = {/C|/C is a finite abelian group}. A group indepen- 
dent t out of n linear threshold scheme or GILTS is an ordered pair {T,S) such 
that: 

(1) For each /C G K and for each i = 1, . . . ,n there corresponds a sharespace 

Si,K- We write Si = {Si ^]C : /C G K} and 5 = (5i, ^ 2 , . . . , 5„). 

(2) For all B G Fq and for all i there exists a function i[>B,i such that for 
all /C G K, ipB,i ■ Six — > 1C is a homomorphism. Further, for all k G 1C, 

^ We are abusing the traditional use of || • || notation since norms are nonnegative, 
whereas in our definition there will be x such that 1 1 a; 1 1 < 0. 
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shares Si belonging to Six are distributed to participant Pi such that \/B € Pq, 
k = (here k is the secret that would be shared out), 

(i) (privacy) Prob(k = = Prob(k = k), and 

(ii) (completeness) Prob(k = = Si-,, . . . ,Si^ =Si^) = 1. 



Thus in a GILTS {'P,S), the 'P refers to a collections of group independent 
functions which map sharespaces to the secret space (group), and S refers to 
a collection of sharespaces. We now make a series of assumptions. The same 
assumptions were made in [25], they are: 

— We assume that Six is the direct product /C“* (since this is the only method 
known to achieve group independent sharing). Here Six denotes participant 
Pi’s share space, JC is the keyspace (group), and is some positive integer 
which will denote the number of subshares given to participant Pi. 

— It is assumed that '0 b, i is a row matrix (with Oi columns) of integers (i.e. 
Pi possesses subshares which belong to the keyspace), such that ipB,i{si) = 
"ipB.i ■ Si where the latter is the scalar dot product between an integer vector 
and a vector containing group entries. 

~ When we use P to describe a group independent t out of n threshold scheme, 
then P will denote an integer matrix, i.e. P € where T = Y(h=i 

(where is described above and p, represents the cardinality of the access 
structure P We assume that P has a partition into n submatrices, i.e. 
P = [Hij • • • \An] (here each row of Ai represents a 0b, i described above). 
Shares are distributed to the n participants (which we collectively represent 
by s) such that 

Ps = k where k = [k,k,. . . , A:]^. (2) 



Suppose that P is reduced to Smith-normal form. Then there exists U € 
GL{p, Z) and V G GL{T, Z) such that UPV = D. Let I denote the rank of P. 
Then UPVV~^s = Uk. Hence DV~^s = UPVV~^s = Uk. Consider the first 
I rows of the column matrix Uk. Each row can be interpreted as an integer 
UjUij applied to k. It follows then that di\(^j ajUij). Since di\ 

(for i = 1, . . . , I), we can divide each of the first I rows by the corresponding di 
and still retain the form of an integer matrix. It follows then that we have 



Iixi 0ix(T-i) 

0{fi-i)x(T-i) 



di 



k 



'l2i=l CtiUli ^ 




Let R = P — I, and let ri, . . . , be chosen uniformly at random from 1C. Then 

^ ^ ^ ^ ^ , rnf. Therefore 

di di 



^=V[ 



1 eXiUii 1 



di 



-k,... 



di 



k,ri,...,rR\"^ 



(3) 



At a later point in the paper, we will remark that P does not need to have p rows, 
but P does need to have a basis for the row span for P. 



4 
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Represent V as V = [AT|y], where X is aT x I matrix (which is formed by using 
the first I columns of V). Then s can be represented as 



s = C[k,n,...,rR]'^ 



(4) 



where C = 



X ■ 






fir 



Consequently the applica- 



di di ^ 

tion of Smith-normal form on the integer matrix W that describes how the share- 
holders reconstruct the secret will provide the distributor’s matrix C, which 
describes how to construct the shares. Further, the total number of subshares 
T = '^ Gi can be expressed as R + 1. R is the number of random elements 
required, and I is the rank of 'P . 

In [17] the following necessary privacy condition was established. 



Theorem 1. [17,26] For all B C {Pi, . . . , P„} with B ^ F, there exist matrices 
Yb G tP'bF g 2^ such that sb = YB{ZBk + r) where Tb = ^i^B 

andf= [ri,...rfi]^. 



Remark: Because one only needs to use a basis for the row span of F, we will 
assume from now on that F consists of I rows where I is the rank of F and that 
Fs = \k,k, . . . , k]^ . If F did not conform to this assumption one could perform 
row operations on F to zero out the unneeded rows and drop these zeroed rows 
to form a new F' which does conform to this assumption. Second, note that 
F ■ C = [1, 0, . . . , 0] where 1 = [1, 1, ..., 1]^ and 0 = [0, 0, ..., 0]^. 



4.2 Black-Box Secret Sharing and Integer Span Programs 

At Crypto 2002 Cramer and Fehr [10] introduced what they called Black-box se- 
cret sharing. An important tool that was utilized in the development of black-box 
secret sharing scheme was their generalization of the Karchmer and Widgerson 
monotone span program [23]. Monotone span programs have been shown to be 
equivalent to linear secret sharing [2,21,23,31]. Here Cramer and Fehr general- 
ized the monotone span program over arbitrary rings. Of particular interest to 
group independent threshold sharing schemes would be span programs over the 
set of integers, i.e. integer span programs. 

Let S denotes a (not necessarily finite) commutative ring with 1. Let P be a 
monotone access structure on (1, ...,n}, and let M G be a matrix whose d 
rows are labelled by a surjective function p : (1, ..., d} — >■ (1, ..., n}. 

Definition 2. [10] e = (1,0,. ..,0)^ G S'® is called the target vector. M = 
{S,M,p,e) is called a monotone span program (over the ring S). If S = Z, 
it is called an integer span program, or ISP, for short. The size of the ISP is 
defined as size{M) = d, where d is the number of rows of M . 

Definition 3. [10] Let F be a monotone access structure and let A4 = 
(S,M,p,e) be a monotone span program over S. Then M is a monotone span 
program for F, if for all A C (1, ..., n} the following holds. 




432 B. King 



(i) (completeness) If A G F, then e G im(Mj). 

(a) (privacy) If A ^ F, then there exists k = {ki, Kg)'^ G ker{Mji) with 

Ki = 1 . 

One says that M computes F. 

Definition 4. [10] Let F be a monotone access structure on {1, let M = 

matrix, p be a surjective labeling of the rows of M to For each 

A G F let A(A) G Z‘^^. Let E be the collection of all A(A). Then {M,p,E) is 
called an integer F scheme 

Formally the definition of Blackbox secret sharing is: 

Definition 5. [10] Let F be a monotone access structure on n} and let 

B = (M,p,E) be an integer F scheme. Then B is a black-box secret sharing 
scheme for F if the following holds. Let G be an arbitrary finite Abelian group G, 
and let A C n} be an arbitrary non-empty set. For arbitrarily distributed 

s G G, let g = {gi, ...,ggY' G G*® be drawn uniformly at random, subject to 
gi = s. Define s = Mg. Then: 

(Completeness) If A G F , then s^A(A) = s with probability 1, where A(A) G 
E is the reconstruction vector for A. 

(Privacy) If A ^ F, then ~Sa contains no Shannon information on s. 

Theorem 2. [10] Let F be a monotone access structure on n}, and let 

B = (M,p,E) be an integer F scheme. Then B is a black-box secret sharing 
scheme for F if and only if A4 = {S, M, p, e) is an ISP for F and for all A G F, 
its reconstruction vector A(A) G E satisfies M’^X{A) = e. 

5 Some Observations Concerning a GILTS and an ISP 

We modify the definition of integer span program (ISP), this definition will be 
equivalent to the definition of an ISP as given in [10], but we use the target 
vector 1 = [1, 1, ..., 1]^ rather than e. Due to this choice, we need to make other 
modifications to the definition of an ISP using a different completeness and 
privacy condition. As a side remark, we note that there are numerous equivalent 
versions of ISP using different target vectors. Our choice of this target vector is 
strategic in that the target vector 1 is a target vector that best illustrates the 
construction of the reconstruction matrix for the dual scheme. 

Definition 6. We say that (M, F, p, 1) is an integer span program over F pro- 
vided 

(i) (completeness) for all A G F there exists 1 G im{M'^) i.e. there exists x 
such that 1 = Mja; 

(ii) (privacy) for all A ^ F, there exists a x with ^ = 1 such that x G 

ker{MA) . 

Here p is the labeling of the rows of M (we will assume that is an n- 
partitioned matrix). If (M, F, p, 1) is an ISP over F where F is the collection of 
all sets of participants that contain t or more members, then we will say that 
{M,F,p,l) computes T” (so T” implies an ISP which computes a t out of n 
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threshold). If {M,F,p, 1) is an ISP that computes T", then we will say that M 
is an ISP that computes T" with target vector I. This definition is equivalent 
to Cramer and Fehr’s. 

Suppose F is a, t out of n GILTS, we construct a integer span program 
M in the following way. Recall that the representation of s given by (4), 
s = C[k,ri, . . . ,rn]'^ . We define the T x (i? + 1) matrix M hy M = C ■ F 
where F and F~^ are respectively 





T 1 1 • 


•• 1' 




T 


-1 


-1 •• 


• -1' 




0 1 0 • 


•• 0 




0 


1 


0 •• 


• 0 


F = 


00 1- 


•• 0 


F~^ = 


0 


0 


1 •• 


• 0 




0 0 0- 


1 




0 


0 


0 •• 


• 1 



For i = + 1, let 6j G be the row vector with a 1 in the column 

and zeros elsewhere. Then ei - F = [1, 1, ...., 1] and for 2 < i < R+ 1, Si- F = e^. 
Observe that if x is such that ^ Xi = 1 then the first coordinate of F’ • x is 1 . 
Now note that s, which is defined by equation (4), can be expressed as 

s = M ■ F~^ - (6) 

In [10], the following result was established using the target vector e. We estab- 
lish this result for the target vector 1 and our definition of an ISP. This result 
demonstrates that our use of the target vector 1 in the definition is appropri- 
ate. In addition, this proof will merge several ideas from [10] with [25] and [16]. 
However due to space consideration we have moved the proof to the appendix. 

Theorem 3. [1 0] M is an integer span program which computes T" with target 
vector 1 = [1,1,...,!] iffF is at out of n GILTS. 

Thus we see the connection between the ISP M and the distributor’s sharing 
matrix C, since M = CF. Because we have already established the relationship 
between F and C, using Smith-normal form, we have implicitly developed a 
relationship between GILTS F and ISP M. 

6 The Dual 

If F is an access structure for a secret sharing scheme, then the dual of this 
secret sharing scheme is a secret sharing scheme whose access structure is {H C 
{Pi, Pn} : B ^ F}. The dual of the t out of n threshold sharing scheme is a 
n — t + 1 out of n threshold sharing scheme (and vice versa). The dual of t out 
of n threshold scheme has been discussed thoroughly in literature [2,21,18,31], 
however all of these have been limited to sharing over finite fields. At Grypto 
2002, Gramer and Fehr [10] established that for each ISP which computes T" 
there exists an ISP, of equal size, which computes Their proof was a 

constructive proof in that they constructed the T{f_^_^_l ISP from the ISP which 
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computed T”. Our contribution here shows how to construct the dual from a t 
out of n GILTS. It will become apparent how to construct a, n — t + 1 out of n 
GILTS from a t out of n GILTS. Again recall that we are using an target vector 
different than the one use in [10]. Our construction of the dual will demonstrate 
why we choose to use the target vector equal to 1. 

Suppose 'F is a t out of n GILTS, such that shares s are distributed to 

_ — —T 

participants so that F's = k where k = [k,k, . . . ,k]. Let M represent the integer 
span program derived from W which computes T". Thus W ■ M = [1,. Let 
Mduai = '1'^ and let . We claim that M^uai is a an integer span 

program which can compute and that 'Fduai is a n — t + 1 out of n 

GILTS. 

Theorem 4. [10] Mduai is a an integer span program which computes 

We attribute this theorem to Gramer and Fehr. Because we are using a slightly 
different definition of an ISP, a proof is provided in the pre-proceedings version 
of this paper [27]. 

Corollary 1. 'Fduai is a n — t + 1 out of n GILTS. 

If iF is a t out of n GILTS, then we will use an * to refer to the corresponding 
dual GILTS. Thus T* = M^, M* = and C* = M* ■ F~^ (where F~^ 
represents the I x I matrix described by (5)). That is the transpose of the ISP 
is the reconstruction matrix of the dual. Let R* denote the number of random 
elements needed to generate the GILTS F*, and let I* denote the rank of F*. 
Then R* = I — 1 and I* = R + 1. These results are very ironic. For example, 
the shareholders reconstruction matrix can be used to develop the distributor 
sharing matrix for the dual. 

Example 1. Gonsider the following 2 out of 3 GILTS. Suppose k is the secret 
and two random elements ri,r 2 are selected uniformly random from the group. 
Now suppose that the dealer deals the following shares to the 3 participants: 
Si = (fc - ri,r 2 ) , S 2 = fc - T 2 and S 3 = (ri,r 2 ). Then 



'I 0 


0 


I o' 


0 I 


I 


0 0 


1 

0 

0 


I 


0 I 



It can be shown that 





'I 


-1 


0 ■ 




Sll 




'1 0 r 




0 


0 


I 




S 12 




' k' 




0 0 I 


c = 


I 


0 


-I 


where s = 


S 21 


= C 




and where M = 


I I 0 




0 " 


I 


0 




S 31 




T2 




0 I 0 




0 


0 


I 




S 32 




0 0 I 



(here M = C ■ F where F is a 3 x 3 matrix). Observe that s = [si,S 2 ,S 3 ]^ = 
C ■ [fc, ri, T2]^. Now F* = M’^ describes a3 — 2-|-I = 2 out of 3 GILTS. 
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We now summarize how to construct the dual. The algorithm is based on equa- 
tion (3) and equation (4). 

Algorithm 1 (Input = I'; Output = 'P*) 

Let I' he at out of n GILTS. Assume that T G where 1= rank ofT. Observe 
that to determine s such that Ts = k is comparable to solving Tx = 1. 

(i) Reduce T to Smith-normal form. i.e. UTV = D. (Then UTVV~^x = 

Ul.) 

(ii) Let U'l denote the column matrix generated by dividing each row ofUl 
by the invariant factor di of D. 

(Hi) Represent V by V = [A|y] where X denoted the first I columns of V 
and Y denotes the remaining R columns ofV. 

(iv) Let 

C=[X-U'1\ r] 

(iv) Set M = C * F where F is given by equation (5). 

(v) Lastly, let F* = 

Observe that this algorithm can be used as well to output the ISP M, since 
M = . Further this algorithm can be used to determine C, since C is 

computed in step (iv) of the algorithm. If the reader is interested in an algorithm 
which can compute a F, there are several in literature including [15,16]. Some 
of the methods defined to compute secret sharing schemes over fields can be 
modified to generate group independent sharing schemes. For example one can 
modify the monotone circuit construction algorithm in [30] to generate a group 
independent sharing scheme. 



7 An ISP M Implies the Reconstruction Matrix 

In [10], the authors constructed a ISP of size 0(nlog2n) which computed T" 
with a target vector e = [1, 0, . . . , 0]. The authors then suggested that the cor- 
responding Blackbox secret sharing could be generated using techniques in [16]. 
We point out that by utilizing the Smith-normal form technique on the dual, 
we can generate the reconstruction matrix F. Let us denote the ISP developed 
[10] which computes T" and has target vector e by W . Then set M = W ■ F 
where F is given by (5). It follows that M is an ISP which computes T" with 
target vector 1. Given M, we know that F* = is a n — t -I- 1 out of n GILTS. 
Using the Smith-normal form derivation method, given F* we can compute C* 
by using equation (4). We then can compute M* = C* ■ F. Now set F = 

Thus we have constructed the reconstruction function F for the secret sharing 
scheme implied by the ISP W . 

From the above remark we see that by starting with an ISP M, we can 
construct F, by utilizing the dual. We now ask if we go in a complete circle will 
we derive M. That is, will M** always be equivalent to M? We can ask the 
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analogous question will !?'** always be equivalent to The answer to both of 
these questions is no, the proof is by example. 

Theorem 5. There exists aF , at out ofn GILTS, such that im(F**) ^ im{F). 
Similarly there exists an ISP M which computes T" such that im{{M**)'^) ^ 
im{M'^). 

The proof is given by Example 2 in the appendix. 



8 Randomness Required to Generate a GILTS 



Because one needs to seed a sharing scheme with truly random elements, it is 
important for the distributor to know the randomness requirement needed to 
generate a secret sharing scheme. Considerable amount of work has been done 
on generating bounds on randomness in secret sharing schemes, see [5,6,7,8,11, 
12]. In the cases of [6,11] it was to develop randomness bounds for secret sharing 
schemes, that were not necessarily threshold sharing schemes. In [7,8], bounds 
were developed for multisecret sharing scheme and/or dynamic threshold scheme. 
Bounds on the amount of randomness in group independent sharing schemes have 
been discussed in [25]. 

Theorem 6. [25] For a t out ofn GILTS, the number R of random elements 
needed to generate a GILTS satisfies i? + 1 

The bound i? + 1 > 1 + log 2 (t-i ) can be established under certain conditions®. 
We now find that we can improve upon all the bounds as a consequence of the 
following result and Theorem 4. 

From [26] the following was established. 




Theorem 7. [26] If F is at out ofn GILTS then the rank I of F is bounded by 
/ > 1 + log2 ( " ) . 



We now observe that the rank I* of a n — t + 1 out of n GILTS F* must satisfy 
/* > 1 + log 2 Since I* = R + 1, we find that the following is true. 

Theorem 8. If F is at out ofn GILTS then the number R of random elements 
needed to generate a GILTS is bounded by R> log 2 f . 



Since the bound in Theorem 7 is tight in the case n — t + 1 = n— 1, it im- 
mediately follows that the bound Theorem 8 is tight when t = 2. Observe that 




and so this new randomness bound has improved upon The- 



orem 6, no longer requiring the square root. 

The following result was established in [10]. We restate it using our notation. 

® By equivalent we are referring to the condition that the row spans of each matrix 
are equal to each other. For example, im{F**) = im{F). 

® If any set of t participants can not only compute k but possess enough information 
that they can compute all shares distributed to the n participants. 
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Theorem 9. [10] Let L' denote a t out of n GILTS then the size ofT', denoted 
hy T = X)r=i bounded by l 7 (nlogn). 

Using the above bound, the bounds on rank and randomness can be improved 
upon. First we need to state a result from [ 25 ]. 

Theorem 10. [25] For each i = 1, . . . ,n, either the rank of equals the size 
of Si or participant Pi can reduce his share size to the rank of Ai. Thus one can 
assume that the rank of Ai is equal to at (the number of columns of Ai). 



Theorem 11. Let T be a t out of n GILTS and I the rank of T, then I > 

1 +log2(n- (n - 1 ) • •• (t + 1 )). 

Proof. We provide a sketch of the proof. Recall F = [Ai \ ■ ■ ■ |A„] where Ai is a 
I X Qi matrix. Since the size of a ISP which computes T" is l 7 (nlog 2 n), we have 
— ttlog2n. Therefore there exists an i such that > log2 n. We will 
assume without loss of generality that i = 1 (otherwise we would interchange 
submatrices until we have interchanged Ai with Ai). By Theorem 10 , each Ai 
has rank o^. To establish the lower bound on rank we reduce F to a, triangular 
form (we do not require the leading entry to be a one) and make an argument 
about the number of rows remaining in the triangularized F. Since Ai has rank 
> log2n, if C/i is the product of elementary row operations that triangularize 
the first ai columns, then UiT will have at least ai nonzero rows. Now consider 
the GILTS where we remove participant Pi, this is a t out of n — 1 scheme. By 
Theorem 9 this requires G{{n— 1 ) log2(n— 1 )) shares, so there exists a submatrix 
for which has at least log2(n — 1 ) column entries in the rows where participant 
Pi does not participate that were not affected by row operations Ui . We assume 
without loss of generality that this is submatrix A2. We continue the process 
of triangularizing, however we now use UiF. Now Ui has not modified at least 
log2(n — 1 ) columns of A2, so if we let U2 be the product of elementary row 
operations that triangularize the columns Oi + 1 through 02, then U2U1F has at 
least log2 n + log2(n— 1 ) nonzero rows. So far we see that I > log2 n + log2(n— 1 ). 
We continue this process. At the n — t — 1 stage we have triangularized the first 
^ columns od F, we have computed Un-t-i' ■ ■U2Ui'T and we have 
established I > log2 n + log2(n — 1 ) + • • • + log2(n — (n — f — 1 ) + 1 ). At this 
stage we can see that by removing participants Pi, ... , Pn-t-i we still have a t 
out of t + 1 scheme. By Theorem 9 we see that the number of shares is f2{{t + 
1 ) log2(t+l)). Thus there exists a submatrix for which at least log2(t+l) columns 
entries in the rows for which participants Pi, ... , Pn-t-i do not participate that 
were not affected by Un-t-i ■ ■ ■ U2U1. We assume without loss of generality this 
is submatrix An-t. We now continue the triangularization process focusing on 
columns Oi + 1 though X^r=i~i Again Un-t-i ' ' ' U2U1 has not modified 

at least log2(<+ 1 ) of these columns. Let Un-t be the product of elementary row 
matrices which triangularize these columns, then I > log2 n + log2(n — 1 ) + • • • + 
log2(t + 2 ) + log2(t + 1 ). Now consider the removal of participant Pi, . . . , P„_t, 
what remains is a t out of t scheme, thus each participant must be given at least 
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one subshare. As we continue to triangularize we see that in columns X^r=i Qi + 1 
though X^r=i there must be at least one column entry in the rows for which 
participants Pi, , P„_t do not participate which has not been modified by the 
product Un-t ■ ■ ■ U 2 U 1 . Hence ? > 1 + log 2 n + log 2 (n — 1) + • • • + log 2 (t + 2) + 
log 2 (t + 1) Thus ^ > 1 + log 2 (n ■ {n — 1) ■ ■ ■ {t + 2) ■ {t + 1)), and so the proof is 
complete. 



Theorem 12. If 'I' is at out ofn GILTS then the number R of random elements 
needed to generate the GILTS is bounded by R> log 2 (n • (n — 1) • • • (n — t + 3) • 
{n — t + 2)) . 

Proof. Let T he a, t out of n GILTS. Let M denote the ISP which computes 
T". Then T* = is a n — t + I out of n GILTS. Therefore by Theorem 
II, /* > 1 + log 2 (n • (n — 1) • • • (n — t + 1 + I)). Since I + P = P, we have 
R > log 2 (n • (n — 1) • • • (n — t + 2)). 

This bound on randomness, as well as the bound on the rank of T, is a sig- 
nificant improvement on all previous bounds on rank and randomness of group 
independent threshold sharing schemes. These bounds most definitely reflect 
(not necessarily tightly in all cases) known values for rank and randomness of 
GILTS and ISP that have been constructed with minimal number of subshares. 
For example we know of a 7 out of 8 GILTS which requires the minimal number 
of subshares 24 and has minimal rank of 4 hence P = 20. Previous randomness 
bounds did not explain why P needed to be so close to 24. The randomness 
bound described in Theorem 12 clearly demonstrates that if n — t is small then 
P will be asymptotically close to log 2 n! . Lastly, Gramer and Fehr have estab- 
lished that T = X)r=i asymptotic bound of l7(nlogn). Notice that 

T = I + R> 1 + log 2 (n • (n - 1) • • • (t -I- 2) • (t -I- 1)) -I- log 2 (n ■{n-l)---{n-t + 
3) ■ {n — t + 2)) > log 2 (n!). Asymptotically 0(log2(n!)) = 0(nlog2 n), and so it 
does not appear that one could make any improvements on these bounds from 
an asymptotic sense. 

9 Necessary and Sufficient Conditions for a GILTS 

Let T G be a I X R integer matrix. Suppose that there exists a function 
p which assigns to each column of T a member of {1,2, ...,n}. To this end, by 
rearranging columns we can just assume that p implies a partition of T such 
that = [A 1 IA 2 I • • • \ An]. We will assume that the column rank of Ai is equal to 
the number of columns of Ai. And lastly we will assume that the rank of is L 
We now ask what are the necessary conditions for T to define a t out of n 
GILTS. That is, what are the formal requirements for W to satisfy Definition 1? 
The necessary and sufficient conditions for to be a t out of n GILTS can be 
summarized as follows (i) The integer matrix equation Tx = [1, 1, . . . 1]^ must 
be solvable. Thus T must satisfy Lemma 4. (ii) For each B G T there exists 
integers xi, . . .x^j, where '^Xi = 1 such that the linear combination 
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reduces to a row vector whose column entries that correspond to participants 
in B are zero, (iii) Theorem 1 must be satisfied for all B C {Pi,...,P„} with 
B ^ r. 

In light of recent work in [10] and our observations we can revise the necessary 
and sufficient conditions to a set of criteria that only needs to satisfy. That 
is, we have the following. 

Theorem 13. The necessary and sufficient conditions for T to he a t out of n 
GILTS is: 

(i) for all B C {Pi, . . . ,P„} with \B\ > n — t + 1 there exists x such that 
1 = Tbx, and 

(ii) for all B C |Pi,...,P„} with jPj < n — t there exists x with ||a;|| = 
'Yfxi = l such that 0 = 

The proof is provided in the pre-proceedings version of this paper [27]. 

10 Conclusion 

This work has merged several works. Our contributions include: we have demon- 
strated how to construct the dual of a t out of n GILTS from the shareholders 
reconstruction matrix T. In the appendix we have provided an example. As we 
have stated earlier the shareholders reconstruction matrix is a more natural way 
to view a threshold sharing scheme than by the distributor’s share construc- 
tion matrix. The shareholders reconstruction matrix is what a GILTS represents 
and an ISP implies the distributor’s share construction matrix. Further we have 
demonstrated how to use Smith-normal form to derive the distributor’s share 
construction matrix from a GILTS T. Using results by Gramer and Fehr, we have 
developed new bounds on the rank of the reconstruction matrix and the amount 
of randomness needed to generate a t out of n GILTS. These bounds are signifi- 
cant improvements to any other existing bounds for group independent sharing 
and their asymptotic sum equals the minimal size GILTS (Block-box sharing 
scheme) . Thus these bounds cannot be improved upon asymptotically. Since one 
requires truly random elements to be generated to develop a group independent 
scheme, the amount of randomness required does place a computational bur- 
den on the distributor. Gonsequently these bounds are important. Bounds on 
rank are important due to the nature that the dual of a t out of n GILTS is 
& n — t + I out of n GILTS. Lastly we have developed a new set of criteria to 
determine if a n-partitioned integer matrix is a t out of n GILTS. Let the term 
optimal GILTS refer to a GILTS which uses a minimal number of subshares. We 
do raise a few questions. In our attempt to describe group independent linear 
sharing we assumed that each homomorphism was a row of integers. All 
known group independent schemes are of this form. Does there exist a group 
independent scheme not of this form? Do all optimal group independent t out 
of n threshold scheme have invariant factors equal to 1? All optimal schemes 
discussed in previous works are such that the integer entries of T is 0,1, or — 1. 
Is this true in general for all optimal schemes? That is, is it a requirement? (Here 
we are not referring to schemes that are asymptotically optimal.) 
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Appendix 

Example 2. The following 2 out of 4 GILTS example illustrates that E** does 
not necessarily equal E. Consider the following 2 out of 4 GILTS satisfying 
Es = k where S' is 6 x 8 matrix (partitioning is described below). The last row 
of S' implicitly describes a relation between S22 and S32, the relation is that 
2 s22 + 2s 32 = 0. The invariant factors of S' are: di = • • • ds = 1 and de = 2. 
By applying the techniques that we have described (i.e. reducing S' to Smith- 
normal form we derive the matrix M (see below). As we have illustrated earlier 
S'* = where S'* will be a 4 — 2 -|- 1 out of 4 GILTS, i.e. 3 out of 4 GILTS. 
We apply that same techniques (reduce S'* to Smith-normal form) to derive M*. 
The result is illustrated below. 
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Now S'** = (M*)^, we claim that S'** yf S'. This can be seen by the fact that 
[0, 0, 0, 1, 0, 1, 0, 0]^ ^ fm(S'^). (Although it is true that [0, 0, 0, 2, 0, 2, 0, 0]^ G 
im(S'^).) Now observe that [0, 0, 0, 1, 0, 1, 0, 0]^ = (S'**)^ • [—1, 0, 0, 1, 0, 0]^ 
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Abstract. This paper presents an automation-considered logic of 
authentication for reasoning about principals’ belief on authentication 
and key distribution protocols. The so-called ASVO logic is based 
upon the famous SVO logic but designed in the slightly different 
way that minimizes the protocol idealization needs. For the purpose, 
message receiving and message recognition are reformulated in the 
similar semantic model. As an experimental study, we implemented 
the proposed logic to a semi-automated formal verihcation tool, and 
analyzed several protocols. 
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1 Introduction 

Authentication and key distribution protocols are typical forms of security pro- 
tocols which should not be designed without careful construction and verification 
processes. These are composed of a set of messages having a specific form for au- 
thentication of principals and key distribution among them using cryptographic 
algorithms. Authentication is essentially assurance of who the principal is talking 
to, while key distribution is represented as key transport or key exchange among 
the principals. In that sense, a formal method is necessary for verifying formally 
if the principal is talking to the correct counterpart and they share the correct 
session key via protocols [23] . There has been a great amount of work related to 
the formal verification of such protocols. We can classify them simply into infer- 
ence construction and attack construction methods [12]. The former schemes are 
based on modal logics in order to infer the belief or knowledge of principals as 
logical formulae, while the latter methods are focused on the automation-based 
model checking that relies on building a finite model of a system and checking 
that a desired property holds in that model [21]. In spite that both approaches 
are equally important, our main concerns are simply automation-considered logic 
methods, so that this paper will describe the method related to the former only. 
Readers are assumed to be familiar with notations and schemes of [6,11,22] 
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The rest of this paper is organized as follows: Section 2 describes backgrounds 
and problems, while Section 3 summarizes the ASVO (Automation-considered 
SVO) logic designed for automation-considered reasoning about principals’ be- 
lief. Section 4 shows experimental results and Section 5 concludes this paper. 

2 Preliminaries 

2.1 Logics of Authentication 

In 1989, Burrows, Abadi, and Needham presented the first logic of authentica- 
tion, BAN logic [6], for the analysis of authentication protocols. The BAN logic 
is a logic of belief, so that its inference system uses formulae which express be- 
lief of principals. This logic is quite simple and useful in uncovering some flaws 
in authentication protocols but has intrinsic weaknesses and limitations specif- 
ically related to its semantics. The lack of semantics has produced confusion 
and controversy about the logic [1,3,18]. In the sequel, a lot of successors have 
followed the BAN logic. For example, Abadi and Tuttle defined the semantics 
for BAN in their extension, AT logic [1]. Gong, Needham, and Yahalom refor- 
mulated BAN for better reasoning about belief of principals in their extension, 
GNY logic [11]. Van Oorschot defined additional rules for reasoning about key 
agreement protocols in his extension, VO logic [20]. More recently, Sy verson and 
Van Oorschot devised SVO logic in order to unify the previous BAN family of 
authentication logics [22]. Note that the SVO logic provided a model-theoretic 
semantics along with the desirable features of its predecessors. As for automated 
reasoning, Brackin extended GNY to BGNY logic in implementing his AAPA 
system [5], while Dekker fragmented SVO to SVD logic in his G3PO system [7]. 

2.2 Protocol Idealization 

There are several steps to a protocol analysis using BAN-family logics [1,6,11, 
22,20]. We can generalize them as follows. For a given protocol: 

1. State goals to achieve. 

2. Write assumptions about initial state. 

3. Idealize (or annotate) the protocol. 

4. Annotate (or idealize) the protocol. 

5. Apply the logic to derive principals’ beliefs. 

Notice that step 3 and step 4 are interchangeable. For example, BAN and AT 
make idealization precede annotation while GNY and SVO reverse it. Readers 
are referred to [1,6,11,22,20] for more details. 

The idealization is an important step in BAN-family logics, which transforms 
some protocol messages into logical formulae in order to apply the given logics. 
In other words, the idealization step presents a message interpretation to the 
logic because a protocol message is interpreted into a truth value. BAN-family 
logics have respective idealization methods, for example, BAN injects implicit 
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terms or formulae into protocol messages for transformation, while GNY la- 
bels recognizable messages and postfixes BAN ideal formulae onto the message 
as a meaning conveyed from the message [6,11]. Wedel and Kessler intended 
that formulae do not occur in messages but the received messages still need to 
be interpreted manually [24]. SVO divided the idealization step into message 
comprehension and message interpretation. On message comprehension, mes- 
sages which cannot be comprehended by principals are substituted by Sub- 
sequently the BAN ideal formulae are injected to protocol messages on message 
interpretation [22]. For example, when a principal. A, received from S a mes- 
sage, {Na, B, Kab, {Kab, A}kbs}kasj the message comprehension step should 
produce a formula in SVO, such as A believes A received {Na,B,*i,*2}kas- 
the sequel, message interpretation should yield the following logical inference. 

A believes A received {Na, B,*i,*2}kas ^ 

A believes A received {Na,B,A B, fresh(A'^s), 

Also *2 must be re-transformed to {{Kab,A)^}kbs on applying the rules or 
axioms in the protocol analysis. The superscript S is added to indicate that the 
message is from S but it is informal. A B and hesh{K ab) are BAN formulae 

that must be attained as implicit interpretation of messages. As we can see, the 
so-called idealization is informal and far from automation-considered reasoning 
in all BAN-families [23]. For instance, the previous automated reasoning sys- 
tems such as AAPA and C3PO still needed manual interpretation of messages 
for accommodating automated reasoning processes [5,7,16]. Note that it is not 
easy to demonstrate the correctness of idealization results. Hence, the informal 
idealization is greatly error-prone and its formal handling is not simple. Mao 
showed a method to idealize a given protocol by rule-based techniques which 
are context-sensitive [15]. Such a method must be less error-prone but need an 
analyzer to understand the protocol in more depths for applying the rules. 

2.3 Contribution 

In this paper, we present ASVO logic that is intended to simplify the idealiza- 
tion process by removing the message comprehension and interpretation steps 
from the predecessor, SVO logic. In ASVO, we express and manipulate those 
error-prone steps by logic itself. Hence, we designed more concrete language and 
axioms for better reasoning about principal’s belief on the framework of SVO. 
This work must be advantageous to automation-considered analysis of authenti- 
cation and key distribution protocols. Also a human user could analyze a given 
protocol more easily and correctly in BAN-family style. As an experiment, we 
implement the ASVO logic by using the Isabelle/Isar, semi-automated reasoning 
system [19], and describe its experimental results. Interestingly we are able to 
find some known flaws that were neglected in the predecessor. 

3 ASVO Logic 

The ASVO logic is typically composed of formal language, formal logic, and 
formal goals by asserting its syntax and semantics. All predecessors (BAN, GNY, 
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AT and SVO) have intended to use competent cryptographic techniques. In that 
sense, they could not provide any guarantee to debug design flaws resulting from 
the misuse of cryptographic algorithms [15]. However, ASVO does not basically 
assume those techniques, so as to provide more concrete analysis. 

3.1 Formal Language 

Following the SVO logic, we define the symbolic language for messages and for- 
mulae. They are expressed and distinguished by distinct types in a functional 
language. We assume the existence of a set of primitive terms, T, containing a 
number of sets of constant symbols representing principals, shared keys, public 
keys, private keys, numerical constants, etc. Messages and formulae of the lan- 
guage are built from T by mutual induction. Only formulae can express a truth 
condition and have a principal’s belief attributed to them. 



Messages. The language of messages, Mt, is the smallest language over T 
satisfying: 

— V is a message if X gT, 

— F{Xi , ..., X„) is a message if Xi , ..., are messages and F is any function, 

— F[{Xi, ...,Xn) is a message if Xi,...,Xn are messages and H is a, one-way 
function, 

— (/? is a message if (/? is a formula. 

Note that F D H since F is meta-notation for any function computable by 
principals while H is that of a one-way function. Specifically, H{K,X) denotes 
a message authentication code (MAC). For type conversion from a formulae to 
a message, it is assumed to have a type casting mechanism. 



Formulae. The language of formulae, Mp, is the smallest language over T 
satisfying: 

— p is a formula if p is a primitive proposition, 

~ and (fAtp are formulae if p and ip are formulae, 

— the followings are formulae if P is a principal and p is a formula, 

• P believes p, 

• P controls p, 

— the followings are formulae if P is a principal and V is a message, 

• P has X, 

• P received X, 

• P received2 X, 

• X from P, 

• P said X, 

• P says X, 

• P understands X, 

— the followings are formulae if V is a message. 
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• fresh (X), 

• vague(X), 

— the followings are formulae if P and Q are principals and X is a key, 

• P-i^Q (or share P, Q, K), 

• PK{P,K). 

Notice that believes is a modal operator for expressing principal’s belief while the 
other predicates represent principal’s behaviors in a protocol. The meaning of 
each predicate will be discussed in Section 3.2. We rather use a form like “has P 
X” and “share(P, Q, K)'' when we implement the logic in a functional language. 



Keys. Cryptographic keys are represented as K while {X}k means encryption 
of X under K. Also K~ implies an inverse of K, so that K = K~ in a symmetric 
key system. K~^ means a private key when X is a public key in an asymmetric 
key system. Let us define possible public keys: 

— PKe(P, X) for encryption, 

— PKs(P, X) for signature verification, 

— PKd(P, X) for key agreement. 

In addition, we define possible instances of cryptographic keys as follows: 

— KpQ where P<^Q, 

— Kp where PKe(P, X) or PKg{P, K), 

— Kp where PK(j(P, X). 

When we define a Diffie-Hellman key derivation function as PqO, we could have 
Kpq = Fo{Kp, Kq). Upper and lower cases are respectively used in that manner. 

3.2 Formal Logic 

The logic is represented by the language defined above. We denote logical impli- 
cation by =J>. Also we use h as a metalinguistic symbol. P \- (f implies that (p is 
derivable from the set of formulae P, while h (p means that is a theorem. 



Inference Rules. ASVO has two inference rules as a modal logic: 

Modus Ponens: From p and p ^ tp infer ip. 

Necessitation: From h p infer hP believes p. 

Modus Ponens (MP) is required for basic deduction, while necessitation (Nec) 
corresponds to generalization in the logic. These are applied with axioms. 
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Axioms. Axioms are all instances of tautologies of classical propositional cal- 
culus and all instances of the axiom schemata. Axioms A6, A8, All, A13, A14, 
A18, A19, A20, A21, and A22 are derived from SVO. Readers are referred to [22]. 

> Believing. For any principal P and formulae (p and ip^ 

Al) P believes ip A P believes {p ^ ip) ^ P believes ip 
A2) P believes p ^ p 

A3) P believes p ^ P believes ( P believes i^) 

A4) -i(P believes p) ^ P believes (-■ P believes p) 

These are derived from traditional axioms of modal logic for reasoning about 
principal’s belief. A principal believes all that logically follows from his beliefs 
in Al and expresses the fact that he believes or not in A3 and A4. — >■ is used for 
expressing the fact of implication. Note that A2 is applicable when p is true [23]. 

t> Source Association. When a received message is recognizable and 
implies its source, the identity of a sender can be deduced. Also a principal 
receives the message contained in any received signed message. 



A5) P understands X A P received2 (A from Q) Q said (X,P<aQ) 

A5al) PK„((5, A) A P received {X}x-i Q said X A P received X 

We have A5 since competent cryptographic techniques are not assumed. 
Note that received2 is distinguished from received because the latter means 
explicit receiving only. In other words, received2 does not imply that a principal 
could obtain the message explicitly. A5al means that a signature, {X}k-i, is 
verifiable only with its corresponding public key which is assumed universally 
available. 

t> Key Agreement. Session keys resulting from good key agreement 
keys are good, while good key agreement needs explicit source association. 

A6) PKd(P, Ap) A PKd(g, A,) ^ P^Q 
A6al) P says Ap A ^ PKd(P, Ap) =A PKd(P, Ap) 

A7) p{Fo{Kj,,K^)) = p{Kpg) 

A7al) PKd(P, Ap) A P has A, P has Po(Ap, A,) 

A6 represents a typical form of good key agreement along with A6al and 
A7. Notice that A7 is composed of meta formulae to indicate that Po(Ap, A^) 
and Kpq are substitutable in any formulae. A6al is asserted by source asso- 
ciation axioms, in order to express good key agreement. A7al is proposed to 

distinguish good key agreement from weak one. In the sequel, ’P < and 
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’P has Kpq' are explicitly distinguishable when we assert a principal’s belief in 
a protocol analysis. 

t> Receiving. A principal receives the concatenates of received messages 
and decryptions with available keys if the message is recognizable. 

A8) P received (Ai, ..., A„) P received Xi 

A9) P received {X}^ A P has K~ P received vague(A) 

A9al) P understands X A P received vague(A) P received X 
A9a2) P received vague({A}i<:) P received {vague(X)}/f 
AlO) P received H{X) A P has A =4> P received2 A 

In A9 and its addendum, vague implies that a message is not recogniz- 
able. AlO indicates that the fact of receiving a function of a message is 
confirmed. Also AlO could express SVO’s comprehending axiom on a hash 
function PI. If a, principal comprehends^ a messages and receives a function of 
it, then the fact is confirmed. 

t> Possession. A principal obtains anything (s)he receives. A principal 
has what (s)he said or says. Also a principal obtains all components of every 
message (s)he has and a function of them. 

All) P received X ^ P has A 
A12) P said A P has A 
A12al) P says A =» P has A 
A13) P has (Ai,...,A„) ^ P has A^ 

A14) P has Ai A ... A P has A„ P has P(Ai,...,A„) 

> Key Ownership. A principal has a cryptographic key if (s)he is the 
owner of it. The language can express it. 

A15) P said PoQ P has K 
A16) PKe(P, A) P has K~^ 

A16al) PK,(P, A) ^ P has 

t> Saying. A principal who has said a concatenated message has also 
said the concatenates of that message. A principal who has recently said a 
message has said it. 

A17) Psaid (Ai,...,A„) ^ P said A, 

A17al) P says (Ai, ..., A„) P says Xi A P said (Ai, ..., A„) 

t> Freshness. A concatenated message is fresh if one of its concatenates 
is fresh. A function of a fresh message is also fresh. 



^ In our axiom A25, we could deduce message comprehension. 
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A18) fresh(Xi) fresh(ATi, X„) 

A19) fresh ^ fresh(F(A:i, AT„)) 

i> Jurisdiction. If a principal controls something, then what (s)he tells 
about it is law for it in question. 

A20) P controls (p A P says ip ^ tp 
A20al) P controls ip{K) A P says K ^p(K) 



For example, when a principal controls P<r^Q, the fact of saying K im- 
plies that (s)he says P^Q. 

> Nonce Verification. If a principal said a fresh message, then (s)he 
has said it during the current epoch. 

A21) fresh(V) A P said V =4> P says X 

> Symmetric Goodness. A shared key or an agreed key is good for P 
and Q if and only if it is good for Q and P. 

A22) P^Q = Q^P 

t> Interpretation. If a principal received encryption or keyed hash of a 
message, then implicitly (s)he received the message from a principal who shares 
the corresponding key. 

A23) P<aQ a P received {X}k => P received2 X from Q 
A23al) P^Q A P received H{K,X) ^ P received2 X from Q 
A24) P^Q A fresh (K) =4> fresh (PoQ) 

A23 and A23al are only about implicit receiving. They do not indicate 
explicit receiving (of X from Q). A24 implies the freshness of a shared key. 
These axioms are all about principal’s interpretation. 

> Recognition. A principal recognizes what (s)he has. A concatenated 
message is recognizable if one of its concatenates is recognizable. A principal 
recognizes an encryption or signature message block if a corresponding key is 
available. 

A25) P has V P understands X 

A26) P understands Xi ^ P understands {Xi, ..., V„) 

A27) P understands X A P has K~ =4> P understands {X}x 
A27al) P understands X A PKs{Q,K) P understands {X}i^~i 
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Note that the meaning of a predicate, understands, is far from that of 
SVD logic [7]. For example, ASVO does not allow a reverse form of A25 while 
SVD puts an equivalence to has and understands. 



Semantics. The semantic soundness of ASVO can be examined on the frame- 
work of SVO in Kripke’s possible world semantics. The main difference is that 
semantic message sets are extended. As we have learned from SVO and its model 
of computation, there are seen messages comprised of received messages, newly 
generated messages, and initially available messages for a principal at a world, 
(r,t) [22]. In ASVO, message sets are extensively divided into the seen messages 
and the external messages that are mapped to specific parts of the received mes- 
sages. The received messages are comprised of explicitly received messages, im- 
plicitly received messages, and vaguely received messages. The explicitly received 
messages are specified explicitly in a protocol, while the latters are presented 
by ASVO analysis. The external messages include virtually received messages 
and vague messages. Those external messages are mapped to the received mes- 
sages. For example, a vague message, X, is a message not yet understood and 
is mapped to a vaguely received message, vague(A). In a possible world, X will 
replace vague(X) in the received message set if a given truth condition satisfies. 
Those message sets are minutely defined and truth conditions are set out un- 
der which a formula is assigned to be true. Then the soundness theorem is not 
difficult to prove. In spite that we have done it, this paper does not handle the 
soundness issue in more detail due to the strict page restriction. 

3.3 Formal Goals 

We define formal goals related in part to those of elegant VO logic [20]. The 
main difference is that the goals of ASVO avoid obscure formulae needing extra 
axioms. Protocols are poorly designed or verified if it is unclear what are the goals 
intended to achieve in the protocol [4]. ASVO has seven goals in five categories. 



Activeness. We define two formulae for achieving activeness in a protocol. 
These are related to the far- end operative goal of VO but different in focusing 
more on the status of the subject for the case that the partner’s identity is 
not yet assured contextually. For example, identity protection can be handled 
concretely before the identity is confirmed in the midst of the protocol run. If 
A received some message expected contextually in the protocol, it must simply 
be assured that A was running the protocol with some party, by not assuring an 
exact identity. 

ASVOl: A believes A received X 

Similarly, if A received some message expected contextually in the protocol and 
the message is fresh, A has been running the protocol with some party. 

ASV02: A believes A received X f\ A believes fresh (X) 

Notice that ASVOl does not guarantee to check typical replays while ASV02 
does it. In order to check reflection or deflection, aliveness must be achieved. 
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Aliveness. Aliveness means that if A runs a protocol apparently with B, then 
B has been running the protocol. 

ASV03: A believes B says X 

This is closely related to the far-end operative goal of VO. It could be confirmed 
by the fact that B sends a message contextually-expected from B in the protocol. 



Authentication. We define two formulae for achieving authentication in a 
protocol. These are of course related to that of VO but different in requiring the 
concrete and granulated formulae for the same goal. If B apparently replied to 
a specific challenge in the current protocol run, A could authenticate B. 

ASV04: A believes B says F{X) A A believes A has X 
If B explicitly says A and B share a good key while A also believes the good key, 
then A could authenticate B. Note that ASVO is different from its predecessors 
in that the formulae and axioms are applied by the rules on the belief of the 
principals only. In that sense, B must say A ^ B when (s)he believes it, and 
logically A must believe B says it when (s)he can believe B believes it. The ASVO 
logic can infer such a fact by A5 and its related axioms. The key confirmation 
and mutual belief goals of VO are manipulated in that different manner. 

ASV05: A believes B says A B A A believes aIa B 
Both formulae are equally reasonable because they assert not only freshness but 
also possession. Note that A15 infers ‘A has K’ from ‘A o B\ 



Naive key distribution. Like unauthenticated Diffie-Hellman key agreement, 
A could have a fresh key but without authentication. In this case, it is a mis- 
conception to assume that the key is good for communication with a specific 
partner. Say, the key establishment goal of VO is differently manipulated. 

ASV06: A believes A has K A A believes fresh(K) 

In that sense, its expression is a little bit different from that of VO [20]. 

Key distribution. A believes K is good for communication with B, saying that 
the key is authenticated, even if B does not participate in any manner in the 
current protocol run. This goal manipulates the key distribution regardless of 
key confirmation, such as a simple exchange of signed Diffie-Hellman public keys. 
Note that ASVO handles the key confirmation in the realm of authentication. 

ASV07: A believes A ^ B A A believes fresh(K) 

Note that key distribution is stronger than naive key distribution in their mean- 
ing, due to axiom A15. 

4 Protocol Analysis 

4.1 Summary of Experiments 

We implemented the ASVO logic and built it in the Isabelle/Isar, semi- 
automated reasoning system [19]. For the purpose, we had to translate ASVO in 
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Isar language and define types and their conversion carefully. Due to the property 
of semi-automation, we were able to analyze many protocols more easily though 
it was necessary to define external tactics. A current state of the implementation 
is premature, for example, a specification language is not defined and automation 
tactics are not perfect. So, a user must understand the language of Isar. However, 
it was possible to analyze various protocols more conveniently and correctly than 
manual work due to the semi-automation. Exact subgoals were presented by the 
so-called Isabelle/ASVO system^ and subsequently resolved by ASVO when we 
analyzed the protocols including NSSK [17,8], NSSK7, NSPK [17,13], NSPK2, 
NSPK3, DH [9], STS [14], and STS2. Those protocols could be good examples 
for describing the analysis of the proposed logic. We were able to confirm it 
experimetally by ASVO, that NSSK, NSPK, DH, and STS protocols are inse- 
cure. So, NSSK7, NSPK2, NSPK3 and STS2 were reformulated throughout the 
weaknesses found by ASVO. We summarize those results briefly in this section. 



4.2 Procedures 

The first step is to set out the goals that are expected in a given protocol. Those 
goals are formulated from the ASVO goals described in Section 3.3. Subsequently 
we should define initial state assumptions and received message assumptions in 
order to apply ASVO. These will serve as premises, which we will use together 
with ASVO axioms and rules to derive goals above. The initial state assumptions 
are basic premises that are needed to run the protocol, while the received mes- 
sage assumptions are derived from the protocol specification. Those assumptions 
must be able to declare principals’ beliefs. For example, the received message 
assumptions express principals’ beliefs on messages that are expected in the pro- 
tocol run. Then we can use the Isabelle/ASVO for semi-automated reasoning. 

In the Isabelle/ASVO system, we should declare each theorem for achieving 
the stated goals. Then Isabelle/ASVO assists to prove it by backward proof. 
Theorems are made in the following form where each formula is constructed 
with modal operator, for example, P believes tp. 

h Assumptioni; • • •; Assumptioun Goali 
Following the Gddel’s second theorem, we could analyze the protocol in a way 
that P believes {(p => •(/;) for asserting that P believes ip ^ P believes f/ in ASVO. 
The former will need A2 and Nec (necessitation) while the second will require 
A1 and Nec. The Isabelle/ASVO backward-proves the theorem in the former 
way while we could prove it manually in the latter way as we did in SVO. 

4.3 Experimental Results 

Secret Key Protocols. NSSK stands for Needham-Schroeder Shared Key and 
is a typical protocol for authentication and key distribution between two princi- 
pals, A and B, under postulating a trusted server, S [17]. The NSSK protocol is 
a standard example for protocol analysis because it had been understood secure 

Figure 1 shows a screen shot in Appendix A. 
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before Denning and Sacco found its critical flaw [8]. When we expect authenti- 
cation and key distribution between two principals, the goals need to be derived 
from AS VO 5 and AS VO 7 as described in Section 3.3. Those goals should have 
been achieved in NSSK under presented premises. Theorem 1 is one of them. 
Note that implies transition with some of or without {Al, A2, Nec, MP}. 

Theorem 1 (NSSK-Gl). h P12; PI; P7; P6; P3 ^ A believes A^B 

(proof) P12 PI A23 P7 A25 A26 A5 A17 P6 A18 

-4 A21 -4 A17al -4 P3 -4 A20al -4 A20 □ 

However, we couldn’t prove the following theorem within the given premises. 

Theorem 2 (NSSK-G3). h P13; P2; P91; P9; P8; B believes A^B 

The abnormal assumptions were necessary for some subgoals^. 

P92: B believes ^resh{K ab) 

P93: A believes A understands Nb 

Note that P92 and P93 shows the weak points of NSSK. An adversary E 
could exploit P92 in step 3 for the famous Denning-Sacco attack [8], while 
(s)he could exploit P93 in step 4 for a dumb-authentication attack in which A 
could not authenticate B. So we need modifications for removing P92 and P93 
from NSSK. In order to remove P92, a nonce must be included for B in the 
corresponding message. Likewise, a recognizable value must be included for A 
in the message so as to remove P93. Hence, we could formulate the following 
NSSK7 Protocol: 

1. A^ B: A 

2. B^A-. B,Nbi 

3. A^ S: A,B,Na,Nbi 

4. S' — >■ A: {Na, B, Kab, {Nbi,Kab, ^}kbs}kas 

5. A — >• P: {Nbi,Kab, A}kbs 

6. B ^ A: {A, B, Nb2}kab 
l.A^B: {Nb2 - 1}kab 

NSSK7 was proved by ASVO without P92 and P93 in the similar way of 
GNY [11]. 



Public Key Protocols. NSPK is another protocol devised by Needham and 
Schroeder, in which public key system and challenge-response are typically used 
for authentication [17]. Hence, goal ASV04 must be achieved in this protocol. 
However, we had to add the following assumptions for given subgoals. 

P121: A believes A received2 (Na,Nb) from B 
P131: B believes B received2 Nb from A 



See Figure 1 in order to find the snbgoal that needs P92, in Appendix A. 
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In other words, the source association was not asserted in the original 
protocol. So, we declared carefully a contextual axiom, A23a2, in order to 
express the source association to a public- key-encrypted message. In the en- 
crypted message, {Q, X}k, Q implies a sender of the message very contextually. 

A23a2) PKe(P, AT) A P received {Q,X}k P received2 X from Q 

Then we could formulate the following protocol, NSPK2, and prove that 
the goals are achieved by ASVO without P121 and P131. 

1. A — >■ i3: {A, Na}kb 

2. B^A: {B,Na,Nb}k^ 

3. A ^ B: {A, Nb}kb 

In the sequel, we could say that P121 and P131 are the weak points 
against Lowe’s attack on NSPK [13]. However, the contextual axiom, A23a2, 
is strong postulation for the logic. Without A23a2, we could formulate the 
following protocol, NSPK3, and prove it easily by ASVO. Readers are referred 
to A5al. 

1. A^B: {Na,B}j,-i 

2. B^A: {Na-1,Nb}k-^ 

3. A^B:{Nb-1}k~^ 



Key Agreement Protocols. A basic constituent of key agreement protocols 
is a Diffie-Hellman method [9]. However, as we described already, the Diffie- 
Hellman protocol can be proved for ASV06 only. ASV07 is not achievable 
without adding the following assumption, for instance, for A. 

Pill: A believes A-h^B 

So, we need authentication for achieving ASV07. In other words, ASV04 
or ASV05 must be achieved for purporting ASV07. STS protocol is one of 
the most famous and influential authenticated Diffie-Helman key agreement 
protocols. We analyzed if STS achieves ASV05 as well as ASV07. However, 
we found that ASV05 does not satisfy for A if the following assumptions are 
not defined for B. We assert that these are the well-known weak points against 
STS [2,14]. 

P112: B believes A says Ka 
P132: B believes A says A-i^-^B 

Finally we were able to reformulate it to remove those assumptions, and 
prove the new protocol, STS2, though a contextual axiom was needed. 




Automation-Considered Logic of Authentication and Key Distribution 455 



1. A ^ B: A, 

2. A: B, {Kb} 1,^-1 , H{Kab, A, B, K^) 

3. A^B:H{K,b,A^B,Kb) 

Note that it was able to replace symmetric encryption with MACs due 
to A23al. 

5 Conclusion 

We presented the automation-considered logic of authentication and key 
distribution. The so-called AS VO logic was based upon the SVO logic but 
designed in a different way of minimizing the protocol idealization needs. Also 
message recognition was considered in a very different manner within a similar 
semantic model. The proposed logic was implemented as a semi-automated 
formal verification tool, and its experimental results were discussed. A current 
state of the implementation is premature, for example, a specification language 
is not defined and automation tactics are not perfect. So, a user must under- 
stand the language of Isar. Otherwise, a human user could analyze a protocol 
more easily and correctly in BAN-style by ASVO. It was possible to analyze 
and refine various protocols correctly by Isabelle/ AS VO. This work must be 
advantageous to automation-considered analysis of authentication and key 
distribution protocols. For example, in the future C3PO [7] can be updated 
with ASVO and an elegant specification language can be applied for more 
convenient interactions. 
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A Figure of Isabelle/ AS VO 

Readers are referred to Figure 1. Note that the following formula is clearly 
marked in the figure. 

ASvo .Trueprop(Fresh{|Key (Principal A) (Principal B), Principal A 

|}) 

It means that a message {Kab, A) is fresh. However, A is not fresh, so 
that Kab must be fresh for obtaining the truth value from the formula. 




Fig. 1. Isabelle/ AS VO 
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Abstract. This paper describes the MESH block ciphers, whose designs 
are based on the same group operations as the IDEA cipher, but with a 
number of novel features: flexible block sizes in steps of 32 bits (the block 
size of IDEA is fixed at 64 bits); larger MA-boxes; distinct key-mixing 
layers for odd and even rounds; and new key schedule algorithms that 
achieve fast avalanche and avoid the weak keys of IDEA. The software 
performance of MESH ciphers are estimated to be better or compara- 
ble to that of tripIe-DES. A number of attacks, such as truncated and 
impossible differentials, linear and Demirci’s attack, shows that more re- 
sources are required on the MESH ciphers than for IDEA, and indicates 
that both ciphers seem to have a large margin of security. 



1 Introduction 

This paper presents the MESH block ciphers, whose designs are based on the 
same group operations on 16-bit words as the IDEA cipher [11], namely, bit- 
wise exclusive-or, denoted ©, addition in ^ 216 , denoted ffl, and multiplication 
in GF(2^® + 1), denoted 0, with the value 0 denoting 2^®. The MESH designs 
are built on the strength of IDEA, but include some novel features: (i) flexible 
block sizes in increments of 32 bits; (ii) larger MA-boxes; (iii) distinct key-mixing 
layers for odd and even rounds; (iv) new key schedule algorithms. This paper 
is organized as follows: Sect. 2 provides motivation for the new cipher designs; 
Sect. 3 describes MESH-64; Sect. 4 describes MESH-96, and Sect. 5 describes 
MESH-128. Sect. 6, 7, 8 and 9 describe attacks on the MESH ciphers. Sect. 10 
concludes the paper. 

2 Design Rationale and Motivations 

Since the publication of IDEA in [11], no extended IDEA variant has being pro- 
posed with block sizes larger than 64 bits (or word sizes larger than 16 bits). 
Maybe such attempts were jeopardized due to the fact that 2®^ 0 1 is not a prime 
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GOA project Mefisto 2000/06 of the Flemish Government. 
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number/ and thus, is not a finite field [12, p. 77, Fact 2.184]. The MESH 

designs provide an alternative approach that does not rely on the need for larger 
word sizes. This motivates the design of larger MA-boxes. All MA-boxes in the 
MESH ciphers involve at least three interleaved layers of multiplication and ad- 
dition operations in a zig-zag pattern, in comparison to two layers in IDEA. 
The MA-boxes of some MESH ciphers have the property that not all multipli- 
cations involve subkeys directly as an operand, but rather depend upon internal 
data values. These designs effectively avoid many one-round linear relations and 
one-round characteristics (to be discussed further). All the new MA-boxes are 
bijective mappings (permutations), in order to avoid non-surjective attacks [14]). 

Another feature of the MESH ciphers is the key schedule algorithm. Note that 
in IDEA all multiplications involve a subkey as an operand. Since the modular 
multiplication is the main non-linear operator in the cipher, the key schedule 
needs to be designed to avoid weak subkeys for any choice of the user key, 
otherwise, all multiplications could, in principle, be manipulated (Daemen [5]). 
The following design principles were used in the key schedule of MESH ciphers 
to avoid weak keys: 

— fast key avalanche: each subkey generated from the user key quickly depends, 
non-linearly, upon all user key words. This dependence is expressed by the 
exponents of a primitive polynomial (one polynomial for each MESH cipher) . 
All key schedule algorithms interleave addition with exclusive-or operations. 
There is additionally a fixed bit-rotation operation, because in both ffl and 
© the relative position of the subkey bits is preserved and otherwise, two 
related keys with subkeys differing only in the most significant bit could 
propagate this difference to several other subkeys. 

— use of fixed constants to avoid patterns in subkeys. For instance, without the 
constants the user-defined key with all-zero words would result in all subkeys 
being zero (independent of the non-linear mixing or the bit rotation) for any 
number of rounds. 

Common properties to IDEA and MESH ciphers include: (i) complete diffusion 
is achieved in one round; (ii) no operation is used twice in succession in any 
part of these ciphers; (iii) neither cipher uses explicit S-boxes, nor depend on 
particular properties of Boolean functions such as in Camellia [1] or AES [8] . 

Three designs will be described: MESH-64, MESH-96 and MESH-128, where 
the suffix denotes the block size. 



3 The MESH-64 Block Cipher 

MESH-64 is a 64-bit block cipher with a 128-bit key and 8.5 rounds (Fig. 1 
and Table 1). The last 0.5 round is the output transformation (OT). The key 
schedule for MESH-64 is defined as follows: 

1 2^2 + 1 = 4294967297 = 641 • 6700417. 
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Fig. 1. Computational graph of the MESH-64 cipher. 



— First, 16-bit constants c, are defined as: cq = 1, and Cj = 3 • Cj_i, i > 1 
with multiplication in GF(2)[a;]/p(a;), under the primitive polynomial p(a;) = 

+ 1. The constant ‘3’ is represented by the polynomial 

cc -h 1 in GF(2). 

— The 128-bit user key is partitioned into eight 16-bit words Ki, 0 < i < 7, 

and assigned to = Kj (B Cj, 0 < j <6, and = Kr (Bcr. 

— Finally, each subsequent 16-bit subkey is defined as follows: 



d(i) 






(Hi-7)). 






y(h(i—2)) N 

-‘l{i-2) ) 



dp-1) 






Cj , 



( 1 ) 



for 8 < t < 59; ‘<^ 7’ is left rotation by 7 bits; h{i) = i div 7 -h 1, and 
l{i) = i mod 7-1-1. 

The key schedules of MESH-64 is designed to achieve fast key avalanche, due 
to (1) being based on the primitive polynomial q{x) = x^ + x"^ + x^ + x^ + 
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x'^ + X + 1 in GF(2), and the interleaving of © and ffl operations. For instance, 
Zl and all subsequent subkeys already depend upon all eight user key words. 
The dependence of (1) on q{x) can be made clear by ignoring the left rotation 
for a while, changing the ffl to ©, and denoting simply as Then 

(1) becomes Z^^ = © a. A 

similar reasoning applies to the other MESH ciphers. Notice that both ffl and 
© preserve the relative bit position of its operands. The left-rotation destroys 
that property, so that changes only at the most significant bit of some subkeys 
(in a differential related-key attack) would not propagate to other subkeys with 
probability one. Without the constants, the all-zero user key would result in all 
subkeys being zero (for any number of rounds), independent of the mixing of 
addition and exclusive-or. Decryption in MESH-64 uses the same framework in 
Fig. 1 as encryption, but with transformed round subkeys. Formally, let the r-th 
round encryption subkeys be denoted (Z^^\ . . . , Zy^^), for 1 < r < 8, and {z[^\ 

. . . , Z^'^), for the OT. The decryption round subkeys are: 

. for the first round. 

. -Zi^^-^\zt'^\zt^\zt% for 

the r-th even round, r € {2, 4, 6, 8}. 

. ((Z(^-^Y\-Zt^\-Zt^\ (zf-^))-i, for the r- 

th odd round, r G {3,5,7}. 

. ((z4)-i,-z4,-z4,(z4)-i), for the OT. 

A similar procedure applies to the decryption subkeys of the other MESH ciphers. 



4 The MESH-96 Block Cipher 



MESH-96 is a 96-bit block cipher, with a 192-bit key, and 10.5 rounds (Fig. 2 
and Table 1). The last 0.5 round is the output transformation (OT). 

The key schedule for MESH-96 is defined as follows: 



~ The 16-bit constants Cj are the same as defined for MESH-64. 

— The 192-bit user key is partitioned into twelve 16-bit words Ki, for 0 < t < 

11, that are assigned to: 44 ~ ^ ©4 fo'' 0 < j < 8, z[^'^ = Kg (B cg, 

4 ^ = ATio © Cio, and 4 ^ ~ Kn © cn. 

— Finally, each subsequent 16-bit subkey is defined as follows: 



y(h{i—2)) \ oq 



/(i-12) 
y{h{i—A))\ 



z. 



fo0-i)))<<<9, 






(2) 



for 12 < z < 95, ‘<^ 9’ is left rotation by 9 bits, h{i) = i div 9+1, and 
l{i) = i mod 9+1. 
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Fig. 2. Computational graph of the MESH-96 cipher. 



The key schedule of MESH-96 is designed to achieve fast key avalanche due to 

the use of the primitive polynomial + \ in GF(2), and 

f 2) 

the mixing of ffl and © operations. All subkeys starting with Z) , already depend 
(non- linearly) on all user key words. Decryption uses the same computational 
framework as in Fig. 2 for encryption, but with transformed subkeys. 



5 The MESH-128 Block Cipher 

MESH-128 is a 128-bit block cipher, with a 256-bit key, and 12.5 rounds (Fig. 3 
and Table 1). The last 0.5 round is the output transformation (OT). The key 
schedule for MESH- 128 is defined as follows: 

— First, 16-bit constants Ci are defined as in MESH-64. 

— Next, the 256-bit user key is partitioned into sixteen 16-bit words Ki, 0 <i < 
15, and are assigned to = Kj®Cj, 0 < j < 11, and zfjlodi 2 +i = Kt®ct, 
\2<t< 15. 
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Fig. 3. Computational graph of the MESH-128 block cipher. 



— Finally, each subsequent 16-bit subkey is generated as follows: 



i{i) — 



(/i(z— 16 )) g 



y{h{t-2)) 






(M*-12))n 






l(i-12) 



« 11 © Ci, 



(3) 



for 16 < i < 151; ‘<^ 11’ is left rotation by 11 bits; h{i) = i div 12 + 1, and 
l{i) = i mod 12 + 1. 



The key schedule of MESH-128 achieves fast key avalanche due to the use of the 
primitive polynomial r{x) = -I- -I- + x^ + x'^ + x^ + 1, and the mixing 

of ES and © operations. All subkeys starting with Z\q , already depend upon all 
sixteen user key words. Decryption in MESH-128 uses the same framework as in 
Fig. 3, but with transformed subkeys. 




464 



J. Nakahara et al. 



Table 1. Main parameters for IDEA and some MESH ciphers. 



Cipher 


Block Size 


Key Size 


^Rounds 


^Operations 


|#Subkeys| 


ffl 


© 


© 


© 


ffl 


IDEA 


64 


128 


8.5 


34 


48 


34 


34 


18 


MESH-64 


64 


128 


8.5 


42 


48 


42 


42 


18 


MESH-96 


96 


192 


10.5 


73 


90 


83 


53 


43 


MESH-128 


128 


256 


12.5 


148 


144 


148 


100 


52 



6 Truncated Differential Analysis 

Differential analysis of MESH ciphers followed the framework of Borst et al. [4] . 
The difference operator is bitwise exclusive-or. 

6.1 Truncated Differential Attack on MESH-64 

The truncated differential (4), with A,B,C,D,E,F,G,H € ^ 2 ®, is used in an 
attack on 3.5-round MESH-64. 

{A, 0, B, 0, C, C, 0, 0) 

2-32 

(C, C, 0, 0)4(D, E, 0, 4 D, 0, E) 

(0, D, 0, E)"4>, E, 0, 0, F, E) 

(0,0,F,F)4(0,0,G,H). (4) 

In each line of (4) the leftmost arrow indicates that the 4-word difference on the 
left-hand side causes the difference in the middle after a key-mixing half-round, 
with the indicated probability on top of the arrow. Further, the middle 4-word 
difference causes the round output difference (on the right-hand side) across 
an MA-box, with the indicated probability. The truncated differential (4) has 
average probability 2 “®"^ over all keys. 

From (4), the attack recovers subkeys Z^\ and that satisfy 

equations (Pi © z[^'^) © (Pf 0 z[^'*) = (P 3 ffl © (P 3 * ffl and (G 3 © 

(Z;^‘‘V^) ® (C 3 * 0 (4^‘V^) = (C *4 B Zi^'>) © (G| B Estimates for the 

complexity of truncated differential attacks on MESH-64, using (4) are based on 
experimental results on mini-MESH variants, following [4], and give^ 2®^ • 2®^ • 
2 • 2^® • 2“® « 2"^^ 3.5-round MESH-64 encryptions, 2®"* chosen plaintexts, and 
2®^ 64-bit blocks (memory). Note that the new key schedule does not allow key 
bit overlap. Therefore, there is no reduction in complexity for a key-recovery 
attack. The mirror image of the differential (4), in [13], allows to recover Z^^\ 
zj^^\ Z^\ and z'^\ with the same complexities. 

® (^structures) X (^surviving pairs per structure) x (^equations) x (#key pairs to find 
per equation) X (^operations). 
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6.2 Truncated Differential Attack on MESH-96 



A truncated differential attack on 3.5-round MESH-96 can use the following 
differential, where A, B, C, D, E, F, G, H, I, J, K, L G ^ 2 ®: 



{A, B, 0, C, D, 0f4\E, F, 0, E, F, e, F, F, 0, 0) 

2-48 

(F, F, F, F, 0, 0)^4"(G, H, I, G, 0, 4 0, H, 0, 0, 1) 

(0, 0, H, 0, 0, 0, J, 0, 0, j)(0’0-o)4(o-0’0)(o^ 0, 0, 0, J, J) 



(0,0,0,0, J,J)4(0, 0,0,0, F,F), 



(5) 



that has average probability 2 and allows recovery of , Z^^\ Z^ , 
Z^\ and A differential attack on MESH-96 using (5) works similarly to 



the attack on MESH-64, and has estimated complexity, based on experimental 
results following [4], as follows: 2^2 • 2^3 • 3 • 2^6 . A « 2^°^ 3.5-round MESH-96 
encryptions, 2®® chosen plaintexts, and 2®"^ 96-bit blocks of memory. There are 
two additional truncated differentials with the same probability [13] that allows 
to recover Z^ , Z^ , Z^'^\ Z^\ Z^ , and 

An attack on 4-round MESH-96 can guess subkeys Z^ , , Z^ , and apply 

the previous attack on 3.5 rounds, with time complexity = 2^®^ 4-round 

computations. 



6.3 Truncated Differential Attack on MESH-128 



A differential attack on 3.5-round MESH-128 can use the following differential, 
with average probability 2“^^®, and with A, B, G, D, F, F, G, F, I, J, K, L, 
M, N,0, PG ^2®.: 



{A, 0, 0, B, C, 0, 0, Df4\E, 0, 0, F, E, 0, 0, e, 0, 0, 0, 0, F, F) 



(F, E, 0, 0, 0, 0, F, F)4(G, H, 0, 0, 0, 0, 1, 

, ( 0 , 0 , 0 , o)F(o, 0 , 0 , 0 ) , 



(0, G, H, 0, 0, 1, J, 0) (0, K, L, 0, 0, K, L, 0)' 

(0, 0, K, L, K, L, 0, 0)4(0, 0, M, N, O, P, 0, 0) . 



'(0,0,F,L,F,L,0,0) 



(6) 



Conservative complexity estimates, based on experimental results following 
[4], for a truncated differential attack on 3.5-round MESH-128 using (6) are as 
follows: 2®'^ • 2®3 • 4 • 2^® • ^ « 2^"*^ 3.5-round MESH-128 encryptions, 2^^® 

chosen plaintexts, and 2®"^ 128-bit blocks of memory, to recover Z^ , Z^\ Fg^\ 
Fg^\ z4 , Z^'^\ Z^, z4 ■ An additional truncated differential [13], can be 
used to recover Z^ , Z^^\ Z^ , Z^ , Z^ , F^^^ z!f\ Fg'^\ In total, using both 
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differentials, 128-bit user keys are recovered. The remaining 128 key bits can be 
found by exhaustive search. 

An attack on 4-round MESH-128 can guess apply 

the previous attack on 3.5 rounds, with time complexity = 2^°® 4-round 

computations. 



7 Linear Attack 

Our linear analysis on MESH ciphers followed the framework of Daemen et al. 
[6]. Initially, all one-round linear relations under weak-key assumptions were 
exhaustively obtained for MESH-64, MESH-96, and MESH-128. 



7.1 Linear Attack on MESH-64 



For MESH-64, an example of a one-round relation under weak-key assumptions is 
(0, 0, 0, 1) — >■ (0, 0, 1, 0), with G {0, 1} (an odd-numbered round). 

According to the key schedule, the user key words are xored to fixed constants Cj, 
0 < i < 7, and are used as the first eight subkey words. It means that the subkey 
restrictions Z^^\ Zy^^ G {0,1} can be satisfied if the most significant 15 
bits of the key words match the corresponding bits of the associated constants. 
Multiple-round linear relations are obtained by concatenating one-round linear 
relations, and deriving the corresponding fraction of keys from the key space 
from which the relation holds. This fraction of keys can be derived from the 
restrictions on subkeys in the one-round linear relations. Nonetheless, the key 
schedule of MESH-64 does not have a simple mapping of subkey bits to user key 
bits such as in IDEA. The fraction of keys for the linear relations in MESH-64 
was estimated from the weak-key class sizes obtained by exhaustive key search in 
a mini-version of MESH-64 with^ 16-bit blocks, denoted MESH-64(16), where 
the key size is 32 bits. Analysis of MESH-64(16) indicated that each subkey 
restriction (most significant three bits equal to zero) is satisfied for a fraction of 
2“^ or less per subkey. This observation allowed to estimate the fraction of keys 
(and the weak-key class size) that satisfy a linear relation for MESH-64 as 2“^® 
per subkey. 

The longest linear relations obtained (starting from the first round) are as 
follows: 



(0,l,0,l)iG(0,0,l,l)iG(l,0,l,0)iG(l,l,0,0)iG(0,l,0,l)iG(0, 0,1,1), pro- 
vided zi^\ zf\ zf\ zP, zf\ Z^, zf\ zf , zf) G {0,1}. For 
MESH-64(16) this relation holds for a weak- key class of size 4, which 
corresponds to a fraction of 4 • 2“^^ = 2“^*^ of its key space. This fraction 
is less than 2“^*® = 2“^^, that is to be expected if each subkey restriction 
held independently. For MESH-64, the weak-key class size is estimated as 
2128-15*8 ^ 2» for 4 rounds at most; 



With left rotation by 3 bits per word in the key schedule. 



3 
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(1,0, l,0)i5(l, l,0,0)i^(0, 1,0, 1)^(0,0, 1, 1)^(1, 0, l,0)i^(l, 1,0,0), pro- 



vided z. 



( 4 ) 7 ( 4 ) 7 ( 4 ) 



G {0,1}. For 



MESH-64(16) this relation holds for a weak-key class of size 5, which is 
a fraction of 5 • 2“^^ « of its key space. This fraction is less than 
2-3*9 _ 2“27^ jg expected if each subkey restriction held indepen- 
dently. For MESH-64, the weak-key class size is estimated as = 2® 

for 4 rounds. 



These linear relations can distinguish the first four rounds of MESH-64 from 
a random permutation, under weak-key assumptions, or can be used in a 0.5R 
attack on 4.5-round MESH-64 to recover at least one of the subkeys Z) , 1 < 
i < 4, using N Ki 8 ■ (2“^)“^ = 32 known plaintexts and about 32 • 2^® = 2^^ 
parity computations. 



7.2 Linear Attack on MESH-96 



The MA-box of MESH-96 effectively avoids many one-round linear relations, 
because it contains multiplications in which subkeys are not directly involved 
as operands. The approach to a linear attack on MESH-96 is similar to that 
on MESH-64. Exhaustive key search was applied to a mini-version MESH-96 
with 4-bit words, denoted MESH-96(24), in order to estimate the weak-key class 
size from the fraction of the key space satisfying the weak-key restrictions. The 
longest linear relation (starting from the first round) uses the one-round iter- 



ative relation: (1, 1, 1, 1, 1, !)->(!, 1, 1, 1, 1, 1), repeated for 3.5 rounds, provided 

7(4) 7(4) 7(4) 7(2) 7(2) 7(2) 7(3) 7(3) 7(3) 7(4) 7(4) 7(4) ^ r ri 1 \ r 
^1 y ^3 y ^5 y ^^2 5 ^4 » ^6 > ^1 y ^3 y ‘^5 y ‘^2 > -^4 i ^ 4 /, lOr 

MESH-96(24) the weak-key class size is 620, which corresponds to a fraction of 
29.27-48 ^ 2“3®-4'2 gf ]^gy space. This fraction is smaller than 2“®*42 _ 2~®® 
that would be expected if each subkey restriction held independently. For MESH- 
96, the weak-key class size is estimated as at most 24®2-i5*42 242^ This linear 

relation can distinguish the first 3.5-round MESH-96 from a random permuta- 
tion, or can be used in a key-recovery attack on 4-round MESH-96, to find z!f\ 
Zg‘^\ Zq'^\ with N « 8-(2“4)-2 = 32 chosen plaintexts, and 32-2'4® = 2®® parity 
computations. Attacking 4.5 rounds requires guessing six subkeys of the fifth 
key-mixing layer, leading to a complexity of 2®®+®® = 2^"^^ parity computations. 



7.3 Linear Attack on MESH-128 



The MA-box of MESH-128, similar to that of MESH-96, also avoids, for the 
same reasons, many one-round relations. Estimates for the weak-key class size 
of MESH-128 are derived similarly to that of MESH-64 and MESH-96, namely, 
assuming a fraction of of the key space satisfies each subkey restriction. 
The longest linear relation (starting from the first round) , uses the one-round it- 



X T' 

erative relation: (1, 1, 1, 1, 1, 1, 1, 1)— )-(l, 1, 1, 1, 1, 1, 1, 1), repeated for 3.5 rounds, 

■rirmnrlfirl v(^) 7(1) yi‘^) yi‘^) 7(2) 7(2) 7(3) 7(3) 7(3) ^(3) ^(4) 

proviaea , Z3 , Zg , Zg , Z2 , Z4 , Zg , z^ , z^^ , Z3 , Zg , Zg , Z2 , 
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G {0, 1}, this relation implies a weak-key class of estimated size 

2256 - 15*16 _ 216 

This linear relation can distinguish the first 3.5 rounds of MESH-128 from a 
random permutation, or can be used in a 0.5R attack on 4-round MESH-128, to 
recover subkeys Zg^\ z[q\ z[f\ z['^ , with about fV « 8 • (2“^)“^ = 32 chosen 
plaintexts and 32 • 2®"* = 2®® parity computations. Attacking 4.5 rounds involves 
guessing eight subkeys of the fifth key-mixing layer, leading to a complexity of 
269+128 = 2^97 parity computations. 



8 Impossible Differential Attacks 

Impossible differential (ID) attacks on MESH ciphers follow a similar setting of 
Biham et al. [2], 



8.1 Impossible Differential Attack of MESH-64 

A key-recovery ID attack on 3.5-round MESH-64 uses the 2.5-round impossible 
differential (a, 0, a, 0) A (6, 6, 0,0), with a,b ^ 0, starting after the first key 
mixing until the end of the third round. Let {Xl, Xg, A|, Aj) be a plaintext 
block, and {Y.^, Y^, Y^, Y^) the corresponding ciphertext block. The attack 
chooses a structure of 2^^ plaintexts with fixed Xg and A|, and all possible 
values for X} and X\. There are about 2^^ . (2®9 — l)/2 « 2®® plaintext pairs 
with xor difference {Xl ,0,Ag ,0). Collect about 2®^ pairs from the structure 
whose ciphertext difference after 3.5 rounds satisfies Y^ = 0 and Y/ = 0. For 
each such pair try all 2®^ subkeys {z[^\ Zg^^) and partially encrypt (A®, Ag) 
in each of the two plaintexts of the pair. Collect about 2^® subkeys {z'^\ 
satisfying {X} © z[^^) © (A|* 0 zf ^) = (A| ffl Z^^^) © (Ag®* ffl zf ^). This step 
takes 2®^ time, and 2^® memory. Next, try all 2®^ subkeys Z^^^) to partially 

decrypt (1)^, Yg) in each of the two ciphertexts of the pair. Collect about 2®® 
subkeys (zf\ Z^^^^) such that (Yf B Z^^^) © g ^ ^ ^ 

{Yg* © (Z 2 ^^)“®). This step takes 2®^ time and 2^® memory. Make a list of all 
2®9 64-bit subkeys {z[^\ Zg^\ z["^\ Z^"*^), combining the two previous steps. 
Those subkeys cannot be the correct values, because they lead to a pair of the 
impossible differential. Each pair defines a list of about 2®^ 64-bit wrong subkey 
values. It is expected that after 90 structures, the number of remaining wrong 
subkeys is: 2®"^ • (1 — fg*)^ ~ fis ~ 2“®-92^ Therefore, the correct subkey can 

be uniquely identified. The attack requires 90-2®9 « 2 ®® ® chosen plaintexts. The 
memory complexity is 2®® bytes, dominated by the sieving of the correct 64-bit 
subkey. The time complexity is 2®® • 90 • (2®®" + 2®'’) « 2®® steps. The 2.5-round 
impossible differential (0, a, 0,a) A (0,0, 6, 6), with a,b yf 0, can be used to 
discover (Z^^^ Z^^\ Zg‘*\ z[^'^). The joint time complexity is about 2®®" steps. If 
a step consists of a modular multiplication and there are 17 multiplications in 3.5 
rounds then the latter corresponds to 2®®" • 1/17 « 2®® 3.5-round computations. 
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Data complexity amounts to 2^®-® chosen plaintexts, and 2®^ bytes of memory. 
In total, the first 64 user key bits are recovered, and the remaining 64 key bits 
can be obtained by exhaustive search, and the final time complexity becomes 2®"^ 
3.5-round computations. To attack 4-round MESH-64, the subkeys 

are guessed, and the previous attack on 3.5 rounds is performed. The time 
complexity increases to 2®'*+'*® = 2^^® steps. 

8.2 Impossible Differential Attack of MESH-96 

An ID attack on MESH-96 can use the 2.5-round distinguishers (a, 0, 0, a, 0, 0) 
7b- (6, &, c, c, 0, 0), (0, a, 0, 0, a, 0) (0, 0, 6, 5, c, c), and (0, 0, a, 0, 0, a) 

(b, &, 0, 0, c, c), with a,b,c ^ 0, each one starting after the first key-mixing half- 
round, until the end of the third round. The attack discovers {Z^^\ 

1 < i < 6, and is analogous to the attack on MESH-64. Data complexity is 
about 2®^ chosen plaintexts, 2®® bytes of memory, and time equivalent to 2^® ® 
steps. In total, the first 96 user key bits were directly recovered, and the remain- 
ing 96 key bits can be found by exhaustive search, which leads to a final time 
complexity of 2®® 3.5-round computations. 

An attack on 4 rounds can guess Zy^\ Z^^\ Z^\ and apply the previous 
attack on 3.5 rounds. The time complexity becomes 2®®+"^® = 2^^^ 4-round com- 
putations. 



8.3 Impossible Differential Attack of MESH-128 

The best trade-off ID attack uses the following 2.5-round distinguishers: (a, b, 0, 
0, a, b, 0, 0) (c, c, d, e, d, e, 0, 0), (0, 0, a, b, 0, 0, a, b) (c, c, 0, d, 0, d, e, 

e) with a, b, c,d,e^ 0. The attack proceeds similar to the one on MESH-96, and 
recovers {Z^^\ for 1 < z < 8. Data complexity is 2®® chosen plaintexts, 2^®^ 
bytes of memory and time equivalent to 2^®^ 3.5-round computations. In total, 
the first 128 user key bits are effectively recovered, and from the key schedule, 
zl^\ 1 < i < 8 do not provide enough information to deduce the remaining 
128 user key bits, which are then recovered by exhaustive search, leading to a 
final time complexity of 2^®® 3.5-round MESH-128 computations. An attack 4 
rounds can guess {Zg‘^\ -^io\ ^ii\ -^12^)5 apply the attack on 3.5 rounds. 
Time complexity increases to 2^®®+®'^ = 2^®® steps. 



9 Demirci’s Attack 

This section follows the work of Demirci in [9] . 

9.1 Demirci’s Attack on MESH-64 

Demirci’s attack using Ist-order integrals [10,7] can be adapted to MESH-64 
starting from the 2nd round, or any other even round. The integral operator is 
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exclusive-or. Consider a multiset of the form {P P P A), namely, with the first 
three words constant (passive) and the 4th word active. Let 

denote the ciphertext after i rounds. After 1-round MESH-64, the 
output multiset has the form (? ? A *), that is, the first two words are garbled, 
the 3rd word is active and the 4th is balanced. The multiset after 1.5-round 
becomes (? ? A ?) but the least significant bit of is constant because it is 

a combination of only active words from the MA-box of the initial round. This 
property is used as a distinguisher for Demirci’s attack on 2-round MESH-64: 

LSB(cf ^ ^ ^ 0 ((Cf ^ © Zf ^ ffl (Cf ^ © Cf ^))) = 0, (7) 

where LSB denotes the least significant bit function. Therefore, over a multiset, 
equation (7) can be used to find {Z^^\ It provides a one-bit condition, 

thus, this search over 32 key bits requires 32-2^® = 2^^ chosen plaintexts, and an 
effort of 2^^ • 2^® + 2®^ • 2^® + . . . 2^ • 2^® « 2^® half-round computations or about 
2^^ 2-round computations. An attack on 2.5 rounds can guess {z[^\ Z^^^^ 

Z^'^) and apply the previous attack, at the cost of 2^^ • 2®^ = 2^^^ 2.5-round 
MESH-64 computations. 

9.2 Demirci’s Attack on MESH-96 

For MESH-96, Demirci’s attack on 2 rounds can use Ist-order multisets of the 
form {P P P P P A) with only the 8th input word active, and the distinguisher: 

LSB (Cf ’ © © (Cf ) © ©f >) ffl (©f > © ©f >)) © (8) 

(Zf ) ffl {Cf^ © ©f © Z)^> ffl (©f ^ © ©f © (©f > © ©f ’))) = 0, 

where © 2 *^ ©g*^) is the ciphertext after i rounds. The at- 

tack is analogous to that on MESH-64. Equation (9) allows to recover (Zy , 
Zg^^) using 32 • 2^® = 2^^ chosen plaintexts and time about 2"*® 2-round MESH- 
96 computations. To attack 2.5 rounds guess {z[^\ Z^^\ Z^^\ z[^\ Z^^\ Zg^^) 
and apply the previous attack, leading to 2"^® • 2®® = 2^"*® 2.5-round MESH-96 
computations. 

9.3 Demirci’s Attack on MESH-128 

For MESH-128, Demirci’s attack with Ist-order integrals does not apply, because 
the four layers in its MA-box do not allow any balanced output word, not even 
their LSBs, which is a necessary condition for the attack. Nonetheless, there are 
alternative attacks using higher-order integrals [9,10] that can cross the 4-layer 
MA-box. A 2nd-order Demirci’s attack on 2-round MESH-128 can use, for in- 
stance, multisets in which the first and fourth input words are jointly active, and 
all the other six words are passive. Such multiset requires 2®^ chosen plaintexts. 
The multiset after 1.5 rounds contains only balanced words. In particular, the 
integral of the inputs to the MA-box of the second round all sum to zero. Some 
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terminology for the attack description follows: let \ C^ \ 

Cq \ c\^\ Cg*^) be the ciphertext multiset after i rounds, and p = © C^\ 

q = , r = , and s = © Cg^^ . The distinguisher for the 

higher-order Demirci’s attack is obtained by exploring the least significant bit 
of the leftmost two output words of the MA-box of the second round: 

LSB (Cf ^ © Cf' © Cf ^ 0 Zf ) © © Zf = 

LSB (Z^f 0 (p 0 ffl (p © Zf^ ffl g) 0 

{rQ{pQ Z^^^ ffl g) ffl (r 0 (p © zf ^ ffl g) ffl s) © Z^g^))). (9) 

Over the given plaintext multiset, the integral of LSB(c|^^ © © 

Zg^^ © © Zy^^) is zero, because the subkeys are fixed, and the corresponding 

intermediate values are balanced. Therefore, (9) provides a one-bit condition to 
recover z'^\ Zgg^ and Z^^ . The data requirements are 48 • 2^^ = 2^’^ ® chosen 
plaintexts, and time equivalent to 2^® -2®^ + 2^^ -2®^ + . . . 2-2®^ = 2®^-2-(2^® — 1) « 
2®^ half-round computations, or about 2^® 2-round computations. 

10 Conclusions 

This paper described the MESH block ciphers, which are based on the same group 
operations of IDEA, but with a number of novel features: 

. flexible block sizes in steps of 32 bits. For more than ten years since the pub- 
lication of IDEA [II], no IDEA variant has been proposed with block sizes 
larger than 64 bits or word sizes larger than 16 bits. Maybe such attempts 
were hindered by the fact that 2®^ + 1 is not a prime number, and thus, 
2 232+1 is not a field. The MESH ciphers provide an alternative approach 
that do not depend on the need for larger word sizes or finite fields. 

. new key schedule algorithms with fast key avalanche. Each subkey of IDEA 
depends (linearly) on exactly 16 user key bits, while in MESH all subkeys 
after the second round depend (non-linearly) on all user key words. Moreover, 
the new key schedules avoid (differential and linear) weak keys as existing in 
IDEA. Software simulations'* of the key schedule give about 1888 cycles/key- 
setup for IDEA, 2054 cycles/key-setup for MESH-64, 3869 cycles/key-setup 
for MESH-96, and 5536 cycles/key-setup for MESH-128. 

. larger MA-boxes designed to better resist differential and linear attacks. 

. distinct key-mixing layers, originally designed to counter slide attacks [3], but 
also proved useful against Demirci’s attack [9]. The design of the MESH 
ciphers incorporates measures to counter a number of modern cryptanalytic 
attacks developed along the past 12 years [2,3,4,6,9,10,11,14]. The security 
margin of MESH ciphers, as well as of IDEA, against the described attacks 
seems relatively high. Table 2 in Appendix A details the attack complexity 
figures for IDEA and MESH ciphers, where linear attacks are restricted to 
a weak-key class; ‘KP’ means Known Plaintext and ‘CP’, Chosen Plaintext. 

On a Pentium III 667 MHz under Linux. 
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A Attack Summary 

This appendix lists the attack complexities on MESH ciphers and compares them 
with previous attacks on IDEA. 



Table 2. Summary of attack complexities on IDEA and MESH ciphers. 



Cipher 


Block Size 


Key Size 


Attack 


# Rounds 


Data 


Memory 


Time 


IDEA 


64 


128 


Demirci 


2 


23 CP 


23 


264 








Demirci 


2.5 


55 CP 


55 


281 


(8.5 rounds) 






Demirci 


3 


71 CP 


71 


2^1 








Demirci 


3 


233 Qp 


233 


282 








Demirci 


3.5 


103 CP 


103 


2103 








Trnnc. Diff. 


3.5 


256 Qp 


232 


267 








Imp. Diff. 


3.5 


238.5CP 


237 


253 








Demirci 


4 


2®^ CP 


234 


2114 








Imp. Diff. 


4 


238.5 QP 


237 


270 








Imp. Diff. 


4.5 


264 (^p 


232 


2112 


MESH-64 


64 


128 


Demirci 


2 


2^" CP 




2 '^' 








Demirci 


2.5 


2^1 CP 


216 


2111 


(8.5 rounds) 






Imp. Diff. 


3.5 


239.5 QP 


261 


264 








Trnnc. Diff. 


3.5 


264 (^p 


232 


278 








Imp. Diff. 


4 


239.5 Qp 


261 


2112 








Trnnc. Diff. 


4 


264 Qp 


232 


2126 








Linear 


4.5 


32 KP 


32 


221 


MESH-96 


96 


192 


Demirci 


2 


2""" CP 




2 '^' 








Demirci 


2.5 


2^1 CP 


216 


2143 


(10.5 ronnds) 






Imp. Diff. 


3.5 


256 Qp 


293 


296 








Trnnc. Diff. 


3.5 


296 QP 


264 


2109 








Linear 


4 


32 KP 


32 


253 








Imp. Diff. 


4 


256 QP 


293 


2144 








Trnnc. Diff. 


4 


296 QP 


264 


2157 








Linear 


4.5 


32 KP 


32 


2149 


MESH-128 


128 


256 


Demirci 


2 


2 ^'-'= CP 


^3776— 


2™ 








Demirci 


2.5 


237.6 (JP 


237.6 


2143 


(12.5 ronnds) 






Imp. Diff. 


3.5 


265 Qp 


2157 


2128 








Trnnc. Diff. 


3.5 


2128 Qp 


264 


2142 








Linear 


4 


32 KP 


32 


269 








Imp. Diff. 


4 


265 QP 


2157 


2192 








Trnnc. Diff. 


4 


2128 (^p 


264 


2206 








Linear 


4.5 


32 KP 


32 


2197 
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Abstract. We propose a fast scalar multiplication method using a 
change-of-basis matrix to prevent power analysis attacks on Koblitz 
curves. Our method assures the fastest execution time without offline 
computation compared with previous countermeasures against power 
analysis attacks. Using the change-of-basis matrix, the Frobenius 
endomorphism of Koblitz curves is executed in the normal basis repre- 
sentation, whereas point addition is executed in the polynomial basis. In 
addition, we restrict the range of the number of additions. Even though 
we do not conceal the number perfectly, the algorithm remains secure 
with a security parameter chosen carefully. These techniques enable our 
method to prevent SPA with little computational overhead. For DPA 
prevention, we introduce randomness with negligible overhead. Timings 
results show that the proposed method is as efficient as a sliding window 
method. 

Keywords: SPA, DPA, scalar multiplication, sliding window methods, 
basis conversion, Koblitz curve cryptosystems 



1 Introduction 

Elliptic curve cryptosystems (ECC) are based on the difficulty of the discrete 
logarithm problem (DLP) over elliptic curves. Compared to multiplicative groups 
with a prime modulus, the DLP over elliptic curves appears to be much more 
difficult. Additionally, no subexponential-time algorithm is known for DLP in the 
class of non-supersingular elliptic curves. Therefore, keys can be much smaller 
in ECC than in other public-key cryptosystems. The smaller key size makes 
the ECC appropriate for implementations of cryptographic algorithms on low 
computing-powered devices, such as smart cards, mobile phones, and PDAs. 

Unfortunately, these devices are highly vulnerable to power analysis attacks 
[10]. The attacks are so practical and powerful that attackers can obtain secret 
information even from physically shielded devices by observation (s) of power con- 
sumption. Therefore, power analysis attacks [1,14,18] and their countermeasures 
[1,6,7,8,12,16,17,19] have attracted much attention from researchers. According 
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to the techniques employed thus far, power analysis has two categories: simple 
power analysis (SPA) and differential power analyses (DPA). 

SPA exploits the differences between group operations. If one implements 
scalar multiplication using a double- and- add method, SPA can discover the entire 
secret exponent with a simple classification. Therefore, SPA is the first threat 
to all implementations of cryptographc algorithms on mobile devices. In order 
to prevent SPA, the instructions performed during a cryptographic algorithm 
should be independent of the data being processed [1,8,12,17,19]. 

On the other hand, DPA uses statistical analysis to extract minute differences 
in power consumption traces. A classic DPA entails averaging and subtraction. 
After measuring a sufficient number of power traces, DPA divides them into 
two groups by a selection function. The power traces of each group are aver- 
aged, and then subtracted. A correct guess of the secret key provides a peak in 
subtraction. Because averaging can improve the signal to noise ratio, DPA can 
distinguish between smaller differences than SPA. Introducing randomness to 
the computation can prevent DPA [1,6,16]. 

Recently, Coron et al. proposed a method to increase the speed of scalar 
multiplication on Koblitz curves [2] . Their algorithm combines normal and poly- 
nomial basis operations to achieve optimal performance. We found that the basis 
conversion technique in [2] is also useful for making an SPA resistant algorithm. 

We propose a fast scalar multiplication method using the change-of-basis 
matrix to prevent power analysis attacks on Koblitz curves. Based on a sliding 
window method, we applied SPA countermeasure and DPA countermeasures. 
For SPA prevention, we use the basis conversion technique, which enables r- 
operations to be executed in normal basis. In addition, we restrict the range 
of the number of additions. Even though we do not conceal the number per- 
fectly, the algorithm remains secure with a security parameter chosen carefully. 
Also, we proposed highly efficient DPA countermeasures, which are to random- 
ize computational order and precomputed points. Implementation results are 
included, which show that the proposed algorithm is as efficient as a sliding 
window method. 

This paper is organized as follows: In section 2, we present some preliminaries. 
Proposed algorithm is presented in section 3. In section 4, security analysis is 
presented. Section 5 is for timing results. This paper concludes in section 6. 

2 Preliminaries 

2.1 Koblitz Curves 

Koblitz curves are elliptic curves, Eq and E\, of the form: 



Ea '■ + xy = + ax^ + 1, defined over GF(2’”). (1) 

Since Ea is defined over GF{2"^), the Frobenius map r : Aa(GF(2™)) >->• 
Ea{GF{2'^)) defined by t(0) = O and r{{x,y)) = is well-defined. 
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It is known that all points P = {x,y) G Ea{GF{2™)) satisfy 

(r^ + 2)P = fj,rP 44> (x'^, y'^) + 2{x, y) = with y. := (-1)^"“. (2) 

Hence the Frobenius map can be regarded as the complex number satisfying 

+ 2 = /XT, i.e., r = (/x + \/^)/2. It now makes sense to multiply points by 
elements of the ring Z[t\. To compute the scalar multiplication kP, we need to 
transform an integer k into a r-adic expansion ki-\T^~^ + + • • • + fciT^ + 

fco G Z[t]. 

The strategy for developing an efficient scalar multiplication algorithm is to 
find a ‘nice’ expression for k as & T-adic expansion form. Here ‘nice’ means that 
the length I is relatively small, and that the nonzero coefficients ki are sparse. 
If no consecutive powers of r are nonzero in a r-adic expansion, we say the 
expansion is in r-adic non-adjacent form (TNAF). 

To reduce the length of TNAF, note that if p = fc mod S, then pP = kP for 
all points P of order n because SP = O, where <5 = and n = ■ 

The length of TNAF(p) is approximately log^N^p) ~ log 2 n ~ m for p = k mod 
6, while the length of TNAF(/c) is approximately log 2 N{k) ~ 2m. This suggests 
that TNAF(p) should be used instead of TNAF(/c) for computing kP. Here, 
N{a) means the norm of a G Z[t]. Since r^ = /xr — 2, every element a G Z[t] 
can be expressed in the canonical form a = ao + air, where oq, ai G Z. The ring 
Z[t] is a Euclidean domain, and hence also a unique factorization domain, with 
respect to the norm function iV(oo -I- oir) = Oq -I- pa^ai + a\. The norm function 
is multiplicative. We have N{t) = 2,N{t — 1) = =ffEa{GF{2)),N{T"^ — 1) = 
#A,(GF(2-)), and N{S)=n. 

To make a TNAF sparse, we consider a width-xc TNAF analogue to the 
sliding window algorithm. Let tw := 2Uw-iU~^ (mod 2™), where {Uk} is the 
Lucas sequence defined by Uq = 0,Ui = 1, and C/fc+i = Uk — ‘2.Uk-\ for 
A: > 1. Then, the map pw ■ Z[t] i-g- Z/2'"Z induced by r i-G- is a sur- 
jective ring homomorphism with kernel {a G Z[t] : r“|a}. It follows that a 
set of distinct representatives of the congruence classes (mod r™) whose el- 
ements are not divisible by r is {±1, ±3, . . . , ±(2™“^ — 1)}. Define at = i 
mod r*" for i G {1, 3, . . . , 2’"“^ — 1}. A width-xc TNAF of k, denoted by 
TNAF,i,(fc), is an expression -I- ki- 2 X^~^ -I- • • • -I- kiT^ + ko, where 

ki G {0, ±1, ±3, . . . , ±(2™“^ — 1)}, and at most one of any w consecutive co- 
efficients is nonzero. 

The input cq and ci are given from k via 



Co -I- Cir = k mod 



r™ - 1 
r — 1 



(3) 



The average density of nonzero coefficients among all TNAF„,’s is approxi- 
mately Since the length of TNAF„,(p) is about the length of TNAF(p), the 
number of nonzero coefficients in TNAFu,(p) is approximately on average. 
From TNAF,i,(p) for p = k mod S, we can compute scalar multiplication kP. 
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Algorithm 1. Construction of TNAF^ 

Preparameter; w, = Pu+ 7uT for w = 1, 3, . . . , 2““^ — 1 

Input; integers co,ci 
Output; S <-TNAF^„{co + cir) 

1. i ^ 0 

2. While Co ^ 0 or Cl ^ 0 do 

2. 1 If Co is odd then 

2.1.1 u <— Co + citiij mod 2™ 

2.1.2 If u > 0 then ^ 1 

2.1.3 Else ^ < l\ui u 

2.1.4 Co <- Co - iPu\ci <- Cl - 

2.1.5 Si <— fw; i <— i + 1 

2.2 Else 

2.2.1 Si ^ 0;i ^ i + 1 

2.3 (co, Cl) <- (ci + ^ico/2, -co/2) 

3. Return S = {si-i, ..., si, So) 



Algorithm 2. Scalar Multiplication using TNAF^ 

Preparameter; a„ = /?„ + 7„r 
Input; S = (s„_i, . . . , si, so), P 
Output; kP 

1. Compute Pu = ctuP for u = 1,3,..., 2““^ — 1 

2. Q^O 

3. Eor i from n — 1 downto 0 do 

3.1 Q^tQ 

3.2 u Si 

3.3 If u > 0 then Q Q + Pu 

3.4 If u < 0 then Q ■(— Q — P_„ 

4. Return Q 



The precomputation P„ involves computing and storing 2™“^ — 1 points, 
which requires 2’"“^ — 1 elliptic curve additions. The main loop executes an 
addition for each nonzero Si. It follows, therefore, that a scalar multiplication 
requires about (2’"“^ — 1 + elliptic curve additions on average. 

For more information on Koblitz curves, see [22]. 



2.2 Power Analysis Attacks 

The goal of power analysis attacks in ECC is to acquire information on the 
secret exponents in victim scalar multiplications. To discover secret information, 
the attacks exploit correlations between an exponent and sampled power traces. 
According to the techniques employed, power analysis has two categories, SPA 
and DPA. Countermeasures have attempted to reduce the correlations. 

SPA is based on the common belief that different group operations have dif- 
ferent power trace shapes.^ Differences exist between addition and doubling in 

^ In cases of Jacobi form and Hessian form, SPA could not distinguish group opera- 
tions. 
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random curves, and between addition and r-operation in Koblitz curves. If one 
implements a scalar multiplication using a double-and-add method, SPA can 
discover the entire secret exponent. For the case of TNAF in Koblitz curves, 
2 to/ 3 bits of a secret exponent are revealed because the attacker can verify the 
positions of T-operations. SPA does not require complex power analysis tech- 
niques. In addition, SPA can extract some information, which may help to break 
the cryptosystem even from DPA resistant algorithms that cannot prevent SPA. 
Therefore, all implementations of cryptographic algorithms on the embedded 
systems should resist SPA. 

In order to prevent SPA, the sequence of instructions performed during 
a cryptographic algorithm should not depend on the secret data being pro- 
cessed. There are two approaches in preventing SPA. One approach eliminates 
the branch instructions conditioned by data. This approach, however, is gener- 
ally less efficient because it repeats many dummy operations, such as additions. 
Coron’s simple countermeasure [1] is an example. Another approach employs 
non-standard elliptic curves, such as those in Jacobi form [12], Hessian form 
[8], and Montgomery form over finite fields with odd characteristics [17]. How- 
ever, these are impractical because elliptic curves of non-standard forms are not 
widely used. 

DPA is based on the same underlying principle of an SPA attack, but it uses 
statistical analysis to extract minute differences in power consumption signals. A 
classic DPA entails averaging and subtraction. After measuring a sufficient num- 
ber of power traces, DPA divides them into two groups by a selection function. 
The power traces of each group are averaged, and then subtracted. A correct es- 
timation of the secret key provides a peak in subtraction. Because averaging can 
improve the signal to noise ratio (SNR), DPA is sensitive to smaller differences 
below the noise level. 

We can prevent DPA by introducing randomness to the execution. In random 
curves, the following countermeasures can be considered: randomizing the secret 
exponent, blinding the point, randomizing the projective coordinate representa- 
tion, and randomizing the algorithm itself. In Koblitz curves, Hasan [7] proposed 
three DPA countermeasures: key making with localized operations (KMLO) , ran- 
dom rotation of key (RRK), and random insertion of redundant symbols (RIRS). 
However, KMLO and RIRS are inapplicable to efficient scalar multiplications like 
TNAF,„. 

2.3 Basis Conversion Technique 

There are two common families of basis representation: polynomial basis repre- 
sentation and normal basis representation. 

In a polynomial basis representation, each element of GF{T^) is represented 
by a different binary polynomial where the degree is less than m. More ex- 
plicitly, the bit string (om-i, • ■ • , 02 , ai, oq) is taken to represent the binary 
polynomial -I- ... -I- 02 ^^ -I- ait^ + oq. The polynomial basis is the set 

Bp = . . . , 1}. Polynomial basis representation has a computational 

advantage in software implementation. 
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A normal basis for GF(2"*) is a set of the form = {9, 9^, 6*^^, . . . , 9^"^ ^}. 
Normal bases for GF(2"*) exist for every positive integer m. The representation 
of GF(2"*) via the normal basis is carried out by interpreting the bit string 

(oo, oi, 02 , Om-i) as the element ao6* + ai6*^ + O20^ H . All of 

the elements of a normal basis B„ satisfy the same irreducible binary polynomial 
p{t). This polynomial is called a field polynomial for the basis. An irreducible 
binary polynomial is called a normal polynomial if it is the field polynomial for 
a normal basis. Normal basis representations have the computational advantage 
that squaring an element can be performed very efficiently. 

It is possible to convert between two bases. The general method employs a 
change-of-basis matrix, which involves a matrix operation. Suppose that T is 
the change-of-basis matrix from Bq to Bi, and u is the bit string representing 
a G GA(2’”) in term of Bq. Then v = uB is the bit string representing a in term 
of B\. This matrix requires the storage of rn? bits, and the conversion time is 
approximately equivalent to one field multiplication. If B is the change-of-basis 
matrix from Bq to i?i, then the inverse B~^ of the matrix over GF{2) is the 
change-of-basis matrix from Bi to Bq. 

Explicit algorithms for basis conversion are presented in [21]. 



3 Proposed Algorithm 

We chose Algorithm 1 and 2 as base algorithms to construct the power anal- 
ysis resistant algorithm, because the scalar multiplication using TNAF^, is a 
highly efficient algorithm without offline computation. SPA countermeasure and 
DPA countermeasures are applied to Algorithm 2, which produce the proposed 
algorithm. 

Recall that TNAF„,(fc) is an expression -I- /c;_ 2 T*“^ H \-kiT^ + kQ, 

where ki € {±1, ±3, . . . , ±(2™“^ — 1)}. If we consider nonzero coefficient ki’s only, 

the expression can be rewritten as +fce„_ 2 'r®"~^ H \-ke^T^^ +keoT^°, 

where n is the number of nonzero coefficients. This expression can be stored as 
a sequence ((s„_i, e„_i), (s„_ 2 , e„_ 2 ), . ■ . , (si, Ci), (sq, eo)), where Si means /Ce,. 
In the sequence, information is embedded in s^’s, e^’s, and n. Information of Cj’s 
and Si’s is concealed by proposed SPA and DPA countermeasures, respectively. 
Instead of fixing n perfectly, we restrict the range of n; we will show that this 
technique does not decrease the security level of the proposed algorithm. 

3.1 SPA Countermeasure 

Restricting the range of n. We will define I'{m,w,n) as the number of can- 
didates having n nonzero coefficients in TNAF^, of length m. Since a nonzero 
coefficient in TNAF^^, means an addition in a scalar multiplication, B{m,w,n) 
is the number of all cases depending on what value is added and where the 
addition occurs. The added values and their positions are independent of each 
other, hence, B{m,w,n) equals to the product of B^{m,w,n) and Bp{m,w,n); 
B.^j{m,w,n) denotes the number of candidates if the added positions are fixed. 
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and Ip{m,w,n) denotes the number of candidates if the added values are 
fixed. Since, for a randomly given k, the nonzero coefficients are elements in 
{±1, ±3, ±5, . . . , ±(2™“^ — 1)} and mutually independent, we can obtain 



In TNAFiu, an added position is apart from the neighboring added position by 
more than ru — 1 bits, and an addition occupies the successive w bit positions. 
Thus, Ip{m, w, n) is the number of cases selecting unorderly n positions from the 
sum of m — wn empty positions and n added positions, that is 



I'p{m,w,n) 



m — wn + n 
n 



( m \ 

^ 1 means the number of ways of picking k unordered outcomes from 

m possibilities, which is equivalent to ■ 

Now, we will define I{m, w, n) as the number of candidates for m-bit positive 
integer k having n nonzero coefficients in TNAF^, {k mod S) . The only differences 
between I{m,w,n) and I'{m,w,n) are that, in the most significant nonzero 
coefficient (s„_i,e„_i) in the former, s„_i should be positive and e„_i can be 
larger than m—w. Thus, I(m, w, n) can be obtained by summation of the number 
of the cases which are categorized by the position e„_i. 

I{m,w,n) = 2~^I' {m + l,w,n) 

_l_ — (w — 2), w, n — 1) 

_l_ — (w — 3), ru, n — 1) 



+ 2°/'(m — 1, ru, n — 1) 

+ 2~^I'{m,w,n — 1). 

We introduce security parameters L, rimin, and Umax- The parameters should 
be chosen so that 2^ is the minimum number of candidates for k when the 
number of additions is known. The security level of our algorithms depends on 
the parameter L. In Section 4.1, we will suggest an appropriate value. Parameters 
rimin and Umax are determined by selecting L. 

First, we chose a parameter rimin as the minimum value of n satisfying an 
inequality I{m,w,n) > 2^ and rimax as the maximum value. For example, if L 
is chosen to 153 in m=163 and w=5, then rimin=‘2'i and nmoa:=31. Thus, if n is 
between rimin and rimax, it gurantees that I{m,w,n) is larger than 2^. 

If n is out of the range between rimin and Umax, the sequence ((s„_i, e„_i), 
(s„_ 2 , e„_2), ■ • . , (si. Cl), (sq, eo)) should be extended so that the length of the 
extended sequence becomes to \m/w~\ by two extending methods:^ adding 



2 



If fc is a nonce employed in signature schemes, it can be a more efficient solution to 
regenerate k whose length n is in the range between rimin and rimax- 
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dummy pairs and spliting a coefficient. A dummy pair is ((s, e), (— s, e)) where s 
and e are random values selected from {1, 3, — 1} and {0, 1, . . . , m— 1}, 
respectively. Adding a dummy pair increases the length by two. Spliting method 
devide a coefficient (si,ei) into two coefficients (sii,e„), (s^,e„) where = 
s«T®“ + . If Si is not 1, any coefficient can be splited. This method in- 

creases the length by one. Thus, the length of any sequence can be \m/w'\. 
We will denote the extended sequence as STNAF„,(fc), whose length is in 
+ 1, ■ • ■ , ttmaa: “ ^.rimax} Or \m/w~\. Unfortunately, if the length 
of an integer is \m/w'\ in STNAF^,, the number of candidates for the integer 
is generally smaller than 2^, which violates the initial selecting criterion of L. 
Thus, we adjust rimm and Umax'- If I{m,w,nmin) < I{rn,w,njnax), we increase 
nmin by one; otherwise, we decrease Umax by one. 

Our algorithms use STNAFu,(A:) as an input. This sequence can be generated 
by a slight modification of Algorithm 1. Remark that the modified algorithm 
itself should be SPA resistant. Because one can easily obtain the SPA immunity 
by introducing dummy operations, we will not describe the algorithm to make 
STNAF„. 



Hiding the positions where additions occur. We propose Algorithm 3 to 
hide the positions where additions occur. 

Algorithm 3. (SPA resistant) Scalar Multiplication using STNAF„ 

Preparameter; 

Input; S = ((s„_i, e„_i), . . . , (si, ei), (so,eo)) STANF^{k mod 5), P 
Output; kP 

1. Compute Pu = otuP for u — 1,3,..., 2““^ — 1 in polynomial basis 

2. Convert Pu into normal basis 

3. Q^O 

4. For i from n — 1 downto 0 do 

4.1 If Si > 0 then R 

4.2 Else R < P-a^ 

4.3 R ^ t^^'R 

4.4 Convert R into polynomial basis securely 

4.5 Q-^Q + R 

5. Return Q 



In Algorithm 3, the computational sequence is invariant to an input sequence 
S. Also, r-operations are executed in normal basis, in which the operation is 
implemented as a circular shift. With a careful implementation, the circular 
shift is executed in a static manner. Therefore, it is reasonable to assume the 
impracticality of SPA in detecting from the operation in Step 7. 

Two types of basis conversion occur in the above algorithm: from polynomial 
basis to normal basis in step 2, and from normal basis to polynomial basis in step 
8. Since the first conversion is not dependant on an input k and precomputed 
values P„’s are not secret data, we employed a regular method in step 2. It is 
possible that the regular method may leak information on the hamming weight 
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of an element. However, R in step 8 is secret data; if the information on R is 
leaked, the information on k is. Therefore, we employed an SPA immune basis 
conversion technique in step 8. This conversion method can be obtained by 
inserting dummy operations to a regular method, which doubles the conversion 
time. 

Thus, Algorithm 3 does not leak the positions where additions occur. 



3.2 DPA Countermeasures 

To prevent DPA, we propose two countermeasures that introduce randomness 
in computation with negligible computational overhead. 

The first method is to permute a sequence STNAF^,. Since the length of 
the sequence is n, there are n! permutations. The length n is approximately 
m/{w+l). Thus introduced randomness is approximately {m/{w + l))\. Because 
the randomly permuted computational order does not change the result of scalar 
multiplication, this method does not need a compensation step. And permutation 
is a very simple operation. 

The second method is to randomize precomputation points. The computa- 
tion kP is equivalent to the computation where r is a random 

integer less than dimension m. For this method, we insert two steps. The first 
step is to replace all precomputed points Pu with r’'P„. The other is to replace 
the result Q with Introduced randomness is m. This method is similar 

to randomization of projective coordinate representation, which is one of the 
Coron’s DPA countermeasures. However, our method uses a simpler operation; 
that is, a circular shift. In addition, our method enables precomputation to be 
computed in affine coordinates. Since Coron’s method constrains precomputa- 
tion to be computed in projective coordinates, it is impossible to use the efficient 
mixed coordinates technique in [5]. 

Permutation occurs in step 1. And step 5 and 14 randomize the precomputed 
point Pu- Embedded randomness is approximately {{m/{w + 1))!) • m. 

Note that Algorithm 4 still does not increase the number of additions. 

4 Security Analysis 

4.1 Simple Power Analysis: Selecting Security Parameter L 

The computational order of the proposed method is independent of an exponent 
k. The only leaked information is the number of additions, which is bounded in 
the range of + ■ • ■ ,nmax-^,rimax, \m/w~\}. Thus SPA reduces the 

number of candidates for an m-bits integer from 2™ to w,n), which is larger 
than 2^ . We will investigate the security level according a security parameter L, 
and suggest a suitable value. 

Pollard’s rho method is the most efficient method to solve ECDLP. The 
method has time complexity 0(2™/^) with only negligible space requirements. 
In Koblitz curves, search space can be reduced by a factor -\/2m [4,23]. Pollard’s 
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rho method requires an appropriate iteration function /, which has the same 
domain and range (i.e., f : S ^ S) and behaves like a random mapping [20]. 
To break the proposed algorithm with Pollard’s rho method, the domain and 
range should be integers of which the length in STNAFi„ is n. The size of S is 
I{m, w, n). 

Algorithm 4. (SPA & DPA resistant) Scalar Multiplication using STNAF™ 
Preparameter; a„ = + 7«r 

Input; S = en_i), . . . , (si, ei), (so,eo)) STANF^{k mod 5), P 

Output; kP 

1. Permute the sequence S at random 

2. Compute Pu = otuP for u = 1,3,..., 2™“^ — 1 in polynomial basis 

3. Convert Pu into normal basis 

4. Choose random integer r less than m 

5. Pu ^ T^Pu for u = 1,3,..., 2™-i - 1 

6. Q^O 

7. For i from n — 1 downto 0 do 

7.1 If Si > 0 then R -<r- Ps^ 

7.2 Else R < P-a^ 

7.3 R^t’^'R 

7.4 Convert R into polynomial basis securely 

7.5 Q^Q + R 

8. Convert Q into normal basis 

9. 

10. Convert Q into polynomial basis 

11. Return Q 



Thus, if we can find an iteration function defined on this domain and range, 
a variant of Pollard’s rho method can break our algorithm with time complexity 
0{I{m,w,nY^‘^). However, we could not find any such function. In other words, 
the information of the number of additions may not reduce the search space for 
Pollard’s rho method. For this reason, we did not consider Pollard’s rho method, 
when selecting the security parameter L. 

Compared with Pollard’s rho method, an exhaustive search method traverses 
all candidates, that is, I{m,w,n). The minimum size of I{m,w,n) is 2^. The 
value of L is approximately m/2, where the exhaustive search method is as 
efficient as Pollard’s rho method. Therefore, L should be larger than m/2, which 
is not a difficult constraint. 

With a time-space tradeoff, the exhaustive search method can be modified 
to a method having time complexity 0{I{m,w,nY^^) and space complexity 
0{I{m,w,nY^‘^). We will denote the method as mBSGS (modified baby-step 
giant-step) method. Because the minimum size of /(m, w, n) is 2^, the minimum 
requirements of mBSGS method are time complexity 0(2^/^) and space com- 
plexity 0(2^/^). Unlike the exhaustive search method, it is difficult to determine 
the value of L where mBSGS method is as efficient as Pollard’s rho method. The 
value may be smaller than (m — log 2 m — 1), but much larger than m/2, which 
is the constraint for the exhaustive search method. 
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By intuition, we choose L as m-10. In case of m = 163 and w = 5, then 
L = 153. Thus niBSGS requires 2^® elliptic operations and 2^® storage (~ 2^® x 
163 X 2bits = 2.80 x lO^^Tbytes) to solve ECDLP. Pollard’s rho method requires 
2^^ elliptic operations, which is believed to be infeasible [13]. Thus, we can 
conjecture that the requirements of mBSGS are also infeasible. For a larger m, 
the same argument is possible. 

Thus we can assume that the proposed algorithm is secure under SPA, if L 
is selected as m-10. 

4.2 Differential Power Analysis 

Our DPA countermeasures introduced randomness in the computation. Permut- 
ing STNAFu, randomizes the computational sequence, which significantly dimin- 
ishes DPA attacks such as SFMD, MFSD, and ZFSD [14]. Also, randomizing 
computational sequence can prevent second-order DPA attacks and Goubin’s 
refined power analysis attack [3]. Randomizing precomputation points provides 
additional defense, since it is difficult for the attacker to predict any specific bit 
of the binary representation of P. 

5 Timing Analysis 

Execution time for Algorithm 4 consists of time for additions, r-operations and 
basis conversions. Algorithm 4 does not increase the number of additions over 
Algorithm 2.^ Thus, the number of additions are (2’"“^ -1-1- m/{w + 1)) on 
average. And, r-operations occur (2’"“^-|-m/(w-|-l)) times on average: (2““^ — 1) 
times in the precomputation, m/{w + 1) times in the main computation, and 1 
time in the final compensation. Basis conversions are divided into two parts: a 
regular conversion and a SPA resistant conversion. The regular conversion occurs 
( 2 JU -2 _|_ 2 ^^ times: (2““^ — 1) times in the precomputation and 2 times in the final 
compensation. And the SPA resistant conversion occurs m/{w + 1) times in the 
main computation. Execution time for random number generation is ignored. As 
a result, the execution time for Algorithm 4 is approximately 

(2“' ^ — 1 H — ) X Taddition + (2™ ^ H — ) X Tt(^js[b) 

w -I- 1 ru -I- 1 

-|-(2“ ^ -|- 1) X Tconv H yy X Tgconv, (4) 

w -I- 1 

where TaddiUon, Tr{NB), Tconv, and Tsconv are execution times for an elliptic 
addition, a r-operation in normal basis, a regular basis conversion, and a SPA 
resistant basis conversion, respectively. Here, execution time for Algorithm 2 is 
approximately 

(2»-2 _ ^ ^ ^ Tadd^tion + (m - 1) X T,(ps), (5) 

in -I- 1 

where Tt^pb) is execution time for a r-operation in polynomial basis. 

^ Since we chose L as m-10, the exceptional cases arise with a probability approxi- 
mately 1/2^°. Therefore the cases are ignored. 
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Therefore, the computational overhead is approximately 



(2^" ^ H — ) X T^(nb) + (2™ ^ + 1) X Tconv 

TTl 

H ; r ^ ^sconv (tn 1) ^ '^t(pb)' (6) 

w + 1 

Equation (6) does not include the execution time for an elliptic addition 
which is the most time comsuming operation. Included operations are very fast 
operations. With Equation (6) and Tables 1, 2, and 3, one can verify that the 
computational overhead is very low. 

Tables present timing results for field operations, point operations, and scalar 
multiplications in a 163-bit Koblitz curve. Operations were implemented in C 
and timings obtained on ARM7TDMI lOMHz using ADS 1.1. 



Table 1. Timings (in ms) for field operations in GE(2^®®) on ARM7TDMI lOMHz 



Field operation 


Time (ms) 


Multiplication (polynomial basis) 


0.467 


Squaring (polynomial basis) 


0.070 


Circular shift (normal basis) 


0.014 


Regular basis conversion 


0.320 


SPA resistant basis conversion 


0.640 



Table 2. Timings (in ms) for point operations in a 163-bit Koblitz curve on ARM7TDMI 
lOMHz 



Point operation 


Coordinate 


Time(ms) 


r-operation 
(normal basis) 


Affine 


0.028 


Projective 


0.042 


r-operation 
(polynomial basis) 


Affine 


0.140 


Projective 


0.210 


Addition 

(polynomial basis) 


Affine -I- Affine — >■ Affine 


5.480 


Projective -|- Affine — >■ Projective 


5.014 



Precomputations of algorithms in Table 3 are executed in affine coordi- 
nates, and main computations in projective coordinates. The modified 2’"“^-ary 
method in Table 3 is an analogue of the method in [15] for Koblitz curves. The 
method requires 2““^ precomputation points and ]"— ] elliptic additions. Note 
that Algorithm 2 and 4 require 2*"“^ — 1 precomputation points. 

Table 3 shows that the speed of the proposed algorithm (Algorithm 4) lies 
between Algorithm 2 and the modified 2™“^-ary method, the execution time 
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Table 3. Timings (in ms) for scalar multiplication in a 163-bit Koblitz curve on 
ARM7TDMI lOMHz 



w 


Algorithm 2 


Algorithm 4 


Modified 2^ ^-ary 


~2 


332.8 


357.3 


928.3 


y 


264.2 


277.8 


487.7 


4 


230.7 


238.7 


349.9 


y 


223.8 


229.6 


298.2 


y 


247.2 


254.9 


298.2 



for the proposed algorithm is similar to the time for Algorithm 2. Note that 
Algorithm 4 resists SPA and DPA, but Algorithm 2 does not. Also the proposed 
algorithm is much faster than the modified 2“'“^-ary method that is vulnerable 
to DPA. 



6 Conclusion 

We proposed a fast scalar multiplication method using the change-of-basis matrix 
to prevent power analysis attacks on Koblitz curves. We designed the algorithm 
to execute in an order of r-operation in the normal basis and addition in the 
polynomial basis. The computational order is invariant to integer k. Even though 
our algorithm does not conceal the number of additions perfectly, the algorithm 
remains secure with a proper security parameter L. In addition, we proposed 
two DPA countermeasures. They introduce {{m/{w+ 1))!) • m randomness with 
negligible computational overhead. Timing results show that the (SPA and DPA 
resistant) proposed algorithm is as fast as a (power analysis vulnerable) sliding 
window method using TNAF„,. 

Therefore, if the change-of-basis matrix is supported, the proposed method 
is a good candidate for power analysis resistant scalar multiplication. In environ- 
ments supporting efficient normal basis arithmetic, the proposed method can be 
modified not to use the change-of-basis matrix. Also, the technique to restrict 
the range of the number of additions can be utilized as a countermeasure to 
prevent timing attack against sliding window methods. 
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Abstract. In this paper, we construct a 16 x 16 involution binary matrix 
of branch number 8 and estimate security of an 128-bit SPN(a substi- 
tution and permutation encrypion network) block cipher which uses the 
matrix as a diffusion layer in a round function. We show how to construct 
such an involution binary matrix of branch number 8, and use some 
mathematical techniques to hnd a form in product of matrices, which is 
for increasing efficiency in software implementations. We also show that 
the cryptanalytic properties such as the resistance to differential, linear, 
impossible differential, and truncated differential cryptanalysis. 



1 Introduction 

Confusion and diffusion effects are two major cryptographic properties which 
should be considered for designing a round function in a block cipher [1]. A 
substitution and permutation encryption network(SPN) is a secret key block 
cipher and constitutes with iterative rounds where each round has a confusion 
layer followed by a diffusion layer. A diffusion layer is one of cryptographic 
function, which prevents in preserving some characteristics that result from a 
substitution layer. 

An SPN block cipher has advantage of simple structure which is possible to 
show cryptographic properties such as resistance to differential and linear crypt- 
analysis [2] and to be implemented in increasing efficiency. In an SPN, decrypting 
procedure is executed by running the data backwards through the inverse net- 
work. In a Fiestel cipher, the inverse s-boxes and inverse permutation are not 
required. Hence, a practical disadvantage of the basic SPN structure compared 
with Fiestel structure is that both the s-boxes and their inverses must be lo- 
cated in the same encryption hardware or software. The resulting extra memory 
or power consumption requirements may render this solution less attractive in 
some situations especially for hardware implementations. For the both the in- 
verse confusion layer and the inverse diffusion layer being located in the same 

* This research is supported by Hanyang University and National Security Research 
Institute(NSRI), Korea 
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encryption hardware or software, one has to design an involution structure of 
SPN. 

Most of diffusion layers that have been introduced by now are linear transfor- 
mations on the vector space GF(2™)" for mn-bit SPN block cipher, which means 
that they have matrix representations over GF(2’”). Throughout this paper we 
use a diffusion layer which is represented by an n x n matrix A = (aij)nxn, 
where Uij € GF(2"‘) fl {0, 1} . We construct a matrix A for a diffusion layer and 
cryptanalyze when it applied to an SPN block cipher. 

The maximum branch number of 16 x 16 binary matrix is known to be 8 [3] . In 
this paper, we construct a 16 x 16 involution binary matrix A with branch number 
8, which is efficient in speed and memory space for hardware implementations 
such as smartcards which have 8-bit processors. We also estimate its security level 
in respect to differential, linear, truncated differential, and impossible differential 
cryptanalysis when it is used as a diffusion layer. Finally we also show how to 
construct A that can be implemented efficiently for 32-bit processors. 

2 Notations and Definitions 

We consider an SPN structure where mn is the input and output bit length 
consisting of m-bit s-boxes. 

We assume that round keys, which are xored with the input data in each 
round, are independent and uniformly random. Round keys that xored with 
data bits before each round are derived from a master key by a key schedule 
algorithm which is not considered in this paper. By assumption on round keys, 
xoring key layer does not effect on the number of active m-bit s-boxes. 

For measuring diffusion effects, we define the branch number which is related 
to the number of active s-boxes [4, 5] . 

Definition 1. An s-box Si is an active s-box if input difference or output mask 
value of Si is nonzero for z = 1, 2, • • • , n. 



Definition 2. Let all s-boxes be bijective. The minimum number of active s- 
boxes Ud, ni in consecutive 2-round SPN for DC and LC are defined 

Ud = min [wh{Ax) + wh{A{Ax))] 

m = min \wh(Px) -\- WH(A( rx))], 
rA{x)iio 

where A is a diffusion layer and wh{x) is the hamming weight of x which is 
the number of nonzero subblocks over GF(2'") of x; i.e. wh{x) = #{z|0 < i < 
n,Xi yf 0}. 



In this paper, we consider xl as a n x n binary nonsingular matrix. 

We define the following definition for the use of Lemma 6 in the next section. 
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Definition 3. Two n x n binary matrices A, B are permutation homomorphic 
to each other if there exists a row permutation p and a column permutation 7 
satisfying 

p{l{A)) = -l{p{A)) = B. 

3 Constructing of a Diffusion Layer 

A round function is supposed to be designed to satisfy both strong security and 
high efficiency as possible. We construct a diffusion layer with large diffusion 
effect to meet security, and with simple operations to meet efficiency. 

Let a round function be a composition of three layers (functions), a key ad- 
dition, a confusion, and a diffusion layer. 

Most of confusion layers are consisting of nonlinear bijective functions and 
described as pre-calculated tables in a certain size of input and output word, 
which is 8-bit in most of block ciphers. Designing a round function with prov- 
able security and in a simple form, a diffusion layer can be selected from linear 
transformations. Notice that a linear transformation should be selected to max- 
imize diffusion effect such as the input/output correlation of individual s-boxes. 

Let L be a diffusion layer of AES and A be a diffusion layer which we will 
construct. Then 

L £ and A € (GF(2^) D {0, 

Multiplication and addition operations over GF(2^) should be implemented for 
L, but only byte XOR operations are implemented for A. In 8-bit processor, 
multiplication and addition operations over GF(2^) can be changed to byte 
XOR operations by a technique as described in [10], where the total number 
of operations is increased. Therefore, the total number of XOR operations for 
implementing A can be less than the total number of XOR operations for im- 
plementing L. The following matrix L in (1) is represented 16 x 16 matrix over 
GF(2^) as a diffusion layer of AES. 

/ 02 00 00 00 00 00 00 03 00 00 01 00 00 00 01 00 \ 

00 02 00 00 03 00 00 00 00 00 00 01 00 00 00 01 

00 00 02 00 00 03 00 00 01 00 00 00 00 01 00 00 

00 00 00 02 00 00 03 00 00 01 00 00 01 00 00 00 

01 00 00 00 00 00 00 02 00 00 03 00 00 00 01 00 

00 01 00 00 02 00 00 00 00 00 00 03 00 00 00 01 

00 00 01 00 00 02 00 00 03 00 00 00 00 01 00 00 

y- _ 00 00 00 01 00 00 02 00 00 03 00 00 01 00 00 00 /. ^ 

^ ~ 01 00 00 00 00 00 00 01 00 00 02 00 00 00 03 00 Ml 

00 01 00 00 01 00 00 00 00 00 00 02 00 00 00 03 

00 00 01 00 00 01 00 00 02 00 00 00 00 03 00 00 

00 00 00 01 00 00 01 00 00 02 00 00 03 00 00 00 

03 00 00 00 00 00 00 01 00 00 01 00 00 00 02 00 

00 03 00 00 01 00 00 00 00 00 00 01 00 00 00 02 

00 00 03 00 00 01 00 00 01 00 00 00 00 02 00 00 

\ 00 00 00 03 00 00 01 00 00 01 00 00 02 00 00 00 / 

So, we consider two properties and four criteria for finding a matrix A £ 
(GF(2^) n {0, 1 }) 16 x 16 gjg diffusion layer. 
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Property 1. The matrix is binary involution matrix. 

Property 2. The binary matrix is of branch number 8 and a cipher with the 
matrix is resisting against truncated and impossible differential cryptanalysis 
in reasonable rounds. 

3.1 Criterion 1: Binary Matrix with Branch Number 8 

Let we have an 128-bit SPN block cipher and P = (ai, 02, • • • , oig) be a input 
block of s-box layer where at G GF{2^) for i = 1,2, •• • ,16. An s-box Si is a 
function where 



: GF(2®) ^ GF(2«) 

and an s-box layer S' is a function where 



(2) 



S : GT'(2®)i6 ^ GF(2»)16 
(oi, 02, • • • , Oie) (Si(oi), 52(02), • • • , Si6(oi6)). 



We consider the following steps [6], which are L-type and M-type linear 
transformations as follows. 

Let S(P) be a 4 X 4 matrix with Si(oi) G GF(2®) and 



S{P) 



^ Si{ai) 52(02) 53(03) 54(04) \ 

55(05) Se{ae) Sriar) Ss{as) 

89 ( 0 , 9 ) 5io(oio) 5ii(oii) 512(012) 

\<S'l3(ai3) *S'l4(oi4) *S'l5(oi5) 5i6(oi6) / 



(Gi G2 G3 G4) , 



where Cj = (Sj(aj), Sj+4(aj+4), Sj+sioj+s), Sj+i 2 (oj+i 2 ))'^ G GF(2®)^, j = 
1, 2,3,4. 

Let T= (5 i(oi), 52 (o 2 ),-- - ,5i6(oi6))^ G GF{2^)^^, and let H = {Hi\Hi = 
(hi j) 4 x 4 : is a binary nonsingular matrix which has hamming weight 3 in each 
row and column, I G N,i,j = 1,2 , 3, 4} 



1. Define a linear transformation Li as 



Li 



^ Bii Bi2 Bi3 PilX 
P21 B22 B23 B24 
B31 P32 P33 B ^4 
\ i ?41 B42 B43 B44J 



where 



Bij — { 



J^4x4 

^4x4 



if hij = 1 
if hij = 0 ’ 



hij is the (i, j)-component of FIi, Gxa is a 4 x 4 identity matrix and 04x4 
is an 4 X 4 zero matrix. We call L; the L-type linear transformation. Notice 
that L; • T is represented as 



(Hi 


0 


0 


o\ 


(GA 


0 


Hi 


0 


0 


G 2 


0 


0 


Hi 


0 


O3 


VO 


0 


0 


Hi) 





Li-T = 



, where FIi G H. 
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2. Define a linear transformation Mm as 








0 


0 




0 


lAm2 


0 


0 


0 


0 


Hm3 


0 


V 0 


0 


0 


HmJ 



where Hm^. G H, 



k = 1 , 2 , 3, 4. 



We call Mm the M-type linear transformation. 

3. Composition by multiplications as A = Li ■ Mm • Lv ■ 



Notice that such a binary matrix A satisfies = A 

Remark 4. If A = Li ■ L 2 ■■■ Li for some I > 1, or A = Mi ■ M 2 ■ ■ ■ Mm for 
some m> 1, then the branch number of A is at most 4- 

Two L and M-types linear transformations are multiplied for A to be the 
branch number greater than 4. 

Remark 5. If A = Li ■ Mm or A = Mm • la, for some I, m, then the branch 
number of A is smaller than 8. Thus A is a multiple of at least 3 matrices as 
the following Form 1,2,3, and 4- 

Form 1. A = Li ■ Mm ■ Li, . 

There exist I, m, V such that A is a matrix of branch number 8 which we 
will find in this section. 

Form 2. A is one of Li ■ Li, ■ Mm, Mm ■ U ■ Li> , Mm ■ Mm’ ■ U, Li ■ Mm ■ Mm' ■ 
Since Li ■ Li> or Mm ■ Mm' is a permutation matrix, the branch number of A 
is at most 4- 

Form 3. A = Mm ■ Li ■ Mm' ■ 

If the branch number of A is 8, there is some disadvantage for 32-bit word 
implementation by comparing the Form 1 because Mm and Mm' need extra 
operations to be implemented into 32-bit word operation. 

Form 4- A is a multiple of more than 3 matrices. 

There are more operations to be applied for implementing A compared with 
the Form 1 and consider its cryptographic characteristics. 

So we set a first criterion as follow. 



Criterion 1. A binary matrix of branch number 8 is generated by A = 

Li ■ Mm ■ Li> . 

The following Lemma follows from Definition 3. 

Lemma 6. If two matrices A, B are permutation homomorphic to each other, 
then A, B are of the same branch number. 

Proof. Let p, 7 be row and column permutations and A - x = y {x,y € Zlf), 
then p{A)x = p{Ax) = p{y). Ax = 7 (A) ( 7 ( 0 ;’^))^ = y. 

Since wh{x) = wh{'i{x'^)) , wniy) = wh{p{x)), A and j{p{A)) = p( 7 (A)) = B 
are of the same branch number. 
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By the Lemma 6, the branch number is the same for any row or column 
permutation, thus there are many matrices of branch number 8, which have 
different forms and characteristics. Therefore, we will find a binary matrix of 
the form 1. 



3.2 Criterion 2: Involution Binary Matrix 

Key addition K, an s-box S, the inverse of the s-box S~^, a matrix A and the 
inverse of the matrix A~^ are components of an involution SPN block cipher. In 
hardware application, only 4 components K, S, S~^ and A are required if A is 
involution. 

From the method that has been discussed in Section 3.1, the binary matrix 
A represents a multiple of binary matrices as 



Li ■ Mm ■ Li>. (3) 

If A is involution, then 

A-A = Li-Mm-Li,-Li-Mm-Li, = I. (4) 

By the equation (4), we consider the following steps to find an involution 
binary matrix A. 

Step 1. Find a symmetric L;. 

Step 2. Set I = I'. 

Step 3. Find a symmetric Mm- 

Note that Li, Mm and Lp are involution binary matrices. So we set a second 
criterion as follow. 

Criterion 2. An involution matrix A is the following form 



A — Li ■ Mm ■ Li . 



( 5 ) 



3.3 Criterion 3: Resistance against TDC 

Truncated differential is a differential where only a part of the difference in the 
ciphertexts is predicted [7]. We measure the resistance against TDC attack [8] 
in considering hamming weights of byte patterns of input differences. 

We assume that each s-box St in the substitution layer is arbitrary and the 
output differences of each Si are considered as uniformly distributed which is 

p{S^{Axi) ® Sj{Ax2) = 0 ) = 28 ^ 1 ^ 
where Si, Sj are two s-boxes and Axi, Ax 2 are input differences. 
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Setting a criterion for a TDC, let Ax = {Ax\, Ax2t - ■ ■ ,Axiq) and Axi = 
Xi © X- G GF{2^) be the input differences of s-box Si and let Ax = (A^, 
Ax 2 , ■ ■ ■ , ^Xie) be the byte pattern of input differences of s-box where 



Axi = 



1 if Axi yf 0 
0 otherwise 



( 7 ) 



From the assumption, we obtain 2^®-l input byte patterns Ax of A and its output 
byte patterns A{Ax). The probability of a given input and output difference of a 
round function is depending on the hamming weight of the byte patterns of input 
differences of s-box. And we need to find pairs of patterns of input and output 
differences of a round function which lead to a possible TDC attack. Let a “byte 
characteristic” be a pair of byte patterns of input and output differences of a 
round function. Thus we only investigate iterate differences for each round. Since 
A is involution, we know that A'^{Ax) = Ax. If 1-round iterate differences are 
ruled out for consideration, then there is no 3 or more rounds iterate difference. 
So we set a third criterion as follow. 



Criterion 3. 1-round iterate byte characteristic needs to have as large 
hamming weights as possible. 

Notice that let n be the complexity of finding a 16 x 16 binary matrix with 
A{Ax) = Ax where. Ax G , then the complexity of finding a 16 x 16 binary 
matrix with A{A^ = Ay where Ay G Zg® is 0{k^) . 



3.4 Criterion 4: Resistance against IDC 

Impossible differential attack uses differentials with probability 0, which are 
called impossible differentials [9] . 

Remark 7. Let Xi = (x^p, Xi, 2 , • ‘ ’ jXipe) be input difference and = 

(xi+i.i, Xi+ip,--- jXj+ipe) be output difference of i-th round of an SPN where 
each Xij represents “state” such as zero, nonzero, or unknown, unknown state is 
derived from two or more nonzero states and does not indicate useful information 
where impossible differentials are located. 

1. If Xij is unknown state for some j, then Xi+ij> is unknown state, where f 
is related with j by a diffusion layer. 

2. If Xi+k,j is unknown states for each j = 1,2,- •• ,16 and for some i, then 
there is no impossible differential for more than 2k -round. 

By the above Remark 7, we have the following criterion for finding a binary 
matrix which has no 4 or more rounds impossible differential characteristic. 

Criterion 4. For any input difference Xi = (xip,Xip,--- ,Xi^ie), there 
exist k <2 such that Xi+k,] is unknown state for each j = 1, 2, • • • , 16. 
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3.5 The Results 



Using the above Criteria 1, 
Let 



2, 3, and 4, we find matrices L; and Mm as follows. 



Hi 




and 



Hml — 




Hm2 — 




m3 — 




-^m4 — 




By the definition of L and M-type linear transformations, Li and are rep- 
resented as follows; 



/ 


1 


0 


0 


0 


1 


0 


0 


0 


1 


0 


0 


0 


0 


0 


0 


0\ 


/ 


0 


1 


1 


1 


0 


0 


0 


0 


0 


0 


0 


0 


0 


0 


0 


0\ 




0 


1 


0 


0 


0 


1 


0 


0 


0 


1 


0 


0 


0 


0 


0 


0 ' 






1 


0 


1 


1 


0 
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0 
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0 
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0 


0 
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1/ 



By the criterion 1, we choose a matrix A as the followingg form. 



A — L[ ‘ • Li — 



/O 0 0 1 1 0 1 
0 0 1 0 0 1 0 
0 10 0 10 1 
1 0 0 0 0 1 0 
10 10 0 10 
0 10 110 0 
1 0 1 0 0 0 0 
0 10 10 0 1 
110 0 10 0 
1 1 0 0 0 1 1 
0 0 110 11 
0 0 1110 0 
0 1 1 0 0 0 1 
1 0 0 1 0 0 1 
10 0 1110 
\0 1 1 0 1 1 0 



0 1 1 0 0 0 1 1 0 
111001001 
0 0 0 1 1 1 0 0 1 
100110110 
0 1 0 0 1 0 0 1 1 
0 0 1 1 0 0 0 1 1 
101101100 
0 10 0 1110 0 
1 0 0 1 0 0 1 0 1 
0 0 0 0 1 1 0 1 0 
0 1 0 0 0 0 1 0 1 
10 10 0 10 10 
10 10 110 0 0 
110 10 0 10 0 
0 0 1 0 1 0 0 1 0 
0 1 0 1 0 0 0 0 1 



(8) 



The following Fig. 1 is an example of a round function of an SPN with the 
matrix A in (8) as a diffusion layer. 

In the next section, we explain how to implement A into an 8-bit processor 
and give some techniques to reduce the number of operations for implementing 
A in (8) into 32-bit processor. 
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4 Implementation 

4.1 8-Bit Processor 

If the matrix 4. in (8) is implemented into 8-bit processor, then A is represented 
by byte XORs of binary vectors as follows ; 

A-x = y, 

where x = (xi,X 2 ,--- ,xie)'^, y = ,2/16)^ with xi, y^ G GF(2®), i = 

1, 2, • • • , 16. Then, 



2/1 


= X4 
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X5 
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Xg 
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Xi4 
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= 3^3 
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yii = © X4 © xy © X8 © a;g © x\i © a;i4 

2/15 = xi © X4 © X5 © Xe © a;io © x\2 © x\^ 

2/16 = ai2 © ai3 © X5 © xe © a;g © xn © a;ie • 

Note that the total number of byte XOR operations can be reduced to 60 in 
each diffusion layer by a simple algebraic technique. 

4.2 32-Bit Processor 

For implementing into a 32-bit processor, AES is encoded by tables which are 
combined s-box layer with the diffusion layer [10]. So we apply this method to 
our diffusion layer. 

As we explained by the equation in (5), A is represented as A = L[ ■ ■ Li- 

The s-box layer S is implemented into 16 times table- lookups. There are two 
cases for implementing Li ■ Mm ■ Li as follows. 

If we implement L-type linear transformation into 32-bit word operations, 
then we need to implement M-type linear transformation into table- lookups. If 
we implement M-type linear transformation into 32-bit word operations, then 
we need to implement L-type linear transformation into table-lookups. 

The following table shows that the different number of operations are needed 
for implementing the above two cases. 
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Lj M„, L/ key 



Fig. 1. An example of a round function with the matrix A as a diffusion layer 
Table 1. Number of operations for Li ■ Mm ■ Li 



LlMmLl 


Number of XORs 


Number of table-lookups 


Case 1. 


Li Word XOR 

Mm ■ Table 


8 


16 


Case2. 


Li : Table 
Mm : Word XOR 


4 


32 



As described in the Tablel, the Case 1. which is implementing L into word 
XOR’s and M into table- lookups is more efficient than the Case 2. 

By equation (5), we decide to implement Mm into 16 table-lookups. So, there 
are at least 32 table-lookups for 5 tables to implement A ■ S = Li ■ Mm ■ Li ■ S. 
If we find a matrix E such that 



Mm- Li-S = E- Mm" s, (9) 

where Mm' is a M-type linear transformation which has the same blocks in 
the diagonal. 

Then Mm' and S can be combined into 16 table-lookups with 4 tables as 
described in [10]. 

Since Mm' is a M-type linear transformation, there is a permutation matrix 
Q such that 



Mm' = Q-Mm- 
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Because of the algebraic structures of L and M-type linear transformations, 
there exists a permutation matrix P satisfying Mm ■ Li = P ■ Li ■ Q ■ Mm- 

Therefore, the number of tables and lookups can be reduced by using per- 
mutation matrices P and Q such as 



Li-Mm-Li-S = Li-P-Li-Q-Mm-S. (10) 



If P and Q are chosen as in (11), then just 4 tables and 16 table-lookups are 
needed by using Q ■ Mm ■ S to implement A in (8). 
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1 


V 
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1 
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0 
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0 
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1 


1 


1 


0 



Notice that the form of Q ■ Mm ■ S is implemented into 16 table-lookups and 
matrices Li, P are implemented into simple forms such as 32-bit word XOR 
operations. Using the equation in (10), the number of table-lookups are reduced 
to 16 with 4 tables. 



5 Cryptanalysis for an SPN Block Cipher with the 
Matrix A as a Diffusion Layer 

We find a binary matrix A which satisfies Property 1 and 2 as we have discussed 
in Section 3. We analyze an SPN block cipher with the matrix A that we have 
found as a diffusion layer as follows. 
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5.1 Resistance against Differential and Linear Cryptanalysis 

We consider a 2r-round SPN with the 16x16 binary matrix of branch number 8 
as a diffusion layer. If the maximum probability for a differential characteristic 
and a linear approximation of s-box is 2“®, then the maximum probabilities [5] 
for a differential characteristic and a linear approximation of a 2r-round SPN 
block cipher are 



-P|T < P’l’' < 

And if 128-bit key is used, then the minimum number of rounds to be secure 
against differential and linear cryptanalysis is at least 6. The Table 2 shows a 
lower bound on the number of active s-boxes in each round. Also, we obtain upper 
bounds of probabilities for differential characteristics and linear approximations 
as follows where the maximum probability for a differential characteristic and a 
linear approximation of an active s-box is 2“®. 



Table 2. A lower bound on the number of active S-boxes, probabilities for a differential 
characteristic and bias for a linear approximation. 



Rounds 


A lower bound on 
the number of 
active s-boxes 


Probability for 
a differential 
characteristic 


Bias for 
a linear 
approximation 


2 


8 


2"'*“ 




3 


9 


2-54 


2-54 


4 


16 


2-96 


2-96 


5 


17 


2-102 


2-102 


6 


24 


2-144 


2-144 


7 


25 


2-150 


2-150 


8 


32 


2-192 


2-192 


9 


33 


2-198 


2-198 


10 


40 


2-240 


2-240 



5.2 Cryptanalysis against Truncated Differential Attack 

As defined Ax in (7), we consider Ax is an input of the diffusion layer A. By 
the assumption (6) in the Section 3.3, the probability Pr of an iterate difference 
can be estimated for r-round as the following [8]. 



Pr 



( 2 -®) 

( 2 -®) 



wh(Ax^)-1 X ... X (2"®) 

l-RiH 






(12) 



where Ax^ is the byte pattern of an input difference and Ax^~^^ = A{Ax^) is 
the byte pattern of the output difference. 
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By investigating all byte pattern Ax of input differences with the matrix A 
in (8), we summarize the cases of iterate differences and estimated probabilities 
as follows. 

~ The minimum hamming weight of byte patterns of input differences in 1- 
round iterate byte characteristics is 4 and those estimated probability is 
2 - 24 . 

— A byte characteristic is a 2-round byte characteristic because A is involution. 
Since the branch number of A is 8, an upper bound of estimated probability 
for 2-round byte characteristic is 2“4®. 

— There is no 3 or more rounds iterate byte characteristic because the matrix 
A is involution. 

In the above summary, the probabilities are estimated under the assumption 
that output differences of each s-box are random. Notice that the probability 
can be changed according to the s-box layer. 



5.3 Cryptanalysis against Impossible Differential Attack 

Resisting against impossible differential attack, we need to consider patterns of 
“state” of 2-round for any input state that zero state is denoted by “0” and 
nonzero state is denoted by “1”. In our simulations, for all input states, every 
byte of 2-round output state is unknown state. Thus, an SPN block cipher with 
the matrix A has no 4 or more rounds impossible differential characteristic. The 
number in each byte position as in Table 3 is the number of previous nonzero 
byte position affecting the current byte position. 



6 Conclusion 

In this paper, we construct a 16 x 16 involution binary matrix A of branch number 
8 which is known to be the maximum branch number and estimat cryptographic 
strength of an SPN cipher which uses A as a diffusion layer. We compare the 
number of operations with the other diffusion layer such as AES. 



6.1 Comparison with Round Functions of Other Ciphers 

To compare with AES, we consider a round function as we described in Fig. 2. In 
Section 5, we showed that the minimum number of rounds to be secure against 
DC and LC is 6. We set the total number of rounds 8, which is the minimum 
number of rounds derived from [11]. We call the SPN-A is an SPN block cipher 
as described in Section 3.5. We give some basic theoretic numbers for measur- 
ing computational complexities of two SPN block ciphers. The followings are 
the comparison with results of the number of operations for 8-bit and 32-bit 
processors. 




502 B.W. Koo, H.S. Jang, and J.H. Song 



Table 3. The byte pattern of 2-rounds for 16 input byte differences which are hamming 
weight 1. 



Input 


(1000 0000 0000 0000) (0100 0000 0000 0000) (0010 0000 0000 0000) 


1-round result 


(0001 1010 1100 0110) (0010 0101 1100 1001) (0100 1010 0011 1001) 


2-round result 


(7222 2424 2244 2442) (2722 4242 2244 4224) (2272 2424 4422 4224) 


Input 


(0001 0000 0000 0000) (0000 1000 0000 0000) (0000 0100 0000 0000) 


1-round result 


(1000 0101 0011 0110) (1010 0100 1001 0011) (0101 1000 0110 0011) 


2-round result 


(2227 4242 4422 2442) (2424 7222 2442 2244) (4242 2722 4224 2244) 


Input 


(0000 0010 0000 0000) (0000 0001 0000 0000) (0000 0000 1000 0000) 


1-round result 


(1010 0001 0110 1100) (0101 0010 1001 1100) (1100 1001 0010 0101) 


2-round result 


(2424 2272 4224 4422) (4242 2227 2442 4422) (2244 2442 7222 2424) 


Input 


(0000 0000 0100 0000) (0000 0000 0010 0000) (0000 0000 0001 0000) 


1-round result 


(1100 0110 0001 1010) (0011 0110 1000 0101) (0011 1001 0100 1010) 


2-round result 


(2244 4224 2722 4242) (4422 4224 2272 2424) (4422 2442 2227 4242) 


Input 


(0000 0000 0000 1000) (0000 0000 0000 0100) (0000 0000 0000 0010) 


1-round result 


(0110 0011 0101 1000) (1001 0011 1010 0100) (1001 1100 0101 0010) 


2-round result 


(2442 2244 2424 7222) (4224 2244 4242 2722) (4224 4422 2424 2272) 


Input 


(0000 0000 0000 0001) 


1-round result 


(0110 1100 1010 0001) 


2-round result 


(2442 4422 4242 2227) 



Table 4. 8-bit processor 





Input size of 


Number of XOR 


Number of 


Cipher name 


round function 


per round 


table-lookups 
per round 


AES-128 


128-bit 


140 


16 


SPN-A 


128-bit 


76 


16 



Table 5. 32-bit processor 





Input size of 


Number of XORs 


Number of 


Number of 


Cipher name 


round function 


per round 


table-lookups 
per round 


shift 

operation 


AES-128 


128-bit 


16 


16 


12 


SPN-A 


128-bit 


23 


16 


20 



In 8-bit processor, as described in Table 3, the total number of operations 
in the SPN-A is less than the AES. In 32-bit processor, as described in Table 4, 
the total number of operations in the AES-128 is less than the SPN-A. 

As described in Table 4 and 5, the SPN -A is more efficient in 8-bit processor 
applications and the AES-128 is more efficient in 32-bit processor applications. 



6.2 Future Works 

Authors are working on designing an involution SPN block cipher with the A 
as a diffusion layer. In addition, we need to find various types of truncated 
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differential characteristics and cryptanalyze with those characteristics for the 
future work. 
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